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Preface 

During the First World· War, 1914-1918, the function of the signals services 
otthe Royal Flying Corps and the Royal Air Force was that which the word 
implied-the provision and maintenance of telecommunications.l In the 
period between the two world wars the art of wireless di~ection-finding 

developed, and Sigpals became responsible for radio aids to air navigation . 
During the Second World War the employment of new radio· techniques enlarged 
still further the province of Royal Air Force Signals until communications were 
eventually only one of the many distinct yet interwoven commitments in the 
sphere of electronics. Amongst them was that of radio counter-measures. 

The Second World War demonstrated amply that the use of radio by the air 
force· of one belligerent could often be neutralised, or in some instances turned to 
some disadvantage by the employment · of an appropriate radio counter
operation by the other. Sometimes a futther process followed ·in which a radio 
means of combating the first counter-mea.Sure was evolved, leading to a pro
longed battle of scientific and technical wits on both sides, to .which the term 
"radio warfare " has been applied. The operations have been known 
individually as radio counter-measures.2 

Part I of this· volume gives an account of defensive counter-measures- those 
put into effect primarily to assist in the air defence of the United Kingdom in 
conjunction with Fighter Command. In this phase of the narrative, radio 
counter-measures grow from small beginnings to the status of a distinct depart
ment of Signals. The evolution of offensive radio counter-measures-.,..those 
used in support of the air offensive against Germany, mainly by Bomber 
ti:ommand, forms the subject of Part II of the narrative. Then follows in 
Part III an account of radio counter-measures in a few of the important Allied 
landings in enemy-0ccupied territory, involving all arms, and conunooly 
termed " Combined Operations ". These were an occasion for the planned 
exploitation of certain radio counter-measure techniques under special 
circumstances, and are accordingly thought worthy of separate treatment. 

This volume is devoted largely to the activities of No. 80 Wing' and No. 100 
Group in association with Fighter Command and Bomber Command, but it by 
no means exhausts the story of radio counter-measures. In the maritime 
theatre the aircraft of Coastal Command found themselves dependent to some 
extent on A.S.V. radar equipment in their search for U-boats. It was therefore 
the Germans who primarily sought to neutralise the advantages of radio in this 
sphere, with the Royal Air Force endeavouring to retain its advantage. An 
account of the radio war in Coastal .Command will be found in Volume VI, 
Radio in Maritime Warfare, where by-reason of its connexion with anti-U-b.oat 
tactics and the developments in A.S.V. equipment, it is more appropriately 
placed. 

1 There were isolated instances of wireless jamming. such as against Naval vessels in the 
Battle of Jutland aad against German Zeppelins. 
· ~Radio operations and counter-measures were of such wide scope that inevitably, large 
numbers of code words were introduced. A glossary of these terms is given at Appendix 
No. JS. 
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' It is the intention in this narr~tive to record only those events which 
contributed something substantially new to the evolution of radio counter
measures as a technique ; ',Vhere certain campaigns and important operations 
have been mentioned only shortly, no reflection should be inferred of the value, 
magnitude or success of radio counter-measu~e s~vices in them. There was 
tiati.µ-ally much repetition in type of operation from time to time and from place 
to place, any differences being mainly in organisation. The United Kingdom 
had mo$t of the r.esources for research, design, development, trial and produc
.tion, in addition to having almost continuous-priority. Most of this narratiye 
concerns, therefore, operations based in England, but radio counter-measures 
in .oversea theatres also contributed towards technical and operational p~ogress. 
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PART t 
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INTRODUCTION 

. During the early months of 1939 the Air Defenc:e Sub-committee of the 
· Coro.mittee of Imperial Defence sought to ensure that aU scientific and technical 

resources in the country were put to use for air defence in the forthcoming war, 
.. wd as a result of their deliberations a radio count er-measure was taken. Before 

hostilities began on 3 September 1939 preparations were complete for denying 
to. the 'enemy the assista11ce of the British Broadcasting Corporation tTans
mjssions both for use as radio aids to navigation in the form of medium frequency 

. direction-finding beacons and as instruments for spurious propiganda.1 . 

~ As the war progressed attention was drawn more and more towards the possi
bilities of defensive radio counter-measures against the Gennan night offensive. 
Accwnulating evidence showed how greatly the German Air Force relied upon 
radio aids to navigation . In so far, therefore, as they °'were soon found to be 
vulnerable to the new radio counter-measures technique, these radio naviga
tional aids promised to become the enemy's Achilles' heel, and the counter
measures were brought to play with ever increasing effort and effect. Indeed, 
until the Royal Air Force night-fighter defence system began to be ful ly effective 
in May 1941, this new artifice remajned a primary weapon of air defence. 

Apart from the R.C.M. activity on the B.B.C. system already mentioned. the 
early months oC the war saw the collection of information as to the precise extent 
to which the German Air Force was dependent upon radio aids to navigation, 
and in what form the latter were provided. Information drawn from papers 
salvaged from crashed enemy aircraft, from interrogation of prisoners, and from 
other sources indicated that the Germans had a naviga}-ional aid which made 
use of narrow radio beams on a high frequency, and j:Jiat this would probably 
be used to enable their bombers to attack targetsjrl the United Kingdom by 
night and under conditions· of bad visibility bY. diy. It was realised that the 
use of narrow radio beams intersecting o'Ver selected targets would. prove an 
invaluable aid to enemy aircraft. The Prune Minister therefore instructed tbat 
a special investigation to determine details of the enemy system should be 
carried out. This work was delegated by the Secretary oi State for Air to the 
Assistant: Chief of the AU-Staff (Radio). At a meeting of the Night Interception 
Committee on 16 J une 1940 certain recommendations were made which 
resuJted in the formatfon of a ground watching organisation , and in a decision 
IG employ aircraft specially equ ipped for investigating beams. At a fUrther 
meeting on the following day it was decided that, as the crews of the recently 
disbanded Blind Approach Training and Development Unit (B.A.T.D.V.) were 
the only personnel sufficiently trained in beam flying capable of carrying out 
such an investigation , th.is unit should be re-formed. The new unit became 
the Wireless Intelligence and Development Unit, and later, No. 109 Squadron. 
Steps were also taken to evolve a suitable counter-measure system. 

ts the enemy had aJready an extensi've system of medium frequency beacons 
and a medium frequency dire~tion-finding network to assist his bomber crews 

1 Air DefeJJ.ce Sub-Committee (A.D.C.} Minutes a.Dd Memoranda, 1939. 
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in their navigation, there was obviously a wide field for radio counter-measures. 
1t was apparent the:refor.e that it was most advisable for this work to be 
co-ordinated under a single control, The control was at first given to Head
quarters, Fighter Command, where fuJl information on movements of enemy 
aircraft approaching the United Kingdom was available. Later, a radio 
counter-measure section was fom'led in the Directorate of Signals at the Air 
Ministry, followed by the formation of No. 80 Wing at Radlett, Hertfordshire, 
to which formation the-control .of all operations associated with the countering 
of enemy radio navigational and bombing· aids was transferred. It >Vas also 
necessary to establish liaison officers in the Operat ions Room, Headquarters, 
Fighter Command, to pass essential information to No. 80 Wing. 

Radio counter-measures in the _early stages of the war we;re of an entirely 
defensive nature, but as the tide turned, they began to-take their place fa the 
offensive and eventually justified the formation of a R.C.M. Group known as 
"No. JOO (Bomber Support) Group.'' No. 80 Wing was embodied in this 
Group and whilst retained primarily in its ·deiensive role to th.e end of the war 
in Europe, it also took its share in the air offensive by providing certain ground 
radio counter-measures as distinct from airborne counter-measures. As the 
war progressed the enemy .continually intr"duced new and various radio aids 
to navigation and blind bombing ; consequently the counter-measures employed 
were many. The extent and periods of their operational use were, of course, 
dependent on the intensity with which the enemy exercised his various ndio 
aids to navjgation. lt is this factor which bas determined the form of Part I 
of this volume which describes in phases the defensive radio counter-measures 
undertaken, 
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CHAPTER 1 

RADIO COUNTER-MEASURES, SEPTEMBER, 1939, 
TO SEPTEMBER 1940 

At the beginning of the War the German Air Force placed great reliance 
on radio beams and radio beacons as navigational aids for their bomber 
~ircraft. It was therefore important to prevent the use of such aids by hoslile 
aircraft flying over the United Kingdom. 

Knickebein 
The information obtained from various sources during 1940 disclosed that 

the enemy had a navigational system consisting of narrow beams Of'\ the 
30 megacycles per second frequency band which could be directed to intersect 
over a predetermined target and used for accurate bombing at night or in 
conditions of bad visibility.l As this frequency band was covered by the 
l>tind approach receiver with which all German bomber aircraft were fitted, 
the system could be used by the entire bomber force. the aid was called 
K<ttitkeb1wn. and the code name Headache was given to the Royal Air Force's 
collective counter-measures against iL At the t ime , two K1iickebeiit stations 
were believed to exist, one at meve (near the Dutc.h/Gcrman front ier) and 
the otber at Bredstedt. 

Although according to scientifk theory it was then believed that these 
signals, because of their high frequency, could not be heard on I he groun<l 
in the United Kingdom except under freak conditions of propagation, 
arrangements were nevertheless JT1ade for listening watches to be kept not 
only in aircraft but at certai11 ground stat ion!\ along the south coast of 
l!'.ngland .~ Later, when it Wi\S found that the scientists' theory was not borne 
out in practice, the listening network was extended further inland, and an 
irlensive system of ground watching was set tip over the southern ha)( o( 
Engfand, some of the receivers at first being mounted o.n 300-foot towers. 
'fhe e.xjstence o{ a beam laid over this country was fast established on lhe night 
of 22/23 June 1940, during a flight by an ai rcraft of the re-formed J3lind 
r\pproach Training and DevelopmP.nt Unit,3 and on the night of 24/25 June 
1940, one o{ the tower listening stations reported that beam type signals were 
being heard on a frequency of ~ I ·5 megacycles per second. 

Concurrently with the pTovi&ion ol' listening facilities, action was taken 
lo provide counter-measures against the use oE the beams. In the absence of 
~u.itable Jamming transmiHers it was decided as an emergency measure to 
utitise a. uumber of electro-medical (diathermy) apparatuses as jammers.1 

Two of these sets were modified to c;over the 30 megacycles pet second frequency 
band as crude jammers w!thout keyrng faciJities. They were installed in 
vehicles with receivers £or intercepting th_e beam signals and sent to Wyton 
m Huntingdon and to Boscombe Down in Wiltshire, whence they could be 

1 Appendix No. 1 lor d etails of the German radio beam system. 
•Air Min1stry (A.r<'l.) A .! . L (a) Meeting. 9 August 1940. 
'Appet1tfo: No 2, 
• Alr Mioistry A.I ,2 (e) Reports, 26 juoe and 28 Jone 1940. 
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quickly despatched to any specified target area. Telephone tie-lines were 
provided to the F ilter Room of Headci.uarters, Fighter Command, where the . 
reports from the listening stations were received by a small body of experts 
specially formed for tliis purpose. · 

Meanwhile a 50-watt beam approach beacon had been hastily modified so 
that in conjunction with a receiver, it could emit a synchronised signal as a 
more suitable form of interference. By the use of this equipment it was hoped 
to distort the equi-sigual path of the Geiman radio beam in order that the 
enemy aircraft would be diverted from the_ir course w1t.hout realising it. The 
equipment was first set up at Wyton but was moved in a few days to a more 
suitable site in Norfolk. This emergency equipment was, however, not used 
ope.rationally, as up to the end of June there was no evidence from the tracks 
of aircraft that the enemy was using beams to assist his attacks,1 and it was 
considered very 1.U1desirable at this stage to disclose lo the enemy by jamming 
that his system had been discovered. 

In the meantime, reception tests of transmissions from the two diathermy 
sets at Wyton and Bascombe Down had revealed that tlleir unmodulated 
signals were unlikely to give the desirecl range and jamming effect. More 
diathermy sets of different patterns were therefore obtained from hospital:;, 
and twelve of the most _suitable were selected and modified to act as radio 
transmitters with audio modulation. The sets were installed in selected police 
stations on the east a nd south of England to form a jamming screen, their 
switching on and off befog in the hands of the po1ice on instructions from the 
Control at Headquarters, Fighter Command. A number of sets were 
eventually provided with crystals in order to maintain a constant frequency. 
In addition to the rebuilt diathermy sets, five fixed beam approach beacons 
at air.fields and three portable ones were taken over and adapted for jamming. 
These equipments were much superior to the rebuilt diathermy sets, since , 
not only was thejr power greater, being of the order of 0 ·5 kilowatt, but the 
transmitters were already fitted with good quality audlo frequency modulation. 

The Deviator Method of Interference 
The first of the portable beam approach beacons was adapted so that it 

could be used as a synchronjsed ·transmitter to replace the low power beacon 
with which the early experin\.ents to produce interference had been made. 
The method consisted of passing, a received signal to a transmitter through a 
device which enabled the trans.nll\t:r to be " keyed '' in synchronism with 
the received signal. For synchromszng purposes two receivjng stations were 
provided, one about 50 miles north and one 50 miles south of the transmitter 
site at Earlestone, near Nor.vich. Alternative sites were thus available for 
picking up the enemy's signal. depending on the direction or setting of his 
beam. · 

While the arrangements for countering the beams were being prepared, an 
analysis was being made of the signals intercepted by aircraft of the re-formed 
B.A.T.D. Unit and of observations from the monitoring ground receivers. 
It was found that the beams originated in the K leve district (in Western 
Gennany near the Dutch frontier.) but that the characteristic dot/dash ·signals 
received at the various groUnd stations were not always in the usual sequence. 
A theoretical diagram of an aerial array which could produce such an effect 

1 Director o~ Signals (D. of S.) Conference, 25 June 1940. 
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by ,ii combination of lobes of radiation had been produced, when a captured 
enemy document was obtained giving a description and methods o( use of the 

' K~ickebein Long Range Beacon together with a diagram of the "beam'' 
pa~ern.1 The theoretical diagram was found to agree very closely with this. 

t The diagram showed that there was a main beam with two subsidiary beams 
on either side, the dot/dash characteristics· being reversed in the case of the 
first subsidiary beam on each side.2 It was immediately realised that with a 
knowledge of the angular position of the side beams ~with respect to the main 
beam, it sufficient ground observations could be obtained (and by this hme it 
had been found that reliable signals could be obtained at ground level), it 
should be possible to estimate the setting of the main beam . 
. A copy of the German beam pattern diagram was made on tracing cloth. 
This was placed on a map with the centre of the diagram on the site of the 
Knickebein and rotated until the characteristics obtained at the various ground 
stations fitted those of the diagram ; the direction of the main beam was tlms 
detennin~d and an ~ediate indication obtained from the map of the cities 
or towns over which the beam passed. The process was. repeated for a secohd 
Knickebei·n, the intersection of the two beams then indicating the target area. 
This- method of determiaing the target was found to be fairly reliable. The 
information was passed to the Duty Air Commodore at Fighter Command 
as ~on as the target was determined and, at times, proved of great value. 

During the last Week of August two more Knickebein statjons were .identified 
by aircraft of the B.A.T.D. Unit~ one near Dieppe and the other near 
Cherbourg. Both of these transmitted on a frequency of 30 megacycles per 
second. Information was also received of another J{nickebein at Stavanger. 
Heavy raids over Britain were made in August, and from the tracks of the air
craft plotted by the Royal Air Force Home Chain radar stations, it appeared 
that the Kleve a.nd Dieppe Krvickebein were usually employed by the Luftwaffe 
for the attacks on London, while Dieppe and Cherbourg Knickebei'n were used 
for attacks on the Midlands and Portsmouth, 
' Flight tests were made duri.ng enemy raids to test the efficiency of the British 

jammers. On some flights it was found that the freqµency of the jammers was 
not exactly the same as that of toe enemy signal and was inclined to wander, 
with the result that the Knickebeitt, signals could be received clear of jamming. 
When, however, the frequency of the jamrner was identical, the enemy beam was. 
blotted out in the neighbourhood of the jammer. In order to ensure that the 
frequency of the jammer remained exactly the same as that of the enemy signal, 
the jamming transmitters were modified to enable the frequency to be crystal
conJrolled. 

Flight tests were also carried out on the so-called Deviator system, mentioned 
al>J>ve, which had been used whenever the Kleve Knzckeb_ef,n was active, These 
tests did not give any conclusive evidence of a shift of beam, but the equi-signal 
zone was found to be masked. In view of these results and of the difficulties of 
production on a large scale, it was decided to abandon the scheme of 
synchronised jamming, and concentrate on the easier and more effective 
unsynchronised methods. It was evident that to ensure complete jamming of the 
stgnals over that part of the country covered by Knickebein signals, a greater 
concentration of transmitters with higher power was required, and that 

1 R~A~F. Wireless · Intelligence Sucnma.ry No. 6, A. l.I (e) of· 2 Ma.y 1·940 includes an 
acwunt of ~his. 1 Diagram 1. 
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additiona1 listening · stations on the South Coast were necessary in view of the 
newly installed Knickebe.i1i which liad become active in Northern France. 

Medium Frequency ::Beacons 
At the outbreak of war, preparations were already complete for synchronisa

tio11 of a nwnber of transmissions of each British Broadcasting Corporation 
(B.B.C.) programme, so dispersed as t o make it impossible for the German Air 
Force to use them as mediwn frequency beacons for navigation by means of 
aircraf~ direction-finding loops. At the same time it had been arranged to 
prevent intrusions by en<[my propagandist announcers into the B.B.C. pro
gramme, by fi.Uing all gaps betwe~n items and by having the B.B.C. announcer 
state b.is name before making his announcement in order to familiarise the 
public with lus voice and mannerisms. Th.ls pre-war plan was put into effect· 
upon the outbreak of war and was the first radio cow1ter-measure to be used,l 

It was well known before the war that the enemy favoured the use of radio 
aids to navigation and that throughout Germany there existed a vast network 
of M.F. radio beacons. After ·the enemy occupation of France and 'the Low 
Countries in 1940, he expanded this network to form an elaborate system 
throughout these countries to assist the navigation of his aircraft in attacks 
upon the United K i.ngdom. The Air Officer Commanding-in-Chief. Fighter 
Command, stressed that the radio beacons were being used to assist German Air 
Force aircrews to navigate to their targets, and he urged as an immediate 
operational requirement the provision of a suitable counter-measure. In spite of 
tbe usually accepted theory that " night effect " rendered M.F. beacons useless 
for accurate navigation at night, it was decided to undertake counter-measures .. 
Information eventually obtained from prisoners justified the wisdom of trus· 
decision. 

ln order to render the beacons less useful to the ~nemy. a system of masking 
was put into operation. At intervals throughout the country were sited a 
number of transnritters, the frequency of which. coUld be changed rapidly_ These 
were designed to re-radiate the enemy beacon signals and so render them 
unsuitable for direction-finding purposes over the United Kingdom. The enemy 
signal was used to trigger the counter~measure transmitters. This system was: 
one _previously devised by the Radio Branch oi the Post Office ~ngineering: 
Department to guard against the use of illicit radio bea.cons in this country by 
enemy airctaft.2 ihe equipment was given the name Meacon (masking 
beac-0n). The meaconing principle was more subtle than plain januning, jl.S, 

being a re-radiation of the origfoal beacon signal, there was no frequency 
difference and-ne-.difference in keying, but simply a different point of radiation. 
Thus the presence of meaconing could not r~adily be detected in ao aircraft 
fitted with normal recejver equipment, and false bearings were obtained without 
any but the most experienced opecators realising tl'lat counter-measures were 
being applied. 

A comprehensive scheme for th.e provision ·ot Meacons was drawn lip by the 
Air Ministry in conju_nction with the G.P.0.1 so that effective cover could b~ 
given to tbe w.ho1e country, and the installation work was pushed on with all 
speed. The first Meacons.were ready for service during July, 1940, and by the 
end of August oi that year fifteen sets of equipment at five different sites w.ere 
41_ l!Se _qpe_rat;on~lly ,Jo fl')._¥~ -~n~i:ny beacons. These sit~ were at 'fligiy.i~J!. 

"1 Appendix No. 7. War-Time Control of Radio Tran~issions. · 
i Post Office Engineering Department Radio Reports Nos. 597, 598 and 599. Also Post 

Office lnstz:uction G.B. I, et seq. ''The G.B. Scbei:ne." 
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lfarpenden, Templecombe. Henfteld and Petersfield originally, but were later 
increased in number. 

The successful operation of Meacons was not only dependent on the skilled 
tnanipulation of the equ ipment employed, but retied to a major degree on a 
precise knowledge of the German "systems " o! call signs and frequencies 
a ~ated to his beMons, together with their radiated powers and localities. 
[t wiU be seen that the supply of rapid information as to when "syste.ms ' ' 
were changed, played a very important part througl'lout the war in the applica
tion and control o[ meaconing.1 Not all the Genn~n M, F. beacons were 
roeaconed. Aircrews in Bomber Command made extensive use of enemy 
beacons during their sorties, so certain beacons were left unmasked during the: 
time they were required. To prevent this being realised by the enemy the 
beacons selected for this purpose were changed from day to day. 

As a supplement to the Meacon scheme during its build-up period, arrange~ 
inents were made to use as jammers about a hundred T.77 transmitters which 
were already installed for ordinary communica.tiou purposes at Royal Air Force 
stations throughout the United Kingdom. Thus the country could be covei:ed 
with jammers arranged in groups, each group being capable of dealing with the 
enemy beae-0ns likely to be used in i ts area by enemy aircraft. The need for 
application of the scheme did not, however, a.rise. Consideration was also 
given to the use of high power B:B.C. transmitters to jam the whole band of 
freqt1encies used by the enemy beacon system. It was detenn.itied that ten 
transmitters would be required, the frequency o{ each transmitter being made 
lo vary over a band of 30 to 40 kilocycles. Unless these had been operated in 
syndlronised groups oi at lei!St three transmitters, however, I.he aid provided 
to the enemy by the use of the B.B.C. stations as beacons would have probably 
outweighed any advantage to be derived from their use as ja.m.mers. 

By the end of this phase there were certam indications suggesting that the 
enemy realised that counter-measures were- in operation and that aU was not 
well with his aircrews when using radio beac·ons over England. The evidence 
was as follows:-

(a) The enemy frequently reduced the power of his beacons to such an 
extent tbat the received signal could not be used to drive the Meacon 
transmitter. Wlth this reduced power, however, the beacon was 
probahly of little value to enemy aircraft over this coun try and could 
only be used for ·•homing··. 

(b} The ~aeons were no longer used by the enemy on a fixed methodical 
system. Changes of frequency and call-sign were made at irreg\1lar 
time~a system which added to the difficulties of his aircrews. 

(c) Enemy aircraft had been heard to report that their D.F. sets were out 
of order. 

(d) Royal Afr Force interception stations, Listening to enemy radio trans
missions, reported a marked increase in the number of enemy ai.rcraf t 
requesting D.F. fixes while over the centre of England from stations 
of the L1iftwaffe safety service organisation, a proc;du re not usually 

·hitherto employed 9wing to the danger of their transmissions dis
closing the position of the aircraft calling.2 

lAppondix No. 3, Genna.n medium frequency navigational aids and counter-measures 
1Pf~~ led te-~e me~coo.ing oj t.n~~ aiccra(t D .F. signals. . 
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lt was believed that pulse b:ansmissions were used by the enemy during the 
invasions of Norway and Rolland, but although there was no evidence of th:ese 
being userl as navigational aids over this country, precautions were nevert he
less taken. Certain transmitters were ear;marked to ac t as jamm.ers, a frequency 
band of 3 to 6 megacycles per second being covered. 

Controlling Authori.ties ---With the increasing a vailability o1 equipment' and an increasing number of 
jamming stations, lt was necessary to decide in whom the con trol of radio 
counter-measures should be vested. On 25 J uly, 1940, A.C.A.S.(R) presided 
over. a meeting which considered whether this control should be e.,,.ercised by 
H eadquarters. Fighter Command, by the " Y " Service, or by an entirely 
separate organisation.l As. it was agreed that the useful application of these 
measures could only be achieved by a con troll er having a complete knowledge ot 
enemy aircraft movements, the earJy control was placed in the hands of Fighter 
Command. I t. was soon apparent, however, that radio counter-measures wouJd 
be required on an evet-increasing scale. involving a very much greater organisa
tion than had been originally envjsaged , and requiring more independent 
cont rol. 

1 Mioutes of Assistant Chic[ o! Air Staff. A.C.A.S. (R) Meeting oo 25 July 1948. 
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CHAPTER 2 

RADIO COUNTER-MEASURES, 
SEPTEMBER 1940 TO MAY 1941 

Formation of No. 80 Win~ 
The decision having been taken by Air l\linistry that the control of radio 

eounter-mcasures should be undertaken by an organisation other than Head
quarters, Fighter Command, arrangements \vere made for the establishment of 
)/o. 80 (Signals) Wing to act under the direct operational control of Air Ministry. 
After a .transitional period at "Radium" (alternative Headquarters, Fighter 
~ommand), ?\'o. 80 Wing opened at Aldenham Lodge Hotel, Radlett, Hert
fordshire, on 14 October 1940. This location was chosen by· reasou of its 
proximity to the main London-Birmingham G.P.O. trunk cable which 
facilitated considerably the difficult problem of communications to many remote 
outstations. It was also within easy access of Air :\finistry and of Headquarters, 
fighter Command at Stanmore. The establishment included a Central 
Operations Room which received reports from Watcher Stations, Intelligence, 
~nd other sources, and issued operational ins tructions to the various types of 
fii.mmer outstations.1 Headquarters, No. 80 \Ving worked throughout in close 
do-operation with Headquarters, Fighter Command by means of liaison officers 
who, in addition to Home Security duties (closing down of B .B.C. stations 
£11d other rvr.F. transmitters)' \.Vere responsible for keeping Headquarters, 
No. 80 Wing informed by telephone of movements of enemy aircraft during their 
'ttacks on this country. This was done by passing a running commentary of 
the information available in the Operations Room at Fighter Command.~ 

( By September 1940 the Germans had developed the narro>v beam Knickebein 
system by the installation of additional transmitters 011 the north coast of 
france, making a total of five stations, and had used these during attacks on 
this country. Preliminary radio counter-measures had been taken against 
}<hem but it was soon realised that considerable expansion of these couuter
lneasures was necessary to meet the ne'vv threat. A scheme to reduce the value 
pf the enemy medium frequency beacon system as a navigational aid had also 

een instituted and was in process of development. 

~ The phase from September 1940 to May 1941 covers the period of greatest 
• tensity of enemy night attacks on the united Kingdom, decreasing only 

' vhen a considerable portion of the German Air Force was transferred to the 
Eastern Front for the attack on Russia during mid-1941. During this phase 
feveral additional radio navigational aids were brought into operation by the 
,enemy. These included two new narrow beam systems employing the " X " 
(;eriit and " Y " Gerii.t which were capable of being used for blind bombing of 
individual targets, the accuracy being very much greater than that possible 
;with the · Knickebein system. More Knickebein installations were erected, so 
~ited as to increase the area of the United Kingdom over which good beam 
. ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~-

: 1 The Operations Room organisation, layout an<l procedure are described in Appendix 
JNo. 4. 
, 2 Details of the work underlaken by these ofticers are given in Appendices N'os . 6 and 7. 
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intersections could be obtained by making full use of the coastline of Northern 
France and Bolland. A total ·of nine Knickebein stations was now available 
and the frequencies used were 30, 31 ·5 and 33 ;3 megacycles per second.1 

Aspirin 
During this period a number of transmitters, some of high power, for which 

contracts had been placed during the pre.vious period June to September 1940, 
became available as jammers. Some of these were sited on the approach lanes 
to the various vital target areas such as London, the main Midland industrial 
centres, Liverpool, South Wales and Bristol, in order to render the beam 
signals unusable during approach to the target. Other transmitters were 
placed_ near the east and south coasts so that not only were the ports pro~ 
tected but the area inland was covered by beam jamming signals. The code 
name Aspirin was given to · these jammers of Knickebein. 

As the installation of good quality jamming transmitters progressed, the 
modified diathermy sets which had filled the gap while better transmitters 
were ·being obtained, were gradually withdrawn from Police Stations and, after 
rebuilding, were installed on certain of the newly-established jamming sites. 

In order to maintain at a high level the efficiency of the transmitters as 
jammers, it was essential for the frequency to be kept as closely as possible to 
that of the enemy signal. It was necessary also that chan,ges of characteristic 
of the beam signal, signifying a change of setting of the beam, were observed a? 
soon as possible. To enable both of these functions to be carried oµt, each. 
jamming station was equipped with a receiver so that it could be self
.monitoring, au jamrners being switched off for ten minutes at predetermined 
times to allow readings to be obtained. The time was subsequently reduced to 
five minutes as it was realised that the enemy could make use of this period of 
freedom from jam'ming to check his position. This interval was eventually cut 
out altogether when special monitor stations with directional aerials became 
available. 

Direct evidence that the enemy was now realising that counter-measures 
were being applied to J(nickebei-n was given by an occurrence on the night of 
24/25 September 1940 when, during an attack on London, the first recorded 
instance of an interchange of frequencies between two Knickebein was made.2 

This change. was unquestionably an attempt to obtain relief from our counter
measures. At a later date statements by prisoners were received indicating a 
general mistrust of Kn,ickebein, which they had found to be variable or un
reliable over the United Kingdom.3 One statement wbich referred to the 
September period indicated that it was known in Germany that Knichebein had 
been countered by producing effects which " obliterate the weak beams and " 
turn aside [sic] the strong beams frorn the target.'' 

By January 1941 it was apparent that the enemy's scientific experts were at 
las.t beginnin,g to believe their pilots' reports that Knickebein over this country 
was unreliable. An interesting report was received describing a lecture given 
by an engineer to a number of experienced German pilots.~ The pilots were told 
that the area of disturbance of the beams was purely local, and that if on 
reaching the disturbed area they continued on their course they would 

1 Diagram 2. 2 Daily Operations Reports R.C.M./15, 25 Septem'ber 1940. 
a A.D.I. (K) Reports Nos. 24/41 and 44/41 (A.ir Ministry). 0 Jbid., No. 3'1/41. 
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~ventualJy pick up the bean; again. The report concluded by stating that Lhe 
audience did nol seem to be al all impr<.:$S!'d by the advice glven to them. Since 
the results of one of the periodical tests , carried 011t on a particular ntght by an 
investigation aircraft a.t opera.1ional height· usi11g a German radio receiver, had 
shown decisively that the bea.rn had been weU covered by the jammers over the 
-whole of its length excep! during the "sl1ul dowi\" period mentioned above, 
ittwas probable that the (.:nemy lecturer l1ad arrived at a wrong conclusio11 . 

. .\ilticipated Enemy Methods e>f Evading Counter -Measures 

~twas to be expected. judging from the number of reports from prisoners 
received during J an11::i.ry 1941 and from Royal Air Force alr tests, that since 
i+i1ckebeim wa.~ now of little use to German pilots over this countr)', the ene.my 
would endeavour lo introduce some new method of overcoming· our CO\lllter
miasures. The most likely methods that the Germans mjght adopt were 
considered to l>e :-

(a) A change of radio frequency, i.e., frequencies other than 30, 31 · 5 and 
33 · 3 megacycles per second, which ltad been used op to this time. 

(b} A change of modnlation frequency. 
{t:) The adoption of frequency modulation. 

The first of these was considered to be the mosl probable, although it would 
entail a general modifica.lion to the German blind-landing rece1ving equipment 
u~d for the reception of lfrtickebe1,,1i,. 

The high-power jammers mentioned above were already able to meet lhe 
first contingency. Modifications lo the small transmitters were put ir1 hand so 
t,Jtat these jammers could be adjusted to any radio frequency in the band and to 
changes in the audio modulation frequency. Provi!';ioning action was also taken 
for a number of modulation units covering a wider band of audio frequencies 
!-0 meet the second contingency. The third alternalive, a change to frequency 
m!>dulation, was thought to be very much less probable. Neverlheless, corl
si(icralion was given to mt>eting this more remole contingency should it occur, 1; an addition to the 1amm1ng transmitters known as a" wobbulator ''. 

Up lo the. end o.f this phase, however, there were no indications of a.ny major 
change in the technique of the Knirkebew system. Nevertheless, one 
important change which dtd occur was to connection with the times of operating. 
At ft rst the K 111·cktbeiii stations were switched on for long periods before an 
i ll.a.ck, sometimes during daylight, while the beam was ad1usted to the correct 
target setting. The enemy must have realised that this was giving away 
~cfol information since he progressively cul down the periods of tran-;misslon 
f>,:fore an attack until, tinnily, those Knickebe.rne which were. to be used during 
~ attack were not switched on until the aircraft had crossed the English. 
r:OasL Thjs procedure called for a high standard of efficiency in all the sections 
ijJ the counter·measn re organisation . ft also rendered difficult, aRd often 
ID)possib)e, the prediction of the target from the be.am intersection , as it was 
~em~ary to switc.h on the jammers immediately the enemy signal bec.ame 
~tive. 

lt!iffians aod the " X " Gerii.t 
I 

In lhc middle of Atlgl1St 1940, " Y " interception stations on the Kent 
~ast r-eported1 a new signal with beam type characteristics on a frequency 

1 R .-A.F. W!relei;:. lntelligence Report A.I.l (t), .No, 8 . 

13 



of 74 megacycles per second. There was insufficient data to establish the 
signal definitely. and as the frequency was not covered by any known Gemmn 
radio receiver, the report was treated with reserve. By the end of the month, 
however, further signals iu this frequency band had been recorded, and later, 
from ground D.F. stations and investigations carried out in aircraft, beams 
were established which appeared to originate in the Ca!aTsa:nd Le Havre 
area.<> and also from Cherbourg. The signal characteristics differed from 
Knickebe£n transmissions in radio frequency, modulation frequency, and rate 
of keying, but they were sufficiently similar in principle to suggest that they 
might be employed in some kind of routeing system, possibly for surface 
craft. 

By September 1940 considerably more information concerning the new 
beams had been obtained from Intelligence sources and from further 
investigati:on flights. It then appeared that these beams were connected 
with the " X " GeYat, which was a new system of blind bombing for use by 
aircraft of a specialist enemy squadron.1 It was indicated that the systems 
had an accuracy of the or;.der of 10 to 20 yards over London. It was established 
that the system consisted of fine (µarrow) and coarse (wide) approach beams, 
and fine and coarse cross beams originating in the Cherbourg and Calais areas 
respectively.2 By a process of deduction, the Air Scientific Intelligence 
Section of the Air Ministry showed that the time of flight between two fine 
~ross beams, directed across the fine approach beams, would give the ground 
speed of the aircraft along the Jine of approach, and tlus in conjunction with 
the position of the. second fine cross beam relative to the target would be 
sufficient to give the correct instant of bomb release at a given height. Tbese 
deductions ·were later proved to be correct, so that if the expected accuracy 
were attained, here was a system of blind bombing which was ·an even greater 
threat than Knickebein. 

Proof that•the threat was an extremely serious one was produced later by 
the Air Warfare Analysis Section of the Air Ministry.3 Tb.is Department 
carried out an investigation after an attack on Bi.rnringham by the specialist 
Luftwaffe Squadron II KG.JOO, on the night of 26/27 October 1940. By 
correlating the bomb plots with the direction of the beams it was shown that 
as regards" line" in particular, the accuracy of the system was of an extremely 
high order. 

Counter-Measures against the " X 1' Gerat 
Immediate steps were taken to provide a radio counter-measure to this new 

system to which the code word Ruffian had beeu given, but a search throughout 
the country failed to produce any suitable transmitters with the requisite 
frequency coverage of 65 to 75 megacycles per second. A number of tests 
were made in an attempt to increase the frequency range of existing transmitters, 
but the output power after modification was too low for these to be effective 
as jammers. Eventually a Gun-Laying pulse transmitter, Type G.L.(f Mark 1, 
was converted, first into a pulsing jammer, and later with greater effect, into 
a · continuous wave tran~1J1itter with grid modulation. An. emergency 
transmitter was also produced at short notice by the Royal Navy Signals 

1 A.S.I. Interim Reports Nos. I and 2. 9 App·endix No. 8. 
3 Afr Warfare Analysis Section, Air Ministry (A.W.A.) Report No. BC/2, 15 November 

1940. 
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Scheol, Portsmouth to cover the frequency band with alternative audio 
modulation frequencies, since the enemy signal had been variously reported 
as-900 to 1,000 and 1,500 cycles per second. This transmitter was keyed at 
120 per minute-the rate of the enemy signal. 

Imtallation of Bromide Transmitters 

The transmitters used for this counter-measure were known by the code 
itame · Bromide. The first of these- the converted G.L. transmitter-was 
installed at Hagley near Birmingham, and the R.N. Signal School tra.rismitter 
was sited on high ground at Birdlip in Gloucestershire. The sites were chosen 
to cover the approach route from Cherbourg to the Midlands, this area having 
been subjected to attacks by enemy aircraft using the new radio beam system. 
Both transmitters were brought into operation during the first week of 
Xovember 1940. 

A supply of Gun-Laying pulse transmitters was obtained from the War 
Office and their installation was carried out with the utmost speed immediately 
they were delivered by the firm making the modifications. The number of 
· mmers covering the Midlands was augmented, while other jammers to 
protect Liverpool and Manchester were provided by the middle of November. 
This was followed by the installation of transmitters to screen London. In 
all·cases the jamming transmitters were sited to be adjacent to the line from 
Cherbourg to the target areas since it had been established that the Cherbourg 
beam was always used for the approach to the target. It had not been expected, 
however, that in the early stage the jammers would have any marked effect 
owing to the number of frequencies used simultaneously by the enemy in this 
system and the limited number of jammers available; also the personnel 
available for operating the jammers were unskilled in the handling of the 
complicated equipment with the precision and speed necessary for its efficient 
use. The monitoring of the jammers to ensure that these were on the exact 
frequency of the enemy signal also proved to be a difficult problem. 

Capture of Crew from the German Squadron II K.G.100 
A fortunate incident in mid-November, 1940 resulted in the capture of a 

crew, less the Observer who was killed in the crash, from an aircraft of the 
specialist German "pathfinder" Unit I I KG.JOO, which alone at that time 
used the "X" Geriit system. This capture was· the direct result of one of 
No. 80 Wing's counter-measures, the meaconing of enemy beacons. The 
Navigator stated that he was completely lost owing to wide divergence in 
readings between his master compass and D.P. repeater compass.1 This 
~erence he concluded later, quite correctly, was due to a masking station 
eproducing the characteristic signal of the German Air Force M.F. beacon 
which he had been using. 

· A fairly comprehensive description of the apparatus and the method of its 
use was obtained from the crew, but efforts to salve the aircraft, which had 
come down in the sea, were unavailing.2 Later several pieces of apparatus 
:connected with the " X " Geriit were fortunately recovered. These included 
two receivers and a " clock " for computing the ground speed. In spite of 

f 1 A.D.l. (K) Report No. 908/40. 
, •No. 80 Wing Report No. I, 8December1940, Appendix" A." 
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damage due to submersion in the sea some valuable information was obtained.1 

One of the results of the examination showed that the receivers were fitted 
with narrow band audio filters designed to operate on a frequency of 
2 kilocycles per second, with a tolerance of ± 50 cycles per second. This 
discovery entailed a change in the audio modulation of the Bromide 
transmitters. Moreover it was necessary to keep an accurate check on the 
modulation during operations to ensure that it. did not wander outside the 
close limits necessary for the jamming to be effective. 

Installation of Additional Listening Statioos 
As the installation of Bromide transmitters progressed, observat;ions were 

continued fro_m ground listening stations and from aircraft. Listening stations 
were set up in the Bournemouth area since the approach beams from the 
Cherbourg group of transmitters passed over the district and early warning o·f 
an attack could thus be obtained. Mobile receivers were alse used in this 
area, specified routes being patrolled where Ruffian s~als were heard. The 
routes used by the vehicles were calibrated. and as soon as th.e operator was 
able to report an equi-signal, the exact position of the vehicle was telephoned 
from the nea:rest telephone box to the main Boumemoutn station and passed 
to the Operations Room at Headquarters, No. 80 Wing, At a later stage, in 
order to save time, radio telephone links were used between the vehicles and 
the local listening station. It was not, however. always possible to differentiate 
at this time between the m~in beams and the large number of subsldiary beams. 
An example of this occurred on the night of 21 November 1940 when the main 
Ruffian beam was directed on Bristol. One of the subsidiary beams covered 
the Bournemouth area and gave the imp.(ession that Coventry W<\.S li.11.:ely to 
be the target that night. 

A considerable amount of flying for determining tbe direction and frequencies 
<,>f the beams was a regular feature of the daily operations.2 These ftights were 
made by No. I 09 Squadron, which had been formed from the original B.A .1' .D .U., 
renamed in October 1940 the Wireless Intelligence Development Flight. They 
were often made in b~d weather, entailing a high standard of ·flying and 
navigation, and were invaluable in obtaining the desired information. 

Analysis of tbe Ruffian ,System 
By the end of 1940 an analysis of the reports from ground listening stations 

and from flights had enabled a picture of the Ruffian beam systems to be 
obtained and a Beam Predictor devised. 3 This could not, however, be as 
simple as that provided for J{nickebein owing to the number of subsicliary'beams; 
it was first necessary to find the rough position of the coarse approach beam 
in order to determine which of the many tine beams on a particular frequency 
was the one used for the target approach. An added complication was the 
fact that although in its simplest form five separate beam systems ({)ne coarse 
and one fine approach. one coarse and two fine cross) were needed, a total of 
seven transmitters was sometimes used. These were distributed as follows:-

Approacl1 : One course. two fine. 
Cross : One coarse, three fine. 

1 A description of lb.ls instrum.~ut and the metbod of use i.s giveo in Appendi..'C No. 8 . 
., Appendix No. 2. $No. 80 Wing Report No. 15. 
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The beams additional to those necessary in the simplest form of the system were 
used to duplicate the fine beams, probably in case of electrical fa.llure or as a 
safeguard against jamming. Determination of the frequency used for the 
approach beam was aided by the discovery at this period that the Germans used 
'frequencies jn the band 66 · 5 to 71 · 1 megacycles per second for approach beams 
an,d ,7L ·S to 75 megacycles per second for cross beams. In the middle of 
January 1941 two more Ruffian transmitters became operational from the 
MorlaLx area between Cherbourg and Brest. and were used for Lil-jtwaffe attacks 
on the West Country and South Wales. The approach to the target was ~acle 
along the beams from these transmitters, the Cherbourg beams being used as 
cross beams. 
·With the successful operation of th~ first batch of seventeen 13romide trans

mitters at widely spaced points over the country, and with improvements in 
tbe manipulation of Lhe equipment, there were indications that the Germans 
\l{e're reacting to the inteden:nce that was being caused to the Ruffian system. 
The system was no longer set up in the afternoon preceding a night raid, or, 
if It were so aligned, both the frequencies and · the settings employed were 
different from those which were used later. During operations certain of the 
beams had super-imposed on them at regular intervals a morse letter, evidently 
t9 assist aircrews in identification o! the correct beams. 
Aft~ a lull of some· weeks, attacks by enemy aircraft using the Ruffian 

system were renewed in February with significant changes in an attempt to 
avoid counter-measures. All the transmitters available to the enemy at the 
three sites were switcl1ed on during operations so that nine frequencies were 
active simu ltaneously, rapid changes of frequency being made to certain of 
the " fine " beams during attacks. It was found also that insteaci of the 
frequencies being spaced 0 · 5 megacycle p.er second apart and divided between 
the sites in two well de.tined bands, frequencies a pproximately 0 ·25 megacycle 
per ·second apart were being radiated. These were distr.ibuted at random 
between the three sites and identincation was thus made more difficult. 
Identification letters continued to be superimposed on the beam signals, but 
they were not altered when a frequency was changed. 

Target Prediction 
Prediction of target settings became almost impossible in the time available, 

as the Cherbourg beams were used for either approach or cross beams, and as 
the pattern of beums from the Cherbourg transmitters was such that while 
certain of these might have been used as cross beams for attacks in the West, 
subsidiary beams could have been interpreted as being used as approach b eams 
to the Midla.ods. This may well have been another deliberate action by the 
enemy to co:nfuse. In order to overcome these difficulties, the Morlaix and 
Cherbourg beams were jammed by th.e Bromides in Devon, in the Bristol area, 
and in Wiltshire, while the Calais beams were jamrned by the London group of 
stations. Jamming was supplemented by the Midland and Northern Bromides. 

Close co-operation between all Jammer and watcher statio11s was necessary 
.to overcome the advantage the enemy was seeking to obtain by changes of 
frequency. Changes appeared to be made at the times at which the Jeacling 
aircraft o1 the German specialist squadron (II K .G.100) made their final 
approach to the target.I. By means of a special !andline communication system 

l Ap pendix No. S. 
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from Headquarters, No. 80 Wing, to certain selected watcher and Bromide 
stations. it was usually possible to follow any such change of frequency within 
three or four minutes. 

During June 194l the Morlai.'X transmitters were used less frequently by the 
enemy, and ceased radiating altogether on the 21 June 1941. Frequency 
changes continued to be made on the Cherbourg and C3.lais transmitters, three 
changes on one transmitter being recorded on several occasjons. At this time 
the enemy appeared to realise that by retaining the same recognition letter after 
a change of frequency he was giving a useful lead as to which station had 
changed frequency. As he changed the frequency and identification letter of 
the various transmitters at different times, however, it was still possible for 
particular transmissions to be recognised. 

Effect of Bromides 
A further report on the Ruffian system by the Air Warfare Analysis Section 

(A.W.A.S.) of the Air Ministry was issued in February 1941 in which it was 
shown by the same system o{ analysis as that previously used that the accuracy 
since 15 November i940 l1ad deteriorated materially.1 Evidence that this 
deterioration had been caused by radio counter-measures was obtained from the 
crew of a If l<.G.100 aircraft which crashed on 13 March 1941.2 It was· 
stated by them that by N overober J940 it had been definitely assumed that the 
interference to the beams had been caused by counter-measures. The inter
fere11ce to the pilot (approach) beams was described as very serious in December 
and January 1 and again when disturbances on the cross beams first be~an to be 
experienced. The later statement is interesting in that it was not until about" 
the middle of January that sufficient transmitters became available for jamming 
the cross beams in addition to those for the approach beams. Fu.rther support 
to the evidence that radio counter-measures against the Ruffians were effective 
was given by a detailed analysis by the Air Warfare Analysis Section of an 
attack on St. Athan airfield in Glamorgan on 28/29 April 1941.3 On this night 
the cross beams were adequately jammed, but owing to the small number of 
transmitters in the West Country it was not possible to give full coverage to 
tl1e approach beams. The result was that the enemy was able to make an 
ii-Hack which was extremely accurate in line but bad an error of one mile in 
range. Although up to the end of May 194 l and later, Ruffian transmissions 
continued to be made, there was a steady de.cline jn the use of the system by the 
Luftwaf!eUnitKG.100. Thismayhave been due to the enemy's preoccupation 
with the Eastern Front, but the evidence points to a growing lack of confidence 
in the system. 

Bombing of Ruffian T.r:ansmitters 
In addition to interference with the enemy beam system by radio counter

measures, consideration was also given to destroying the enemy transmitters 
by bombing. Although the exact po~ition of the beam transmitters had been 
established, it was realised that their destruction would, for two reasons, present 
a difficult task. Firstly, the targets were neither conspicuous nor particularly 
large i and, secondly, by reason of the value the Germans attributed to the 
installations, the defensive measures were on a heavy scale. It was known, 

lA.W.A. Report No. BC/G/2. February 1941. ·!A.D.T. (K) Report No. 341, t 94 l. 
~ A.W.A. Report No. BC/G/S, May 19'\L 
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ho1 1~ver, that they were experiencing considerable difficulty in obtaining spares 
for Ruffian equipment. It was to be expected therefore that bombing attacks 
resulting in even minor damage to the transmitters would cause considerable 
embarrassment and interfere to a large extent with the use of the Ruffian 
sys~em. 

In '.'J'ovember 1940 it was decided to begin offensive action against the 
beam transmitters in the Cherbourg area. Attacks were to be carried out by 
aircraft of the Wireless Intelligence and Development Unit (later No. 109 
Squadron) which had been engaged for some weeks on the investigation of the 
Ruffian system. Close collaboration was maintained with the Telecommuni
cations Research Establishment (T.R.E.) on the production of a suitable 
technique for attacking, and the following methods were proposed as 
practicable :- 1 

(a) Use of enemy beam for direction, and the cone of silence for range. 
(b) Use of enemy beam for direction in conjunction with a landmark to 

fix range. 
(c) Use of two beams in conjunction with marker bombs to given an aiming 

point. 
(d) Use of enemy beam for direction, with C.H.L. Station for range. 
(e) Use of C.H .L. Station for direction and range. 
(/) Use of a Royal Air Force radio beam for direction and C.I-I.L. for range. 
(g) Use of a Royal Air Force radio beam for range and German beam for 

direction. 
(h) Use of two Royal Air Force beams. 

It was realised that attacks could only be sustained by adopting a wide 
variety of methods of approach since each of the courses noted above had certain 
inhrrent limitations, e.g. :-

(a) The use of the enemy beam for line or range could be easily countered 
by local jamming or by the temporary switching off of the trans
missions. 

(b) Beams set up from this country were susceptible to enemy jamming, 
and attacks dependent upon fixing a position from the ground must 
pre-suppose favourable weather conditions. 

Clearly no method could be relied upon exclusively, so that it was decided to 
proceed with the development of each scheme individually, and to begin with 
methods (a) and (b) mentioned above. 

t;rse of Enemy Beam in Conjunction with Cone of Silence 
The pilot was to fly down the enemy beam until he heard the cone of silence 

which was assumed to be vertically over the target. Thereafter he turned at a 
known rate until flying on a reciprocal course and parallel to the beam for a 
'certain time. He then turned again at a known rate through 180°, flew down 
the beam and released his stick of bombs at a calculated time. 

USe of Enemy Beam for Direction in Conjunction with Landmarks to fix Range 
The pilot approached along the enemy beam, identified some definite land

~ark lying along the line of approach, and calculated his range froi:n there to 
1 No. 80 Wing File S.3018/ l /Sig~ .. E ncl. 13A. 
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the known target, This me.thod, provided good weather conditions prevailed, 
was considered partfcillarJy suitable for attacks on the Cherbourg PeninsuJa, 
easily identified from the air by its distinctiye coastline. 

The. offensive corrunenced on the night 13/14 November 1940, when two 
Whitley aircraft attempted an attack on the transmitters in .the Cherbourg 
Peninsula during a large-scale enemy raid on Coventry. Coincident with the 
bombing, both Knickebein and Ruffian transmitters temporarily ceased trans-
mission and later evidence proved that at least one bad received a ~irect hit. 
This flight also provided valuable evidence as to the scale of the enemy defences. 
Considerable anti-aircraft fire was encountered and two parallel lines of balloons 
were observed. The latter had been placed to one side of the transmitters 
presumably in order that their wire cables should not interfere with the beam 
transmissions. Royal Air Force attacks continued throughout November and 
it was soon clear that the enemy was aware of the attacker's intention to fiy 
down the beam and would, therefore, be lying in wait. Consequently, every 
effort was made to avoid routine procedure, each programme being carefully 
worked out to provide variation in the time of attack, height and direction of 
approach. by making use of the subsidiary beams. Defensive measures by the 
enemy had been steadily intensified, and the use of searchlights and anti-aircraft 
guns capable of being turned with the beam was suspected. Although no direct 
n its could be proved there was evidence that the enemy was considerably 
embarrassed by these attentions. 

Attacks during the first three months were made by Whitley aircraft, but in 
February 1941 the establishment of No. 109 Squadron was increased to include 
a striking flight of 4 + 2 Wellington ~rcraft for this specific purpose. Meanwhile 
T. R.E. had been actively pursuing the development of more acG-urate methods of 
attack (some of which ba.ve already been noted) and the training of crews under 
operational conditions in readiness for the time when new methods became 
available continued steadily. ln April 1941 a new radar ranging device was 
brought into operational use during two attacks, and although it proved 
difficult to assess results it was considered that the system was a promising one. 
[ t is interestlng to note that both this ranging technique and the use of beams 
from tllis country were at a later st~e of development employed in attacks 
against the two German battleships and cruiser in Brest Harbour (Operation 
" Trinity").~ 

In May 1941 calcuJations were made by A.W.A.S. to determine the exact 
position of the Ruffian transmitters at Morlaix; results agreed with a position 
previously suggested by the Scientific Analysis Section of H eadquarters, No. 80 
Wing, and were later confirmed by photographic reconnaissance. Attacks 
were made on 6 and 11 May, and although the precise degree of success could 
not be assessed, one of the transmitters was not heard again for six days after 
the second attack. 

During the summer of 1941 Ruffian activity declined to a very tow level, and 
offensive action against the transmitters ceased at the end of June. Throughout 
the period of operations attacks had been made on more titan fifty occasions. 
Although r10 major destruction had been effected, numetous hits were scored 
in the target area. many large fires started, and considerable damage done to 
power supplies, stores and defensive positions. 

1 This technique was tbe forerullller of Oboe, 



ltoito and the " Y " Geriit 
New signals with a curious dash characteristic were heard during November 

1'40 in the 40 megacycles per second frequency band.1 

Investigation of these signals by ground and air observations showed that the 
rate of " keying " was 180 per minute, which was much higher than that con
nected with K.nickebein or Ruffian beams, and that there appeared to be two 
sources in Northern France, one in the Poix area. It was also observed that 
messages were being passed to aircraft by radio telephony on frequencies in the 
sa 1e band.2 One such message instructed an aircraft to drop its bombs as the 
weather was getting bad. It also added, " We are accompanying you" and 
" Follow the beam from the emergency aerodrome." Messages on another 
occasion stated that the beam was being turned and continued: "Turn round 
and make a new approach "-and " Measurements impossible, carry out task 
on your own." A bearing taken on the beam signals at the time of the messages 
gave a line through Poix near Amiens. Later the " Y " service heard two 
signals on different frequencies in the same band with the same modulation 
frequency which appeared to be interlocked, one of these being from an aircraft. 
It was apparent that this could only have been achieved by one station relaying 
ihe modulation of the other. The data obtained from observations gave direct 
support to Air Scientific Intelligence reports issued on 17 July 1940 and on 
12 January 1941 that the Germans were developing a system known as 
W.otan for making a distance measurement along a beam, which involved a 
measurement of phase angle between outgoing and incoming modulations, and 
tlia,t this system had been used for bombing.3 

Ptd.iminary Analysis of Benito 
Jn the first weeks of January 1941 considerable progress was made in the 

investigation4 of the new system to which the code name Benito had been given, 
but the working principles employed in the system had not yet been fully 
established. The accuracy of the range measurement had been determined to 
be·of the order of 90 yards ; no figure had been arrived at for the accuracy of 
the azimuth as the details of the beam were not known. It was evident that 
tlie beam differed frorn that used in the K.n£ckebein and Ruffian systems since all 
reports had stated that the signal changed from dots to dashes or vice versa 
without passing through an equi-signal. It had been established that Benito 
s}rstems had been set up at Cassel, 15 miles south of Dunkirk, at Beaumont in the 
Cherbourg Peninsula and in the Poix area near Amiens. It had also been 
determined that bombing attacks had been carried out by the German Air Force 
Unit II K.G..Z6, which was stationed at Poix, and that this squadron was 
~imilar to I I K..G.100 vvhich had specialised in the use of the Ruffian system 
for its attacks. 

Counter-measures- Domino 
' Jn view of the high degree of accuracy which could be obtained by the ranging 
system it was decided that the first counter-measures should operate against 
this. The type of counter-measure designed by the Telecommunications 
Research Establishment (T.R.E.) was a form of l\Ieacon in which the enemy 

1 .".ppendix ::\'o. 9. 2 No. 80 vVing l\fonthly R eports Nos. 13 and 14. 
3A.S.l. Reports Nos. 7 and 10. 
•Telecommunications Research Establishment Report (R.C.'.VI. Section) No. 5/2. 
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aircraft ranging signal (whicJ1 was a re-radiation of the enemy ground signal) I 
was picked up, on _a broad band receiver and the received modulation, super
imposed on the output of a medium power transmitter tuned to the radio 
frequency of the Geiman ground range station. Thus the range indications 
at the enemy ground stations wo.uld be confused . 

The first installation of this counter-measure, to which the code name Domino 
was given, 1 was set up to protect London from enemy aircraft working in con
junction. with the Benito station at Cassel. Use was made of the B.B.C. tele
vision sound transmitter at Alexandra Palace. in North London. The receiver 
with its associated relays was at a B.B.C. station nearby, as a high-fidelity cable 
was available to Alexa:ndra Palace for passing the various tones to the trans~ 
mitter. The receiving equipm~nt was later moved to a higher site at Parliament 
Hill as it was found that receiving conditions were not good at the B.B.C. 
station. The equipment was ready for operational use by. the middle of 
February 194). By the end of Februa1y 1941 a second Domlno installation 
ha_d been completed on Beacon Hill near Boscombe Down about eight miles 
north of Salisbury, thus making both the Cherbourg and Cassel controls subject 
to counter-P'!easures simultaneously. . Plans were also put in hand to install 
additional transmitters at the two Domino sites, and to open up a new site 
further west to give protection to South Wales and the West Country. 

During the month of February 1941 the enemy ina.de the mistake of using the 
Benito system on a. small scale over this country, presumably to test the 
principle. under operational conditions. On some occasions the fact that air
craft of II K.G.26 were the only aircraft engaged during the period of the 
operation enabled good indications to be obtained of the tracks followed by tbe 
~ircraft and of the bomb plots. These sltowed that the system was capable 
of enabling aircraft to bomb with remarkable accuracy and 'to obtain great . . . 
precision in grouping. 

Observation of Benito Signals 
Investigations continued to be made on the beam signals by ground and air 

observations, but although a certain amount of knowledge was obtained, the 
exact method of operation still remained obscure. As early as February 1941 
there were indications from the mes.Sages passed by the enemy ground stations 
to the aircraft that the system was not working smoothly. For_ instance, out of 
a possible 89 aircraft in action, 27 were told to carry on and undertake t)1e'ir 
tasks independently of ground control; 44 were not heard to receive a bombing 
signal, and only 18 were given the" bomb drop" signal. There was, however, 
no definite evidence that this was due to counter-measures, mainly because it 
had been found impossible t.o gauge the accuracy oi the bombing owing to the 
difficulty of di.fferentiation between the tracks and bomb plots of II K .G.26 
aircraft using the Benito system and those of other aircraft taki11g part in 
attacks on the same target. 

'Effect of Dom.illo 
Enemy attacks using the Benito system became heq.vier in March, and out 

of 36 aircraft .working within tl)e range of their ground stations, 18 received 
bombing signals. Two incidents occurred early in the month to shqw that the 
effect of Royal Air Force counter-measures was being felt During an attack on 

1 Appendix No. 9 !or details. 
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London on 9 March 1941 a change of air and ground ranging frequencies was 
ma.de dur.ing the course of lhe operation. These changes were at once followed -
by the two Domino stations . The second incident took place on 11 March 1941, 
wh~n a bombing attack w_as made on the Domino station a); Beacon H ill and the 
st.ation suffered a neat m iss. As a result the Beacon Hill Domino was not 
working on the following night when nine enemy ai.rcraft operated •vith the 
Cassel control and eight with the Beaumont control. The Cassel aircraft were 
covered by the Alexandra Palace Domino, while the Beaumont aircraft were 
uncovered. None of the Cassel aircraft received the bombing signals, whereas 
inost of the Beaumont aircraft appeared to perform their task satisfactorily. 

: Attacks by Benito-controlled aircraft contiuued to be made during April 
and May on a relatively large scale, up to twenty aircraft being used on occasions. 
lfbese attacks were distributed widely over the country and Domino action 
~as taken whenever possible. It was difficult to determ~ne to what extent 
"Domino action had affected the accuracy of the system, but it was significant 
!:hat only on two occasions did more than 25 per cent. oi the aircraft taking 
part in n.ny one operation receive the " bomb drop" signal. Information 
was· received , however, from interrogation1 of the crews of three aircraft of 
1I J(.G.26 broqght down on the night ot 3/4 May 1941 that the whole o-1 their 
unit were losing confidence in the " Y '' Gerii.t system owing to the troubles 
which were being experienced. These troubles were attributed by them to 
British jamming and had become progressively worse since March. 

'I* " Y " Gerat 
From or:ie of these crashed enemy aircraft a ooniplete "Y ,. Ceriit apparatus 

was recovered in a damaged condition. It was thus possible to determine the 
principle on which the Benito beam operated. A detailed examination was 

.. made by the Royal Aircraft Establishment (R.A.E.) which confirmed that the 
equipment consisted of two parts which were independent of each other-a 
" Course " panel and a " Range " oc " D istance" panel. 2 It also showed that 
the " CmJTse "panel jncluded a mechanical analyser for interpreting the cha.rac
'teristics of the" beam,'' and that this was n1a.intained in synchronism by means 
of a roagTietic clutch which was controlled by signals from the ground " beam" 
transmitter.3 Tes ts carried out on this equipment showed that it was very 
susceptible to jamming which would prevent the synchronising device. from 
operating and would produce erratic indications of the "Course" indicator. 
Preparations were therefore made for the jamming of the B~nito beam signals 
under the code word Benjamin. 

El~ktra 

fntermitten~ dot/dash signals were heard in August l 940 'indicafo1g that 
the enemy was using a beam system on a medium frequency of 481 kilocycles 
per second. 'D1e signals were "'keyed" at the same rate of 60 per minute as 
Knickebei.n but the transmission was unmodulated. . lt was determined in 
Septernber. 1940, from ground observations and from flight tests by the Wireless 
Intelligence and Development Unit, that the enemy system consisted of a fan 
of beams spaced approximately five degrees apart which covered the whole of 

1 A.l.J (K) Report No. 240/41 and A.I. I (K) Speci2.1 Repoc t to A.C. l\.S , {I), 10 May 1941. 
1 Royal Ai rcraft Esta\.lllshmeot Report (E.A, 33j8 Dept.) No. W.T. 18 . 
1 More details are given in Appendix No. 9. 
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the United Kingdom. The source appeared to be south of Sylt or near 
Bredstedt. The width of the beams was found to be aboµt 1;000 yards as 
V}easured at the coast. 

It was thought that this system had been provided for use by reconnaissance 
aircraft over the North Sea or for surface craft to overcome the difficulty, due to 
propagation, of using beams on the higher frequencies at low height. It was 
later found from captured documents and maps that the system was known by 
the enemy as Elekfra1 and that the transmitter was positioned at St. Peters, 
near Eusum in Schleswig. It was for use as a long distance navigational aid, 
and it had been used by aircraft in convoy raiding at a range of 1,500 miles. 
It had also been used in conjunction with a Knickebein beam to obtain a cross 
px for an attack on London, the correct cut being obtained by counting the 
number of Elektra beams crossed. The system could be adjusted to give either 
of two alternative settings of beams. 

In December 1940 a second Elektra came into operation from a site near 
Bayeux in Normandy, with beams spaced approximately 10" apart instead of 
5°. This station was sited so that the fan of beams covered the country from 
the south, thus giving, in conjunction with the St. Peters Elektra a complete 
lattice over the United Kingdom. It was soon proved that the system was 
vulnerable to the same radio counter-measure which had been adopted foT 
masking the enemy radio beacons, and Meaconing action was immediately 
applied, Tests carried out by No. 109 Squadron showed that this action 
rendered the system unusable over the whole country. 

Enemy M,edium Frequency Beacons 
The development of the Meacon scheme for masking enemy radio beacons 

continued during the phase described in this chapter. By October 1940 ten 
sites with a total of 30 transmitters were in operation,' and by the end of the 
phase this number had increased to sixteen sites making a total of 60 trans
mitters. More evidence of the success of this counter-measure was obtained 
from prisoners, some of whom had been brought down in this country solely due 
to false bearings caused by meaconing. Further· changes were therefore made 
by the enemy in an attempt' to overcome the effects of meaconing. The power 
of some of the beacons was increased and civil broadcast transmitters were 
used as beacons, recognition letters being keyed by them either superimposed 

. on the programme or on an unmodulated carrier. Moreover, changes in the 
enemy · ' systems" of callsign and frequency allocation wei:e frequently being 
made, necessitating the breaking down of the new enemy system before meacon
i,ng could be applied. One broadcast transmitter which continued radiating 
after normal programme times without modulation but with a recognition 
letter was the station at La Coruna in Spain. This was undoubtedly used as a 
beacon by the Germans. 

German Safety Service System as an Alternative Radio Aid 
The enemy found it increasingly diqicult at this time to obtain reliable fixes 

in .aircraft by taking bearings on beacons when over the United Kingdom, and 
began to use the German safety servic.e system for this purpose. This con
sisted of a number of ground D.F. stations which through central control 

1 "Descriptive dia.g1;ams of the principles o! the system as determined from an analysis 
of the signals are give!1 in Diagram No. 3. ' 
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, 
· stations " fixed '' the position of the aircraft on request and passed the position 

back to the aircraft. When it was realised that this system was being used to 
give "fixes" over this country, meaconing of the aitcraft transmission was 
tnstituted with the intention of preventing the ground med:um frequency D.F. 
$ystem from obtaining tbe true bearing of the afrcraft. By jan.uary 1941 , air
craft meaconing was being carried out from three sites, and by the end of ~fay 
1941 a fourth site was included in the scheme. 

" Fixes" h;i.d formerly been taken and passed to the nircraf t usually in a 
few seconds and never in a greater interval tha-n a minute or so, bnt after 
rneaconi.ng was introduced the information was freq11ently not passed for much 
longer. The t ime r equired grew to .a period of IO or J 5 minutes and the ' ' fix ' ' 

. given was often as much as 100 miles away from the plot of the same aircraft 
obtained from the Fig}1ler Coromand Plotting Table. The German reaction to 
c3.1'rcraft meaconing consisted of a reduction o{ power of the aircraft transmitter 
so that the signal received by the Meacon receiver would not be strong enough 
to drive the Meacon transmitter. This method worked however to the dis-

1 advantage of the enemy since it resulted m too weak a sjgnal being received from 
· the a.lrcraft for successful diret tion . finding. An a lternat ive frequency was 

eventually brought in to use by the Germans, but by that time sufficient aircra !t 
Meacon insta.llations w~re ;wailahle to cover the new frequency. 

St4rfisb 
By November 1940 it was realised that the beneficial effect being obtained 

from R.C.M. action against the German beam systems was to some extent being 
vitiated by t11e ' 1 visual beacon " effect produced by large fires in tbe target 
area.1 !his became particularly noticeable during an attack on Birmingham 
on the night of 26/27 October. On that occasion the main body of the German 
bomber force was preceded by a number of pathfinder aircraft of K.G.100 whose 
task it was to start a fire in the target area and to report ori the effect of collnter
rneasures upon the Knic;liebei·n in use on the particular target. The pathfi.nders 
succeeded in se.Wng a gasometer on fire which could not be extinguished before 
arrival of the main bomber force. These pathfinders reported that the J(nicke
bei1~ director beam was a.pparently being deflec~ed some distance to one side of 
the target. The main enemy force was told therefore not to bomb on the 

1 K11ickebein but to continue toward the target area until within sigh.t of the fire, 
The blaze was t hen to be used as the aiming point. No. 80 Wing on that 
occasion reported that had they been able to ligbt a decoy fire in the area over 
which the K'!'tickebein beams were aJ leged to be intersec ting, it was probable that 
s.ome at leas t of the hombs would h ave been dropped away from tb:e real target. 
Thus was conceiv.ed a decoy fire scheme, operated under executive control of 
Colonel J. Turner, and In close associa'tion with related radio counter-measures 
of No. 80 Wing. 

Decoy fires (called Jater Starfish) were accordingly laid in open country in the 
neighbour)).ood of large Midland towns whtch were at that time the subject of 
heavy bombing attacks.2 Although these sites were constructed and manned 
by Colonel T urner's personnel, the central control of fires was vested jn 
Headquarters, No. 80 \V~ng, which was considered to be in the best position to 

1 From minutes oJ Ai:r: Ministry meeting on 23 November 1940. No. SO Wing File 
S.3035/Sjgs,, Part 'I . 
~A . H.B. monograph "' Deception and Decoy," by Colonel Sir john Turner. Also 

A.M. File C.S. 7888, 5 January 1941. 
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correlate the varfous factors-goverrung the choice of the best site for fires at any 
time, as well as for deciOing the best moment for lighting them. 

. The choice of the p1ace and time to light Starfish was a matter requiring con
siderable foreU10ught and judgment. The· lighting of a decoy fire, for example, 
in open country on a moonlight night would probably fail to deceive, except 
perhaps in the pi:esence of some other factor such as a ground mist. The line 
of approach of the raid was ·important, since it was inadvisable to allow the 
bombers to pass over the real target area when attacking the decoy. For this 
reason Starfish were prepared on several sides of each target area in order to 
provide against tne· raid approaching it by an indirect route. Care was taken 
not to light Starfish on both sides of the real target for fear of the Germans 
rttac.king the midpoint between the fires. 

Liaison was maintained with Colonel Turner's department by the attaclunent 
of one of its officers to Headquarters, No. 80 Wing; liaison was also maintained 
with Headquarters, Fighter Command and Home Security. and with lne 
Directorate of Signals, Air Ministry. High priority land.line communication 
was ~tabllshed from the sites to local Starfish control centres and thence to 
Headquarters, No. 80 Wing. In the event of landline failure, local controls 
were authorised to act auton omously. Close liaison was essential between the 
Operations Room at Headquarters, No. 80 Wing and the local Starfi.s'1 control 
centre during an attack, so that the position and size of fires caused by bombing 
cou'ld be correlated.with a decoy to give U1e best effect, It was found that if a 
fire ca.used by bombing could be extinguished rapidly, then a decoy on the line 
of approach was frequently successful in &awing a large proportion of the bomb
ing effort-, sinc;e the enemy leading aircraft reported the fires as having been 
produced by them, and succeeding aircraft naturally bombed the decoy. 

Three types of fires were used_, employing respectively diesel oil, paraffin and 
baskets of scrap wood. and known as Full, Medium and Short Starfish. the 
different types used dependjng on the size and type of fire it was decided to 
imitate. Fires were lit either by hand or by electricity, the latter more speedy 
method being more generally employed. Certain difficulties arose, however, 
in the electrically controlled sites due to the accidental .firing of Starfish sites 
~uring lightning storms. · 

.Effects of Starfish 
The first Starfish were used during an attack on Bristol on 2/3 December 1940, 

the two sites fired r.eceiving a total of 66 H.E. bombs. ihereaf.ter Starfish 
played an important part in the defensive campaign, sometimes atlracting as 
much as 75 per cent. of the total en~my effort. Evidence obtained from 
prisoners showed that though in many cases they were aware that decoy fires 
existed, their ideas as to the position and location of these fires were erroneous. 
L)aison was maintained with the Air Warfare Analysis Section and many test 
flights were made by No. 109 Squadron to observe the effect of various types of 

·fire from the air.1 For this purpose the experimental site was established at 
Winterslow. At a later stage it was decided to augment t he normal decoy fires 
by the addition of certain "strategic" Starfish. These full-size tires were 
located in open country and were used when enemy aircraft had become Jos t 

1 No. 80 Wing File S.3035/Sigs., 'Encl. 26A-Minutes of Conference at Radlett, 
27 February 1941. 
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owing to radio counter-measures and weather conditions, as an in.ducement for 
them co drop their bomb loads where they would do least harm. 

An example of the value of decoy Jires used \n con1unction with radio counter
measures was provided by attacks on the night of 8/9 May t94 l. On this night 
the Ruffian beams were sec for an attack on the RoUs Royce works at Derby. 
Owing possibly to counter-measures the leading enemy squadron. l l ICG.100, 
failed to find Derby and bombed Nottingham in error, 1 where some srr:iall fires 
were still burning from a previous attack. As a result, Notting-ham was sLJb-
1ecte<l lo attack by the main force of bombers. It appeared, however., that it 
was the enemy's intention that successive waves of bombers sho11ld -attack 
Nottingham after tl1e completion o( lhe Derby attack. As a result of the 
original error, this second attack was made on open country tn the Vale of 
Belvi'\i c over an area 5ituated in appl'oximatt>ly the same position relative to 
Notlingham as Nottingham is to Derby. It i.; interesting to record that the 
Germ atl official communique !-iubseq ue.ntly claimed. to bave destroyed the Rolls 
Royce works at Derby, when, in fact, not a single bomb felt on Derby on this 
occa~ion. The number of bombs which fell in the Vale of Befvoir was 230 high 
explosive, l oil bomb and S groups of incend iary bombs, and the casualties were 
two chickens. During this attack the weather was clear, visibility exceptionally 
good with light wind. 

ln the f'ady stages a decoy fire was never lil if by so doing its identity was 
likely to be revealed. During the" Baedeker" raids against the English cathedral 
cities in 1942 this policy was modified, enabling a fu l ler use ot Sta.rfish 
to be made by disregarding to some extent prevailing weather co11d1tions.2 

This modification was based on the fact that at the time the Luftwaffe was 
employing large numhers of "freshmen " crews who, by reason of their lack 
ofexpenence, would be less likely to recognise a decoy fire as such. 

A further modification was made in 1944 during the final phase of enemy 
bomber activity against this counhy:1 As a result of a new Pathfinder Force 
technique adopted by th~ German Air Force, which now employed large 
numbers of target indicator Oares, arrangem~nts were made to provide a small 
lire (12- 16 baskets) directly larget indicator flares or incendiaries were dropped 
over or near Starfish sites. Instructions to fire these "minor" Starfish 
which were arranged on all sites soul'lt of a line I<ings Lynn, Bletc:hley, 
St. Da.vid's Head, were given from Headquarters, No. 80 Wing, although In the 
case of certa111 sites around London and Southampton. control was delegated to 
the N.C.O. in charge of the site. 

Development of the Operations Room at No. 80 Wing H eadquarters 

The establishment in September 1940 of Headquarters, No. 80 Wing as a. 
g.C.M. Control Centre, controlling a s teadily increasing number of outstations, 
11eccssitated from its inception a. carefully planned Operations Room.4 By 
this means incoming intelligence from Watchf.r Sites, " Y '' Service. Fighter 
Command, and other sources could be filtered and co~ordi nated. a complete 
picture of enemy operational activity maintained. and control instructions 
Issued to sites with the mlnin1um of delay. 

~~~~~~~~~~~~~~--

)A W . .o.. : Report No. BCJG/ lO, June-1941. 
'~o. 80 Wing File S .3035/Sig-s .. Part !Tf. Encl . 24.A. 
, fb11l. 1 £net. 50e, Conference - Colonel Turner's Department_ 
•Full d~tails or the Operations Room orga.nisatio11 and procedure. are g1veo a t Appeoulx 

No. 4. 
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Commitments dwing the very early stages consisted simply of ·meaconing 
enemy beacons and jamm)ng the J(1iickebefn beams by Aspirin action; 
the Operations Room was therefore divided into Headache and Meacon 
Control Sections. Under the Conunanding Officer. a Duly Wing Commander 
was in control of operations assisted by a Scientific Analyst, an Operations 
Officer and two Junior Officers in charge of t he Clerks (Special Duties) manning 
the Control Sections. Close liaison was maintained with the No. 80 Wing 
Liaison Officer at Headquarters, Fighter Command.1 Communications were 
effected in every case by landline over the G.P.O. network. 

Headache Control was responsible for the reception, logging, and charting 
of listening reports from Aspirin outstations; the display of this information 
with the beam settings determined from them and appropriate rounter
measures taken, on an Aspirin map; the logging and charting of reports on 
the Ruffian beams (then under preliminary investigation) ; and, finally, 
under direction from the Duty Wing Commander, the briefing (by tie-line) of 
aircrews engaged on investigational flights and tb.e preparation of preliminary 
flight reports. Meacon Control was responsible for all R .C.M. against enemy 
medium frequency aids. The infom1ation was obtained frorp the " Y " Service, 
tbe instructions passed to Meacon sites, and all enemy beacon and counter
measl1re activity was di~layed on a large-scale map. 

During the winter of 1940, the oper:ational commitments of No. 80 Wing 
spowed a rapid increase. jamming of Ruffian beams (Bromide} was 
commenced, high power Aspirin s tations had been• established, Starfish 
had come into operation, and counter-measures against the new Benito 
beam and range system were being planned.2 The dltties of Meacon Control 
grew rapidly as more and more sites came into operation, and meaconing of 
ai.IC!aft asking for fix.es had been instituted. Tltis increase in commitments 
nece:;sita.ted a corresponding expansion of the Operations Room. The basic 
organisation remained the same, whil5t Meacon Control was moved to an 
adjoining room, and a new Starfish Sectio,u manried by one officer was 
incorporated in the main Operations Room. Headache Control was now 
divided into sub-sections dealing fust with incoming information and the 
display of reports of enemy signal activity, and, secondly, with outgoing orders 
to Aspirin and Bromide stations. A further suli-soction dealt with orders 
and the <lisplay for Benjamin (Benito) beam jamming. Benito range 
jamming (Domino) was in the first instance under the direct control of the 
Duty Wing Commander, the site thereafter actmg autonomously. 

As has been stated above, information from H eadquarters, Fighter Command 
had hitherto been received via the No. 80 Wing Liaison Officers in telephone 
communication with the Operations Office at Headq_uarters No. 80 Wing. As 
a result of the greatly increased pressure of work it became impossible for the 
Operations Officer to maintain the close liaison oeces.sa.ry, and to overcome 
this difficulty a plotting table was installed in the Operations .Room, on which 
t racks of enemy aircraft activity passed from Headquarters, Fighter Command 
were tontinuously recorded. Reference to this p lotting table gave all the latest 
info!Jllation available concerning enemy air activity, and more detailed plots 
could be obtained on any tracks which appeated of particular interest, especially 
those which showed evjdence of beam flying. 

i Appendix No. 6. • Appendix No. 9. 
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ln the event of the destruction of Headquarters, No. 80 Wing at Radlet by 
b.ombing. or in. case an invasion rendered this Opera(1ons Room inoperative, 
arrangements were made for an alternative Headquarters and Operat1ons Room 
at \Voccesler, and a detailed :;cheme for the evacl1ation there was prepared. 
This plact- w<ts selcclec.l a!> there ex1c;ted aJready a comprehenc;iv~ n<>twork of 
telephone Jines which had been prepared for another emergency 1i<'heme 
("Black 'Move''). The emergency Operations Room was not hi ted 011t, but 
arrangements were mild!' for telephone circuits to be provided on an emergency 
basis and made a.vailable for switching within 24 hour-;. The need for art a.ltei:n'<l.
tive Headq ua.rters became more u11Jikely as the war progressed and the faci 1 tties 
were withdrawn in July 194~ . 

. 
0rgaoisation of Outstations 

The organisation or Headquarters, No. 80 \Ving as an R. C. VI. Centre con
troJhng a large' number of small outst.ations. of ten situated in rcrnole counlry 
district-;, prescnted many difficultics.1 For security reasons the generally
accepled Service melhod of attaching small detachments to nearby " parent" 
stations for adrninistral1011. barrack and clolliiog services was undesirable and 
it was there.fore nec~sary to devise au organisal1on capable of fulfilling, in 
additiou to technical s11pf'\rvision , all administrative and provisioni1'g duties 
f?T outstatioM over a very wide area of the British Isles. 

Only a.bunt a dozen of the larger sites had resident officers, and a relalively 
large staff of visiting technical officero; ha.d to be maintained at Headquatters. 
During the enrly sta~es inrli vidual offirers were appojn Led for the supervi~ion 
of stalions clas'iificd under their different fonctiohs. ~. g. , Aspirin. Bi omidc 
atid ~leacons. Administrative and equipml'nt sta({;; al Headqu:trtcrs \Vere on 
a srn:i ll scale and for l his rea~on visiting technical officers were frequently 
l?'alled upon co undertake d11ties of this nature, particuJa.rly with regard to 
technical Clnd barrack equipment. 
· Jn :\pril 194 l it wM decided that the area to be administered had become 

too la1ge for satisfactory control to be effected from one central Headquarlet~, 
and udrni1listration was accocdtng\y decentralised and a11 Arca Orga11isalion 
formed, Si.' Area Headg\1aners were set np, the areas being as follows ;-\\ 

(t1·} Sotith !::astern Area Deadquarters~Windlcsham <Eagshol) . 
(b} Sol1tl1e1n Area lleadquarters-Ashma.r1s"1orth (Newbury). 
(c) Soulh \iVestem Area Head<Juarlers-D'ai1 mile (Honiton). 
(d) Eastem Area. Headquarters-Braintree. 
(tJ) Midlal\d .\rea J lea.dq uarters-Hagley (Birmiogham). 
(/) Northern Area t feadquarters-Marskc (Redcar). 

Sili11g, installation and. the opening of new outc;tation:> was in all ca'iiCl'> lhe duty 
of Wing Readq11artcrn, no !'!tat ion bein~ handed over to an ar~a un til i l wo s 
fully established. 

One officer, as<si.s led by a Warrant Officer o.r Senior N.C.O. , was appointed 
to each area to be rt:Sponsible for visiting a.11 stations in his area, regardless o( 

the type of equiprne11L Where thjs was of a special type, assistance wa!' given 
by specialist officers from Wing Headquarters. His dulies included also many 
normal administrative fonctions which later grew in volnrne as the general 
organisation o( the Wing became stabilised. 

1 AppcntUx No. 10. t Diagram 4. 
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CHAPTER 3 

RADIO COUNTER-MEASURES, 
MAY 1941 TO NOVEMBER 1942 

The end of the phase already described which concluded in May 1941 saw 
a reduction of the bombing offensive against the United Kingdom owi.ng to 
the transfer of the major part of the main German bombing force to the 
Eastern Front. It also marked the c1ose of the first rouo·d of the battle o! 
wits between the enemy's radio experts and those responsible for Royal Air 
Force radio counter-measures. It was not expected. however, that the 
Germans would accept a·~ituation in which the value of their aids was seriously 
reduced by radio counter-measures. Precautions were therefore taken by 
morufications to jamming transmitters and by the provision of additional sites 
and jamming equipment. 

It had been expected that w\th the longer hours of darkness there would 
be a renewal of the bombing offensive in the autumn of 1941, but this did not 
occur. Bombing attacks continued on a very small scale until April 1942. 
when Luftwaffe attacks on English cathedral cities were begun. During this 
month the R,uffi.an system of blind bombing was again used operationally 
after a lapse of nine months. and some enemy daylight attacks under conditions 
of cloud cover were carrieli out. 

Jn order to overcome the difficulty of keeping jamming tra.nsmitters 
continuously in a state of readiness (i.e. warmed up) to cov·er the possibility 
of attacks in daylight by the use of the various navigational or bombing aids, 
arrangements were made for. weather information (cloud, height, cover, etc.) 
fo be passed by the Meteorological Section at Headquarters, Fighter Command 
to the Operations Room at Headquarters, No. 80 Wing at frequent intervals. 
If these reports showed that conditions were favoorable for an attack in a 
particular area, the jamming transmitters necessary to protect that area were 
brought to a state of readiness. so that if enemy signals were then heard the 
jam..mers wou.ld be able immediately to radiate. 

Knickebein 
The precautions taken to meet the expected changes to the Knickebefn 

system · have been stated and information obtained from prisoners of war 
and captured enemy documents indicated that the first of these, a change of 
radio frequency, was likely to materialise.1 In addition, tbe number of 
Knickebcin stations was to be increased to twelve. The information also 
?howed that a new radio receiver, t.he E.Bl.3, was being produced to replace 
the E.BU, which had been used by the German Air Force for Knitkebein, and 
blind approach landing. The E.Bl.3 receiver was stated to be capable of 
being used on any one of 34 ·• spot " frequencies between SO and 33 · 3 megacycles 
per second and to be more selective and sensitive than the E.Bt.1. The latter 
receiver was used only on any two of the three frequencies, 30, 31 ·5 and 33·3 
megacycles per second, the selection of frequency being made by a two-way 
switch. 

1 A.D.r. {R) Report No. 269/41 and A.D.I. fK) Special Report to A.C.A,S. {l) 23May 1941. 
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An appreciation was prepared from the in"fonnation available by. Head
q_uarters, No. 80 Wing, for the Director of SignaJs, A,ir Ministry, and a radio 
counter-measures pJan drawn op to combat this extension of the enemy radio 
bombLng aid. t The plan called for the provision of two more listening stations 
on the East Coa,st and for modi6cati.ons to the aerial systems of the existing 
South Coast stations. It also called for the provision of a total of 66 jaonning 
transmitters, of wh.ich 32 were already available, and for four new jamming 
sites. These details were based <>n the probability of an enemy beam range 
oJ 450 miles being obtained by high-flying aircraft with the more sensitive 
receiver. 

The implemcntat'ion of th.e plan, which was based on the worst possible 
set of conditions that could arise, was carried oul with alt speed so that by the 
end of November 1941 all the additional Aspirin transmitters had been 
lnstalled. D.F. facilities were also supplied to the listening stations so that 
rapid identification of signals could be obtained. The B .B.C. vision transm,itter 
and aerial system of the Television Station at Alexandra Palace, North London, 
which was being held in readiness for Army purposes in the ban,d 33 ·8-
28 megacycles per second , was modified to provide a high-efficiency Knickebein 
jammer to protect the London arca.2 The modifications allowed rapid 
frequency changes to be made over 34 channels in the frequency band 33-
33·3 megacycles per second, adjacent channels being separated by 0· .l mega
cycles. Sixteen channels could be radiated simultaneously and different 
audio-modulation frequencies could be appJied.S" 

In September 1941 the first b:ansrnissions from .Ktiickebeiti on frequencies 
othe\ than 30, 31 ·5 and 33 • 3 megacycles per second were recorded, confirming 
prisoners' reports. These transmissions continued daily and many changes 
of frequency were made. It was thougbt that these were for training as no 
!'ircra.f t operations coincided with the transmissions. Further confirmation4• 

of the development of the Kriickebcin programme was obtained on 12 October 
1941 when the .first Do. 217 aircraft to be captured forced landed at Lydd, 
Kent, and a model of the new German E.Bl.3 Knic'kebein and blind I.anding 
receiver was obtained intact. It is interesting to record 1.hat, as in the case 
of the aircraft carrying the " Y" Geriit, the capture of this aircraft was also 
due entirely to successful Meacon uction.5 

An examination6 of the new E.Bt.3 receiver showed that it was capable of 
conlinuously variable tuning over the range of frequenci(>.S 30 to 33 ·3 
magacycles per second and that the revolving drwn scale was graduated with 
34 lines, confirming 1.hat it could be set to 34 '' spot" frequencies. The 
receiver had greater selectivity, but the audio filter was the same as that 
in the E.Bl.1 so that no change of audio modulation of the Aspirin transmitter~ 
was required . One disadval\tage of the new receiver was apparent in that 
the ·quick change of frequency, obt:tined in the E .Bl.1 by the two-way switch, 
was no Joo,ger possible. with the continuously variable tuning. This indicated 
that the K1ii(.kebein system of intersecting beams. used in conjunction wjth 
the new ·receiver could not have the same accuracy as with the E.Bl.1 

1 AHBjHE/ 177, ' ' No. 80Wi"g Historical Report, 194(),-1945,'1 Appendix" N" gives this 
Kppreciatioo io IuU. .. 

'No. 80 Wing File S.3001 /8/Sigs. E:ncls. 2A, 3A, SA. 
i See Appendix .No. 13 oo l\l[onltoring. ~ A.D.l. (IC) Report No. 491/4 1, 
•This is discussed later in this Chapter, 
'R.A,E- ReporLNo, E.A.41 /3, 10November1941. 
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receiver. Although from April 1942 until th·e end of this p)1a.se in November 
l942 many attacks were carried out, Knickebein transmitters were seldom 
switched on by the enemy, and then often only as " spoof." For instance, 
d uring a ttacks on eastem or north-eastern targets, two Knickcbei1i stations 
were set up to intersect over a south.em target. 

Raffiao 
Although the Ruffian system was not used operationally after J~ne 1941 

u.ntil April 1942, the enemy transmitters continued to radiate for periods 
both during the day a nd at night. Recognition letters were " keyed '' and 
frequency changes were made during operations but there was little doubt 
that the trru1smissions were made in an attempt to mislead. 

Two new aerial arrays at the Cherbourg site were discovered by the Photo
graphic Interpretation Unit (P.I.U.), and transmissjons were intercepted 
from these.1 It was thought at the time that these additions had been made so 
that two independent systems could operate simultaneously if desired, by 
using some of the Cherbourg transmitters in conjunction with tbe Calais 
transmitters and the others with those at Morlaix. This was 1ater fo1.ind not 
to be the case, as further photographs by P.I.U. showed that the arrays forthest 
from the main group had be-en removed from both the Calais and the Cl1erbourg 
sites.2 lt became evident that the Teason for erecttog the aerial arrays of 
each group very close together was to enable ~the aircraft to maintain course 
with as little deviation as possible when transfening from a beam on one 
frequency to that on anofher. 

In October 1941 , information was obtained from a prisoner that a " dog 
whistle" frequency was likely to be used.3 This obviously meant supersonic 
modulation. The reference to it was made in connection with the new 
J{nickebein receiver E.Bl.J, but as one of these h.a.d been exami.ned and there 
was no trace of this provision, it was assumed that it was intended to employ 
the new type of modulation with the Ruffian system. Provision was made for 
Royal Air Force listening stations to be provided with means for checking if 
supersonic modulations were being used both on Ruffian and J{ nickebein 
frequencies. A number of jamming transmitters were fitted with additional 
modulation units so that frequencies up to 15 kilocycles per second could be 
covered either with supersonic modulation only, or with normal and supersonic 
modulation simultaneously. 

During the afternoon of 3 April 1942 a single enemy afrcraft dropped bombs 
close to the Bristol Aircraft Factory. An analysis of the bomb plots made.by 
the Air Warfare Analysis Section4 showed that a line drawn through the stick 
passed very near the site ·of the Cherbourg Ruffian transmitters. S1nce they 
were radiating at the time, it was possible that the aircraft involved belonged 
to the German specialist squadron 1 I I<.G. JOO. On the following day a daylight 
a ttack under cloud cover was made on the Brock.worth airfield by three aircraft. 
These were defutitely established as being from ll K.G. 100,b A 11umber of 
oth~r attacks were made during April, but in two cases only were there 

\ 

1 C.I.ll. Photographic Sortie T/297, No. 667, 20 July 1941. 
i C.I.U. Photographic Sortie T/685, No. 610, 27 September 1941. 
a .l\.T.l. CK) Report S.R.A. 2249, 15 October 1941. 
• A.W.A .S. letter B.9 of 14 April 1942. 
• A.W.J\ .S. drawio.g No. 1$2, 11 April 1942. 
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indications that t11e Ruffian system had been used with success. These were 
on the nights of 21/22 and 22/23 April, when three sticks of bombs wel:'e dropped 
on tbe torpedo filling factory at Holton Heath near Wareham, Dorset, without, 
however, causing any damage of a military character.1 The accuracy obtained· 
may be judged by the fact that the three sticks overlaid each other and that 
one stick dropped on the first night was released at 10,000 ft, through l O/lOths 
cloud and rain. 

A survey of the bomb plots by the Air Warfare Analysis Section revealed 
great accuracy in line but error in range, indicating that the more remote 
Calais cross beams were more adequately covered by jamming stations than 
the approach beams. Adequate cov~r of the approach beams used against 
targets in this area was difficult as the distance from t.he transmitters to the 
target was only 70 miles, and the strength of the enemy signal was therefore 
great: No special features were noti~ed in the transmission, except that the 
Calais beams were used for the approach on one occasion. 

The Ruffian system was 11sed for operations only seven times during May, 
but on the night of 23/24 May 1942 the first definite indications of dual modu
lation were observed, the frequency of the second modulation being of the order 
of 15 kilocycles per second.2' Th~ additional modulation was used on one or 
two frequencies on subsequent operations, but qwing to the preparations which 
had been made., this was jammed immediately it became active. It was noticed 
that the frequencies with dual modulation did not key recognition letters. · On 
several occasions before 23 ,May recognition letters were not received on certain 
frequencies; it was possible that the additional modulation had been super
imposed on these frequencies without being observed. The dual modulation 
was never observed on 1

' coarse" beams. In August 1942 and subsequently, 
signals with the same characteristics and in the same frequency band as the 
Ruffians were heard from the St. Valerie area. It was thought that these 
might have been from an additional site to be used in conjunctiop. with the 
Morlaix site, one transmissi?n from which had been heard durfug October. No 
developments, however, occurred and no photographs were obtained. 

In spite of the elaborate changes made by the enemy in re-siting the trans
mitters and in providing additional modulation, little use was made of the 
revised system. It was used four times only in June 1942 and once only in 
July and September ; no further signals were beard after the middle of 
November. It may have been, therefore, that the readiness with which the 
Royal Air Force radio counter~measures acted against the additional modulation 
had, convinced the Germans that it was useless to continue. Photographs taken 
subsequently by the Photographic Interpretation Unit showed that all the 
aerial arrays had been dis:riantled.3 

Benjamin 
The capture of a" Y" Gerat and its examination in May 1941 had resulted 

in a decision to jam the Benito beam signals in such a manner as to cause erratic 
indications of the " Course" indicator in the enemy aircraft. It had been 
concluded that the required jamming signal should consist of a dash equivalent 
to the enemy dash, but at a slightly different keying rate from that of the 

l No. 80 Wing Monthly Report No. 29. 
2 No. 80 Wing Signal RX.457, 24 May 1942. 
'C.l.U . Letters M .D.M./S.2.130/t/Ops. 681, 27 March 1944 ; ibid, 856, 16 M.ay 1944 ; 

and report G.2011, 10 March 1944. . 
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Benito beam. It was decided, therefore, to implement immediately a programme 
of jammers mainly by utilising from a readily available source a number of 
low-power transmitters estimated to be effective for the particular type of 
jamming proposed. By September 1941 a total of thirty Benjamin jarnmers 
had been completed, covering the Cassel, Mont de Boursin, Poix, St . Valery, 
Cherbourg a.nd Commana beains respectively.1 Although during the period 
under revie""'. Benito beams were radiated, it was difficult to associate them with. 
the few aircraft attacks on the United Kingdom as enemy t racks did not 
suggest beam flying. 

Domino 
The existing Domino stations were at all times ready for operation, but, rh 

view of dec1:eased enemy activity, as stated above, there was little.need for them. 
Eventually, although the enemy had increased the number of his Betiito 
stations in France, in view of the extremely large numbers of Domino stations 
with highly trained crews which wou~d be required, it was decided to rely on 
Benjamin and the jamming of the associated communication channels. 

R.C.M. in the Mediterranean 
The question of the use by the enemy of beacons and blind bombing aids in 

the Mediterranean theatre was dealt with in an appreciation written by the 
R.C.M. Section, Air Ministry, in June 1941, in which a general conclusion was 
reached that whereas effective counter-measures could not at that time be taken 
against beacons owipg to the impossibility of providing effective cover over so 
large an area, a counter-measure organisation coul4 be set up in Malta if the 
enemy employed a beam system in Sicily_ 2 These recommendations were, 
however, almost immediately followed by information received from the 
Middle East Command to the effect that signals with Lorenz beam characteristics 
had been picked up in the Alexandria region. Since enquiries appeared to· 

11 " I I l I I ~ ' • '.· T 
iW.c V Ut; \.1,u.J }JvOOU.JllU..')~ u.t t:)o .. .o..: ol5uwlc \J u li•t; i;~W~~LYHO '-•~lu. ..,_,i"l!•i.~f V~diiH 

stations or enemy blind approach installations located in Europe, it was decided 
in June to send out an investigation aircraft together with a technical officer as 
adviser on RC.M.. matters. Two General Electric Company (G.E.C.) jammers 
were sectionalised and sent out by air for use in the Detta or at Malta in anticipa
tion of the threat materialising. 

1t was concluded from test flights tha.t no threat existed and, in August, 
arrangements were made for the return of the aircraft and technical staff to 
the United Kingdom after personnel had been trained in the Mi4dle East. 
The investigation equipment and jammers were, however, retained. Further 
test flights were made in tbe regfon ol Crete before the aircraft returned to the 
United Kingdom, and at Malta during the return flight. N-0 evidence of beam 
signals was obtained during these fi.i.gbts. 

In October the Middle East Command requested the formation of a small 
R.C . .M. organisation ma.inly for watching purposes, and it was decided at an 
R.C.:M. Board meeting held in November that the matter should be investigated 
and that any organisation set up would be a r~ponsibility of Headquarters, 
Nq. 80 Wing.a As a result, further G,E.C. jammers were later despatched to 

•Appendix No. 9. · 
i Minutes of R.C.M. Board Meetin,g, 18 june.194J , and Air MinistryR.C.M. Apprec-iat.ion • 

.13 June 1941. 
3 Minutes o{ R.C.M. Boar-d Meeting, 4 November 1941 , 
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tlie Middle East to form a reserve pool for use if investigations proved at any 
time that counter~rneasures were necessary. Another officer was accordingly 
posted from No. 80 Wing to Middle East Command. No. 80 Wing was also 
instructed in J anuary 1942 to prepare plans for the production of a number of 
mobile Meacon stations for possible use overseas. 

M.F. Beacon System 
Throughout this period/tracks indicated that the enemy continued to make 

considerable use of his medium frequency beacon system to mark turning points 
and for aircraft homing in those areas over the United Kingdom beyond the 
effective range of meaconing. It was clear that the la.ck of unspoiled beacon 
facilities over this country troubled him seriously since ne made a number of 
changes in his organisation .in an attempt to evade interference. Between 
April 1941 and March 1942, enemy beacon schedules became progressively more 
complex until, by tbe end of this period, system changes during operations took 
place at frequent intervals, even as short as 25 minutes. The power of his 
beacon transmitters were also further reduced Jn order to render more difficult 
the task of meaconing. 

Concurrently wHh these difficulties, tbe Germans were faced with yet 
.an.other problem-that of preventing the Royal Air Force rapidly-expanding 
bombec force from making use of their beacon organisation and IUgh~powered, 
unsynchronised, broadcast transmitters which were easjJy identilied by charac
terislic call-letters. Thus it was that as early as September 194) there were 
indications of German broadcast stations bei.ng operated in synchronised groups 
except when the eoemy required to use them during operations. Moreover, 
whereas in the early days of the air attacks against this couutry G~rman beacons 
maintained a more or less constant schedule of transmissions over the whole 
twenty-four hours, whether or not required for operations, they were forced, 
even at the risk of bad security. to confine the periods of transmission to times 
which embfaced operations-a fact of which the Royal Air Force Intelligence 
was able to take advantage. 

As an additional safeguard, in September 1942, the enemy narrowed the. 
frequency band of his beacons from l S0- 900 kilocycles per second to 500-
600 kilocycles per second, a band not covered by the Allied General Purpose 
W(r set then in use. · This frequency band was used for some months before 
additional frequencies were again introduced. 

Despite the many measures adopted by the enemy to avoid the effects of 
meaconing it was apparent that this counter-measure frequently caused con
fusion to enemy aircrewsi:" resulting in their becoming completely lost and, in 
some instances, landing in this country. A typical case was the forced-landing 
at Lydd in Kent of tJ1e first Do. 217 aircraft to be captufed, together with a 
complete modcl of the new Knickebein E.Bl.3 receiver on 2.1 October 1941. 
'fhis aircraft became lost whilst returning from a shipping reconnaissance and 
made landfall near Pembroke, the crew thinking they were over Cornwall. 
An accurate track cha ct showed that the aircraft then set. a course wbich brought 
it to Templecombe.1 The track then turned in an easterly direction until it 
reached the north coast of Kent, thereafter turning south to where the landing 
was finally made at Lydd. On interrogation, the pilot stated that on the 

1 Diagram 5. 



outward journey bearings were taken on Barfieur (Tocqueville) and Paimpol..1, 
Records show that during the flight the Barfl~ur beacon was too weak to use. 
It is therefore evident that the aircraft could only have been making use of 
Paimpol, which was fully active but covered by the British T~mplecombe 
Meacon. On the return journey it is shown by the tracks recorded that the 
aircraft c~rcled over Templecombe at about 0400 hours. In spite of the pilot's 
statement that h,e was over Barfieur (Tocqueville), it is evident that he must, 
in fact, have thought he was over Paimpol since-

(a) Templecombe was re-radiating Paimpol, and Bartleur was inactive. 
(b) By his own admission, a course was set for Evreux. The bearing from 

Paimpol to Evreux js 083"; the actual track made good by the 
aircraft from Templecombe was 082°. As the track from Barfieur 
to Evreu,.., is 110°, it is unlikely that an error of 27° could have been 
made in na viga.tion. 

The failure of the attempts to get a bearing on Evreux can be accounted for 
by the fact that th.is beacon was being meaconed by Newbury. While in the 
Ternplecombe area the bearings of those two stations would have been 90° apart 
and would therefore have been " filling in·· each other' s minima. It is thus 
safe to say that the aircraft homed on Templecombe in mistake for Paimpol. 
A course was set from there in the supposed direction of Evreux. The final 
success was due to the fact that Newbury spoilt all attempts to obtain a check 
on the Evreux beacon. The aircraft then carried on until the pilot thought they 
were in the neighbourhood of Evreux, and then turned south, landing at Lydd, 
out of petrol. 

With the installation of a new Me.aeon station at Marske in May 194-2, the 
Meacon scheme consisting of 16 sites covering a total of 60 channels was 
completesl No farther sites were established during the European war period, 
although progress was maintained in improvements and additions to existing 
equipment as more powerful transmitters became available. During the period 
under review, those improvements included tJ1e provision of I SO~foot masts. 
and a further expansion :in the number of channels available for aircraft 
meaconing. 

" B.B." Scheme 
ln June 1941 the" B.B." scheme involving the masking of Admiralty beacons 

situated on the Butt o f Lewis and at Barra Head was introduced.2 These 
beacons had been installed as navigational aids to shipping In the North Western 
Approaches, and a Meacon scheme was devised to restrict their use by enemy 
aircraft operating over Scotland and the north of England without interfering 
materially with the beacons' primary function. Meaconing was effected with 
small transmitters at Cupar and Mintlaw, the latter being operated by No. 80 
Wing personnel. The installations were provided with aerial systems so 
arranged as to provide maximwn cover in the required direction and yet enable 
bearings accurate to within five degrees to be obtained by shipping.3 

The scheme was in operation until June 1942, when it was discontinued, the 
equipment beirig retained. 

1 A.D.l. (K) Report No. 491/41. 
~ C.P.O Pamphlet, "The B.B. Scheme," W4/5 B."B. 1- 5 of 27 May 1941 , 
~Air Mlois1ry Letter, File S 50085/Sig$. Plans. dated 31 May 1941. 
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"A.B." Scheme 
This scheme using a similar principle was introduced in Dec.ember 1941 to 

- mask over Great Britain a beacon erected at Lough Erne for use on its unmasked 
westward side by Transatlantic Air traffic, special Meacon channels being 
~stalled at six No. 80 Wi11g Meacon sites for the pu.rpose.1 

See•saw 
.An enemy signal to which the name See-saw was given wa.s observed system

atically on frequencies between 3 and 12 megacycles per second !rom the 
b~inning of 1942 although it had then almost certainJy been in operation for a 
considentble period.2 The signal was heard frequently until April 1942, after 
which there was no activity for some montbs. From 14 September a period of 
considerable activity commenced during which a great deal of data regarding 
the nature of the signal was obtained, from which the conclusion was reached 
that it emanated from a rotating beacon of some sort. It was not possible to 

- say defmitely whether the device was intended for the use of aircraft or surface 
vessels. Moreover, owjng to the frequency being 1n the H.F. band with the con
sequent limits to accuracy due to variations in propagation conditions, it was 
considered improbable that the system would assume an importance comparable 
with that of the known V.H.F. aids. As a resu1t of these consideralions and as 
all evidence indicated that the device was still in the experimental stages, it 
was not thought necessary to expend effott, during the phase under con
sideration, ·in the active preparation of counter-measures. other than to obtain 
proposals from the Experimental Establishments. D.F. observations-all agreed 
iri placing the s ource of the transmissions in the Berlin/Stettin area. 

Windjammer 
In June 1942, C.I.U. reported the existence of an unusual aerial array at 

Desvres, near Boulogne, approximately six miles east of the K-nick'ehein 
No. 6.3 The installation consisted of two arrays, one mounted above the other, 
the lower being of the approximate dimensions of a I<m:ckebein, and fitted 

• wi.th dipoles and reflectors of a similar size, and the upper consisting of a simple 
array, of the same frequency band, comprising three dipoles with a wire mesh 
screen. The overall dimensions were : diameter 40 metres, height 110 metres. 
The name of Windjammer was given to this installation. the purpose of 
which was, however, not discovered until considerably later, by which time 
similar installa.tions had been identified at Bergen-Belveder (Holland), 
St. Vaast-La Penelle (Cherbourg), Sizub- St. Michel (Commana), Arcachon 
(Bordeaux), Pouzages (Nantes) . Eavieres (Chartres) and Maleroont (Reims) _ 
It was eventually found t11at these stations were radio a.ids used for the control 
of night fight.e(s, known t o the enemy as Bernard, the associated aircraft 
installation being known as Bemhardine.4 

Operations Room Development at Headquarters, No. 80 Wiog 
The increase in operational commitments during 1941 1 combined with the 

rapid expansion of administrative and technical staffs, resulted in severe over
ctowding at No. 80 Wing Headquarters at Aldenham Lodge, Radlett. As it 

1 No. SO Wing Monthly Report No, 24. 
t Minutes of .R.C.M. Boa.rd, 12th Meeting, 15 December 1942. Paper R.C.M./33/42. 
$Central Interpretation Unit Report No. G.308, dated 28 June 1942. 
•Part 2 of this volume-" Radio Counter-measures in Support of tbe 13-0mber Oifensive." 
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was considered that under such congested conditions the security of highly 
secret matters was liable to be jeopardised. it was consequently decided to open 
an entirely separate Operations Block to be accom.rno<lated at a nearby house, 
" Newberries." 

Coincident with this move, which took place on 19 October 1941, modifica
tions in both display and procedure were made, designed to increase speed in 
assessing enemy signals and the application of appropriate counter-measures, 
particularly as a considerable increase in the scale of enemy activity during 
the coming winter was anticipated. Experience had shown the necessity for 
centralisu)g display in order that the Controller could, at any roinute, appreciate 
the work of the Operations Room as a whole without having to move from 
section to section. 

As Meacon Control could be operated with a minimum of supervision, this 
section was made comparatively independent of the rest of the Operations 
Room. A display was evolved to enable the Controller to see at a glance details of 
enemy beacon ac(l.vity and the state of counter~rneasures applied. The new 
display consisted of a board divided into two sections, one showing beacon 
activity and the other details of Meacon Transmitter Availability and Alloca
tion. The number of outstations dealing wi th aircraft meaconing bad increased 
substantially and operators at these sites were given standard frequencies to 
guard and cover when possible. 

The major portion of the Operations Room was allotted to counter-measure 
action against V.H.F. aids, and methods of display and procedure were both 
modJfied. Sub-sections were eliminated and the Control was now divided 
into two parts-incoming information (Reports) and outgoing instructions to 
sites (Orders).1 Co-ordination between these two sections was rnaintaine9 
by the Scientific Analyst and the Operations Officer, who assessed the incoming 
infonnation and pa.<;sed it to the Controller, who, in addition to maintaining 
general control of all operations, directed personally all activity through the 
Orders Section. 

The two ma.in display sections were employed as follows: -
(a) Directive.- This board. maintained by the Controller, showed enemy 

signals active in the various . V.H.F. bands (Knickebein, Ruffian, 
Benito, etc.) together with the allocation of counter-measures 
required. This enabled p reparation to be made for speedy and 
effective counter-measure action while holding back actual jamming 
until all information had been obtained. 

(b) Executive.-This board was manned by Clerks S.D. in the Orders 
Section and displayed all counter-measure action taken on orders 
from the Controller. 

1 A typical R.C.M. night operation is giveo at Appendix No. 5. 
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. CHAPTER 4 

RADIO COUNTER-MEASURES, 
NOVEMBER 1942 TO SEPTEMBER 1943 

After the cessation of the Ruffian threat in November 1942 the pr,incipal 
feature of enemy V.H.F. radio aids from that time until September 1943 was 
the development of Knickebe£n and Benito. The promise of this activity 
was not !ulfilied, however, for there was no corresponding increase in Long
range bomber raids. German fighter-bomber aircraft continued to operate, 
supplemented by small scale bombing raids at night. The enemy shewed 
increasing respect for the British air defences and a programme of equ.fpping 
Gem1an night bombers with radar tail-warning devices was begun. The 
cjifficulties encountered by raiders navigating over this country were 
demonstrated by several aircraft landing in Southern England in mistake 
for the Ami.ens area.1 

During this period ·the enemy beacon system reached its maximwn expansioTI, 
intcoducing the group system in a further endeavour to evade the effects of 
meaconing. Sonne, a development of the Elektra type of beacon, was.first heard 
in February 1943.2 The opening of this s tation in the Brest area was rapidly 
followed by further stations in Holland, Norway and North-West Spain. The 
possibilities of Som1.e as a navigational aid for use by the Royal Air Force were 
quickly app.reciated, and in May 1943, No. 80 Wing produced data and diagrams 
for Headquarters, Coastal Command under the operational word "Consol.' ' 

A number of mobile Meacon Units. the develo.Pment of which had com
menced in February J 942, were completed during the period under review and 
three of these were despatc~ed to the Middle Eas.t and North-West African 
theatres, and deployed against enemy beacons in the Mediterranean area 
.and against enemy aircraft engaged in shadowing convoys. In this period also 
the Royal Air Force introduced spo-0f transmissions botb by :actual narrow 
beams and by artificial signals, designed to worry the enemy and cover the 
introduction of the British Gee system. 

KJUckebein and Windjammer 
It was not unrn J a nuary 1943 that any of the new Knickebein frequencies 

e-011ered by the E.Bt.3 receiver were hear.d in operational use, although they 
had been intercepted during non-operational periods s ince September 1941. 
puring this month KtiiokeJ;ein beams were set up by the enemy on three 
occasions, although in only one instance did the main aircraft activity coincide 
with the setting-London on the night .of the 17 /18 September. and even then 
examination of the trncks yieJded no evidence of the beams being used. In 
addition to the beams set definitely on the target, o thers appeared to be set 
up indiscriminately, presumably intended as spoof.3 From January until 
August 1943, it was frequently observed that two frequencies appeared to be 

1 Rise and iall of the German Air Force ~ DiagT11.m 3. 
i No. 80 Wi.og Signals. Nos. RX. 696, 697 and 699, 
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active simultaneously from the Knickebe.£n No. 6 area, aod since only one 
transmitting array of the f(nickebein type had been identified at, Kn. No. 6 it 
was concluded that one of these signals must emanate from tbe Windjammer 
at Desvres, six miles to the east of it. Owing to the ,Proximity of these two 
stations this di:fierentiation was never satisfactorily determined. 

The general scale of Knickebein activity remained at approximately the 
same level during the following two months wilh litt:le evidence that the smaU 
numbers of attacking aircraft were using the beams. This was not easy to 
determine since analysis of tracks was rendered difficult by the arrival of enemy 
bombers coinciding with the return of friend ly aircraft. On the night 13/14 
February this occurred during a small-scale attack on Plymouth when 
Kn._ No. 10 and Kn. No. 11 were set to g.ive a cut over this target. rt is interest
ing to note that Kn. No. 6 and K ·n. No. 8 were a:t the same time set to cut over 
London but no attack developed.1 

From April onward, Knickebein activity became less, and in general was 
employed only by day, until in August a marked increase in the number of 
transmissions was apparent. As usual K'>~. No. 6 was them0sta.ctive. Frequency 
cha.nges with associated changes of beam setting-were made on several occasions. 
Although these changes were not effected with any speed, as. had been the case 
with the Ruffians, it was considered possible that training was now in progress 
with a view to enabli ng a false setting to be used as spoof up to the time oI 
arrival of aircraft in the chosen area of operation, withalast minute frequen.cy/ 
setting switch to the true objective. 1t was reatised that this arrangemen,t 
would, if carefully timed and sk\lfully executed, ttender prediction impossible 
and make the application of the counter-measures most difficult. An example 
of the frequency/setting changes made by Kn.. No. 6 during a single operation 
on 30 August is given below: 2 

31 -7 megacycles per second/359° ; 32·1 megacycles per second/296° ; 
3 1. ·7 megacycJes per second/359°. 

On five occasions during September enemy air activity coincided with 
Knickebei1~ transmissi0os, and the beam settings, where these could be 
determined, were in approximate agreement with the respective areas o! 
operations. A diffi.cully in the identifi.cati·on of Km:ckebein signals had arisen 
at th~s time, however, doe to the fact th.at signals were heard jn the frequency 
band which did not appear to originate from J(nickebevn stations. It was 
thought that owi.og to congestion in this band the enemy was now nsing some 
of his aidield beam app·roach beacons on frequencies intermediate to the 
standard frequencies of 30, 31 ·5 and 33 ·3 megacycles per second. 

A further modification to the K n.ickebein system arose in June. 1943' when 
C.1.U. reported the existence of lattice masts in the immediate vicjnity of 
four o{ the l<.nickebe1:n; a rrays, nameJy, Kn. No. 1, Kn. No. 3. K1•. No. Sand 
Kn. No. 11.9 The photographic evidence suggested that tbese masts were 
not of the nonnal V.H.F. communication link type but that they were definitely 
associated with their respective Knickebein. It was of interest that the lines 
joining the K1~ickebein array centres to the corresponding masts passed through 
the major targets Edinburgh, Hull, Lond<m and Bristol respectively. Careful 
watch for any changes of pattern or signal failed to reveal any peculiarities. 

l. No. SO Wing- Signal No. RX. 723 2 No. 80 Wing Signal No RX. 92 t , 
3 C.l.U Letters MDM/S.1246/2/G, dated 29 March 1943, 
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At thjs tiln~ prisoner-of-war statements and captured documents suggested 
that Knickebei·ne were not now being set over targets but were being used in 
conjunction with Elektra transmission to enable pathfinding aircraft to fix a 
turning-in point some 20 to SO miles off the English coast. 1 In this connection 
it had been noted that Sonne t ransmitters had been observed operating as 
Elektras for certain periods during attacks against land targets at this time. 
The turning-poinl distances off the coast represented ranges at which Aspirr:ns 
could not be expected to jam effectively. A similar course of action had been 
observed in the early part of 1942 when aircraft flying on medium frequency 
beacons had selected similar turning-in points at distances beyond the effective 
range of the Meacon transmitters . 

. The use of the K nickebein b~ams to provide spoof accentuated by the 
periods of freq uency/setting changes was most successful in keeping alive the 
high potential threat engendered by the enemy system as a whole. The 
continuance of this danger, together with the growing threat of Benito as wili 
be 'seen later, was re.sponsibJe for ·the radical change in Royal Air Force 
jamming policy introduced l<\ter in the year. 

During the years t941 and 1942 the· number of available jammers having 
a nigh power outpot had increased steadily and the delivery of these new 
transmitters, particularly o{ the T.U.4 type, con tinued during 1943. This 
~raT1smitter, the prototype of which was fust produced: in 1941, was designed 
specially for R.C.M. purposes in the frequency band 27-100 megacycles per 
second, and was provided with many variabJe features in connection with the 
signal char~cteristics, in order that it should be of universal application for 
use against any of_ the known enemy radio aids in the band. 2 This principle 
bad also been applied as far as practicable to the later deliveries of other types 
of transmitters. A very large percentage oi the jamming transmitters available 
al this period fo No. 80 Wing could theref~re be switched from one jamming 
commitment to another as occasion demanded. Thus, by January 1943, 
when the new K1iichebein frequencies fast came into operational use. the 
additional j ammers required were availabJe. The change in f unctfon was 
rendered permissible at th.is stage by reason of the final defeat of the Ruffian 
menace late in J942. The increasing Knickebein threat, followed later by a 
similar th.reatened Benito increase, resulted in ail T.U.4 and such other 
transmitters having universal fac'ilities, as they could be readily set up for 
operation in either the Aspirin or the Benjamin ba.nds.3 The use of the 
additional jam.mers together "llith an improved operationar technique enabled 
eftec.live counter-measures to be taken in all instances. The efficacy of the 
later Aspirins was veriued by a series of test flights, -and from the interrogation 
of prisoners-of-war, which o.nce more indicated enemy aircrews' pronounced 
mistrust of the Knickebein system. 

Spoof 
The ap(Jreciation by the enemy of the value of spoof transmission as a 

diversionary and cover measure, and its effect on the scale of effort expended 
on counter-measu res has already been mentioned. The efficacy of spoof had 
not escaped the attention of the British authorities, and various plans were 
proposed and examjned. Spoof beam transmissions had already been 

'A.D.l. (K) Repo.rtS Nos. 297/43 and 388/43. 
1 Appendix No. 13. a No. 80 Wing Monthly Report No. 36. 
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employed during 1942, mainly as a cover for the. introduction of the British 
Gee system. using for the purpose the so-called "J " beam system on the east 
?-nd south-casl coasts.1 Although actual operational beams were used, this 
was not regarded as an effective method of spoof since the beacons employed 
transmitted in the 50 megacycles per second frequency band for which only a 
very limited number of special purpose aiccraJt carried suitable receivers. 
Similarly it was do1Jbtfol whether enemy aircraft would be eqmpped to inter
cept tbese transmissions which might or might not have been picked up by the 
enemy ground interception stations. For these reasons it was ultimately 
<;iecided that special measures would have to be introduced by means of which 
spoof signals would be transmitted in the 30 megacycles per secoud frequency 
band and particularly on 30, 31 ·S and 33·3 megacycles per second, receivers 
fo.r which were carried by the majority of enemy aircraft A proposal to use a 
beacon originally erected at Tenbury for experimental purposes was not 
proceeded with because, although this beacon ha<tbeen designed for navigational 
purposes and was capable of radiating the conect type of signal, extensive 
modi.fication woold have been required to change it from an H.F. to a 
V.H.F. transmitter. 

Rotate 
The fonn of transmission finally employed as a spoof was entirely of an 

artificial nature and consisted of signals reproduced on a Marconi-Stille tape 
machine, the. tape having a recorded signal simulating a nalllgational aid in 
the form of a rotating Lorenz type beacon with. a periodicity of (5 soconds. 
In consultation with the Assistant Director of. Intelligence (A.D.l. Science) 
it was dec_ided that the recording should conto.fo all the cluµ-acteristics nece$ary 
for such an aid except one, which would be the signal indicating the starting 
point or orientation of the system. It was considered thn.t the omission of 
this characleristic would worry t 1ite enemy -intelligence se.rvice. These spoof 
transmissions on 30 ·0, 31 ·S and 33 ·3 megacycles per second commenced in 
March 1943 under the code name Rotate, using high power V.H.F. transmitters 
at Oakley ancl Alcester. In order to make the spoot as reaJistic as possible 
the times of transmission wen~ co-ordinated with the actual Bomber Command 
operations. no transmissions being made when conditions of good visibility 
prevailed. 

Benito 
Despite the enemy loss of confidence in this system occasioned by the· 

efficacy of the counter-measures employed. the LujlttJaife steadjly continued 
to expand it,s ground station organis~tion untH, by July 1943, the following
slations were in existence :-

Site. Aer-ial Arn1ys, 
Stavanger 2 
Cassel 2 
.Boulogne 6 
St. Valerie 3 
Cherbourg 9 
Commana '2 

Note.-Bolh beam and range signals 
were also heard from Montd.idier 
but it was thought that th.is station 
was not intended for operational 
use but only to assist Benito 
aircraft in ma.king an approach 
into the operat.ional beam . 

1 Part 2 of tbis volume. 
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Coincident with the operational use of the threatening Knickebein system 
already described, this expansion of Benito stations had attained such 
proportions by March/April 1943, that a re-organisation both in disposition 
and in method of employment of existing Royal Air Force jammers had to 
be considered. An examination of the situation revealed the fact that at 
least fourteen further Domino installations would be required to provide 
adequate cover should this counter-measure be adopted. A Domino station 
consisted of much complicated equipment requiring specially trained and 
experienced crews. };either the equipment nor the crews could be made 
available in time ; consequently at an Air Ministry meeting held in May,1 it 
was decided to adopt a programme of crude jamming of tJte· Benito communi
cation channels only, and to utilise for this purpose existing transmitters. 

This decision came at the time when there were numerous other potential 
calls on the jammcr strength of No. 80 Wing, namely, Knickebein, \Vindjammer, 
Benjamin, Cigar,2 Cigarette, and necessitated a complete change in jamming 
policy. In the past, jammers had been allocated to specific targets, but it 
now became necessary to re-allocate them to provide " area jamming." Under 
the original scheme a number of transmitters had been located in the vicinity 
of each of the main vulnerable targets and were brought into operation whenever 
an attack appeared to be about to develop on the target concerned. The new 
policy provided for one suitably-located transmitter of sufficient power to 

. deal with each of the enemy transmitters, whether for communication or beam 
radiation. In the case of range communication jamming, a signal consisting 
of scrambled morse was employed, a Marconi-Stille tape reproducer being used 
for the purpose. For beam interference a slightly lower standard of jamming 

. had to be accepted in that, whereas in the past it had been the aim completely 
to obliterate all signals, it was now possible only to render unusable the actual 
beam. · 

The redistribution of transmitters with, in many instances, the erection of 
105 feet towers supporting cage aerials (designed to ensure distribution of the 
maximum possible power over the desired area) was put into effect. The 
movement of transmitters and a re-organisation of the Operations Room 
control was completed rapidly, but the last of the 24 towers was not finally 
erected until the spring of 1944~ 

A change in Benito procedure was learned from the crew of a single aircraft 
which was shot down in May 1943 when attempting an attack on London.3 

In order to avoid counter-measures this crew had been briefed to fly by dead 
reckoning on a time schedule to a nominated point on the English coast where 
the coastline was crossed by the beam. At this time the beam was scheduled 
to commence operation to be followed five minutes later by the ranging trans
m1ss1on. It was evident from this close timing, apart from verifications 
subsequently obtained from later prisoners of war, that Benito counter
measures were achieving results. It is of interest that a clock, similar to the 
" X " Gerat clock, was found in this aircraft. 

During the first few months of the period under review, Benito activity 
consisted only of training and testing transmissions, and it was not until 
7/8 February 1943 that any enemy signals could be linked with possible 

1 Minutes of Air Ministry Meeting (D. of Tels.), 4 May 1943. 
2 Part 2, Chapter 8. 3 A.D.I. (K) Report No. 263/43. 
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operational activity. The scale of enemy testing and training transmissions 
continued at a Jow level for the remainder of the period, with no further direct 
evidence that operational raids were being attempted, and at no time did the 
volume of transmissions intercepted begin to approach the maximum handling 
capacity of the ground stations. The contrast between the large effort involved 
in the building up of the Benito organisation and the small scale of operational 
use, or even for training, was the main feature of Benito activity during the 
period under review. 

Enemy R/T Con.trol of Fighter-Bomber Attacks 
For several months prior to April 1943, the enemy had concentrated mainly 

on daylight attacks using F.W.190 aircraft which made Hp-and-run bombing 
attacks against targets 001 and near to, the southern and south-eastern coasts 
of England. During the months of April and .May 1943, however, these 
fighter-bomber aircraft were employed during full-moon periods for night 
attacks against London anCl the south.-east. On the nights 16/17, 18/19, 
20/21 April 1943, F.W.190 fighter-bombers carried out what appeared to be 
experimental night-bombing sorties. In order to provide them with some 
measure of navigationa.l assistance, the normal aircraft radio equipment 
FuGe 16 (38-42 megacycles per second) -was provided with a tone generator 
which could be used to modulate the aircraft transmitter for " fixing ' 1 by 
ground D.F. stations. This enabled the ground controls located at Cassel and 
Poix to direct these aircraft to the approximate target area by passing, in 
plain language R/T, the vector and flying time to target and, at the estimated 
appropriate moment, an order to release bombs. On the return journey, 
vectors and times to base were passed in order to home the air-craft. 

A typical example of tlus activity occurred on the n'ight of 16/17 April 1943.1 

Between OOiO and 0130 hours, twelve F.W.190 .aircraft which came in with the 
returning Royal Air Force bomber force, were plotted over the Eastern Home 
Counties and in the Greater London area. Twelve scattered incidents resulted , 
but these caused little damage and no casualties. Of the twelve enemy aircraft 
engaged, two landed at West Malling airfield and two others crashed. At least 
four of the aircraft were ground controlled from a station in the Cassel area, 
working on a frequency of 41 ·4 megacycles per- second. Communication was 
by R/T and English names were employed as call-signs ; plain language was 
used throughout the transmissions, which lasted from 2309 to 0120 hours. 

Two of the aircraft radiated, in turn, a continuous note of 950-1000 cycles for 
approximately 15 seconds When called by the ground station. The signal was 
apparently used to obtain a D.F. "fix,'' since the ground station then passed 1 

back to the aircraft the course and the distance to the target, which was acknow
ledged. The procedure was repeated up to the target area when the aircraft 
was instructed to ", r.elease." The aircraft were guided back by homing courses 
to steer sent from the ground station and, after crossing the English coast, both 
homing courses and distances to base were sent. ·It was reported that the signal 
to bomb differe.d in the cases of the two aircraft heard. It seemed probable that 
"·voice-fixing " was used for these aircraft which did not radiate a tone. 

During the following month fighter-bomber aircraft R/T was heard on the 
freqµency band 38·5 to 42·3 megacycles per second. The procedure employed 

1 No. 80 Wing Signal N¢. RX. 785. 
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was identical with that observed during April, except that the control was shared 
between two stations in the Cassel aod Poix areas respectively. The former 
acted as control during the offensive stages o( the operation while the latter 
homed the aircraft to bases in its vicinity. In these operations, the aircraft 
and the offensive control had separate frequencies, those observed being:-

Control: 41 ·4, 39 ·3, 40·5, 39·8, 40 ·95 megacycles per second. 
Aircraft; 39·3, 40·5, 89 ·95, 40·9, 89·95 megacycles per second. 

For homing, both aircraft and ground station transmitted on a common 
frequency which was usually 42 · 1 me~cycles per second. 

C~UDter-Measures-Cigarette 

Cigar1 was an R/T jammer on the frequency band 38-42 megacycles per 
second and had a~ready been developed as a counter-measure against enemy 
conttol of night fighters. It was, therefore, comparatively easy to apply the 
knowledge thus gained to modify existing .high-powered jammers in the south
eqstem areas to jam fighter-bomber control instruc;tions. This counter-measure 
was known as Cigarette. A l~rge proportion of the transmjtters (Aspirins, 
Bromides, Benjamins) held by No. 80 Wing were capable of covering the 
frequency used for control qf fighter-bombers. In April 1943 arrangements 
were. made to use a number of these transmitters, keying their modulation 
frequencies, as an interim counter-measure. In the meantime, sti;ps were taken 
to provide noise generators for modulating certain oi the transmitters· .to give 
optimum jamming of speech, and arrangelJlents were put in l1and for fitting the 
potential Cigarette t ransmitters with Marconi-Stille reproducers jn order that 
tape recording of German speech or any other form of modulation could be 
reproduced and fed to the transmitters concerned. 

During this month, in addition to a transmitter Type T.1298 installed at 
Ide Hill, the Alexandra Palace B.B.C. ' ' vision " transmitter had been modified 
.to include the fighter-bomber frequency band (88-42 megacycles per second), 
ahd a Marconi-Stille tape reproducer in.stalled to provide ruodulation. !he 
S.W.B.4 transmitter at Harpenden also had 'its range extended from 42-48 
to.38-48 megacycles per second, and was available for operation on the 28 May 
1943, a l OS feet mast having been erected and a Cigar type aerial fitted. By 
the end of July 1943 the modifications of all U.S.B.2, S.W.B.8 and S.W.B.4 
transmitters to enable the iighter-bomber band to be covered without a major 
coil-change bad been completed. 

Tbe use of R/T by the enemy quickly waned. It was evident t.hat the 
psychological effect on the pilots of jamming greatly outweighed any advantage 
to be gained from the very occasional assistance which the system was able to 
provide. During June 1943, the last month in which lighter-bomber attacks 
were attempted, vectoring was confined to homing instructions given beyond the 
rartge of the jammers. 

Medium Frequency Beacons 
The system Of beacon rotas described in. Chapter 3 continued until the spring 

of 1943, when, on 1 March the German Air Force introduced a completely new 
1 Described more fully in Part 2, Chapter S. of this volume. 
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beacon scheme. t The principal beacons were now divided into foul'teen beacon 
groups each consisting of three sites which interchanged, at fifteen minute 
intervals. the frequency in use, frequency numerals still being employed as 
call-signs. In .April the four enemy coastal groups increased the number of 
transmitte.rs at each site to three and, by July,. some ·groups consisted of foo.r 
sites each with three transmitters. The allocation of l'>'!eacons was simplified 
by the new enemy system, since a gjven frequency was always sited jn the same 
area. A reduction in the number of Splasher transmissions h~d resulted in an 
increased number of transmitters being available for meaconing but, during this 
period, Meacon receiving sites and the" Y " service reported a marked reduction 
in tbe beacon strengths, which rendered meaconiog frequently difficult and 
occasionally impossible. 

Sonne 

In February 1943 the Elek,fra organisation, by this time expanded to a total 
of six stations, was revolutionised by the introduction of So1me. Sonne con
sisted of a fan o{ Elektra beams sweeping in azimuth, which, by a sjmple count
ing process and re{erence lo a suitable chart, enabled an aircraft to determjne 
its bearing from a Sonne transmitter to an accuracy of between 1 /3rd and 1 /6th 
of a degree at intervals of two minutes, with the additional advant~e that, 
whereas Elektra was only of value on the equisignal lines, Sonne provided a true 
navigational aid anywhere within its area of coye,r.2 

The first station to transmit Sonne signals was the latest identified Eleklra 
transmitter (E.6), situated in the Brest area to the south of Mor1aix. This 
Sonne was first heard in February 1943 and was followed in Apn1 by a new 
station in Holland (S.5} which had been identified on photographs as early 
as June 1942, but which had never previously transmitted. in April 1943 
Elektra 1 (Stavanger) was converted to Sonne (S.1) and another new station S.15 
(303·2 kilocycles per second) was established in north-west Spain (near Lugo). 
This had obviously been installed to cover the Bay of Biscay area in con
junction with S.6 at Brest. Subsequently S.18 (297 kilocycles per second) near 
l\farseiUes ca.me into operation in June 1943, S.3 (306 kilocycles per second) at 
Caen in August 1943 (after a. silence lasting from November 1941) and S.15 
(311 kilocycles per second) near Seville (south-west Spain) in September 1943. 

As in the case of Elekt1'a
1 

meaconing was employed on all occasions agl_\inst 
Sonne transmissions which could be used against and in the vicinity of this 
country. Confirmation of the effectiveness of So1me meaconing was obtained 
from two prisoners of war during this period.3 One stated that it had been 
1

• jammed by day" whereas the other went much further by saying that 
(including Sonne) there was now a great nwnber of navigational aids, but that 
they were alJ being jammed by the Allies. 

Coosol 
At this period Coastal Command recognised the value of Sonne as a long-range 

navigationaJ aid, and in May J 943 commenced to use Sonne under the code
name Consol, employing charts prepued by No. 80 Wing.4 The stations at 

1 Appendix No. 3. •Diagram 3. 
t A.D.1. (Kl Reports Nos. S.R.A. 4050, 6 June. 1943; itrid, S.n. Draft 3612. 6 June 1943. 
• Diagram 3. 
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Brest (S.6) and north-west Spain, (S.15) were used for this purpose, :nid, accord
~ng ly, arrangements were made to regulate tJ1e mcaconing of the former in order 
that protection for this country should be ensuxcd, whilst $till leaving the 
SJgnal unspoiled in areas over which Coastal Command conducted their 
operations. 

See-Saw 
Preparations against See-Saw had previously been con(ioed to obtaining 

· roposals f.x coun termcasures from the. experimental establishments,1 Further 
investigatiori.s by the Naval Intelligcn<.:e Bureau (N.I.B.) during Ule early ·part 
~I 1943 confirmed the conclusion that these signals constituted a forrn of 
rofating beacon but il was still i:onsidered that the signcds were of an experi
!llental nature on ly.2 Strong evidence was obtained that transmissions were 
i\so being made from Italy and that the original transmi~siom; from the Berlin 
~ea were for the benefit of research workers in. Italy or Sicily. 

1Althougl1 ll1ere \Vas still no evidence oI operational use of these beacons, No. 80 
Wiug \\'as ins tructed to prepare an appreciation of t.he counter-measures t hat 
~igllt be necessary. The position was considered by the Operations and 
'.Itechnical Radio Com111ittee, and at the twenly-th ird meeting of the R.C.M. 
:BPard, fttld i.11 November 1943, it was decided tllat for the 1·ime being action 
:~oulo be limited to p1·epa-rations eriabliog counler-m~asures to be i11.c-,tit1.1t1>d at 
s)ort notice if required.8 As a result of this clecision ce1 ta in trani;rnitters were 
~·be earmarked for possible use m th e United Kingdom. In order to provide 
~~e equipment recommended for the proposed North Afrit;an combined watcher 
a.Dd jamme~· site, a contract was arranged with Messrs. Marconi for the nec;cssary 
g.arls lo be constructed to cnablP. fonr of the existing No. 80 \Ving special 
S,:W,B.11 trausmitters to be converted, jf required, to lhe normal commercial 
tipe co,·ering 2-20 megacycles per second. The tl1::signs for special c rystal 
qscillators for the alignment of t he transmitters was also put in hand. Jt was 
~onsidered that tl1e station in North Africa would constitute the principal 
~eclive jamming centre for use against the known or suspected See-Saw sites. 
l\eyond th.ese preparalions, no further action was required and, as it turned out, 
[o operational developments in run n.ection w!th this suspec ted a Id ever 
til'ateriai ised . 

Development of No. 80 Wing Operations Rooro4 

Although the largc~s<.;ale bombing attacks a nlicipated did not materialise, the 
gre;it increase in tlic number of KmclubC'i1'i ·a nd Benito tran!'>m.ilrers avallable 
fo the enemy resulted in the su bstiLution of " area jarnming" for " turgt>t 
famrning ". This c;liange i11 poli<.:y J1as already been described under t he head
)ng Beni to. Control of V.T-I.F. jamming in No. 80 Wing Operations Roorn was 
~tenid as a result. r11e jammer capable of providing effective area cover over a 
)>articufar enemy tra11smitler was always brought up first and known as Firsl tine C:ov-er. Any other i<unmlng tntnsmitters '<l.vailable were subsequently 
erdered as " backers up " and were known a.s Second Line Cover. It \.\'as 
~essentia l that transmitter:> providing Ii rsl line cover had priority in monitoring, 
~nd watcher stations wer: instructed to inform the Reports Section w·hen the 

'In Chapte-r 3. 'N. J.H S p1'cial Reports No!<. 1414:! a o.d !6/43. 
•Minutes of IU:.M. Board 23rd )lccting, 16 November 1943. • Appendix Nu . 4. 
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main jammer was monitored on to the enemy signal. The information was 
passed immediately to the Controller who could then order to be switched on 
the second line transmitters which had in the interim been lined up and were 
standing by. 

With the passing of the Ruffian system, all available jammers were evenly 
distributed over the Knickebein and Benito frequency bands. Speed was 
becoming an ever-increasing necessity because the enemy, to avoid counter
measures, now delayed radiation of navigational beams until the aircraft were 
approaching the British coast. To avoid the delay caused by effecting major 
changes in transmitter tuning, each transmitter was allotted a " basic" 
frequency to which, pending operational instructions, it was permanently 
tuned. A map showing all jamming sites with the frequencies allotted to the 
different transmitters was displayed and by reference to this the Controller was 
enabled to select, at the site most suitable for first line cover, the transmitter 
nearest in frequency to the enemy signal. 
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CH . ..\PTER 5 

RADIO COUNTER-MEASURES, 
SEPTEMBER 1943 TO JUNE 1944. 

German air acti\·ity and use of long-range bombing and navigational aids 
showed a stead.\· decrease clnring the spring and summer oi 19·t~ , and attacks 
')'ere confined almo:;t entin'ly to Jlghtrr-bomber acti,·it:y on a small scale. 
·.e.ptembcr, 110\\.e\·fT, saw an increase in llw number and weight of attacks, 
which continued throngliout lhe autumn. It bN;ame apparent also that the 
91rmy had learnt many lessons from the Allied bo111ber offensiH'. i\loderatc 
use was made of D'/lj>j>cl (\Vindow),1 and airborne rear-warning radar \\·as 
mtroduced ior the first time. 

By the be:ginni11g of 1944, large-scale attacks by as many as 1:\0 aircraft \\'ere 
being made against London and tlte Sontli-East Counties, and a new and 
laboratc lujhca'fle pa th nnder technique in\·olving the use of a specialist squadron 

{K.G.66) of Benito, Hyperbr.I (British Gee), a.ll(l the new Egon procedure was 
1p operation. The bombing be:gan to the accompaniment of extravagant claims 
?Y the enemy as to the strcngt l1 and effecti\·eness of his bombing force. Targets 
bi London were described by the names of heavi ly bombed (;erman towns, and 
these ''large-scale" reprisal attacks \\·ere to be sustained and extended . 
Exaggerated claims were also made for the accuracy of tile new pathfinder 
technique, whereas the pathf1nder aircra ft were responsible for misle"ading the 
main bomber force on numerous occasions.2 Re:;ults compared unfavourably 
with those obtained during tl1e heavy raids in 1941, and. although for some time 
the German Air ::itaff apparently refu sed to be convinced, Luji<e·aj}e pilots 
captured during April indicated that the pa thhnders were becoming suspec t, 
and efforts \\·ere being made to check their performance. 

Attacks on British ports, coastal areas and shipping absorbed practically all 
the enemy's main effort during ;\pril and i\1ay. ::>mall-scale intruder activity 
occnrred during June, but \\'ith the launching of the Allied invasion of North
\Vest Europe and the introduction by the enemy of pilot-less bombing, German 
aircraft attacks ceased completely. 

German Attempts to Evade Counter-Measures against Knickebein 
A great increase in Knickebein activity was obserwd dming this period, and, 

in addition to transmiss ions which coincided with enemy night operations, 
considerable day-time activity occurred. During the day-time transmissions 
an attempt was made to mask the aligning of the beams by simultaneous 
transmissions, on a common frequency, by two Kn./ckebeine. 

The efficacy of the Aspi rin counter-measures against th's enemy navigational 
a.id, the use of which continued throughout the whole period under review, was 

1 German jamming counter-m easures against Allied early-warning radar are narrated 
more full:\ in \ 'olumc l \ '. On the whole they did not compare in inte nsity with Allied 
jamming oJ' German early-warning, althougli there " ·ere loca lised incidents of thorough 
jamming by the enemy. 

2 A.\\'. A. Report BC/35 of 18 . .\pril 1945. 
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confITTned by certain changes in tactics, clearly adopted to render the Knickebein 
beams less vulnerable to jamming. Ground observations, substantiated by 
prisoner"of-war statements and captured documents, revealed that the beams 
were no longer set over targets, but were used .instead (sometimes in coo junction 
with Elektra transmissions) to enable path.finder aircraft to' ' fix ' 1 a turning-off 
point off the EJ'}g1ish coast sufficiently distant to be outside the influence of 
R.C.M.1 The use of this procedure had been noted during earlier phases, but 
was now intensified. Frequency changes during operations were also employed. 
These, however, were not the rapid changes formerly associated with the Ruffian 
system, the time taken being of ~he order of 15 to 20 minutes. Further attempts 
to evade or delay British counter-measures were also evident. The policy of 
bringing up the beams within a few minutes of the beginning of a.n operation 
(thus rnaldng a pre-determination of the beam settings impossible) was adopted 
on manyoccasions ; and transmissions from a large number of Kwickebein during 
each operation were made to confuse the counter-measure organisation. 

Ttiroughout the whole period , tracks of enemy aircraft showed little evidence 
of any attempt at beam fiyfog. The lx:iterrogation of many prisoners-of-war 
revealed that a widespread mistrust in the·system still persisted. This again 
confirmed the effectiveness of Aspirins; and a series of test flights undertaken 
by No . . 192 Squadfon (successor to No, 109 Squadron) during February and 
March 1944, indicated a general confusion of enemy signals for many miles 
beyond the coast. 2 It is difficult to explain why the Geiman Air Force a u thori
ties retairied a system which was so obviously neutralised. One possible reason 
was that tbey hoped by the continued use ofJ(nickebein to mask the introduction 
of their new Egon procedure. 

Egon 

An W1usually high incidence of flares during smaU-scale attac~s in December 
1943 foreshad·owed th.e introduction of a new fonn of pathfinder technique, 
known later to be employed by aircra.tt of the specialist Geschwader K.G.66, and 
designed to enable the main body of aircraft to .find the target area by means 
of a complex flare system. Although there was no direct evidenC'e, it was 
thought that the operation of these aircraft might be associated with some new 
radio aid to navigation. In February 1944 the 11 Y" Service observations 
indicated the existence of a new enemy ~ystem somewhat similar to Oboe. This 
was first known as Rubeza!U and later (from prisoner-of-war interrogatjon) 
established as Egon.3 The use of this procedure for the accurate dropping of 
target marker flares was limited to a specially-trained Stajfel of K-G.66. The 
accuracy expected was within 0·3° in b earing and 220 yards in range at 
170 miles. 

Egon aircraft were equipped with a comparatively high power I.F.F. unit 
(FuGe.2.5A), which responoed on approximately 156 megacycles per second to 
Freya type pols~s t1ansm~tted in the 12S-128 megacycles per second band. 
-Freya or M·ammut radar stations were used to·· trigger'' the responders, wh:ich 
had individual coding units to enable. particular aircraft to be identified and to 
plot the aircraft positions by range-plus-bearing measurements. The system 
could be recognised byr the fact that the pulses of the controlling Freya and the 

1 A.O.l. (K} Report No. 78/44, para. 16. 
2 No. 192 Squadron Reports Nos. 69, 108. 120, 128 and 131/44. 
~ A.D.I. (I<) Reports Nos, 160/44 aod 187/44, . 
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respo11sc of the Fi,Ge.25A were locked. Con tl'ol instructions consisting oi 
vectors io target, and bomb or flare release orders were at first passed by 
radlo telephony in the FuGe.16 band (38-42 megacycles per second). 

. Counter-Measures against Egon. Communication Cbaooels 
Counter-measure Special Cigarette (a development or Cigarette, which had 

already been organised to jam similar transmi~-sions used for .fighter-bomber 
controt}i was brought into operation using the modified " vision " transmitter 
sited ~t Alexandra Palace, T ,ondon. Pro\•ision was. made at a later date to 
increase jamming cover to include, if necessary, the West Country, and the use 
of Benito jammers at No. 80 Wing Stations, Stockbridge and Tcmplccombe, 
was sanctioned for this purpose. i 

·Tests 1mder operational conditions presented' many difficulties, srnce they 
entailed an aircraft 13ying through the Toner Artillery Zone, but flights made by 
No. 192 Squadron dnring non-operational periods gave satisfactocy indications 
that the jamming was adequate.3 Pdsoner~of-war statements confirmed the 
effectiveness of the. jamming, and the subsequent adoption by the enemy oi 
i!.ltemalive channels of commutlication provided conclusive evidence. Prisoners 
captured in March 1944 stated" that control instructions were passed sirnul
taneously in three communication channels, nameLy :-

(a) 38-42 megacycles per second (FuGt.16). 
(b) 3-6 megacycles per sec9od (FuGe.10). 
(v) 583 kilocycles per second (PeiGe.lll). 

fo addition, an automatic presentation device was said to be in course of 
development ; this equipment, the Egon-Gerat, would enable cont,rol to be 
efiected without the 11se of R/T or W/T, but information received at a later 
period disclosed that Egon-Geri.it was never used operationally. Signals in the 
H.F. band were never inte.rcept.ed but a M.F. channel heard a t a later date. 
and subsequently proved to originate from tbe Cal~is I Broadcast Station 
(100 kilowatts) was jammed by a high-power B.B.C. station under the code 
name of Bareback; this operation was under •Jle control .of the Royal Air Force 
Station at K ingsdown. 

Counter-Measures - Ranging System 
folerference with the ranging system presented a more difficult problem. 

By the end of February 1944 the "Y" Service had e!';tablis hed that the enemy 
radar stations normally employed for this system were localed in the Pas de 
Calais area, and at an Air Ministry meetings it was rlecided, as an interim 
measure, that the South Coas t Mandrels should radiate during periods o[ enemy 
activity to operate in a defensive role and prevent the plotting f-Yeyas Crom 
using the clirect aircraft reflection. rt was realised that effective counter
measure action must also involve the jamming of the Fi{.Ge.25A or the Freya, 
or both. The development of experiment'al jammers was undertaken by 
Headquarters, No. 60 Group, working in close co-operat-lon with H;eadquarlers, 

1 Part l, Chapter ( of tbis volume. 
1 Minutes of Air tvlinistry Meeting on 28 April 1944-No. 80 Wing Fil~ T.S. 304 1 /1 1 /S!gs., 

Encl 9-\. 
3 No. 192 Squadron Report No. JOS/4q, 'A, D,l . (J<) Report No. 160/44 . 
'Minutes of Air Ministry 11<1.eeting, 28 February l94.4-No. 80 WfoS File T.S. 3041 /11(Sigs . . 

Eocl. 1,, 
•Part 2, Cbapter 8, of Lhis volume. 
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No. 80 Wing. who were to be in control of all ground januning. This decision 
was later modified and primary control vested in Headquarters, A.D.G.B. (Air 
Defence of Great Britain-formerly Headquarters, Fighter Command), using 
No. 80 Wing Liaison Officer for control of jammers through Headquarters, 
No. 80 Wiog.1 

Briar "H " 
Two types of jammer, called Briar "H" and Briar " R ",were developed. 

Briar " H " 2 was designed to be " triggered " by the enemy radar station and 
from ~knowledge of the position of the controlled aircraft, and by employing 
a .suitable delay in the response, to transmit bursts of " mush " which would 
jam tbe enemy range tu.be over the band of ranges in use. Briar " H '' stations 
were established at Eastcliffe (Portland Bill). Whitehawk (Brighton) and 
Ramsgate. 

Briar "R" 
Briar "R" was originally intended as a Domino type jammer, that is, to 

receive the re-transmission ftom the enemy I.F.F . and to use this to trigger a 
transmitter tuned to the FuGe.25A receiver frequency. Thus the Royal Air 
Force transmissions would keep the enemy I.F.F. in continuous t ransmission 
and prevent the Freya station from interrogating. Such a circuit was found 
to contain too great a delay for the pulse frequency required, and as a result 
it was finaJly decided to use A.S.V., Mark II transmitters in groups of four, 
each pulsing at a rate sufficiently high to prevent any usefu l response being 
obtained by the interrogating Freya station. It was intended that four 
Briar ·· R " transmitters should be used at sites chosen to provide cover for 
London, Portsmouth. Plymouth and· Bristol, but only one (experimental) 
station was established, and sited at Hampstead Heath. Neither method was 
used operationally, and both were superseded by a system km>wn as Red Queen 
vvhich was controlled by A.D.G.B. Red Queen involved the control by selected 
G.C.I. stat ions of British nigh~fighter aircrafl fitted with special recei"'1'ers to 
receive the F1~Ge.26A t ra nsmission, thus enabling them to " ho.me " to the 
enemy aircraft. 

Since the enemy had r:nany long range radar units suitable for. Egon plotting, 
lt was tlrnught that extensive use would be made of the Egon procedure for 
bombing Allied bridgeheads and headquarters. No such operations were, 
however, identified. Although during a later stage of the war the system was 
used for the control of enemy nightfighters, its employment in an offensive 
capacity was short-lived, and by May 1944 had ceased completely. 

Benito 
The use of Benito continued sporadically throughout the period W1der review, 

but , as has already been stated, on no occasion was the enemy efforl comparable 
with the capacity of the known Benito organisation. Ground station and 
aircraft transmissions coincided with enemy activity on many occasions, and 
signals which might have been bomb or flare dropping instructions were 
intercepted. It proved impossible. however, to correlate any Benito activity 
w'ith incidents or enemy aircraft tracks. 

1 Minutes of Air Ministry Meating, 17 March 1944.-No. 80 Wiog Fll~ T.S. 3041/ll/Sigs .. 
Eccl. 31\. 

2 Appeodiic No. 12. 
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During the summer of 19431 in view of the great increase in the number 
of Benito range transmissions and the difficulty in obtaining sufficient numbers 
of· Domino stations, a decision was made to abandon this counter-measure and 
concentrate instervl on the jamming of the Benito beam system (Benjamin) and 
the communication channel. In October 1943 the new multiple morse modulated 
jammers (" M " Tape) to jam ground station W/T comm unication were used 
for the first t ime with very promising results. At a later stage (Spring 1944), 
in view of the small incidence of range transmissions, the Domino system was 
re-introduced on a small scale and used in addition to beam and communication 
jamming. 

A prisoner-of-war statement provided dfrect evidence of the efficacy of 
eounter-measure action taken during this phase1. The prisoner stated that 
during an attack on Portsmouth at the end of May 1944, the "Y " Gerat in 
his aircraft was jammed to such a n extent that its use became impossible. 
There Is little doubt that this statement refers to the attack on Portsmouth 
on · the night 22/23 May 1944. On this occasion an aircraft was heard to 
operate alternatively with two stations at Cherbourg, after wh ich it was heard 
on two occasions to re-radiate the Morse modulation (" M " Tape) which was 
hei.ng employed to jam transmissions from St. Valery. It is possible that an 
attempt was being made to work St. Valery in order to avoid counter-measure 
action. 
' As a final illustration of the sca le of effort displayed by the enemy io the 
building up of tbe Benito organisation in contrast to the relatively small bomber 
operational use made of it. i t is of interest to note that the last bomber Benito 
signals fotercepted were heard on 14 August 1944, when a new station, just 
complete, at Aumale commenced test transmission only three days before it 
was dismantled, and seven days before the area was evacuated by the enemyi. 

Neptun 
The intensification of air assault against this country resulted in the adoption 

by the enemy of various methods to p rotect his bomber force. In addition to 
employ}ng Duppel (Window), airborne rearward warning radar was employed. 
As an interim measure a modified form of Lichle-nstein A.I. (490 megacydes per 
·second band) was used, but this was later followed by a specially developed 
equipment known as Neptun. The latter worked on a lower frequency band 
and was more convenient to use since it was fitted with a small presentation 
unit sited between, and equally available to, the pilot and observer . The tail" 
warning apparatus was first noted in a crashed enemy aircraft in October 1943, 
and in November a receiver in good condition was recovered from the wreckage 
of a Ji~. 88.3 A transmitter was later salvaged on the Continent and a captured 
fdocument provided further details. The equipment was found to have a pulse 
frequency of approximately 1500 and to transmit on a nominal frequency of 
167 megacycles per second. 

This new device proved to be of considerable embarrassment to Head
quarters, Air Defence of Great Britain (A.D.G.B.) and efforts were made to 
provide as. a matter of urgency, a suitable counter-measure4 • The task was not 
easy since the enemy t ransmission was beamed and, whereas a jammer of giveft 

1 A.DJ . (I<} Report No. 276/44. 1 No. 80 Wing Monthly "Report No,. 57. 
3 A,U.2 (g) Report No. l703. 20 December 1944, 
•No. 80 Wing File M,S . 304 l/10/S1gs., Encl. IA. 

53 



power might pr:ove succeSsful if astern of the bomber, a considerably greater 
power was required with the jammer sited to one side of the aircraft. The use 
of both ground and airbome jammers was considered, and in J anuary a decision 
was reached to provide six ground jarnmers on G.C.I. sites in Soutb-East 
Eng1and.1 The jammers were to have highly d irectional aerials and to be 
directed towards enemy aircraft with the aid of the adjacent G.CI. st ations. 
fn addition it was proposed to prototype an airborne jammer. These counter
measures were to be developed and prototyped by the Telecommunications 
Research Establishment. 

Meerschaum 
Pending the production of these jammers, eleven Light Warning radar sets 

were modified and installed on selected A.M.E.S. sites and at No. 80 Wing 
Stations1 Flimwell, Braintree and Henneld. They were tuned to -the mean 
frequency of the transmissions which had b~n recorded and were switched on 
whenever enemy activity towards or over the coastline of this country coincided 
with" Y " Service interception of Nepti~n signals. The whole counter-measure 
scheme was given the code name Meerschaum and was controlled by the Filter 
Officer at Headquarters, A.D.G.B. The Light Warning sets came into operation 
at the end of February and the main Meerschaum scheme which had been 
developed by T .R.E. was completed by the end of May 1944. By this time, 
however, the use oi Nepl!u.n had declined to a very low level. Prisoners of war 
·stated that indications from other bombers in the same stream so confused 
crews that they preferred to rely on visual warnings.2 Meerschaum in its final 
fox:m w~. for this reason, never used operationally. 

Medium Frequency Beacons 
A major change in the enemy beacon system ·was noted during this period, 

its introduction coinciding with the re-commencement of the large-scale bomber 
activity against this country. 3 During 1943, German Air Force beacons had 
been operated on a very complicated group system involving frequent changes 
in call-sign, frequency and location. When lqng-range bombing re-commenced 
in earnest in January 1944, the a llocation of frequencies between the enemy 
beacon groups and sites remained fixed for the duration of each operation, 
although the old system was adhered' to during non-operational periods. A 
prisoner of war stated4 that the enemy haa been forced to employ the new 
system, despite the fact that it simplified the application of counter-measures, 
since the overwhelming complexity of the original scheme had rendered it 
unworkable under operational conditions. Meaconing of enemy beacons d~ing 
periods of activity continued normally lhroughout · the period and its efficacy 
was confinned by statement~ from prisoners of war who continued to show 
a general mistrust iri the use of beacons outside their own coastline. 

Sonne/ Elektra 
Two new Sdnne came into · operation during this period, S.16 (Seville, Spain) 

in September J943 and S_J9 (Beauvais, France) in January 1944. It is probable 
that the latter was a replacement for S.3 (Caen) which ceased to transmit in 
March 1944. Mention has a lready been made of the fact that whereas the 

1 Minutes of RC.M. Board , 25th Meet ing, 11 January 1944. 
: A.D. I. (K) Report No. t 57 f4'l. 3 Appendix No. 3. 
'A.D.I . (K) Report No_ SlA/44. 
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$()1mt system was advantageous for gen eral navigation. Elektra was more 
useful for homing. for marking a predetermined landfall, and for approach 
tuns to a target or turning·in point. With the commencement of the final long· 
range bomber assault against targets in Britain. i t was observed that selected 
stations, which normally operated as Srnmt, changed to Elektra during, or 
immediately prior to, the period of enemy activity. The principal stations which 
operated in lhis manner were S.3 (Caen). S.S (Petten , Holland) and S.19 
(Beauvais). The last named s tation was evidently erected to coh1cide w~th 
attacks on the London area since the central beam of th e system passed through 
the capitaJ . By this change of system the enemy frequen tly gave prior warning 
of impending attacks, since on a number of occasions Elektra signals wete 
intercepted from the "key" Sonne stalions above- mentioned , long before his 
~raft were plotted by AlLled ground rada r stations. 

Pnsoner-of.war reports received during November 1943 gave further con· 
Prroation of the success o{ meaconing as a c.ounter-measure to Sonne.1 It was. 
stated that the system gave a good ,, fix " when undisturbed but that the 
zones ~ppeared to be deflected when the transmission was meaconed. This 
was bome out during April 1944 by a. Right made by No. 192 Squadron. to 
Investigate t he roeaconing of S.5 by a G. 12A transmi t ter at Mu ndesley.2 The 
D.F. bearings taken during the •· beacon " period of the Sonne cycle were very 
inaccurate and the counts of Sonne characteristics sufficiently erroneous to 
result in completely false bearings. 

' A.O.l. ('.K) Report No. SRA. 4530 of l 7 November 19"3. 
•No. 1!)2 Sq uadron Report No. 135/44. 
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CHAPTER 6 

RADIO COUNTER-MEASURES, JUNE 1944 TO MAY 1945 
(End of Hostilities in Europe) 

The final phase in tne defensive activities of No. 80 Wing opened with the 
Allied landing in Normandy on 6 June 1944. This involved the implementation 
of plans which had been in preparation for some months to provide radio 
counter-measures in support of Operation "Neptune." Radio counter-measures 
were considered necessary in view of the many· navigational aids available to 
the Germans for use in attacks against the ports of embarkation, convoy assembly 
areas, and .finally the landing area. The steps taken are described )n detail 
later.i 
. Within a week of the Allied landing in North-West Europe, the Germans 
introduced the first of thejr much advertised secret weapons with the beginning 
of attacks on the London area by flying bombs (V.1). It was almost imme
diately established that although no radio control was used a small percentage 
of the bombs carried low-power M.F. transmitters which enabled the track, 
fall and time of the bomb to be plotted by ground D.F. stations. A special 
organisation was rapidly developed for meaconing the transmissions. At this 
time a lso, 'information became available which pointed to the need for the 
developmen t of a large counter-measure organisation in anticipation .of attacks 
by a rocket projectile (V .Z) believed to be radio-controlled. These attacks <lid 
not occur until September when it became apparent that ra<lio control was not 
being employed, although certain precautions were still considered necessary. 
The pilot-less born bing continued until the spring of 1945 when a brief recrudes
cence of aircraft bornbing occurred. It was confined entirely to attacks by 
intruder aircraft and did not involve the use of any of the established enemy 
navigational aids. Certain airbor:ne radar a:ids were, however, used and a 
watcher organisation was set up and other counter-measure preparations made. 
against these devices. 

It will be seen, therefore~ that during this phase, the defensive activities of 
No. 80 Wing (which was ~lso mucb occupied with the development of offensive 
counter-measures in support of Bomber Command) fell into four main 
categories:-

(a) Preparation for Operation "Neptune," described in Part III of this 
volume. 

(b) Counter-measures against flying bombs ("Diver"). 
(c) Counter-measures against rockets ("Big Ben"). 
(d) Counter-measures against radar aids used during )ntruder activity. 

Flying Bombs (V.1) 
Hying bombs were used by the enemy- initial'ly against south-eastern 

England, and later against Allied-held positions on the Continent-from 13 June 
1944 until March 1945. The vast majority of the bombs despatched against 
England· were ground-launched from ramps situated along the Continental 
coastirom the Cherbourgpen:insula to the Scheldt estuary. When the campaign 
was at its height in July and August 1944 the number of flying bombs (known as 
divers) Wa!rnon:nally about lOO·per day and rose on occasion to nearly 200. 

l Part 3. Cbapter 18, o{ this volume. 
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The ground~launch.ing of flying bombs against England came to an end with 
the Allied advance into HoUan<.1 (August/September 1944), but a limited attack 
ori a much smaller scale was kept up by the launching of flying born bs from air
cra.it, usually abou·t 50 tniles or more off the East Anglian coast at night. These 
operations conti1'ued until March 1945, being carried out mainly by K.G.53 
Using He.111 aiicraft from about eight bases in North-West Germany. Some 
pathfinding was done by l .K .G.66 who were suspected ot providing navigational 
aids (Schwan Buoy) for the H e.1 lls over the North Sea.1 Ground-launched 
Aying bombs continued to be used in considerable numbers against continental 
targets. through the winter ol 1944--45. 

During the first few Bays of Diver operations, remnants of wireless equip
qient were found in flying bomb wreckage~ and searches were maintained to 
receive and identify wireless signals transmitted by flying bombs. The first 
identification of such a transmission occurred on 22 June 1944-when a signaJ was 
heard by a D .F. operator at the Sutton VaHence (Kent) station consisting of a long 
dash and a keyed morse letter which sounded similar to the noise made by a 
0ying bomb and which coincided with one flying over th.at station at the time, 
and reported as crashing at Carshalton a few minutes later at a time which corre
$J>Onded to the cessation of the signal. It was assumed that the enemy might 
use these signals in one or more of the following ways :-

(a) To ascertain the track followed by the bomb. 
{b) To determine the point of impact of the bomb. 
jc) To gain information of bombs failing to reach their target, either due lo 

failure of their mec.hanism or to interception by aircraft, anti-aircraft 
artillery or balloon barrage. 

The signals transmitted by the Rying bomb when received a t direction-finding 
stations and compared for bearing and duration with the estimated trajectory 
Of the missile, would have enabled the enemy to form tolerably accurate esti
mates of the success achieved hy his attacks. Evidence was later obtaiMd from 
prisoner.of-war sources indicating that German operators had been specially 
trained for this D.F. work, enabling a plot to be obtained and passed to Control 
.within te.n seconc1s.3 

Examination of a number o1 crashed flying bombs in<licated that the trans
mitted signal was switched on automatically and that there was a keying 
mechanism which 'produced a C.W. radiation of some 20-25 seconds' duration, 
usually followed by a 6-8 seconds' space. containing a slowly and badly keyed 
morse letter. Many signals with these charactenstics, which were definitely 
associated wtlh flying bombs, were intercepted on frequencies between 300 and 
500 kilocycles per second. l t is probable. however. that the signal radiated did 
not always occur on the frequency intended since the trailing aerial was found 
rn several ins tances to have been only partly unwound. 

The most obvious and least difficult counter-measure to apply against ground
Jaunched flying bombs was the meaconing of th eir t ransmissions, the a im being 
to produce false bearings and prevent the enemy from getting accurate'' fixes." 
Much consideralion was also given to other forms of counter-measure, the 
priocipal types being the barrage jamming of the 300-600 kilocycles pet second 
frequency band and the transmission of bogus s1gnals resembling flying bomb ,. 

1 A.D.I (Science) A.S ! . Report No. {SI. 11 December i944. 
t .'\.l,2 (g) Report 'No. 2'2114, 17 June 1944. a A.D .I. (K) R~port No. 31JB/44. 
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signals. The object of the former was to prevent any effective reception of 
flying bomb transmissions by the enemy and the latter to confuse direction 
finding and to prevent computation of the duration of flight by observation of 
the end of the signal.1 Meaconing was applied by the provision of a suitable 
system c;entred on a special monitor and control organisation at the No. 80 Wing 
station at Ditchling with transmitters principally at Henfield.2 The other 
types of radio counter-measures were not applied for reascms given later in this 
chapter. 

By the time the air-launched flying bomb campaign started, the use of flying 
bomb radio had ceased. Counter-measures applied in this phase were therefore 
against navigational aids used by the aircraft. · The · only radio navigational 
aids of which there was evidence from identified intercepted signals were M,F. 
beacons (particularly Big Screw, Central European beacons and Sonne) against 
which Mimic and Meacon action were taken. V.H.F , counter-measures wer.e 
also held available for use against the navigational aids on the 30 and 40 mega
cycles per second frequency band (Knickebein , Cyctop, Hermine, Bernhard 
and V . .H.F. beacons) but were not used against specific signals as none was 
inter.cepted. · 

Meaconing of Flying Bomb Transmissions 
In view of the position of the Diver launching sites and the targets-London, 

Portsmouth-Southampton and perhaps Bxistol-Avonmouth (had the Cherbourg 
peninsula been held by the enemy)- it was assumed that a D.F. system might 
be employed by the enemy with receiver sites along the coast on a sufficiently 
wide front to give satisfactory cuts along the latter part of the tracks of the 
flying bombs and over their targets. It was therefore necessary to find one or 
more sites for Meacon transmitters which would not be. on the line between the 
majority of launching sites or D.F. stations and the. targets. The Henfield
Ditchling Meacon station met this requirement (being west of the main Diver 
appi::oaches to London and ea.5t of Portsmouth) and was also weU situated for 
reception. Arrangements were also made for Diver meaconing by the No. 80 
Wing Meacon stations at Flimwell, Rogate and Windlesham, both in order to 
have more transmitters available (the scale of flying bomb launching was 
thought likely to increase) and to have the ability to" pull" bearings in various 
directions, ·depending upon the particular Div.et track and the prevailing 
meteorological conditions, as migh.t be required. 

Diver meaconing was generally controlled from the Operations Room at 
Ditchling in which a watch of about twelve recenrers was also maintained, eight 
-0£ · which could be used to drive Meacon transmitters at Henfield. The 
expansion was achieved by adding huts and incorporating a mobile Meacon unit 
rece)ver trailer which was "manied " to the buildings. Additional spa<:ed 
vertical aerials were also installed at Ditchling. At Benfield the transmitter 
portion of the mobile Meacon unit was set up on a site adjacent to the existing 
station. The need for additional transmitters at Benfield ceased when the 
G.P.0. Radio Research Department completed the installation of a' modified 
Meacon system enabling a single M.24 transmitter to cover up to six flying bomb 
transmissions simultaneously without retuning, thus minimising delay.3 Later 
this transmitter was replaced by a special wide band amplifier designed by the 

1 No. 80 Wiog File S.3062/Sigs., Encl. 611, . 
i Air Ministry Letter, D .D. of 'Tels. 2/530, 22 June 1944. 
•:Post Office Instructions G.B. 16, 19 July 1944 aod G.B. 18, 26 July 1944. 
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G:P.O. to enable greater power per channel to be obtained. R eceiver watches 
wilh limited D .F. facilities were maintained by No. 80 Wing at Aldinglon, and 
portable D .F. equipment was also installed at various times at Dilchling, 
f'limwcll, Rogatc and Wmdlesham. The object of the D.F. set s was lo assess 
the effectiveness of meaconing by comparing timed bearingj or fi xes with Diver 
tracks. TJ)e signals intelligence service also maintamed extensive listening 
Watches, particularly 10 t he earlier pa.rt of the flying bomb campaign ~ and their 
system ofD.F. stations was aJso ernployed to g ive bearings or fixes. The " Y" 
~rvice information was passed to Ditchling by tie-line. All plots and tracks 
iden tified as D iver were passed from t he A.D.G.B. Operations Room via R ad lett 
(o Ditc.hliag where they were plotted on an illuminated display, which served to 
give assistance Lo the receiver watches and also provided some data for an<llysis 
of Dive1 signals ac.tivi ty. A telephone system was provided hnkmg the con trol 
room at Dit::hling externally with R adlett, the other .'.\Jo. 80 Wing stations in the 
scheme and Sulton Val lence, ancl intemaJly between the Controllet"°s position 
and all receivers, thus permitting signals lo be monitored at will. 

The strength of personnel at Ditchling was augmented to provide su fficient 
,officers (Fligh t Lieutenants or Flymg Officers) for one to be on du ty at a ll t imes 
in charge of Di ver RC.l\IL Control :issisted by one or two >J.C.0 .s as deputies 
and about fifteen airmen per wa tch, incJuding the manning of a heterndyne 
wa.vemeter, a Tecorc.ler, the telephone exchange and (for a time) a D . f. sel. in 
addition to the search receivers. At the transmitting si te the e.xisting strength 
plus that of t he mobile unit $Ufficed. 

Searches were maintained initially by dividing up the band between the 
avnilable receivers and maintalning a generaJ search . As experience increased , 
!he bnnds were varjed so that the regions in which signa.Js were most oiten heard 
\Vere covered more closely . ea.ch receiver having a smaller range to search , in 
order to minimise the delay in picking up a signal in any given range. Technical 
modifications. training and experience brought the average delay in detecting, 
idenlify1ng and covering a s ignal down to under one minute. 
, During t he first week of operations (27 June-4 July) about sixty signals were 
teported to have. been meaconcd. It is dO\Jhtful wJ1ether au these" signals" 
In fact emanated from fty1ng bombs. Due to congestion i n the M.F . band a 
rnixture of several signals giving a " roug h rippling note " was often audible 
~hich closely resembled a D iver i;ignal tn practically every re~pect except that 
it lacked a keyed letter and, until the operators gained experience, il l5 most 
likclv that some of thc~e noises were mcaconcd , either because lhe.y were n)is
irlenlifi ed or in order to be " on the safe side:· The totals of ftyins bomb signals 
la11d ~uspected s1gnaJs) hea rd and meaconed were as. follows :-

Period. Nwiiber. 
27 June- 4 July 6:~ 

5 July- 12 July '21 
13 July-·20 July 25 
21 July-28 Joly IS 
29 July- S August 14 

6 August--13 Aogust 4 
J4 August- 21 August '1. 
22 Aligust - 29 Aogust 
30 Augus t onwards . . Nil 

27 fune- '29 August 14$ 
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ln addition, one signal in March 1945 was meaconed by Mundesley. Th.is 
signal was probably associated with ground-launched flying bombs against 
Antwerp. A few other signals of this kind were reported at about this time 
by the " Y .. Service. It will be seen that the number of intercepted trans
missions declined steadily. Even if the ngu re of 63 were accepted for the firs t 
week after the signals had been identified, the percentage of flying bombs 
traiismitting signals did not, at its highest, exceed S per cent. of the total 
launched a'nd in fact the proportion soon dwindled to a negligible fraction. 1 

It was not known. moreover, how many bombs were fitted with radio, or how 
many of those fitted were supposed to be switched on in flight. Nor was it 
known what use the enemy either intended to make or succeeded in making 
of this eq uipment, nor what grolllld organisation was employed. It was 
apparently not used extensively, and when a new target area -(Portsmouth) 
was attacked no signals were heard which linked up with known bombs, 
suggesting that the enemy did not place rnuch reliance upon it in assessing 
results. 

Radio Counter-Meas.ures against Enemy Ground Radar 
It was evjdent that the enemy could gain some help in assessing the 

perfonnance of flying bombs by following them with his coastal radar stations 
(particularly large installations such as '' Hoardings " and " Chimneys ") 
fur the first part of tbeir track-say 30 to SO miles, depending on the type and 
site of the radar and the height of the flying bomb-and coupling this 
information with the time of cul--off of the wireless transmission. There was 
also the possibility that the raising and lowering of some portions of the 
" Diver" balloon barrage might have been discernible to his radar. Extra 
radar jamming was therefore applied. The No. 80 Wing Ground Mandrel 
station at King Lear, situated on the high ground just west of Dover, was 
ordered to jam the enemy early warning radar on the opposite coast. This 
equipment could be operated on about twenty-four channels at will in the 
frequency band 65-230 megacycles per second. In order a lso to cover the 
Seetakt and Wurzbui-g equipments, arrangements were made for the use of 
the Carpet equip'm~nts (220-550 megacycles per second) which were undeJ" the 
operational control of the Royal Navy on the same site. In order to reiJiforce 
the radar jamming, the Fairlight Mandrel station (supplemented by the 
equ ipment from the Mandrel station at Ventnor) was rebuilt on a more 
favourable site nearby at Firehills. 

Alternative forms of ll.C.M. 
The following forms of R.C.M. were also proposed but, on further consideration, 

not actually employed, although in some instances personnel and equipment 
were provided and installed for use if needed :-

(a) To prevent the enemy from receiving flying bomb signals it was 
proposed to jam the M.F. ba11d from 300-600 kilocycles per second 
continuously with noise. An undercliff site at Hastings was selected 
for this purpose and a barrage of M.24 transmitters installed. The 
Scheme was not put into effect due to the adverse effect which it 
would have had upon Allied communications, particularly Navy, 
R.A.F. and U.S.A.A.~. 

1 Miriutes of R.C.M. Board 31st Meeting, 25 July Hl44 . 
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(b) An alternative to continuous barrage jamming was monitored spot 
jamming. This was rejected mainly because of the inevitable 
delay in finding the signal (on a frequency which could not be pre
determined) and applying a jamming transmission in time. This 
delay would probably have exceeded that associated with meaconing, 
and in any event would have given the enemy an initial opportunity 
to receive the signal, to time it and pn;>bably take snap bearings for 
a fix. This therefore had no advantage over meaconing, and had 
the disadvantages of requiring extra effort and causing interference 
to Allied signals services in general and to the Ditchling search for 
flying bomb signals in particulai;. 

(c) To confuse the enemy in taking bearings on flying bomb signals, by 
transmitting bogus similar signals on adjacent frequencies. 

(d) To .prevent the enemy from observing the end of a transmission and 
thereby determin~g time of flight, by transmitting a copy of the 
bomb signal t.o continue after the true signal ceased. 

The last two proposals required the production of some form of record 
resembling the enemy signal against which it was proposed to apply the 
counter-measu re, since the flying bomb signals were distinctive in sound and 
included a characteristic morse letter which (like its exact repetition rate and 
signal frequency) was obviously not determinable in advance. There was 
no technical difficulty. in making such a recording but immediate play-back at 
any desired point was a different problem, and this had not been overcome 
by the time when it became apparent that only negligible use was being made 
of radio. 

R.C.M. against Aircraft Launching Flying Bombs 
Since there was no evidence that air-launched flying bombs carried a wireless 

trans.mitter there was no occasion for the use .of counter-measures employed 
against ground launched ones. Flights were made by No. 192 Squadron to 
determine if any V.H.F. navigational aids were in use to assist these aircraft 
in reaching the launching area, but with negative results.1 Reports 
indicated, however, that use was probably being made of certain low-power 
enemy beacons inland and on the coast, whose activity appeared to coincide 
with attacks by flying bombs . In this connection it is interesting to 
observ~ that K .G. 53 appear to have been so regular in their use of M.F. 
beacons that flying bomb attacks were predictable with a very fair degree of 
accuracy, and with anything up to two or three hours notice, by careful 
observation of activity of certain beacons in North-West Germany, Holland 
and Denmark. 

Meaconing was employed as a counter-measure against this possible aid, and 
on these occasions when the signal strength was insufficient to permit effective 
meaconing,- use was made of Mimic. This was effected by causing the· 
meacon transmitter to self-oscillate, by " squealing in " this transmission to· 
the frequency of the enemy signal and hand-keying the enemy callsign. This 
arrangement enabled the full power of the meacon transmitter to be employed 

· with a corresponding increase in range. As a safeguard against the Mimics 
being plotted for use as beacons, these were in- turn meaconed by suitably 
located transmitters. 

l Cheadle Reports CL/S. 101/32/.M.3. 

61 



The German airbome efforts were all-Wltb one except ion-apparently 
aimed a t the London area.1 The exception was an attack (23/24 December 
1944) on the north of England, supposedly Manchester, which was on a 
relatively large scale. about fifty bombs being launched. This attack must 
be regarded as a tact1caJ failure as none of the bombs found its m ark and in 
fact they were largely dissipat.ed over the Yorkshire Moors and the Derbyshire 
Peak District. It did have some detrimen tal effect, however, in causing a 
redisposition of A.A. and night fighter defences. During this period certain 
B.B.C. trans.mitters were removed from the synchronised grnups. These 
unsynchronised transmissions were meaconed regularly during the hours of 
darkness as a safeguard against their pos.sible use by aircraft launching flying 
bombs. 

Rockets (V.2) 
The launching of long-range rocket projectiles against this c6'untry and 

Allied-held targets on the Continent took place during the period Septerl)ber 
1944 to Marcl_l 1945 nod a total of over 3,000 incidents was reported. This 
total, which does not inch,tde abortive launchings, consisted of I~ llS rockets 
launched between S September l 944 and 27 March 1945 against England, 
and 2,050 between 14 September 1944 and 28 March 1945 against Continental 
targets. 

In July 1944, Headquartets, No. 80 Wing were ordered to prepare counter
measures against anticipated rocket operations after ~he discovery of the 
remains of a rocket in Sweden . Examination of the parts revealed the 
presence of various types of radio equipment presumed to be associated with 
its control, and possibly also for observation of its characteristics during trials.2 

Various forms of offensive and defensive counter-measures were planned and 
carried into effect against the rocket campaign, air attacks against lauoch1ng 
bases being the main offensive measure. The radio counter-measures were, 
of course, intended to interfere with whatever radio devices might be used 
in the control (aiming, ranging, and perhaps detonation) of rockets. The 
planning and execution of these counter-measures was rendered difficult by 
lack of information of t he types and purposes of the r·adio systems which 
would be used for the new weapon. 

The first evidtnce U~rowing any light on the matter was the damaged pieces 
of wireless equipment recovered after the Swedish incident.3 These damaged 
speci...'llens, wher reconstructed (as far as their condition, availabl<r information. 
and su rmise would pennit) appeared to show that the rod<et in ques tion
~vhicll had, presumably, been fired experimentally-had contain.ed four pieces 
of radio equipment :- _ 

ta) A Receiver-Transmitter apparently arranged so as automatically 
to re-tran$mit in the ~5-SS rnegacycres per second region a signal 
received in the 19- 27 megacycles per second frequency band. 

(b) A second Receiver apparently of a type already known to be used 
for control of German Glider Bombs (usually working in· the 47- 50 
megacycles per second frequency band) ; but sets of the same type 
were suspected o{ being used down to a frequency of nbout 
40 megacycles per second. 

L H.Q. Ant l-AircraJt Command Daily Summary No 360/44 
1 Minutes or Meetjng at No. 80 Wing, 12 July 1944- No. 80 Wing Pile T.S. 3063/Sigs., 

Encl. LA. 
~ D. of Tels. B.13. Meeting. 26 July 1944. 
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(c) A third Receiver apparently capable of working in the 46-53 · S 
megacycles per second frequency band. 

(d) A Unit containing a complex system of tone generators and filters. 
(e) There were a lso some parts, posc;ibly constituting a smaJl V.H .F. 

transmitter ana miscellaneous components. 

More or less informed speculation s11ggested that these equipments might be 
used for indications of range (Inter veloc.ity). azimuth and elevation stability as 
i.n the Glider Bomb, nnd possihly for fuel control. Such little other information 
as \Vas available indicated a fairly high initial trajectory. a maximum range of 
about '.WO. miles, and racl10 control <luring the first ten miles of range, some 
45-70 seconds after launching. 

Proposed Radio Counter-Measures 
Acting on the foregoing assumptions, it was decided t,hat means shonld be 

provided to apply counter-measures :-

(12) Primaril y on the 19-25 and 40-55 megacycJes per second frequency. 
(b) Usi.ng plain carrier or modulation (A..M. or F". J\.t) with tone or noise. 

(c) Employing maximum possible power. 

(d} When rocket signals were heard but if not irltercepted when rocket 
launchings (flash) were reported . 

(e} From bases as far forw<\rd as prncr.icable. 
(/) Aimed towards any a.rea~ still availabJe to a retreating enemy within 

200 miles from London. 
(g} On the assumption that up to 20 sig·naJs (whether genuine or bogus 

mig'lit not be immediately perceptible) would be active simultaneously . 

To this end, :ind due to the ;ibsence of suitable eq ui],)ment, a plan was pro
duced for lhe provision of the R.C.M. system in three interdependent stages, 
much of ll\e equipment for the second and third stage~ being specially ordered 
to meet the anticipated requirements.• ln each sta~e the general requirements 
were those for any other R.C.M. system, that is to sny. an organisation providing 
~rec components :-

(a) Radio intelligence (finding, identifying, locating sources, and dis
covering purposc.s o{ new types of signals) -

(b) R.C.M. control (selecting, ordering on , an d moniloring transmitters 
on to sign~ls with which it is desired to mtedere). 

(c) R.C.M. transmitters. 

The noteworthy r:lifference between the plan for these operations and normal' 
No. 80 Wins activities was that the control of the radio inteUigence and R.C.M. 
?Clivities was lo be jointly exercised by the " Y ·' Servtce. and No. 80 Wing 
personnel in a. phy:;ically-combined Operations Room. Of the three planned 
stages,~ the first used adaptations of existing equipment, while the second ancl 
third stages efl1ployed s pecially provided gear, much of it supplied from 
American sourc<>.S. The third stage was never reached as orders were given by 
Air Ministry early in September 1944 to stop work ort the scheme, in view o-f 
lhe rapid advance of the Allied ground forces in NorU)·West liurope.3 

1 No. 80 Wing 8 . B. S1~nals Instructions Nos. I , 2 and 3--No. SO Wing File TS. 
306:l}7/$ig5 .• En1.ls. I~ . 2~ and Stt . 

'Air :'vlinfolry letter 'fels, 2/S J 96/6, dated a Septemb~r I !'.1~4 
i Tb~ methocl of implementing th~se stages is described in detail !11 Appendix No. 13. 
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In addition to the ground R.C.M. system. provision was made for airborne 
counter-measures. and a total of four squadrons under the control of Head
quarters No. 100 Group were specially equipped with search receivers and 
jamming transmitters to operate in the suspected" control" frequency bands. 
Aircraft of No. 192 Squadron working with the·· Y" Service carried out routine 
investigational flights for the provision of additional intelligence. 

The control facilities for the final stage were planned as follows ;-

(a) A receiver for sear.ching and monitoring was to be provided for opera
tion in coojunction with each transmitter. Landline circuits were to 
be arranged to link any receiver ~th any transmitter. 

(b) The control station at Canterbury was to be connected by landlines 
to the receiver-monitor sub-control stations '' A•· and '' B" at St. 
Margaret's Bay which were in turn associated with the transmit ting 
stations at Hope Point, at Whitfield Tower a.nd Crowborough, 
respectively. 

(c) Receiving equipment was provided at the Canterbury control station 
for analytical purposes and to enable general observation of " Big 
Ben" signals alld R.C.M. activity. Sufficient receivers were to be 
arranged at St. Margaret's Bay "A " and " B " to provide for one 
to be associated with each transmitter at Hope Point, Whitfield 
Tower or Crowborough as the case might be. Each receiver was to be 
provided with a panoramic adaptor giving the visual display on 
a cathode ray tube of signals active within 100 or 500 kilocycles per 
second on either side of whatever the frequency might be to which 
the receiver was tuned. Al.tdio osciUators, wavemeters and other 
ancillary equipment were also available. To obtain full flexibility 
an elaborate network of lines, many of high fideli ty, with terminal 
equipment was provided and installed by the G.P.0.1 

Each receiver operator would search a band within the range allocated to 
his associated transmitter (approximately 250 kilocycles per second). On 
reception of a suspected " Big Ben " signal, acting on instructions from the 
Controller, the operator either (a) tuned the transmitter to the signal by remote 
control, or (b) passed the rocket signal and the nominal frequency to the trans
mitter mechanic to enable the latter to tune his transmitter to the signal. If 
modulation was required, tllis was passed over a. tone line to the t ransmitter 
using at tbe receiving end either a local oscillator or the. modulations of the 
suspected signal. 

The first opportunity to discover what radio equipment was in fact being 
used operationally in rockets did not present itself until after 8 September 
1944 when the first incident in Englan(i was reported. From an examination 
of the remai.ns2 it appeared that some rockets contained two sets:-

. . 
(a) A receiver-transmitter operating on about.. 30 and 60 megacycles per 

second, the re-transmission being on exactly double the received 
frequency, suggesting use for velocity or ranging data by Doppler 
method with plain C. W. signals. 

• Appendix No. 12- Jinal section. 
:1 R/\.E. l'ecbrucal Note No. RAD. 251, November 1944, issued as A.I.2 (g) Report 

No. 1732. 
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(b) A receiver working on about 52 megacycles per second associated with 
a complex filter system and a procession of switches and relays by 
which signals modulated in a complicated way might operate various 
controls in the rocket (such as fuelsupplies and/or directional control 
surfaces). · 

It will be seen that the arrangements for transmission in the 19-25 megacycles 
per second frequency band required modification to be of use against the 
receiver-transmitter found in the operational rockets. It was moreover doubtful, 
at first sight, what type of jamming would be required to be effective against the 
52 megacycles per second receiver. 

Some R.C.M. transmissions were made during the period 8-15 September 
when Rocket warnings were received, of which some were follo:-ved by incidents 

.and some wei:e not.1 These transmissions were all in the 52 megacycles 
per second region and were very brief, usually about fiv:e seconds, their specula
tive aim being to interfere if possible with the fuel supply control of the rocket. 
( n 15 September, all ground-controlled R.C.M. transmissions were stopped in 
order to avoid the risk of interfering with the search for Rocket signals although, 
so far as is known, none was identified. It was later reported that after about 
the middle of October the use of radio control was discontinued in favour of the 
'· integrating accelerometer.". As a result authority was . given by the Air 
Ministry for the cancellation of the " Big Ben " jamming organisation in 
the U.K.2 

When it appeared that the rocket campaign might ·continue during the winter, 
arrangements were made to send a R.C.M. formation to operate on the Continent 
iJ1 conjunction with No. 105 Mobile Air Reporting Unit (M.A.R.U.), which 
subsequently became No. 33 Wing, under S.H.A.E.F. For this purpose a 
Headquarters, three Special Receiver Units and two Transmitter Units were 
sent to operate in Belgium and Northern Holland. This formation Was based at 
Wenduine on the coast north-east of Ostend. The R.C.M. unit worked in con
junction with No. 365 Wireless Unit which was supplied by the "Y" Service. 
Since no signals were positively identified, transmission was not made, but the 
equipment was later used for bomber support counter-measures. In general, 
despite the enormous effort expended in the installation of the R.C.M. stations, 
he effectiveness of "Big Be.n" counter-measures wa:s never determined. This 

was entirely due to the fact that although certain signals were intercepted at 
the time of rocket incidents none was positively identified. 

Intruder Activity 
{ A brief recrudescence of intruder activity occurred during March 1945, the 
main targets being Allied airfields, built-up areas, and road and rail transport in 
:Yorkshire and Lincolnshire. The majority of these attacks were by machine
gun and cannon fire and a total of 110 enemy aircraft made landfall, in the 
majority of cases under cover of returning friendly bombers. There was no 
evidence of the use of the accepted long-range bombing and navigational aid 
systems during any of these attacks, but since the intruder aircraft approached 
under cover of returning Allied bombers it was suspected that extensive use 

'would be made of the enemy A.I. (S.N.2-P.uGe220) 3 in order to locate and 
follow the bomber stream. It was also expected that Nept·un (FuGe216) would 
jbe used for rearward warning. 

1 No. 80 Wing File T.S. 3063/7/Sigs., Encl. 6A. 
2 A.M. letter Tels. 2/S.195/2 of 15 December 1944. 
3 Part 2, Chapters 12 and 15, of this volume. 
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Airborne counter-measure (Piperack) was already in operation against 
S .N.'2 a,nd, in view of the tb.reat of intruder activity, certain airborne equip
ment was set up by No. 100 Group on some of thei.r airfields to act as a jamming 
barrage. Search (inc;luding D.F.) ·and monitoring was carried out at Head
quarters No. 80 Wing watcher sites on the east coast, the information being 
passed to Headquarters, No. 100 Group. ln addition, some 0 ·5 kilowatt 
G.E.C. transmitters were modified to cover the S.N.2 frequency band (75- 100 
megacycles per second) and provided with noise modulation to act as jamroers. 
Tl1ese a lso were installed at east coast sites. 

This concludes the account of radio counter-measures employed during the 
War in a defensive role. Any attempt lo assess their value must point out the 
essentially passive and conditional nature of radio counter-measures in air 
defence. During the early part of the War they undoubtedly had considerable 
effect in mitigating the destruction of cities and industrial targets by the 
German night-bombers. 

The effect of radio counter-measures during the period before May 1941 
was enhanced by the weakness of the British air defence. Until the ground and 
airborne radar equipments were sufficiently effective in operation to enable 
night-fighters to nnd and destroy the bombers, it was all the more important 
to deny the advantages of 'radio navigation and bombing aids to the Germans. 
When more positive means of defence became available in the shape of high 
performance A.I.-equipped night-fighters., the effective value of defensive 
counter-measures was Jess apparent. 

The value oi defensive counter-measures was proportional, also, to the 
extent of the reliance which the enemy placed on radio aids. The German 
bomber crews made great use of radio navigational aids and were consequently 
heavily handicapped when deprived of them. The flying bombs, on the other 
hand , were not appreciably dependent on radio ; counter-measures against 
them had therefore little or rio effect. 
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PART II 

RADIO COUNTER-MEASURES IN SUPPORT 

OF Tfffi 

BOMBER OFFENSIVE 
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PART U 

INTRODUCTION 

Radio counter-measures used in support of the bomber offensive were some
times caUed offensive counter-measur~s, not because of any inb.erent difference 
in radio tech nique, but simply as a result of tlieir use in conjunction with bomber 
attacks. The defensive counter-measures described in Part I were intended 
lo prevent the Germans deriving benefit from radio a ids i n th eir attacks on the 
United Kingdom. Later , during t he development of B omber Command's 
offensive against Germany, it was found that the German a.ir defence was 
substantially dependent on wireless and rad~r. Attempts Were consequently 
made to hinder a1ld prevent t he working of German air defence radio, and thus 
to increase the effectiveness of the attack and to reduce the bomber losses 
incurred. 

The growth of the organisation which was evolved to derange the German 
radio system was neither smooth nor rapid. Lack of knowledge of the working 
of the enemy organisaticm, and fear lest the counter-measures pnt into force 
might in turn be exploited against the defence of the United Kingdom, were 
·only two of the many obstacles to be ov~rcome. 
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CHAPTER 7 

THE INCEPTION OF ·oFFENSIVE 
COUNTER-MEASURES 

Investigation of the German Air Defence System 
From Oct9ber-November 1939 the "Y ' ' Service had been investigating the 

existence of enemy R.D.F., bnt the results obtained from intetception of radio 
signals 'were meagre.1 Although the evidence from this source was very scarce, 
infp.nnation had been obtained from prisoners of war tha.t there was without 
doubt a radio detection method in existence in Germany. In June 1940 one 
prisoner enquired whether the Royal Air Force had any system for the detection 
of aircraft comparable with their own at two stations in the Bay of Heligoland. 
Infonnation was also received that an aircraft reporting system known as Freya 
was in operation, though its principle of operation was not known. The 
existence of two Freya stations, one near Lannion and a second on Cap de la 
Hague, was suspected, and by August 1940 the Assistant Directorate of 
lntelligence (Science) stated that two stations had been definitely located in 
these areas. 2 There was also some evidence that an airci:-ait reporting centre 
in Ru.mania had been allotted new apparatus known as Witrzburg, but no 
particulars of this were available to give any indication of its nature or purpose.3 

After the fall of France, listening stations were set op on the south coast by 
the "Y " Service and by the Telecommunications Research Establishment 
(T.R.E.). By the eud of 1940 watches were being kept on 8-7"metres, 401 metres 
and 150-30 centimetres wavebands. Receivers were also installed in aircraft, 
and investigation flights were made over the English channeJ. At the end o{ 
1940 radar-type signals had been intercepted on 79-80 centimetres and on 
53 centimetres. The former were considered to be associated with a gun-laying 
system used in the shelling of convoys, but the use of the latter was unknown. 
Radar-type signals were later hea:rd on frequencies between 115 and 130 mega
cycles per second (about 2·5 metres wavelength).4 

At about the same time, the Photographic Reconnaissance Unit had taken 
an excellent photograph of an enemy radio installation on the Cap de la Hague. 
Measurement of the photographs showed that the aerial array was consistent 
with a frequency of about 120 megacycles per second, aod the position was 
within half a mile of the source of signal on a. similar frequency as fixed by D.F.5 

It was concluded that this instaHation was the Freya station known to be 
located in that area. 

Ground and aircraft listening watches were continued, and in May 194l 
sufficient information had been accumulated for a report to be issued by 
Air Ministry, A.I.l (e) , on the type of radar believed to be used by the Germans 
for early warning, anti-aircraJt fire control, and naval and coastal gun-laying 
stations. 6 It was concluded that the early warning system extended at least 

i Air Ministry Pile R.C.M. 81, l.s and A.I.1. (e) Report, 4 January 194t. 
z- A.S.l. Report No. S'. · 3 Air Ministry File R.C.M. 81. 
• A.I.1 (e) Report No. I , 4 January Hl41 . and Report. dated 10 January 1941. 
6 A.S.I. Report No. J3. 
0 A.M. File RC.M. 81, EncL 13A and A .Lt (e} Report No. 4. dated 20 _May 1941. 
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fro~ the West Frisian Isla nds to Brest and might even be continuous from 
Denmark to the Spanish frontier. The equipment operated on a frequency of 
between 119 and 128 megacycles per second with a pulse recurrence frequence 
(p.r.f.) of l ,000 or 500 cycles per second. The estimated range on an aircraft 
above 5,000 feet was 90-lOO miles. It did not appear to measure height. The ' 
set which seemed to be used for anti-aircraft and possible searchlight control 
o~rated on a frequency of 566 megacycles p er second while the coastal and 
naval gun-laying sets used frequencies of 375 megacycles and and526 megacycles 
per second respectively. As a result of fur ther investigation it became apparent 
that the 566 megacycles per second s tations extended for a considerable length 
or the enemy coastline, wjth several inland .1 They were believed to be aircraft 
deteCting stations known as Wurzburg, t be existence of which had become 
known in January. 

In the case of the 120 megacycles per second ·stations, measurements were 
made of the pulse width. pu lse recurrence freq uency, and beam width and an 
estimate was made of the power of the transmitter.i By October 1941, 
sufficient informat ion was available for calculating the effect that raclio counter
measures m igh t have. Characteristics of the 566 m egacycles per second 

' stations were not fully available until a Wttrzburg apparatus was captured in 
the Commando raid on the enemy' radar s tation at Bruneval in February 1942. 

While the investigation into the enemy 's radar was being pursued, informat ion 
was also being obtained on the German methods of fighter control.9 During 
1940, '' Y " watches on the 3-6 megacycles per second frequency band inter
cepted signals which seemed to be part of a system for controU ing night fighters 
from the ground.4 The details of the system could not, at fi rst. be deduced 
owing to the use of code words for the various equipme1)ts used in the operation. 
The mystifying code word was Kle'frte Schraube or Liltle Screw, which was at 
first thought to be a radio beam for directing aircraft on to bombers. As the 
British night bomber activity increased, ·so was a corresponding increase of 
enemy R/T traffic intercepted , and by September 1941 it was possible for the 
Wireless Intelligence Service (W.LS.) to issue a report which gave a fairly 
complete description of the German night fighte.r system.5 This report indicated 
that the night fighters operated irt separate and limited areas a nd were directed 
by the ground stat ions to the raiding aircraft which was then illuminated by 
searchlights. The meaning of Li ttle Serew was still not known, although it 
was thought to be a form of radio beacon. Th\s was later confirmed, 

The type of ground equipment used in the German Ground Controlled Inter
ception (G.C.L) stations was esfablished after a study by A.D.l. (Science) of 
reports fr.om secret sources and photographs taken by t he Photographic 
Reconnaissance Unit. It was apparent in the autumn of 1940 that t h.e Germans 
Clefined certain night fighter areas as circles of 40 kilometres radius, and in the 
~pring of I 941 furt her circles of 60 kilometres radius appeared. I t was presumed 
that these radii represented the ranges of t he detection equipment used. The 
tentative identiJkation in the summer of l941 of the 3,750 p .r .f. transmissions 
on 53 cenlimetres wavelength with the Wu.rzburg suggested that this apparatus 
might be used in the case of the 40 kilometres circles. since the pulse recurrence 

1 T.R.E. lnvestiga.tioA Group Report No. 5/24, date(! 6 Joly l 94J , A .S.l Re.Port No. J 3. 
~Report by D . J .. Garrard , date'd 20 October 1941 , aod Enemy lnvestigatfoo Group 

T.R.E . Report No. 5/S7, dated 30 October 1941. 
~ A.J\lf. f'He RC.M. JO~. Encl, JA. • A.J.l (e) Report. dated 3 ]<LDuary 1941. 
.~ A.M. File R.C.M. 103. Encl. 38.>.. A.D.1 (e) Report No. 2, dated 10 September 1941. 
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frequency corresponded. approximately to that range, and that the apparatus 
used in connection with the 60 kilometres circles would probably have a 
repetition rate of about 2,000 p.p.s. 

By the er{d of 1941 reports of the positions of jnjand radar stations were being 
received from va1ious sources,1 and these led, in. the spring of 1942, to the 
photographing by the Photographic Reconnaissance Unit cf a Freya and 
another apparatus consisting of a large paraboloid on a site near St. Trond. 
From its proximity to the Duftwajfe night fighter base there, it appeared 
probable that this was a German G.C.l. station. Confirmation was soon forth~ 
coming, for another source stated that a night fighter control station existed at 
Domburg on the island of Walcheren, and vertical photographs showed the 
presence of a Freya and two wire mesh paraboloids~ Later photographs of 
St. Trond showed that a second paraboloid also existed there. 

Examination of the W1tr.tburg equipment. captured at Bruneval had show.n it 
to be in large-sca:le production, a.od it was therefore considered likely that the 
sam.e transmi.tter wou ld be used in its giant brother, particularly since the larger 
paraboloid would amply account for the greater range. A search was therefore 
made by T.R.E. for 53 centimetres wavelength pulse. transmissions with a pulse 
rate of about 2,000 p .p.s from the direction of Domburg. ·such transmissions 
were heard in May 1942. · 

The photographs of the Giant Wurzburg near St. Trond showed it to be 
surrounded by t)lree searchlights,2 and from their intimate association it was 
reasonable to assume that these lights were directly controlled from the 
Wifrzburg. An' attempt was made to support this a.$SQmption by.photographing 
other searchlight emplacements, but unfortunately by this time (May 1942) the 
searchlights were being removed from the night fighter belt and the photographs 
could not be obtained. The drive to make Secret Intelligence " searchlight
conscious," however, produced an intelligence item of tremendous value. 
A map was. obtained from a German Headquarters showing deployment of a 
whoJP. searchlight regiment covering 90 kilometres of a searchlight belt . The 
area covered fortunately includ~d the one known inland G.C.I. station near 
St. Trond, and it was immediately obvious that this was shown on the map by 
a special symbol of which. there were two others. These presumably represented 
further G.C.I. stations which were spaced at intervals of roughly 30 kilometres 
in front of the searchlight belt. Photography and information from other 
S,ources soon confirme<l this, and photographs were taken of five G.C.I. stations 
roughly in a straight line at 30-kilometre intervals. 

These stations showed a great similarity of equipment. The essentia] 
components appeared to be two Giant Wurzburgs,'one of which was accompanied 
by three searchhghts (until May 1942), while the other was always isolated. 
This suggested that the second giant was· essential and not merely a standby, 
since the searchlight would a lso have been duJ?licated. It further suggested 
that since two aircraft (bomber and fighter) were involved, one Wurzbu:rg was 
devoted to each, the main difference between their functions being that the 
bomber Wurzburg might need to direct searchlights while illumination of the 
intercepting fighter was not required. ·Nearly every station had a Freya, but 
the absence of this equipment in OJ1e case suggested that the G.C.I . system could 

1 A.M. :file R.C.M. 103, A.D.I. (Science) Report, dated 6 April 1942. 
2 Ibid. , Encl. 86A. A.D.I. (Scie-uce) Papei:, dated 18 April 1942. 
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operate without it. It was believed that the Freya might be used as a standby 
interception system, although some theoris ts held that it was used to direct the 
narrow beam Wmzburgs in the direction of their target. In September 1942 
an Intelligence source of information described a hut in which the plotting of 
aircraft and control of fighters was carried out, and shortly afterwards similar 
huts were identified at those points included 011 the map as Abteihmg 
Headquarters. 
· Information· from various sources grew, and by the end of 194~ A.D.I. 

(Science) was able to publish a detailed report of the German Night Fighter 
Control System.1 This report described a German G.C.I. station and showed 
how the stations were deployed along a line of " boxes " 70- 100 kilometres 
wide stretching from Schleswig Holstein almost to the Franco-Swiss frontier. 
This report proved surprisingly accurate ; statements obtained after the 
end of hostilities in North-West Europe from prisoners-of-war who were 
intimately connected with the German air defence system gave ample 
corroboration . 2 

Early Offensive Counter-Measure Policy 

No definite jamming policy had been formulated during the years before the 
war. The matter had been raised, but the general view held was that jamming 

. would probably be a two-edged weapon. Such consideration as had been given 
to this problem had been confined mainly to the possible jamming of communi
cation channels. So limited an outlook was not entirely unexpectr.d , for few 
could have envisaged all the radio devices of modern war which \Vere eventually 

. to be employed and the vast field unfolded for the application of counter
measures. 

As knowledge of enemy radio aids both offensive and defensive grew, the 
question of counter-measures recurred, necessitating an urgent and immediate 
investigation as to how best the effectivem~ss of the various enemy systems 
could be reduced . Each counter-measure to be proposed caused various 
authorities to express the fear that repercussions would follow, probably greatly 
to our disadvantage. However, the operational advantages were fully realised, 
not only by the Air Ministry air and signals staffs but by the respective Royal 
Air Force commands, with the result that the risk of repercussions was eventually 
a.ccepted. 

At a meeting of the R.D. F . Policy Sub-committee on 16 September 1941 it 
was suggested by the Director of Signals that some measure of co-ordination of 
radio counter-measures was necessary. 3 The R .C.l\>1. Committee, over which he 
presided, dealt with, -inter atia, counter-measures against enemy navigational 
aids. These counter-measures were in the main the concern of the Royal Air 
force, although both naval and army representatives were in the habit of 
attending meetings of the R.C.:vt. Committee. 

The "X" Committee of the W/T Board dealt with the jamming of enemy 
communications. This was mainly the concern of the army, although repre
sentatives of the Admiralty and Air Ministry usually attended its meetings. 
The Admiralty had arranged for the jamming of certain enemy fire control 
------------- ------ --·----·-----------
1 A.S .l. Report No. I of 29 Decem ber 1942. 
1 .'\summary of statements obtained from prisoners-of-war after the <"n<l of rhc European 

conflict is given in Appendix No . 14. 
3 R.D.F. Policy Sub-Committee :\•Iee ting, 16 September 1941. 
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RD.F. operating over the Straits of Dover independently of the above-men
tioned committees. It was therefore evident that some degree of rn-ordillation 
between jamming and counter-measures against enemy communications, and 
jamming and counter-measw·es against enemy R.D.F., might be desirable. It 
was then decided by the R.D.F. Policy Sub-committee that the R_C.M. 
Committee and the" X ''Committee of the W/T Board should keep the R.D.F. 
Polity Sub-committee informe<l before introducing jamming or counter
measures against enemy navigati1;mal aids, communications, or R.D.F. Jt was 
also decided to review the situation later, with a view to ma.king reconunenda
tions to the Chiefs of Staff in respect of any co-ordination which might be 
necessary or desirable. 

Early in 1941 1 the Director of Signals asked the Scientific Adviser on Tele
corornuokations (S.A.T.) whether any simple counter-measures could be applied 
to enemy radar,1 but it was not until October 1941 that sufficient information 
on the enemy's radar had been obtained for a paper to be prepared by T.R.E.,2 

outlining what could be done by airborne and ground jammers against the 
enemy early warning radar ar\d stating that it would also be possible to Interfere 
with the early warning system by producing artificial echoes representing a 
concentration of aircraft. 

In view of the suspicions that the enemy searchlights were controlled by 
radar operating on a frequency of 566 megacycles per second the Director of 
Signals, in a paper submitted to the RD.F. Policy Sub-committee. indicated 
that before any concrete proposals could be put forward for countering con
trolled searchlights it was necessary to confirm that searchlights were in fact 
R.D.F. cont~oUed and that the ·frequency was 566 megacycles per second.3 
These points could be dealt with by operating a small jamming transmitter In an ' 
aircraft flown over the enemy searchlights. · 

' Already some progress had been made by T.R.E. in the production of a 53 
centimetres experimental jamming transmitter and although it was intended 
to use this jarnmer very sparingly and j ntermittently, many reasons were raised 
why it sbouJd not be used and why jamming in general should not be started.4 

The main reason was the desire not to initiate a jammin_g war whereby r~per
cussions might be greatly to our disadvantage; it might, it \vas argued, gi\1e 
the enemy tbe idea of how to jam Royal Air Force R.D.F. and Jead h)m to 
retaliate. Moreover it was most de$irable that such a raclio war should not be 
initiated until we were in a sound position to take effecti'Ve jamming action. 
It was the view of S.A.T. that in determin.ing the enemy system of searchlight 
control every other method of solving the problem should be exhausted before 
jamming was resorted to.5 The view was also expressed that jamming would 
interfere with reception of enemy signals by the " Y ''Service and thus decrease 
the amount of information likely to be obtained by such means. 

Jn October 1941 the Air Officer Commanding-in-Ch1ef, Bomber Command, 
drew attention to a small but steady increase in losses sustained during the night 
operations.6 These losses, he suggested, were due to the Germans improving 

i A,M, File R.C.M.~ 1 SS, Encl. 2A. 
• A.M. Pile R.C.M. 119, T.R.E. Report No. 5/3711 . 
3 Annex to R.A.F. Policy, Sub-Committee Paper (41) 23. 12 September 1941. 
• A.M, File R.C.M. 103. Encl. 14A. · R.C.M. Committee Meeting. 30 July 1941 
5 ]bid., Eocl. 26A, 23 September 1941. 
e Bomber Command File BC/S.25782/CAo-C., 22 October 1941. A.M. FjJe CS. 11472, 

Encl . .g,,._ 
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their night defence system, particula.dy in R.D.F. control. He recommended 
that as soon as the main details of the German radio defence methods had been 
e!>tablished, all countermeasures which might suggest themselves should be 
tried and developed on the highest priority. 

The many views which 11ad been expressed both for and ·against jamming 
'1;i.ving been summarised, and after considerable discussion had taken place, 
the Director of Signals called a meeting to arrange a programme of experi
rnents.1 At this meeting, however. the idea was again opposed by the Scientific 
f.dviser on Telecomrnunication:> on the grounds that it would &;close pre
maturely to the enemy our intention to jam and migbt also incite him to take 
corresponding action. It should be notc<l that al that time tl1e only jarnrner 
for.use agai.nst 53 centimetre R.D.F. was the experimental one to be used in the 
trial and no model was in production o,r available for u!>e by Bomber Command 
aircraft.~ It was eventually decided that not only could the problem probably 
be settled by intensifying investigation by special obser·vers but that investiga
tion might well supply information which \Vould simplify the developrncnt of a 
s11itable jarn.mer.3 The jamming experiments were therefore pos tponed in 
favour o( intl•nsified investigat(on . These decision.s were communicated by the 
:Director of Signals to the Air Officer Commanding-in -Chief. Bomber Command, 
informing him that counter-measures were to be provided at the earliest possible 
moment without unnecessarily compromising such counter-measures by pre
mature disclosure. 4 

The jarruning and the spoofing schemes suggested in the T.R.E. paper men
tioned above were referTed to at a meeting held on 12 December 1941 under 
the chairmanshtp of the Deputy Cl1ief of the Air Staff (D.C.A.S.) to discuss the 
effect of the German early warning system on Royal Air Force operatiom.. T he 
need for counter-measures was generally accepted and in the discussion which 
follO\ve<l regarding the priority whicl1 should be allotted to the development 
9f counter-measure equipment, it was decided tha t the pri0tity for counter
measures against the early warning system should be suborclinaled to that give1t 
to a jammer for tbe enemy 53 centimetre R.D_f, equipment.5 The possibilily 
of jainming 01· interfe ring with the W( r broadcast of R.D.F. plots was also 

,discu:;sed, but no definite decision was taken. 
A similar consideration of countermeasures against the R.D.F. used m the 

night-lighter control sys tem could not be made, a s exact information on the 
type used was not available. It was know;i. however. that the system depe11ded 
to some extent on a radio telephone link, and at a meeting of the Air fighting 
Committee it was suggested that if the oighl fighter became a serious menace. 
jamming the rad io telephone cl1an11cl might be the most effective counler
measure.6 T his suggestion, and another that some !>pedal jamming trans
rrutters which already existed should be used for the purpose, was considered at 
a small meeting lteld by the Air Ministry R.C.M. Section. The meeting recom~ 
mended that the enemy 11ight-fightcr frequencies s1~ould be leU unjammed so 
that the" Y ' ' Servicecould continue to obtain urg<!ntJy required information 011 

the German night fighter system and that the special tr-.rnsmilters, which were 
intended for jamming German communications i11 an invasion a ttempt, should 
not be w~ed as this would " show our hand " and give the enemy the chance to 
re-plan his communications arrangements. 

1 A.M. File CS/ I 14 72. Eocl. 14 .B ~Narrator's Note. 
J A,M. FH~ CS/ I l 472, Encls. l 8 and 191'. t A.M. F'lle CS/ 11472/D. of S , Encl. I g,, 
~ A.M. File R.C.~I. 81, Encl. 66!1. 'A.M. Filo R.C.1\I. 102, Encl. 12A. 
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Proposal for Jamming the Gen:nan Night-Fighter R/T . 
Jamming the R/T channel was reconsidered when in September 1941 Head

quarters, Bomber Command reported that a wireless operator had. carlied out 
what appeared to be successful jamming of an enemy night fighter control by 
using his aircraft transmitter.1 Permission was sought to make extended use 

· of this idea which, it was felt, might contribute to a reduction in casualties. The 
Chairman of the R.D.F. Policy Sub-committee (Sir Henry Tizard)- expressed 
some misgivings as to the effect of a general adoption of this practice on the part 
of aircraft of Bomber Commanci2· It was his opinion, speaking generalJy, 
that Gerroan tadio and communications technique· was inferior to that of the 
Allies. Great care was therefore necessary to ensure that jamming and coun ter
measures introduced by the Allies should not result in presenting the enemy with 
ideas which he himself had not evolved and which could be turned to account 
against the Allies. Exceptions to this would be cases in which urgency or 
importance justified the risk. It was generally thought that no particular 
harm was likely to result from the suggested special jamming, provided it was 
kept within reasonable limits. It was therefore recommended by the Sub
committee that aircraft of Bomber Command should be allowed to initiate 
jamming of the nature reported, provided such jamming was not conducted 
upon an unnecessarily wide scale ; the Air: Ministry was invited to keep tl\e 
exploitation of this jamming under close observation to ensure· that it did not 
extend unnecessarily. Air Ministry gave permissi'on, but owing to a desire not 
to initiate a jamming war stated that the jamming should be limited to individual 
use w.ben cin~umstances warranted.a Instructions were issued to Groups who 
were asked to make reports on any attempts at jamming.-t No reports were 
made and no evidence can be found to suggest that any jamming was, in fact. 
ever carried out. 

Early Jamming of Enemy Radar- the " J" Switch 
Although the 53 centimetre jamming experiments were postponed it was 

possible that interference to the enemy's radar had already been caused in a 
purely accidental way.~ In October 1940 a Bomber Corrunand pilot reported 
that when his I.F.F. set was switched on, ene.rny searchlights which had been 
playing on him were extinguished. As a result, Bomber Coromand instructed 
all Groups to experiment in the use of LF.F. (Identification, Friend· or Foe) in 
this way and to report results. At the end of a week analysis disclosed that 
in the majntily of cases enemy searchlights were extinguished when I.F.F. was 
used. A suggestion was thereupon made that the searchlights were controlled 
by some form of radar and that the I.F.F. interfered with the enemy equip
ment. 6 The fact that j11 some instances I.F.F. was ineffective was explained by 
suggesting that in some areas enemy searchlights were not radar controlled. 
A map was drawn sho'Wing the position over which LF.F. had been tried, which 
indicated that in some places-in particular Hamburg-I.F.F. had been con
sistently effective, whereas in others it llad not. 

A very close observation was made of further results and during November 
1940 it was noted that searchlights had ~nly been affected on 99 out of 171 

1 Bumber Command F iJe BC/S.25707, Encl. 7A, 
ZD.F.C. Policy Sub-Committee Meetlng, 17 October 1941. 
3 A.M. File RC.M. I i2, Encl. 3A. •Bomber Command File BC/S.25707, Encl. t3A. 
6 A.M, Flle S.7.084, En,cl. 526. 
•Bomber Command File BC/S.22153/l/Ops. I (a), 24 October 1940 and A.M. File S.7084, 

Encl. IA. 
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occasions when I.F.F. had been switched on.1 Effor ts were made to explain 
this phenomenon without success. and when it became known' that the enemy 
was using radar on 2-5 metres and 53 centimetres wavelength, equipments were 
set up on these wavelengths and experiments carried 011t to determine whether 
any spurious radiation from the LF. F. set caused interference.2 No unusual 
res1onses were, however, observed . 

It should be noted that the problem was not only to find why the I.F.F. 
transmissions apparently interfered Wlth the searchlight control. but also 
what caused t11e 1.F.F. set to radiate. Normally an LF.F. set on ly radiates 
when. it receives the transm~tted pulse of a radar station or interrogator. ft 
may radiate however, without being " triggered" in this 'vvay if it is adjusted 
so that the set is in a continuous !')tate of oscillation. The set is then known 
to be "squittering." T his s tate is also obtained, even with normal ad\ust
ment~. when the $et is first switched on and while the. valves are warming up. 
T,he I.F.F. set caf!, of cou rse, only be " triggered " by radar stations whose 
frequency lies in the frequency range of the (.F.F. set. 3 It seemed , tller~fore, 
tnat if the searchlight cOrltrol was indeed upset by radiations from the L F.F. 
set then the racliati.ons were either caused by an unknown type oi enemy radar 
station, by our own radar s tations (which might occur at ranges of abou t 
100 miles), or by the set" sql1ittering!' 

r n March 194 i a ll Born ber Command units were inforrned that switching the 
set on and off at live.-second intervals had been found more. effective than 
leaving the set switched 011 continuously, and it became a regular practice to 
do lhis.'1 The reasoning behind this was, of course, tha t t he set won Id" squittcr" 
for a short time whenever it was switched on. Evidence obtained from the 
Operational R eports, however. was never sufficiently convincing that LF.F . 
was acting as a safeguard to aircraft illuminaled by searchlights and, in fact , 
A.D.I. (Science) produced some evidence which suggested that the enemy 
migh.t even be using 1.F.F. transmissions to assist him in locating and inter
cepting our aircraft. He a rgued that the enemy might be illuminating an<l 
then dowsing with the deliberate intention of inducing our aircraft t0 switch on 
!.F.F. As a result, no steps were taken to intensify the radiation from the I.F.F . 

·Set , although thr. use of I.F.F . over enem y territory was not banned . 

When an ene.my 53-centimetre R.b.F. set was captured from Bruneval in 
February 194'2, expetiments were c:a.rried oul lo determine whether I.F.F. 
could affect it . ~ The experiments were delayed because certain missing items of 
Ehc radar !'lr.t had to be manufactured and were not completed until 27 June 
L942. They showed. howc:ver. that a 11 sqolttering" t.F.F. set did cause inter
ference, due to its radiation being picked up by the badly screened i ntermediate 
freguency (LF.) s t age of the Ge.rman receiver \Vhich was t uned to a frequency 
of 25 megacycles per second. 

Bomber Command immediately proposed tbal the l. F .F. set shou ld be 
modified so that it could be made to " squitter " when required by closing a. 
switch. The r.nodification ensured that when · t11e switch was closed the set 
would remain in a !:>tate of con tinuous oscillation but would only radiate on 

1 Bomber Cnm m.and File BC/S.23734/3/0ps. l (a), 22 December 1940 and A.r-J . fotle 
S.7084 , Encl. 2on . 

i T.R.E. Report. S/28, 22 Ju ly 194 1 and A.M. File S .7084, Encl, 62e . 
3 Narrator's Note. • A.M . File S.7084, E ncl. 68.A. 
'T.R.E. Reporl 6/R /27 R .G.S . and A.M. File S.7084/II. End. 6A . 
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25 megacycles per second when the tuning sweep passed th tough that frequency 
- that is to say, it would radiate for about half a second every twelve seconds. 
T.R.E. proposed a similar scheme but with an additional modification, that the 
tuning sweep should be reduced so that rad{ation would be continuous on 
25 megacycles per second.1 The R.D.F. Board, however, opposed the idea of 
making any modification to the I.F.F. set which would make it clear to the 
enemy, if he captured a set, that it had been done for the purpose of jamming,11 

and it was decided at a meeting of the R.C.M. Board on 30 June that the simple 
though less effective Bomber Command modification sho_uld be adopted. The 
modi.fication became known as the '' J" Switch. An attempt to analyse the 
effect of the '' J " Switch was made by Operational Research Section (O.R.S.) 
Bombe~ Command, but no definite cpnclusions could be drawn.3 The opinion 
of many bomber crews, however, was that it was effective, and the report 
recommended that its use should be continued. 

Although during 1941 no positive action, apart from the use of I.F.F., was 
taken to interfere with the enemy's defensive radio system, the develt>pment of 
jammers and spoofing devices was begun. The 53-centimetre jammer had been 
given a priority above the development of devices for use against the 120 mega
cycles per second R.D.F., but as the technique required for this waveband 
was comparatively new, difficulties were experienced in· obtaining certain items 
such as valves. Furthermore, complete details of the enemy's' R.D_F . on this 
wavelength were lacking, and it was not known whether the frequency band 
covered for various purposes would be such that "barrage" jamming would b_e 
possible, or whether the frequency band would be so wide as to make it neces$a.ry 
to use a spot frequency tunable jammer. It seemed possible, however, that 
serious interference could be caused to the enerny 53-centimetre R.D.F. by 
dropping metallic strips cut to such a length that they would act as reflectors 
and thereby cause spurious responses in the enemy's equipment. Arrange
ments were rriadefor experiments to be carried out.4 Since this device, eventually 
k.now!l as Window, \vas not used operationally until July, 1943, it has been 
considered preferable for chronological reasons first to describe those other 
R.C.M. devices which were to be used in support of the A!Iled air offensive during 
1942 although the development of Window proceeded conc;urrent1y.5 

Fighter Command Proposal for Jamming 
In March 1942, in a letter to the Director of Signals, the Air Officer Com

manding-in-Chief, Fighter Command, urged that increased effort should be 
applied to the development and production of. counter-measure apparatus. 6 

He referred to the jammers for the 120 megacycles per second and 53 centimetre 
R.D.F_, the idea of producing the effect of large raids on the enemy's R.D.F. 
by means of artificial responses, and afso the possibility of reducing the 
efficiency of the enemy's fighter defence system by jamming communication 
channels and by interfering with the broadcast of radar plots. The Air Officer 
Commanding~in-Chief made it clear that he was aware of the danger of starting 
a "jamming war" but pointed out that, up to the present, it was the British 

1 A.M. File S.7084, Ends .. 96.'I. and 105A. 
z .R.CM. Boa~d Meeting, 30 June 1942. and A.M . F.ile S.7084/lI, Encl. 7A. 
3 O.R.S.-(Boruber Command) Report No. 50 and A.M. File S. 7084, Encl. 40.B. 
• R.C.M. Meeting, 3 December 1941 and A.M. File R.C.M. 48/lI, Encl. l32A. 
~Part 2, Chapter 9, ,of this volume. 
6 A.M. File R.C.M. 155, Encl. IGA and Fighter Command File FC/S.28012, dated 

20 March I 942. 
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Ri.D.F. which had been jammed (the Scharnhorst and Gneisenau incident) and 
tJ:iat retaliation was impossible owing to lack of equipment. 

)n his reply, the Director of Signals referred to the limited resources for 
.cleyelopment work and asked the Air Officer Commanding-in-Chief for his views 
as' to the priority which should be allotted to the various R.C.lVI. projects.1 

With regard to interfering with communications, the Director of Signals pointed 
ouethat the broadcast of R.D.F. plots provided us with very valuable information 
and the desirability of jamming was very questionable. He referred to a paper 
on the jamming of enemy High Frequency (H.F.) radio telephony (R/T) 
which argued that the wide frequency band and the large number of R !T 
0hannels used by the enemy would make such jamming extremely difficult, 
whereas Royal Air Force Very High Frequency (V.H.F.) RiT, with its com
paratively narrow band, could easily be jammed by barrage jammers and that 
it was therefore in our interests to avoid starting a jamming war on 
<:ommnnications. 

The Air Officer Commanding-in-Chief, Fighter Command then submitted his 
requirement for the spoofing and jamming of the enemy early warning system, 
and agreed that communications jamming was undesirable.2 As a result, the 
pri~rity given to the development of spoofing equipment which was given 
t~e code name Moonshine, and of jamming equipment which was given the 
code name Mandrel, was raised. The Air Officer Commanding-in-Chief asked 
that both counter-measures should be ready for operation hy the middle of 
June 1942. 

"Moonshine" 
The idea of this device originated in July 1941, when a Raid Analysis made 

by No. 11 Group showed that a Blenheim aircraft when flying over the North 
Sea engaged in calibrating our radar stations had created a large fighter reaction 
in the Lille/Courtrai area.3 It was thought that this was brought about by the 
iguipment carried for calibration purposes--a form of I.F.F. which received 
the enemy R.D.F. pulse and re-radiated it at greater power than would have 
-Occurred if the pulse had been reflected by the aircraft. The operational value 
of being able to produce spurious responses in the enemy's equipment was 
realised by Headquarters, No. 11 Group, and although further attempts to 
produce a similar enemy reaction by using the calibration Blenheim were 

· unsuccessful, the development of special apparatus for the purpose was proposed. 

The proposal was considered at a meeting of the Air Interception Committee 
in August 1941 and the Director of Communications Development was 
requested to examine the problem.1 In October 1941 T.R.E., in a report on 
counter-measures against the enemy's early warning system, stated that it 
would be possible to develop a suitable I.1'.F. set whose re-radiation could be 
varied to produce the desired effect on the enemy's R.D.1'. equipment. A 
laboratory model was made early in 1942 and in April T.R.E. was able to report 
to the R.C.M. Board that experiments against our own 200 megacycles per 
second R.D.F. had been successful, and proposed that the equipment should be 

~· tested on ·the enemy frequency of 125 megacycles per second.5 A C.H.L. 
1 A,M. File R.C,M. 155, Encl. 19A and Fighter Command File FC/S.28012, dated 

20 March, 1942. 
'ibid, Encl. 33A. 3 A.:\{. File R.C.M. 121 / II, Encl. 53A. 
'A.~I. File R.C.M. 119, Encl. 4A. 5 A.;,\•I. File R.C.:.\L 121. Encls. 3A and 10A. 
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apparatus was modified to operate on this frequency and plans were made for 
Moonshine to be fitted in two Defiant aircraft and for flight trials to be can:ied 
out at Drem.1 

By this time the production of Moonshine was on high priority, and arrange
ments were made for the prodtlction of sufficient · sets foi- installation in a 
further seven Defiant aircraft to make a total of six operational and three 
reserve Moonshiue aircraft for one flight of No. 51 S Squadron. The installation 
work was to be carried out by fitting parties of No. 26 Group under the direction 
of No. 80 Wing. In its deve1oped form Moonshine consisted of a small pulse 
transmitter, tuned to the frequency of the enemy Freya R.D.F. station, and 
being triggered when a signal was received. The amplitude o{ the transmission 
was automatically controlled by the received pulse to produce a signal of 
similar size to the aircraft echo, and the transmitter was modulated to give it 
the beating and interweaving characteristic of the echo originated from a number 
of close flyjng acircraft. The duration of the spurious signal could be adjusted 
manually to correspond with an aircrait concentration of several miles in 
depth. The set had to be tuned to t,he frequency of the Freya before the opera
tion, and as the equipment would only work on that frequency it was necessary 
to use as many sets as there were Freyas likely to look at the Moonshine 
aircraft. This called for an average of . six sets and therefore six aircraft. 
Successful flight trials with the prototype Moonshixie on 125 megacycles 
per second were flown io ] une, and the production of equipment for 
installation in operational aircraft went ahead. The story of the use of 
Moonshine for purposes of feint attacks against the enemy is recounted 
Jater_2 It is sufficient to mention here that this equipment played a 
useful part in the air offensive. 

Bomber Command1s Need- of R.C.M. Support 
In August, 1942, an analysis of Royal Air Force bomber losses was made 

by the Operational Research Section of Bomber Command,3 and the con
clusion reached was that if complete counter-measures could be taken against 
the German radio defences the total wastage of bomber aircraft· could be 
reduced by about 60 per cent. or 30 per cent., depending on whether searchlights 
were radio-controlled or not. Moreover, if the effectiveness of a.nti-aircraft 
guns over the target conld be reduced, an increase in the accuracy of the attack 
would be achieved. It was recommended that the highest priority should be 
given t0 the development of all possible counter-measures against German 
R.D.F., counter-measures over the target area being considered of the first 
importance and those against G.C.I. en route to the target, second. 

The Air Officer Commanding-in-Chief, Bomber Command, agreed that the 
time had come when technical as well as tactical means shouJd be exploited in 
order to minimise the effectiveness of the enemy defences, and asked Air Ministry 
to provide suitable counter-rpeasures on the highest priority.4 At that time 
l\:fandrelli and Moonshine had been developed for jamming and confusing the 
enemy early warning system, and although properly designed counter-measures 

1 A..M.. FHe R.C.M. I 21. Encl. l4A and No. 80 Wjng Operational Ord.er No. 2. 
a Part 2. Chapter 15, of this volume. 
3 O.R.S. (B.C.) Report No. 379 and A.M. ·File R.C.M. 155, Encl. IOOA. 
• Bo.mber Command File BC/S.25782/C.-io-C., 26 August 1942, and A.M, File C.S. 11472, 

Encl. 24A. 
6 See. Part 2, Chapter 8, of this volume. 
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were n~t yet available for use against the enemy's anti-aircraft gun control and 
l.C.I., it was believed that the I.F.F. set suitably modified would cause some 
i1terference. 

A meeting, presided over by the Senior Air Staff Officer, Bomber Command, 
and ~ttended by Sir Henry Tizard, the Director of Bomber Operations, the 
Jirector of Signals, the Chief Signals Officer and a representative of the 
Operational Research Section of B0mber Command, was held at Headquarters, 
lomber Command, on 6 October 1942.1 The following recommendations were 

· •ade:-
(a) Increased advantage should be taken of the interference caused to 

German R.D.F. by I.F.F. by the immediate use of sets which had been 
specially modified to "squitter" continuously on the intermediate 
frequency of the enemy 53-centimetre R.D.F. 

(b) Mandrel should be installed in bomber aircraft for jamming the Freyas 
which at that time were believed to be used in the G.C.I. operation 
for directing the narrow beam W urzburgs on to the aircraft in the 
early stages of an interception. 

(c) The ground Mandrel stations of No. 80 Wing, and the airborne Mandrel 
of Fighter Command, should be used to reduce the enemy early 
warning cover. 

T~ese recommendations were approved by Air Ministry on 19 October 1942.2 · 

The use of Moonshine was also considered as a means of drawing enemy 
fighters away from the bomber route.3 It was decided not to do this, however, 
as Moonshine gave the impression of a large formation of aircraft rather than a 
stream of bombers and was therefore unlikely to mislead the enemy. Moreover, 
the operations of Moonshine aircraft in formation at night would have been 
difficult and hazardous. 

"Shiver " 
The modification to I.F.F., Mark II, to make it squitter continuously has 

already been described.4 It was decided not to make immediate use of it, but 
arrangements were made for the manufacture of 1,000 modification kits, so 
that the modification could be put into use without delay if the need arose. In 

,September 1942 it was decided that 200 of the kits should be used for modifying 
I.F.F. sets for installation and operational trial in aircraft of No. 1 Group. The 
~ts were completed by the end of September& and arrangements were made for 
.them to be used on 7 October, after the meeting on R.C.M. held at Bomber 

/ Command on .6 October referred to previously. The modification was first 
; kno)'Vn in Bomber Command as Monkey, but this code word was subsequently 
changed to Shiver. 6 

When the introduction of Mark III I.F.F. was proposed, a decision had to be 

I 
made whether Shiv.er should be abandoned or whether arrangements should be 
made for it lo be carried in addition to the new type of I.F.F. In February 
1943, therefore, Bomber Command carried out an investigation to determine the 
value of Shiver. A precise assessment of results was complicated by the fact 

l A.M. File C.S. 11472, Encl. 27A. 
2 A.M. File C.S. 11472/ACAS (Ops.), dated 19 October 1942, Encl. 41A. 
3 Fighter Command File FC/S.30732, Encl. 48.... 2 November 1942 and A.M. :File 

C.S. 1147-2/ACAS (Ops.) , Encl. 49A, 4 November 1942. • A.:vl. File S.7084, Encl. ISA. 
s I/rid., Encls. 21. .. , 34A and 42A. • Ibicl., Encls. 74A and 35A. 
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that other counter..,ffieasures (Mandrel and Tinsel) had also been in use over the 
same period. Furthermore, it was evident that the efficiency and effort applied 
to the Germa1t night defences as a whole was increasing and comparative 
figures against earlier periods were therefore liable to be misleadiog. Instances 
of probable effects of Sluver were as follows :-

(a) R(f in thcepts recorded three or iour references by German pilots to 
interference on A.I. 

(b) Intercepts from control stations referred on several occasions to 
interference or to loss of R.D.F. contact. 

(c) During the first mon,th of use, the only aircraft fitted sustained con
siderably less flak than those not .6lted. During later months, 
however, figures for t he force as a whole showed no noticeable 
difference by comparison with the mo11ths previous to the introduction 
of Shiver. 

As evidence of ineffectiveness, pilots reported intense and accurate flak m 
spite of heavy and complete cloud cover, indicating accurate R.O.F. gun laying. 
It was also noted by those aircraft fitted with Boozer (53-centimetre R.D.F. 
detector) that steady G.L. indications were received at a time when Shiver was 
switched on. It appeared therefore that although when it was first introduced 
it possibly had some effect, it was nol long before the enemy was able to take 
steps. probably by improving the screening of his receiver. to eliminate the 
interference caused. In view of this, and as Shiver caused considerable inter
ference to our own R.D.F. stations, it was decided to diS€ontinue its use as soon 
as Mark III l .F.F. was installed.1 

Jamming of German Tank R.T. 
An interesting and apparently unique jamming operation against German 

tank radio telephone communications in the 27-33 megacycle band was carried 
out in November, 1941. Six Wellington aircraft were fitted with a V .H.F . 
transmitter J ostle 11 and flown to the Middle East in lime for the Crusader 
offensive. Their task was to fty over t he German tank units engaged in the 
land battle, and to make a continuous ja mming transmission which wout~ 
interfere with inter-tank communication and prevent effective tactical control. 
Information subsequeotJy obtained from prisoners indicated that technical 
success had been obtained, and il was reasonable to ~ume that mucb 
inconvenience had been caused. There was no evidence, however, that the 
handling of enemy tanks was being adversely affected. Without fighter escort 
and clc>ud cover the WeUingtons were practically defenceless, and after two had 
peen destroyed and aJI of them damaged by enemy action i.n the course of some 
twenty sorlles, the crews were relieved of their " very thankless and hazardous 
task ".2 

1 }3omber Command File BC/S.28388, Encl. 10 ... . 
i R .A.F. Narrative-Middle East Catnpalgns, Vulume TL 
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CHAPTER 8 

THE DEVELOPMENT AND APPLICATION OF R.C.M. 
FOR BOMBER SUPPORT FROM OCTOBER 1942 TO 

AUGUST 1943 

Tmsel 
Consideration by the Director of SignalsL of possible methods of jamming 

enemy night-fighter R,T brought forth, in October 1942, a paper by the Royal 
.'\ircraft Establishment (R.A.E.) in which it was proposed that the transmitter 
T.1154, nonnally carried in bomber aircraft for communication purposes, should 
be lbed as a jamm.er and should be modulated by " noise " from a carbon 
microphone hung in the engine cell or airframe. 2 To overcome the difficulties 
of searching for and jamming the frequencies used by the enemy, it was suggested 
that each bomber aircraft should be allotted a band of 150 kiloc)1cles out of 
the total band used by the enemy, the wireless operator being responsible for 
searching this band and jamming any GC'rman R/T that he might hear. The 
scheme appeared to be practicable and to meet the requirements of Bomber 
Command. Air Ministry therefore suggested to Bomber Command that this 
form of jamming should be introduced and that it should be carried out on a 
JargC'r scale than had previously been authorised. 3 After satisfactory trials 
had been carried out by aircraft of Ko. 1473 Flight-the special R. C.M. Flight 
of .\o. SO\\ ing-Bomber Command initiated jamming operations in December 
194~ . at the same time as :Manclrel.4 The code name Tinsel was allocated to this 
counter-measure, which was first used on 2j3 December 1942. 

Jhc efficacy of Tinsel depended primarily on two factors :-

(a) The scale and rapidity of act ion on the part of the operator in detecting 
a German R/T transmission within the band allotted to him and in 
appl) ing his jamming. 

(b) The number of bombers engaged and the size of the area over which 
they were operating, i.e. , t'1e greater the number and the greater the 
concentration in time and space th<' better the effects of the jamming. 

Jn the beginning, the effects noticed were not particularly encouraging. This 
was probably due to the fact that the operators had not acquired the necessary 
ski II and that the raids \\.·hen Tinsel was first u ed were usually neither in great 
for..:l' nor very concentrated. Early in 1943. however, when the operators had 
gaillcd experience and were, consequently, much more skilful, and when, also, 
the raids were larger and more concentrated, the results ach1eved undoubtedly 
cont ributed to a reduction of losses. Concurrent with the growth of this success 
thr moral effect of the counter-measure increased by leaps and bounds, not 
on l\· because of the fact that the operators were able themselves to judge the 
effect they were producing but also because they felt they were being employed 
offensively during the most dangerous period of the raid . 

1 Then Air Commodore E. B . Addison. 
: .-i.. . \ J. .File Radio;S.4233/GEB/16. 2 October 1942, and Bomber Command Fi le 

B.C.;S. 25707, Encl. 14.s . · 
' :\ .M. Fi le 1861D. oi S. , 4 !"ovember 1942. 
' Bomber Command Fi le B .C./S.25707, Encls. 28A, 34A, and A.M. File C.S. l I.J72/ .'\CAS 

tOp s.), 18 November 1942. 
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Evidence as to the results came from two sources: first, from the crews 
themselves, and, secondly, from " Y" Services.1 T.he crews reported fully on 
their Tinsel activities and their reports were received daily at Headquarters, 
Bomber Command, where the results were recorded, ana1ysed and assessed. 
The !oUowing are some extracts from typical crews' reports :-

(a) No. 75 Squadron : 
"German R(f became very exasperated, and finally c~ased." 

(b) No. 300 (Polish) Squadron : 
"Enemy pjlots became nervous and swore. E nemy tried to pass 

the same message for ten minutes beginning with the same phrase. 
Heard enemy pilot getting nervous. Several Tinsels on one 
channel." (Many of the Polish crews, of course, understood 
German.) 

(c) No. 35 Squadron : 
"Jamming transmissions appeared to be effective. In every case 

upon lilting key, an appreciable pause was noticed before R/T 
reconunence<l. 1

' 

(d) No. 214 Squadron; 
"Enemy aircraft heard to repeat messages through interference.'' 

lnteUigence reports issued by Air Ministry (A.I.4) frequently contained 
£eferences to chases being abandoned, or contact lost, through R/T interference. 
Typical instances are as follows:-

(a) Mannheim-{3/7 December. 
Night-fighter R/T heavily jammed. As a result Httle R/T traffic · 

heard at Intercept Station. At 2043 :hours Control attempted an 
interception, but interference was so heavy that it had to be broken 
off. Amount of interference reported on this night is outstanding. 

(b) Turin-8/9 December. 
Messages heard included :

., R{f is still no better." 
"R{f contact is poor." 
" Can no longer understand yo~." 
"Outside interference." 

(c) CoJogne-26/27 February. 
lncrease on this night in the amount of interference probably owing to 

the large number of bombers operating. In consequence of this it 
was not possible to allocate R/T to specific Controls. 

(d) Berlin-1/2 March. 
On sixteen occasions aircraft were ordered to change R(f frequencies 

because of interference. and many messages were missed because of 
this marked interference. 

Mandrel and Carpet 
With the building up of the Fighter Com mand sweeps and Bomber Command 

offensive towards the end of 1941 , technical and intelligence investigations 
and plans were begun by the R.C.M. group at T.R.£. and at Air Ministry 

' A.M. File R.C.M. 112, Encl. 30A. Report t.o C.A.S. by D.C. of S .. 20 Maren 194~,. 

84 



rnspectively, with a view to instituting a jamming offensive against the early 
warning R.D.F. chain deployed along the enemy-occupied coast opposite 
tne United Kingdom.1 The aim of this jamming was to push back the long 
range R.D.F. cover beyond a line at which the short range R.D.F. took over 
ofl a different frequency. Concurrently with the early warning jamming, 
work was also commenced with a view to similar action against the short 
range and night-fighter interception system, the code words Mandrel being 
~ven to the former and Carpet to the latter. 
,The means of jamming the enemy early warning system had been first set 

e t in detail in a report prepared by T.R.E. in October 1941. This paper 
ea.Iculated the power required to reduce the range of the Freya to 20 miles 
pr both air and ground transmitters and outlined the effect that \Vould 

probably be produced by ground transmitters operating in the Dover and 
Is~e of Wight areas, and by airborne transmitters carried in six aircraft disposed 
~.as to present a continuous line of jamming to the R.D.F. stations. The 
~ of barrage instead of. spot frequency _j a1:1ming was recommended ; that is 
to say, tlie use of transmitters whose rad1at10n energy was spread over a band 
of frequencies instead of being concentrated on one frequency of a single R.D.F. 
s.tation.2 The advantage of this· t ype of jamming was that it overcame the 
difficulties of monitoring and ensured that all enemy R.D.F. stations looking 
at the jammer were jammed. The modulation of the transmitter was not 
specified and it was stated that this subject was under investigation. 
~ The type of modulation used for jamming any t ype of radio receiver is a 
i.nattcr of great importance, as it is possible to reduce the effectiveness of the 
famming by using filters or other devices to reject certain components of the 
modulation. To avoid this possibility it is necessary to produce in the enemy 
.rectiver modulations which are quite random in form and do not have, for 
~xample, any components of a definite frequency.3 One method of achieving 
t)1is was the use of " noise " as a source of modulation. T.R .E. attempted 
~o generate noise electrically by using a resistance, but the power obtained 
was too small to be of use. A noise source of usable power was, however, 

1
developed by the General Electric Company Limited research laboratories 
making use of the thermionic noise produced by certain types of radio valve. 

l The development of ground and airborne Mandrel sets was at first given 
Ji priority below that given to the development of a 5:1 centimetre jammer and 
'progress was accordingly slow. But in May 1942, the development of the 

1
three offensive radio counter-measures Mandrel, Moonshine and Carpet was 
,~onsidered to be sufficiently far advanced to warrant the prototyping of aircraft 
rJor the airborne equipment and the selection of sites for the ground Mandrel 
stations.4 The scheme as now proposed, which had as its immediate object 
the assistance of Fighter Command in their task of destroying enemy fighters 
in order to hold as large an enemy fighter force as possible in the west, was to 

: con:;ist of both airborne and ground :wandrel to reduce the range of the enemy 
long range early warning system to some twenty miles from the enemy coast, 
together with airborne :VIoonshinc to bring enemy fighters into the air and, 
finidly, the use of ground Carpet to jam the short range enemy R.D.F. warning 
system o\'er a short length of the coasthne opposite Dover.5 Any larger 

lJ'\'linutes of R.C.i\l. '.\'leetings held at Ai1· l\linis try bet\\'een August Hl4 l and l\fay 1942. 
"T.R.E. Report No. 5/37A. A.i\I. File RC.l\l. 119, Encl. 4A. 
3 Narrator 's Comment. 4 l\Iinutes of Third R.C.l\f. Board i\Ieeting, 5 i\IIay 1942. 
5 Paper R.C.i\1. /7/42, 29 l\Iay 1942. 
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ground effort against the supplementary short range warning system, · which· 
operated on ·a wavelength of 53 centimetres, was considered impracticable. 
Mandrel, Carpet and Moonshine together fonned a protective and spoof 
screen, , the tactical use of which could be applied in a variety of ways, the 
airborne Mandrel aircraft flying at suitably spaced intervals over the Channel 
supplemented with ground Mandrel stations at Dover, Hastings, Ventnor 
(Isle of Wight) and Kimmeridge (near Swanage). The single ground Carpet 
station was installed adjacent to the Dover Mandrel station and the Moonshine 
aircraft were flown over the Channel in. accordance with the plan in operation 
at any time. 

Grotmd Mandrel 
It was proposed that No. 80 Wing should install on each of the ground 

~andrel sites six Type 1431 transmitters, designed and manufactured by 
t.R.E. Noise modulation was produced by means of a neon striker time-base. 
circuit generating three independent and random frequency saw-tooth wave 
forms. The transmission .spread over approximately two megacycles. 

The first ground Mandrd site on Shakespeare Cliffs, Dover, was completed 
in July 1942, Hs six Type 1431 transmitters between them ban-aging over the 
frequency band 118-128 megacycles per second, the bulk of the radiation
being con,~entrated on the sector between Boulogne and Calais. 1 This was 
followed almost immediately by a site at Fairlight, near Hastings, with the 
radiation concentrated towards the south. Two further sites, with their 
radiation directed towards . the Cherbourg Peninsula, at Ventnor and 
Kimmeridge, were completed in November, but owing to siting difficulties and 
to their greater distance from the nearest Freya stations their effic~ency was 
doubtful ; consequently they were made on a transportable bas!S, the 
transmitters being fitted into vehicles and a transportable type of aerial array 
designed. The transmitter equipment of each station was similar to that 
at Dover and consisted of six Type 1431 transmitters. The sites at Dover and 
Ventnor were considered the principal sites in each pair with Fair.light and 
Kinuneridge as subsidiaries to afford insurance against breakdown .on the 
rnajn sites and to give a slight additional coverage in each case. 

As it was· the intention to barrage over the whole of the · Freya band then in 
use by the enemy, only primitive monitoring was required to ensure that the 
spread of each transmitter was in operation and that the individual transmitters 
were so spaced in frequency as to cover the whole band without leaving gaps. 
Th\s was achieved by the erection of small receiver stations adjacent to the 
transmitter sites to which they were connected by telephone. 

Ground Carpet 
The single Carpet station at Dover was completed with a spec~al monitor 

site in August 1942 and was tested in the .80 centimetres wave-band in 
conjunction with the Admiralty . coastal jamming chain working in this band 
and · deployed in the neighbourhood of Dover for use against the opposing. 
gunlaying and coastal watching R,D.F. This use of Carpet, pending a possible 
use for Royal Air Force purposes in the 53 centimetres wave-band, f9r which 

1 For details o! the first ground Mandrel sit~. see Appendix No. 11. 
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it had been designed, enabled the mechanics and operators to be trained in 
the recognition of signals and manipulation of the transmitters on to the signals 
to be jammed. In October this station was formally placed at the disposal of 
Vice-Admiral, Dover, and ultimately, no operational use for the designed 
purpose having arisen, the station and monitor site were handed over 
completely to the Admiralty and the Royal Air Force personnel withdrawn. 
This station, like the Mandrel stations, consisted of the battery of six trans
mitters, the sets employed, Admiralty Type 91, being modified to cover 
the special band required.1 The transmitters were provided with wave
guide arrays mounted on scaffolding which permitted each wave-guide 
fo be rotated independently through an arc of 30°. Admiralty Type J.19 
receivers were supplied for monitoring purposes and were also provided with 
rotating arrays. 
> 
Airborne Mandrel 
c A laboratory model of the airborne transmitter had . been completed by 
T.R.E. in March 1942 and in April, when the priority on this equipment was 
raised, the General Electric Company were asked to produce eighteen sets.2 

J'rrangements were also made for the installation of the equipment in nine 
aircraft (Defiants) of No. 515 Squadron to form a second flight of R.C.M . 
.aircraft in addition to the flight of Moonshine aircraft. No. 80 Wing was 
charged with the responsibility of co-ordinating the programme of prototyping 
·and installation, the installation work being carried out by fitting parties of 
.No. 26 Group. · 

On 8 July 1942, the General Electric Company issued a report on the 
performance trials of Mandrel as fitted in the Defian ts. 3 The results were 
satisfactory and indicated that airborne Mandrel 'vvas easily capable of reducing 
the range of the Frey a to 20 miles when at a distance of 60 miles and covering 
a frequency band of 121 - 128 megacycles per second. This met the requirement 

·:for the proposed Mandrel jamming screen. The modulation used was from a 
-_ noisy diode valve. Eighteen sets were delivered in August 1942 and a further 
·contract was made for 192. Arrangements were made for a prototype 
· installation in a Lancaster aircraft, and when the Bomber Command operational 
·requirement became known, installations were also made in Stirling, Wellington 
and Halifax aircraft.4 · 

It will be recalled that on 6 October 1942 at a Bomber Command meeting 
. attended by Sir Henry Tizard, it had been recommended that Mandrel should 
·. be installed in bornbers.5 As a result, it was decided that thirty-six bomber 
. squadrons should be fitted "vitl1 airborne Mandrel and No. 80 Wing was made 
responsible for co-ordinating the programme of experimental work, the 
prototyping of a ircraft, and the fitting of the equipment. At this stage the 
scale per squadron was to be two aircraft fitted complete with Mandrel and 
two more aircraft fitted ready to take the equipment if required. Fitting of 

. the squaclrons commenced early in November, being carried out, as for No. Slfi 
· Squadron, by fitting parties of No. 26 Group and by squadron personnel. A 

big effort was put into the production and installation in Bomber Command 
aircraft Of Mandrel and by 1 December 1942, in addition to the Mandrel Flight 

1 Appendix No. 11. z A.}I. FiJe R.C.:YI.155, Encls. 20A and 25A. 
3 A.M. F ile RC.M. 119, Encl. 65A. G.E.C. Report, dated 8 July 1942. 
• A.:'.L File R.C.M. 119, Encl. 83A et seq. 
s Minutes of ~inth RC.M. Board ~Wcctiog, 22 September 1942. 

87 



of No. ·515 Squadron and the ground Mandrel stations, four aircraft in each 
of thirty-six squadrons of Bomber Command had been :fitted. Mandrel was 
now ready for operational use. It was planned to use Mandrel for two purposes :-1 

(a) To reduce the range of the enemy's R.D.F. early warn1ng system by 
using the airborne M~ndrel of No. 515 Squadron and the ground 
Mandrels of No. 80 Wing as a jamming . screen. 

(b) To reduce the effectiveness of the enemy's G.C.I. system by jamming 
the Freya associated with most G.C.I. positions with the airbe>rne 
Mandrel of Bomber Command. · 

The value of jamming the G.C.L Freya was doubted by A.D.I. (Science) 
since it was his opinion that the Freya was a reserve system of interception 
and was. not used for directing W ·urzburg on to their targets. This point was 
consi~ered at a meeting of the R.C.M. Board, and it was decided that even ii 
~his were so, the jamming should be continued, as it was doing no harm and 
the production and fitting of Mandrel was not delaying the development of 
counter- measures against the Wurzbwrg.2 

As Mandrel was introduced at the same time as Tinsel (the counter-measure 
against radio telephony transmissions used to direct German night-fighters) it 
can claim only a share in the fall in bomber losses observed during that period. 
There were, however, other indications of the effect of Mandrel, namely a delay 
in first interceptions and attacks by German fighters caused by lack of early 
waming, attempts .on the part of R.D.F. stations to avoid jamming by changing 
frequency, and " Y " Serv)ce reports of interference from the intercepted R/T 
traffic_. During a raid on Mannheim on 6/7 December 1942 the first L ittle 
Screw traffic, which normally began early; was not heard until 32 minutes after 
the first two Royal Air Force bomber aircraft had crossed the French coast, and 
the first reported interception not until 21 minutes a fter the coast had been 
crossed, indicafang a lack of early warning.a On 20/21 December, when 
Duisburg was raided, aircraft were to be ove.r the target at 1945 hours; the 
" Y " Service, however, reported that no mention was made in the R/T traffi.<'. of 
any British aircraft until 1930 hours, and the fi..rst reported attack that night 
was at 1942 hours. Alterations in the frequency of the .coastal Freya stations 
were observed, suggesting that the jamming was technically effective, and a 
review of all intelligence by A.D. I. (Science) in March 1943 confirmed this.4 _ 

Risk of Homing on Airborne Maodrel5 
It is possible, given a receiver~nd suitably designed aerials, to D.F. and home 

to transmissions fro.m .r:adio apparatus. Soon after Mandrel had been prodllced 
it was found comparatively easy to D.F. Mandrel radiations from individual 
aircraft, mainly because the carrier frequency in the mjddle of the radiated band 
was of relatively large aniplitude, and also because it was not possible to set 
up or tune aU Mandrel sets to the same spot frequency. 6 In order to reduce the 
increased danger of interception which Mandx:el-canying bomber aircraft ran, 

1 Bombel· Command File B .. C.. S.I. No. 16 and B.C.S. 28389/1. Encl. 26A. 
z A.S.I , Report No. 1. 29 December l942 and R.C.M. Board Meeting; 12 January 1943. 
3 Bomber Command File B.C. S.28389/r. Encls. 78A and 79A. -
• A,D.J.. (Science) Report No. 11_1, 29 March 1943. Bombe< Command ;File B.C. S .28389, 

Volume II, Encl. SA: 
~ Eor an account of the efforts ac.tually made by tl)e G.A.F. to hotne lighter aircraft on 

to AJliad afrborne Mandrel. sqe Chapter 14 below (German Air-to-Air Homing), 
9 A . .NL File R.C,M. 119/III, Encls. l20A and 121A. 
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!be sel-; were modified by the incorporation oi a vibrating condenser in the. 
~.1n ing cin.uits, causwg tile earner wave frequency to vary rapidly over a band
wjdtlt or two megacycles per second. l'llis had llle effect of making it more 
difficull for the Cllrier of any pnrLit:ular set to be selected. 

The danger of the enemy liom in.g on !\fandret wa_s ronsiderncl aga111 in January 
l943 '1hen No. l Gro11p of Bomb<"r Comm.and l'<"portC'd that tlH· los!' nue of their 
Mandrel-.filted aircraft was higl1er thl'.ln for t ho~ nol fitled .1 But an a11aly;;is 
of los:;ei throughout the Coni mancl, ;;how1-1d that, if. a.11ythmg. the r<'ver:>F- was 
l)CClirting, the loss rate of <iin:rafl fitll':d W l l h ~'htndrc1 bf>ing lower tha-n thal of 
(hose J10t fitted. Ey thi:-:; time lhe v1brnt1ng condeMrr modification had been 
produced and was br.ing .tilletl 11 Tn May 194:3 it bi>nJ.Jnt' lu1own t bi.l.t the enemy 
was ev;deHtly alivP to tbe pos!l1 b1lily o.f horning to Manarr l trar1~m issions and 
fas da11eloping a homer foT t lw purpose know1 1 as t11e Fteyu tl(ll/1e.3 Pre
tautions in addition to thl' vibrat ing ~OtJden<;er were conilidered desi rable, and a 
$ugg-estio11 wac; made by T.RF:. that MancJrc·l;; ~honld be switd1r.d on nnd off 
lot pel'iods which would i11lP.rmpt tran~rni s•;i o11 c;,ufficiently to 111<J.ke tt t.Hffirn l t 
for the enemy ;:nrcra.ft to hornr lo an individual fransrn1ttl'r.·1 It 1,-~, also 
suggc!;( rd tha-t Monica, a, Royal Air Forte. lad warning tlevire, !;hou Id be fitlecl 
(.o the :'ll<lndrf'l aircraft lo i~~dicate wbcn :Vfa11drcl ;;ho11ld be switr::. lted off. In 
~ddiito11, avoi<lin,_~ action was to bl' taken immc<foitelv an enemy aircraft was 
d1sdose<l by }fonica to be withi11 a t(•ds.in distance. Tile durat ion of the 
,periods (or 111hiclt Manrlrel should be s1vitcJle<l on :ind. oif was decided afler 
'.(:011sider:i.ble discussion, a pcnod of two mjnule::; on and two minutes ofl being 
ai:ccplecl ~ T his period was s11pported by Lrtab; which h,1d betm carried out by 
Plghter ComrnanJ.6 To simplify the execution of l11i::; switc.:hi11g tf'dmiquc 
Bomber Command anar.gf'd for their Mandrels to he modified so lhi:l t t lie " pip 
squeak " con tac tor system cou ld be u::.r<l to make ~he swilci1i ng automatic. The 
,syr,tem was pt1t into effttl at the beginning or July, 

A clo!:.e wa.tcll wus kept on llJe losses of M'anclre.J fitted aircraft, bu t a.par t 
f rom a brief period of e.'<t..:cssive losses by .Ko. 4 Group Mandrel aircrafl in jnne 
1943, no rause for an.xiety appeared u11til the e1Hl of the year when No. 4 <..rr ou p 
losses ol lirtP.d airtl'd.!t <1.gain began to rbe. 7 .An investigation was made as to 
'the po .... sibi lity of No. 4 Grot1p airer<!. ft fitted with Mandrel being in some ot11er 
way a spccinl class-wltetl1c:r, for instance, they were A.own by itl.experienced 
~-rews. Despite t11e inve!i\1gation. however, HO adequate explRnation cou ld be 
off cr(:d. 

5preading of Freya F requencies 
The Jir!:il mclica.lion tl1at tlte enemy was u!))ng frequencies ou lside I he band 

rnvered by Mandrel came in January 1943 wJ1en sig·naJs wrre heard from the 
Cap Gu:; Nez a.1eaon 107 ·5 mega<.:ycles per ;,econd.3 The signals had a pulse 
recurrence frequency of 500 cycJes per second, and it appeared likely tha{ they 

1 Bomb:.-i· Comin<1nd 'F"llc HI S.28389, t.ncl~. 86., a,nd .s Jnd Sh 
!},.)! hl!!TI.(• t.1 ! Hl'll.C:ncl 163,.. 
J ~\ i\ I File IU.'. .. M. I 19, 111. l:.11.d 30 .... and Bomber lom mand J.: de BC.. ~.2838~. itinute S. 
I/\ !\I . i.-110 .R.1,'. !.\ l. I t!l Tl!. encl. G2~ . ' Thi.ti ' l!nc.15. 109\ and 110 .~ . 
l .Flomhl'~ Comma.ncl File H ( S.2S:l891 I l. l\'ll1111~e l'l , 
7 Bomber Comm«H<l File 'fl.C S .'2&S06.i3/[, Encl 7'.!.A . On 1 l June 1'!4~, whereas totlll 

(lornbel' I''"~" we1'(' j\l!>t 11ndcr i) per CC'flL., th OSI' or th~ ~fa.odrel. Huli[as aircrcdr ·\.\ '.ere 21 
per cent.. Wellington aircraft 19 per cent,. Lanca>;frr a1rcra re 7 prr cent. and Stlrhns 
11rcra ll n1i . 

• _\.1.I Fil~ R.C.M 119/Tl, F:ncl. 174E. 
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came either from a Fnya c>r from a new type of equipment believed to be a 
long-range Freya which according to lntelligence sources was known as 
Ma11imitt or Hoarding. t 

In June Freya signals were intercepted on frequencies between 129 and l31 
megacycles per second, and soon afterwards on 140 megacycles per second. 
lt was now evident that the enemy was taking definite steps to overcome the 
Mandrel jamming by extending the frequency range of his equipment.2 This 
meant that not only had Mandrel to be modified to transmit on the new fre
quencies, but as each set covered a frequency band of only 10 megacycles per 
second, more transmitters would have to be used if a continuous barrage over 
the enemy's frequency band was to be maintained. Action was talcen by the 
Director of Telecommunications3 to increase from 100 to 600 a contract which 
had been placed for an American version of Mandrel which was designed to be 
tunable over the frequency band 85 to 140 megacycles per second.~ He also 
asked T.R.E. to modify the British Mandrel so that it, too, could be used over 
lhe extended enemy frequency band. At the same time the contract for 
British Mandrels was increased by a iurther 600 sets. 

The continued operation of the airborne Mand.tel screen, cove.ring what was 
now only a small part of the Freya frequency band, was clearly a waste of effort, 
and in Joly these operations were abandoned until such time as No. 515 
Squadron could be re-equipped with a new type of aircraft capable of carrying 
mo(e than one Mandrel jam.mer." By the beginnjng of August it had been 
established that the spreading of frequency was not confined to the FYeyas 
of the coastal early warning chain, but that the inland Frreyas were also operating 
on new frequencies. 6 It was discovered, too, that the upper limit was now 150 
megacycles per second. This fact confirmed that the inland Freyas were being 
inconvenienced by our jaouning. 

By this time 1t had been found possible to modify the airborne Mandrel so 
that it could be made to cover a 10 megacycles per second frequency band 
within the limits SS to 148 megacycles per second. In view of this, early in 
August the General Electric Company were asked to produce 200 modification 
kits, 100 for the frequency band 128 to 138 megacycles per second and 100 for 
the band to 148 megacycles--per second. These kits were to be used for the 
modification of sets already held by' Bomber Command.7 In addition, it was 
arranged that the production of future sets should be divided equally over the 
three ranges-:-1 18 to 128, 128 to 138, and 138 to 148 megacycles per second. No 
immediate requirement was foreseen for freCI,uencies below this. The modifica~ 
tion kHs were completed by the end of August and forty Mandrels of each of the 
new frequency bands were modified and distribut{:Jd in Bomber Command.8 

The use of Mandrel anci the enemy's efforts to overcome its effect had now 
started a battle of radio engineering skill which was to continue for the rest of 

1 A.D .l . (Science) Report. 21 November- 1942, and A.M. File R.C.M. 174, Eocl. 3A. 
l A .M, File R.C.M. , 19/III, Eoc}s. 86A and 93A 
•fa March J943. responsibility !or R.C.M in Air Ministry was transferred from tile 

Directorate of Signals to the Directorate o! Communications ou transfer o! Afr Commodore 
E . G. Addison from the one to the other. 

• f'i..M. File R.C.M. 119/l!l. Encls. 63A. 92A and 103A. 
5 A.M. File C.S. 11471 /ACAS (Ops.), 27 July 1.943, and A.M. File R.C.M. 119/JH, 

Encl. 156A. 
6 A.'M. Fite A,I. 4/215/1, 4 Aucf:!USt l943) and A.M. File RC.M 119/III, Encl. lt5A. 
, A."M. Ft.le R.C.M. I L9/Ilr. Encl. 182A. 
e ibid. , Encl. 205A, and l3omber Bommand B.C. S.28389/11, Encl. 46A . 
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the. war, with the Germans changing the frequency of existing equipment or 
producing new equipment to overcome the effect of jamming, and tile Royal 
Aii: Force seeking for intelligence o( these changes and then endeavouring to 
produce new or modified jammcrs in time to prevent the enemy gaining any 
great advantage. 

Enemy M.F. Counter-Measures 
Although the Gerl)lans were never to develop counter-measures to the same 

extent as did the British, they did make efforts to interfere with the Royal Air 
Force radio aids to navigation, particularly those used by Bomber Command 
and the United States Army Air Force. The first identified radio counter
measure to be employed by the enemy was the jamming of M.F. beacons used 
hy Bomber Command. Intentional enemy interference with several beacon 
gronps commenced on '.Z5 March 1942 and originally consisted of hand-keyed 
imitations of the beacon transmission radiated from relatively high-powered 
transmitters situated in the Amiens area. This crude jamming was later 
replaced by the meaconing method and the enemy counter-measure scheme 
developed rapid ly causing considerable inconvenience to Bomber Command 
who, before the completion of the Gee programme, relied to a very large extent 
QJ1 the use of l\LF. beacons for navigation and homing. As a result of meetings 
between representatives of Air Ministry, Headquarters, Bomber Command, 
Headquacters, ?\o. 80 \Ning, and the British Broadcasting- Corporation, a 
~ecision was reached to counter Lhe enemy system by two methods,1 viz. :-

(«) By leaving tile high-powered B.B.C. transmitter at Droitwich " un
spoiled " when required for use by Bomber Command. 

(b) By using No. 80 vVing Meacon transmitters as beacons. 

The code names Washtub and Splasher respectively were assigned to these 
operations, which are considered in detail below . 

. Washtub 
In order to render them useless to enemy aircraft for navigational purposes, 

'. the high-pow·er B.B.C. transmitters operated generally duriug the period of 
·hostilities as members of synchronised groups and their nse by friendly aircraft 
' for homing purposes was therefore not possible. With the introduction of 
operation \Vashtub the higher-powered transmitter at Droitwich 5 (200 kilo

. cydes per second, '.ZOO kilowatts) whic h wa~ used for foreign propaganda was 
left" unspoiled" from two hours after sunset on any night w}ien it was required 

· by Bomber Command for navigational purposes. During these periods of 
unsynchronised transmission the transmitter remained subject to control by 
Headquarters, No. 80 Wing, via the Liaison Officer at Headquarters, Fighter 
Command who could issue orders to " spoil " or close down the transmission 
sl10uld enemy activity necessitate such action. 

Washtub, which came into operation 4 April 1942 proved effective in practice, 
and the transmitter was reported by crews as providing excellent homing 
facilities for aircraft within ranges of 150 miles, the signal being· particularly 
easy to distinguish and giving very sharp minima. The scheme had, however, 
been regarded purely as an emergency measure and in view of the fact that the 
Splasher system introduced on the same date proved immcdi<Ltely successful, 

1 Minutes of AJVI. Meeting, 28 :\1arch 1942, and :\'Iinutes of Headquarters No. 80 Wing 
Meeting, 29 March 1942, No. 80 Wing File S.3043/ 3/Sigs., Ends. 2A and 3A. 
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Washtub was discontinued on 12 April 1942. In December of that year; as a 
result of continued enemy interference with Splasher transmissions, the system 
was again brought into force and augmented by the addition of the B.B.C. 
transmitter at Start Point, known as Washtub IL Washtub I and II operated 
until the introduction of the expanded Splasher schedule in J aouai;y 1943 when 
their use again became redundant. Washtub remained available if required 
until June 1943 when it was finally discontinued_ 

Splasher 
The Splash.er system involved the use as M.F. beacons of certain No. 80 Wing 

Meacon transmitters sited in groups of four at points along lines roughly parallel 
to the Eastern and Southern coasts of England, the original groups being situated 
at No. 80 Wing stations Marske, Louth, Scale. FJimwell, Aslunansworth, 
Fairiile and Mintlaw. .TJ1is organisation provided a large number of addi
tional beacon transmissions on different frequencies ; transmitters at any given 
site employed a common ca11sign and thus, ff one frequency was suspected as 
being subject to .enemy interference, it was possible to obtain a check bearing by 
moving to another frequency with the same callsign. <:;allsigns and frequencies 
operated to a scrambled schedule prepared by Headquarters, Bomber Command. · 
Control of the Splasher organisation was vested in Headquarters, No. 80 Wing, 
who retained the right to close down any transmitters in the system in the event 
of their being required tor meaconing. 

Splasher was introduced on 4 Api:il 1942 and proved an immediate success 
since }he enemy R.C.M. organisation was swamped by weight of numbers. 
ReP,orts recehte.d from Headquarters,_ Bomber Command, indicated good results 
from the syste,m, many crews preferring it to the standard M.F. beacon organi
sation o·wing to the simplified schedale.1 Towards the end of 1942 the en~my · 
commenced to expand his jamming organisation and as a result, a substantial 
increase in the number ot Splasher channels was effected and in January 1943 a 
totaJ of fifteen sites (54 channels) was available. 

During the spriug of 1943 the American VIIJth Air Force began to employ 
Splas11er for use during daylight attacks and particularly as rendezvous points. 
It is of interest to record that in a Jetter addressed to the Director of Tele
commuJlications, Air Ministry, the Commanding Generat American VIIIth 
Bomber Command, stated t hat "no other single ra9io aid has been more 
urgently needed or more extensively used than the Splasher beacons." 2 

Enemy interference with Splasher channels was, for sever:al months after the 
initial introduction, on a smaU scale. It later increased, however, and a special 
cathode ray D.F. station was t!lerefore established at Aldingtoo (Lympne), and 
a continuous watch maintained on all Splasher tra.nsmiss.ions.3 On information 
supplied from this station to the Operations Room at Headquarters, No. 80 
'Wing, warning of unreliability was provided by the rahdoro mutilation of the 
callsign of the affected transmission. The monitor station at Aldlngton was at 
first controlled by Headquarters, Bomber Command, but at a later date 
(14 May 1943) it was handed over to Headquarters, No. 80 Wing. 

In April l 943 the BoP1ber Command Gee programme was sufficiently advanced 
to fender the use of Splasber unnecessary, and from May 1943 a modified system 

. 1 No. 80 Wing File S.3043/3/Sigs., End. 9A. 2 Jbid., Encl. 50A, 28 October 1943 . 
. 3 Bomber Command Letter B.C. S.25294, 15 juoe 1943, and No. 80 Wing File 

S.3007/71/Sigs., Encl. 4A. 
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was intl'oduced, the number of frequencies employed being reduced to twenty
four cnannels. These were used by the U.S. YIU th Bomber Command during 
the day, spoof transmisstons being made nightly to· disguise any changes in 
radio navigation systems introduced by Bomber Command. 

Introduction of V.H.F. for Enemy f ighter R/T 
Although V.H.F. R/T was used by the German bombers earlier, there was, 

until October 1942, no suggestion that the enemy night-figh ters were using It. 
Jn October 1942, V,H.F . R( f', associated with Little Screw training, was in ter· 
cepted by day,1 The use of V . .H.F. for operations, however, was not heard 
until January 1943, when interceptions were made in the Mediterranean of 
R/T1ransmissions made by a German Unit N .].G.2. At the end of March 1943 
R/T on frequencies of 39 · 5 and 39 · 6 megacycles per second were heard on the 
Western Front, and during April further frequencies were heard which suggested 
that the enemy was u5lng V .H .F. for .night operations on an increasing !';Cale 
within fc:equ.ency limits of 88 lo 4,2 ·6 megacycles p er second. There was some 
claim that this sudden change had been made necessary by the success of Tinsel 
against enemy R /T in tne H.I'. bana .i It was also assumed that the Bomber 
force would before long be denied the protection afforded by tinsel. This 
prompte.tl Headquar lers, Bomber Command, to ask Air Ministry to provide a 
suitable V.H.F. jammer for installation in bomber aircraft. 

T.RE. had examined the possibility of jammir\g the enemy R/T, and con
cluded that the most effective way would be to use J ostle II, a jammer.which 
had been produced as an airborne monitored spot frequency jammer for 
jamming enemy tank R /T.3 1'.RE. also estimated that jamming from ground 
transmitters was possibJe at ranges of a.bout 160 miles. Since it v,1as not possible 
to produce immediately the requisite number of airborne jamrners, which were 
eve:JtuaJly known as Airborne Cigar (A.B.C.) ,4 attention was directed to tfte 
possibility of jamming from ground transmitters. This operation. was to be 
termed Ground Cigar. 

Ground Cigar 
' In April 19431t was decided to carry out tests at Brtcket Wood, near St. Albans, 
to irwestigate the possibility of \Jsing a modified J ostle transmitter from a ground 
site with a n aerial capable of producing a " lane'' of jamming, similar to the 
jamming of the A.I.5 A comparison between th is transmitter and one of 
No. 80 Wing's G.M.C. transmitters was made during these tests, and as a result 
it was concluded that the latter was the more satisfactory. It was therefore 
decided to install four G.M.C. transmitters at a site that had been selected on the 
l::ast Aoglian coast at Sizewell (near Sax.mundharn), and to use these for bar rage 
jamming over a J-megacycle band. 1t was proposed to use 105-foot towers 
to support elevated wide-band cage aerials. Before this plan was completed, 
however, a further cornparntive test was earned out between the first G.M.C. 
transmitt~r 1nstalled at Sizewell and a G.M.C. transmitte_r installed on the 
>lo. 60 Group Station at Bawdsey, utilizing an aerial erected on one of the 
560-foot towers. 6 Reftectors were employed with each aeriat system set Up to 

'A.i'L File A.I 4/429/ J and Bomber Command File B.C. S.299'22. 
'Bomber C(Jmmand vile B.C. S .29922, E ncl . 2", 7 April 1943. 
31'.R.~ D.1563;H .H./408, 4. January 1943, and A.M. File R .C.)f . 182, Encl. 3A. 
1 See Part 2, Chapl:cr 10, of this volullle for details of Airborne Cigar. 
'11ioutes of Sixteenth R.C.M. l3oard J\'feeting, 6 Apri l 1943. See Chapter 12. 
"Mioutes ol Seventeenth 1'.C.M. Board Meetio,g, 4 June 19~3. 
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·-
give a mean line. of " shoot " of 125° T. for the broad forward beam. As a 
result of test flights by No. 192 Squadron, who accompanied the main bomber 
force over enemy territary, it appeared that the lower aerial at SizeweU _gave 
the best results at 18,000 feet, where a jamming range of approximately 210 miles
was obtained. Consequently, in June 1943, it was decided to expand the 
original programme of four transmitters at Size.well to nfteen, thereby providin,g 
a complete barrage for the whole frequency band (38-42 megacycles per second). 

It was realised that barrage jamming in this band was likely to cause a great 
deal of interference to wireless services in friendly operations, in particular to 
Admiralty stations listening for enemy E-boat traffic, and to certain blind 
approach beaeons in East Anglia. The loss of wireless interception· of enemy 
traffic whereby the effect of both Cigar and Grocer jamming could be judged 
was also realised.1 It was, however, decided that the benefits to be 0btained 
from · the use of Cigar were of paramount importance.2 Interference to the 
blind approach beacons could be tolerate.d provided arrangements were made to 
switch off Cigar on request by the airfields concemed. The Admiralty also 
were prepared to accept the loss in listening efficiency, provided Cigar jamming 
was confined to those periods when friendly aircraft were actually engaged on 
operations. 

A more serious interference was that caused to the A.M.E. Station at Dunwich 
by the fifth harmonic of Cigar. This was investigated by the Anti-Jamming 
Unit, but despite the use of special matching units, no practicable cure was 
found, and ultimately it was decided to alter the frequency on which the radar 
station operated. The interfei-e.nce was, of course, even more pronounced in 
the case of the radar at Bawdsey, where a Cigar was operated, and in con
sequence it was decided th.at all Cigar transmitters should be concentrated at 
SizeweU, and that the use of the high towers at Bawdsey and other radar 
stations should be abandoned. 

The first G.M.C. transmitter was installed on the Sizewell site in May 1943. 
In the following month three G.M.C. transmitters were 1n operation in Sizewell1 

and by the end· of July the full complement of fifteen transmitters had been 
completed. To obtain full bar.rage jamming from 38·5 to 42·3 megacy~les 
per second, each transmitter was set up in frequency 0 ·25 megacycle per second 
from its neighbour; and by means of a motor-driven rotating fan capacitance 
across the oscillator circ\lit, was " wobbulated" over 125 kilocycles on either 
side of its spot frequency setting. Slow speed " wobbulators" were used in 
the first instance giving a pulse oi power four hundred times a minute over the. 
band covered with, in addition, grid modulation of the power amplifier stage 
with a sliding three-tone note produced by a phase-shift oscillator. The slow 
speed " wobbulation " was later replaced by high speed fans producing frequency 
modulation over the same sweep but at 400 to 500 cycles per second. A wide
band aerial comprising four half.-wave cages in a vertical stack fed in phase 
was employed with each transmitter. A wire mesh screen mounted approxi
mately one"quarler wavelength behind the aerials gave a forward gain estimated 
at 3 decibels and a horizontal lobe of about 130°. 

-An experimental panoramic receiver produced by the Anti-Jan!rning Unit at 
Bawdsey was tested for monitoring purposes, but for the later stages when spot 

1 A.M. File C.M.S. 3.:1/Tels., Encls, JJl., 22 June 1943, No. 80 Wing File S.3093/3/Sigs .• 
Encl. 46A., A.M. File R.C.M. 182, 31 July 1943, and No. 80 Wing File S.3095/3/Sigs .• 
Encl. SSA . . 

2 A.M. File R.C.M. 182, 20 June 1~43, and No. 80 Wing File S.3055/3/Sigs., En.cl. 44A. 
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jamming was frequently employed, carefully calibrated Type S.27 receivers with 
a.~curate calibtation of the transmitters were found to be the most satisfactory 
method . Even so, experienced operators were indispensable if the monitoring 
tim,e was to be reduced to a minimum. lt will be appreciated that to put 
~yeral transmitters on to one given frequency in the ~hortest possible time, 
w~en all tran.smitters are radiating an<l sweeping into each other's frequency 
band. entails skilled operation. 'fb.c. maximum number of changes experienced 
in the shortest time was 27 in one hour. 

The test operations carried out in Nfay by No. 192 Squadron using one 
transmitter at Sizewell and one at Bawdsey were made on three frequencies 
iilentlfied by TZingsdown as being used operationally by enemy G.C.I. stations, 
and signaJs intercepted on the n.igl1t<> in question ma.de various references to 
unserviceable apparatus and to interference. It was not, however, possib1e to 
ldenljfy such references with Cigar operations until the following month, when 
the three transmitters by then available were operated during twelve Bomber 
Gommand attacks. During the operations the "Y " Station at Kingsdown 
kept No. 80 Wing " Operations" informed of the frequencies which were 
operationally active together with t heir areas of operation. Since only th-ree 
ba.nds of the order of 0 · 25 megacycles per second were covered at this time, it 
was not always possible to attempt to jam aU the frequencies active, but 
lrequen~ re-allocation of transmitter frequencies enabled a reasonn.ble proportion 
of the more active and accessible controls to be included iri the jamming cover. 

, Traffic interception in thi::; band (38-42 megacycles per second) often proved 
~ ifficult due to interference from Cjgar, but a number. of rderences to enemy 
commuflicat ion difficulties was received together with definite reports of 
ii\ ter[erence and jamming. Some intercep t exarnples of interest arc given in the 
following table ~-1 

Date. 
A943 
June 

12 

12 

16 
22 

F re.q·u.enc.y. 

41 ·55 

41 -55 

43 ~ 15 
40 ~ 15 

Area of 
Operation. 

Alkmaar 

Alkmaar 

Einclhoven 
Deel en 

Intercept. 

" Can we return to base because of 
R/T i.nterference.'' 

"Return to base.-interference very 
bad." 

" I have strong enemy interference ." 
" 1 n tederen ce from here onwards·• 

(? investigation flight) . 

The number of available ti;an~mitters increased steadily during July and on 
the night of the 30th the full complement of fifteen transmitters came into 
operation to provid.e a ban:ige over the complet(' frequency band. Further 
evidence of s uccessful jamming was intercepted during the month .2 

Use of Boozer Tail Wun.ing 
The airborne equipment to which the code name of Boozer was allotted was 

not strictly s peaking a radio counter-measure, but rather a warning device to 
~ inform the pilot of an aircraft whenever hostile radat wa.s being directe<l at it. 
- 'fhe equipment, produced i n October 1942, was in its original form simply a 

receiver which ht a warning lamp when ~he a ircraft was ' ' illuminated" by an 

1 No. 80 Wing Monthly Report No. 45. 
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enemy radar transmitter : the pilot would then take evasive action until the 
lamp went out. This was a sol!nd and popular idea, as Boozer did not radia,te, 
and hence did not act as a radio beacorl to which German fighters might home. 
The operational requirements submitted for this tail-warner were :- 1 

(a) Warnings were to be certain, and their absence should signUy that there 
was no danger, . 

(b) The receiver was to be able to distinguish between ;, sweeping " and 
" holding " by the enemy beam as only the latter was a real threat. 
The receiver was therefore not to indicate until it had been held for 
an appropriate time. 

(c) The receiv~r was not to respond when. the enemy beam was holding a 
neighbouring target. 

(d) A,n indication of signal strength was desirable. 
(e) A high.degree of reliability and a means of indicating when the equip

ment· was unserviceable were needed. 

After a trial of six: sets of Boozer had.been made in No, 7 Squadron of the 
Pathfinder Force on 15/16 and 20/21 November 1942, it was decided to do more 
extensive tests.2 The whole. of No. 9 Squadron in No. S Group was fitted with 
what was known as an improved double-channel Boozer. This gave discrimin11·
tion between an aircraft held by a G.C.L Wurzburg (for interceptiop. purposes) 
and a G.L. Wur.aburg (fox Flak control), and results were encouraging:· Tn the 
meantime. a triple-channel Boozer had beej:l developed which warned the pilot 
not only of G.L and G.C.I., but also of the presence of an enemy A.I. fighter. 
Whµe this appeared to be the immediate solution of many of the difficulties in 
dealing with the enemy radar, the situati:on was complicated by the fact that 
Booz.er and Monica- a tail-warning radar device then coming into service 
-interfered electrically with one another. However, in view of other 
difficulties with Monica and fbe urgency of dealing with enemy radar, in particu
lar with his A.I., it was decided to ask for Booz.ei: as a standard fitting ln all 
bomber aircrnft. The requirement was specified in detail to the Air Ministry on 
3 April, 1943. 

From this point till fl}e discontinuance of Boozer on t I September 1944, the 
story is not a happy one. Apart from tbe fact that owing to lack of the necessary 
technical data the A.I. side of the Boozer set was subsequently found to be 
insensitive to the enemy's A.I. at ranges over 1,500 yards, the visual range 
fighter bomber being about 1,000 yards under avetage conditions, the sets 
themselves never c;ame forward in anything like the required quantities. Due 
to the comparatively small number of Boozer sorties flown over any given 
period compared with total sorties during th.at period it was almost impossible 
to gauge the effectiveness of the device, and the most careful analysis by O.R.S. 
failed to produce any evidence that Boozer was ma.king a useful cont1 ibufion. 

There were other difficulties. As late as October 1943, the original design of 
the triple-channel model was still undergoing modification, and it was not till 
the end of that month that a few units of the finalised design became available. 
Monica fitting had begun in the Bomber force and, as already mentioned, the 
two equipments interfered With one another, though this difficulty was sub
sequently overcome. It was also becoming clear that the enemy was giving 

1 H .Q.B.C. Memorandum : " Particulars of RC.M. and R.D.F. Equipments " aud 
A.M. File R.C.M./170/Tels. 2, 2 A.M. File ~.C.M./120/Tels. 2. 

96 



lip the use of A. T. on a frequency of 490 megacycles pe.r second for which the 
Boozer A. f. unit was designed, while the G.L./G.C. I. feature was of limited 
use because tbe tactics of the Bomber Force (concentration in time and space 
along a prescribed route) rendered this of value to stragglers only. However, 
in view of the potential value of Boozer to stragglers, and since every aircra.ft 
was a possible straggler, Bomber Command still considered Boozer to be of 
operational significance. In January 1944 the Air Ministry was again pressed 
l:ll1 the matter, but it was not until March that it was -possible to inform Groups 
what pJ"Odut::tion sets were becoming available, 850 sets being promised by the 
end of May. Fitting went on through th~ summer in a desultory fashion, but 
by September 1944 it became evident that Boozer could not be further justilied 
l;>ecause of _changes in the enemy's A.I. equipment, and of the introduction into 
·Bomber Command of other types oi R.C.M. which made Boozer redundant. 

There.is 110 doubt that originally Boozer held great promise and should have 
been more fruitful. It was, however, a faUure from the design stage for two 
reasons. There was insufficient techoicaJ data o·n the enero.y equipment against 
which jt was to work, and jt was not until a German night fighter aircraft fitted 
with Lithte11st&in was captured, enabling practical trials to be carried out, that 
the design error was discovered. After that, production was complicated by the 
necessity for further modification , with the result that production sets were 
never up to the orjginal speci:fication which called for a maximum warning 
range of 10,000 feet. In addition, it was found that the pulse recurrence 
frequency in the G.L./G.C.I. section of the receiver had been incorrectly set up. 
It is doubtful whether these warnings ever had any real value. 
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CHAPTER 9 ,. 

''WINDOW'' 

Window was the code name giV'en to the operation of dropping metallised 
strips from the air to confuse th.e enemy RD.F. early warning system and 
R.D.F.-controlled searchlights and anti-aircraft gllns. It was to prove one· of 
tbe most effective radio counter-measures used against the German air defence 
system. The use of leaflets for this purpose Was first mooted in 1941, but it 
was not until the night of 24/25 July 1943 that Window was fust used, and 
then only after the .Prime Minister's authority had been obtained . 

. The efforts to intedere with German R.D.F. control of searchlights and anti
aircraft guns by the use of modified I.F.F. sets by Bomber Command, and the 
development of a jammer on 53 centimetres wavelength also for this purpose 
have already been described. As part of the investigation into likely methods 
of interfering with enemy R.D.F. for gun-laying and searchlight control, two 
principal schemes had been considered by T.R.E. and the R.C.M.Committee
the transmission of jamming signals and the dropping from aircraft of metallic 
reflectors. It will be recalled that priority had been given to the development 
of the 53 cm. R.D.F. jammer, but it was apparent after experiments had been 
proceeding for some time that a great deal of work remained to be done in order 
to produce suitable sets for the transmission of januning signals, and that a 
large·effort to equip tl1e bomber force adequately would bejnvolved. 

On the other hand, experiments in the dropping from aircraft of suitable 
materials to produce spurious R.D.F. echoes to mask or confuse those from 
aircraft seemed promising. Many suggestjons to achieve. this had been 
considered by the R.C.M. Board during 1941 and among the methods which had 
.been studied were balloons carrying linear oscillators, crossed oscillators br 
wire netting, towed trains of such responders, bottles filled with ir.on filings or 
t urnings, "arrows " of appropriate lengths of wire with vanes to give good 
gliding characteristics, and parachuted arrows.1 

In Jtme 1942, Air Ministry learnt that in September of 1941 packets of 
20-.gauge aluminium sheet in strips 18 inches long and one inch broad had 
been dropped by aircraft of No. 148 Squadron in an attempt to defeat a very 
successful master searchlight situated at Benghazi.2 Only one attempt was 
made and the device was found to be unsuccessful, possibly because the search-

. light was sound-controlled. It is not certain how this experiment came to 
be tried, but it is possible that jt was attempted as the outcome of some 
investigations carried out by British scfonti.sts in North Africa during 194l, 
when little was known about enemy R.D.F.3 A Naval search receiver had 
been installed in an aircraft fitted with dipoles and was flown over certain 
enemy defended areas during an attack by our bombers. The investigators 
found to their surprise that their aircraft seemed to be constantly singled out 
as the main target for flak. It occurred to them afterwards that their aircraft, 
because of its fitted dipoles, was giving a much stronger echo in the enemy's 

• A.l\'1. File R.C.M. 155, Encl. 12A, 31 August 1941. 
1 A.M. File RC.M. 120, Encl. 11 lA, 20 June 1941. 
3 Ibid., Encl. l 16A, 25 June 1942, 
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.-gun·lay)ng R.D,F. equipment than that from the remammg aircraft. This 
· gave them an idea to protect the bombers, and the metal strips were dropped. 

In view of the secrecy associated with the Window project , Headquarters, 
,Middle East were instructed by Air Ministry that no further experiments 
.w~re to be conducted. 

Some success had been obtained by T.R.E. with the dropping of metallised 
sheets of paper.1 It was possible to d istinguisl1 the indication given by nearly 
stationary sheets from that produced by fast mov.ing aircraft, but for this, 
further careful study of the indications was necessary. It was reasonable to 
assmne that if a sufficient number of spurious indications could be produced, 
the operation of enemy R.D.F. gun-laying equipments would at least suffer 
considerable in terference. This information was passed to the R.D.F . ~ohcy 
Sub·Committee by the Director of Signals, who stated that although it wa.<> 
pos.'>ihle that the best form of material had not yet been found, in view of the 
suceess obtained with such simple means it was desired to implement the 
scheme forthwith. 2 T he plan proposed was to drop the paper sheets in batches 
of 20 to 40 every minute or so when over an area of intense flak or search
light activity. The need for such a scheme was felt most when attacking 
small heavily-defonded areas such as Brest. 

It was realised that if the enemy discovered the pu!'pose of this device, its 
use by him in a similar manner might be as effective against B ritish R.D.F. 
equipments. The possibility that repercussions might outweigh the advantages 
was to be continually emphasised by the scientists who advised further 
experiment and trials. On the other hand, the Bomber Command offensive 
against Germany was being very seriously affected by enemy guns and search
lights and it was thought therefore that the risk of retaliation should be 
accepted. The Air Staff attitude towards this and similar proposals was based 
upon the strong view h.eld by the Chief of the Air Staff th.at we should not 
deny to our bombers the assist.:i.nce of any device merely because the capture of 
such a dev.ice by the enemy might assist him in combating our defences.3 

In view of this, the R.D .F . Policy Sub-Committee recommended that as 
insufficient detai.ls were available to enable them to make a decision, further 
experiments should be urtdertaken, and that the Air Ministry should submit 
the considered view of the Air Staff based upon comprehensive trials and the 
aavice of the Technical Departme:nts. Consequently, t_hroughout the early 
months of 1942, tests were carried out against Royal Air Force R.D.F. stations. 

At the same time every effort was made to produce the most suitable material 
for use as leaflets. It was also desirable that their purpose should be disguised 
from the enemy for as long~ _possible.4 A possible solution submitted by the 
R.C.M. Board was the printing of propaganda on the leaflets, and on 
3 January 1942 approval was given by the Deputy Cbief of Air Staff for their 
preparation, but he emphasised that their ult imate use must depend bn sanction 
from the R.D.F. Policy Sub-Committee.5 Assistance was sought from the 
War Office Political Intelligence Department6 who bad had considerable 
experience in the dropping of leaflets and who were thus able to advise on the 

J The majority of Window trials at this stage, however; were: made by righter Command. 
~Annex to R.D.F. l'olicy Sub-Committee Paper. R.D.F , (42) l, 5 January 1942. 
a R.D.F .. Policy Sub-Committee Meeting, 9 J:i.nuary I 942. 
4A .M. File R.C.111. 120, Encl. JI A, 3 J anuary 1942. 
6 J~d .. Encl. l3A, 3 January 194.2. 
'Jbi'd., Encl. !SA, 8 January 1942. 
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types of paper used and 0n the methods of dropping.1 Leaflets of various 
types and sizes were supplied by this Department during January 1942, with 
information as to the methods of folding and dropping, and how each bundle 
should be tied to ensure unfolding after Jaunchi11g from the flare chute.~ 
Samples of metal foil covered wfth paper on both sides had been prepared. 
The propaganda printing of this sandwich mate.rial was not a difficult · 
process although supplies at .first were small. No difficulty, however, was 
foreseen in the supply of important quantities of propaganda leaiiets of which 
the metallic nature was by no means apparent. The proposal presented 
a promising field , especially if the camouflaged metallised leaflets were 
accompanied by an adequate cover of normal leaflets. Already many 
millions o-l leaflets had been dropped over Germany and many thousands had 
been dropped in comparatively close concentrations. f t was likely therefore 
that a dilution by metallised leaflets of which only a smaU proportion might 
actually be picked up had a good chance of passing WJdetected. 

Experiments with dropped refiecto,rs continued, an.d although by the end 
of January 1942 the tests were not finished, the indications were that the 
size of the individual elements dropped bore some definite re)ation to the 
wave-length. It had been found that some 40 sheets of metallised paper of 
about 8! inches by 5! inches produced on 53 centimetres R.D.F. an effect 
equivalent to that of an aircraft.3 On 200 megacycles per second , however, 
some 60 sheets five or six times as large had not been large enough. It 
therefore appeared probable that the Germans would have considerably greater 
difficulty in interfering with British gun-laying and searchlight installa tions 
than the Royal Air Force would have in interfering-with German ones. British 
lO centi..metre equipments were likely, bowever, to be more easily affected 
than the enemy's 53 centimetre sets. 

By 22 March 1942, the technical investigation of Window by T.R.E. was 
completed and formed the subject of a. detailed report.4 The primary 
object had been achieved and it had been shown that for frequencies of 
the order of 200 megacycles per second and above., echoes could be produced by 
jettisoning material from an aircraft and that the quantities of the material 
necessary to give rise to an echo equal in magnitude to that of t he aircraft 
were not in any way excessive. The report demonstrated that when 
considering the operational use of Window there were three main points which 
immediately came under consideration :-

{a) The duration of the echoes. 
(b) The weight of the material necessary to produce one spurious echo. 
(c) The time taken in " laying" a sufficient number bf echoes to cause 

·confusion to the R.D.F. installations. 

The repoci: suggested that these factors would determine the possible uses 
of Window as a'' smoke screen" to conceal large movements, or as a means of 
protect'ioh for individual aircraft. Most of the tests carried out at S,000 feet 
had indicated a duration of 15 minutes for the echoes produced by the leaflets. 
The quantities of leaflets requi.red to produce spurious echoes varied with the 
type .of leaflet u~ed and the wave-length of the installations jammed. Under 

1 A.M, File R.C.M. 120, Encl. -16A, 16 Jaoua.ry )9-12. 
11 Ibid .. Encl. 18A, 17 January 1942. 
1 Ibid., Encl. 2lA, Z7 Ja.nuary t942 . . 
• Jbid .. Encl. 35A, T .R ,E. Regort, dated Q2 March 1942, 
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factor (c) above, consideration of the densily of ~pt.1rious echoes needed to 
.\am the jnsral lations was necessary . It was possible t11a t ten echor.s per 
square milf. over the target area would provide sufficient clu tter to conceal 
any aircraft echo. The total weight involvf:cl might thus be of the order o( 
tO lbs. per squar~mile (on GSO megacycles per second} a.nd won ld not be c:-:ccssive, 
U1e limiting factor bei ng a lmost entirely the time ncce~~a.ry for lhe airc raft to 
jettison the ma le-rial. Tlie rnost likely immediate application appP.a red to be 
as a11 addition to 1.he normal jinking technique. The ain:raft would cont in ue 
it~ \1sual ji11king and in::ilruct ion;; would be given to jetfr;on the m a.terial at 
t)ie same lirnc. 

· The gist of this l'eport was passed by the Direc tor o{ Signals to the Air Stu.ff 
to emtblc them to suhrnit thei r considered view~ on the use of ·window a.o; 
·requested by the R.D.F. Policy Sub- Commit tee in January 1942.t "Nle<i.11while, 
tlte Chic£ of the Air Start had ruled that the Air Officer Comm<ttiding-in-Chicf, 
Boll'lber C:ornmancl, wa.~ at liberty to use these aids a':> he though.t fit. 1 So111e 
misgiving was, however, e~presscd by Sir ilenry Tizard, who suggested in a 
nole for consideration by the Radio (late 'KD.f.) Policy Sub-Committee that 
it was po;;sible that 1.h~ Chie f of Air Staff had not been fully informed of tl1 e 
reprrcussions of t his policy on tl1e offensive oc defen~ive power of t l1e ot.Jier 
Services, particularly of the N avy.3 He could not say how far the use o{ the 
tproposed coun ter-meas ures would interfere witlt German R.D . .r. controls, 
.but on the as;;umplion that it wou ld inter fere considerably .it [allowed that 
rthis was a counter-measure which could be Ltsed with even greater efficacy 
'against our own cenllmetre R.D.F . He pointed out that we were I"eiying 
more and more in the fotnrc on cenlirnetre RD .F . for offensive and defen:>ive 
rncasuras of extreme importance, anu it w as only by lhe use of <:e1ttlmdre 
R.D. F. th<Lt we could hope to get, for e:)'.arnpic, really accurate unseen fi re from 
ship to shi p. ~aval Type 27J sets were use<l for coastal watd1ing, for Lhe 
detection of E-boat :i..ttad.;s, and for detedion of submarines. ft was the only 
set whid1 was not effectively jammed duricig the Schn,r11Jiors l · G1Mi~enci1-t 
episod<: and, as a result of tlib, destroyers of t he Royal Navy '"'·ere able to 
intercept efficiently. If the Germ;ws had used this comparatively simple 
counter-measure thal interception would .not have been possible . 

This and other representations that the pos~ible repercussions of metallised 
lr.a flcts had not been sufr1clcntly explored resulted in the Cl1ief of the Air S.taff 
suspending action pending an early report on t\ie matter by the Radio Policy 
Sub-Committee who a t t heir meeting held on 11 April 1942, invited the 
departments. concerned to prepare papers on which recommenda tions to the 
Cltiefs of Staff could be based.4 

The Air Staff Case for the. Use of Window- A,pril 1942 

Fcur days later, on 15 April , a mernor:.i.ndnm by the Air Staff on the Sl1bject 
ol thf. use o( 'vVindow was c;ubmitted to the Radio -Policy Sub-Committee.; fr 
inc:foded an analyo.is of boinber casualLie;.; over tlt<': pe riod 1 September 194 1 
to '.28 l'ebrnary 1942, bn.'5ecl on statistical record~. Intelligence sources, W /T 

1 .-\ .M. Fi le R.C.;..l. t io, Ends. 33A and 33a, 12 i\ l arc.;h 1942. 
~Ibid,, £oc1. 40.\ , 4 April 194'2 . 
~ KP.C. Paper (42) 34. 10 April 1942. 
• A.M. F ile R.C.1\£. l 'lC), l~ncl. 51A, I J April !942. 
~ A.M. Folder D.C . .'\ .S./023i l27, 15 April 194:?.. 
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information from our own aircraft, rescued crews, and other sources showing 
that losses, the causes of which were traceable, could be divided up as forlows :-

Casualties due to flak 46 per cent 
Casualties clue to fighter aircraft . . 33 per cent 
Casualties oot due to enemy action 21 per cent 

100 per cent 

These figures were calculated from records of 169 casualties out of a total o( 
323, the balance of casualties being due to unknown causes. Thus of the total 
data available, 48 per cent. was incomplete. These figures suggested that 
enemy flail, was tM chief cause of casualties due to enemy action, while flak 
and ngMers together might well have been responsible for as much as 80 per 
cent. of our bomber casualties missing on operations. The analysis ignored 
bomber wastage by day and losses occurring on sea-mining ; thus the figures 
covered solely the losses sustained by the bomber force in night operations 
against land targets on the Continent. 

l t was known that R.D.F. aids to British anti-aircraft guns and searchlights 
had greatly improved both. This was most marked in respect 0f searchlights 
where the introductjon of R.D.F. had made the whole d ifference between 
abtlily to illuminate aircraft targets and failure to do so. There was scientific 
evidence that the enemy aJ:.o use9 R.D.F. control for anti-aircraft guns. Until 
recently no such evidence had been a\failable respecting RD.F. direction of 
searchl.ights. However, operational pilots were unanimous in their reports 
<>f Ger.man sea.rchJight accuracy and since our own accuracy bad been achieved 
through R.D.F., and as the direction of searchlights preseoted the simplest 
of all R.D.F. pl"oblems, it was reasonable to suppose that the enemy had not 
overlooked such an obvio\ls application. Recent radio investigation Rights 
undertaken by No. 109 Squadron had confirmed this conclusion. 

rt had been suggested that the enemy migh~ have achieved efficient search
light'. control through refinements in sound location technique. This particular 
development had received constant study by our own experts without pro
nounced success. It was reasonable to suppose that ottr own technicians were 
not less sk11fu1 and resourceful than those of the enemy. There was1 therefore, 
no reason to seek an abnormal ex.pla.Jtalion of the enemy's searchlight success 
when a -normal one (the effective application of R.D.F. to searchlights) was not 
only possible but probable. I t was concluded that the enemy's anti-aircraft 
gun and searchJjght efficiency was traceable in part to the application of R.D.F. 
rtlethods of control and consequently any action calculated to confuse that 
R.D.F. would result in reducing our bomber casualties due to flak and fighter 
action. 

British night fighting success had been due in consideral:>Jc degree to the 
employment of A.I. fighters operating under G.C.I. control. [t was known 
that the enemy were developing a technique of interception based oo ground 
control employing apparatus akin to the Royal Air Force G.C.l. equipment. 
There was no evidence that he was using airborne R.D.F .. but this might be a 
future development. It was concluded that any ~ction calculated to reduce the 
efficiency of bts ground R.D.F. system would further the bomber offensive .. 

From a summary of experiments conducted with lea.Bets and dipoles it was 
concluded that it was, tcchnica.Ily, comparatively easy to interfere with gTound 
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R.D;F. equipments operating on 50-cm. wavelengths or less, by dropping 
fuetallised leaflets of appropriate size. This would include the enemy's equip
,toents equivalent to the British G.C.1 ., S.L.C. and G.L. The weight of material 
tequired by one aircraft to produce 20 minutes interference varied between 15 
pounds aod 60 pou nds, depending upon the frequency of the R.D.F. equipment. 
(The smaller weight was needed for the shorter wavelengths.) leaflets could 
not deal adequately with wavelengths much over 50 cm. Metallised cardboatd 
dipoles, however, produced promising results. A weight of 140-200 pounds of 
dipoles per aircraft might be necessary to deaJ for some 20 minutes with R.D.F. 
equipments working in the 150-cm. waveba.nd. 

A single bomber whlch laid a trail of strips or dipoles would help rather than 
.hinder apparatus of the G.C.I., S.L.C. or G.L. type lying on the approaches to a 
target. A number of aircraft maintaining a mass of strips over a limited part 
6f a heavily defended area, or over a target area, however, would confuse G.C.I. , 
G.L. and S.L.C. apparatus in the vicinity, and so would decrease gunnery 
accuracy and searchlight illumination. 

A few experiments had also been made to te5t th,e effect of the strips on A.I. 
These suggested that it would be negligible, even if they produced pronounced 
reaction in the A.I. equipment. It seemed probable that a trail of strips would 
fend to assist rather than cause jamming, since the path of the aircraft would be 
marked by a series of reflectors which might well give a good response even when 
tbe target was beyond effective A.I. illwnination. Simple direction from the 
ground control station would Inform the fighter pilot of the direction whlch he 
should follow. That the echoes were spurious would be apparent from the rate 
of travel of the response in the v iewer. It was concluded that strips and dipoles 
would only be of use over limited parts of heavily defended areas and over 
target areas and consequently against G.L., G.C.I. and S.L,C. equipments. 
covering .such areas. 

The employment of G.L. and S.L.C. type apparatus working on 150 cm, or 
longer wavelengths, enabled the target to be seen " through " the strip screen. 
Suitable methods of correlating this apparatus with that working on higher 
frequencies was possible, the more accurate apparatus being used to make 
measurements on t.he real target selected from the spurious by the lower 
frequency apparatus. It was p.robable that many other ways of countering 
strips could be devised, but the previous example illustrated a typical method 
which could be employed. 

In deciding whether the use of these strips should or should not be initiated 
against the enemy, the major tactical factor to be borne in mind was that they 
were only likely to be oi vaJue over limited areas. At that time the enemy's 
flak concentrations at the vital areas were heavier than our own and were 
directed by G.L. apparatus of shorter wavelength. German flak was, therefore, 
rnor:e dense, accurate and dangerous than ours but because of th.e short wave
length of its controlJing G.L. apparatus it was more susceptible to strip inter
ference. In the circumstances, the strips were of greater value to us than to 
the enemy. The British army G.L. Ht apparatus with its short wavelength 
(when introduced) would give at least as high a degree of accuracy as the 
Gennan apparatus, and would be at 1east equaJly susceptible to strip inter~ 
ierence. By retaining earlier tonns of G.L. equipment in action, however. we 
could counter enemy strips by tactics on the lines suggested above. The 

1,03 



enemy, on the other band, were unlikely to construct large quantities of G.L. 
equipment of longer wavelength to counter our strtps. 

The previous considerations related only to lhe tactical field . The crucial 
a rguments. however, lay in th,e strategic sphere. Gennany's air force had been 
greatly weakened in the preceding twelve months and her production did no 
more than keep pace with wastage. Her anny was fuUy stretched on the 
Russian Front, where a major land/air cCJ..mpaign had to be fought out after a. 
hard winter of desperate defensjve fighting. Jn the west Germany was ()n the 
defensive. The striking power of the metropolitan bomber force (possibly 
augmented by that of our American allies) presented the main weapon with 
which to assist the Russians in the immediate future during what might prove 
to be the crucial campaign in the Eastern European theatre. Consequently the 
Western allies had to maintain and, if possible, increase offensive action against 
Germany in the coming months. The effort that could be exerted with given 
resources depended inversely upon the casualty rate. A device whicl1 lowered 
casualties made possible a greater effort. The strips offered such a device and, 
consequently, would be of substantial assistance to the general effort in the 
Clitical months ahead. Furthermore, the comparative freedom from inter
ference which the strips afforded would enable the Allied air attacks to be 
pressed home and delivered with greater accuracy. 

Conclusions of the Radio Policy Sub-Committu 

In v)ew of the foregoing representations by the Air Staff the Radio Policy 
Sub-committee were able to submit their conclusions to the Chiefs of Staff on 
22 April 1942.1 These conclusions were summarised as follows:-

(a) Metallised strips provided a device which favoured the air offensive 
at the expense of the defensive. 

(b) Doring the next six months metallised strips would be more effective 
against the enemy's defences than against our own. 

(c) When G.L. Mark III equipments came into general use for the control 
of British anti-aircraft guns, metallised strips would be at least as 
effective against these devices as would be Royal Ajr Force strips 
against the enemy R.D.F. equipment. 

(d) The retention of G.L. Mark II equipments in our own defences would 
provide a means of counteracting the effect oJ enemy strips. It was 
unlikely that the Germans would be able to use a similar technical 
counter-measure. 

(e) Metallised strips were unlikely to have any serious effect on naval 
operations. 

(/) Should i t be the strategic policy of the Chiefs of Staff to develop and 
sustain the bomber offensive against Germany in the coming months, 
ll\e employment of metallised strips by the bomber force was 
recommended. 

(g) To be effective, metallised leaflets should he used in quantity and con
centrated in vital points and areas, and tbe tactics developed by the 
Air Staff sho~ld be designed to achieve this aim. 

1 A.M. File R .C.M. 120, Eccl. 53e, IS April 1942. R.P. Sub·Committee Meeting, 
22 April 1942. 
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1
Jssue of Instructions by Air Ministry to Bomber Command 

As a result of these submissions the Air Officer Commanding-in~Chie(, Bomber 
Command was informed by Air Ministry on 28 April 1942, that metaUised strips 
would shortly be issued to hjs Command for use at his discre tion. and that the 
eode word for this operation was Windo w.1 The Air Officer Commanding-in. 
Chief was requested to render a report upon the operation four weeks after the 
issue of the strips, containing his vi ews on their success and value, and to 
forward recommendations on their future use and scale of provisioning. 

The inslructions forwarded to the Air Officer Commanding.in-Chief included 
particulars of the leaflets, and the various methods o{ use li.kely to prove most 
effective. These were as follows2 : -

(a) When dropped in bundles of about 300 an echo would be vroduced 
comparable to that from an average aircraft on the screen of an R. D.F. 
installat10n working on 53 ems., the wavelength used by the enemy 
for his gun and searchJight control and for some form of G.C. I. If 
it were desired to simulate a large aircraft each bundle should contain 
more than 300 strips; when used with Wellington aud Stirltng air
craft for exnwple, a suitable number would be about 500 strips per 
bundle. 

(b) The rate of fall of the strips was about 300 to 400 feet per minute and 
the duration of the,. echoes " was 10 to 20 minutes from l0.000 feet. 
The duration was, however, dependent upon the dispersion of the 
strips and might be greater from a higher altitude where wind 
strengths might be less strong. 

{c) For use as a counter-measure it was nec{'.ssary t-0 produce a considerable 
number of these spurious "echoes" spaced well apart so that the 
enemy observers might have difficulty jn deciding which were spurious 
and which were true. It was therefore important that the bundles 
shollld be dropped one by one at suitable intervals over an area in 
wh1ch protection was desired, due a1Jowance beir,·g made for wind. 

(d) Each bundle was backed with a sheet of cardboard or made up between 
fwo sheets of cardboard with a rubber band arranged around the 
bundle at about one inch from the end . When a bundle was jetti
soned through the flare chute the rubber band was thrown Off 
because of its asymmetrical rurangement, the strips separating under 
the action of U1e wind. 

(c) It was estimated that considerable protection would he afforded H a 
density of about 10 bundles of strips (i.e., 10 ·•echoes") per square 
mile could be built up and maintained, the intention being that the 
strips should be used for the e3rly operations over heavily defended 
areas only. 

(J) The weight of a oondle of 500 str ips of the kind mentioned above was 
about 21 Jb. The 11 sandwich " form of bundle weighed about 
4} lb. Ha suitable quantity for an aircraft to carry were 15 bundles 
of 500 strips each, the weights of such quantit ies of these two types 
would be about 40 and 70 Jb. respectively. 

I A.M. File R.C.M. no, Encl. GSA, and A.M. letter c.s. 14198/D.C, A..S., 28 AprJI 1942 
1 AM. File C.S. 14198, 28 Apr!l 1942. 
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Bomber Command was a1sn informed that it was expected that the leading 
aircraft dropping strips duriRg an attack would itself derive no benefit of 
protection, and mignt be at a disadvantage on account of the trail of "echoes" 
which would be observed astern of it. The enemy would only have to pick 
out the leading" echo'' in order to distinguish the aircraft. E.'(periments were 
therefore being undertaken in an attempt to provide means for shooting the 
strips forwards, so that false echoes could be produced ahead as well as astern 
of the aircr~ft. Pending the outcome of this proposal the hazard for the leading 
aircraft was unavoidable but for the remaining aircraft the greatest protection 
was likely to be had by flying through areas already filled with strips at a height 
not differing greatly from that of the aiTcraft. It was suggested to the 
Command that some account of this might be taken by arranging for later air
craft to fly at suitable distances to leeward and lower than earlier aircraft. The 
experiments mentioned above did not, however, proceed beyond discussions 
between the air and technical staffs.'- The most hopeful way of projecting 
reflecting material ahead of an aircraft was by means of rockets but 
this involved the fitting of external gear to the aircraft which would affect 
performance, and as no alternative methods could be suggested, the proposal 
was abandoned. 

Meanwhile, acting ou the Chief of Air Staffs decision at the beginning of 
April that the Air Officer Commanding-in-Chief, Bomber Command, was at 
liberty to use Window, the Director oi Signals had ordered a supply of lea.fiets 
through the Ministry of Tnforma.tion.2 It will be recalled that this department 
\'vas responsible for printing on the leaflets appropriate propaganda3 whereby it 
was hoped to provide a measure of security against the early discovery by the 
enemy of their primary purpose. Although the printing of propaganda on metal 
bad been carried out it was doubtful whether this was now possible with the 
p resent techn ique and the quantities of leaflets requited. The operational 
directors in the Air Ministry did' not lay great weight on concealing the purpose 
of the leaflets but it was agreed at this stage to try and print at least 
a slogan on the metal.4 This could not be guaranteed, and when eventually 
strips of very narrow width ·were manufactured, printing of propaganda was 
abandoned. ' 

SuppHes were maintained, but not without some difficulty. In April it was 
clear that the quantity of tin required would not be easy to obtain, and already 
there was only one week's supply of tin in hand. A1uminium was likely to be a 
satisfactory substitute, but experiments were necessary to confirm this. In 
any case, it was considered advisable that as aluminium was controlled, arrange
ments should be made for suppli,es to be released to the manufact urer's firm 
of Vanesta, Ltd. By mid-May tests with aluminium strips had been completed 
and were successful. By the first week in May the first large consignment of 
operational Window material had been delivered to Bomber Groups. This 
effort was praiseworthy in view of the difficult circu.m~tances in which the strips 
had been produced. It was therefore most disappointing when oo 5 May 1942 
Air ¥ inistry ruled that the use of the metallised strips must be withheld until 
further notice. s 

1 A.M. File R.C.M. t20, Eccl. 96s, 23 May 1942. ~ Jbid., Encl. 39A, 8 April 1942. 
~ 11Jid .. Encl. 68tt., 28 April 1942. ' Ibid., Eacl. 57s. 23 April 1942. 
•Ibid., Encl. 64A1 27 April 1942, aad A, M. File C.S. 14198, Ebel, 4B, 5 May 1942. 
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Postponement of the U~ of Window 
It will be remembered th.at through out the many discussions aris ing from 

proposals to apply varjous cot1oter-measures the scientists had laid great stress 
on the repercussions which might arise as a result of their use. This point had 
been emphasised parlicula.rly with respect to Window, but a ny fears which 
existed had been allayed by the recommendation o( the Radio P olicy Sub
Committee, resulting from their conclustons summarised above. These fears 
were, however, revived when Lord Cherwell advised the Chief of the Air Staf( 
that in his view the experiments so far carried out to determine the effect of 
Window on British R.0.F. <ievkes, particularly A.I. . were insufficiently 
comprehensive. He was concerned that the serious results which might ensue 
il the enemy were to retaliate by using suitable Window against British 
R.D.F. bad not been sufficiently appreciated. Consequen t ly, after a discussion 
with the Secretary of Slate for Air, Lord Cherwell, the Director of R.0.F. and 
the • Air Officer Commanding-in-Chief. Bomber Command, the Cbief of the 
Air Sta.£I ruled that the use of Window must be postponed until further 
expCiiments were completed.1 These trials were to be conducted with the 
greatest despatch.. 

Trials to Detemuue the Effect of Wiodo\V ou British A.I. 
A programme of experiments was prepared by Air Ministry, and the Air Officer 

Commanding-in-Chief, Fighter Command was made responsible for their 
conduct.2 The tests required a pursuit by fighter aircraft fitted with A.I., 
Mark IV, and with 10-cm. A. I. th.tough a Window-infected area to determine 
in what manner the A.I. was affected ; also an A. I. pursuit of a bomber laying a 
protective Window trail while :flying a steady course and while taking evasive 
action, the object being to determine whether the A .I. operator could follow 
the bomber during such manceuvres and to nole the effec t of the Window on 
his interception techniq ue. An important point made in order to preserve 
security was that the trials should take place over the sea. 

The results of these trials showed that the interference caused to A.I., 
Mark VU, was vezy serious and that A.I., Ma..rk IV, was also affected although 
not so se.ciou.sly.3 The Air Officer Commanding-in-Chief, Fighter Command, 
while appreciati.ng that the Window would effectively reduce the efficiency 
or the enemy's R.D.F. controJled guos and sea~chlights, and also his A.,.I. if in 
use operationally, was certain that the eneroy would retaliate in .kind as soon as he 
was in a position to do so.4 This would mean that I'\oyal Air Force night air 
defence RD.F. devices would be affected adversely. He therefore recommended 
that the dropping of Window by Bomber Command should be lJrohibHed. 

Air Staff Vie.ws on Window Trials 
These submissions wen: then considered itl detail by lhe Air Ministry Opera

tions Directors and their views were sunuT1arised by A.C.A.S. (Ops.).5 Briefly, 
these were as follows :-

(a) The effects on A.I., Mark lV , and G.L., Mark H. were not such as to 
cause any material reduction in the efficiency of these equipments on 
which we relied at that time and would continue to do so for the 
next six months. 

l A.M. File C.S. 14198, £1\cl. 4A, 5 May 1~42. • Ibid., .Encl. St., 7 May 1942. 
~ Ibid., Encl. IOA, •Fighter Command File F C. S.28647, 16 May L942. 
'A.M. File C.S. 14198, A.C.A.S (Ops.), Minute 11 to V.C,A.$., 19 May 1942. 

107 



(b) The effects of the strips on our very high frequency equipments such as 
A.I .. Mark VH, and C,H.L.s equipped with P.P.L were pronounced. 
So far as A.I. was concerned, however, it was probable that there 
would be greater areas oi air over this country free from strip than 
areas likely to be infected. Thus the Mark VU A.I. night fighters 
could hunt in the free areas, but for infected areas produced on 
approaches to the target, Mark IV A.I. could be used. 

(c) The quantity of strips that could be carried in bomber aircraft was 
limited by weight, approximately 3 lb. per false echo ; consequently 
.in practice an aircraft could not drop strips continuously but must 
have means for discovering that it was being followed . 

(d) Thi;se test results gave the first reaction of A.I. operators to strip counter
measures which naturally proved very disconcerting at nrst. With 
practice it might be possible to avoid the distraction of false ecl10es 
approaching very :rapidly and concentrate on the aircraft echo which 
was nearly stationary. 

It was felt that the view of the Air Officer Commanding-in-Chief, Figh.ter 
Command must be accepted with regard to the extent to which the use of strips 
by the enemy would interfere with the efficiency of tile air defence of this 
country, and the general conclusion was that the strips would undoubtedly 
reduce it. There were, however, .methods of countering the strips which were 
not at that time at the disposal of the Gennans. During the following six 
months strips would affect the Germans more than they would affect the Allies. 
After that period both sides would have their defences reduced in efficiency. 
but 'the enemy was likely to suffer more. It now 'remai.ned to decide to what 
extent the standard oJ night defences shou[d be sacrifi.ced for the very con
siderable gains to the offensive. The degree of these gains could be estimated 
from the effect which the Air Officer Commanding-in-Chief, Fighter Command 
believed would be felt by our own defences. 

Other factors to be taken into consideration in arriving at a decision were 
as follows :-

(a) Unless the Germans achieved some considerable success in the near 
future on the Russian Front there was not likely to be any heavy 
scale of attack on this country, at any rate until the next winter 
(1942/13). 

(b) Gee had been used for the past two months, and 109 equipped a.irc{af t 
had been lost. We could expect enemy counter-measures to become 
effective in three to four months' time. During the next three months 
therefore we should exploit every means to sustain and press our 
offensive to the utmost. · 

(c) By the end of the summer of 1942 the German Air Force was likely to 
be very much reduced in strength as a result of major operations in 
Russia . By this' time preparations for a large scale Anglo-American . 
offensive should be well advanced. We should therefore be in a much 
stronger position than the enemy and should profit more than .he by 
the continued use of strips. 

The general conclusion of A.C.A.S. (Ops.) was that Bomber Conunand should 
be permitted to use the strips to further the needs of the offensive as early as 
possible. 
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These conclusjons were not agreed by Lord Cherwell, who upheld the views 
, cf the Air Officer Commanding-in~Ch.ief, Fighter Command.t He again asserted 

that once the enemy started thinking on similar lines, he would not stop short 
of strips, but would certainly proceed to improved methods which no amount 
of practice by Royal Air Force A.I. operators would be able to overcome. 
Sir Robert Watson-Watt (S.A.T.) also advised against the use of Window.2 

Its use had been recommended on the score that it would make a very early and 
substantial reduction in the Bomber Command casualty rate. and that its early 
use was not likely to prejudice the future to a disproportionate degree by 
stimulating the enemy to defeat Window arid to use Window effectively 
in retaliation. He suggested that the first implicatjon assumed that such 
R.D.F. ajds as might be seriousl:y der~ed by Window were contributing sub
stantiaUy to the casualty rate. He submit ted figures of Bomber Command 
Josses due to various hazards which were admittedJy approximate, but if they 
w~re accepted, he suggested that the very speculative reductjon of write-offs 
from operational sorties (0 •1 per cenl of sorties or 2} per cent. of write-offs) was 
a poor justification for premature release to the enemy of a device which was 
more effective against all the newest British R.D.F. th<tn against his, and to 
which there was no effective reply in sight. 

Sir Robert Watson-Watt concluded by recommending that all preparations 
for Window operations should be completed ; that operational practice at 
home to develop tactical schemes of use were of the essence of this preparation, 
~d that use agaitist the enemy sbould be withheld until the casualty rate showed 
~ significant rise, or until we had an exceptionaUy difficult major operati.on 
specifically suited to Window, or until a counter-measure was a.vai.lab)e for 
Window used against 10-cm. A.I. (whichever was lhe earliest of these three). 

In view of these submissions, botl1 from the Air Staff and the scientists, the 
Ghief of the Air Staff decided to withhold any action on this matter until it was 
clear what course the operations on the Hussian Front would take-the problem 
tp be reviewed some time during J une.3 This was done, and a further case for 
Window established by appreciating Bomber Command losses from a summary 

,of the attacks made on Essen for the past three months.4 

The Air Staff C11se for Window- June 1942 
Although at first bomber force casualties were sligbt, later they greatly 

increased until the night of 30-31 May, when the '' thousand aircraft'' plan 
supplied the opportunity of attempting to saturate the German defences. The 
perceritage losses inunediately fell to the earfier low figures. After that, despite 
the fact that the attacks had been made in the dark period, the casualties once 
a.gain increased uiitiJ on 18/19 June they were as high as nearly 16 per cent. of 
the effort, and all crews reported an immense strengtheni qg of the enemy gun 
and searchlig,ht defences. The casualty figures were regarded as significant. 
They showed the need and value of concentration lo saturate the defences and 
they indicated that we could no longer hope for a lower rate of casualties in the 
dark periods. The latter suggested not only a quantjtative but a quali tative 
improvement in the gun and light defences which conld only be due to an 
increasing use of R.D.F. control methods. 

'A 11•£. File C.S. 14.198, £net. 15s, 21 l\fay 1942 
'Ibid., Encl. 15c. Minute to V.C.A.S., 23 Mar 1942. 
, l bHl., Minute 17, 30 May 1942. • fb1d., J\ilioule 20, I I June 1942. 
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By the recent attack? on Lubeck, Roslock and Cologne, ::Bombet Command 
nad shown what a decisive contribution it could make to offensive strategy 
given either the numbers to saturate the defences or the ability to concentrate 
against less well~defended areas. It was felt that there was an outstanding· 
heed in strategy to continue to press the air offensive while Ge~many was so 
heavily committed to her campaigns on the Eastern Front and in the Mediter
ranean. On the other hand, the figures showed how much the enemy had been 
able to strengthen the defences of his vital areas. Unless it was accepted that 
these defences were now too strong, and that Bomber Command attacks should 
be restricted to the less well defended and therefore the less vital areas, there 
were only three courses of action :-

(a) To confine the attacks to those infrequent intervals when it was possible 
to gather enough strength for a decisive concentration on the principle 
of the" thousand •· plan. 

(6' To accept the heavy losses in sustaining attacks with the smallest forces 
normally available. 

(c) To introduce Window. saturate the enemy defences by this means and 
so enable the smaller numbers to press home their attacks without 
disproportionate .loss. 

lt was the view of the Air; Ministry Operations Staff that there was now a 
strong case for choosing the last of these three cour$eS and not to delay longer in 
reaching a decision to introdu~e Window. 

Meanwhile discussions had been proceeding between Lord Cherwell and the 
Director· of Signals. Lord Cherwell signified that he would agree whole~ 
heartedly to the use of Window if a self-destroying strip could be produced. 1 

He suggested the collaboration of other scientists, but it was generally accepted 
that the practical difficulties of producing such a strip would be considerable. 
Obviously, as soon as a crashed bomber containing undisturbed bundles of 
Wjndow had fallen into enemy hands, the propqsed self-destruction secret 
would be out. He was entirely in favour of carrying out trials and practice to 
ascertain whether with experience and skill night fighter aircraft fitted with 
10-cm. A.I. could defeat Window. He felt that whether or not the Royal 
Air Force used it, the enemy might, and that it was important for Fighter 
Command to be pJ:epared. 1I it could be shown th.at. A.I. aircraft would not 
seriously be affected after some practice in the presence o( Wili.dow, then his 
objections would be withdrawn. These representations were considered by the 
Chief of the Air Staff, who decided that Window should be used ~ soon as 
either our own A.T. could defe.at it or when a large-scale bombing offensive 
against this country was no longer practicable for the Germans in the light of 
their war with Russia.II • 

As a result of this decision the' Air Officer Commanding-in-Chief, Fighter 
Command, was instructed to carry out further trials as rapidly as possible in 
order to decidea :-

(a) The extent to wbich the employment of strips by the enemy would 
interfere with the Britisl1 A.1 . night fighting technique using both 
Ii metre and centimetre equipments. 

(b) Any adjustments to existing technique which might be necessary i.n 
order to counter the use Qf strips by the enemy. 

~~~~~~~~~~~~-

j A.M. File R.G.M. 120, Encl. 110A, 18 June 1942. 
2 A.M . .File C.S. J419S, Encl. 231\, 20 June 1942. 
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He was also requested that in the course of these trials G.C.1. control of the 
A.1 . aircraft should be included as part of the test. Arrangements were there
upon made by F\ghter Command for tria..ls to be conducted with A.I. airci:aft 
equipped with A.I.. Marks IV, Vand Vlf under both G.C.I. and C.H.L. control. l. 
Jn addition to the normal stdps used in p revious trials, the Command was 
~upplied with leaflets having the longest dimension, three times t hat of the 
fonner type, in order to determine whether they would have a greater effect 
on ll metre A.l.2 

Cause of Damage to British Night Bombers 
Early in July 1942 the Chief of the Air Staff enquired what proportion of 

disabled night bombers returning to this country were damaged oy flak, by 
figbter ai rcra ft , and by both flak and fighters, respectively.3 For the period 
January to the end of April the figures were 83 ·28 per cent ., 15 ·8 per cent. and 
1 per cent. respectively. The percentage of aircraft damaged by both flak and 
.fighter aircraft was very low, a nd for purposes of comparing tlle · relative 
efficacy of the two enemy methods of defence, they could, in the opinion of 
the Operational Research Section (0 .R.S.), Bomber Command, be ignored. The 
monthly percentage figures for aircraft damaged by fla1~ or fighters from 
February to May showed a heavy preponderance by flak (85 per cent. approxi
mately) against the 11 per cent. by fighters. The comparative figures for lh~ 
large-scale raids on Cologne and Essen were :-

Cologne-29/30 May 
Essen-1/2 Jw1e 

Fighter Aircr:tft 

12 · 7 per cent. 
14 ·2 per cent. 

Flak 

87 ·3 per cent. 
85 ·8 p er cent. 

O.R.S., Bomber Command, suggested that on these large-scale raids there 
appeared to be a tendency for flak damage to be lower. A consideration of t h ese 
figures resulted in the Chief of the Air Staff stating that they supplied a strong 
case for the use of Window . 

.Results of Trials of Window on Britisb A.I. Night Fighting Techniq11e 
On 15 July the Air Officer Commanding-in-Chief, Fighter Command, reported 

on the latest trials with Window.4 H e confirmed that in this second series of 
tests the smaller strips caused serious interference to A.I. Mark VU making 
interception impossible in aU but the s.in1plest cases. and lhat A. I. Mark IV, 
G,.C.I. and C.H.L were still affected to a limited degree. With the larger 
strips which had been supplied for the tests, the effect was that A,1. Mark Vil, 
A.l. Mark TV, G .C.l. and C.H.L. were aJl rendered unusable and tha:t it was 
reasonable to assume that S .L.C. would be similarly affected . As regards 
evolving a technique to overcome the effect of the strips, the most experienced 
Observers (Radio) had been employed for the tests, and they had expressed the 
opinion that no amount of practice was likely to lead to any successful results 
in that direction, as the responses from the s trips were fa r too strong and 
obliterated the responses from aircraft. 

t Fighter Command lelter F.C. S.28647/Sigs., 29 j une 1942. 
i F igl1ter Command letter F.C. S.'2S647/R. D.F.2, l J uly 1942 aud A.M. File C,S. 14 198, 

Encl. 33A, 8 July l 942. · 
s Ibid.., A.M, File C.S. 14198, Encl. 34s, 2 July 1942. 
4 Fighter Command letter F.C. S.28647, 15 J uly 1942. 
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The Air Officer Commanding-in-Chief, Fighter Command, considered that 
the results of these trials had proved that the possible use by the enemy of 
metallised strips was a most serious menace to our night defence system and that 
there were as yet no means of reducing or overcoming their effect. The 
corollary to this was that the vast amount of work which had been put into the 
production of the various scientific devices which had enabled night inter
ception to be brought to a reasonable degree of efficiency during the past two or 
three years would be completely wasted ; and, as no alternative devices existed, 
the position would become extremely serious were the enemy to discover the 
effect of the strips. He therefore requested that any proposal to use metallised 
strips against the enemy R.D.F. system should be abandoned. 

In a letter to the Air Officer Commanding-in-Chief, Fighter Command, the 
Chief of the Air Staff explained that the results of these trials created a very 
serious dilernrna.1 On the one hand, it might be assumed that the idea of 
Window had not occurred to the enemy. On the other hand it was possible 
that he had already the idea. but was afraid to use it because at that time we had 
a stronger bomber force on the Western Front than he had. Under the first 
hypothesis we should be taking serious risks by attempting to train the Fighter 
Command in tactical methods designed to overcome Window because the news 
of this training might leak to Germany and give them the idea. Under the 
second hypothesis, training on the largest scale could do no harm and might 
lead to a way of at least partially defeating the use of Window by enemy bombers 
when the enemy's chosen moment to use it came. 

The case for giving more weight to the second hypothesis was strengthened by 
the possibility that the enemy might suddenly get the idea without any help 
from us, and if he were to do so, we should have handicapped ourselves to no 
purpose and might be suddenly confronted with a form of defence, to defeat 
which we had made no preparations at all. The question was so difficult and the 
problem so serious that the Chief of the Air Staff suggested he would probably 
have to submit the case to the Chiefs of Staff and the Prime Minister. He 
assured the Air Officer Commanding-in-Chief that Window would not be used 
for the present, not only because of the views expressed so far, but also because 
it was thought that other methods were likely to give quite a lot of protection 
against the German defence, which as far as was known, did not include A.I. 

Window Conference, July 1942 
In view of the complexity of the Window problem and in order to determine 

what course of action should be followed, the Chief of the Air Staff called a 
meeting on the 21 J uly2 at which were present the Chief of the Air Staff, Air 
Officer Commanding-in-Chief, Fighter Command, members of the Air Staff, the 
Director of R.D.F., Lord Cherwell and other scientific advisers. At this meeting 
the question was raised as to how far the enemy might or might not be familiar 
with this weapon. A.DJ. (Science) explained that the idea of Window was a 
simple one and that it was unlikely that German scientists were not well aware 
of it. It might however be that it had not yet been adopted by the German 
High Command and pushed forward to a stage of readiness for operational use. 
On the whole, on the scanty evidence available he was inclined to think that this 
was th~ most probable answer. It was, however, possible that the development 

1 A.M. File C.S. 14198, Encl. 38A, 16 July 1942. z Ibid., Encl. 44A, 21 July 1942. 
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had been completed and that the device was being held back for operational 
reasons so long as the German Air Force were not engaged on large-scale night 
raiding operations against this country. The ·Scientific Adviser on Telecom
munications (S.A.T.) was also inclined to the view that the device was known 
to the enemy and was being held back for these same reasons. 

It was imperative that a_ny knowledge of Window development should be 
prevented from reaching the enemy. Already throughout the many discttssiens 
and trials, emphasis had been laid on the need to p reserve the greatest security 
and avoid any leakage of information. It was the opinion o[ A.D.I. (Science) 
that reports of the equipment were most likely to reach the enemy through 
prisoners of war and possibly through general Royal Air Force gossip. This 
was particularly likely in view of the fact that. the equipment had been prac
'ticaUy ready for use in Bomber Command. Lord Cherwell suggested it was no t 
likely to be possible to suppress such n1mours completely and that the most 
effectivemethod might be to put it about, with some emphasis on secrecy, that 
equipment of this kind had been tried but had been found totaUy ineffective. 
This view was generally agreed and A.C.A.S.(I) was instrncted to initiate the 
necessary action , 

The effects of Window on air defence RD.F. systems were cliscussed at this 
meeting. Its effect on S.L.C. was not yet known since trials which had been 
commenced eady in 1942 to determine its effects against S.L.C., G.L. Marks II 
and JII had not yet been completed , There was a possibility that the effect 
on S.L,C. m5ght not be severe due to the different metJ1.od of presentation and 
the fact that S.L.C. would be operating from the ground and not directly in the 
path of t!ie enemy aircraJt. 

With regard to developing A.I. equipment to overcome the effects of Window 
it was explained by S.A.T. that he saw no means of bringing about any sub
stantial improvement in Mark VIII or earlier ma.r1's of ed. Mark IX, which 
was not likely to .come illto service before mid-1943, had possibilities, as the 
automatic following device would make it simpler to distinguish the objectives 
from the spurious echoes. This, however, would not be a complete answer and 
it was lhe view of the Air Officer Commanding-in-Chief, Fighter Command tJ1at 
at the worst this might force us to return to the use of sound locators. He had 
arranged that one sound locator should be retained at each gun site although 
he was not confident of the resuJts whicb could be expected in view of past 
e.'<perience. Lord Cherwell, however, suggested tliat there was still consider
able scope for scientific development of sound location apparatus which had 
been set aside when all the emphasis had been laid on the development of R.D.F. 
Si_nce, however, there seemed to be some hope of a solutLon which would allow 
the continued use of ground R.D.F., the Chief of the Air Staff instructed the 
Director of RD.F. to assume general responsibility (or following up and report
ing on various technical possibilities which included the possible modification of 
A.I. , G.C.L and C.H .L. equipm.ent. If necessary, he was to bring the matter 
before the R.D.F. Board, in order to enlist the co-operation of the other services 
in developing other types of equipment. Enquiries were also lo be made 
whether the use of sound locators could not be exploi tcd more than bad been 
done in the past. 

H was most desirable that further development of Window should riot be 
neglected because of the decision that i t should not be used for the present. 
Lord Cherwell pointed out that existing Window equipment was in a relatively 
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primitive form, With further development it might be a weapon which could 
be used with great effect at a later stage. He added that there was a 'serious 
danger that new developments of this kind might be put into action by subor
dinate formations of one of the services without due regard to the possible 
resuJting implications. The use of Window had for instance been prevented 
with difficl1lty in connection with a recent minor combined operation. The 
meeting agreed that the only remedy was a precise instruction to lower fonna
tions, to be issued widely throughout the services, requiring tbat no such. action 
should be taken without specific authorisation from some defmite body respon
sible to the Chiefs of Staff. This body must be the Radio Policy Committee who 
were to be sent a paper by the Director of R.D.F. for consideration and for
warding to the Chiefs of Staff. 

Snbmission of Window Problem to tbe Chiefs of Staff 
The results of this meeting were summarised in a paper submitted to the 

Chiefs of Stafi.1 This pal,)er described the results of tbe trials which had proved 
conclusively that leaflets of the appropriate size ruined the effectiveness of the 
airborne R.D.F. used by Royal Air :force nigbt fighte r aircraft. They also 
had a considerable effect on the gro~md control apparatus employed in our night 
fighting technique. The Chiefs of Staff were informed that a comprehensive 
series of tests against all types of British R.D.F. equipment had not yet been 
completed, but sufficient evidence was available to show that it wo1lld be in
advisable to employ these strips until a means had been devised of countering 
them, or until the enemy employed them. The Chief of the Air Staff had there
fore issued instructions that these strips were not to be dropped over Germany. 
There remained, however, the important matters of :-

(a) Completing experiments to determine the effect of strips on our own · 
radio aids to air defence ; 

(b) Devisiog technical counters to the strips. 

Since the technical data was at that time incomplete regarding the effect of 
strips on G.L. Mark II, G.L. Mark Ill and S.LC., the conduct of fu rther experi
ments in this field was to be a matter for the War Office. 

The paper then described the arrangements which had been made :-

(a) Instructions had been issued to the Air Officer Commanding-in-Chief. 
Fighter Command, to press on the development of tactics designed to 
overcome the effects of interference by these sh;ps without radio aids 
to night interception. 

(b) The possibility was being examined of modifying A.I., G.C.I. and C.H.L. 
equipment to counter the strips, and if necessary, this matter was to 
be brought before the R.D.F. Board iu order to enlist the co
operation of the other services in developing further types of 
equipment. 

(c) Instructions had been issued to the Director of R.D.F. at the Afr 
Ministry to approach the appropriate authorities with a view to 
further development of the sound locator systems in order to provide 
a backing in the event of R.D.F. ground detection devices being 
defeated by the strips. 

1 A.M. FileC.S. 14198, E ncl. 47A, 30 July 1942 
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Fina1ly, the Chief of the Afr Staff invited his colleagues to note the action 
mitiated, to develop counter-measures to strips in case the enemy should employ 
them, and to endorse the proposal tha.t experiments with s lrips to develop 
counter-measures should continue on an Inter-Service basis, and that the 
highest degree of security should be observed in all st1cl1 experiments and 
developments. The propo~als were approved by the Chiefs of Staff on 31 July.1 

Nction was thereupon initiated. 

Further Trials of Window against British R.D.F. 
Fighter Command, meanwhlle, had prepared a programme for the trials they 

were to conduct.2 This programme was accepted by Ait' Ministry who suggested 
tbatin order that the effects of Window should be fully determined, the actual 

·pumber of air<.: raft engaged in the dropping of Window during an ~ttack should 
be considered. The. officer in charge of the tri'als had visualised that one aiccraft 
(or perhaps rnore) would be detailed specincally for laying Window. It was 
expedient, however, to conside,i' the possibility that all aircraft in a bombing 
raid might c<irry a given load of \Vindow.3 It had to be determined which of 
these two methods (or possibly a combination of both} would be Ute most 
difficult to overcome, 

The enemy mighl atlempt to cover both the target area and the approach. 
with Window. If tliis were attempted there would very likely be a t ime when 
Window would be detected bef9re developing to such an extent as to upse t our 
i11lerceptioo technig\1e. II\ such cir<;llmsta11ces an obvious tactit would be to 
destroy the Window aircraft as c1u ickly a!-; possible thus preventing the 
development of a. Window cnrtain. This postulated an ability 10 detect at once 
bat Window was being laid . Air Minislry therefore recommended that lhe 

experiments wW1 ground equipment::; should include the problem of the early 
delcction and repor ting oi 1he presence of Window. 

Preparation of P lan for Tactical Use of Window by Bomber Command 
Wbile thes~ trials were in progress Headquai'ters, Bomber Command 

suggested that the results so far obtained indicated that it should be possible to 
ma.ke use of Window as an aid to the bomber offensive, but until tactical trials 
against 53 cm_ wavelength RD.F. equipment had been made it was difficult 
to decide the most effective use of the device.~ While permission had not yet 
been given for the u3e of Window in the ofiensive, it w<ts considered most 
desirable to have complete plans ready for its use so that operations could be 
carried ol1t effectively should the ban be lifted. Bomber Command therefore 
requested that a 53 cm. RD.F equ ipment with the German presentation so 
far as it was known in fh is coun try, together with suitable operating personnel. 
should be made available for the furthe1· tactical trials, In their reply Air 
Ministry advised Bomber Command that they should be represented at the 
trials and to include such experiments as would enable the Command to arrive 
at the best method for the tactical use of Wi.ndow.5 Bomber Conunand was also 
informed that a.rrnngernents wete being made for: the su pply by the Ministry of 
Aircraft P(oduction of a suitable 58 cm. equipment. 8 In this connection i:t h.ad 

1 A.fl{. File C.S . 14198, Mfm1te 50, 3 August J94.2. 
'lbid ., Encl. 48s, 26 July 1942. 
3 ]bid., Encl. 49.~. 1 August 1942, 
•Bomber Command P ile B.C, S.26861/Air, 7 August 1942. 
' A.M. File C.S. 141!>8. Encl. 53A. 8 Au~ust 1942. 
•Ibid., '.Encl. 57 "· 12 A.ugust 1942. 
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been hoped to provide the actual German equipment captured in the Brunev~ 
raid, but unfortunately it was incomplete and it would take several months 
to prod~ce the necessary display attachments. In its place a Type 1I set was 
being suitably modified to operate on the required frequency and would be 
shortly available for the trials. 

At his conference on 21 July 1942 the Chief of Air Staff had directed that a 
progress meeting on the trials should be called on 20 August, but although a 
considerable drive had been in t rain the trials were insufficiently advanced to 
justify such a meeti.ng.1 This meeting was not to take place w1til 4 November , 
1942, when the results of the trials would be discussed. 

Resu1ts of Trials 
Regarding the tactical trials, the Air Officer Commanding-in-Chief, Fighter 

Command, considered that should the enemy use Window intelligently, no 
tactical methods of using our present air and ground R.D.F. equipments 
could be devised to do more. than slightly offset the interference caused.2 It the 
enerny aircraft crossed its own or another trail of W3ndow, the G.C.I. stations 
could not direct the fighter to an interception. If, however, the enemy aircraft 
did not cross a trail , a G.C.1. or C.H.L. station could successfully direct the 
fighter in the early stages of Window dropping, but after Window bad been laid 
for a comparatively short period, interception became impossible. It was 
reasonable to assume that S.L.C. would be affected in a similar manner if tbe 
correct size of Window was used. 

With regard to Window used against A.I., an interception with Marks IV, V, 
or Vil would be possible provided the enemy tactics did not involve crossing its 
own or another trail of Window, though a higher degree of. training would be 
necessary. If a t rail were crossed, interception with A.I. Marks IV and VJJ 
would be rendered ex~remely difficult, .and with Mark V impossible. · 

. At an Air Ministry meeting held on 4 November 1942, when these results 
were discussed it was apparent there was little hope of modifying existing 
type of A.I., . G.C.I., C.H.L., G.L. or S.L.C. eqwpments to render them less 
susceptible to Window interference. The vulnerability of R.D.F. equipment 
to Window depended to a great extent upon the resolving power or discrirnina-
tion of the apparatus, and as there was reason to . suppose that the form of 
presentation used in the latest type of A.I. equipment being developed in the 
United States might effect a slight decrease in this vulnerability, action had been 
taken to obtain one of these sets from America for exami-n.afion.' Apart from 
this, the tactical trials and technical examination of the problem had not 
produced any prnmising suggestions as to possible modifications whereby 
Window interference could be avoided. There was some hope that ground 
equipment could be designed to offer a better compromise between high 
discrimination on the one hand ·and rapidity of plotting and continuity of 
tracking on the other. The Type 11 equipment might offer some solution and 
'fifty of these sets to embody height-finding facilities had been asked for on high 
priority. ' 
· · Regarding the possible greater exploitation of Sound Locators, it was 
~arent tbat the handling of the latest type of equipment required suGh a high 

1 A.M. File C.S. 14198, Minute 58, 20 August 1942. 
1 Fighter Cororuaod File, Fighter Comma.od letter F .C. S.28647, 5 September 1942. 
3 A.M. File C.S. 14198, Encl. 80A, 4 November 19'\2_ 
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degree of skill that the provision of crews was impracticable. Even if such 
crews could be provided its utility for interception purposes would be small. 
Souod Locators therefore did not offer a solution to the problem. 

The result of this meeting was yet another decision to withhold the opera
tional use of Window, but it was agreed that all preparations for its employ
ment at short notice should be made.1 Apart from the tactical plans being 
prepared by Headquarters, Bomber Command, this entailed the manufacture 
of an adequate supply of material for the initial operations, and the design of a 
suitable launching device. Bomber Command was therefore informed that a 
decision had been taken to manufacture a sufficient quantity of the material 
for one month's intensive operations.2 Since this quantity was estimated to 
weigh some 450 tons, and in order that it should be available for operations at 

·short notice, Bomber Command was instructed to make the necessary arrange:.. 
ments for its storage. This was provided amongst airfields of various Bomber 
Groups, the distribution being accompanied by most comprehensive precaution
ary measures designed to preserve secrecy and security. 

Window Launcher 
The need for a suitable method of launching \Vindow from the operational 

aircraft of Bomber Command was now urgent.3 It had been intended to use the 
flare chute but it was the Command's view that this could no longer be depended 
upon. At an early date consideration had been given to the question of designing 
and installing a special launching device, but in view of the modification 
difficulties and the fact that the Small Bomb Container (S.B.C.) could be adapted 
for this purpose the requirement was dropped. But now that Window would 
have to be dropped almost cont inuously, the bomb doors would have to be 
open for longer periods, which operationally was unacceptable. Thus an 
alternative to the S.B.C. became necessary, and as Window might be imple
mented at short notice, the d.esign and production of a suitable launching 
device for fitting in a ll bomber aircraft became an urgent operational 
requirement. 

The design of the launching device was governed by several factors, among 
which were the size of the bundles of Window, the weight of Window to be 
carried in each aircraft, and the types of aircraft.4 For technical reasons it 
was considered preferable that the material should be dropped in smaller 
bundles than those originally proposed. Instead of a 9-lb. bundle a smaller one 
of 2 lb. was decided upon as the most suitable. The specifications for the 
launching apparatus were prepared by Bomber Command and by January 
1943 the possibilities of meeting this requirement were being considered by an 
installations section of the Ministry of Aircraft Production (R.D.Q.).5 It soon 
transpired, however, that no automatic device was likely to be available in 
under eighteen months and that reliance must be placed on hand launching 
methods. It was found that standard chutes could be used for all the 
heavy bomber aircraft, and a special chute had been made and found 
satisfactory for · the Wellington aircraft . 6 Thus the heavy and medium 

1 A.M. ·File C.S. 14198, Minute 87, 4 November 1942. 
·z A.M. File C.S. 14198/DB. (Ops.), Encl. 86A, 4 November 1942. 
3 A.M. F ile C.S. 14198, l.Vlinute 87, 4 November 1942. 
' Ibid .. Minute 88, November 1942. 
•Bomber Command File J3.C. S .26861/i\ir, 20 December 1942, A~lVT. File C.S. 17864. 
& A.M. File C.S. 14198. Minute 116, 7 March 1943. 
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bombers :in Bomber Command could be rendered operationally suitable 
for dropping Win,dow at short notice. 

Possible Effect of Window ·on H.2.S. 
While these preparations were in trai.n, Air Officer Commanding-in-Chief, 

Bomber Command raised the question of the possible effects on the perfor
mance of H.2.S. which might result from the use of Window and requested that , 
action should be taken to determine the nature and extent of such effects.1 

Preliminary enquiries had led to the belief that the effect rnight be serious, not 
only while the strips were in the air but even after they bad reached the grotJnd. 
where it might possibly continue to give misleading echoes. Obviously if this 
proved correct, the successful use of H.2.S. would be seriously prejudiced. 
This prediction was supported by Air Ministry who authorised the early conduct 
of trials to determine the effects of Window on H.2.S.2 The result of these 
trials conducted by Headquarters Fighter Command was that there was no 
dangei: that Window used in the quantities required would interfere with the 
operation of H.2.S.3 

Bomber Command Plan for the Operatioo of Window 
By 18 February 1943, Headquarters Bomber Command had worked out a 

plan for a specific operation in order to appreciate what the use of Window 
involved.4 After a prolonged series of discussions with Headquarters Fighter 
Command, who had carried out trials With WiJ1dow1 and with A.D.I. (Science), 
the Operational Research Section of Bomber Command had prepared a paper 
giving the quantities of strips which would be required for an operation involving 
the use of 300 bornber ai.rcraft against a target such as Cologne.5 The 
quantities needed for operations against other targets with different numbers 
of aircraft and concentration could, by using the same data, be calculated 
without difficulty. Apart from the uncertainty about the enemy equipment, 
upon which the actual quantity of material must depend, the Command 
suggested it was desirable to determine the effect of Window on Monica and 
whether the 2-lb. Window bundles were representati'v~ of a heavy aircraft, or 
~f the size of the bundles could be reduced. The Command recommended that 
trials be undertaken to ascertain these facts. 

The trials suggested by Bomber Command were' at once ordered by Air 
Ministry, and Fighter Command, who had conducted all the previous trials 
associated with .the effects of Window on our R.D.F. devices. was made 
responsible. 6 These trials were also to determine the effectiveness of the present 
size of material (25 by 2 em.) against enemy AJ. on 62 cm.,7 and to test the 
performance of strips of l.engtbs 21 and 25 cm. with varying widths of 1, I! 
and 2 cm. These trials were completed and a report rendered by 15 .March 1943, 
indicating that Monica at close ranges gave a strong response to Winc1ow, but 
providing the density of Window was not too high and range was restricted to 
'3,000 feet, Monica could be used satisfactorily in Window-infected areas. 

1 Bomber Command letter 13,C. S,26861/Air, 31 Dei::ember 194.2. 
2 A.M. File CS. 14l98, Encl. 98A, 6 January 1943. 
3 Fighter Command letter F.C. S.31389/Sigs. J. 20 January 1943. 
•Bomber Comroaod letter B.C. S,26861/0 .R,S., 18 Feb~uary 1943. 
5 A.M. File C.S. 14198, Encl. 103A-l3. 
6 Ibid .. Encl. l 12A, 26 February 1943. 
7 lbid. , EocL l l 3A, 27 February 1943, 
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On seeiflg the plan submit ted by Bomber Command for the tactical operat ion 
of Wi nclow, the Chic[ of the Air Staff ruled that as soon as the Command 
approached readiness to nsc Window, another con ference should be called in 
order to decide wh<"t ller its nse shou ld be recommended to the Chiefs of Sta ff .1 

ks a res11l!. a comprehensive r1'ieniora1·1dum on tli e use or \~iindow for bombing 
operations was produced by the Air Minis try Air and Technical ~ignals Staffs 
fer consideration at a conference held by Lhe Chie f of the Air Staff on 2 April 
!943.2 This paper wa.c; to fo1 m the basis of a no re by tlie Chie.f of the Air Staff 
to the Chiefs of Sta.ft on whir.11 the decision to use \\!indo1,1.i was taken by the 
~abinet. 1t is abo o( grt~at interest because it slunmari:.-;e:; the o perational 
oon~iclr.r:itions both tactical and t~chnical, which were the outcome of the 
i!iany di!-Cll;:;sions between the Air Staff and tlie scientists which had tu.ke n p lace 
Since the 11se or m'dalli;:;ed l eaflet~ had been first proposed in 194 l. .•, 
final Case fo r Window Submitted to the Chiefs of Staff 
t It wlll be recalled that ou 27 April 1942, the Cl1iefs of Stci.ff Cornrnittee had 
~pproved tl1e proposa.J to employ Window as a counter-measure aga1rtst enemy 
~.D.f.'_3 bul s ince :;ubsequent experimen ts showed that the effect of Windo\.'' 
~n our own A.I. was likely to prove serious the Chief of the Air Staff had decided 
that the use of \Vindow should be withheld until-

(a) .British R.D.F. ;iir ddence equipment could defeat it: or 
(b) There was confidence that a large-scale bomb11'g offen!;ive ag·ainst thi:

country wonk! no longer be practicable for tl1c (~ermans in the light 
of their commitments with Russia. 

;In the mean lime all preparations had been made for the employment of \\'inc.low 
at short notice and appropriate plans mttcle by lhe Air Officer Cornmand111g-in
'Chicf, Bomber Command. 

Arter a detailed review of all the factors involved, tile Air Sta'f( had concluded 
that it would be aclvanta.geous to introduce this cou nter-measure to operations 
at an ea rly date. Jn view of the fa.r-reac.hi.ng impl ications of such a. step the 
Chief of the Air S laff asked the Chiefs of Slaff to confirm the ded:;ion which 
they ~ave in April I 94L and to approve the use of Window on operatio!1s as 
froin 15 '.\fay 1 94~1:1 In vi~~w of the Chief of the A fr Staff 's 1eprese11 talions, the 
Chiefs of Slaff ngreed5 that there were ve.ry s trong arguments for introducing 
Window in t l1e near iut11re. The difficulty in doing so immediately was that it 
might <1dver;;ely affect .operution " Husky" (the invasion o( Sicily from ~orLh 
Africa). J f the enemy were lo use Window there would be a conside rab le 
red\Jcl'ion in the effeccivene:::s of the 11ight rlefencc of Allied ports and bases and 
also o( l he shipping a nd beach organisation dUL'lng the opfrat\on itself. The 
Chief::; of Staff. view therefore was that nothing sJiould be allowed to pi·ejud ice 
the success of Opel'aLion Husky, bu t tl1at as soon as this objection was 
rentoved Window should be usP.d . They accordingly decided that all prepara
tion$ sliou ld be made ior iL to be introduced on l July. 

Mean-while, t he Chief oI the Air Staff had asked t he Joint I ntelligence Sub
Committee to provide an estimate of ll1e time that would be likely to elapse. 
between the- introduction of Window by the Royll.I Air l7orce and its use by tlte 

1'.~ .~C Flit! C.S. l 419S, Encl. IO:lA, l\fioute by C.A.S .. 26 Februa.~y 1943. 
~!bid., End , 1'28A, 27 March l!H3 . 
3 C.O.S. (43), 132nd ;'lfoel'ing, M inute 6. 
• Thr a1>p1·r1cialion on \l' h1eh tnis rcqnest was based is at Appendh;. No. I~. 
• .'\_M. !:'iJc C..S, (41 9S. End. lS!A. !l. J11nc 19~3. 
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Germans in the Mediterranean.1 Such an estimate would help to determine the 
actual date on which we should introduce Window. The Joint Intelligence 
Sub-Committee found it extremely difficult to give any accurate forecast of 
the time it would take the enemy to copy our methods, but estimated that it 
would take eight weeks at the very least for him to be in a position to use Window 
on a sufficiently ·wide scale for it to be effective.2 

Use of Window Authorised 
A provisional date for the introduction of Window was given to Bomber 

Command in Air Ministry signal AX 874 dated 22 June 1943, but confirmatory 
orders were withheld until instructions from the Prime Minister had been 
obtained nearer the date.~ This matter was eventually to be raised with the 
Prime Minister on 1 July, but it was not until 15 July that the Chief of the 
Air Staff, in a penciJled note from No. 10 Downing Street was able to indicate 
that _authority had been given for the use of Window with effect from 23 July 
J.943.4 Headquarters, Bomber Command, was informed accordingly on 16 July, 
and Window was used for the first time on the night of 24/25 July in an attack 
on Hamburg.6 

Window in the Attack on Hamburg, 24/25 July 1943 
The first operational use6 of Window was attended with marked success. 

A report by the Air Operational Research Section of Bomber Command was 
prepared by 30 July 1943, based on information which had by then become 
available ; and although there was much analysis still to be done before definite 
information could be gained regarding the effect of Window on enemy defences 
and before any improvements in the tactical use of Window could be confi
dently formulated, there was certainly evidence from the intercepted enemy 
R/T traffic on the night of 24/25 July that the effect of Window on the ground 
control of fighters was most serious. There were strong indications that free
lancing and co-operation with searchlights had to be resorted to because· of the 
confusion caused. Among the many examples of intercepted R/T traffic 
indicating enemy reaction to Window during the first Hamburg raid were the 
following :-

"The enemy are reproducing themselves." 
" It is impossible, too many hostiles." 
}, Wait awhile; there are many more hostiles." 
" I cannot control you." 
"Try without your ground control." 
" I am searching without your control." 

The losses on this night were very much less than would have been expected 
for a raid on this target. Not only was the enemy night-fighter efficiency 
impaired, as indicated by intercepted R/T traffic and percentage of bombers 
attacked, and also by the low attack/interception ratio, but from flak damage 
sustained it was clear that the guns, too, were not very effective. Searchlights 
were also hampered in operation. 

1 A.M. File C.S. 14198, Minute 151, 9 June 1943. 
2 Ibid., Encl. 153A, 11 September 1943. 
3 Ibid., Minutes 161, 162, 24 June 1943. 
•Ibid. , Minute 165, 15 July 1943. 
5 lb-id., Encl. 167A, A.M. Signal AX 829, 16 July 1943. 
A map showing the general plan for dropping Window is given at Diagram 7. 
6 Bomber Command O.R.S. Report S.95, 30 July 1943. 
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No serious difficulties wete experienced in the actual throwing~out of the 
Window. ln the majority of cases the physical effort involved was not found to 
t>e excessive. One of the main troubles was the discomfort caused to the man 
M lhe chute when the aircraft was taking evasion action. There were reports 
bf some Window packets not opening properly, but to what extent it was not 
poS$ible to determine, Methods for improving the opening of the packets were 
.immediately considered. As had been expected, Window apparently had not 
caused any difference to the operation of H .2.S or Gee. There were a few 
reports of indications on Monica caused by Window, but these were easily 
dlstinguiSbable from echoes due to other aircraft. 

Window in Bomber Command A~cks, 24 J'uJy-Jl August 1943 
1 A further report was prepared by the Operational Research Section of 
lieadquarters, Bomber Command, on 19 August 1943, when they were able to 
cover the period 24/25 Ju ly to 10/11 August aiter Window had been in use for 
a· sufficient length of time to enable some preliminary assessment of its value 
to be made and to submit some st1ggestiohs which might improve the efficiency 
of the operation .1 rt was seen that a marked reduction in the effectiveness of 
the enemy defences had been achieved by the use of Window. The recent 
lfarnburg raids showed reductions compared with the non-Window Hamb urg 
taids in respect of missing (2 ·8 per cent. from 6· 1 per cent.), :fighter attacks 
il ·3-per cent. from 2 ·6 per cent) a.ndftak and fighter damage (3 ·9 per cent. from 
8 ·4 per cent, and .O· S per cent. from J ·3 per cent.). fn generaJ, these improve
ments were also apparent for ea.ch separate raid carried out during the period 
reviewed. The casualties on Essen were considerably lower than the average 
of those· sustained on raids on aU Gennan targets, and also on Ruhr raids of 
over 600 sorties. The extent of the reduction In relation to raids on all German 
targets during the period May/June 1943 was about 40 per ceo t.1 and this had 
occurred at the time of year when bomber losses normally rose. 

More evidence of the troubJe caused to the German .fighter control syslem 
dudng the first Esseh raid on the nigbt of 25/26 July is shown by the following 
R/1. ihtercepts :~ 

" Break off contact, hostiles are multiplying." 
, 

/1 Search weU in your area-there must be many hostiles near you. " 
" On higher authority, break. off.'' 
'' Everything has gone wrong." 
·• Are hostiles coming from the north or sou th ? " 
" lt is a sorry mess . . . I will explain everything when you come 

down." 
" l cannot foUow any of the hostiles, for they are very cunning.'' 

Io the raids which followed , less information was given on R/T. but intercepts.a 
uf interest were as follows :-

" We cannot work without searchlights." 
" There are too many hostiles-wait until there are single ones." 
'' l cannot see hostiles. " 
" My Emi l is being interfered with. " 

1 Bombel' Command O. R.S. ReportS.98, 19 August 1943. 
' A.M File R.C.M. 120/lll, Encl 14611 a.nd 452fN/."..l 4. 26 July 1943. 
l A.M. File R.C.llL 120/!V, Encl. 522, 15 August 1943. 
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In addition to the indications obtained from tnes~ R/T intercepts furt her 
effects of Window noted since its introduction were summarisedt as follows :-

(a) The missing rate on German targets ha.d been reduced by more than 
one-third. 

(b) The proportion of sorties returniog to this country and. rep'orting attacks 
hy enemy aircraft had been reduced to about one-haJf. 

(c) Both of these effects had oc-curred at a time when past experience 
indicated that the rates would rise. 

(d} The number of sorties damaged by flak had been reduced to about 
one-half o{ its previous value, and the extent of the flak damage 
received by those aircraft which were hit had also been reduced. 

(~) There was evidence of considerable disorganisation in the enemy night
fighter defence, and that the enemy had been usit1g to a large extent 
a much looser control of his fighters. 

Germao Reaction to Window 
The first effect of Window on the German night-fighter system was obtained 

from the interception of R/T between enemy ground stations and aircraft, and 
has already been described. Meanwhile, less obvious reactions of the German. 
defensive system had been made availab1e from other source.s. An interference 
report for the first Hamburg raid had come to hand from the R.D.F . station on 
IIeligoland, which complained that it was djsturbed by many apparent point 
targets looking like aircraft but either stationary or slow movi.ngt_ The picki11g 
up of genuine aircraft was rnade extremely difficult ~ once they had bee.n picked 
up, it wa..s possible but not easy to follow the~. While this applied definitely 
to the Giant Wurzburgs, it was pos5ible that the FY~a was also affected. The 
station on tl'\e southern tip of Sylt, and others unspedfied, had similar trouble 
except lltat no Freya react ion was reported. 

After the Essen raid, the German Air Staff Operat ional Summary, compiled 
early the same morning, claimed 2 1 aircraft shot dowrt ancl remarked specially 
that Giant W1•rzbuYgs and Liclitenstei1i. A.I. (Freya.snot mcl'llioned) were upset 
by the dropping of metal leaves. On 29 July, the German Staff sent a general 
warning to Flak Brigades telling them of the first two Window raids and stating 
tba.t the entire radiolocation system became impossible. Visual and .soiwd 
location therefore would again become of decisive significance artd barrage fire 
was to be adopted as soon as Window was detected. A new barrage fire 
technique was being worked out, and i11 the meantime the old sound-controlled 
barrage teclmique was to be practised exhaustively. It is apparent therefore 
tha t Window had achieved its .purpose. The Hvmmelbett control and Flak 
control , both dependent on the WW'zbMg, had been completely disrupted. 

Germa.o Anticipation of Window 
Even before Window was used for the first time there were grounds for 

suspicion that lhe Germans were aware of its potentialities, but it was not 
until evidence had been oblaiJ'led from a post-war interrogation of Genera.I 
Martini, the German Director General of Signals. that the position was made 
c1ear3. Tile Germans were not unaware of the possibilities of Window as a 

' Bomber Comcnaad O . .R.S Report S.98, 19 ·August 1943. 
t A.s.r. Report No. JV, 3 August 1943. ~ A.D.L (K) Report 334/1945. 
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weapon. For a year prior to its use by the Brjtish the question had been 
studied by engineers at the Ttc}mischig Amt, and six months before the Hamburg 
raid their experiments had proved conclusively what a menace the metal 
strips represented. When the results of Duppel (the German equivalent 
of Window) research were placed before Goering. he had been so impressed 
by its potential effect as a januning measure that be had ordeTed the 
immediate suppression of further researcb. This course was dictated by the 
fear tha.t only the most strjngent measures of secrecy could prevent a leakage 
to the Allies, who could employ it to far greater advantage than the Germans 
themselves. ''It was thus extremely difficult," said Genera.I Martini, "to 
work o_ut counter-measures because we dared not experiment with the little 
beasts for fear of their being- discovered. Had the wind blown where we 

' dropped ·the metal strips, people· would have picked them up, ta!Xe<l about 
them, and our secret would have been betrayed.' ' It was not until Bomber 
Command had actually osed Window that the German research workers were 
'allowed to tackle the problem of how to cou nter the effects. 

British Delay 'in the Use ot Wind~w 
Some eighteen months had passed from the time when Window was first 

proposed in 1941 until its first use in July 1943. So long a delay was 
clisappomting to some, particularly in view o·f its even tual success( ul operation. 
Nevertheless, the period of deliberation and experiment enabled th.e Air Staff 
to determine the probable effects of German Window against the many British 
R.D.F. equipments and to make plans for minimising its danger. Had it 
been employed earlier, German retaliation might well have caught us 
unprepared. · 

The postponed use oi Window undoubtedly facilitated the production o.f 
the large stocks of strips needed to meet Bomber Command 's requirements. 
lt was evident at a very early date that the quantities that would be required 
were large, although it was not until much later when it was realised that 
complete mfection of an area should be aimed a t1 that the fu 1l size of the 
production undertaking was apparent. When finally the decision to use 
Window was taken , t he building up of adequate stocks bf material proved more 
difficult than had been anticipated. The accumulation of the initiaJ stock 
of 850 tons had not been easy, but this was mainly due to the strict security 
regulations which permitted only one or two approved manufacturers to produce 
Window. It was heJd that once the count er-measures had been used over 
enemy territory. the need for such strict secrecy would no longer appJy and 
tbat it would then be po!>Sible to go into the open for supplies. 13ut the 
an ticipated consumption of Window :was at least 450 tons per rno~th , which 
was sufficient for less than ten major raids. and this weight then represented 
nearly 150 'tons of aluminium. Furthermore, consumptions of as much as 
1,000 tons a month by the end of 1943 were being. discussed . 

Only in April 194~; was attention drawn to the fact that aluminiwn and not 
factory space was the limitation. Jt was estimated that the quantity of 
aluminjum involved would reduce the output of heavy bombers such as 
Lancaster aircraft by 250 a year or Spitfire aircraft by as many as 1,800. The 
effect on production was tersely summed up by Air Chief Marshal Sir Wilfred 
Freeman, the Chief Executive of the Ministry of Aircraft Productiort, in a 
letter dated l l April 1943 : ' 1 By using the foil you save aircraft and crews.-

1-23 



you lose more aircraft off production than yQu save." The Air Staff decision, 
however, was to proceed with Window a.nd to forgo its equivalent iu 
Lancaster bombers in view of their estimate that this would be more than 
compensated by tb.e economy of aircraft. 

Having regard to the m_agnitude of the task of producing the amount of 
Window required, complicated as it was by the need for security and other 
factors, tbe delay in the decision to use it carried certain advantages. Ample 
time was gained in which to build up the required stocks, and even then it 
was often "touch and go " whether the requirements would be met punctually. 
On the other hand, of course, earlier approval for the use of Window would 
have caused an earlier acceleration of the production programme. 

The decision that we should " now open the Window," as the Prime Minister 
expressed it in his execut.ive minute, was evidently a very difficult one. In 
·the light of subsequent events and from the purely military point of view, it 
seems that Window might have been introduced some short time, say six 
months, before it actually was, with benefit to Bomber Command and without 
detriment to defence. Judged from the wider angle of national defence, 
however, it is probable that it was brol.lght into use _at just about the right 
time. 

New and improved types of Window were to be produced and used through
out the War as and when new enemy R.D.F. devices became known. HeJp 
was also forthcomin,g from Amerioa in Window production in the shape of 
supplies of material, thinner and lighter strips, alternative conducting 
coatings for the papers, together with suitable cutting machines which were 
to prove invaluable in augmenting the British effort to produce the stocks 
required. 
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CHAPTER 10 

RADIO COUNTER-MEASURES AGAINST THE 
GERMAN NIGHT·FIGJITER CONTROL, 

AUGUST 1943 TO MAY 1945 

In the German air defence system, there were two stages in lhe process of 
directing a German night fighter from his waiting posi.tion in the Himmelbett 
{sky-box) to within visual range of a bomber. Jn the first stage, the 
gr-0und conn·oller, on the basis of Wicr.zburg informa"tion, picked out a single 
bomber and directed his lighter aircraft towards it by radio telephone, keeping 
a check on the fighter's progress by means of a second Wiwzbittg. ln the 
second stage, when the fighter aircraft was judged to be near enough to the 
bomber, the navigator was lnst11.1cted to use bis A.I., and by that means he 
directed his pilot until the target bomber was within night-vision nnge. 

The progt"essive introduction o( R.C.M. ha..d made the task of both the German 
ground controller and t'he night fighter pilot increasingly more difficult. By 
the beginning of August 1943, the British bombers were being supported by 
Window which was rendering the G.C.L Wurzlmrgs ineffective, while Mandrel 
jammers were dealing with the early-warning Freya stations. Tinsel and 
Ground Cigar were jamming the Gennan RfT night fighter control in the 3 to 6 
and 38 to 42 megacycles per second bands\ respectively, and Ground Grocer 
was spoiling his A.l.-a formidable marshaUing of RC.M. against the enemy's 
night fighter defence system. A change in his plans was consequently 
expected. 

Wilde Sau 
ft bas already been mentioned that shortly before Window was introduced, 

th.e Germans bad been con,;idering the employment oi single-engined fighter 
aircraft at night against the bomber strearn.2 It was learnt later through 
lnteUigence sources3 that the success of Wi.J1dow accelerated the introduction 
of the new technique, caUed Wilde Sait (Wild Boar). Wilde Sa1~ aad daylight 
defensive fighting were basi.cally similar, the main difference being that each 
Wilde Sau aircraft operated alone, freelance, and was mote dependent upon 
special aids to navigation. 

The problem of navigation at night had been satisfactorily solved by an 
elaborate system of ground W /T a nd visual :lids,• togdher with control from 
the ground whereby the fighter aircraft were directed to the scene of operations, 
infonnation being given by a radio running commentary from the Central 
Operational Headquarters. During operations the aircraft relied entirely 
upon this form oI control. Wikle Sau enjoyed a high measure of success while 
the fine summer weather of 1943 lasted, but when bad weather condi~ions 
r.ame in the autumn it was less efiective. 

1 Pa-rl 2, Chapter 8, oC this volume. 'Part 2, Chafter 9, o( this volume. 
b Air Muilstry A.D.1. (l<) Report N'o 283/44. 1 W •. S. Paper, 9 August 1943, 
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Zahme Sau (Tame Boar) 
Meanwhife the Germans bad been cOnSldenng the more advantageous 

employment of the twin-engined night-fighter aircraft normally employed with 
ffimmelbett by. using it for the purpose of long-range night pursuit. It ·was some 
time before the new method, known as Zahme Sau, was operated with any degree 
of success, due mainly to the fact that the crews of these aircraft had be.en 
employed on short-range work within the close confines of the Himmetbett box: 
and were used to landing on the same airfield after eac~i. operation. Za.hmu Sttu 
entailed long-range flying and landings on unfamiliar airfields, necessitating 
additional b;aming and a period for assimilation of the new technique. Wilde 
Sau and Zahme Sau used similar ground/air controls and it was against their 
communication channels, interception and navigational aids, and tpe e~dy 
warning system, that radio counter-measures were subseq1,1ently directed. 

Special Tinsel against the Radio Running Commentary 
It was important to jam the broadcast running commentary which the 

Germans were using for the loose control of their fighter aircraft and which 
gave information as to the position, height, course, and speed of the leading 
bomber formation and also general directions to feed the 11ghter aircraft into 
the British bomber stream.1· It was therefore hoped that a development of 
Tinsel whkh had been used since 2/3 December 1942, for jamming R/T io 
the 3 to 6 megacycles per second frequency band, would be effective. The 
jamming of the German R/T commentary called for a revision of the Tinsel 
operation since the enemy was no longer 1:lSing a number of independent 
transmissions for the t9ntrol of individual aircraft but now employed one or 
two high.-powered stations for the mass control of all his fighter aircraft. The 
frequency chosen was as hitherto unpredictable,, but could be measured by the 
" Y" Service very quickly. Consequently if aircraft W/T operators could be 
warned while airborne of the frequency being used, it would be possible to 
concentrate on the broadcast frequency a large number of jamming transmitters. 
Thus arose a varia.ut of Tinsel known as Special Tinsel. 
. During the operation the·required enemy frequency was fouod by the" Y" 
Service, who informed the Duty Signals Officer at Bomber Command: he in 
tum instruded the Bomber Groups whose aircraft were operating to pass the 
frequency to be jammed to the aircraft W/T operators who would then apply 
the jamming.2 Since it was known that the enemy had not altogether aban
doned his G.C.I. system it was though.t advisable to detail only two-thirds of the 
available jamming for Special Tinsel, and each Group, while briefing all Tinsel 
operators in the ordinary way, clirected two-thirds of these operators to act on 
the Special Tinsel instructions from the ground, the remainder observing the 
normal Tinsel practice of continued searching for transmissions from G.C.I. 
stations.3 

The cesults obtained with Special Tinsel were well up to expectations, jttdging 
by the enemy's. .reaction reported by the "Y" Service.4 On the night 30/31 
August 1943 (target Muncben-Gladbach), the German control was fully and 
effectively jammed within thirteen minutes of the frequency having been found 
by the "Y" Service. After seven minutes jamming the enemy controllel: 

J Bomber Command File B.C. S.30525, Encl, 2A, 24 Au.gust 1943. 
~Bomber Comcnaod File B .C. S.30525/Sigs .. Encl. 6A, 25 August 1943. 
' Ibid., E.ncl. l2A, 29 August. 1943. 
4 lbid .. En.cl. I 6A, i September 19'43. 
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ordered a change of frequency and all transmissions ceased for about fifteen 
minutes, recommenci.ng on a new frequency which was similarly jam.med. Again 
on the night 31 August/l September 1943 (target Berlin), the enemy attempted t o 
evade the jamming by transmitting his running commentary on three frequencies 
simultaneously. This move, an obvious on~. had been anticipated and it was 
only a. matter of splitting the Command effort by Groups over the three channels. 
Th.e jamming effect was correspondingly reduced, but it was stj}) enough to 
prevent control of the enemy aircraft operating in the victnity of the bomber 
stream. · 

It was realised that the enemy could reduce the jamming potential stiU further 
'by increas)ng the number of frequencies for controJ purposes.1 By this means, 
•combined with the use of high power, t he enemy cou ld in some degree overcome 
the effect of the jamming. Nevertheless it would complicate his own problem 
in that his aircrews would either have io be prepared to use any of the fre-

" quencies intended for use during a particuJar operation , or to remain on one 
channel in the hope that it would not be jammed. It was to be expected that 
the use of multiple simultaneous transmissions would be considerably extended, 
and this did happen , although later developments on high-frequency were 
largely dictated by changes in the German night fighting technique. In any 
event, Tinsel and Special Tinsel remained a necessary counler-measure until the 
end of the war. 

Jostle IV. PrQjected Airborne Jammer against High Power H.F. Transmitters 
Now that the enemy had been ·forced by Tinsel and Special Tinsel to employ 

higher rower H.F. grouno transmittel's for raid reporting or running com
meota('y which was transmitted simultaneously on several channels, thereby 
dissipating the Special Tinsel effort, disctJssions followed between Bomber 
Command, T .R.E. and Air Ministry how best the problem could be solved.2 

The use of higher power airborne jammers seemed to be the solut~on, but un
fortunately it appeared impossible to produce anything of sufficient power 
within three or four months.3 However, steps were at once taken to put in 
hand the necessary development of a suitable transmitter. There was already 
in existence the Jostle lI V.H.F. transmitter, which had been provided as an 
airborne barrage jammer ag~inst enemy tank communications, and which was 
to meet the airborne Cigar requirements.4 The low power of this equipment 
involved flying the aircraft very close to the battle area when jamming tank 
communications, while the introduction of high power night fighter control 
stations was expected to reduce its effecti.veness in airborne Ci.gar operations. 
To meet these difficulties Jostle IV was developed to provide an output power of 
two' kilowatts, this bei ng a satisfactory advance on Jostle U and being obtain
able with equipment within the limits of size and weight imposed by aircraft 
fitting. At the same time i t was <lec.idcd to extend the frequency coverage o[ the 
new equipment to include the H.F. band in order to deal with the high power 
H.F. broadcasting stations. 

Corona 
Mean~hile, in order to apply an im.mediate counter-measure while the 

necessary development proceeded, and to counteract the dissipation of the 
1 Bomber Command File B.C. S,3Q52S/Sigs. , F.ncl. 19A, 3 October l943. 
1 Bomber Command File B.C. S.30525. Encl. 23 ... . 6 December 1943, 
~Bomber Command File B.C. S .30726, Minute 3, 1 November 1943. 
• T.R.E. Report No. T. 1919. 
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Special Tinsel effort, the Air Ministry (D. of Tels.) decided to employ high power 
transmitters in the United Kingdom, ' to be steered by the '1 Y" Service on to 
the frequency to be jammed, a counter-measure which became known as Corona. 
Some objections had been raised to the use of ground jamming installations 
on the score of range and jamming area limitations, inevitable when the source 
of the jamming was far removed from the theatre of operations. But in the 
case of Corona the high frequency band was used. Propagation conditions in 
the H.F. band (3-6 megacycles per second) enable the sky or reflected wave to 
be made use of to give con'lmunication by night over distances between 300 and 
600 miles approximately. Consequently, if sufficient power were available and 
the Corona transmitters were suitably modulated, a jamming signal could be 
imposed on the receivers of the Gennan £ghter a ircraft and ground control sets 
which would be at least as strong, if not more powerful than th.at which they 
received from their own ground transmitters.1 

There were no spare Royal Air Force radio telephony transmitters of sufficient 
power and covering the required .. frequency range, so negotiations were con
ducted with the B.B.C., the G.P.0.1 and Messrs. Cable & Wireless.2 These 
resulted in the unrestricted use by Bomber Command at night of three trans
mitters at the G.P.0. main station at Rugby, and of one at Leafteld. The 
provision of these equipments by the G.P.0. involved the complete reorganisa
tion of some of their most important overseas radio telephony services, as well as 
modifications to the sets themselves, and the building of special wide-band 
aerial systems, directional on the line-of-shoot of 100° to give maximum power 
over Germany. The transmitters were linl<ed With the main G.P.O. Control 
Board (Radio Telephone Terminal) and {rom there a llne was taken to the " Y '· 
Control Station at West Kingsdown.3 The method of appUcation of the 
counter-measure was as foUows-the " Y " Service found the frequency and 
informed the ~.T.T. Board whQ selected the transmitter to be used, and tuned it 
to the frequancy to be jammed. With fhe" Y '' Control Station monitoring the 
frequency for accuracy, the whole process could usually be com,pleted Ui less 
thao two minutes, the engineers at the transmitters ·having devoted much 
attention to the detail of quick frequency changing. 

While this preparatory work was going forwai:d a suggestion was made which 
was to have far-reaching consequences.4 Corona was originally conceived 
purely for noise jamming purposes. It became clear, however, that combined 
with tJ1e knowledge possessed by the " Y " Service, it co.uld be used as a means 
of confusing the enemy to the extent of giving the German fighters instructions 
contrary to those which they received from their own ground controllers. In 
other words, instead of modulating the transmitters with noise, it could be nsed 
as a" Ghost Controller." Before the technique was finally adopted th.ere was 
considerable discussion as to how much the " ·G.tiost Controller" (who had, of 
course, to be a fluent Germ.an speaker), was to be allowed to say. Should the 
" Y " Service by reason of their " up to the minute " knowledge of the enemy 
fighter dispositions during a Bomber Command attack, be allowed full discretion 
to attempt to di.vert tlte fighters from the real target or should they be per
mitted only to confuse the situation "Yithin certain limits ? In order to appre
ciate the background of this discussion, it is necessary to examine the tactics of 

1 ,Bombe.i; Co:mmaod File B.C. S.30726, Minute 3, I November 1943. 
2 fbid., Minute 1, 18 October 1943. 
3 Jbia., Encl. I A, 16 October 1943'. 
• Ibid., Eo,cl. 51>, 20 October 1943. 
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the bomber force at the time, Septeruber ·1943~d the methods in use by the 
enemy to counter these tactics. ~Bomber Comm~ attacks were planned on 
the basis of concentration in time and spaGe with aU aircraft timed along a 
,Prescribed route. For the enemy the main problem "~ that of intercepting 
the bombers and for th.is purpose he was in the habit "ef concentrating all 
available fighter aircraft at what he thought would be the target, timing them 
tci anive shortly before the bomber force. It had been found that the enemy 
could often be deceived as to the target by the use of circuitous and" dog-leg '' 
approach routes. · 

The orders to the enemy night fighter aircraft were issued through the 
medium of the broadcast running commentary already described, so that there 
were good grounds for believirJg that it should be possible to conttaclict and 
confuse the orders put out by the German controllers. Apart from the 
instructions concerning the rendezvous and the target to be protected, the night 
fighter ~ircrait were also given information regarding weather at their own air
fields, whether they were safe for landing and general flying· control instructtons; 
A nece_x;ary part of the procedure was the constant repetition of tuning signals 
by the enemy ground station to enable their aircraft to keep on frequency. As 
a result of consideration of this tactical background it was eventually decided, 
in a. directiv:e issued to the" Y " Service on 26 October 1943, that the broadcast 
messages should contain no men}ion of:_;. . 

· (a) Any real o~ imaginary posi tion or routeing. of our owo aircraft. 
(b) Any reference to a target, whether genuine or otherwise, or of a pJace 

name. 
The reasons /Qr this decision are interesting. While it was poss.ible that the 

night fighter crews ~ght be deceived by " ghost" orders it was unlikely that 
the German controllers, working in comfort with reasonably good information as 
to the actual targets of the attacking force, could be so deceived. To them the 
contradictions of the "Ghost Voice" might serve to give indication of the real 
intentions of the attacking force. H , for example, the target was Leipzig and 
the German commander was perhaps still in some doJJ..bt as to whether this was 
the actual target, and had ordered his fighter aircraft there, his doubts might 
disappear jf the " Ghost Voice " then tried to divert the aircraft to BrW1swick 
or some other imaginary t arget. Clearly the dan~er was that information might 
be given to the controller by implication. Though many of the German fighters 
might well have acted on the faJse order, there could never be any guarantee 
that every one would, and with all doubt removed the enemy controller could 
reinforce the then known t arget area, not only from the air but also from the 
ground . lt can be argued that the possibility of ' 1 double spooftng" still 
existed under these conditions, but in view of the risks which would have to be 
taken, it was agreed that thJs aspect could not justifiably be entertained . The 
directive still left plenty of scope for ingenuity and the '' Y" Service ·exploi.ted 
the possibilities to the fuU. 

Corona came into use on the. night of '22/23 October 1943, and was 
immediately successful. The target was Kassel and before the end of the 
night there was chaos in the enemy night defence organisation . A furious 
German growid controller was heard to warn his aircraft, " Beware of another 
voice ' ' and, "Don't be led astray by the enemy," and finally, " In the name of 
General Schmidt r order aU aircraft to Kassel." The General Schmidt on 

1 A.M. Letter A.l.4{452{P, 29 October 1943. 
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whose authority he spoke was the Commander of the Ge.rman Air Force on 
the Westem Front who bad relieved Gene~·a l Kammhuber shortly after the 
i!"ltroduction of Window. The " Ghost Voice' ' not only spoke idiomatic 
German but had also been trained to mimic perfectly the voices oi his opposite 
nwnbers.l I t was the "Ghost" who on one oc.caslon, after a particularly 
violent outburst by the Geiman Controller1 remarked into his microphone 
11 The Englishman is now swearing." The German's immediate and somewhat 
fatuous rejoinder was " It is not the Englishman who is swearing, it is me." 
On another night the enemy attempted to beat the ' " Ghost" by putting 
quite suddenly and in the mi.ddle of the proceedings., a woman controller at 
the microphone. But this had been foreseen and a German-speaking W .A.A.F, 
operator was sitting ready against just such a contingency. -.;.The Germans 
never attempted to repeat this stratagem. 

Various otber expedients were tried by the enemy; for instance, they 
commenced prefixing every R/T message with a different three f\gure code 
group as, " '763 all FigMers to beacon P." The immediate answer to this was 
of course, "763 aJl Fighters to beacon 0." The night fighters were left to 
wonder whether their code. was wrong and which \vas the correct order, while 
the conh·oUers were in doubt as to which instruction the .fighters would follow. 
Another enemy idea was to have his orders repeated by·a second voice. This 
also was quite easy. to counterfeit and the confusion which resulted on some 
occasions can best be imagined . 

The operational intention of Corona being to disrupt and confuse the enemy's 
organisation by the transmission of false or contr:adicto1y instructions, one of 
the most fruitful objects for attention was that part of his organisation 
concerned witb the disposal of fighter aircraft after the Bomber Command raid 
was over. Since fighter aircraft were normally drawn from all over Germany 
for these operations1 the enemy's problems for foe night did not end with the 
return of the Bomber Command force to its base. The night fighter aircraft, 
of whfoh there may have been up to three hundred or more airborne, had to be 
sorted out and instructed concerning the airfields they were to land at. It was in 
connection with this phase oi the operations that Corona sowed great confusion . 
If fighter aircraft were instructed by their own Controller to go to Gilze-Rijen 
the "Ghost Voice" soon warned them that the weather was doubtful at 
G~ze-Rijen and that t11ey should therefore land at Stade, some 250 miles away. 
If the Germans said that the weather was bad in the southern airfield area 
and aircraft would have to return to northern bases, the " Ghost Voice ' ' told 
the fighters to hasten to the south b.efore th~ weather closed in. On occasions 
in the middle of operations the "Ghost Voice" would order all night fighter 
aircraft lo land at the nearest airfield. AO this was invariably accompanied 
by a runni11g fire of contradiction and cross talk with the enemy Controller, 
het?ed out with extracts from Hitler's speeches and urgent requests to aircraft 
operators to "re-adjust their receivers."2 

The effect of it on the enemy aircrews is easy to imagine. Occupied with 
the nonnal ilifficulties and hazards of night fighting they could never be sure 
whether they would be correctly controlled or deliberately misled during their 
sorti.es by the "Ghost Voice" whose patter, terminology and procedure wa.s 
always exactly the same as that of their own Controllers. To be sent off tc meet 

'Bomber Co;ipmand Fjl~ .~,C. S,307.26, E~<;I. l~A, i9 Nov.~,bcr 1943, 
3 Ibid., Encl. 10A, 3 November 1943. 
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a'·Bomber Conunand attack with which they might never be able to make 
c·ontact and then not be sure of landing at a safe airfield undoubtedly under
mined the morale of the hardiest of night fighter pilcts. There is evidence that 
many of the less resolute succumbed, and for them the false landing orders in 
particular were always a good excuse for evading furthet trouble. 
· The end of Corona was, however, in sight. With the increasing use by the 

enemy of V.H.F., the introduction of W/T control, and another change in 
night fighter organisation whereby individual units controlled their own aircraft, 
its effect began to dwindle. By the spring of 1944 the enemy had become 
.,inured and the last days of Corona came when the Germans were able to 
ridicule the efforts of the "Ghost Voice" before the night's proceedings had 
started. Nevertheless, the Corona organisation was kept in being and instead 
of modulating the transmitters with speech they were modulated with noise 
and used to augment the Special Tinsel effort.1 In this form Corona remained 
in operation till the end of the waF. 

Airborne Cigar (A.B.C.) 
It will be recalled that with the introduction of V.H.F. for R/T control 

channels of communication, the enemy had hoped to ·avoid the Tinsel jamming 
of H.F. channels, and that an immediate counter-measure had been provided 
by a barrage of jamming transmitters sited at Sizewell on the East Anglian 
coast. Although it was known from " Y " Service intercepts that considerable 
interference was being experienced by enemy fighter aircraft, it will be 
appreciated that the effect of Ground Cigar was limited to that area of enemy 
country over which the jamming was directed. If the Bomber Force was to be 
fully protected, it was essential that V.H.F. jamming should be applied to 

. any area over which it operated, particular!.;r those out of range of Ground 
Cigar. The solution was to employ an airborne jammer carrying the jamming 
right into enemy territory, thus protecting Bomber Command aircraft over 
the whole route to and from the target. As a result of a suggestion by the 
Ai r Ministry, Bomber Command agreed to earmaPk one squadron of the Bomber 
Force for the specialist role of V.H.F. jamming in addition to its normal function 
of dropping bombs. 2 . 

Thus was introduced the counter-measure Airborne Cigar (A.B.C.), first used 
, operationally on the night of 7/8 October 1943.3 No. 101 Squadron, a normal 

Lancaster bomber squadron in No. I Group, was fitted with modified Jostle 
II transmitters for jamming enemy R/T in the 38-42 megacycles per second 
frequency band. Each aircraft carried a specially trained German-speaking 
operator as an additional crew-member, whose duty it was to find and jam the 
enemy frequencies. It was also the intention that the aircraft, which were to 
accompany the bomber force in order to apply the jamming, should carry a 
normal bomb-load less the weight of the special operator and his equipment, 
which amounted in all to about 1,000 lb. 

In the five months which elapsed during that summer before aircraft were 
equipped for this squadron, the enemy had full and free use of his V.H.F. 
channels operated outside the area covered by Ground Cigar. At times, it 

1 A.M. Letter R.C.i\'I. /208/Tels. 2, 22 January 1944, Encl. 14A, and Bomber Command 
File S.30726. 

2 A.iVI. Letter C.28902, Encl. 3:1. , 23 April 1943. 
3 Bomber Command File B.C. S.29922/Sigs., 12 June 1943. 
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seemed that the difficulties of design, A~nufacture, and installation would 
prevent Airborne Cigar ever com;ing _,(o fruition. Unfortunately. the main 
reason for the delay lo keeping to tlie A.B.C. schedule was a strike at the firm 
responsible for delivering the aircraft for fitting.1 The need for A.B.C. was 
undoubtedly urgent, particularly as it was becoming probable that the enemy 
was developing the fuJJ use of V.H.F. throughout his night defence organisation.2 

fo order to establish this point, two preliminary survey flights were carried 
out by airc1"11ft of No. 101 Squadron, fitted with receivers only, and 
accompanying the main Bomber Force on deep penetration raids. These 
surveys disclosed that the incidence of night fighter V.H.F. in the interior of 
Germany was, if anythi11g, g<eater than in the coastal belt within ra1,ge of 
the " Y 11 Service. 3 By that time. the cumbersome code-name of A irborne 
Cigar had been shortened to A.B.C .. by which it was always known afterwards. 

The equipment of each aircraft consisted of three Jostle II transmitters. all 
capable of being tuned rapidly to any frequency in the 38-42 megacycles per 
second band, together with one panoramic search receiver and the necessary 
power supply.4 The aerials consisted of three 7-foot spars. two along the upper 
fuselage and one below the nose, giving the aircraft the appearance of a pre
.historic monster. lt was feared that the spars would reduce performance, 
but in fact no appreciable effect was noticed. It was later found, furthermore, 
thal the bomb-load was not greatly affected in spite of the extra equipment. 
The type of jamming can best be described as a " wig-wog 1

' noise, which 
produced a constantly varying audio note, running up and down the scale, on 
t)1e speech-channel which was being jammed. !he receiver t)ad been specially 
de.signed for its purpose. While constantly searching the band eJectricaJly. 
it presented the whcle radio frequency range to the operator in panorama on a 
cathode ray tube. A signal appeared as a blip on the trace and the operator 
could then stop the receiver on this blip, ..-check its origin, and if it was to be 
jammed, tune one of his transmitters to the blip. also by visual manipulation. 
TI1e whole process could be carried out in a matter of seconds, and the object 
of each operator was to tun~ h~ transmitters to active enemy control frequencies 
as rapidly as possible. 

Operational Control 
In 1ts original form, the A.B.C. operation involved the close co-operation of 

the '' Y " Servjce, which was to ensure that. ~hile the A.B.C. aircraft were 
within range of the "Y" station, the special operators would be Inst.meted by 
radio as to which frequencies to jam.. Th.is was facilitated by providing the 
ArB.C. operators with a gridded map of the area of enemy V.H.F. activity 
which was in "Y" range; the grid references were purely arbitrary and were 
changed for each operation. The " Y " control station had a similar.map and 
when an enemy V.H.F. transmission was \dentified, its frequency was measured 
and its source dete1mined by D.F. This jnformation, in the form of a short 
message giving the grid reference of the source and frequency of Lh~ signal, 
was then broadcast direct tc1 the A.B.C. aircraft by the " Y " control station, 
11sing a high-power ground transmitter. Op~rators could give a particular 

•:Bomber Command File B.C. S.29922/Sigs .. Eocl. 26A, 8 August 19-43. and Minute 28, 
13 Augus~ 1949. 

, Ibid., Encl. 31A, 24 August t943. 
a lbid., Encl. lOOA, 8 September 1943. 
•Ibid .. dated 2 October 1943. 
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transmission special attention if the source, by reference to the gridded map, 
lay close to the track of the bomber stream. 

The method of control was employed on the introduction of A. B.C. mainly 
to assist the special operators in selecting the most important frequencies to jam. 
It was thought that there might be a large number of signals visible on the 
receiver, the sources of some of which might b.e so distant that they could not 
11ossibly be associated with the attack. ln practice, it was found that the 
A.B.C. operators, who in any case had necessarily to be left to their own 
initiative when they passed out of V.H.F. range of the " Y" control station, 
could differentiate without difficulty between the transmissions which mattered 
and those that did not. The " Y " control scheme was accordingly dropped 
~ot long after the start of A.B.C. operations, though for a time active V.H.F. 
frequencies .continued to be passed to the aircraft for their information value. 

Selection and Training of Ope.-ators 
Special attention was paid to the selection and training of A.B.C. operators. 

No. 101 Squadron contained tlrree flights, aod all the aircraft were fitted to 
carry A.B.C. The initial requirement was therefore. for at least thirty special 
operators, and in the first instance they were recruited from within Bomber 
Command itself. The various Groups w.ere asked to nominate aircrew personnel 
of quick intelligence of any flying category, the only other qualification required 
being a good working knowledge of the German language. Among the first 
special duty operators posted to No. 101 Squadron for A.B.C. were navigators, 
flight engineers, wireless operators and air gunners. They received two courses 
of training, the first lasting a week at the " Y " control station at West 
Kingsdown, followed by a second week spent on manipulation of the equipment, 
with a .ground trainer designed for the purpose by T.R.E. Subsequently, the 
week at West Kingsdown was dispensed with, and all the tr;aining, both in the 
" Y " aspects and in the handling of the equipment, was given at a training 
centre established for the purpose at Ludford Magna_, where No. ·101 Squadron 
was based throughout the A.B.C. period. 

From the outset, the A.B.C. operators showed the utmost keenness for and 
profictency in their task. The subsequent and continuing success of A.B .C. 
was largely due to their efforts, while the comprehensive reports made regularly 
after each raid were of fhe greatest value for R.C.M. planning generally.1 

Although an A.B.C. leader, in confonnity with the policy of having a leader for 
all the non-pilot aircrew categories, was established in the usual way, the initial 
training and ground organisation for A.B.C. was carried -out by a. Signals officer 
at Headquarters, Bomber Command, who a lso undertook the first survey flight 
and acted as the Command Liaison Officer at Ludford Magna until the station 
took over direct control of the operation. 

As to the results of A.B.C., it can be said that the enemy w~ deprived 
of effective R/T working on V.H.F. whenever he attempted to operate in th.e 
neighbourhood -0f the Allied .bomber force. 2 After the night of 7 /8 October 
1943 A.B.C. aircraft of No. 101 Squadron accompanied all main force attacks 
on German targets by night, the number of A.B.C. aircraft operating on each 
of these · attacks varying from six to twenty-seven. The usual practice was to 
distribute the jamming aircraft throughout the length of the bomber stream, 

1 Bomber Command File B.C. S.29922. S October 1943, Minute l . 
" Ibid .. Encl. 18B, 24 October 1943. 
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flying at the same height and conforming in all respects to the main forc.e attack. 
ylan. Thus. a}>art from carrying a l>omu-loa.u which was uv111inally 1,000 lb. 
per aircraft less than any of the other Lancaste.r squadron in the ma.in fo-rce, 
No. 101 Squadron ca.rried 01).t its A.B.C. function ,\thilst operating in all other 
respects as a normal component of the ma.in bomber force. As time went on, 
the A.B.C, operation irndef\vent various changes to keep pace with enemy 
V.H.F. developm~nts. As already mentioned, control from the ground was 
dispensed with when it became apparent that operators were, in the main, 

, able to find and jam frequencies wjthout this assistance. When operating 
within range of the "Y" control station, the A.B.C. modulation could always 
be heard very strongly and this served as a valuable cross-check on the efficiency 
of the jamming. On some occasions, under good radio conditions, the A.B.C. 
jammers were audible on the ground in this country throughout the raid. 

Benito 
It will be recl;l.lled that most of the enemy Bimmetbett patrols had been 

abandoned after the appearance of Window. A few, however, were retained 
to deal with British bombers which, especially on the return route, straggled 
away from the main force, and thus lost the protection afforded by the Window 
concentration. This meant thal to a minor degree the Himmelbeit system of 
night-fighting couJd still be employed. A second method of individually 
controlled fighter interception bad already made its appearan,ce over Holland 
dµring the late spring and early summer of 1943.1 C~e.d the Benito method, 
it enabled a controller to follow the position of his fighter aircraft by means of 
range and bearing determination at a ground station. The equipment was 
similar to that of the Benito Bomber Control in that the principle of range 
measurement was the same, but it did not involve the use of a beam. The 
ground station transmitted a V.H,F. carrier wave modulated by an audio tone 
of 3.000 cycles which was received and re-transmitted by the aircraft. .By 
measuring the phase difference at the ground station between the transmitted 
and received tones, the r.ange of the aircraft. was calculated. Bearing was 
found by direction-finding, and the position of the aircraft was thus determined. 
The advantages of this system were firstly, that it was not subject to the 
interference of Window, and se<:ondly, that a fighter aircraft could be plotted 
over a much greater distance than by the Wi,rzburg. By using a multiple 
array apparatus, it was possible for th.e ground controller to keep a check on 
the activities. of up to twelve fighter aircraft. Within a few weeks of the 
introduction of Window the Benito rn.ethod of control was in limited operational 
use over lfolland, where tl1e Wilde Sai, free-lance fighter aircraft were not 
operating. 

As a counter-measure to Benito, the Air Ministry suggested that a homing 
device2 capable of locating and following the Benito aircraft transmission should 
be installed in the Mosquito aircraft of two Fighter Command squadrons, as an 
alternative equipment to Serrate. Development of the new homer proved 
slow, however, firstly due to higher priority projects at T.R.E., and later owing 
to technical difficulties associated w ith D.F. ambiguity and with fitting the 
large. aerials required to the aircratt. Eventually the aerials were designed and 
fitted to Mosquito Vl aircraft, but the work was not completed until 1945, when 
the War was nearly over and the immediate need had disappeared. 

1 Domber Command fnstructions No. 20, 2 October 1943. 
~ A.M. FiJe C.28902, .Encl. 30.A, 19 August 1943, 
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Although the A.B.C. type of R/T jamming was used against Benito from 
the outset, there was some doubt as to its 'effectiveness. Two po5sible solutions 
were considered.:t One was the production of an Air Domino, an airborne 
version of tbe Benito jamming technique as used in No. 80 Wing, and the 
other was the easier alternative of rnod1fying one of tbe A.RC. transmjtters 
in each A.B.C. aircraft to radiate a tuneable Benito note. Thus, the Benito 
audio tone could be simulated and the jamming signal wouJd be confused at 
the ground station with the genuine one, and so prevent the -fighter aircraft 
from being ranged. The latter solution was accepted. Sufficient new type 
modulators were produced by T.R.E. to equip six aircraft of No. 101 Squadron, 
and Benito jamming, which was rather of a stop-gap nature, was carried out 

. on the nights of 27/28/29 January 1944. 2 Na difficulty was experienced by 
the special operators in applying the jamming but the need for further 
modification of the modulators was apparent. Even so, it seemed that the 
iamming, possibly combined with the normal ·A.B.C. operation, was having 
some effect. An examination by the '1 Y " Service of Benito type signals had 
disclosed that an unusual form of signal had been heard on a frequency of 
39 · 9 megaGycles per second. It was almost certain that it consisted of 
re-radiation without the usual 3,000-cycle note which was only superimposed 
at very low modulation level for a few seconds at a time.3 The following month, 
signals were heard instructing a night fighter aircraft to go over to Benito, 
and to receive on 40 megacycles per second and transmit on 38 · 6 megacycles 
per second.4 This, coupled with the fact that the frequencies did not conform to 
the 1iormal l ·9 megacycles separation and were both outside the normal 
jammi.J1g barrage frequency ru.nge of 40 · 2- 42 · 3 megacycles per second . 
Indicated ao attempt by the enemy to avoid the barrage jamming. In view 

~of this, ' ' A.B.C. '" operators were instructed to search for Benito transmissions 
towards .39 mega.cycles per secoIJd, and the special modulators were again 
modified to extend the audio range to cover the lower frequency used by the 
enemy_s 

By July 1944, enem y use of Benito h.ad increased considerably and attention 
was turned to improving lhe Benito jamming technique as applied by the 
A.B.C. aircraft of No. IOI Squadron. s T.R.E. examined the possibility of adopt
ing the Air Domino scheme, but after prolonged experiments found that it was 
not possible to receive and re-radiate on channels as close together as those 
used by the enemy for Benito control.' T.RE. advised that the modified Air~ 
bomc Cigar operation was still the best method of jamming. This resulted 
in steps being take-11 to improve the rttodulator of t he jamming transmitter to 
a higher degree of accuracy, a successful prototype being sent to the Bomber 
Support Development Unit of No. 100 Group where sufficient modulators to 
equip No. 462 Squadron were constructed. 

1t has not been possible to assess the degree of success with Benito jamming. 
Theoret ically, the modified A.B.C. jammers sboufd have caused much con
fusion. At least, with all the various counter-measures which were applied 

1 Bomber Command File B.C. $ .29922/ l'Sl, Eccl. 4A, 23 January 1944. 
i !&id .. Encl . 7A, 30 Ja.nuary 1944. 
8 !&id., Enc:l- 8.~ and A.L1/452/'M, 3l January, 1944. 
• Ibid., Encl . 9A, and A.J .4/352/M, 8 March 1944. 
'Ibid., Encl. 12.A, 2~ Ma.rch 1944. 
1 Ibid .. Encl. l5A, 3 July 1944. and A..S.T. Report No. 25, 14 January 1944. 
'A.J\;f. Letter Tels. 2/S.50, JO November 1944. 
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against the German Air Defence System, it probably made some contribution , 
to the difficulties which were created. 

A.B.C. againsLV.H.F. W/T 
Benito was not the only V.H.F. development with which Bomber Command 

had to contend. The regular reports from A.B.C. operators after each 
ftight disclosed that the enemy was attempting to work through the A.B.C. 
jamming by the use of W/T.l This had become evident within a month of the 
introduction of A.B.C. From the enemy's point of view it was far from being 
the ideal solution. He must now either include a wireless operator in the air
craft or give the pilot extra training in W/T. There was also the need to use 
codes to shorten the messages, and the increased possibility of mistakes being 
made, accompanied by the inevitable slow1ng down of the control procedure. 
However, eespite these disadvantages, W/T bad been adopted and tests were 
therefore conducted by T.R.E. using the A.B.C. jammers with various types 
of modulation, the conclusion being that uo improvement on the normal 
Jostle tone could be obtained, and that the A.B.C. jamming, so successful 
against R/'f, would give similar results against W/T.2 This was confirmed from 
intercepts of the "Y" Service.3 Little or no advantage could have been 
secured by the enemy in his use of WfT in the V.H.F. band. 

Ottokat 
Another enemy V.H.F. development for control of night-figMer aircraft 

was indicated in December 1943 by reports4 received from the 11 Y" Service 
Stations on the east coast, · that during Bomber Command operations enemy 
R/T intercepts on a frequency of 31-· 2 megacycles per second referred frequently 
to a navigational aid known as Ottaiiar. An example .is given of the traffic inter
cepted on this frequency on the night 2 January 1944. 

" 1345 hours Ottokar is laid on Leipzig. 
0243 hours British bombers on course in left and right of Ottokar 3. 
0408 hours Briti~h bombers in Ottokar S. 
0423 hours Ottokar switched off." 

Alternating with thes.e R/T instructions, beam type signals with an audio 
modulation of 1150 cycles per second were received on the same frequency, and 
.from a series· of investigation flights undertaken by No. 192 Squadron it was 
apparent that the t>ea.m transmitter was situated in the Knickebein 3 (Den 
Helder) area. It was therefore assumed that use was being made by the enemy 
of the Knickebein system in a defensive capacity as an aid .to his night fighters. 

In considering appropriate measures against this aid it was realised that 
as the targets of the British night bombers varied, it would not be easy for the 
enemy to use radio beams to assist his nigllt fighter aircraft to find the bomber 
stream, due to the time taken to set up his aerial arrays in the changing 
clirections required. It was, therefor~, decided that the most effective counter-

.f. measure would be obtained by attacking th.e R/T -control channel.5 Since 
the Germans were using the beam approach receiver in the Knickebein band 
of 30megac7cles per second, which was outside the frequency band of A.B.C. , 

i Bomber Command File B.C. S.29922/Sigs., Encl. I8s, 24 October 1943. 
2 Ibid., Eocl. 36s, 8 November 1943. 
3 !bid., Eocl. 44A, 5 December 1943. 
~Ibid., EocJ. 53A. " Y "Minute. 20 December I 943. 
6 Ibid., Encl. 56A, 28 December 1943. 

136 



three A.RC. transmitters, one in each of three aircra.ft of No. 101 Squadron1 

.Wet'e quickly modified to radiate on a frequency of 3t · 2 megacycles per second, 
radiation to take pJace whenever the other two transmitters in the aircraft 
were jamming. Since th e panoramic A.B.C. receiver could not cover the 
new frequency, this amounted to unmonitored jamming on 31 ·2 megacycles 
per second. Tbis shortcoming was accepted, however, because the immediate 
creation of interference in the 30-33 megacycles per second frequency band was 
'thought likely to lead the enemy t o believe that preparations for jamming had 
already been made, and that th.e continued use of these frequencies would 
not be prontable.t While there is no positive evidence of the results of this 
move, there was no further report of atte.mpts by the Germans to control 
fighter aircraft in this band, an d the episod~ may welJ be instanced of the 
deterrent effect of rapid action. 

Rayoo 
A further counter-measure was undertaken by Headquarters, No. 80 Wing 

early in January f944, under the code name Rayon, against the Ottokar R/T 
channel. For this purpose a high-power transmitter sited at the No, 80 Wing 
Station Mundesley, using Jostle type modulation, was employed. Although 
the efficiency of tbis counter-measure was considered doubtfol owing to the 
long range, there is evidence from prisoner-of-war sou rces that a measure of 
success was obtained.'l A prisoner sta ted that Kn-ickebein, had been used for 
night-tighter patrols, but that the fighter commentary was unsuccessful, due to 
jamming by R/T. 

The use of t his method of control was continued sporadically for approxi
mately three m011ths.3 The full number of I<.nickebein stations employ ed for 
the pu(pose was not determined, though transmissions from the Knickebein 5 
area were intercepted, and an al ternative frequency of 32· l megacycles per 
second was occasionally used. In May 1944 , as the enemy had ceased to use 
Knickebein for night-fighter R /T and navigational cont rol channels, H ead
quarters, Bomber Comn1and ordered th.e cancellation of R/T jamming on 
31 · 2 megacycle~ per second. 

~nemy Measures to Overcome Jam..m.iIJg 
With the enern.y change-over from close control to t he mass-control system of 

fighter aircraft-aJrea.dy discussed in connection with Special Tinsel- the 
running commentary broadcast on H.F. was radiated simultaneously on V.l:i.F. 
101 the benefit of the V.H. F .-equipped fighters. A.B.C. operators found that 
most of t he jamm ing required was against a comparatively few high-power 
R/T channels in the 38-42 megacycles :per second frequency band. The running 
commentary was itsel f varied considerably in the endeavour to overcome the 
effects of jamming. On some occasions women R(f operators were employed , 
whose higher-pitched voices gave the Germ,an pilots a bet ter ch ance ·of hearing 
thei.r orders.~ Another ruse was to -use a captured A.B.C. t~·ansmitter on the 
required frequency and to fad e out the jamming when orders were required to be 
radiated; this was apparently done in the ])ope that A.B.C. Operators 
would not tune on to another jammer, whereas jn fac t they had instructions 
rhat when t here were no R/T signals on their own screens they should reinforce 

1 Bomber Command File B.C. S.29922/Sigs., Encl. 61.A. B Ja.ntJary 1944. 
t A.D.I. (K) Report S .R.A. No. 5582, 31 August 1944 
s Bornber Command File B.C. S.29922/Sigs., 9 May ,1944 . 
•Bomber Command R.C.M. Operational Summary No. 1, 14December1943, 
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any other jammer which they coul9 hear. One of the more effective enemy 
moves against jamming was the introduction of a greatly speeded-up R/T pro
cedure. For this, the ground transmitter had only to be on the air for a few 
seconds, making i t often very difficu lt to put an A.B.C. januner on before 
the enemy transmitter was switched off. This method of working would have 
bad more success if the procedure had not been too fast for many of the German 
night-fighter pilots, who f~equently asked for a repetition. Another subterfuge 
was to transmit a musical programme, breaking off suddenly to snap out an 
order, the music then being resumed. . 

Under these varying conditions A.B.C. had been operated by No. 101 
Squadron from 7 October 1943. 1n October 1944, H eadquar ters, Bomber 
Command, proposed t he transfer of the A.B.C. commitment from No. 101 
Squadron of No. 1 Group to No. 100 G.roup, a Halifax III squadron being trans
ferred from the main bomber force for the purpose.1 But it was not until 
March 1945 tbat the task was taken over by a specially established Halifax 
squadron, No. 462, fitted with the latest A.B.C. equipment. and capable of 
either R/T, W/T or Benito jamming. By that time the war was nearly over 
and R.C.M'. activity had almost ceased; so that No. 462 Squadron had little 
opportunity in an A.B.C. role. Throughout the long period that No. 101 
Squadron had been engaged in the A.B.C. role, it had p layed a great part in 
the radio war against the German night fighter. In all, the squadron had flown 
2,477 A.B.C. sorties with the loss of a total of 77 aircraft. 

Enemy Use of Medium Frequency Band for Fighter Control 
By November 1943 counter-measures against night-fighter R/T conttol on the 

H .F. and V.I-1.F. bands had presented the enemy with serious rufficulties. Since 
the German night-fighter communication equipment could also work on the 
medium frequency band. it seemed that this was a likely alternative. Oh the 
other hand the use of the medium frequency band by aU nations for public 
broadcasts and propaga.r.da talks introdticed cer tain drawbacks. On the night 
of 3/4 November 1943 it appeared that th.e Germans had decided to accept the 
disadvantages, for the high power broadcasting station at Stuttgart was brought 
into use for night-fighter controJ, the instructions being superimposed on the 
normal programme. The procedure used was similar to that used in the B.F. 
and V.H.F. runrung commentaries, the transmissions being in fact simultaneous 
on all three frequency bands. The use of Stuttgar t continued spasmodically for 
some weeks but by the beginni~g of December it had become clear that the 
permanent use of the station was interyded. 

Dartboard 
The immediate problem was the neutralisation of the 100 kilowatts broad

casting transmitter at Stuttgart-no mean undertaking in view of the power of 
the station and its distance from any similar station in this country whi~h could 
be brought to bear.2 Fortunately a sufficiently powerful jammer was avai lable 
in the shape of an 800 kilowatts set, probably the most powerful M.F . trans
mitter in Europe, v~hich was under Forejgn Office control for propaganda 
purposes. Th is was installed 1n H.M. Government Communications Centre at 
Crowborough and was to be known as Aspidistra. Negotiat ions for the use of 
the transmitter for rad io counter-measures were successfuJ, .and on the nighl of 

1 Bomber Com,cnand Letter B.C. S.29922/Slgs., 7 .August 1944. 
~ A.M. Si?S. Plan (C) fnstruc.tioos C.:M.S. 79, 27 January 1944, and No. BO Wini File 

S.3019/ll/Sigs., '.Encl. Se. 
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677 December 1943 the counter-measure which was at :first known as Light-up, 
and was later named Dartboard, \vent on the air. In accordance with the 
requirements of impending night operatio.ns, prior requests for Dartboard were 
rven daily by Headquarters, Bomber Command to the "Y" Service, which 
were responsible for its operational con troJ.l An over-riding control was 
exercised by the No. 80 Wing Controller (on advice from the No. 80 Wing 
Liaison Officer at Headquarters, A.D.G.B.) for closing down should enemy 
attacks develop over the United Kingdom. Prior to Lhe cessation of hostilities, 
arrangements were completed for No. 80 \Ving to assume control of Dartboard 
and, although only one such operation was so controlled. the necessary modula
tion and landline fadlitles had been made available. 
· The means of application comprised a listening watch for the Stuttgart radio 

·station broadcast programme and, as soon as the latter was faded oul for enemy 
control 1nstructtons to be given, the" Y" operator pressed the key which gave 
direcl control of the transmitter. With an eight to one advantage in power, the 
Dartboard signal was sufficient to nullify the Stuttgart transmission over the 
northern area of Germany. and to interfere seriously even in the south. The 
hours of operation were kept to the minimum owing to the high priority pro
paganda work on whiCh Aspidistra was normally engaged. Another trq.ns
mitter, "Moorside Edge 3" (near Huddersfield) was also available for the same 
purpose and later one of the B.B.C. Droitwich transmitt-ers was employed. The 
procedure was modified in March 1944, and unless the listening watch considered 
the jamming was not effective, Aspidistra radiated its normal '' Calais" or 
''Atlantic·• propaganda programme, "Moorside Edge" only being keyed. It 
was anticipated that this change would put the enemy in a. quandary. He had 
the choice of accepting unjammed propaganda coverit1g the whole 0£ Europe 
from the powerful Aspidistra, probably causing nearly as much inter-ference as 
ne was already experiencing, or of attempting to jam Aspidistra, which course 
would entail spoiling his own fighter control transmissions. 

The Anna Marie Progtam.me 
Some idea of the straits in which the Germans found themselves can be 

sauged by the extraordinary method adopted after the use of Dartboard.0 It 
was reported that the broadcast programmes radiated by the German Forces 
Station Amia Marie at Muhlacker, Stuttgart, were completely out of balance. 
Investigation<; revealed that the programme was coded, the nature of the music 
indicating in which of the eight main defence areas Royal Air F orce bomber 
aircraft were ftymg. The key to the code was as follows..3 :-

Defence Zone Nature of Music 
Quelle . . Wurlitter 0.rgan. 
Kurfurt Marches. 
Phmip Xylophone. 
Otto Violin. 
9 ~ano. 
J 0 Soldiers' Songs. 
Berta Waltzes. 
Ponto Accordion. 

1 A.M:. Sjgs. Plan (C) Instructions C.M.S. 79, 16 ~fQrcb 1944, and No. 130 Wing File 
S.3019/lt/Sigs., Encl. 48. 

2 Bomber Command Operational Summary oi R.C M. No. 3. S Ap1 ii 194'1. 
• A.D.I (l) Report No. 491 D/1944, 28 Aug-ust 1944. 
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lI, for example, bomber aircraft were flying into the Quelle area. the broad
casting station A?ma Marie woula play cinema organ music as long as the 
bombers remained in that area. Instructions were given that the musical 
items would be interspersed with orders to the fighters. The code was put into 
effect on 26 December 194:;, and according to €aptured information was intended 
to be used only when the Corps and Divis ional commentaries were jammed. 
When this occurred and no verbal orders were given by Anna Ma·rie the fighter 
aircraft were to fly to the W /T beacon in the area indicated by the type of music 
broadcast. The areas QueJle, Kurfurt, Phillip and Otto were sub-divided into 
northern and southern halves. 'When born bers were in the northern half of 
these areas each piece of music was announced individuaUy, but when in the 
southern half two pieces of music were announced at a time. Finally, the con
clusion of operations was always indicated by the station playing the German 
march 110ld Comrades." In the event of Allied aircraft not entering any of the 
eight defence areas U1e radio station Anna Marie was to broadcast i ts 1,1sual 
dance music. 

The Germans may have hoped that the introduction of this novel but clumsy 
method of fighter control would escape notice by the Allied radio counter
measure organisation. It was an open admission to their own fighter pilots of 
ser.ious embarrassment. Dartboard jamming was applied t o the transmissions 
and tney were discontinued after a few more operations. 

Other important developments on medium frequency were, firstly, the use 
of na 0gat,iona1 radio .beacons by the Germans for passing plots and control 
instnictions by W/T, and secondly, the establishment of comparatively high
power M.F. control stations in each German night fighter Divisional area, of 
which four mainly concerned Bomber Command.1 The radio beacons provided 
a serious problem ; there was a number of them and their function in the 
enemy night fighter organisation was an important one. Each beacon site 
comprised an M.F. radio transmitter associated with a visual beacon Bashing a 
characteristic recogn ition code group. They were used as rallying pojnts for 
the night fighter aircraft which were directed by the ground control from beacon 
to beacon ; the fighters homed by radio to the particular beacon to which they 
were ordered and checked their position by observing its visual characteristic.2 

When the enemy began to use these beacons for passing plots and control 
instructions. the situation was first met by the introduction oi counter-measure 
Fidget. which is discussed later in this narrative. 

In summarising M.F. development, it is probably true to say that by increas
ing the number of frequencies in use, the enemy was able to evade to some 
extent the full effects of M.F. jamming. Such an evasive measure may also 
be. applied for all wavebands. Nevertheless, the general disorganisation and 
complication caused by the jamming was such as to make it in the highest 
degree improbable that more than a proportion o( aircraft operat~rs were able to 
find a clear channel. In effect, a situation had been reached in which the 
wireless operato1 of ttie German night fighter aircraft was required to search his 
allotted frequencies over the whole range from V.H.F. to M.F., involving the 
use of two separate aircraft receiving installations, in order to find an unjammed 
ch~nel and knowing that it might at any moment be engaged by a jammer. 
This was the situation by the end of 1943. brought about by the combined effect 
of Tinsel, Special Tinsel, Corona. A.B.C. and Dartboard. 

1 A.S.l. Report No. 79, 16 November 1944. 
i A.H.B./1l.E}76. " War in the .Ether." An account o! R.C.M. w .Bomber Command. 
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By the adoption o{ a very wide selection of frequencies within the M.F., H.F. 
and V.H.F . bands, the German night-fighter control was probably able to retain 
fighter communication lo some degree. Nevertheless, the L1'flwaffe night 
control organisation was very seriously handicapped by R.C.M. This was 
~l)own not only by the enemy's resort to so desperate a measure as the Anna 
Marie programme, but was directly confirmed by prisoners after the War.1 

Intecrogation or a number of experienced and reliable night-fighter pilots of 
the German Alr Force confirmed that by 28October 1944, only high-power W/T 
beacons were of any real use to them. The very experienced pilots couJc1 
operate only in the most favourable conditions. and night-fighter aircraft could 
no longer operate as un its. All German night-fighter crews confirmed this 
experience of frustration. On the other hand, the enemy showed great resource 

·and flexibility. requiring a considerable effort by Bomber Command in attempt
ing to neutralise it. The jammers, moreover, deprived the Allied " Y ''Service. 
of a good deaJ of informatfon. 

The early policy of m ixing all the A.B .C. jammers with main force bombers 
had its dangerous side, as it not only gave the Gennan :Raid Tracking Service 
a further source of information, but also provtded the enemy night-fi.ghter 
.aircraft v.rith potential radio beacons by which to home into the bomber stream. 
Fortunately. the enemy exploited neither, but it would have been rnore effective. 
and more economical H this task had been allotted much sooner to a specialist 
l(.C,M. Group. Th.c vulnerability of high frequency comrnonicat1ons to ground 
jammers situated at skip distance from them, and the corresponding advantage 
of V.H.F. to the German&, were brought out. There are claims that the success 
of jamming on high freq uencies forced the enemy to use V.H.F. Having regard 
to the distinct technical a nd t.actical advanta.ges otherwise to be derived by him 
ftom such a change, these claims are probably exaggerated. 

Before proceeding fu rther ~~ilh the history of offensive radio counter-measure 
operat ions. it would be appropriate to trace the origin of the Royal Air Force 
specialist radio counter~measure formation, No. 100 Group , which came into 
being a( the end of 1943 as a result of the realisation of the signincance of 
<iffensive radio counter-measures in support of the Allied night bomber offensive. 

1 Air Ministry A.D.I. (K) Report No. 599/44, and No. 700/44 
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CH.APTER 11 

THE FORMATION OF No. 100 GROUP 

Throughout 1943, a belief grew tbat R.C.M. requiremerits for Bomber Com
mand coold best be met by the provision of specialist squadrons to provide the 
airborne count-er-measures for the bomber force. The use of specialist units 
was not new, for in 1942 No, 515 Squad~-on of Fighter Command had been 
employed for'' Moonshine" and airborne " Mandrel" operations. Tn Bomber 
Command too, a similar arrangement had been the e111ployment of No. 101 
Squadron on Airborne Cigar duties, which had been amply justified. Despite 
fhe additional weight of a special operator and the jostle II apparatus, this 
squadron had been able to carry out the doal function of januning and bombing. 
The need was now arising, however, for apparatus of greater complexity, 
increased size and weight, and involving problems of increased power supply. 
Moreover, a factor of greater importance was the growing realisation that the 
extent and complexity of R.C.M. required to keep Bomber Command's losses 
within acceptable bounds undoubtedly called for specialist R.C.M. units to 
accompany the main bomber force.1 

In June 1943, Headquarters, Bomber Command had made enquiries as to the 
feasibility of countering all forms of enemy radio-controlled night defences by 
the employment of a few specialist · aircraft carrying high-power jammers.2 

The need for specialist R.C.M. squadrons had been strengthened by a desire to 
a.void the inevitable complication of aircraft installations and their maintenance, 
and the need for training every bomber wireless operator in their operation.3 

The tendency \'Vas to favour a separate formation which could be made solely 
responsible for radio counter-measures. It had become clear that radio warfare 
in Bomber Command, jf it were to be successfully appliedJ would call for day-to
day control and the undivided attention of the signals staff concerned with the 
technical and operational aspects of R.C.M. ~ But it was not only in Bomber 
Command th.at R.C.M. requirements had to be met. There were also those of 
all other Royal Air Force Commands, th.e Director of Telecommunications under 
the Director General oI Signals being the co-ordinating authority responsible 
to tile Air Staff. This responsibility had been exercised by the Air Ministry 
since 1940 when the need for counter-measures had fust arisen in connection 
with the German radio beams. 

Be.fore any counter-measure ca,h be taken, information must fust be obtained 
on the methods and devices employed by the enemy. Until these are discovered 
the enemy wilJ possess undisputed use of the aids he employs, the period of 
s uch use being governed by the time taken 1n determining their nature and the 
best course to adopt in Ol"der to nullify them, and in the design and production 
of the necessary equipment. It was clear that this period should be reduced 
to a minimum. The closest possible liaison was therefore maintained with the 
Cntelligence branches concerned, with Sdentific Advisors in the Air Ministry, 

1 Narrator's Interview witb A.V l\1 , E . B. Addison, A.0.C., No. 100 Group. 
t Director of Telecommunications Folder. Minute from the Director-General of Sigoa)s 

lo tbe Deputy Chief of Air St:at'f. . B A.M. File C.28902, Encl. 3A. 
• A.H.B / 11 .£/76 (a)-" Wat in the Ether, 1939-1945. Sigvals in Bomber Comrnand " 
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with physi.cists and radio engineers of the Research Establishments and with 
the Radio 1ndustry. Moreover, an intimate liaison was required with the 
Commands who were to apply the counter-measures. This in turn mean t the 
fonnation of R.C.M. Sections within the Signals Staffs of the Commands. 

Thus there were many reasoris for the trend towards the formation of an 
operational R.C.M. organisation. The necessary impetus was given by a letter 
to the Air Ministry on 31 August 1943 in which the Ai.r Officer Cornmanding-in
Chief. Bomber Command referred to the night fighter and intrnder operations 
carried out by Fighter Command in support ot the Allied bomber offensive.1 

He stated that these operations were excellent as far as they went, but did not 
exercise more than a minor effect upon the enemy's defensive organisation , 
Which was expected to become even more powerful in an attempt to reduce the 
·efficiency of Bomber Command operations. He contended that if the bomber 
offensive were to be given the best chance of fatally weakening Germany, it 
was essential that complementary offensive action of all kinds calculated to 
disorganise the German night fighter and flak defences, should be given the 
highest. priority and organised jn the most effective manner. This action 
consisted of :-

(a) R.A.F. night :fighter opera tions. 
(b) R.A.F. bombing intruder operations. 
(c) R.C.M. against the German R/T system. 

It 'was the view of the Air Officer Commanding-in-Chief, Bomber Command, 
that as long as such action remained a side issue for .Fighter Command, air 
offen~ive action on the sea.le required was unattainable. He advised that 
night fighter and intruder squadrons should be formed into a Bomber C-Ommand 
Croup whose specific duty it would be to conduct offensive measures in support 
of bomber operations. He also suggested the inclusion of a radio counter
measures squadron responsible for operations against the German R/T system 
on which the enemy's nighf fighter aircraft were largeJy dependent. 

ln a further letter the Air Officer Commanding-in-Chief suggested that the 
.offensive against German controlled night fighter aircraft in 1944 should take 
the form of barrage jamming of the whole radio defence system, including 
R.O.F. tracking and fighter R/T.2 The introduction of Window was seriously 
interfering with the ground control of German night fighter aircraft, but the 
relieC thus gained was only partial, in t hat Window only affected part of the. 
ground tracking system and the A.I. tactics employed by enemy n.ight fighter 
·aircraft. It could not prevent the lieight of the top laye.r of the bomber stream 
from being determined or confuse that part of the enemy G.C.I. system which 
made use of Freyas. There might aJso be a limit to its usefulness in the case of 

· deep penetrations into German territory set by the quantity of Window which 
would need to be carried and the physical effort required to maintain t he 
necessary rate of discharg·e, especially at great altitudes. Moreover, it was now 
time to aim at reducing to the minimum the number of counter~measure devices 
carried by individual aircraft and to replace th~m by specialised jamming 
equipment capable of dealing with the entire enemy system and thus giving 

1 Bomber Command Let.ter BC/S.30522/Air/C.-in·C., dated 31 August I 943, Encl. ' l A, aod 
A.?11. File C.M. 5 _265. - -

-. Bomber C6mmand Letter BC/MS.27933/Si.gs./C.-in-C., Encl , 7A, 7 September 1943, and 
A..M, File C.28904, Part I. 

143 



protection to the force as a whole. Of the devices employed, aJI aircraft used 
Tinsel, about 12 per cent. canied Mandrel, a proportion were fitted with Boozer, 
and No. 101 Squadron was being equipped with A.B.C. He recommended that 
the specialised eqwpment to supersede these devices should be carri.ed in a small 
number of special high flying aircraft and be capable of obliterating the radio 
defence system over the whole bomber Jane. It was apparent that these 
aircraft wit)i their ban-age jamming equipment would be vulnerable to homing, 
so. that height and speed should be their chief defence. These requirements 
demanded an aircraft with an effective operating height of 28-30,000 feet. a 
speed an.d endurance at least equal to that of the main bomber force, and having 
the space, lift and power supply needed for the equipment. The aircraft wruch 
suggested itself for this purpose was the AmeTican Fortress, which met the 
technical specification, and which as an additional recorrunendation possessed 
a powerful defensive annament. The Air Officer Comma.ncling-in-Cluef, 
Bomber Corrunand, therefore recommended that sufficient Fortress aircraft 
should be obtained to equip and maintain one squadron, and that development 
on the highest priority of barrage jamming equipment against enemy V.H,F., 

, R/T, A.I., Freyas, and G.L./G.C.I. should be instituted inunediately. 

The matter was fully examined and brought up for discussion by the Air 
Staff on 29 September 1943.1 A memorandum was prepared pointing out 
that whereas up to date. tne enemy's air defence system had been attacked by 
means of various radio equipJnents installed jn Bomber Command aircraft, 
by ajrcrnft of Fighter Command, by ground raclio stations in thts count(y, and 
by Intruder and Serrate2 Squadrons, so far tpere had been no central operational 
organisation solely responsible for the co.ordination of the application of all 
possible means for breaking down the enemy's air defence system. The 
inclusion of the Seuate squadrons in such an organisation was need?d on the 
grounds that more rapid development could be expected both tech11ically and 
operat)ona.Uy. Similarly, as the nignt Intruder operations would have to be 
dovetailed into those of Serrate and ot,hersquadrons proposed for radio counter
measures, there was a case for these also to be operated and controlled in the 
same organisation. While the American bomber force was increasing rapidly in 
effectiveness, the main offensive force was Bomber Command. This Command 
would accordingly have the most urgent demands on the proposed R.C.M. 
Group and should, therefore, have operational control of it. For matters 
relating to the new Group's technical administration it ccmld best be d_irectly 
under Air Ministry. 

A conference was held at Air Ministry on 29 September 194-3 to discuss this 
memorandum. Among those present were the Deputy Chief of Air Stdf, 
Deputy Commander-in-Chief, Bomber Command, Major General Eake1 
Commanding the American 8th Air Force, the Air Officer Commander-in-Chief 
Fighter Command, and the Air Officer Commanding 2nd Tacticai Air Force. 
The following decisions were made :-

(a) that the air offensive would be more effectively supporte<l than a1 
present by the formation of a central organisation for the operationa 
employment of radio and other counter-measures to the enemy' 
defeoce system, and that such an organisation should cover th• 
technical and intelligence sides; 

1 A.M. File C.M.S. 265, Encl. 12a. 
1 Night-.fighter0.i.rcraft employing homers foi- homing to enemy rugbt·figbter A.I. 
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(b) that the decision as to whether the Intruder sql.ladrons of Fighter 
Command should be transferred to the Operational control ot the 
new organisation, snould be deferred ; 

(c) that the following unjts shoulq come within the opcratlonal control 
Qf the new Group. 

No. 141 , 169. 239 Squadron (the Serrate squadrons). 
No. 515 Squadron. 
The Radio D evelopment Unit at the Royal Air Force Station, 

Drem. 
No. 1473 Flight. 
No. 192 Squadron: 

(d) that a development unit should be jncluded within the Group. in order 
to carry out research work on radio attack on the various types of 
enemy ground stations; · 

(e) that the new cen tral orga.n.Ciat ion should undertake both ground as 
well as air jamming ; 

(f) that the operational control of the Group should be under Bomber 
Command and the technical control under Air Ministry; 

(g) that General Eaker should ask General Arnold for an allocation of the 
r~quired number of Fortress ai.rcraf t with which to form the Group, 
and that in the meantim e, two Fortress aircraft should be made 
available immediately out of existing resources for the initial 
development work and the commencement of operations. It was 
estimated that an initial F ortress force of six to ten aircraft would 
be required to accompany each major raid, which meant that a 
squadron of 16 I.E. afrcraft would be the ultimate object . 

. Tile authority for the necessary action to be. taken to form the Group came 
on 28 October 1943, when the Secretary of State for Air, in a rninute to the 
Chief of Air Staff, described the proposed Group as "a most important and 
hopeful projec,t which Should be. vigorously p ressed forward." Acting on this, 
the Director General of Organisation and the Director of Policy submitted a 
paper to the Expansion and Re-equipment P oLlcy Committee at its 49th Meeting 

· asking that a decision should be taken as to which Royal Air Force Command 
should provide lhe personnel. 

At its 49th Meeting on 29 October 1943, the Committee agreed that tbe 
format ion of tb.e new Group should not be met by adding to the already 
considerable deficiencies of manpower in lhe Home Commands, and that it 
t0uld on ly he formed by a cottesponding reduction of units.1 It was 
considered that this was a matter for Air Staff decision, In a letter from the 
Director of P olicy to the Director General of Organisat ion on 5 December 1943. 
the former stated that, as regards the manpower position, the best way would 
be to instruct Bomber Command to re-equip one of their Stirling squadrons 
with Fod.ress~s.2 This would not diminish Bomber Command's impact upon 
frermany since t he Command ha.d already stated tha t they intended to withdraw 
the St irling afrcrait from the line.· 

On 8 November 1943 instrnctions for the formation of the Radio Counter
Measures Group had been issued . to the effect that No. 100 Group was to form 
forthwith to establishment WAR/B.C./386 at the Royal Air Force Station, 

1 A.M.'File C.M.S. 265, Eocl. 30A. 2 !bid., Encl. 41.\. 
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West Raynham, at which station accommodation was to be improvised pending 
a move to Bylaugh Hall, East Dereham, Norfolk, as soon as the latter was 
vacated by Headquarters, No. 2 Group, 2nd Tactical Ai{Force. The locations 
for all the units were to be decided by Bomber Command. Consequently the 
full layout of the Group was given at a· meeting by the Deputy Comrnander-in
Chief of Bomber Command Qn 8 November. The new No. 100 Group became 
established officially from that date, and ten days later No. 80 Wing was 
incorporated in it. Air Commodore E. B. Addison was appointed to 
command it. Full terms of reference for the Group had, however, yet to 
be decided. 

It was intended to have two Fortress squadrons in No. 100 Group, viz. :-
(a) The 8th Air Force would provide one squadron consisting of 12 + 2 

Fortresses. This United States squadron was already in being and 
two Fortress installations were undergoing trial at Defford. This 
squadron was entirely a United States unit, fully administered by 
the 8th Air Force although under the operational control of Bomber 
Command. 

(b) The second squadron, No. 214 (R.A.F.) was to be armed with 12 + 2 
Fortresses, and application for these, plus wastage, would be made 
to Washington by General Eaker. Britain possessed no other 
squadrons of Fortresses except two in Coastal Command which 
could not be diverted. 

At a conference held at Air Ministry on 29 September. General Eaker had 
agreed to ask General Arnold for an allotment of the required number of 
Fortress aircraft. Meanwhile two Fortresses were made available and were 
undergoing trial installations at Defford. As no reply was forthcoming from 
General Eaker, the Deputy Chief of Air Staff brought the matter to his notice 
in a letter on 12 November 1943.1 In a further letter to General Eaker on 
the 27 November 1943, the Deputy Chief of Air Staff stated that, on the 
assumption that General Arnold would approve of General Eaket's provisional 
offer to contribute to the squadron to the extent of 50 per cent. of aircraft, 
the British representative in Washington had been asked to obtain a1lotment 
of the 11ecessary number of aircraft to equip 50 pet cent. of the squadron 
init ially and to meet 50 per cent. of wastage. Tbe Deputy Chief of Air Staff 
now requested General Eaker to ask permission for an immediate allotment. 
It was intended to repay" the U.S.A.A.F. when the 1944 consigrunent of 
Fortresses from the United States became available. It was not expected, 
however, that this would arrive before March or April, and as the urgency 
to equip the Fortress Squadron was such that it was impossible to wait until 
then, the only way in which these aircraft could be got in time was by means 
of a loan from the 8th Air Force. 

The War Depa1iment in Washington approved by cable on 4 December 
1943 General Eaker's recommendation that 12 Fortresses with crews be made 
available for the formation of ari American section in the Radio Counter
measures Group.2 General Eaker, after discussion with the Deputy Commander 
in-Chief, Bomber Command, concerning the organisation for the Fortress 
Squadron in No. 100 Group, felt that there was need for a conference to discuss 
its formation, and the responsibilities of the U.S.A. authorities towards it.3 A 
meeti'ng was subsequently arrzi.nged at the Air Ministry for IS December. By 

~ A.M. File C.M.S. 265,. Encl. 38r.. ~Ibid .. Eccl. 43s. -3 Ibid., Encl. 44A. 
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20 December 1943, the Air "Ministry had still made no headway with the 
American 8th Air Force in the matter of arcanging a loan of the 'Fortress 
aircraft to form No. 214 Squadron. A meeting was, however, held on 
21December1943,1 in response to a request by the Air Officer Commanding
in-Chief, Bomber Command, for a speed-up of the formation of the Group, 
but no decision as to fhe allotment of the Fortresses was made. The meeting 
rnet to discuss whether sufficient priority was being given to the formation of 
No. 100 Group, and if not. what further action should be t.aJcen. The meeting 
decided that, in order to speed up the formation of No. 10() Group, represent
atives of Air Member for Supply and Organisation, Director-General of Signals 
and No. 2 Group snould visit Mongewell Park, Wallingford, Berks, im'lflediately . 
after Christmas in order to fix \he target date for the transfer of the nucleus 
operational staff of No. 2 Group to Mongewell Park and so allow the 
Headquarters of No. LOO Group to move ·in to Bylaugh Hall. 

The Deputy Chief of Air Staff on 27 December reviewed the delays in the 
fonnation of No. 100 Group in a minute to the Chief of Air Staff.2 He pointed 
out that, while the Group had already been formed, it was handicapped by 
the lack of aircraft for the two Fortress squadrons and the three Serrate 
squadrons, and lack of accommodation for the Group Headquarters. F u rther
more, Washington had not as yet replied to the request by the Air Member 
for Supply and Organisation for the Joan of 14 Fortresses. Whereas f-uJl radio 
jamming equipment for these Fortresses would not be nvailable until March 
or Apcil,· 1944. a. s tart could be made by fitting the equipment which had 
already been obtained as soon as t11e aircraft themselves were available. 

Tile position of the Ser:Tate $quadrons was no better. Only one was operational, 
the remaining two being short of aircraft on account of a hold-up of Mosquito 
aircraft equipped with. A.1, S.C,R. 720 whi.ch bad prevented the Mesquita Irs 
from being banded ovei- to the Serrate squadrons from Air Defence Great 
Hritain (A.D.G.B.). In 'reply. lhe Ch ief of Air Staff. on 28 December, in a 
mmute to Assistant Chief of Air Staff (Op&.) requested a fort.nightly report on 
lhe progress of No. lOO Group.~ 

The moveo! H.Q. No. 100 Group to By laugh Hall was completed on 8 January 
·1944,' and by 9 J anuary the first Br~tish Fortress squadron, No. 214, was fom
ing at Sculthorpe. On 24 January 1944, eight Fortress aircrafl had ' been 
received from the America.n 8th Air Force, three being used in No. 214 Squadron 
to conven t.he Stirling crews, two being in.stalled with !ugh-power jamming 
equipment, and one undergoing trial installation of Monie.a. As an interim 
measure against the use of Km'ckcbeiH frequencies by the enemy for night
fighter control, six of No. 100 Group's For tresses were to be equ1pped with a 
;pecial fo0l1 of Airborne Cigar. As for the Serrate squadrons, 18 Mosquitos 
were canyjng out operations by 24 J anuary.5 No. 515 Squadron was, however, 
~ncounterlng delay in re-equipment with Beaufightel" If aircraft filted with 
Bi-Mandre). Bi-Moonshin e and Carpet as a result of failures of the trial 
nstalJations. 

By 5 February 1~44, 13 oul of 14 Fortr<:sses on 1oa1~ from the 8th Air Force 
1ad be<":n del1vered to the British squadron at Sculthorpe, 6 and arrangements 
1ad been completed with Washington for the delivery of enough aircraft to 
;over estimated Wa.5tage in the next six months. The aircra.(t, whlch 

1 A.M File C.M.S. 265, Eocl. 531'. t ]bid., Minute 5. 1 Ibid.., Minute 52. 
• lbid .. Encl. 54A. 6 !bid.,Eocl. SSA. • Tbid., £ael. 56A. 
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unfortunately, wei:e B.l1Gs. had to be exchanged for B.17Fs, as the former, 
being fitted with chin turrets were unsuited to R.C.M. 9urposes. Nine of these 
aircraft were being used for conversion training, and the remainder were fitted 
with the interim Airborne Cigar equiprneot. Twenty-five fully-fitted aircraft1 

now operational in the three Serrate squadrons, encountered fresh trouble over 
the unreliability of the Merlin XXJ engine and the age of their Mosquito U 
aircraft. It was decided consequently to have.a number of Mosquito IIs over
hauled and to install Merlin XXU engines. Meanwhile one Serrate squadron was 
to be re-equipped immediately with Mosquito VI aircraft which had become 
available on account of reduced Operational Training Unit requirement~, 
while the- other two were to continue with the reconditioned Mosquito Us until 
the latter half of 1944. 

The :fitting of equipment in No. 515 Squadr;on was now stopped as the. 
increased number of frequenci~ on which the German radar stations were 
working made the use of Moonshine difficult, if not impossible. The rOle of 
No. 515 Squadron, pending investigation , was accorclingly modified to that of 
Night Intruder with an alternative ro1e of R/T jammer. As No. 515 Squadron, 
like the Serrate squadrons, suffered from old aircraft, the Vice-Chief of Air 
Staff ~areed that they also should be re-equipped with Mo.squito VI aircraft, 
second in priority to the Serrate squadroru,. Re-equipment was expected to 
start about April. By 6 March 1944, as the B. l7F Fortress was no longer being 
made, it was decided reluctantly to use the B.17Gs which Washington were 
delivering.1 

By 20 March 1944, all crews in the RC.M. Fortress squadron were flying 
Fortress aircraft by day and night for training purposes.2 The order of battle in 
No. 100 Group was then as follows :-

Squadron 
No. 

141 
l69 
239 
515 
l9:2 

214 

Location.. 

West Raynham 
Little $poring 
West Rayo ham 
Llttle Snoring 
Foulsharn 

Sculthorpe 

Type. 
Type to which 
te--eqi,ipping. Remarfts. 

16+2 Mosquito Il Mosquito VI Operational. 
16+2 Mosquito II No change Operational 
16+2 Mosquito II No change Operational. 
J 6+2 Beau fighter Il Mosquito VI Non-Operational. 
G+l Wellington X } 
3+0 Mosquito IV No change Operational. 
s+z Halifax rv;v 

12+2 Fortress Fortress Non-Operational. 
B.17F. B.17G. 

Seventeen crews of the Fortress Squadron were operational by 12 April 
1944.3 Six aircraft with the interim Airbome Cigar equipment were delivered to 
the squadron at Sculthorpe. but fresh delays over the delivery from Scottish 
Aviation Ltd. of the universal jammers for the main R.C.M. prograrrune 
occWTed. Difficulties with the Serrate prototype installation in the Mosquito VI 
aircraft continued. Trouble was also encountered over the transmitter ae:rial 
system of the Monica IIIA installation as, on account of its projection into the 
slipstream. the port half of the reflector had broken. No. 515 Squadron, how
ever, had completed its re-equipment with Mosquito Vl Aircraft. Certain crew£ 
were detached to No. 615 Squadron for coaching in Intruder technique, and thr 
first sorties were carried out by this detachment. 

I A.?>f. file C.M.S. 265, Enct olA. ~ lflid., Encl. 64A. 
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: By 18 April th.e trouple over the aeriaJ system of Monica I IIA had been 
overcome and sil( Fortresses of No. 214 Squadron, fitted with the interim 
Airborne Cigar, operated for the first time on the night of 20/21 April l 944J 
ihe formation of the American squadron was also making headway-five 
American Fort ress a..ircraft, fitted with a variety of Mandrel and Carpet, and 
one American Fortress fitted with a search receiver, all sbc aircraft having 
1\.merican crews, had now arrived at Sculthorpe. As the U.S.A.A.F. did not 
require these aircra(t for their day raids at t hat lime, the crews b egan training 
in night-flying i.ri support of Bomber Command. By 1 May t he American 
Fortresses were incorporated in No. 803 Squadron, U.S.A.A.F. and four air
craf t first operated with jammers on the night 5/6 J u.ne against the German 
long-range radar warning stations to cover the landing of the American forces 
frl North-West Europe. Moreover, several additions were to be made to No. 100 
Group. No. 199 Stirling Squadron was to be transferred to the new Group on 
1 May 1944. 2 The squadron was to be located at North Creake, and was to be 
ptted with a battery of Mandrel in ·each aircraft. It was also proposed to 
employ.it for spoof purposes using the new Frey.a. type Window. This squadron 
fust operated on the night of June 5/6 in support of the L>-day laI\qing Qf 
airborne forces. Two other squadrons, Nos. 157 and 85, both night-fighter 
Mosquito sq uadrons, were to be transferred to No. 100 Group on l and 5 May, 
respectively. No. 157 Squadron was to be re-equipped with Mosquito XJX 
aircraft and No. 85 was to have its Mosquito XVU fitted with A.I., Mark X. 

Role of No. 100-Group 

Thus the beginning of May 1944 saw the elimination of most of the difficulties 
be.setting the formati.on of No. 100 Group. It was to be primarily responsible 
for supporting the forces operating under Bomber Conunand, but had in 
addition to meet a proportion of the requirements of other formations. including 
tha Alli~d Expeditionary Air Force and Air Defence Great Britain. Its function, 
therefore, was lo co-ordinate the activities of its airborne and ground units, 
and its role was summarised in a directive issued by Bomber Command on 
2l March 1944 as follows :-s 

(a) To give direct support to night bombing or other operations by attack 
of enemy night-fighter aucraft in the air, or by attack of ground 
installations. 

(b) To employ airborne and ground RC.lV!. apparatus to deceive or jam 
enemy radio navigational aids, enemy radar systems and certain 
wireless signals. 

(c) To examine all Intelligence on the offensive and defen:;ive radar. radio 
navig;i.tion , and signalling systems of the enemy, with a view to future 
action within the scope of (a) and (6). 

(d) From the examination o( this Intelligence, to plan for use in future 
operations means of disorganising the enemy oflensive and defensive 
radio systems. 

(e) To provide immediate information, additional to normal Intelligence 
information, as to movements and employment of enemy fighter 
aircraft to enable the tactics of the bomber force to be immediately 
modified to m eet any changes. 

1 A.M. File C.M.S. 265, Eacl. 74.\. ' lbid. ,· E.ocl. 751'. 
J A.M. File C.M.S. 265. 
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The task of forming a new Group with unique and peculiar functions during , 
the six months period which preceeded the landing in Normandy was a 
strenuous one. The formidable underta1dng of fitting squadrons of aircraft 
of the heavy bomber type with special electronic gear, of re-equipping night
fighter squadrons with more serviceable types of engines and aircraft also 
carrying special radio equipment, and the training of aircrews in their new 
role, required great efforts. During the same period the Gr.oup was 
operationally active, achieving not only valuable jamming and radio 
investigation but also more tangible results in the shape of German aircraft 
destroyed by the .fighter units. Accounts of the varied operational activities 
are contained in. appropriate succeeding chapters. 

A noteworthy feature in the formation of No. 100 G:roup was the successful 
blending of bomber and fighter activities under the same comm.and, and also 
the absorption -of American units within the organisation. The smooth 
amalgamation of elements which were bound to be diverse in their approach 
fo the common end shewed a measure of the esprit de corps of the new Group. 
The constant personal attention given -to its formation by the Chief of Air 
Staff testified to its opera.t~onal importance. 
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CHAPTER 12 

RADIO COlJNTER..:MEASURES AGAINST ENEMY 
AIRBORNE INTERCEPTION DEVICES 

Investigation of German A.I . 
. From information disclosed by R/T intercepts, Air Ministry (D.D.I.4) issued 
a report in July 1942 that an interception device, known to German aircrews as 
'Emil-Emit, which at the beginning of 1942 appeared to be used by night fighters 
in the Flushing area only, was being used on an increased scale and that this 
increase seemed to coincide with the decrease in searchlight co-operation.1 

. Though it was evi.dent that Emil-Emil was an airborne interception device, it 
was not clear whether it was A.I. or infra-red, and little information was avail
able to indicate its performance. By October, it was apparent that the opera-· 
tional use of this device had spread considerably, and that enemy night fighters 
were being equipped with it as soon as it became available. The security of the 
German R/T, however, was very high and there was still no indication of its 
nature. 

A search for German A.I. transmis5ions was made by T.R.E. from the East 
Coast, where it was expected that transmissions would be intercepted from 
enemy fighter aircraft operating in the Flushing area. As a result, radiations 
received on a wavelength of 61 centimetres and havi.ng a pulse recurrence 
frequency of 3,000 cycles per second were strongly suspected as being con
nected with the enemy's A.I. The importance of confirming this suspicion 
became paramount and steps were at once taken to use wireless investigation 
aircraft on special flights over hostile territory in areas where night fighters 
would be encountered. In order to obtain this vital information the investigat
ing aircraft had to invite attack by night fighters. 

Several sorties had been carried out by an aircraft of No. 1474 Flight, but 
. with no success.2 However, on the night of 2/3 December 1942 the aircraft 
·was attacked several times by an enemy night fighter, signals on 61 centimetres 
wavelength being received at maximum intensity throughout the attacks.3 In 
spite of the crew (including the special operator) being wounded, the radio 
and pulse recurrence frequencies were checked three times, and the information 
successfully conveyed to the appropriate intelligence branch. The report4 of 
this investigat.ion flight describing how the frequency of the Lichenstein B.C. 
was established follows. 

The operation took place across the north coast of France to an area near 
Frankfurt. The aircraft was engaged on its eighteenth sortie on this par
ticular investigation, which necessitated· the aircraft being intercepted by an 

-enemy night fighter, and up to this sortie all efforts to get such an interception 
had failed. At 0431 hours the special operator reported that he had been 
receiving signals on his special wireless equipment which he thought were the 
ones to ~e investigated. He war:ned the crew to expect a fighter attack. The 

1 R.A.F. Wireless Intelligence Service" Little Screw" Report No. 5, A.M. File R.C.M. 103, 
Encl. 103A. 

z A.S.I. Report No. 1. 8 A.M. File R.C.M. 151, Encl. 29A. 
•Operations Record Book (O.R.B.) No. 1474 Flight. 
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signals grew stronger and Pi1ot Officer Jordan repeated his warning. A code 
had previously been arranged to ensure that, if the signals were pkked'up, the 
frequency would immeaiately be sent back tb base by W/T, it being absolutely 
vital that this. information should reach base at all costs. The special operator 
passe9 the coded message to the wireless operator for transmission to base, 
giving in the message the required frequency and that this frequency was very 
probably the correct one. 

Jordan then warned the crew that his receiver was being saturated and ta 
expect an attack at any moment. Almost simultaneously the aircraft was hit 
by a bursl of cannon fire. Tbe rear gunner gave a fighter control commentary 
during the attack and identified the enemy aircraft as a ju.88. Violent cork
screw turns were used as evasive action. Jordan was hit in the arm on this first 
attack, and, realising that now there was no doubt at all about the signal being 
the correct one, he changed the coded message, a change that would tell base 
that the frequency given was undoubtedly correct and that 1t applied to the 
signal being sought. Although hit in the arm he still continued to work his 
sets and to note: further characteristics of the signal. The rear gunner fired 
about 1,000 rounds at the attacker, but his turret was hit and made com
pletely unserviceable and he was wounded in the shouJder. On the second 
attack Jordan was hit in the jaw, but he still continued to work his sets and log 
the 1esults and told the captain and crew from which side to expect the next 
attack. On. the third attack the front turret was h it a,nd the front gunner 
wounded in . the leg. The wireless operator went forward to Jet him out 
of the turret but he was hit in both 1egs by an exploding sheU and had to return· 
to his seat. Pilot Officer Barry, navigator, then went forward and let Grant out 
of the turret. Jordan was hit once more, and this time ln the eye, and althougb 
he continued operating bis equipment and notin·g further details of the signal, 
he realised that he could not continue with the .investigation moch longer, 
owing to his condition. Realising that his inter-com. had also been shot away, 
he went forward and brougbt back the navigator and tried to explain to him 
how to con~inue operating the equipment and so bring back some more infonna-· 
lion. By this time he was almost blind, but although he tried hard to show 
Barry what to do, he [ealised that it was an impossible task and tn the end gave 
up the attempt. 

Flight Sei:geant Vachon had by this time come out of the rear turret and had 
taken up position in the astro hatch, from where he continued to give evasive 
control, but he was hit again in the-hand and Barry went back and took over 
from him in the astro dome. During this period the aircraft had Jost height 
from 14,000 feet down to 500 feet above the ground, violent evasive action still 
being taken by the captain. After ten or twelve attacks the enemy aircraft 
broke ofi his engagement and disappeared. The WelLington had been damaged, 
both engine throttles being jammed and both gun turrets unserviceable, in 
addition to other controls ahd instruments out of action. 

The wireless operator. Sergeant Bigoray, in spite of his injuries, transmitted 
the coded message back to base; but receiving no acknowledgment for it, 
continued to send it in tbe hope tbat it would be picked up. It was received at 
0505 hours.- The captain' kept the aircraft on the course for home and managed 
to climb up to 5,000 feet, at which height he came back. At 0645 hours the. 
aircraft crossed th~ enemy coast a.t about ten miles north-east of Dunkirk, where 
searchlights tried to pick it out but these were dodged by evasive action and by 
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coming down low over the sea. When they were switched oft, the. pilot again 
managed to gain 11eight. 

At approximately 0720 hours the English coast was reached. The pilot 
tested the landing light to see if he could "ditch " using it, but decided it was 
impossible. Re decided to wait for daylight before "ditching " and asked the 
crew if anyone preferred to bail out rather than " ditch.'' The wireless operator 
stated that he preferred to jump, as one of his legs bad stiffened up to such. an 
exten t that he thought he would not be able to climb out of the aircraft in the 
water. He made his way to the escape hatch in the rear of the fuselage, from 
where he intended to jump, but having reached that position he remembered 
that he had n6t clamped down the W/T transmitting key, and in spite of his 
injury he returned to his set, clamped the key down, and warned the crew not to 
touch it. He jumped out over Ramsgate and made a safe landing. The pilot 
11 ditched " the aircraft at approKimately 0824 hours in the sea about 200 yards 
off the coast at Deal. The dinghy inflated but had been holed by cannon fire. 
The special operator tried to make it airtight by holding some of the holes, but it 
was impossible and the crew got out of the dinghy and climbed on to the aircra{t. 
About five minutes later a small rowing boat appeared., took them off '1-ll<l rewed 
ashore.1 

A Counter-Measure to Lichtenstein B.C. (','Ground Grocer " ) 
The existence and transmission characteristics of the German A.L Licit.ten-

stein B.C. having now been confirmed2 it was urgent that radfo counter-measures 
should be taken against it. T.R.E. had examined the problem of jamming the 
Gennan A.I. in November 1942 and as soon as the frequency of the A.L became 
knOWTl, aeslgned and prnduced a suitable jammer in ground station fonn known 
as Ground Grocer, which came into operatton at Dunwich, near Southwold ,3 

on 26 April 1943. Originally it had been intended, to employ the form qf 
jamming known as Railings, but so much research was involved in the perfec
tion of this, that it was eventually abandoned in favour of .noise jamming. 
Operating on a frequency between 486 and SOJ megacycles per second a para
boloid aerial wits used to pick. up the L1'.cl1'tenstein pulses, which were panoramic- ' 
ally displayed t6 the operator.4 The latter, by means of remote control. tuned the 
Jammer transmitter to the same frequency. The transmitter fed into a similar 
aerial, orientated in the same direction, thus modulating a beam 16° wide. 
Tt was estimated that Grocer would reduce t he range o( Lichtensi-ein B.C. 
to 500 yards if the aircraft were as far distant as 140 miles, at a height o{ 12,000 
(eet and within the beam of the para.boJojd and flying towards the station , With 
the aircraft flying away from the station, however, the effectiveness of Grocer 
was greatly reduced,5 the power required to jam as e{for,tively as head-on, for a 
given range, being some 250 times as great as for the head-on case. Tbus 
Ground Grocer was mainly a cover for Allied bombers on their .return journey. 
fn order not to give the enemy early warning of the approach of Allied bombers 
Ground Grocer was not switched on until the leading aircraft were within 
30 miles of the enemy coast. The beam was svrong co cover both the outward 
and return journeys. 

1 Tbe h;illow\.ng imrnedial.e awards were made to pusoooel concerned io tbis Right :-
P/0 J orda.n-D.S.O., -P/O Pau!Lon- D.F.C. , F/Sgt. Bigoray-D.F.M. 

~ K .RL.f.l.H./V .R .. 28 November 1944, A.M. File F .C.'M. 155, and 80W/S.3032/2/Si.gs:. -
~ A.M. File R.C.M./175/Tcls. 2. 
• rl.Q.B.C. " Pa.i:ticu lars of R.C.M.. and R.D.F . Equipments." Novt-mber 1943. 
6 A.M. File R.C.M.fl 75/Tels. 2, Pa.rt ll . 

l53 



. That this counter-measure achieved some success is supported by the· fact 
that of. the seven cases of interference reported by German night fighters to 
thek ground control and intercepted by our "Y " Service d1,1Iing the period 
ended 30 June 1943, six took place after Ground Grocer went into operation. 
It w.as estimated that effective cover against the German A.I. had been given 
at least up to, and over, the enemy coast. 

Use of Window against Lichtenstein B.C. 
Meanwhile, intensive preparations for the first use of Window were being 

made, and it came into use on the . night of 24/25 July l913. The main 
use of Window was against the German 53-certtimetre (560 megacycles per 
second) ground search radar, but there was good reason to believe that 
it would also give some protection to a bomber aircraft from the 60-ceo.timetre 
(490 megacycles per second) Lichtenstein B.C.1 The use of Window against 
an airborne radar equipment could never be so effective as against ground 
radar because the strips did not remain for mo.re than a brief time in the narrow 
beam. A great deal of Window was therefore required and it was necessary to 
keep up a high rate of discharge. Furthermore, unless the rate of discharge 
was sufficient to keep the whole o! the Lichtenstein tube fully covered, it 
was possible for the operator to distinguish the echo of the bomber aircraft 
from those made by Window, because the aircraft appeared as an almost 
stationary objeet relative tq the _pursuing Lichtenstein, while the Window strips 
appeared to be approaching at high speed. While it was generally accepted , 
therefore, that Window could be an embarrassment to fighters operating 
Lichtenstein B.C., it was considered probable that a competent operator would 
be able to work through it.2 

Airborne GTOcer and Tuba 
An airborne version of Grocer, a barrage januner developed from the ground

station version, was also planned to work against Lichtenstein B.C.2 This 
jammer was calculated to reduce the effe.ctive range of the set to about 900 yards 
when the enemy aircraft was less than 22 miles behind our januning aircraft. 
It was estimated that 11 aircraft .carrying Airborne Grocer were needed to 
protect a bomber lane 180 miles long by 20 miles wide, the jarruning aircraft 
flying some 5,000 feet above the main bomber stream. Much ingenuity was 
put into the design of this counter-measure and especially the aerial 5ystem. 
The transmission was beamed in the form of a.. 60° cone, tilted slightly 
downwards, with its apex at the tail of the aircraft radiating it. 

Airborne Grocer was long delayed from coming into operation. Although 
available in June 1944, it was decided to postpone it, as its use as a homing 
beacon or a plotting beacon to the enemy was considered to outweigh it$ 
anticipated value as· a jammer during the summer nights. In mid-summer, 
conditions of absolute darkness never occurred on fine nights at the altitude 
of operation of the bomber aircraft, and 0nce the enemy night fighter had 
been directed into the bomber stream he had little need of radar to complete 
his _interception, which could be done visually. On the other hand, the enemy 
could have used the Airborne Grocer transmissions both for tracking the stream 

1 A.S.I. Report No. 79. Part III. 
2 No. JOO Gtoup '' Reports of Activities, Decernber 1943-April 1945.' ' Reference: 

A.H.B./U Hl/45, and A.H.B./II E/76. 
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and for homing fighters into it. By the time the dark nights came round 
agajn it was clear that Lichtenstein, for which Airborne Grocer was designed; 
was obsolete. In a similar manner, a high-power version of Ground Grocer, 
called Tuba, of American d esign, became available j1,1st too late to be of use. 

S.N.2 
By the end of April 1944 Lichtenstefo B.C. was almost out of operation in 

lhe European theatre i yet it was evident from the scale of Gei<man s uccesses 
with bomber interception on the darkest nights that they had developed a new 
radar equipment or radio homer for use in night nghter aircraft , Information 
received suggested that the use of a much lower frequency was to be expected.1 

Wjth the simpler aerial system and wider beam to be associated with a change 
of this sort, the enemy fighters' task would be somewhat simpllfied, and also 
a much lowei- frequency would probably be free from any fonn of Allied 
jamming then in use. 

The new development was eventuatty coupled with the code name S.N.2. 
Until the frequency was known. effective counter-mea..crures could not be taken. 
An air search for signals with the appropriate characteristics was accordingly 
1oade by No. 192 Squadron in all likely frequency bands, but it was not until 
a blurred photograph of a German night fighter standing at a dispersal point 
on an enemy airfield was obtained by the camera gun of a ground-strafing 
American aircraf t, that the first reliable clue was obtained. The photograph 
showed that in the nose of th e fighter was an exceptionally large aerial system 
Of a kind Jikely to be used for A. I. working on what appeared from its dimensions 
to be a frequency of about 100 megacycles per second. The use o! such a. 
frequency seemed most unlikely, but when signals which were a irborne in 
origin and with A .J. characteristics were heard on a frequency of about 
160 megacycles per second, it was concluded that they might emanate from 
the new A.T. set. This conclusion was strengthened by knowledge of the 
existence of a German bomber: rear-warning device. on abou t this frequency, 
which it was then thought couid easily be modified to be forward-looking and 
used for interception purposes. 

Decision to use Window against S.N.2 
Bomber Command a.ccepted the evidence as sufficiently concl11sive for 

counter-measures to be taken, and put into force two methods of jiunming 
an A.I. set on such a frequency.z One method was the ·use of a Mandrel type 
of signal, giving ditect electrical interference, a nd the other was the use of 
Window to confuse the operator. As the first step, a ll Mandrel sets were 
1emoved from main force aircraft and modified t.o work on 160 megacycles per 
second. Preparations were also made for the alternative method. for it had 
become clear that if manufacturing and launching difficu lties could be over
Mme, Wrndow could be used s uccessfully against all types of search radar. 
The particular problem was that associated with the design. production, a ud 
launching of long lengths of Window. On 6 May 1944, Bomber Command 
asked the Air Ministry to produce, as a matter of the utmost operational 
urgency, a large quantity of Window for use on the presumed ne.w A.L 
frequency band 156-176 megacycles per second . 

'A.M. A.D.l. (Scieoce) Reports, April 1944. 
t J\.H.B ,/ rJ E/76. "War in the Ether." Ao account of R.C.M. in Bomber Command. 
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· These measures were never, however, put. into effect because i.11formation 
abouf the true frequency of the new German A.I. set came into British hands 
shortly afterwards. On the night of 13 July 1944 a junkers 88 night-fighter 
aircraft whjch had been engaged on a routine patrol over the Nortb Sea made 
an elementary navigational error when setting course to return to base and 
made landfall over the coast of Suffolk, believing it in the dark to be Holland, 
A.Her circling Woodbridge airfield the aircraft was given the green signal 
from t11e Watch Office, and tbe piJot, thinking himself in the neighbourhood 
of Venlo, made a nonnal approach and landing, taxied to the end of the 
runway and S';'.Vitched off his engines, I t was not untiJ the Royal Air Force 
Flight Sergeant who went out to meet tbe .aircraft found himself face to face 
with tl:te German crew, w~th mutual astonishment, that anyone realised that 
a mistake had been made. 

The enormous value to the Royal Air Force of this occurrence became 
apparent when the jwnkers 88 was found to be fitted with not only the S .N:2 
set bot also the Flensburg, a device for homing to Monica. The ci:ew 
Q.isclosed that Naxos, o{ which they did not know very much, was the code 
nanie for the German homer to H2S. On the initiative of the Chief Signals 
Officer, Bomber Command, agreement was obtained from the ControJJer of 
Research and Development, Ministry of Aircraft Production that the junkers 88 
should be held by the Royal Aircraft Establishment, Farnborough at the 
disposal of the Command for such tests and experiments as might be considered 
necessa1y. Stringent security precautions were taken to prevent the enemy 
knowing that the aircraft had arrived safely in ~bis countty, even to the extent 
of keeping t.he crew segregated for some months. The value of the information 
represented by the aircraft was very much the greater because of the paucity 
of intelligence of German radio equipment at tbe time. The names S.N.2, 
Flensbiwg and Naxos had been mentioned in connec tion with night-fighting 
but no useful detajls were available. lt was difficult to gain much information 
now that the air war was being carried on over Gemian territory, and the 
Germans were normally careful to avoid any risk oftheir night-fighter equipment 
falling into British hands. The fortunate acquisition of the Junkers 88 was 
therefore a remarkable stroke of luck. 

The immediate result of the capture was to enable Bomber Command to 
~djust their counter-measures against S.N.2 to the proper frequency of 90 mega
cycles per second, and the use of Window was thought likely to give the speedier 
success. A good supply of Window, Type MB, was happily available, having 
been surplus to requiren1ents for the landing in Normandy. This material 
had been designed for use against enemy Hdar in the frequency range of 
(30- 200 megacycles per second, and there was every hope that it would give a· 
good enough response on 90 megacycles per second to make S.N.2 difficult to 
operate, if not unworkable. 

First Use of Window against S .N.2 

Window. Type MB, was nrst used on the night 23/24 July 1944 in the raid on 
Kiel, and again on the two following nights when Stuttgart was attacked .. 
There.is no doubt that on all these raids the ei1eroy would have inflicted heavier. 
losses had he had the unrestricted use of his A.I.1 1t would, however, be wrong 
to attribute the extraordinarily light losses experienced entirely to Window. 

1-Afr:Minjstry A.D.I. (K) Report No. 41611945. 
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A.new'version of Jostle IV (an R/T night fighter control jammex:') was i.ntreidue~d 
by No. 214 Squadron at the same time, and by chance its se~ond harmon.lG
seriously affected S.N.2.1 Whilst it is impossible therefore to assess precisely 
the effect of Window, it seems that Window and Jostle IV together had good 
results against S.N.2. Some credit for the lightness of the losses. must also be 
given to diversions which took place on the first two oi the three nights. 

Experiments made later showed that the maximum range of Lichtetistein B.C. 
was reduced by Window to about half a mile, and that S.N.2 was completely 
Ineffective with.in the. bomber lane.2 Nevertheless, it was found that S.N.2 
could be effective against bombers above, at the head of, or on the windwarCl 
edge of the stream. and against stragglers. Althought it is possible that th.fl 
more experienced A.I. crews eventually leamt to read throu_gh Window of t'his 
'type, it seems more probable that the majority of claims to this effect arose 
from unusually1·good opfaal visibility coupled with tbe high density of bombers 
in the vicinity of the contacts,3 

Use of Piperack 
It was becoming evident, however, especially to the R.C.M. Group. that the 

failure of Window to protect the fringes of the bomber stream and the stragglers 
was a serious weakness. Electronic jamming such as had been accidentally 
cauSed by Jostle, on the other hand, had no such limitations. Furthermore, it 
could be delegated -to a. small specialis t R.C.M. force, thus relieving the main 
force bombers of a considerable Window task. 

In November 1944, prototypes . of a new ·airborne jam mer of the type 
required, caUed Piperack, were put on trial in Nos. 214 and 233 .Squadrons.~ 
The installation, designed to jam S .N.2, comprised an American jammel:' 
called Dina (originally used to reinforce Mandrel). coupled with an amplifier. 
It thenceforth became customary for Nos. 214 and 23..1 Squadrons to operate 
Piperack to cover the main bomber force and. the No. 100 Group spoof 
force.s A number of sorties were flown in the eatly stages by No, 192 
Squadron for the purpose of analysing the effect.6 The squadron's analysis 

· and the low bomber loss at the hands of Ge,rman A.I. fighters showed that 
Piperack was proving v~ry effective. That held good until the end cit 
January 194S, by which date it was 'becoming clear from the nature of 
enemy A.I. successes that he was again enjoying a measure of immunity from 
radio counter-measures.. Both Intelligence Service and No. 192 Squadton 
reports indicated that S.N.2 was being operated on frequencies outside the 
range of Allied jammers and covering a band from approximately 70 to 120 

. megacycles per second.7 Arrangements were accordingly made to double tbe 
number of jammers in each aircraft and i:o extend the fitting of jammers to the 
Mosquito a.iicraft of No. J92 Squadron. In addition, Piperack was being 
modified to a T.R.E. design for operation below 85 megacycles per second, an·d 
this change finally enabled it to cover the entire S.N.2 frequency band. By 
February the modified j_ammers were operational. Fortress aircraft of No. 214 
Squadron were operated in pairs with their jammers set up on altemale 

1 No. 100 Group. ., Report on Activitiei;," July 1944 (A.H .B./II Hl/45) . 
tH.Q .. No. 100 Group File IOOG/TS. 1223/2. 
• A.S.I. Report No. 79, Parts IU, IV ;i,nd V . 
'a.H..8./lJ.Hl/45, Novembet 1944. " .No. 100 Group Mo.othly Report of Activities.:• 
6 Se:e Part 2 .. Cb.apter 12, of this volullle. 8 A,H.B./Ir Hl/45, 'December 1944. 
1 Ibid. , January 1945. 
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frequencies, thus covel'ing the rec.]uired frequency band without having. to 
change aetials. The normal procedure was as follows. Specialist Piperack 
aircraft . flew to the target area over routes well clear of the bomber 
stream, gaining information and recordings of enemy R/T communications 
eit route. When they arrived at the target they remained there to jam German 
A-.I. with Piperack until the bombing mission had been completed and the 
bombers had left on their return to base. Thus the bomber stragglers were 
covered. 

There are two especially interesting points in the enemy's use of S.N.2. The 
first is the adoption of a lower frequency band which would appear to have been 
a retrograde step i11 development. The simple type of aerial employed gave a 
" floodlight" coverage and was easier to jam, either by Window or electrnnic 
means, than was a narrow-beam system. A possible reason for its adoption is 
that having been deprived of his close fighter control by Window, the enemy 
required a wide-beam type. of equipment to enable fighters to search in the 
bomber stream wlthout close control. 

The second point is the great advantage which a radio weapon can confer, 
as long as the.secret of its employment can be maintained. The crew of the 
junkers 88 captured on 13 July stated that the S.N.2 was fitted in ·so per cent. 
of the aircraft of the German night fighter force and .had been in operation since 
December 1943.1 The enemy had been using the S.N.2 for six months before 
it was successfully jammed, and during that_ period it gave excellent results. 
By the spring of 1944, also, the German ground search radar stations had been 
rnodi£ed to enable them partially to overcome the eftects of jamming, and the 
enemy's air defences had thus almost recovered from the initial set-back caused 
by Window. Doring the raid on Nuremburg on the night of 30/31 March l944, 
for instance, the enemy scored one of his biggest defensive successes of the War. 
Supremacy in the radio war, together with a lower rate of losses for Bomber 
Command, was only gained aJtei; a wider outlook had been adopted on radio 
counter-measw-es, and tactical use was made of the technical advantages which 
·were at hand.2 

Development of German Metric A.I. 
After the neutralisation of the S.N..2, a radical change in the technical form 

of enemy A.I. was to be expected. It was known that the Ger.mans were aware 
of the potentialities of centimetric technique and that they had captured a 
Royal Air Force centimetric H~S, and hence it might be expected that they 
would produce an A.I. set operating on centimetric wavelengths. Before doing 
so, however,. the enemy made attempts to modify metric S.N.2 to defeat Window 
and Piperack januning.8 At the same time he managed· to reduce the minimum• 
range from 400 metres to 200 metres- an essential requirement from the time 
when Bomber Command commenced its bad visibility massed raids. 

In pursuance of the general anti-jamming policy of the Germans, the S.N.2 
-sets were manufactured to make a series of different wavelengths available. 
Change of frequency in the air was not possible as' it involved the use of a 
diffierent receiver and transmitter, in addition to which alterations to the aerials 
were necessary. As Window and later electronic jamming increased in intensity, 
new frequencies were prepared in an attempt to escape interf~rence and in all 

. 1 A.M. A.D.1. (K) ReportNo. 416/ 1945. para. 44. 2 S1rirCbapters 14 and IS. 
• A.M. A.D.I. (K) Report No. 370/1945, paras. 35-37 and 5~. 
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some ten 51.reu.wcllen.1 were ·prepared, though only about four had been 1ise<l up 
to t'he tirne of the capitulation. During the final stages of the war, the Germans' 
apprehension of jamming was so pronounced that an S.'N.2 equipped with wire 
aerials (Dralitante1mcn) and operating on a frequency of 34 megacycle.s per 
second was undergoing trial. The only attempt to install an anti-jamming 
component in the S .N.2 was made towards the end of the war when Taunus<a 
was employed to obtain better resolution against Window, but no conclusions 
as to its effectiveness had been drawn. 

In early 1944 a new tactical requirement was put forward foe a metric A.I. 
set, the frequency of which was to be capable of being changed in the air. The 
resulting set was the S.N.3. which offered ten alternative frequencies. Only 
one specimen was completed duriog 1944 which gave every promise of success 
when under test. The first sels were to be available early in 1945, but pro
duction was not started as towards the end of 1944 German A.I. policy was 
changed and concentrated on cenfimetric equipmenl 

The modifications of S.N.2 enabled the more experienced crews to operate 
through Window jamming and in considerably worse conditions of vi,sjbility. 
Similarly, they could operate, but with difficulty, through Piperack electronic 
jamming. -which normally reduced maximum range to half. At tlte same time, 
the aerial arrays needed for metric A.I. reduced the performance o( the fighter 
aircraft and the various presentations o! response from the target aircraft tr ied 
were never easy to interpret. 

Only a few S.N.3s were ever completed. At the last moment the S .N.3 
was abandoned, firstly because the band on which it worked was heavily 
jammed. as it included Freya frequencies, and . secondly, because .a new equip
ment, the Fu .. Ge. 218 (Neptun V.R.), operating on the ·1 ·60-1 ·85 metre band 
and offering six alternalive spot frequencies, was not jammed. It was·therefore 
decided, as long as centimetric equipment was not available, to use the 
Nept1m V .R. in place of the S .N .2 in night fighter aircraft. 

The PH.Ge. 218 was originally developed as a p i.tot-operated A.I. set for single
seater night fighters. As it operated on a frequency band which hitherto had 
been unjammed and had six alternative frequencies which could be selected in 
the air, it was proposed to install the Fu.Ge. 218 in both single and multi-seat 
night fighters with a forward-looking and backward-looking antler-type aerial 
array, instead of the Yagi type usually used with the Neptwn series. The last 
big effort to make metric A. I. effective appears to have been the introduction 

. of a far more powerful transmitter for the Neptun. 

Piperack against Neptwi V.R. 
The new German A.I. began to be effective in February 1945, during w.htch 

month enemy night fighters had more successes against bombers tba.!l for 
some considerable time.3 At the same time, Mosquito successes against the 
6ghters, together with numbers of Serrate contacts, decLined appreciably. By 
the end of March it had grown cl'ear that, but for the very small number o{ 
Luftwaffe .fighters engaging British bombers-due mainly to No. 100 Group 
spoof4_.;the new A.I. was a serious menace. 

1 S.N.2 equipments coveriog different frequency ra.oges. 
i An anti-jamniing modilicatioo lo S .N.2. 
~ A.M. A.D.l (Science} Reports. February 1945, and A H . .B./U Hl/4S. Febroary/Marcb 

1945. 
• Su Part 2, Cbapter 15, of tb1s volume. 
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As soon -as the frequency of Neptun b.ad been measured, worl< .was, begun 
in March in No. 462 Squadron on a new version of Piperack to operate against 
the riew enemy· A.I . In tbis installation, a non-directional aerial was mounted 
on the fuselage at an angle of 45° to the horizontal in order to enable it to deal 
with horizontal as well as with vertical polarisation. The new Piperack became 
operatfonal in the following month, but with what success it was not possible 
to judg~ So many factors entered into this as the enemy became rapidly 
overrun by the advancing Allied forces in North-West Europe that a reliable 
analysis was found to be impractic3.:ble. 

German Ceotimetric A.I. 
During the final stages of modifications to metric A.I., on which eomment 

~just been J,nade, the enemy was working hard to pro'duce a centimetric A.I. 
~qulpment . The Germans discovered the existence of the Royal Air Force 
9 cm: H2S set in January 1943, and in July of that year, parts of the latest 
~ . .r;i~i~o ,.c~.!J.timetric set, A.I., Mark VJII, were captured by them from a crashed 
Mqsqµito aircraft. A German 9 cm. A.I. · set was quickly developed from his 
re~pnstruction of the H2S set an~ was called Bertin N.1.A. It had the dis
adV".antage of being a manual scanning type and of being under-pow~red, but 
plans were in hand when the war ende9- to introduce automatic scanning al)d 
3 _cQJ.. operati<?n. There is no doubt that but for the capitulation of Germa,ny 
in May 1945, the Allies would have had to wage a serious radio counter-measure 
campaign. in this new field of A.I. operation. 
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CHAPTER 1,3 

RADIO COUNTER-MEASURES AGAlNST THE 
- GERMAN RAID-TRACKING SERVICE 

Radio counter-measures against the German air defence radar had left .the 
Luftwaffe without an adequate S\lpply of informatisin about the approach and. 
movements of the Allied bomber forces. Having thus lost the use of their: 
eyes, in the electronic sense, the Germans fl.pplied themselves more· energetically_ 
to the use of their ears, also in the eledronic s~nse, talcing the greatest po~sible 
~dvantage of the infonnation to be obtained from listening for a.U wireless and 
ra:dar, transmissions made by Bomber Command aircra~t. 
· A large raid-tracking organisation called the florchdienst (Listening Servrce) 

was formed for the purpose of providing information of the approach; difection 
and route of the bomber stream. The building 11p of this servic_e was the result 
of much improvision by General Martini, Head of the qerman Signals Se~ce, 
for the organisation of the Luftwaffe Signals Intelligence at the beginning of 
the War had been merely sufficient for the needs of Blitzkreig tactics. The great 
value of the servic;e was impressed on the Germans by the success of the British 
radio counter-measures. The Horchdienst gained a new importance with the 
adoption of free-lance ni~ht-fighter tactics by the German afr defence. 

The Horchclienst was a distinct part of the enemy's general Intelligence 
Servke and, more particularly of that part of it responsible for purely signals 
matters .called the Chiffrier-Stelle, Oberbejehlshabt'r der Lujtwaffe,1 It was · 
maintained as an organisation wholly separate from the German Air Defence . 
Conunand, information from the former being fed to the] agddivisio1~ Operations · 
Room in which a special Signals Intelligence section examined information 
from central Intelligence sources and from individual Horchdienst stations in 
the Division area. The officer in charge of this section was responsible for 
·seeing that information so obtained was properly displayed on the main · 
operations map and that it was fully available to the Chief-Operations Officer 
and to the Air Situation Control OffiC!!L This dose ]jnk was, however, only 
achieved by General Schmidt after a long struggle with General Martini, the 
Head of the Luftwaffe Signals Services, to whom the Horchdienst (Listening 
Service) " belonged 11

• 2 

The Germans eventually attached great i!JipOrtance to t he information derived 
from their signals and radar listening stations. This·service had three distinct 
'functions, namely, the reception and .analysis of :-

(a) Allied R/T and W/T aircraft transmissions . . 
(b) Alljed radar transmissions. 
(c) AUied jamn;ling,transmissions. 

A network of intercept stations was spread over all probable areas of approach 
for Allied bombers.3 Ea,cb. station had a group of 45 ft. wooden towers 
associated with small huts in which intercept-receivers with D.F. aerials were 
fu.stalled. In a:dclition, each ·site had a Flammefreya iostallation for triggering 

1 -:0\.H.B./II E/88A. ·Report .. · oo: an· \nveStigatjoo of a portion oJ the German 
Reporting a\1d Control Organisatioll.. · ' · -

t A.D.I. (K) Report No. 416/45, Part VfL a .A;H.B./11 ,E,/S~A. Appenqix. C. 
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~ed I.F.F. sets and for measuring their range anQ. bearing., together with 
Korfu apparatus to obtain bearings on H2S and 10 centimetre transmissions 
from Allied bombers.1 The minimum range of each station of this kind 
was of the order of JOO kilometres. They were .accordingly spread at intervals 
of 200 kilometres. 

Every form of transmission to and from and on behalf .of AJlied bombers 
was capable of interception with D.F. and, in some instances, of being measured 
for range by the Harchdienst. !he transmissions intercepted included A.I., 
A.S.V., H2S, H2X, I.F.F., Monica, Oboe, and radio telephony and tele
graphy on all used frequency bands. The signals from A.I. and Oboe were 
obtained from interrogation by German as well as British equipments. 

It was realised by the Royal Air Force that every wireless and radar equip
ment employed in connection with bombing operations would sooner ·Or later be 
made use of by the Germans to ascertain the intentions and movements of 
raiders. The only way to ensure that the enemy did not make any such use of 
transm"issions by radio equipment was to place rigid restrictions on its 
employment. This course was invariably incompatible with the · effective use 
of the equipment. The decision as to the most advantageous compromise 
between rigid restriction and the unlimited use of a set was a very difficult one. 
Similar problems, of course, occurred in other directions, as for example the 
choice which the Germans had to take between non~interfere.nce with Allied 
t :i:ansmissions for the benefit of Horchdienst, and the more direct action of 
januning which was sometimes favoured by other sections of the enemy air 
defence organisation. 

The obvious line oi action for a bombing force against a raid-tracking 
listening service of this type was to refrain from transmitting during cer:tain 
phases according to the strategic and tactical plan. The importance of planned 
"radio silence,'' as this practice was termed, was brought home to the Royal 
Air Force from the very start of bomber operations. As early as December 
1939 a force o( Wellington bombers attempted a daylight raid on Wilhelmsh11-ven. 
In the approach flight its ·radio traffic was picked up by German intercept units 
which immediately passed the resuJts (location, height and course) direct to 
the German Air Force Fighter authority concemea.z As a result, German 
fighters were directed to a favourable point for interception and were enabled 
to inflict heavy casualties on our aircraft. 

It was the normal practice ·in those days for the Royal Air Force bomber 
to make a brief transmission to test his transmitter (W/T Go procedure) 
immediately aft'er take-off. As a result of the incident just described, an effort 
Was .made to intersperse dummy transmissions between those of genuine 
sorties. Even so, the enemy was able to discriminate between U1em to a great 
extent in spite of careful simulation of airborne transmitter characteristics in 
dummy ground transmissions. Even daily inspection tests on aircraft at dis
persal points, in wl1ich check and calibration tests on open aerials were made> 
afforded the enemy valuable evidence of the intentions of Bomber Command. 
Furtbe1mor~, wireless diseipline in bomber aircraft was initiaJJ.y bad and the 
enemy obtained tracking information from D.F. bearings on illicit traffic •. 
Bomber Command was quick to improve signals discipline, to stop all 

i. See A.H.B;/II E/88A, Appendix D, paras. 51 to 53, and Appendix E for Technical 
details. 

i A.D.I. (K) Report No. 406/1945. 
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lra.nsmisi~s on the outwaf'd journey, and to have all ground checks made on 
artificial aeri<1;.ls. But even the apparently innocent process of back~tuning the 
R.1155 receiver from the master-oscillator of the T.1154 transmitter while 
over enemy temt?ry was detected by D.F. and used by the enemy to good 
purpose. '• 

lt has been found from post·war examination of Li,jtwajfe. records and 
"Personnel lhat, after 1941, signals discipline in Royal Air Force bomber aircraft 
in general was considered by the enemy to be of a !Ugh. standard.i Activities 
of other services, however, often gave useful information away through un
guarded transmissions or by virtue o( the amount and nature of their trans
mission activities. W/T and R(f activities at bases, meteQrological mesSa.ges, 
D.F. section tuning, Air/Sea Rescue traffic and later specific. messages from 
the Allied Expeditionary Air Force Aircraft Reporting Centre broadcast for 
the warning of anti-aircraft and n!ght-nghter units oo the Continent of the 
imminence of arrival of Allied bombers all contributed something useful to the 
German raid trac.king service. The Gennans claim that no major raid by United 
States Army Air Force aircraft ever came as a surprise. Their aircraft signals 
traffic, especially during assembly, gave them away, and air-to-a1r R/T traffic 
between bombers and escorting fighters provided a reliable track to the enemy. 
Day-to-day aircraft codes were readily broken down by the Germans if used 
much during the day: hence only complete W/T and R/T silence on the way 
to the target ~ould hope to afford immunity from the watchfulness of the 
lf wchdienst. 

When the Allied landing in North-West Europe became imminent, and 
again later when it had become quite clear to the German High Command 
that they were overwhelmed in the air, the insistence by German Signals 
Intelligence that Allied aircraft WfT and RfT should not be jarruned. was 
resisted.a The ground januncrs jntended for use against Allied 1nvasio~ forces 
on D·day were, however, destroyed by Alliea nghter-bombets, J.nd the 
large jammer offensive planned during 1945 was mainly forestalled by the 
capitulation. 

U•'.F. 'J'raosmissions 
A ground radar station capable of trigge.r1ng the I.F.F. set of an aircraft 

eould obtain response from very much greater range than was obtainable with a 
radar refl.ection from the aircraft in the normal way. At the same time, both 
range and beating of the aircraft so triggered could be ascertained. Fill ther
morc, the radiation. from I.F.F. sets in Royal Air Force aircraft, when triggered 
by British ground radar station~ was capable of being received by ordinary 
V.H.F. D.F. stations to give a bearing (employing one station) or to give a fix 
when two or more D.F. stations were employed. The enemy early became 
aware of the existence and main characteristics of Srilish I.F.F. sets and it was 
inunedtately clear to him th.at he could exploit in this way any use by the Allies 
of J.F.F. during the outward flight to Europe. 

The anxiety of the -Ak Staff to ensure absolute djscrimination between 
friendly' and enemy aircralt in order to avoid casualties to friendly aircraft 
from Royal Air Force fighters, can easily be appreciated. Orders were issued 
that 1.F.F. should be used in all operational Commands as soon as aircraft 

1 A.D. !. (K) l~eport No. 406/45, pasas. 7-19. 
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crossed the British coast. Thus 1.F.F. was used liberally frp!Jl the butset of 
the Bomber Command offensive. Whether. and if so to what extE!nt, the 
enemy could glean any infonnation from the I.F.F. was at that time considered 
hypothetical, whereas the importance of discrimination between friend and ) 
foe was real. Furthermore, at that time Bomber Command raiding was 
normally in waves and massed concentrated raids were not yet being used, 
so that the main bomber intention was not so easily to be divulged to t he 
enemy tracking . servJce as it became from mjd-1943 onwards. Thus on 
27 Oclober 1940, Air Ministry ordered that bomber aircraft were to keep their 
~.F.F. sets switched on until they reached thefr home bases.1 Th]s r egularised 
I.F.F. procedure. In February 1941, by whicl1 time all concemed had become 
more conscious of the tracking and homing danger of I.F.F., Bomber Command 
limited its use to within fifty miles of the English coast on the way out and one 
hundred miles from the coast on return. There were exceptions ; aircrew 
discipline in this matter was not always good, and there were technical faults. 
It is known now that the enemy were able to get an exceUent picture of the 
British bomber rendezvous and early tracks from tracking of outward-bound 
transmissions from I.F.F.~ 

It has already been recounted how, in October 1940, Bomber Command came' 
to the conclusion that 1.F.F. interfered with enemy radar searchlight clirectors, 
thus affording protection to the bombers, and how I.F.F. was used over enemy 
territory for that purpose.3 Ultimately statistics appeared to show that no 
real benefit was being derived in the way intended. Having regard on the 
one hand to the apparent failure of the '· J Switch '' procedure and on the 
other, to the increased vulnerability of Royal Air Force bombers to German 
night-fighters when massed raid tactics had been adopted, Bomber Command 
asked the Air Ministry on 1 July 1943. for permission to discontinue use of 
LF.F. U1roughout the outward joumey.4 Air Ministry and Fighter Command 
at once agreed, provided that the bombers ~pt above 5,000 feet. 

Monica Transmissions 
The danger that the transmissions of Monica might be used as a beac9n to 

which enemy fighters could home has aJready been mentioned. The same 
transmissions also offered an opportunity to the enemy of plotting the move
ments of bombers which carried the equipment. It was therefore necessary 
to decide whether the value of Monica as a warning device was outweighed by 
the advantage lt gave to the Germans. Trials in which a captured ]U.88 air
craft fitted with Flensb·itrg homed to Monica transmissions from a bomber in tbe 
face of a Window screen. so emphasised the danger of Monka on balance of 
all considerations that, on 12 September 1944, ryionica was withdrawn from 
service. lt was the homing threat, however, which brought about this last 
measure, but in the meantime the early-warning and tracking threat led to a 
limitation of the use of Moruca to periods while flying over enerny territory. 
There is no evidence to show that tracking on Monica played a very important 
part in enemy plotting as a whole, but there is evidence that it made a 
contribution to the finaJ picture. This was probably because tracking on 
H2S and I.F.F. was already adequate from the time when the Horchdienst 
raid-tracking became an integral part of German air defence. 

1 A.M. File S.64;j0, Encl • .lOA. 3 A.D .. l , (K) Report No. 416/45. 
lu .Part 2, Chapter 7, of this volume. • A.M. File C.S. 3062/II, Encl. 72,8'. 
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H2S Tr~ions 
~ . 

H2S was.of the nighest importance to Bomber Coinrnand. It enabled British 
bo)llbers to reach and identify their targets in almost the :worst type of weather 
on any line of approach and without tbe need for communication between 
the ground and air. Finally, it enabled the bombers to bomb many targets 
fairly accurately in blind conditions, irrespective of range from base. It is 
therefore easy to appreciate why the Air Staff should have resisted any proposal 
not to use H2S on the grounds that it would probably afford the enemy both 
tracking and fighter homing facilities. Effective use of R2S called for a good 
deal of practice on the part of aircrews µi the air and tb.eir confidence in. the 
new equipment had to be establisl1ed. The tempo of operations from mid-1943 
onwards left inadequate time for training, and advant~ge was taken of 

·. operational flying for this purpose. The additional operational use of H2S in 
this way did not appear to increase the casualties of bombers fitted with tbis 
device (which were low, over-all) . although analysis by the Operational 
Research SectiQn was confused by the multitude of factors to be taken into 
account. All ofihe arguments combined to make a good case against restriction 
of the use of HZS. 

But the counter-arguments were equally ~ogent. In the first place the 
enemy, by using H2S for long-range plotting of the movements of the bomber 
force in areas where Gee ·cover existed, was deri¥fng more immediate benefit 
from H2S in those areas than was Bomber Command. The bomber force, 
on the other hand, only derived training value over those -areas and that could 
be gained on the return flight. Secondly, whereas it was true that the over-all 
casualty loss rate was Jo\Y, that was not so if operations against Germany 
alone were considered. For the month of July 1944 tbe Bomber Command 
loss from all oper~tions was only l ·6 per cent., but taking German targets only, 
the loss rate was 4 per cent. Furthermore, the homing risk had to ·be weighed 
in this balance : whereas there was probably little risk to individual bombers 
from Naxos homing, the bomber force as a whole could be endangered by H2S 
transmissions over Germany enabling Naxo~-equipped enemy fighters to home 
into the bomber stream generally, and so to complete their interceptions of 
individual bombers by means of German A.I. Thirdly, the proposal to 
switch off H2S while within Gee cover could not affect bombing accuracy, 
which was the primary consideration. As there was ample opportunity for 
practice during the return flight, considerations of security and secrecy on 
_the outward fllght outweighed those of additional training to be derived from 
H2$ practice on the way to the target. · 

The Air Officer Commanding-in-Chief, Bomber Command was well aware 
that the Command might lose some of the effectiveness of H2S if crews came 
fo regard it as a source of danger. On the other hand, it was imperative to 
deny to the enemy the ability to plot the bomber force at long range. With 
the Air Officer Commanding No. 100 Group pressing continually for the 
maxi.mum of H2S silence, discussion and argument swayed around all these 
points until 22 July 1944, when the Air Staff decided that H2S should remain 
switche~ off until mthin 40 miles of enemy territory. This restriction was put 
into force· on the night oi 28/29 July 1944 (target Hamburg), wl1en radar 
silence was to be observed up to 06Q 00 E, together with a height restriction of 
~.ooo · feet for the s-ea. crossing. ·Unfortunately these orders were not obeyed 
by all a,ircrews and this fir;st experiment was accordingly a failure. The 
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principle was nevertheless recognised to be sound and, when the full co-operation 
of aircrews was eventually obtained, the procedure proved most efiecti.ve. 

In some quarters, however, the opposition to restrictions on tJ1e use of H2S 
continued and the Command was indeed accused of mismanaging its affairs 
in th~s respect. T)lere was considerable uneasiness among aircrews over the 
situation and t'he Command Air Staff was warned by Groups that confidence 
in H2S was rapidly being lost. As a result, on 13 October 1944, Command 
Headquarters gave Groups a full appreciation of the subject and instructed 
them to inform aircrews fully in the matter.1 Professor P. I. Dee, who was 
in charge of H2S development at T.R.E., was appointed to investigate this 
vexed question. His findings were a complete vindication of Bomber 
Command's policy. 

Lack o! co-operation between the Luftwaffe listening service (HO'Ychdienst) 
and the Fliegerlurrps XI lat one time jeopa.rdised the benefit to be derived by 
the German night-fighter force from raid-tracking signals intelligence informa
tion ap.d from interception of H2S in particular. General ScJ1midt (command
ing Fliege'fkorps XII) tried to break the barrier which had risen between the two 
organisations by unconventional means, a:nd has recounted how a " tragi
comical " situation-as ne te.nned it -then arose. When the possjbility of 
tracking raids by their H2S transmissions first became known Schmidt " took 
up" an officer belonging to a neighbouring Horchdienst unit, a certain Ober
/et.1triar1t Rtickheim. Their meetings, ostensibly for the dispensing of sclln~pps, 
were .kept secret as General Martini's orders forbade official contact. Bringing 
about unofficially what Martini refused to sanction officially, Schmidt intro
duced Ri.icklleirn to the] agdkorps 1 operations room during the course of several 
night operations. These visits bore fruit and, up to November 1943 Ruckhe.im 
was able to reciprocate Schmidt's hospitality by $Upplying him with up-to-the
mioute reports on HZS concentrations. Schmidt, however, was not allowed 
to continue this arrangement as Horchdienst Battalion West-the intercept unit 
which covered the area from the Heilgoland Bight to the Channel coast-was 
subordinated through a superior formation in Paris to LufiflotteJ and its reports 
had therefore to be passed back to Paris before distribution to outside com
mands. ·when General Martini beard of the evasion he ordered removal of the 
radar personnel and equipment to Paris. General Schmidt cowitered this by 
himself prov.iding the necessary sets and personn~l. and, ;:J.fter a period of intense 
training, the work went on as before. The struggle reached its climax when 
General Schmidt, by direct approach to Goering, obtained Ruckheim's promo
tion to Ha'Uptmann and commanding officer of a HorchdAenst A fJLeilivng. But he 
never succeeded in obtaining the subordination of Horchdienst Battalion West 
to h.is own command, 

H2S plots covering the area op to the line Bremen-Stuttgart were collated at 
Zeist and a further station was set up in Berlin to cover from Bremen to Stettin 
and was later extended to take in Southern Germany. This latter was subor
dinated to Befehtshaber MilttJ (later Luflflotte Reich) so that once again Schmidt 
was obliged to recejve H2S reports at secot1dhand. All these difficulties 
occurred at a time of lotense British night bombing activity, when delayed or 
wrongly interpreted H2S reports might have had a serious effect or\ decisions o{ 
the German night-fighter com.ma11d. 

l As t.bis appreciation sets out fully the arguments .surrounding this deei!!ion, it is 
reproduced at Appendix No. 16 
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With fhe liberation of France in the late summer of 1944 a considerable 
number of s~ts employed for plotting Allied H2S transmissions were allowed, 
by negligence 0f the German Air Force signals personnel, to fall into Allied 
hands. A large ;number of expert Luftwaffe listening service personnel were 
taken prisoner and a gap was tom in the Horchdimst organisation between the 
Eifel and the Swiss frontier . The effectiveness of the new radar silence drive 
foWld much testimony. For example, on 9/10 July 1944 when the Germans 
were sti.11 in France, No. 5 ]agddivision reported that, as no H2S signals were 
intercepted until the Royal Afr Force bombers were over the Channel, the 
German defensive fighters could not take off in time.1 [n a raid on Cologne on 
13/14 October 1944 the bombers were not picked up at all until they bad dropped 
their bombs. An outstanding example was the breakdown of the Gennan 
defences during the twin attack on Dortmund and Bremen on 6 October 1944.11 

The ,Bremen raid made a low approach under radar silence and covered by a 
Mandrel screen. As a result enemy fighters were only able to c'ome into action 
at the target ten minutes after bombing had begun. The Dortmund force flew 
low over F rance, turned north and climbed lowards the R uhr, while a Window 
force and some Mosquito aircraft went on to threaten Mannheim. Only 13 
bombers were lost out of a force of 949 aircraft. General Schmidt's castigatory 
diatribe against his defence organisation is almost unprintable, but in it he makes 
it quite clear that information from th.e radar and raid-tracking services was 
"wholly inadequate" and, in particular, that the H2S picture was obscure. 
He stated. ''I am astonished that, in spite of -pains, admonitions and orders 
throughout a whole year, I have not succeeded in bringing the ]agddwision at 
least to the point of being able to distinguish in what strength and from what 
direction the enemy are approaching. In my view there is no excuse for this 
fai lure." It is significant that the General's displeasure was expressed mainly 
to the raid-tracking organisation. and that the Germans started to com plain of 
lack of early warning as soon as radar silence measures were properly estab
lished.3 Of all radio silence measures, those concerned with H2S made the 
biggest contribution.4 

Oboe Trans~ions 
Commencing in January 1941 there was developed a British ground-con

trolled radar blind bombing device known as Oboe. It ultimately conferred 
upon the Royal Air Force Pathfinder Force the ability to lead a bomber raid 
through all but severe icing or tbe worst cumulo-nimbus conditions with dead ly 
accuracy against pin-point targets within Oboe range. The principle of Oboe 
was t hat the aircraft was kept on a constant-range track relative to a Cat radar 
station, the bomb release point and ground speed being determined by range 
measurement from a second radar station, the Mouse. abaft the aircraft in 
relat.ion to its run in to tlte target. W/T signals were given to the pilot in the 
form of a dot-dash modulation to enable him to keep on track, and to the 
navigator to indicate his position along the track and the point of bomb re,lease. 
Aircraft had to be ground-<ontrolled for at least ten minutes. For short-range 
operation the nonnal radar " echo " from the aircraft could be used for both 
t"ange measurements but at longer range a higher power l.F.F.-type repeater 

l A.S.l. .Re~rt No. 79/l 944, Part UT (3). ~ ll»d •. Part IV (4). 
aA.D.I. (K) Report No.416/19'15, para. 106. 
• The Germans often heard H2S siguals after the silence bad been imposed, but these 

were sJgnals deliberately made by the No. 100 Group spoof force to mislead the enemy. 
'rb1s aspect of radio counter-measures is dea!t with in Chapter 15. 
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was required jn the aircraft. Oboe, Mark I ·operated on the 200 megacycle per 
second' frequency band, and later marks used much higher frequencies. 

It will be evident, therefore, that Oboe gave the 'enemy· a further;' raid-
tracking means. By receptio!). by D.F. of the transmissions fr~m the bomber's 
repeater, he could track the Pathfinders and ascertain their target and. hence 
that bf the main bomber force following. This he .proceeded to do effectively, 
helped by the inadequacy of spoof in the use of Oboe for our attacks. The 
fust Oboe, Mark I raid was made against Lutterade on the night 20/21 Decem.
ber 1942. In the autumn of 1942 a German monitoring station at Calais had 
intercepted a new typ~ of signal in the 200 megacycles per second band.1 

Statistics were kept and it was observed that these transmissions ·occurred 
mainly at night and seemed to be ?lssociated with British M.T.B. activity in the 
Channel. Jn June 1943 the same type ofradar signals were heard in Essen during 
a very heayy bomber raid on Cologne and Dr. Scholz was able to correlate them 
with the dropping of target indicators. It was realised at once that th.ese 
signals were the same as those heard at Calais a11d an in;imediate investigation 
was made. For this purpose a "noise investigation" commi~ion was formed 
and a special experimental Freya with a number of D.F. receivers was set up. 
The Freya was used to plot the course of the target indicator carrying aircraft 
while the receivers took bea,rings on the signals. Some six to eight weeks after 
this discovery had been linked with Royal Air Force Pathfinder aircraft, a 
satisfactory theory had been worked · out by the Germans as to how Oboe-
called by them Bumerang- worked. From thiS- time onwards Oboe raids were ' 
systematically monitored by the normal monitoring service. 

In September 1943 the centimetric Oboe, Mark II conunenced operations. 
In the following month the Gennan coastal interception stations picked up. 
9 cm. transmissions but were unable to identify them as emanating frO"m the 
~ew Oboe system.2 It was some five months later before the new phenomenon · 
was understood and raiO.-tracking was again made possible.3 The enemy 
was never able to discover technical details of the centimetric Oboe system. He 
could find no explanation, for instance, as to why certain aircraft transmitted 
pulses which did not appear to have normal Oboe coding, although those air
crait flew along tracks and at heights whicb identified them -w~th Oboe pro
cedure. It is significant that the enemy raid tracking service .obtained no . 
advance i11formation of the target from these aircraft but did so instead from the 
transmissions from associated. w rr ground stations. 

The vulnerability of Oboe, Mark I to jamming was fully appreciated by 
T.R.E. and the Royal Air Force, and the relative inirnunity of Oboe, Mark I , 
and Mark II (centimetric) 'from jamming throughout their operations is a . 
matter f01· wonder.4 There was a sea.re, however, when No. 109 Squadron, 
operating Oboe, Mark I, on 17 August 1943 experienced interference sufficie01tly 
severe to make the equipment wholly inoperative. Patient research revealed, . 
however, that this interference call}.e from other British ra4ai:- equipmel\tS, 
amongst which were Monica, Rebecca and from harmonics from ground stations, 
which . amply demonstrated the vulnerability of ·Oboe, l\fark I, to ja.rnrning, 
both intentional and unintentional. Attempts made to remove or reduce 
unintentional interference met with little success but ·served to· ~hasten· the 

1 A.D.I. (K) Report No. 380/1945, paras, 78-l05. 2 A.M. File C.28852, Part I . 
. 3 A.D.~: (.K) Report No. 380fl945, para. 92. . 
• A.M. File C.S. 16261/Radar 3A, "Oboe Interferen~." 
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iptroduction of centimetric equipment, which was calculated to be consider
ably less vulnerable to unintentional jammirig, L The remarkable freedom from 
jamming by the enemy seems to bear out that, in the circumstances prevailing, 
German intelligence had more to gain by permitting the Allies to conlinue un
restricted use o! Oboe than the German night defences had to lose thereby. 

General Schmidt, Commander of the German Afr Force night fighter force in 
Western Europe, has stated that from November 1949 until May 1944 the 
German Signals 1nteUigence Service was able to follow the tracks of the Allied 
main bomber stream from the take~ff to the target and back again· to base. Q 

As an illustration cf the invaluable advanced warning this provided, he stated 
that on tbe occa.s1on of a raid on Berlin in March 1943, when the first bombs 
dropped at 19.30 hours, he was .informed at 17.18 hours that Royal Air Force 
bombers were assembling over the British mainland. Following this, he 
received a report every three minutes on the progress 0£ the bomber stream 
enabling him to plot the track with ease, making allowance for a time lag of only 
five minutes. The enemy's raid tracking service was, .however, to become a 
two-edged weapon ; his very dependence upon it made him more vulnerable to 
spoof radio counter-measures by the Allies.3 

1 J\ .M. File C.S. 28852, Parts I a.nd U . 
3 Sec Part 2, Cb.apter 15, of this vol11me. 

• A.O. T. (K) Report No. 4 l6/l 945. 



CHAPTER 14 

HOMING BY ALLIED FIGHTER AIRCRAFT TO 
GERMAN AIRBORNE RADAR 

Up to the end of 1942, the users of radar had enjoy.ed the ad;vantages 
of their equipment without incurring corresponding repercus.sions, but · by 
that time both the Germans and the Allies were searching for some meaus 
whereby radar transmissions could be turned to the disadvantage of the 
side making them.1 Jamming merely neutralised tbe transmissions, depriving 
everyone of any benefits to be gained. Tactical advantages could be gained 
by recording and plotting the transmissions of enemy bomber aircraft to 
obtain infonnation of the course of their raids. A more direct exploitation 
of an enemy's use of radar was to utilise the transmissions of his radar sets 
as beacons to which offensively-armed aircraft might home. Applications 
of this technique being envisaged by the Allies were the homing of fighter
bomber aircraft to enemy ground radar stations (Abdullah) , and of Fleet Air 
Arm aircraft to radiations emanating from enemy surface vessels.2 Another 
form of offonsive·horoing was Serrate, employed in night-fighter aircraft to seek 
out German night-fighters using airborne radar for the interception of Royal 
Air Force heavy bombers. 

Both the Gennans and the Allies were slow to introduce air-to-air homing 
devices. As far as the Royal Air Force was concerned, the demands of air 
defence in the first years of the War had been too heavy to allow either a ircraft 
or scientific research effort to be diverted to operations which would be dependent 
on the enemy's initiative in the use or radar. Later, the slackening of the German 
bombing raids enabled defensive fighter aircraft in the United Kingdom to be 
released for offensive homing operations. It appeared from first consideration 
of the tactical problems that it would be difficult for fighters to operate at night 
outside the range of G.C.I. cover, but no obstacle was found in practice. The 
effective range of the homer in detecting enemy radar transmissions was con
siderably greater than that of an A.I. set dependent on reflected energy from 
the target, and it was shown that free-lance interception could be achieved 
when operating over enemy tenitory as well as over the United Kingdom. 
Identification of the target could be obtained by means of identification of the 
radiations. 

Further examination of the homing technique showed far-reaching possi
bilities for the future. German bombers used at various times a rear warning 
radar. a radio altimeter, a form of LF.F., and Benito, all of which gave an 
opportunity f<~r homing to be practise<;! against them. Experience in the free
lance interception technique might have proved an advantage to the Royal 
Air Force in certain conditions, such as those forced on the Germans during the 
massed raid tactics at lhe end of 1943 when Himmell;ctt or G.C.I. control 
became impracticable because of saturation. ex:cept against stragglers.a 

1 T.R.E. Monograph" Tbe Radjo War." 
1 T .R.E. Report. No. 14/M/6/EHCY. 
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An important argument in favour of the adoption of offensive homing 
operations at the end of 1942 was that Bomber Command could not expect to 
keep their losses low for an indefinite period by relying wholly on tactics of 
evasion. A wide introduction of centimetre equipment by the Germans on the 
groUtJd and in the air was inevitable in the long run, and when that occu rred 
the advantage was likely to pass to them if an offensjve policy against their 
night-fighters were not adopted. 

The Technical Problem of Metric Wavelength Homers 
The aerial syste1;us adopted for offensive homing in the metf,!c wavelengths 

were, by nature of the princip le they employed, very inflexible in the matter of 
~requency and dependent in characteristics on their fitting in relation to the air
frame. Each requirement for change of operational frequency or type of ai rcraft 
involved a Very big design and development efforL1 It soon became dear that 
specictl measures would be required for the development of homing equipmel)ts 
if the enemy's initiative in changing frequencies were to be followed p romptly 
enough for operations to be effective. The delay caused by the need to obtain 
adequate information about the enemy transmissions, together wjth the three to 
six months necessary to design and fi.t the homing sets, would largely nullify 
the effectiveness of the counter-measure. In order to reduce t his delay, the 
group responsible for homing development at T.R.E. was transferred to the 
:r.R.E. R.C.~l. Division in November 1942, and a thorough revision of policy 
and teChnique took place. The first ai!Tl was to produce a D.F. system covering 
a wider fret}uency band, and independent of the type of airframe. There had 
been a tendency to utilise the A.l. type of aerials for homing: but by 
sacrificing some of the sensitivity essential for A.I. purposes, aerial systems of 
wide-band characteristics were developed for ho~ers. These took the form 
of loaded heavily damped di-poles located symmetrically relative to t he. air
frame and remotely on the wing tips. Facilities for easy change of aerial heads 
without disturbance of tile installalion were also provided. This aerial develop
ment work was s tarted in J anuary 1943 and by June, homing aerials above a 
frequency of 150 megacycles per second became available with predictable 

·performance, able to cover half an octave of frequency and to give D.F. in 
azimuth and elevation.'2-

The Technical Problem of Ceotimetric Waveleogtb Home~ 
Centimetric AJ . \'{as considered to be virtually unjammable. Had, therefore , 

the Germans been able .to use it from the beginning of Bomber Command's 
massed raid tactic,c;, our bomber losses wowd probably have been enormous. 
T.R.E. actually estimaled on 30 March 1943,3 a potential casualty figure of 
~S-50 per cent . and the experiences of escorting night fighters flying in or near 
our bomber stream amply testifi.ed to this probability. The only feasible 
counter-measure was a direct offensive by-Royal Air Force fighters. homing to 
centimetric A.I. transmissions of enemy fighters. In consequence, high priori ty 
was accorded to research and development -for centimetric homers. The 
problem .was technically and operationa lly more difficult than for V.H.F. homing 
)?ecause of the highly-beamed and 1ntermittent nature of the scanning signals 
to be received, the wide frequency band to be covered, and the confusion 

l A.D.r. (Science) Reports. i Reference T.RE, File D. 1606, Encl. l28A . 
~T.R.E . Report Reference S/M/7S./RC of 30 March 1943. · 
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caused by friendly transmissions. Fortunately · the war ceased before the 
enemy introduced centimetric A.I., but there is little doubt of the importance· 
of research in this direction for the -future. · · 

Serrate Operations, June to November _1943 
The offensive homing operations by our long-range. fighters against enemy 

fighters were known as Sen-ate operations,1 a code word also applied 1.0 the 
homing equipment employed. After the discovery, towards the end of 1942, 
that the enemy night-fighters were using A:I. in the 490 megacycles per second 
frequency band, the new homing equipment, Serrate, was installed in Bea.ufighter 
aircl'aft of No:-'141 Squadron, Fighter Conunand. These aircraft carried A.I. 
Mark IV for completion of interception. Serrate operations began in June 
1943. The Gennan Himmelbett fighter control organisation was then ifl full 
swing and from the start there were ample contacts with the Lichtenstein A.I. 
in use in the German night fighters. During the first three months of these 
operations, one successful combat resulted on the average from every eleven_ 
sorties dispatched or from every nine sorties completing a patrol. All except 
one contact-an initial visual-resulted from Serrate hooting. Only rarely was 
an initial A.I. contact obtained on a presumed enemy and none of these contacts 
Jed to an interception. · 

During the second three months of the operations, up to November 1943, the 
success declined. One combat on the average resulted from every thirty-five 
sorties despatched, or from twenty-six sorties completing a patrol, in spite of 
the mounting experience and practice of the aircrews. The difference between 
results for the two periods was caused by several factors. For one thing, the 
Hinimetbett system of night-fighter control had been dislocated by the intro
duction of Window by Bomber Command, and the looser .form of control 
adopted by the Germans gave fewer opportunities for homing by Serrate 
aircraft. This difficulty emphasised the shortcomings of the Beaufighter air~ 
craft of No. 141 Squadron which were no match .in speed and performance with 
the newer types of German night-fighters. Interference from Window with the 
A.I. Mark IV equipment was also reported. 

Anpther poi~t was the forward beaming of the Lichtenstein which made the 
direction of flight of the enemy aircraft with respect to the Serxate aircraft a 
critical factor. There was a big reduction in Serrate range, when the target 
aircraft was flying away, from fifty miles obtainable ln the head-on pos!tion, 
to ten. One of the most successful tactics of the Beaufighter was, therefore, · 
after picking up a Serrate contact from astern, to allow the enemy aircraft to 
close until within backward cover of the A.I. Mark IV, and then to whip round 
and attack it from astern: The proportionately small number of crews responsible 
for the majority of the successful interceptions jndicates how difficult Serrate 
tactics were at that time . . One pilot (Wing Commander Braham) had nine out 
of twenty-three successes and two other crews had five each. 

Transfer of . Serrate Operations to No. 100 Group 
In December 1943 responsibility for Serrate operations was transferred to the 

newly-formed No. 100 Group.2 The BeaufighterS. of No. 141 Squadron were then 
being replaced by· Mosquito II aircraft . · Nos. 169 and 239 Squadrons were 

1 No. tOO Group Review of Operations- Pa.rt 1, November 1943-May 1945. 
a f)..H.B./ll Hl/ 45-N.Q. No. 100 Group "Review of Operations" and '' Reports of 

Activities."' December 1943-April 1944. 
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also taken over to be re-equipped and trained with Serrate. Th~ crews of these 
two squadrons were experienced in defensive night-fighting but needed training 
jn long range navigation . During the following months from December 1943 
to April 1944 No. 100 undertook a heavy task in the refitting of the three 
Serrate squadrons. They were aU to be equipped with Mosquito II aircraft 
which were by no means in good condition and needed constant effort to keep 
them serviceable. The fitting of backward-looking A.I. was undertaken to 
increase the A.I. cover, and the adapting of the Serrate gear, and especially the 
aerials, to work in the Mosquitos gave considerable trouble. 

With regard to operational tactics, ~here was little in for:mation available 
on which to base the night fighter plan. The system of control of enemy night 
fighters was changi.x~ and as yet the " Y '' Service was unable to give rapid 
and adequate reconstruction of the enemy fighter movements and tactics. 
This, together with the efficiency of the German early warning service and the 
vast areas to be covered by British .11igbt fighters, made it difficult to calculate 
what would be the best disposition of the l.irnited night ngl1ter force to give 
maximum support to the Bomber Command force. Consequently a number of 
~ilie_rent types of" patrol were tried as follows :-
, (a) In tbe target area during and after the attack. 

(b) In escort of the bomber strei;un. 
(c} At fighter assembly beacons. 

After only. a few sorties within the target area it appeared that the fu:st 
method was impracticable. _The large number of Serrate con tacts obtained 
made it generally impossible to follow up any one of them to within A.I. range, 
and even when this was achieved it was difficult to transfer the Serrate con.tact 
correctly to the A.I. tube. The same confusion of contacts resiJlted when 
operating in or close to the bomber stream. Although Serrate or A. I. contacts 
could sometimes be obtained on enemy fighters remote from the stream and 
~ying towards it, by the time close contact has been made, the target A.T. 
blip became confused with the numerous bomber blips as the enemy aircraft 
entered the stream. 
·· Patr9ls over t,he enemy assembly beatqns proved at first not so profitable as 
had been hoped. The beacons and times of p.atrol were chosen from careful 
consideration of enemy fighters' movements in previous operations as-revea,led 
by intercepted signals traffic. Sometimes the enemy· used beacons other than 
those foreGast or l1e used them at unpredicted times. _ Even when both factors 
were g~essed correctly, Serrate aircraft generally reported few contacts. One 
reason for this was the difficulty they had in finding th!!; visual beacons, and 
another was evidently the A.I. silence on the part of the enemy when 
assembling. Moreover, the Mosquito observer was usually too pre-occupied 
with the Serrate equipment to have enough time for aceurate navigation and 
the Mosquito aircraft was not equipped with facilities fbr homing .to enemy 
radio beacons. Qn a few occasi9n.s during this phase of operations, Serrate 
lli.rcraft_ di~ make contact with a group of enemy night fighters by means of 
~ither Serrate or more rarely, A.I. The great majority of jn.terc_eptions were, 
however, of air.craft operating indi,vidually and remote from groups of aircraft. 
· The most successful type of patrol du(ing this phase proved eventually to 
be in the target area after completion of the bombing r!!-.id_ Jn most instances 
the Mosquitos patro11ing tne target 3,rea 'after bombing, repoitect ·many A.I. 
contads of which -they were able to recognise several as being almost certainly 
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enemy aircraft. The number of Serrate contacts obtained there however was 
small. It appeared that some aircraft remained in the target area but without 
their A.I. on, and that these aircraft were preparing to land. It is interesting 
to note that among the first six enemy aircraft destroyed within the target 
area aftei:- bombing, two were single-engined with navigation lig11ts on. 

The lessening opportunity for Serrate homing in the fust months of 1944 
is shown by a comparison between initial contacts made by Serrate and by 
A.I. equipment. From December 1943 to April 1944 nearly twice as many· 
successes Tesulte<l from contacts made initially by A.I. sets as from initial 
Serrate contacts. The figures for Serrate sorties operating on nights of 
major operations du.ring thi,s period are as follows:-

Sorties completing a patrol .. 
Serrate chases leading to A.I. contact 
Resulting successful com bats 
A.L chases without previous Serrate 
Resulting successful combats 

(*Initial contact was visual on a tail light.) 

220 
44 
9 

220 
17 + 1"' 

The chief reason for the small number o( A.I. contacts obtained from 
Serrate chases was probably that the enemy fighters only used Lichtenstein 
to any extent when in the vicinity of the bombers, and the Serrate aircraft 
had. difficu.Jty in operating there owing to the saturation of their A.I. tubes.1 

At the beginning of the year the observations of the Serrate crews showed that 
the_ enemy fighters were sometimes using their A.I. at the beacons and when 
moving between beacons, but this practice soon became less common. The 
enemy fighters remaining in the target area after bombing were certainly not 
using their A.I. to any great extent. How much enemy fighters were deliberately 
limiting the use of their A.I. in order to avoid Serrate attacks was not known. 

The fitting o'f backward-looking A.I. certainly made a considerable improve
ment, and between December 1943 and April 1944 nearly as many combats 
resulted from initial backward A.I. contacts as from initial forward A.I. 
contacts. Considering all operations in this period, one successful combat 
1esulted on the ave1a,ge from every .fifteen sorties despatched, or from every 
eleven sorties completing a patrol.2 The scale of su,ccess was higher on nights 
of major bombing operations (main force attacks on targets in Germany) 
than on nights of minor operations (attacks on targets in France, Mosquito 
attacks and minelaying). When only nights of major bombing operations 
are considered, one successful · combat resulted from every eleven sorties 
despatched or from every eight sorties completing a patrol. 

It is an interesting point that the chance of an A.1. contact being converted 
lo an attack was apparently much higher ii the A.I. contact were obtained by 
a Serrate chase than if it were obtained directly. On the average one in five 
A.I. contacts following Serrate chases resulted in combats (this was 
approximately equal to the figure ptior to December 1943). The reason for 
this is probably that in most cases an enemy aircraft with its A.I. operating 
would be looking for hostiles and consequently flying along reasonably steadily, 
making a good target for A.I. interception. Secondly, i! A.1. contact were 
lost during the later stages of the interception it could often be rega ined after 
switching back to Serrate. 

1 No. 100 Grou.p ''Review of Operations "-November 1943-May 1945, paras. 16-20. 
9 A.H.B./H Hl/45, December l943-April 1944. 
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The Serrate operation was undoubtedly causing the enemy considerable 
troublc.1 Not only were enemy fighters being shot down but many others 
were being engaged in A.I. dogfights when they should have been attempting 
to intercept bombers. The enemy controllers were broadcast1J1g frequent 
warnings to the1r aircraft to beware of the ''long-range night fighters " (wh.i..:h 
would also include the F ighter Command intruders). The confidence of the 
German night fighter crews must have been.seriously affected by the knowledge 
of tbe presence of hostile night fighters : every Licluenstein contact they 
obtained might well turn out to be an offensively armed night-fighter: inslead 
oi a heavy bomber. Nevertheless, the operation had considerable limitations, 
the chief of wh1ch was that no close escort of tbe bomber s tream could be 
effected , due to the swamping of the A.I. Mark IV lube by masses of friendly 
aircra{t. It was during these early monlhs of 1944 that the enemy was 
achieving very considerable success at inlerception o{ BQmber Command 
aircraft en route. Du.ring March t.he night bombers suffered two of the heaviest 
losses they ever sustained. Seventy~two aircraft were lost out of a force of 
810 wben attacking Berlin on 24/25 March and ninety-six aircraft were lo~t 
out of a force of 795 when attacking Nurnberg on 30/31. Interception on the 
10ute in was the major cause of loss in each case. 

Apart from bci.n.g so easily swamped, A.J .. Mark IV was not an ~fficient 
equipment against aircraft taking violent evasive action. More important 
stiJJ, interference by enemy jaromers was becoming more and more serious 
when over enemy territory, particu.larly in the region of strongly-defended 
targets and near the bomber strea.ro. It was clear that improvement in the 
standa1d of success of the bomber support operation could be expected only 
if a new form of A. I. could be obtained which could be iised near the stream 
and be more efficient in following evasive action. Such an equipment was 
the 10 cm. A.T., Mark X which was not yet allowed to be flown over enemy 
territory because of the danger of it falling into enemy hands. 

The e·quipment of the three Serrate squadrons consisted o ( rather old 
Mosquito, Mark H aircraft, wbkh had already given of their best. 2 The 
exacting Serrate operations soon proved too much for these aircraft and the 
the number of abortive sorties was large. In February, it was decided 
lo take a long-term view, which involved a temporary reduction oi the 
operational effort. in order lo give the Mosquito aircraft an overhaul 
and to re-ftt v.iU1 Merlin XXII engines. This policy soon began to bear 
fruit and in Mar('h the serviceability showed a remarkable improvement. 
The scale of effort of Serra le squadrons grew from 41 sorties in Jaoua1 y to 
175 in April. 

Serrate Operations from March 1944 to D -day8 

Between March and D-day, our bombers made a growing number of attack~ 
against targets in France as a preliminary to the- landing in N'ormandy. I n 
March these attacks we re almost unopposed by enemy :fighters, but there was 
a tendency for the enemy to use certain fighter groups independently, which 
foreshadowed .increased resistance. In April the attacks over France d id 
meet with a somewhat greater opposition, and in May the fighter opposition 
became serious and th.e loss rate for the more strongly defended areas of 

1 A.H.B./II H l /45, paras. 21 - 24. i Ibid. , para. 25. 3 Ibid,, paras. 28, 32. 
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enemy-occupied territory rose to 4 ·3 per cent.1 From the point of view of 
high-level fighter support, the important factors in these operations against 
targets in France were :-

(a) Several attacks were made simultaneously against_ targets fairly close 
to each othe1·, so that there was no well·defined bomber stream but 
rather an area over which bombers flew ; 

(b) the attacks were of short }5enetration. 

The changed bomber tactics made it practicable for Serrate aircraft to operat~ 
as escort to the bombing force, not only by flying parallel with the bombers, 
but also crossing and re-crossing their tracks. The escort was successful and 
during MaY' eighteen· enemy aircraft were destroyed and one damaged in the 
course of 212 sorties, an average of eleven sorties despatched per successful 
combat. The Serrate equipment played a greater part than hitherto in the 
successes. Twelve of the successful combats were from initial Serrate contacts, 
s ix from initial A. I., and one from an initial visual on an enemy aircraft illumin
ated by searchlights. One successful chase was carried out on Serrate alone, 
the enemy aircraft .flying too low for .(\ .!., Mark IV1 to be used. On two 
occasions enemy fighters were attacked while they themselves were in the act 
of attackfog bombers. 

The escort plan was thus a great success, but certain other helpful factors 
should also be mentioned. The increasing skill of the crews certainly played a 
part and the good visibility conditions prevailing on certain nights may also 
have contributed. The fact that most of the patrols were short was an 
advantage, for crews could afford to be more persistent in their chases when 
there was plenty of petrol and time in hand. There was another possibility ; 
most of the operations in May took place in areas where German night fighters 
would not have had the experience of those based in Germany. A fresh 
offensive fighter plan tried was a sweep by Serrate aircraft prior to the attack 
over a wide area where enemy fighters might be flying in preparation for early 
interception of the bombers. These were, in most cases, not very profitable in 
terms of aircraft destroyed but the moral effect was considerable. 

In May, a decision was made to equip Mosquito, Mark II, squadrons with 
Mosquito, Mark_ VI, aircraft, No. 169 being the first squadron to receive new 
aircraft. The old type A.I. installation proved unsatisfactory, and a great 
deal of test and experimental flying, as well as structural modifications to 
aircraft. was undertaken by No. 169 Squadron: 

A successful installation was eventually designed and by the end of July all 
Serrate squadrons were re-equipped with Mark VI aircraft.2 The important 
feature of the Mark VI was the drop tanks which could be carried, thereby 
increasing the radius of action and the time spent on patrol. 

Airfield lntrude~.a 
In the early part of April 1944 it was decided to extend the scope of No. lOQ 

Group's bomber support activities by the inclusion of low-level Intruder 
operations over Luftwaffe. airfields. The operations were carried out in close 
co-operation with Fighter Command (Air Defence of Great Britain) which had 
been operating Jow-level Intruders for a considerable time. It was hoped. 
lhat the knowledge and experience of the enemy night fighter system that w::i:s 

1 A.H.B./H Hl/45, May J944. • ibid .• July J944. 

176 

2 Ibid., paras. 26 and 27. 



being gained by No. 100 Group through the growing Intelligence and through 
the operation of high-level fighters would h elp to increase the success of air
field intrusion, which our own e~perience in this country showed could be a 
very serious embarnssment indeed to night defensive operations. No. 515 
Squadron were transferred to No. 100 Group from No. 11 Group equipped 
With Defiant aircraft. Their role io f'jghter Command had been that of R.C.M. 
aircraft. They were at first re:equipped with Beaufighte.r Mark II aircraft 
for certain operations which never materia11sed , but afterwards re-equipped 
with Mosquito Mark VI aircraft without any form o-f radar. A period of 
intense train ing was undertaken to fit them for the role of low-level intruding·, 
and jn April they commenced " nuisance'' intruding on enerny airfields, 
carrying high explosive ana incendiary bombs. They were joined by No. 23 
$quadron from the Mediterranean t heatre, jn June. This Squadron was also 
equipped with 11on~radar Mosquito, Mark VI aircraft. During the first few 
monthS'of the operations of t hese two squadrons, only a small number of enemy 
aircraft was attacked, but their activities around enemy airfields were known 
to be a.source of considerable worry to the enemy. 

Use ~f Monica in A.I. Mark X Operations1 

Efforts to acqui.re A.I. Mark X resulted in the arrival in No. 100 Grou,p of two 
squadrons, Nos. 85 and 157, at the beginning of May 1944 . A.L Mark X, 
unlike .Mark IV, had n o backward coverage and from the point of view of the 
aircraft's own protection, some kind of backward warning equipment was 
necessary before it could be used on high level operations. In this r6le the tail 
warner would have t he further purpose of enabling the Mosquitos to exploit 
offensively contacts obtained from the rear. To provide a quick interim 
fitting, Bomber Signals D evelopment Unit (B.S.D .U.). the experimental unit 
of No. 100 Group, began a modification of Monica I . Until the tail warner was 
fitted, A. I. Mark X squadrons were trained for low-level airfield int rusions. This 
meant that they would eventually be in a position to play a dual role-either 
high level or low level work, which was to help considerably in the planning of 
bomber support operations, 

· Nos. 85 and 157 Squadrons offioiaUy began operations on D-day (5/6 Ju.n~).2 
and until ~he end _of June.they carried out 1ow level airfield intrusfon. Towards · 
the end of June, however, pa.rt of their effort.was Qciverted to anti-flying-bomb 
work, and from 21 July until the beginn ing of September both squadrons were 
withdrawn from Intruder operations and moved to West Malling for fuU-time 
flying-bomb interception. The first airfielp intrusion results with A.T. M<l!k X 
were very promising and it was found that at a height of l ,500 to 2,000 Jeet, A.I. 
contacts at ranges of five miles or so could be obtained and held. During June, 
from 176 sorties despatched, of which 131 were completed, tliirty-eight A.I. 
contacts were reported, leading to the destruction of ten enemy aircraJt and 
damage to three others .. All these combats, save one of those leading to damage 
claims, resulted from sixty-two sorties flown between l l /12 and 16/17 J une
A few high level sorties 'wece flown by A.I. Mark X aircraft equipped with. 
rearward warning equipment before the squadrons were. taken over for
anti-flying bomb duties, but the number was not sufficient for any de6nite 
conclusions to be reached concerning th~ potentialities of A.I. _Mark X on hign 
level patro!s• 

1 A.H.B./Il }[J/45, May 1944. 
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Serrate Operations Subsequent to D~day 

lri June and July the uwuber of Seu ale contacts fell considerably.~ In July 
only one in every teo sorties, on the average, reported a Serrate contact. In 
May it bad been one per sortie, and in the early part of the year each sortie had 
been reporting a large number of contacts. This decline was due to the replace
ment of the Lichtenstei1't by the new German A.T. set, the S.N.2. The number of 
A.I. contacts obtained directly on enemy aircraft increased, however. in June 
and July, but on the whole the degree of success of the operation declined in 
proportion with the withdrawal of U chtenstein by the enemy and for every 
aircraft destroyed or damaged eighteen sorties were required. The increased 
number of AJ. contacts obtained directly on enemy aircraft during June and 
July was due to the success of patrols over enemy beacons. In June the enemy 
was making more and more use of his assembly beacons in France and a round 
of these beacons proved to be the most profitable typ~ of p~trol for the Serrate 
squadrons. Many of the successes at the beacons were obtained before the 
enemy fighters had attempted to intercept the bombers, and so a valuable 
measure of direct support was thus given to the bomber operation. 

By July, enemy jamming of A.I. Mark IV was a serious handicap. lt was 
reported by most crews to be effective during the whole of the time they were 
over enemy territory, and particularly at the enemy coast and in the Ruhr 
area. Not only. did it mean that a large number o.f contacts were not obtained 
at all, but frequently it prevented the successful follow-op of contacts which 
bad been . achieved. Th.is added fuel to No. 100 Group's clamour for A.L 
Mark X. The next two months, August and September, saw the eclipse of the 
Sen-atef.l\.I. Mark IV operations.2 The number of Serrate contacts 
obtained dropped practically to zero and at the same time it became increasingly 
difficult to achieve combats from A.I. Mark IV contacts. In August 331 
Serri:tte/A.I. Mark IV sorties yielded nine successful combats. In 
September, 240 sorties yielded one successful combat. In September the 
frequency of A. I. Mark IV was altered in an attempt to evade the interference, 
with some slight success. The following table shows how the number of Serrate 
contacts decreased between May and September as Lichtenstein was withdrawn, 
and also how the enemy jamming of A.I. Mark IV made it more and more 
ineffective. 

1944. May. ]rune. Jufly. Ai4g. Sept. 
Average number of Serrate contacts 

per sortie completed l · I 0·2 O· l 0·02 0·005 
Average number of A.I . contacts 

(without initial Serrate) per sortie 
completed 0 ·3 0·5 0·8 0 ·5 0 ·3 

A.I. contacts per successful combat .. 9 9 10 16 60 

Offensive F ighter Operations using A.I. Mark X 
The decrease in the average number of contacts on enemy aircraft obtained 

with A.I. Mark IV by the three Serrate squadrons may have been partly due. to 
the lack of enemy fighter opposition experienced by the b ombers on many 
operations. In contra.st, however, was the success f.Chieved with A.1 . Mark X 
by Nos. 85 and 157 squadr.ons when they returned to offensive fighter opera
tions from anti-flying bomb operations at the end of August. During 

1 A.li.B./B Hl/45, Ju.ne-]uly 1944. t Ibia. , August-September l944. 
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September they took part in both high and low level patrols witb good results. 
Fcom a total of 167 high-level sorties they reported torty-.seven enemy contacts 
leading to twelve successful combats. Patrols were flown over assemhly 
beacons and in target areas after bombing, and escort of lhe bomber stream 
was also tried, flying from ten to fifteen miles wide of the mean track. 

A number of contacts were also obtained on the rearward-looking Monica 
equipment carried by A.L Mark X high-level introde~s. It was found that 
these contacts could , in general. be evaded fairly easily but that it was often 
difficult to convert to a forward A.I. Marl< X contact. Only about one-quacter 
of the total of Monica contacts reported were so convected. The main value of' 
Monica was thus in prevention ol attacks from the rear rather than as an 
additional interception aid. 

Mutual Identification 

· With t he growth in the number of bomber support fighters and lhe shrinking 
of the territory held by the eoerny due to the Allied advance on the Continent, 
the waste of time caused by ch.ases between friendly fighters became con
siderable, and there was clearly great need for some f.orm of mutual identlfica
tion.1 1t was decided to fit a modified form of l.F.F. Mark H f in certain air
craCt , and also the Type F infra-red identific<ition system. The fitting began in 
May 1944 with the Serrate aircraft of Nos. 141, 169 and 239 squadrons and 
alth9ugh fitting was not general for several months, the identification devices 
showed their great value immediately they were used. 

Use of Serrate during Spoof Operatioosi 
During Spoof operations employing airborne Mandrel screen and Window 

foint fore.es, Serrate aircraft and the low level in t ruders were also given a part 
to plCJ.y In the deception. Serrate aircraft accompanied the diversionary forces 
in order to give the {eint more realism and also to be in a position to inteccept 
enemy oghters airborne in reaction to the feint. Serrate aircraft and tow level 
intruders were also on occasion sent to patrol areas weU away from the main 
attack in an attempt to deceive the enemy as to the area in which the _attack · 
could be expected. 

Planning of Serrate Fighter Operatioos3 
As the Allies advanced on the Continent, the No. 100 Group counter

measures and .feint a ttacks became more effective and the German early warning 
system was of less value. The enemy was focced to limit the area of operation 
of his fighters, and in response lo a threatened attack only those aircraft in the 
particular operational area ~ould be used. No longer could reinforcements be 
6own in from gr~t distances. This fact was of great asststance in planning the 
Allied supporting fighter disposition because the area 'of operation could now 
be safely limi ted. Alo;o the reduction in the enemy early warning m eant that a 
large par t of the bomber route in and out could be considered safe. The 
" Y " Se1Vice jn No. 100 Group bad, during the p receding months, become a 
highly-efficient organis4tion and the movements of the enemy night fighters 
we.re followed during the actual operation. A full reconstruction of the night's 
activities was available th.e following morning, on which the planning for 
the next night's operations could he based. 

1 A.H.B./Il Hl/45, August-September, 1944, para. 43. 
2 A . .H . .B./11 Hl/«. June 1944-Marcb 1945 i lb.id., paras. 47-50. 
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Later still, dqring'the final rapid advance into Germany, with the consequent 
disorganisation of the enemy night fighter system, there was no opportunity 
fo'r precise planning. The Mand.rel aircraft were no 'longer used as a screen but 
were flown With the bombers in order to confuse the enemy plotting system as 
far as possible, and the fighters carried out mainly close escort of the bombers 
and attacks on the few remaining enemy a'idlelds. 

Perfectos 
By June 1944 it was known that the enemy was fitting the FuGe.25A-

a. form of I.F.F.- in his night fighters for identification purposes and for use 
in the Ego·n system of fighter control.1 It was thought that if an airborne 
interrogator for .the FuGe.25.A could be made and fit.ted with a directiQnal aerial: 
system, it could serve a s\milar purpose to Serrate witn the added advantage 
of giving indications of range_ Accordingly, the Bomber>Support Development. 
Unit was instructed to modify an SCR. 729 (the American interrogator equip
ment for use with Mark III I.F.F.} so that it would transmit on a.frequency of 
i25 megacycles per second and r~ceive over a small band a,bout 156 megacycles 
per second-the frequencies of the en.erny's I.F.F. For an aerial system, the one 
designed by T.R.E. for use with another homing system kno'Wu as Meerschaum 
was proposed iu order to provide D.F: in azimuth. It was not possible to provide 
D.F. in elevation with this system, but this was not considered to be a serious 
disadvantage and the simple nature of the aerial allowed it to be installed -i~ the 
Mosquito aircraft Withoµt any great modifications to the fusel~ge or wings. 

The first model, developed for use with A.I. Mark IV, allowed the signals 
to be displayed on the A.t tubes, and thereby still further simplified develop
ment since separa te display units were not requir"Cd. This model, which was 
given the code name of Perfectos I, was tested operationally in October 1944 
with very encouraging results, and arrangements were made for it to be 
installed in aircraft oi No. 169 Squadron.2 The installation work was com
pleted in November 1944. A number of Perfectas contacts were obtained 
l,rl November 1944 and December 1944, at ranges generally of ten to fifteen 
miles, and occasionally more. A few were converted t<> A.I. Mark IV 
contacts, but no combats resulted.3 · This was due to the limitations of 
the A.I. Mark IV which was no longer st1itable for bomber support .work 
and was also at this .time suffering severe interference over enemy territory. 
The value of Perfectos had, however, been established, and development 
of a ·model with separate. presentation units" which could be installed in 
Mosqultos fitted with A.I. Mark X was carried out. ·Pedectos II, the model 
for use witl1 A.I. Mark X, was given satisfactory trials in January 1945 and was 
installed iri aircraft of No. 85 Squadron during February 1945."' l.n March 
1945, seventy A.I. Mark X Perfectos sorties were flown, witl_l .very encouraging 
iesults.5 About thirty Perfectos contacts were obtained, five of which were 
converted to A.I., leading to three enemy aircraft destroyed and ·damage to one. 
The initial range of most Perfectos contacts was eight to fifteen miles, but one 
contact was reported at a range of fifty miles. 

Perfectas was also installed in Mosquitos fitted with A.I . Mark XV (ASH 
or A;N-APS4}_. In this case the signals were dlspffi:yed as. an alternative to tail 
warning signals on the Monica IX tube. The equipment was 1nsta~ed in 

'B.S.IUJ. FiJe S.5194/Sigs.-100 Grou,p ·LetterlOOG/S.1201/4/Sigs. dated 30 June 1944. 
2 A.H.B./U HI/45, October 1944. 3 Ibid .. November- December 1944. · 
• B.S.D.U. File S.5194/Sigs, 6 A.H .B./II Hl/45, March 1945. 
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No. 23 Squadron in Marcb 1945, but by this time the enemy fighter activity had 
diminished considerably and no outstanding results were achieved. Perlectos 
was also used on a few occasions j ust before the end of hostilities by the Eighth 
United States Army Afr Force in daylight operations. In this case, however, a 
separate and more powerful transmitter than that of the SCR 729 was used. 
This gave a greatly increased range, contacts being obtained at almost 100 miles. 
The Bomber Support Development Unit was worl.<ing on a similar equipment 
for night fighters, but it was not coJnpleted before the end of hostil1ties. 

~rrate rv 
In July 1944 the frequency and other details of the enemy's S.N.2 A.I . 

b~ame known and arrangements were made for the development of suitable 
homers. It was decided that as an immediate measure the Bomber Support 
Development Unit should produce a homer by modification of standard equip
ment, to be used until Hookah, the universal homer being produced by T.R.E.1 

was. ready. The homer for S.N.2, which became known as Serrate IV, was 
intended for use in Mosquito aircraft fitted with A.I. Mark X. The difficulties 
of presentation were overcome by adopting an aural method which gave the 
pi.lot indications of D.F. in the form of dots and dashes ltl a Lorenz beam. 
1t was considered that this system might have advantage over the visual method 
as it would allow the pilot to carry out the homing side of _an interception 
without having to watc,h the cathode ray tube, and without Lhe assistance of the 
navigator, who could concentrate on looking for A.I. contacts. 

, For Serrate IV, it was proposed that the intermediate frequency stages of 
the V.H.F. R/T set should be used, together with a radio frequency unit covet
ing the frequency of the German S ,N.2, and aerials of the opposition type. 
Th.is aerial was one designed by the Royal Aircraft Establishment for homlng 
to enemy jamrners of the British V .H.F. R/T. Operatiorial trials with the first 
model of Serrate lV were carried out in August.1 The aural presentation proved 
to be satisfactory, but it was found extremely difficult to pick out A.I. signals 
from among those from Freyas which were of greater signal strength , and which 
w,ere spread over the whole frequency band, and the next step was to devise a 
means of reducing the interference from Freya signals. As Freya had a pulse 
recurrence frequency of 500 pulses per second, and S.N.Z as far as it was known 
290- 300 .and possibly 800 pulses per second, it was tnought that this could be 
done by constructing a filter to pass pulse recurrence frequencies of 750- 950. 
Jhis would pass the third harmonic of 250-315 cycles per second, but the basic 
and aU harmonics of 500 cycles per second would be rejected. The development 
of the filter proved extremely difficult but a model was eventually produced and 
satisfactory operational trials were carried out in December 1944. A few 
sorties were carried out by· aircraft of No. 157 Squadron ln January but no 
contacts were reported. 
·By this time .it seemed that the enemy had moved to frequencies outside 

the range of the captured S.N.2 equipment, and therefore beyond the scope of 
Serrate I V. Three equipments were accordingly modified to cover different 
frequency .bands, and work was started on a new version-to be known as 
Serrate IVA_:which, with interchangeable aeria ls, could be pre-set to cover a 
frequency band of about 5 megacycles per second within a frequency range of 
70- 105 megacycles per second. Success was achieved in February 1945, when a 

1 A.H .B./U HI/45, August 1944. 
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crew of the Bomber Support Development Unit destroyed lwo Me.110s with 
with the aid of Serrate 1 VA on a frequency of aboot 77 megacycles per second. t 
An intensified search was. made both by aircraft and ground listening stations 
to determine the frequencies most used by the enemy for S.N.2 and as a result 
the majority of the. Serrate aircraft was set to operate on 103 megacycles per 
second, whilst the remainder were adjusted for operation on the other band of 
S.N.2 frequencies- &1 and 73 megacycles per second. By March 1945, 
Serrate IVA had been fitted in a number of aircraft in Nos. l4l. 157, and 169 
Squadrons. All these squadrons were eq11ipped, or were in process of being 
equipped, with Mosquitos carrying A.I. Mark X. A further model-known as 
Serrate IVB- was produced, which cou.ld be used in the frequency range 103-
119 megacycles per second. This enabled the Serrate equipment to cover what 
was considered .to be the maximum possible frequency range for the S.N.2. 
The operational use of tne equipment was. )lowever, very small since the enemy 
night-fighter reaction at that time was falling off considerably and no outstanding 
successes were, therefore, achieved. 

An installation, which combined Serrate IV with a Mandrel JII jamming set 
modified to sweep over a frequency band of 60-120 megacycles per second, 
was also deveJoped by the Bomber Support Unit. It was intended to jam 
the tail warning equipment which was being installed in enemy night nghters, 
and, it was believed, wa<; enabling them to a.void interception . Fighters 
fitted with the combined homer/jammer were expected to be able to home to 
within A.1. range and then jam the tail warning radar of the enemy fighter, 
preventing it from taking effective avoiding action. The installation was 
known as Meerschaum II. A similar device known as Meerschaum t had 
had been developed previously for use against enemy bombers : it worked well 
but was not tried out operationally. 

The numerkal total of kills attributable to Serrate and Perfectos was not 
irnpressive in rclation to the operational effort involved, but it would be 
misleading to judge their value by figures alone, The first stage in the Air 
War ir1 Europe was the defeat of the German bomber offensive, after which 
the Germans were forced to put their main effort into defensive flgbters to 
protect their country from Allied bombers. The offensive homing campaign 
carried the war a stage further by striking at the Germans' final defensive air 
weapon, the night-fighter, whilst operating over their own territory. The 
kills achieved may not have been very great in number, but they occurred 
with persistent regularity and had great deterrent effect. 

immediately before and after VE-day a good cross-section of the Gerrnan 
Air Force's most experienced and reliable night-fighter pilots were closely 
questioned on the matter. They were unanimous that the Serrate Mosquito 
aircraft caused great consternation amongst the night-fighter crews who, 
hitherto the lmnters, were now also the hunted.2 1nstead of being free to 
·Concentrate upon the bombers, they had to keep the closest vigil for the Allied 
fighters. Many crews refused to operate their I.F.F. for fear of being homed 
,on, and on some occas.ions this led to German night-fighters being shot uown 
by their own flak. Captain Kramer (with twenty-nine "kills'' to his credit) 
referred to the Geiman night-fighters being thrown On to the defensive and 
even using Di,ppel {German Window) in self-protection. The bringing home 

l A.H B./11 Hl/45, February 1945. • A. 0.1. (J<.) Reports Nos. 599/44 and 700/45. 
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to Ger.man night-fighter pilots that their airborne radar was being used as a 
beacon by Allied homing fighters was a finishing stroke to their morale. 

GERMAN AIR-TO-AlR HOMING 

The subject of radio silem:;e has already been discussed in so far as it concerned 
denial to the enemy of early warning through the mediam of the German Air 
Force Raid Tracking Service.1 It would now be appropriate to consider the 
advantage the enemy derived from British aircraft radio transmissions by 
homing to them. The technical and tactical homing problems facing the 
German Air Force were substantially the same as those facing the Allied forces. 
In the main, however, German homing operations were employed defensively. 

,The lead the Allies kept in the introduction of new radio techniques, and the 
ascendancy gained and kept in the air offensive with the help of many radio 
devices made homing operations of great potential importance to the en.emy. 
The Germans therefore lost more than the Allies did by tardiness in the intro
duction of homing techniques, and it is of interest to study their attitude to 
this matter. 

General Martini has stated trtat members of his staff often repeated a catch 
phrase•· Aller junkverkehr ist Larzdersverrat " ~· AU radio traffic is treasonable ")2 

The Luftwaffe in general was weU aware that a transm.ission of any tyPe could 
be listened to by the AJlies and D/F'd. It was therefore fully aware of the 
opportunities of homing to transrnissioJ,ls from Allied aircraft. When airborne 
counter-measures were taken against Freya stations, a German firm named 
Kathen developed an apparatus which would enable a German night-fighter 
to home. to the jamming aircraft. The equipment was called Freya-Ealbe 
(Halbe =half, signifying tbat it was a radar apparatus consisting of the 
receiver only without the transmitter) and was tried out at Werneuchen in 
1943. The trials were successfully completed by about June of that year and 
it was then· demonstrated to the authorities for use by the German Air Force 
night fighter units. 

At that time, the German night fighter force was commanded by General 
Kammhuber, the creator of the Kammhuber Line,3 whose night fighter organisa

. tion depended essentially upon closely ground-controlled aircraft operating 
in " boxes." He saw in air-to-air homing a powerful threat to his form ·of 
control. Being a strong opponent of all forms of free-lance methods, 
Kammhuber brushed aside air-to-air homing and insisted on strict adherence 
by his aircraft to the limits of their " boxes." Even with the discovery of 
Monica and the production of homers for it, Kammhuber maintained his stand 
and it was not until General Schmidt took command of the night fighter forces 
in November 1943 and encouraged free-lance methods, that D/F homing to 
transmissions from bombers was used operationally. 

Although the technical experts were satisfied that air-to-air homers working 
on transmissions of metric wavelengths were successful, it took a long time to 
convert aircrews to their use. A prejudice against " new fangled gadgets " 
persisted and minor electrical troubles quickly discredited this form of equipment. 
Although•Naxos the homer for H2S was available in January 1944, for the first 
three or four months comparatively little use was made of what proved to be 
an excellent homing device. In the meantime aircrews gained confidence in 
homers as results fr.om Na~os increased, and reliance on all types of homing 

1 Part 2, Chapter 13, of tbis volume. 2 A.D.I. (K) Report No. 369/45. 
~A broad chain of air defences across N.W. Europe. 
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equipment increased proportionately. Unfortunately for the enemy, this change 
came about too ]ate for him to exploit our use of Monica which by then had 
almost ceased to be used. 

After the change of policy brought about by GeneraJ Scbmidt, experimenta1 
receivers known as X-Halbe were designed, capable of adaptation to any 
rnetrjc wavelength t}1at might be used by the Allies. In addition. one of the 
operational requirements for A.I. stated after 1943 was that it should be 
possible for its transmitter to be switched off and for its receiver then to be 
capable of use as a D/F air-to-air horner to any airborne jammer. Naxos 
and Korfu Z botners which covered the l ·5 centimetres to 20 centimetres 
wave band, already existed. 

As R/T and W/T jamming intensified, free-lancing in general and homing 
into the bomber stream in particular became even more widely used in spite 
of the disadvantage that o.one of the homers employed could enable the fighter 
to home to an individual bomber within a stream. The ability of homers such 
as Naxos to pick up bombers at as great a range as 100 miles often proved a 
disadvantage in that it led to useless chases. Estjmate of range had to be by 
deduction and even with experienced crews fhis was not a Teliable method. 
Both for reasons of l imited supply.and of the need for special skill in using homers. 
it was normal for enemy night-fighter leaders to do the homing, leading their 
formation into the British bomber stream to a point where each fighter could 
resort to the individual use of his own A.I. , assisted by visual contact, to 
comp)ete the :interception. Leaders have, however, testified to the difficulty 
of keeping their formation together by night.1. 

Use of Receiver of S.N.2 for Homing to Jammer Aircraft2 

Several attempts were made to use the specially adapted receiver of the 
S.N .2 A.I. equipment to home to Allied aircraft jamming the S.N.2 but few 
successes were obtained owing to the lack of range presentation. It was 
found that to home successfully, gain had to be reduced considerably in 
order to avoid chasing distant aircraft. Nor were the orders of the Liiftwajfe 
High Command helpful, for in the belief that jammer aircraft could be quickly 
and easily replaced, they ordered that only bomb-carrying aircraft were to 
be attacked.a 

Freya-H albe4 

The Freya-Halbe, officially known as the FuGe.2211 was designed in early 
1943.5 When free-lance tactics were eventually pennitted at the end of 1943. 
it was intended to employ the twenty-five of these sets which had heen 
manufactured, but when they. were required it was found that the makers 
had used various parts of them for the manufacture of other apparatus and 
that the sets had thus virtuaUy been consumed as spares. Freya-Halbe was 
therefore never used in operations_ 

Rosendahl-Ha/be 
The first Monica set obtained by the Germans was recovered from a British 

bomber which had been shot down over Rosen<lahl in Holland. The FuGe.221A 

t A.D.! . (K) Report No. 370/1945. l Air Scientific Inteutgenc-,e R eport No. 109. 
3 A.D.I. t1<) Report .No. 416/1945, para. 166. 
• P>:lrt 2, Chapter 8, of tbis vohime tor aJerence to anf:j.homing devices for 1\1.:lodrel 

airborne ja.mmers. 
s A.D.I. (K) Rtport No. 369/1945. 
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whic11 was subsequently developed for homing to Monica was accordingly named 
alter this town. It seems that this homer gave good D.F. until within four 
kilometres of the target, after which the D.F. became unreliable. For this 
reason the introduction of Rt>senriahl-Halbe ·was delayed.1 The Germans 
ultimately discovered that the polarisation of the receiver aerials was at 90° 
to that used by the bombers and it was assumed that this was the cause of the 
bad D.F. For technical reasons it was not foufid possible at first to re
orientate the aerials of the homer in order to obtain the right polaTisation, and 
by the time these difficulties had been overcome the use of Mon:ica by the Royal 
Air Force had ceased. 

Flensburg 
· The Flensburg homer, officially called FuGe.227, was another attempt to solve 
the problem of homing to Monica transmission.s.2 The D.F. properties gave 
some ''trouble but t.he set was adequately selective and could discriminate 
between a number of signals by tuning both the r.f. and p.r.f. controls. Flensburg 
was used to a limited extent in German Air Force night fighter operations but 
came into use too late to be of maximum value. The use of homers was then, 
however, well confirmed in principle and the _next step was to extend the scope 
of tbe FuGe.227 to cover the entire waveJength band of the Mandrel screen and 
of other Fre;ya fanuners.3 The various forms of Flensburg homers designed 
were as follows: -

Flensburg I, l ·3 to 1 ·75 m. 
Flensburg Il, l ·7 to 2·6 m. 

against Monica. 
against Freya A and B band and 

j agdschloss jammers. 

Flensburg III, 2·3 to 3·8 . . ···· lfagainst S.N.2 and Freya C jammers. 
Flensburg IV 
Flensburg V, 25 cm. band _. against 25 cm. radar jammers. 
Flensburg VI, 50 cm. against Wurzburg jammers. 

These homers were considered to be a successful solution to the airborne j am mer 
problem except for objections to the high aerodynamic resistance of the aerials 
on the longer wavelengths. Ftensburg equipment continued to be fitted up to 
-November 1944 although by then it had almost ceased to be used by aircrews 
carrying .i.t.4 At one time attempts were made by Luftwaffe squadrons -to 
remove parts of the homer from their aircraft in order to save weight, buf a 
sharp i;eprimand frnm high quarters caused the equipment to be restored. 

Trials with a Flensburg-fitted Jq. 88 Aircraft 
The story of the landing fo Suffolk on 13 July 1944 of a Ju.88 aircraft fitted 

with Flensburg ha!; already been related.0 At that time, although it was 
understood that Flensburg was a homer for Monica it was not clear whether it 
was used for homing into the bomber stream generally or for seeking out 
individual aircraft. The ]u.88 aircraft had only just been fitted with the equip
ment and the crew had not been fully instructed in its· operation. A practical 
test ot the Ftenslyurg as fitted in the ]-u.88 was arranged, using a few Monica
fitted ai~craft as targets. The trials were flown from the Royal Aircraft 
Establishment, }'amborough. At the same ti.me the 0 11erational Research 
Section at Bomber Command investigated whether Monica was still having any 

1 A.D.I. (K) Report No. 369/1945. 2 Ibid., para. 16. a Ibid., paras. 17-18 . 
1 A.D.I. (K) Report No. 700/44. 5 Part 2, Chapter J 2. 
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influence on the los.~-rate of the homber forc:e_ Briefly the first trials showed 
that Flensburg was capable of homing to an individual Monica operating amongst 
others from a clistance of SO miles. The trials carried out had been against a 
few aircraft only, each carrying Monica tuned to a slightly different frequency, 
and there were good hopes that by modification it would at least be possible to 
prevent Flensburg irbm being effective against an individual Monica. It was 
intended to vary the pulse recurrence frequency and to set all Monica trans~ 
mitters on exactly the same radio freq_uency as far as technically possible. 

It was then found necessary to arrange for much more comprehensive trials 
of the proposed modifications to Monica. In conjunction with the Operational 
H.esearch Section the R.C. M.staff of Bomber Command planned a test involving 
the flight across England of a minfature bomber force. The route was Cam
bridge-Gloucester-Hereford-Cambridge, in a height band of 15,000-18,000 feet 
at a speed of 140 knots, and the timing was arranged to simulate the normal 
'concentration of a bomber force under operational conditions. In addition, 
half the aircraft were to discharge Window, Type MB, at the rate of one bundle 
per minute on the last leg oi the route. The ju.88, with a specially competent 
radar operator aboard, was to make approaches to the bomber stream to dete•
mine the effectiveness of Ftensb1~1g against Monica with pulse frequency sweep
ing and all transmitte1s tuned to the same freq uency, and also the value of 
Window, Type MB, against S.N.2. 

The trials as planned were approved and the orders were framed .in such a way 
as not to disclose to the aircrews taking pa.rt that a Monica homing test was to 
be carried out. On 30 August 1944 the trial took place with a total of seventy
one aircraft. In brief, the results showed that Flensburg homed efficiently to 
Monica , and that Window, Type MB, was completely effective against S.N.2. 
Using Flensburg it was possible to home into the stream from at least 45 .miles 
away and then to select an individual aircraft and complete the interception. 
On the other hand. any attempt to intercept by means of S.N .2 alone was 
frustrated by Window, Type MB, except at the head of the stream. This was 
an interesting result in itsel f, and it confirmed that the rate of discharge chosen 
fo;r Wi.odow MB. which had been arrived at immediately the purpose of S.N.2 
became known and before any tests were done, was adequate. 

On the basis of this trial flight, the Air Staff accepted the recommendation to 
discontinue the use of Monica, which was finally withdrawn Jrorn operation on 
12 September 1944. It bad already been restricted by reason of the plotting 
risk and o! the need for maintaining strict radio silence during the approach to 
enemy territory. The attempt to make Monica a satisfactory tail-warner. 
however, did not end there. During the winter of 1944/45, No. 5 Group in 
Bomber Command prod~ced a modification which enabled the radio frequency 
of the transmitter-receiver unit to sweep continuously through a given range ; 
this prevented Flensburg from homing effectively to an individual transmitter 
but it could not prevent homing from a distance to a general concentration of 
Monica hansmitters. 

Ce.otimetric Wavelength HomersL 
The first centimetric wavelength homer produced for the German Air Force 

was caUed Naxos a nd known officially as FuGe.350.2 It was a delectc;1r set able 
to receive aU transm issions on the S-12 centimetre waveband but it could not 

1 A.D. I. (l<) Report No. 367/1945. 2 A.D.l. (K) Report No. 369/1945. para. 21. 
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discriminate between different wavelengths in the band. The probJem of 
designing a set to home to a beamed transmission rotating at sixty revolutions 
per minute such as produced by H2S was first tackled in March 1943, some two 
months after the Germans discovered that the Royal Air Force was employing 
H2S. I~ittle progress was made until an engineer hjt upon the idea of obtaining 
continuous presentation of the signals received by employing aerials rotating 
about twenty times faster than those of the transmitter. The Luftwaffe Signals 
Staff was so impressed with the ease with which it was possible to borne to a 
slowly rotating beam such as that of the H2S, that one of the requirements for 
the German Air Force equivalent of H2S, called Berlin A. was that its rate of 
rotation in searching should be very high to ensure that the Naxos solution .to 
the homing problem could not be employed against it. 

The first trials with Naxos were flown in December 1943 at Wemeucben and 
the first operational Gri,ppe to be equipped with the set had it installed in all 

· their 1aircraft by 25 January 1944. The real value of Naxos was first appre
ciated by German aircrews in the early summer o{ 1944 when the increase in 
Allied jamming of ground-to-air communications had made it most difficult for 
them to :find the bomber stream by those means-1 The picture obtained by 
Naxos was not discriminating enough, however, to enable a fighter tt> track down 
one individual bomber unless the target were well separated from others in the 
stream. On the other hand Naxos made it easy to locate the bomber stream 
generally, which at that period was the main preoccupation of the German Air 
Force. A rough estimate of range could be gained if the height at which the 
bombers were flying was known, since by climbing and noticing at what height 
lhe H2S signals ceased-to be heard, the fighter could judge the approximate 
distance of the target bomber. 

First news of the introduction of Naxos began to trickle in from Luftwaffe 
prisone~s in mid-July 1944.2 The first. German night-fighter &rupj>e l:o be 
equipped with Naxos was completely fitted by- the end of January 1944. Naxos 
training was done at Weneuchen where a captured Liberator aircraft and a 
]t,.88, both equipped with H2S were used as target aircratt.3 The first air

. crews to be trained at this school all went- into Grieppe II, and after they had 
become proficient this formation became known as the Schwerpiinkt Gruppe 
(Centre of Gravity Group), a term denoting a unit which, on the expectation or 
first warning of a raid, was positioned as near as possible to the expected track 
of the main bomber stream. Gruppe lJ continued in this r6le until the 
American attack on Quakenbruck on 8 April 1944 when all the Naxos equipped 
aircraft were destroyed, and for a time the Oruppe had to operate without 
Naxos : a good example of the value of direct air action as a counter-measure. 
It was not until 7 July that replacements of N.axos titted Ju.88 aircraft began 
to arrive. 

Na.'Cos Construction4 

The Naxos aerial was housed in a plexig1ass dome, flippantly referred to as the 
"Cheesedish Cover,'' some 40 or SO centimetres in diameter and protruding 
above the top of the fuselage midway between the tail unit and the trailing 
edge of the wings. The aerial consisted of t wo metal-sheathed cylindrical units, 

1 A.D.I. (l{) Report No. 369/1945, paras. 25 and 26. · 
11 A.D.I. (K) Report No. 407/1945, para, 36, 
~ A.D.I. (K) Report No. 599/1944. 'A.D.I. (K) Report No. 580/1944. 
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each about ten to fifteen centimetres apart on either side of a porcelain insulator. 
They were connected at their base by a horizontal rod, to the centre of whid1 
was fastened a vertical rod, coupled in tum to an electrically-driven turntable. 
The presentation unit consisted of a single cathode ray tube some twelve CeJ.fti
metres in diameter. When the apparatus was switched on, a circular trace 
:;i.ppeared near the perimeter of the tube and when aircraft using H2S were 
within Naxos range, a ser.ies of dots, one for each aircraft picked up, appeared 
on the trace. The position of a dot on the trace indicated the position of the 
target aircraft. The range of the Naxos equipment depended upon the relative 
heights of the fighter and the target bomber. When the fonner was 1,000 
metres below the latter, the range was 50 kilometres a nd when 2,000 metres 
below, the ra nge was 100 kilometres.1 

Naxos Homing Tocbnique2 

In a homing operation, the German radio operator obtained the height of the 
bomber stream from the broadcast commentary and closed in usually well 
below the height given. He then endeavoured to keep on the fringe of the 
cone formed by the H2S transmissions. gaining height and closing with the 
target at the same time. The reason for this technique was to avoid having his 
presence betrayed by an indication on the H2S screen. When the first Naxos 
contact had been made, the commentary was again referred to in order to 
confirm that tbe target belonged lo the main bornber stream and was not a 
decoy. 

When homing to a formation of bombers, amongst which was a number 
using H2S, each aircraft transmission appeared on th.e presentation screen 0£ 
the Naxns. In order to select an individual target, the operatoi:- decreased gai n 
so as to eliminate all signals except that of the nearest bomber. As the fighter 
closed with the target. gain was progressively decreased so as to keep only the 
target dot on the screen. This dot widened and spread round the circular trace 
until, when tbe fighter was directly beneath the target, the trace formed a 
complete circle. The procedure accordingly gave the fighter an excellent point 
o( vant~ge for use of an upward firing gun. Frequently the final stage of 
approach was effected mainly by use of A.I. Although a few German air
crews claimed that a very experienced crew could complete an interception 
qy the use of Naxos alone, it was generally considered that the function of 
Naxos was for homing to within A.I. range.3 

l A number c! variants of .Naxos were produced, as follows :-
•· Na:ros Z ·• (Z = Uziclanplug =Target Approach) : tho original horning device 

operating in the 8-12 centimetre band. It could not d.J1lerentiate between freqoencies 
in the band, so that if there was more than one "H2S ;i.ircra!t in the vicinity, the 
presentation .,.,as confused. 

" Na:>1os ZR" (R = RU!;kWaYls =Backwards) : Tb is employed aerials both above 
and below the afl part of the ]14.88 and served as a backward warning device for the 
approach ot British night fighters using Mark Vlll or Mar'k XA.1. on the 9·centirnetre 
waveleogtb. 

"Na1Cos ZX" (X = X-band): This was a. 3-ctnlimetre version of the original 
"Na:ros Z" and operated oo the 2·5 -4·centimetrc band. 

"N(l.)fos RX'' ; This was a 3·centl.D'letre 11ersioa of tbe ·• N<Uos R" and was used 
as a tail ·waruer against 3.centimetre A.l. 

·• Nt,,,.~os ZD" : Tbis was a combined homer for botll tile 9- and tbe 3·cent1tnetre 
bands. The 3-ccotlmetre aerials rotated on tbe same axis but above tbe 9-centimetre 
aerJals. 

2 A.D.I. (~) Report No. 580/1944. 
'A.O.! . (K) Report No. 580, para. SI , and A.D.! (K} Report No. 620/ l944. 
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Na.xos- Shadowiog Teclmiqne 
Mention has already been made of the use of the more e,xpert crews as leaders, 

eaclJ being responsible for homing the less experienced crews into the bomber 
stream. One feature of this technique was shadowing the bomber streacn. Up to 
mid-August 1944 in 11/N.j.G.1, the N axos-equipped aircraft flown by the 
Gn tfrPen Komma.11de:z4-y was employed as a shadowing aircraft to home to 
H2S transmissions of the incoming bombers and to report their position and 
composition to tbe Gru,ppe.1 The shadowing aircraft--called the Fuhrer or 
sometimes A1'fklaner (Reconnaissance)-took off at th~ first indicat ions of a 
Royal Air Force attack before the remainder of the Gruppe, and homed to and 
remained with the bomber stream. The method of reconnaissance reporting 
varied, but was usually by V.H.F. R/T from the leader to Division headq1;1arters 
1n a special code which changed from day to d~y. The leader thus reported 
course, height and, as far as possible, composition of the bomber force. The 
Divis\on in tum passed such information as was n.ecessary to the night-fighter 
Gruppen under its control and the information was received on the afrfield Loud
spe:akers. When the night 6ghters took off to jntercept the bombers they were 
not always in direct com munication with the leader but usually received 
guidance from him by way of the ground control. In all cases. however, once 
lhe nghtei:s had been conducted into the bombec stream, the leader air craft 
was informed and each fighter thereafter operated individually, assisted by 
flares dropped by the leader. 

Single-Engined Wilde Sau Fighters with Air-to-Air Homers2 

Single·engined Wilde Sa." night-fighter aircraft employed on free-lance 
operations were equipped with a homer called FuGe.16Z for homing to 
r1avigational radio beacons. Ibey used lhjs equipment also for homing to 
Brit ish jammer aircraft in bomber streams. As with most homers, this one gave 
no indication of range or height , and pilots bad to depend upon general in
forma tion supplied by ground control.3 Me.109 and F.W.190 aircraft were 
equipped with Naxos for similar free-lance operations against Royal Air Force 
H2S aircraft. In the F . W.190 the Na,"'os aerial dome was fitted to the after 
part of the sliding portion of the cockpit cover. 

Cnfra-Red llomcrs-Kie/4 
A most interesting featu re of the enemy homing programme was the develop

ment of 311 infra-red air-to-air homer equipment for homing lo bomber exhausts, 
known as Kiel. It was alleged to have a range of five to sbc kilometres on twin
engined fighters, which is considerably greater than anything achieved with 
infra-red by the Allies. There were few models of this equipment in operation 
by the tjme of the Gennan capitulation in E:urope. The moon and burning 
targets proved to be an embarrassment, and the use of Kiel in the neighbour
hood of the target area was made impossible by the interference. It seemed 
that this form of homing nevertheless had great possibilities in the matter of 
suilabil.lty fo( homing to individual aircraft. Constructionally Kid was simple 
and consisted essen t ialJy of a photo-cell detector placed at the focus of a para
boloid reflector whlch was arranged to scan in the manner of cent imetric A. T. 
aerials. The ph.oto-ceU operated a cathode ra.y unit which provided the normal 
[orm of presentation. 

1 A.D.l. (J<) Report No. 599/ 1944. 2 A.D.I. (I<) Report No. 426/1944. 
'A.D.I. ('K) Repo~tNo. 416/1945, paras. l4S-1SO: 
1 A.DJ_ (K) Report .No. 336/1945. 
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Counter-measures Jtgainst German Air Force Homers 
The best counter-measure against German homer operations was the greatest 

degree of radio silence compatible with effective operational use of all airborne 
rad io equjpment. The enemy was thus deprived as far as possible of the means 
on which his tactics depended. Radio silence measures were directed equally 
against the n~ht-fighter and against the German raid tracking service.1 The 
best effect was achieved by consideration oi radio silence, jamming, and 
spoof transmissions combined in such a way as to outwit the enemy air defence 
system as a whole. 

's~~ Cbap}er IS of this volurne. 
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CHAPTER 15 

THE EMPLOYMENT OF RADIO COUNTER-.MEASURES 
IN FEINT BOMBER AITACKS-SPOOF 

The employment of radio counter-measures in feint bomber attacks provided 
a fresh approach to the tactical problems of the Bomber Offensive. The 
technique became known as Spoof, and as catried out by afrcraft of No. 100 
Group in Bomber Command it was a very grea-t factor in reducing the power 
of the German Air Defence. The full-scale introduction of Spoof was only 
effected after some de.lay caused by misgiving as to the wisdom of allowing 
aircraJt to be diverted from the bomb-carrying role to the special force 
necessary to perform the operation. 

Many devices of a technical and non-technical nature had been empl9yed 
in the endeavour to minimise bomber losses. The raiders approached the 
target by indirect courses, feinting at other possible targets on the way in order 
to mislead the defences. Bomber aircraft were concentrated in time and space 
in order to saturate the radar and anti-aircraft guns and thus reduce their 
effectiveness. Such tactics were successful for a t ime, but by a readjustment of 
defensive methods the Germans were able to a great extent to overcome their 
effect. Individual radio cowiter-measures against certain radar and com
munications equipments enabled the Allies to neutralise or nuUify the 
advantages they gave. This use of counter-measures, however, merely denied 
the services con.c;.emed to th.e enemy. and the Germans regained the initiative by 
changes oi equipment, frequency, or tactics.1 

Spoof was the co-ordinated use of .several radio counter -measures, combined 
to produce a calculated deception of the.;,~emy's raid r-eporting system, and 
employed in conjunction with the tactics 6f the main bomber force. I t aimed 
generally at inducing the Germans to commit their fi.ghters to engage an 
imaginary simulated raid at a place or time remote from that of the genuine · 
bomber attack, but was also used in a variety of ways, including the causfr1g of 
false alerts to fatigue the enemy's defences. 

Moonshine 
Mention has already been tnade2 of an airborne radar responder called 

Moonshine tuned to be responsive to enemy Freya early warning stations, and 
designed to produce on the cathode ray tube of Freya,. equipment a multi
aircraft . echo from each individual Moonshine transmitter. By this means a 
small, widely dispersed formation of Moonshine-fitted aircrait could appear to 
the enemy as a large bomber force. T his spoof device could be most effective in 
areas in which the enemy relied en tirely on Freya for early warning. I t had, 
however, certain limitations in use. The Moonshine response was Jimited to 
about five miles in length which corresponded approximately to a daylight. 
bomber raid.3 To simulate a night operation, however, a much more extended 

1 The Bomber Command Los.'> Rate against German targets is sbown at Diagram S. 
1 Pa.r t2. Cbapter 7. of this volume. 
~ A.M. File R.C.M./ISS(fels. 2, Parts 1 and 2, EocL l29A. 
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response would be required, and this would enable the deception to be un
masked by D.F., as clll the responses would have the same bearing. Moonshine 
was not suitable, therefore, to simulate night operations. Furthermore, the 
MooMhine aircraft were not in general flown nearer to the enenty territory 
than 30 miles for fear of the deception being detected by the Wurzburg radar. 

It was decided on 11 May 1942 that No. l l Group should exercise full opera
tional control of Moonshine aircraft and should be advised technically by No. 80 
Wing who would be responsible for the maintenance and setting up of the 
special equipment.1 Air Ministry (A.I.4) provided Headquarters, No. 80 Wing 
with the details of enemy radar stations and made arrangements for this 
information to be kept up to date from day to day. 

1t was planned to use Moonshine for the following purposes:-
(a) To create an enemy reaction at a place and tilne suitable for our fighters 

to engage at a tactical advantage. 
(b} To draw enemy fighters away from the day-bomber . attacks which 

were then being made.over enemy-occupied territory. 

In order to cover up the inherent limitation of Moonshine just .mentioned, 
operations had so to be designed as to induce the enemy to despatch their 
fighter aircraft before the feint force had reached the 30 miles Iimit.2 In some 
circwnstances, Moonshine aircraft were to lose height steadily soon after 
setting course for the point of rendezvous, so that by the time they reached the 
30 miles limit they would be at an altitude of 3,000 to 5,000 feet. They were 
then to fly fast down to sea-level and return on selected tracks at sea-level 
while other aircraft gained a great altitude and swept a carefully selected area. 
This was intended to lead the enemy radar and obseTVer corps to confirm the 
reports they would probably by then have given. During the sweep the 
aircraft engaged on it were to spread in order to increase the area, .and hence 
the number of stations by which tbey would be reported. Occasionally a 
few bombers were to be included in the sweep. They were to make a shaUow 
penetration and to drop a few born bs in order to reinforce . the spoof. It was 
further planned that, on occasions, No. 11 Group would despatch a small 
escort of fighters with the Moonshine aircraft with tb.e objects of :-

(a) Helping to fortify the impression that fighters were joining up at the 
rendezvous. 

(b) To give life to the fake echoes. 
(c) To orbit the Moonshine aircraft in order to reduce the possibility of 

the spoof being unmasked by D.F. methods. · 
(d) To maintain some echoes after the Moonshine aircraft had returned. 
(e) To confirm the impression gjven to enemy radar and observer corps 

stations that real aircraft were actually flying. , · 
(/)To protect the Moonshine aircraft. 

The first occasion on which Moonshine was used was on 6 August 19423 

when eight Moonshine aircraft . (Defiant aircraft of No. 515 Squadron), 
accompanied by a monitoring aircraft, took off from Northolt at 1904 hours 
and orbited over Portland1rom 1952 to 2003 hours before returning to base. 
These aircraft entered the enemy radar detection zone on the outward journey 

l H ,Q. No. 11 Gi-oup File llG/S.600/lJOps. and A.M. File RC.M./155}Tels. 2, Part 1. 
2 A.M. File R.C.M./186/Tets. 2, M.S. 3 A.M. File R.C.M./121 /Tels. 2, Part 1. 
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16 miles south-west of Middle Wallop at 1925 hours and left. il near 
Southampton on their return at 2025 hours. The enemy fighter force which 
took off as a result of this flight was plotted as 26-plus aircraft, which was 
believed to be a maximum effort for the sector concerned. The enemy balloon 
barrage at Cherbourg was raised. 

In order to confirm whether the enemy's reaction was, in fact, due to 
Moonshine, a similar flight was carried out on 12 August between the hours of 
1108 and 1245, but this time without using the Moonshine apparatus. No 
enemy aircraft was airborne for action against this sortie and :oo balloon 
barrage activity was reported. Moonshine was from then on used for 
operational purposes. In all, Moonshine was operated 29 times, 26 of which 
were successful in creating an enemy fighter reaction at the time and place 
planned. On the three other occasions no enemy reaction was observed
on two when the weather over the enemy aerodromes was unfit for flying and 
on the other, during the Dieppe operation, when it was impossible to plot the 
enemy reaction owing to jamming and it was probable that the whole available 
enemy fighter force was engaged on the. major operation. 

The following are examples of the effects produced. Of these (a) was one 
of the best results produced, (b) and (c) were usual average reactions and (d) 
was one of the least successful. 

(a) 2 October. Attack by 12 Boston aircraft on Le Havre. Main 
formations consisted of a total of 132 British :fighter aircraft. The 
enemy reaction was 16. 

Diversion.- The Moonshine. diversion consi'sting of 72 aircraft, 
including the nine Moonshine Defiants, produced a reaction in the 
St. Omer and Courtrai areas of 50 enemy aircraft. 

(b) 20 August.- Attack on Amiens by 12 Fortress aircraft. 
Main Formations.-Consisted of 264 British fighter aircraft. 

The bombers had a o~ear run to the target. Total enemy 
reaction 83. 

Diversion.-The Moonshine Defiants joined with 128 fighters in 
the Beacby Head area. Enemy reaction 60. They then joined 
with 76 fighters in the Clacton a,rea. Enemy reaction ~00. 

(c) 17 August.-Attack on Rouen by 12 Fortresses. 
Main fonnations.-Consisted. of 180 aircraft. Enemy reaction 78. 
Diversion.-The nine Defiants joined with three Fortrf?SSes and 

97 Spitfires over Walton~on-Naze area. Enemy reaction 144 plus. 

(d)'? September.-Attack on Rotterdam by 36 Fortresses. 
Main formations.-60 British aircraft. Enemy reaction 48. 
Diversion.- 1,08 British aircraft including the Defiants. Enemy 

reaction 30. 

No. 11 Group InteJligence analysed sixteen of the Moonshine operations and 
calculated that they had caused an unstated number of enemy fighters to be 
airborne for a total of 837 :r:ninutes-an average of 52 · 4 minutes per operation. 
A 'further analysis of nine operations by No, 11 Group Intelligence produced 
an average of 65 enemy aircraft airborne by the De.tian ts as opposed to the 
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41 ·8 enemy aircraft produced by the main formation and its fighter escort. 
A further analysis carried out by No. t 1 Group Intelligence gave the following 
comparisons~- -

(a) "Circus" 220 (2 October 1942)-58-70 per cent. of the enemy's 
available forces were airborne. 

(b) " Circus" 224 (9 October 1942):--03-81 per cent. of the enemy's 
available forces were airborne. · 

(c) " Rodeo " 101 (11 October 1942)-a sweep by Defiants-92 per cent. 
of the enemy's forces available were airborne, 

(d) " Circus" 227 (15 October 1942)-59 per cent. of the enemy's fore-es 
available were airborne. 

144 plus enemy aircraft were reported against the diversion on l 7 Augllst 
1942. The enemy control initiated action as soon as the Defiant formation 
lef~ Clacton. An extract from the official report for that day gives fhe following : 

"This operation stirred up German rea~tion 011 a considerable scale. 
Airci;aft of the N. Section of the Pas de Calais were airborne by 1720 and the 
recall to one wing was heard at 1747. The raiders were designated as 
bombers, main formation, second formation, and withdrawal cover. An 
announcement sent out by control at 1730, and notable for its departure 
from the usual jargon, reported bombers at. 2/3,000 feet, covered by fighters 
in serried mass. Control's analysis of the attacking force was not clearly 
laid' out : the, formations were often inaccurately labelled and it was only 
in the latter stages tllat control avoided confusion by concentratiog on the 
movement of only one of the formations." 
Moonshine was operated for the last time on 22 November 1942, after whjch 

date N'o. 515 Squadron was required exclusively for R.C.M. operations of 
another kind in support of Bomber Command. When it again became 
available for Moonshine operations, t he frequency band of the enemy early 
warning system had extended considerably beyond the coverage of the 
Moonshine equipment and it was considered impracticable to produce 
the equipment required to cover all the enemy's frequencies.1 Furthermore the 
i.ro.munity of the German 53 centimetre G.C.l. fr.om Moonsbine limited the 
usefulness of those aircraft. 

The use of Moonshine was always restricted by precautions to ensure that 
it should never fall into the hands of the Germans. It is important as an example 
of the use of radio deception to secure a tactical advantage. Moonshine was, 
however, a relatively minor feature in comparison with the much greater 
scale of feint achi~ved py the employment of radio counter-measures in support 
of Bomber Command in the later stag.es of the War. 

The Beginning of Spoof Raids in Support of the Night Bomber Offensive 
After the use of Moonshine in 1942 to simulate a .decoying force of day~ 

bombers, more than a year elapsed before attempts were made to draw German 
defensive fighters away from the night bomber force by means of planned 
dum111y attacks. It became apparent during 1943 that it might be possible 
to induce the enemy to commit his defensive night-fighters to action by the 
threat from a dummy raid, provided that the threat was aimed at an area 

1 A.M. f'.ile R.C,M./121/Tels. 2, Part 1. 
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c.ontaining important or vulnerable targets. H this could be achieved, the 
feint would ha.ve the valuable res11lt of enabling the main bomber force to 

.complete its task with greatly reduced losses. 
Between October 1943 and February 1944, Berlin was frequently and 

heavily raided, The enemy accordingly became sensitive to threats against 
the .Berlin area, and by February it was considered that his reaction in de1ence 
of i t was almost automatic. This finally convinced Bomber Command that 
feints should be begun. 1 The first Bomber Command fei..(lt attacks were 
made by training aircraft, and although radio counter-measures were not 
used at first, the German dependence upon radar was exploited.~ The object 
was to alert the German early warning radar organisat ion in order to draw 
night-fighters against an imaginary raid in an area Temote from that in which 
the main attack was.intendep. The feint forces did not actually make an attack, 
nor were they even exposed to combat. as the plan ensured their withdrawal 
at ~ safe ti.me and distance from the enemy coast. 

The mounting of these fein t attacks was made possible by the ex-istence 
of the large operational training establishment in Bomber Command at the 
begmning of 1944, Many oI the aircraft were four-engined types used by 
Heavy Conversion Units (H.C.U.s) and A.own by crews in the last stage of 
training before entering operational squadrons. The H'.C.U.s in the Command 
could together muster from 150 to 200 aircraft and they provided the feint 
forces, augmented on occasions by Operational Training Unit (O.T.U.) aircraft. 
One .of the regular night flying exercises at the O.T.U. stage was a long flight 
en masse, usually fl.own round the British lsles. An incidental object of this 
exercise was to keep British air defences in practice and when this was included 
in lhe programme, the fiight was known as a Bullseye. 

The Bullseye Feint 
The ruse first tried on the night of 20/21 February l944, was to route the 

Bullseye force out over the North Sea as far as 54° 30' N., 05" 00' E., from 
which point it Tetu'rned to the Humber. The bomber force was to cross 
Northern France and Southern Germany to attack Stuttgart on the same 
night. The movement of both forces wa~ timed to bring the Bullseye force 
well into radar view 0£ the enemy before the real attack could be plotted. The 
plan worked weU. The enemy de!>patched practically t he whole of hts available 
night-fighter force to t he area of Southern Denmark to await what was 
evidently supposed to be an imminent attack on Berlin or some other target 
in the area about which he was particu.larly sensitive. The Germans realised 
their mista~e only when the Bullseye force turned for home and the main 
bomber force was reported to lhe north-west oi Strasburg. The fighters in 
Southern Denmark were immediately ordered lo Augsburg to intercept-an 
impossible task, as the distance was 400 miles. In the meantime the bomber 
force reached Stuttgart with 598 aircraft and delivered a heavy attack for the 
loss of only nine bombers, compared with the 78 airtraft lost against Leipzig 
the night before. The success of Bomber Command in this attack in 
'February 1944, set the Germans a new problem. They had now not only 
co contend with radio counter-measures in all the many forms hitherto 
experienced. but they also had to recognise the difference between a feint and 
the real at tack. 

1 A.M. (A.I.4 (f)) .Reports PEARL/ZJP{TA.C/N.l l and 15. 
~ Tbe Germao lo1:1g-range radar war.oiug system is sbowu at Diagram. 9. 
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Later, feiot raids on the same lines were successful in varying degrees, but 
it was not Wltil the liberation of North-West Europe allowe<l greater freedom 
for the roanreuvre of feint forces that the enemy was reduced to the point 
where he was compelled to no1d his fighters back until he felt certain .of the 
real attack. Until the German retreat across France began, the only area in 
which Bullseye forces could safely operate was over the North Sea towards 
Heligoland. As this was also the best, and indeed the only practicable routeing 
for the bomber force when attacking targets north and east of Berlin, there 
was not very much scope for the Bullseye :feint technique. Nevertheless, 
considerable success was achieved on some·occasions and in general the Germans 
became exceedingly nervous abo\lt committing night fighters until the situation 
was entirely clear to them. 

O.T.U. Spoof Force Combined with a Window Force 
By the end .of June 1944 the possibilities of Bullseye in its odginal form were 

fairly exhausted. The main ctisadvantage of tbe simple O.T.U. spoof technique 
was the need for the unarmed force to tum back before reaching the enemy 
coast, which limited the period during which it apJ>eared as a threat. At this 
stage the long-overdue radio counter-measure form of spoof was introduced to 
give to Bullseye a short new 1ease of JiJe, and to feint bomber raids generally an 
effectiveness which they retained and progressively improved up to the end of 
the war in Europe. The addition of a small Window force which flew outward 
with the Bullseye and carried oo when tbe latter had to tum back1 removed the 
main weakness of the original Bullseye feint. 

Window in its original role as a G.C.l./early-waming radar "jammer" had 
demonstrated that the Gennan radar was unable to distinguish between the 
echo from a genuine aircraft and one from a bundle of Window. This element 
of deceptionJ as opposed to mere jamming by saturation, offered the most 
promising possibilities. By employing a small force of aircraft to drop Window 
according to a pre-determined pattern, it became possible to simnl.ate to radar 
ground stations the approach of a bomber force comparable in size to the large 
scale Bomber Command raids, the presence of which would 1nevitably cause 
major German air defence forces to be committed to action . This stratagem was 
first used on tbe night of 14/15 July 1944, the small Wi.ndow dropping force 
consisting of only about six heavy bomber aircraft. Thus was inaugurated the 
Special Window Force of No. 100 Gtoup which was to :play an important part in 
future operations. · 

The best method of employing Wi.ndow-<lropping aircraft was not arrived 
at mtnout rpuch calculation and deliberation .1 When the Air Officer 
Commanding, No. 100 Group, after considerable time spent in working out the 
Window . spoof theory, formally placed his proposals2 before Headquarters, 
Bomber Command, on 11 May 1944 he advocated that 15 aircraft disposed in 
three lanes five· miles apart, with a 20-mile interval between aircraft in each 
Jane, each aircraft dropping Window of both the Wurzburg and the Freya 
varieties at the rate of 20 units (each. equivalent to one aircra-ft) per minute, 
would appear as a mass of 800 aircraft. This represented a startling economy 
in aircrait, but involved complicated weaving by the aircraft in azimuth. and 
elevation in order to fiH the gaps that would otherwise appear between the lanes 
of Window, and also to give the correct appearance of depth . H eadquarters, 

l Part 2, Chapter 9, 0£ this volume. 
2 H.Q. No. 100 Group File 100,G/TS. 1210/Sigs. 
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Bomber Command, on the other hand, advocated the employment of 
25 aircraft flying in a more straightforward deployment and representing 
about 400 aircrait.1 · 

EmpJoymeot of Window in Feint Air Attack 
The dropping by a special force of aircraft of a carefully calculated and 

steadily maintained quantity of Window in such a way as to simulate 
formations of bomber aircraft was probably the most important radio counter
measure of the whole war. Used in conjunction with the Mandrel screen it 
became a feint tactic of very great value in the bomber offensive. 

Different types of Window spoof were developed as follows2 and in this order 
of appearance :-

(a) Combination of a small special Window force with an O.T.U. Bullseye 
force. 

(b) Window spoof force. This consisted of a somewhat larger force of 
special Window aircraft by themselves. 1t thus dispensed with the 
O.T,U. aircraft which by May 1944 had become ineffective. 

(c) Window spoof force with Mosquito fighters. The addition of Mosquito 
fighte rs at the head of the Window spoof force increased the resem
blance of the spoof force to a real raid. It also provided the 'Mosquitos 
with an excellent opportunity to attack the German fighters airborne 
against the spoof threat. Th.is was done by fanning out when the 
Window force turned back. 

(d) Window spoof force with Mosquito fighters and Mosquito bombers. 
The enemy attached much importance to reports of bombs having 
been dropped as indicating that a rajd was genuine. Bomber 
Command explpited this by combining the last-mentioned type of 
spoof With Mosquito bombing missions. 

The Window force was generally employed in one or more of three different 
ways. Either it simulated a separate bomber force acting independently, or it 
accompanied tb.e· main bomber force and broke away from it, or, thirdly, it 

·saturated an area on the route or around a •target. Combinations of one- or 
more of these tactics were frequently employed during one night's operation, 
much care being ta.ken to avo'id repetition. 

The first method_, the simulation of a separate force, was used with the dual 
object of attracting fighters based in the area in which the Window force 
op!;!rated and drawing them away from areas in which bombing raids were being 
made. It was also used on nights when no major raids were planned, in order; 
to cause unnecessary activity by night fighter controls and their flying units, 
thus increasing wastage and undermining the morale of crews and controllers. 

The second method, the splitting of routes by means of a breakaway by a 
Window force, was designed to lay a false · trail for the confusion of fighters 
attempting route interception or to divert others which were being directed to 
possible targets. This tactic was particularly useful for the protection of 
bomber forces which had to make deep penetrations over enemy territory. 

l No. 100 Group File TS. 1210/Sigs. aod H.Q.B.C. O.RS. Report No. S.148 (Bomber 
Command File B.C./S.28806/1/0.R.S .. 11 April 1944). 

2 A.M. (A.I.4 (i)) Report PEARL/ZlP/TAC/N.Jl of 22 November 1944. 
3 Ibid., July 1944-May l945, and No. 100 Group "Review of .QpeFations." 
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The Window force normally left the main force at one of its turning points, 
often to continue on a straight path towards a possible alternative target. 

The third method, the saturation of an area with Window, was used principally 
in the Ruhr when it was accepted that thei:e was little likelihood of deceiving 
the enemy as to the area in which opera.tions were intended ; the object of 
saturation was to conceal the identity of the actual target for as long as possible. 

The three methods must be consjdered in relation to the particular conditions 
in which they were employed. The separate feint force, operating in an area 
away from bombing attacks, might have only limited choice of areas in which 
to operate. On nights w.ben a number of targets was attacked, these areas were 
often restricted to those parts of Germany where the weather did not allow a 
bombing force to go with any great hope of success. Consequently an enemy 
who made inteUlgent use of his own meteorological information could discount 
them in advance. On t he other hand, the saturation method. which showed 
most satisfactory results, was ·employed in an area which was geographically 
ideal-the Ruhr, where there were many likely targets only a few minutes flying 
time inside enemy territory. The enemy. seeing an attack developing in that 
directjon, bad only a very short time in which to decide exactly where the attack 
was to fall. This method was not usefully employed in any other area, mainly 
because conditions we.re not suitable. 

Mandrel Screen 
· The Mandrel screen technique which had been in abeyance for about twelve 

months was brought into use again by No. 100 Group on the night of 5/6 June 
1944. Its use had previously been discontinued as a result of the Germans 
spreading the frequencies of their early warning radar beyond the capabilities 
of the jamming equipment then available.t This disability having now been 
overcome. Nos. 199 and 803 Squadrons were equipped, and from this time 
onwards the No. 100 Group airborne Mandrel screen gave cover to Bomber 
Command's i;:aids, screen aircraft being disposed at 80 miles from the enemy 
coast with pairs of aircraft of No. 199 Squadron spaced at intervals of 28 miles, 
jamming the entire Freya frequency band (70-200 megacycles per second), and 
aircraft of No. 803 Squadron h~Jfway betwe~n them, covering the frequency 
band of the enemy long-range narrow beam stations (120-140 megacycles per 
second).i Thus the narrow beam stations were covered at intervals oi 14 miles 
and the Fr<Pya stations at intervals of 28 ro·iles. These in tervals were designed 
to prevent the enemy radar stations from seeing between adjacent jammer 
centres, thereby effectively reducing the range of German early-warning radar 
to about 30 miles. The use of the Mandrel screen was, however, somewhat 
limited because of its interference with army and navy comm unications, and 
screen operations in the EngLish Channel were therefore normally precluded. 

On tbree occasions in June the screen was operated close to the enemy coast 
but it was concluded11 that this probably enhanced t he chances of the German 
Air Force radar to see through or behind the screen , as the distance between 
the stations of the screen was determined -relative to the beam widt h of the 
enemy's early-warning radar. A problem was set early by the shortage of 
aircraft for screen operation. The need to fly the aircraft of No. 199 Squadron 

1 See Cbapter 8 above for origin and further details. The " Maodrel "' screen was.started 
011 5 December J 942, using Defiant aircra{t of No. 515 Squadron, Figbte.r Command. 

2 No. 100 Group •·Review· of Operations." 
~ Ibid. 
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in pairs in order to cover the Freya frequency band made heavy demands on the 
squadron1 . Furthermore, the need to put up the screen for spoof purposes on 
nights when the main bomber force was resting, was an additional drain on 
aircraft and crews. 

At first each pair of aircraft jn the screen tried to keep station together by 
visual means ; but this was found to be either very difficult or impossible' on 
most occasions. A plan for station keeping was accordingly worked out by the 
navigation section at North Creake. ln this~ known as the "Racecourse " 
pattern, the aircraft flew circuits up and down selected Gee lattice lines per
pendicular to the enemy's coast , The first circuit was ten miles long, rate one 
t11m being made at both ends o{ the straight legs, and each circuit being adjusted 
according to wind conditions to take exactly ten minutes. The aircraft of each 
pair started at opposite ends of the circuit in order to maintain a strong average 
jamming intensity over a.il frequencies. A very high standard of flying and 
navig~tion was called for, especially as the Stirling ~ircraft always flew at their 
maximum operational height, often in cloud_ Some Gee cbains were jammed 
by the Mandrel, so that there was then no means of wind.finding once the Race
course pattern had been started. Many of these difficulties were overcome 
when Halifax aircraft were substituted for the Stirling aircraft. but this change 
did not occur until March, 1945. This screen technique was not peculiar to 
spoof operations only, but was the usual one for straightforward jamming 
operations also. Flying as they had to in such a methodical manner, 
Mandrel aircraft would indeed have been relatively easy prey to enemy fighters 
iitted with Freya-Halbe homers had they been used extensively. 

During July 1944 No. 100 Group's Mandrel screen was operated on five 
occasions when a mass bomber raid was not intended, the purpose being to 
cause the German Air Force defences unnecessary and wasteful activity2• 

Jt was hoped that these dummy raids wouJd not only tire the enemy, but would 
result sooner or later jn the defences failing to react efficiently on the night of a 
genuine Bomber Command raid. 

Employment of Mandrel with Window Spoof Force 
F.or feint attacks to be wholly successfuJ they had to contain, ostensibly. 

all the ingredients of a genuine bomber raid. Airborne Mandrel jaIPmers had 
been brought into use against the German early warning and G.C.I system in 
December 1942, and thereafter were regularly employed in Bomber Command 
aircraft. A Wjndow spoof force wit hout support of this kind would soon have 
raised doubts in the minds of the enemy as to its validity. At the same time, 
it cou ld be used skilfully to enhance the geueral effect. During August the 
Mandrel screen occasionally moved forward whilst jamming, to give additional 
protection to an approaching force, and also intentional "breakdowns" of the 
screen were so arranged as to give the German early-warning radar a glimpse 
of the Special Window Force coming through 1t3. Both devices worked 
successfully and demonstrated how flexible was the new weapon. 

Evidence was soon forthcoming front Intelligence sources to show that the 
Mandrel screen was being effecHve4• An example is taken from the raid on 

1 No. 100 Group "Review of Oporatioos ·• and Narrat~r·s interview with the Office> 
Comm.anCJing, No. 199 Squadron. 

t No. 100 Group" Review of Operation1>," JuJy 1944. 
'i\.M. (A.IA (!)) Report PEARL(ZIP/TAC/N, Allgust 1944. 
4 lbid.1 PEARL/ZIP/TAC/N.6. 
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Sterkrade, on the night of 16/17 June 1944, which began crossing the enemy 
coast at 0045 hours. German fighters from Belgium, Holland and North-west 
Germany were airborne 33 minutes before this, at 0012 honrs. An early 
reaction of this kind was not unusual but when fighters were airborne so early 
it was usual for the enemy fighter: controls to issue a series of plots on the 
Royal Air Force bombers as they flew out over the Norfolk coast until it was 
clear which route they were taking. A concentration of plots would next 
appear where the fighters were in a position to intercept the bombers. It 
was therefore noteworthy that op. this particular night the fighters were not 
given plots on the bombers until the raid began to cross the enemy coast. In 
confirmation of the enemy's apparent ignorance 0£ the movement of this raid 
was an intercepted wireless message from the Brussels safety service main 

. station, passed to an aircraft believed to be operating from Eindhoven. It was 
sent when fighters were being ordered to assemble at beacon K, south-east of 

. Deelen , at 0012 hours, and stated that a danger of .ait attacks had been 
announced covering a wide area from Northern France to the Frisians and inland 
as far as the Ruhr. 

The absence of plots or the lateness of their commencement and their inter
mittent nature from that date, together with confusion of control orders, testified 
to the effect of the Mandrel screen upon the German Air Force defences. During 
the last week of June-, messages indicating the tracks of the bombers were 
intercepted on four nights1• On the remaining nights, no attempt was made to 
issue either a track or information of bomber movement, as had been 
customary, over England. 

Pn the night of 21/22 June, Bomber Command did not employ the Mandrel 
screen.2 The bombers, en route for Scholven and Wesselin, were first plotted 
only a few miles from the Norfolk coast, then across the North Sea and 
over the Dutch Islands, almost to the targets. The two raids crossed the Dutch 
Islands together, then divided to follow a northerly and a southerly route. As 
a result of this, the enemy was not compelled to choose a suitably-placed beacon 
and to concentrate there, but was ab1e to hold his fighter force in being untll 
he was quite clear as to the intention of the bombers, and then to direct groups 
of fighters directly into the bomber stream. Thirty--seven Lancaster aircraft of 
the southerly stream and eight of the northerly raid were lost on this occasion, 
and it is interesting to notice that the former raid passed nearer to airfields 
where most of i:he enemy night fighters were concentrated (Eindhoven, St. 
Trond, Cologne and Florennes). Events of tbis night contrast sharply with 
those of the night of 16/17 June, just related, and bring into relief the efficacy 
of the Mandrel screen in its new :role. 

Despite the advantages already gained, RC.M. spoof was stiU being handi
capped by lack of radio silence. It was only because the Allied invasion of 
Europe had dislocated the hitherto effic~ent German raid tracking service3 that 
tell-tale radar transmissions by Bomber Corrunand aircraft were not disclosing 
all the positions of main force bombers which the spoof was designed to protect. 

During June and July 1944 when the German raid tracking service was 
str.uggling to reform itself inland, it did occasionally recapture its old efficiency 
in plotting the bombers by listening methods, as for example on 27/28 June.4 

t A.M. (A.I.4 (f)) PEARL/ZIP/TAC/N.7. 
2 See Diagram 10 for diagrammatic illustration 0£ the raid mentioned. 
a See Part 2, Chapter 13, of this volume. 4 A..M. (A.I.4 (f)) PEARL/ZlP/TAC/N.7. 
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On~hat occasion, although the Mandrel screen and ·window spoof were in opera
tion, the German night-fighter control began to receive scattered plots of the 
bombers over Essex and off Harwich. A good trac:k plot began to develop fro111 
the Hastings area ;rnd this was continued across the Channel and beyond the 
French coast. 

On the following night the enemy raid tracking service issued only one plot 
before midnight-at 2358 hours in a position east of Cainbridge, At 0012 hours 
the Mandrel screen was put up, and yet one minute later the service began 
broadcasting a series of plots. A number of scattered ones were given over 
East Anglia, and a track which started in mid-Channel was carried across 
France as far as Toul.l 

R.C.M. spoof was thus employed under considerable disadvantages until 
. radar silence was imposed upon the bomber force on 28/29 July l944 to be 
effective during the early stages of thei.t outward journey. All the more 
significant, therefore, was the success obviously achieved by spoof in the mean-

' time. While it is probable that eventually the enemy came to understand how 
the Mandrel screen and Window forces were operated, he could rarely afford to 
ignore them, nor could he be certain that a feint attack was all he had to fear. 
There can be no doubt that, due to the favourable tactical situation after the 
German retreat to the Rhine, which aUowed the Mandrel screen and the 
Window force considerable freedom for manreuvre, these particular stratagems 
played a great part in deluding and confusing the enemy. 

Features of Window /Mandrel Spoof Operatio~ 
Operation of the Special Window Force became almost a day-to-day feature 

of the general air offensive after its first appearance on the night of 
14/15 July 1944.and it is worth while.to give a few more detailed examples of its 
employment. Originally the Force was made up from all available spare heavy 
aircraft of No. 100 Group, rarely amounting at first to more than ten in number. 2 

Even so it achieved considerable success from the outset. At that time the 
Force operated only over the sea and turned back when still a short distance 
from the enemy coast. At the same time, the Mandrel screen continued to be 
used with great effect, having been strengthened during July 1944 by the 
addition of some Fortress aircraft of No. !214 Squadron. Towards themiddle of 
the same month it became a well-established tactic to combine Window with 
Mandrel for spoot purposes. 

The Mandrel screen was. used on six.teen nights of the following month-on 
several occasions over south-east England to give cover to bomber attacks on 
the Pas de Calais area. It was found that, when other targets in France were 
chosen, the mere presence of the screen in front of the Pas de Calais was 
sufficient to ti.old ii.ghters in that area. 

On the night of 17/18 August 1944, No. 100 Group achieved one of its most 
outstanding successes with the spoof force, a big attack on Kiel and Stettin 
having taken place on the preceding night. No major bombing raid took place 
on the night mentioned, but the Window Force strengthened in rtumbers by a 
Bullseye force and covered by a Mandrel screen, headed towards North 
Germany. The Window aircraft flew almost to the Schleswig coast and created 
in the mind of the enemy an impression that the previous night's attack was 

i See Diagram 10. " · 
i No. 100 Group ' ' Review of Operations," November 1943-May 1945, and A.M. (A.IA (f)) 

,PEARL/ZlP/TAC/N Reports, July 1944-May 1945. 
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to be repeated. No less than twelve squadrons of enemy lighters were deployed 
against the Windowers. A still more important result of this feint attack took 
place on the following night when the main force actually bombed Bremen by 
a route similar to that previously taken by the spoof force. The enemy, 
thoroughly deceived, assumed this to be another spoof and left it entirely 
unopposed by night-fighters. 

With the advance of the Allied armies further into Europe, September 1944, 
there were new developments in Window/Ma·ndrel spoof technique. For the 
first time, the spoof force was employed over Europe. It could now be advanced 
nearer to the heart of Germany with comparative safety, delaying still further 
the detection of the main bomber force by the enemy radar. This handicap was 
additional to the loss of radar stations and observer. corps posts in territory 
from which the Germans had recently been driven. A fresh problem was the 
possibility of the enemy seeing behind the screen which now often operated 
east of the Hague, which was st ill in enemy hands. In order to guard against 
this, the length of the screen was increased and the more northerly part was 
bent back so as to smother sightings from Holland. At this time No. l 71 
Squadron was formed at. North Creake, equipped with Halifax aircraft and 
fitted for either Mandrel or Window roles. 

It became increasingly evident in September 1944 that the spoof a ttacks were 
having great success. Enemy controllers were becoming more and more sus
ceptible to deception even to the extent of seeing a spoof attack where none 
existed1. As an example, on the n1g11t of 11/12 September a small minelaying 
fwce in the course of a secondary operation in the Baltic evoked heavy fighter 
reaction, which however made very few contacts. It was evident that the 
enemy had taken the minelayers to be forerunners of an attack on the Berlin 
or Stettin areas. Another successful night was that of the 13/14 of the same 
month when a Window force, feinting. at Karlsruhe, brought a heavy force of the 
L1:1jtwajfe post-haste down to Southern Germany although no main force was 
operating. 

As the enemy became more competent in seeing tltrough the Window, it 
became necessary to increase its density, although owing to the shortage of 
specialised spoof aircraft, this was only achieved by robbing Mandrel and other 
jamming forces.2 About the same time the practice was begun of following a 
feint attack by a genuine attack on the same target, the latter being timed to 
open just wben the enemy had decided that the first was a feint, and that the 
night's work was over. By February 194:5 thi$ had become a confirmed practice 
and the part was played by the492nd Bombardment Group, United States Anny 
Air Force, equipped witb Liberator aircraft and trained both in night bombing 
and Fath.finder technique. Their role was to make bomb attacks in conjunction 
with Window forces and this was done with good effect. 

The depth of main force penetrations increased during the month, making it 
still more difficult to stage a convincing feint because the distances to be covered 
over enemy territory made the differences between main an.d feint attacks more 
obvious. However, some success was restored by Windowing lavishly at turn
ing points in order to mask the new direction of the force._ So much importance 
was attached to the accuracy of navigation by the Window force that i'n 
February 1945 two navigators were attached to each Window station solely for 

1 A.M. (A.L4 (f)) PEARL/ZlP/TAC/N Reports. 
2 No. 100 Group " Review of Operations,' ' November 1943-May 1945. 
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the purpose of analysis and checking the navigation logs of Window aircraft. 
l twas shown that even a single Windowing aircraft helped to confuse the enemy 
controllers and it was made a rule, accordingly, for aircraft lo complete patrols on 
<lead reckoning when radio aids-to--navigation failed. Until then it had been 
considered that an individual aircraft off track was liable to give the enemy a 
true indication of the nature of the nearby force. The advantages of added 
confusion were now, however, believed to outweigh this consideration. On one 
occasion an aircraft which had failed to receive a recall to base completed its 
sortie alone and was plotted thro~ghout by the enemy as a force oi 20 to 
30 aircraft. 

Towards the end of March it became the custom to split the Window force and 
to operate the Mandrel air~raft in the dual role of Mandrel and Window. By 
this means, with the co-operation of the 492nd Group (U.S.A.A.F.), it was 
possible to make several feint attacks sirnultaneousJy in different directions and 
areas1 as for example, o.n the night of 20/21 March when no less than three feint 
attacks were made in support o! the main force attacking Bohlen. One Window 
force left the main stream shortly after crossing the front line and made for 
Kassel, which was bombed. Further on, when closer to the true target, another 
Window force broke off and bombed HaUe. The third feint force was provided 
by the Mandrel screen which, after the passage of the bombers, re-formed into a 
Window force and attacked F rankfurt with flares. 

The heavy spoof aircraft worked throughout this month at maximum effort . 
In the course of feint operations, more than two hundred tons of Window were 
dropped in addition to over five hundred tons of bombs. On one particular 
operation, for el<ample, each aircraft discharged nearly two tons of Window. 
This was all done by hand in full flying kit, under conditions of extreme cold 
and using oxygen ; a streouo'Us task when the automatic launching machine was 
oot available. 

When the feint forces operated in a different area from the main force, the 
Command wind-broadcast was usually of no value to the feint forces. A No. 100 
Group wind-broadcast was therefore instituted in March J 945, the wind-finder ' 

, being normally an H ZS aircrait of the Mandrel screen which found and broadcast 
wind velocities for areas between base and patrol for the benefit of Window and 
Mandrel aircraft.l This was done immediately jamming had begun , by which 
time the presence and position of the aircraft could no longer be concealed from 
tbe enemy. lt proved successful : on the first night of the scheme, a Window 
aircraft carried out a Window patrol entirely on dead reckoning ba.Sed upon 
broadcast wind veloc1t1es and, at the estimated time of arri val, the aircra{t was 
within five m iles of base. 

Authority for the feint force to be increased to a size compatible with its use
fulness a,nd responsibilities was only slowly forthcoming, but in April 1945 the 
Mandi el squadrons Nos. 171 and 199 were increased by fou r aircra{t each.2 On 
several occasions a small force of about twenty lo twenty-four heavy bombers 
was a llocated from either No. 4 or No. 6 Group to support the Window force. 
The old Liberator aircraft of No. 223 Squadron had shown themselves to be too 
slow to Jceep up with the British bombers, and they were replaced during the 
month by Fortress aircraft. Later in the month, when the frontage of the Allied 

1 No. JOO Group' ' Review of Opcratious." 1945, 
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armies was constantly moving, the Mandrel screen formation was discarded 
and instead, these aircraft ftew on three occasions with the main bomber force, 
with uncertain effect. Only one important operation was undertaken by No. 
100 Group spoof aircraft during May 1945. On the night of 2/3 May eighty-two 
four-engined aircraft-a record number for the GrouP-:.took part in a 
Mandrel/Window feint in the Schleswig area,1 one of the few remaining 
strongholds of the enemy. Kiel was attacked by Pathfinder aircraft at the 
same time. Little fighter opposition was encountered, probably due to the 
disorganisation of enemy plotting by the feint attack. 

German Radio Counter-Measures against Window and Mandrel 
While the Germans were remodelling their night-fighter interception tech

nique, their scientists and radio technicians made great efforts to enable radar 
stations to discriminate· between bomber aircraft and 'Window echoes.2 The 
.first step was to introduce new Freya frequencies in bands less susceptible to 
Window and Mandrel. Additional Freyas were installed to operate in the l S0-
200 megacycles per second frequency band, some being in the Allied I.F.F. band 
of 158-186 megacycles.3 These stations were able to see through Window and 
Mandrel interferehce, aud although they were not numerous enough to. provide 
a complete picture of the night-bomber movements, they vitiated to some 
extent Allied Wjndow/Mandrel 'spoof and jamming cover. 

Intelligence reports indicated that German G.C.I. stations continued to be 
manned after Window had rendered them ineffective, and that they were held 

\
in readiness for instant action should the opportunity again a:rise. Earphones 
were fitted to the giant Wurzburgs in order that operators could listen to the 
audio chara~teristics of radar echoes received. It was found that the propellers 
of a genuine bomber aircraft produced a characteristic hum in the ear~ones 
which did not accompany the echoes from Window, but this distinction could 
only be heard when the bomber was at close range. Nevertheless the 
Nureml.n.{,rg procedure, as the new acoustical method was termed, was a factor of 
some accow1t. Furthermore, two electronic discriminators were produced at 
the same time for discriminatory purposes,4 the Wur.zlau,s and Taum~; Wurz
laus took advantage of the fact that echoes from bombers were fast moving, 
whereas those from Window moved slowly over the display. Use was made of 
the Dopplel' principle, tbe precise frequency of th,e echo received from a moving 
target being varied by an amount proportionate to the speed of the target 
along the line of sight. The display on the cathode ray tube showed the faster~ 
moving farget producing an echo which extended on both sides of the time~base. 
In the Taunus system an electrical circuit controlled the size of the echo accord
ing to the "suddenness'' with which it was received. This had the effect of 
splitting up the ragged serrated blips and enabling an echo from any aircraft 
within the Window cloud to be distinguished. 

After the value of both Wunlaus and Ta·unus had been somewhat enhanced 
by a subsequent modification called Fakir, the German authorities considered 
them jointly to be about 80 per cent. effective against Window. This figure 
was arrived at from theoretical calculation, however1 and in practice, after 
allowance had been tri.ade for technical and operating inefficiencies, the 

1 No. 100 Group ··Review of Operations," 1945. 
2 H .Q. No. JOO Group File lOOG/TS. 1260/Sigs. 
•Minutes of Sub-Committee of Tactical Counter-Measures to Enemy Night Fighter and 

A.A. Gun Defences, 3 March 1944. 
• H.Q. No. 100 Group File !OOG/TS. 1260/Sigs., Encl. 9A. 
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equipments were about SO per cent. effective, except against the thickest 
Window clouds, when they were apt to prove unsatisfactory. A more effective 
German counter-measure than Wurzlaus, Ta1,mus and Fakir was the develop
ment of a policy of wide frequency dispersal, higher power, and a more 
concentrated beaming of early-warning radar, made possible mainly by the 
adoption of higher frequencies. 

The German development plans for early-warning radar in 1944 and early 
1945 showed that they were then fully alive to tile threat of Window and 
electronic jamm.ing.1 Technic?l counter-measures to such jamming would 
automatically equip them against spoof which involved Window and Mandrel. 
Th.us when lhe war in Europe ended the Germans were about to introduce 
early-warning radar stations of greater range and of far greater discrimination. 
Amongst them, of particular note, were Michael-B ]agasahloss (600 megacycles 
per second-200 kilowatt), Forsehan~ Fk. (l,200 megacycles per second-70 kilo
wat t), and Forstha1's Z. (3,300 megacycles per second-100 kilowatt). 

T.R.E. made careful calculations as to what effort would be required _to 
operate Window and electronic jammer spoofs in the face of these new stations.2 

It appeared that, with every aircraft of the bomber force dispensing Window at 
tbe highest useful rate (one unit per pulse width), the protection given to the 
bomber force against any of these new radar stations would be of doubt(ul value, 
as in all cases the first 80 or 40 aircraft could be accurately plotted even at a 
range as great as 45 miles. To provide such a Window concentration.as t his 
would have involved each aircraft dispensing Win~ow a t a rate of seven and a 
half pounds per minute for each frequency band to be covered. T hus for every 
hour oyer enemy territory, each aircraft would have to carry a weight of 
approxµnately 450 pounds for each frequency ; or J ,350 pounds if all three 
t}'pes of radar were jn use sifnultaneously. 

Electronic jamming in the main force would have involved the use of sufficient 
equipment in every aircraft to provide self-protection, and since the g round 
radars would be unlikely to use continuous rotation, automaticaUy tuned 
jamming equipment would hardly have been effective, It would in that case 
have become necessary for every aircraft to carry a special operator with 
manually tuned jammers and panoramic receivers. It was therefore unlikely 
that effective Window spoofs against any of these radar stations would be prac
ticable unless more than 100 Window aircraft could be made available for each 
force. Similarly, operation of Mandrel with the spoof force would involve a 
prohibitively large diversion of aircraft. It thus appears that had the war con
tinued for some months beyond V.E. day. Window/Mandrel spoof in its cus
tomary form roight well have become an uneconomical operation. On the other 
hand, the only known altemative-direct action with fighter-bombers against 
the early-warning stations-was amply demonstrated in combined operations to 
be almost equ,ally problematical. 

Exhaustive post-war trials, in which the German Air Force night fighter 
defence system was operated under Allied supervision and control against 
large..scale Allied bomber forces supported by spoof forces, enabled the Allies 
to•· see" and "hear" the effects of R.C.M. on the German early-warning and 
1·iud-trackiog radio stations. Although this was a somewhat academic test, 

1 A.M. A.D.I. (Science) Report., 11 April 1945. 
' T .R,E. Memorandum 5M. ll2/M.R., l May 1945, in HQ. No. 100 Croup File 

!OOG /TS. 1252/Sigs. 
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it pi:oved conclusively that the Allied radio spoof devices were, technically., 
just about as effective as they were designed to be. That they were equally 
effective tactically is adequately borne out by reactions of the Luftwaffe night
fighter control to them and by post-war interrogations of the German staffs 
concerned. 

Nevertheless, when the war ended, the latest centirnetric technique ha,d 
endowed radar early-warning and raid-tracking services with a new lease of 
life in the face of the most advanced contemporary radio spoof devices. l t 
seems, therefore, that the J939--1945 War le~t the Royal Air Force with a 
most important and urgent need for further research into and development 
of this form of radio warfare. That this would be a profitable field tor research 
was clearly demonstrated by the fact that the diversion of a number of bombers 
from the main bomber force for radio spoof purposes effected a mci.rked overall 
economy in both aircraft and aircrews, and increased the effectiveness of the 
bomber offensive in Europe to a proportionate degree. 
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CHAPTER 16 

THE OPERATION OF MOBILE RADIO 
COUNTER-MEASURE UNITS OF No. 80 WING 

IN NORTH-WEST EUROPE, 1944-1945 

The diminution of German Jong-range bomber activity during the latter 
, half of 194.4, combined with the landing i.n north-west Europe and the 

rapidity of the Allied advance on the Continent. called for an expansion of the 
ground R.C.M. organisation for bomber support. In September 1944 proposals 
were made by Headquarters, No. 100 Group for the establishment of gronnd 
R.C.M. units in Western .E:urope.1 The equipment and personnel for this 
commitment were, in genernl, to be obtained from the resources of No. 80 
Wing and from those units previously formed for Operation 11 Neptune " 
who~e use in a defensive rnle had ceased due to the Allied advance . . The 
units, which would be in mobile form, were to be used against the enemy's 
early warning and night .fighter control systems to supplement the airborne 
radio counter-measures alreacJYbeing carried out by Headquarters, No. 100 
Group. The followtng radio a.ids employed by the enemy were to be countered : 

(11) Radar early warning. 
(b) Fighter control communications system. 
{c) Aircraft fnterceptlon (A. L). 
(d) M/F Beacons. 

These proposals were submitted to Air Ministry by Bombet" Conunand, and 
were agreed by Supreme Headquarters. Allied Expeditionary Force.2 Supreme 
Headquarters was much concerned as to the effect of the jammers on their 
r,ommunications and a comprehensive study of the p11oblem was carried out 
by the S.H.A.E.F. Mutual Interference Committee,3 which resulted in certain 
frequencies being barred for jamming operations. 

Meanwhile, discussions nad been taking place between representatives of 
Headquarters No. 100 Group and No. 80 Wing to determine the composition 
of the Continental element of No. 80 Wing. It was decided that this was to 
consist of a mobile headquarters (adrrUnistrative and operational) to 0perat.e 
six Communication Jamming and eighl Radar Jamming Units. The Com
munication Jamming Units were to be formed from existing Mobile Meacon 
Units. eJ<Panded ...vith S.J . (V-H.F. Jamn::Ung) Units, and the Radar Jamming 
Unils to be formed by converting existing but redundant Ground Mandrel 
stations. It was also planned to incorporate those units employed i.o a. defensive 
role against rockets when they could be released. 

The H eadquarters on the Continent was lo be known as Headquarters 
No. 80 Wing (Main). the Communication Jamming Units as Mobile Signals 
Units, Type S.C. Nos, 80 to 85, and the Radar Jamming Units as M.S. U.s, 
Type S.F.1 Nos. 70 to 77. The units already on the Continent were Advanced 

1 No. 80 Wing File T.C.3075/Sigs. t No. SO Wing File S.3076/Sigs. 
3 No. 80 Wlng File SOW/M/TS/3155/3/Air. 

207 



Headquarters No. 80 Wing, Nos. 60 to 62 M.S.U.s, Type S.R (Watcher/Monitor 
Units) and Nos. 40 and 46 M.S.U.s, Twe S.J. (V.H.F. januning Umts). 1 Th~ 
t.wo latter were ultimately re-formed into three units, M.S.U.s, Type S.J .. 
N'os. 51 and 53, when incorporated in the Continental element for Bomber 
Support. and were later augmented with Nos. 50, 54 and 55 Units from the 
United Kingdom. Communication Unit No. 5328 M.S.U., Type D attached 
to Advanced Headquarters was to be absorbed into .Headquarters 80 Wing 
(Main). 

The S.F. Units were to be deployed at intervals of 20 to 30 miles along the 
Western Front from Eindhoven in Holland to the S"viss border. and the S.C. 
Uoits at intervals of 60 to JOO miles along the same front.a With this disposition 
it was anticipated that each Radar Jamming Unit would be capable of dealing 
1>imultaneously wit h at least three enemy G.C.I . stations within a range of 
not more than 50 miles. It was expected that the S.C. Units would be effective 
against Gennan high-power Central European and Big Screw beacons when 
th,eir distance from the n ight-fighter aircraft was equal to the distance from the 
night-fighter to tne beacon, and against Jow~power Little Screw beacons when 
their distance from the night-fighter aircraft was equal lo three times the 
distance from the night- fighter to the beacon. When not used for jamming 
medium frequency W/T traffic being broadcast from beacons (Fidget). the 
Communication Jamming Units were to be used for m~oning or mimicking 
these beacons, thus depriving the enemy of thei.r use as navigational aids. 

In the high freq uency band, six l -kilowatt Art)1y type No. 16 transmitters 
were to be used to jam night-fighter control on. high frequency and these 
transmitters were, for convenience, to be operated from the Commun.icalion 
J amming Units. However, when H/F jamming operations on t he Continent 
were ultimately banned by S.H.A.E.F. these transmitters were omitted from 
all S.C. Units, except the first to be deployed. Against the enemy lOO-watl 
R/T transmitters, it was considered that the No. 16 transmitter available would 
be effective until its distance from the enemy control station was more than 
twice the distance of the control station from th«i: night-fighter being jammed. 

In the very high frequency band, 24 T.U,4 lransmitters of 500 watts power 
were to be provided and operated from the Communication Jamming Units, 
four transmitters being allotted to eacb S.C. Unit. The operation of these 
jammers would be limited by their ability to receive the enemy ground station, 
but provided this could be heard, it was e>rpected that jamming would 
be effective uotil the distance between the enemy night-fighter and the januner 
was more than twice t)le distance of the night-fighter from its control station. 

i Details of these units were as follows .-
{a) Mobile Signals Units, Type " S.C ", Nos. 80 to SS, each comprising three M/F 

Meaconing channels (M.24 transmitters), one H/F Meac:oning channel (Type 
1190 transmitter) and four V.H .F. Jamming cbannols (T.U.4 transmitters). 
No. 80 Onit. was also equipped with ooe Army Ty-pe JG set for H/F jan1miug. 

(b) Mobile Signals Units. Type' S .F.", Nos. 70 to 77, each comprising oinc channels 
(plus two spare) covering a freguency baud 20-600 01egacycles per second 
(C.M.C .• T .l659A, 1636 and HUG transmitters) 

(t } Mobile Signals Units, Type" S.R.", Nos. 60 tq G2. ~ach comprising three wa~her 
chatinel.s aud O/F. 

(1!) Mobile Signals Unit, Type "S.J.'', No. 50, comprisin? one. 50-kilowall CRQ/1 
transm itter. Mobile SlguaJs Units, T)'pe .. S.J.' , Nos. 51 to SS, eacb 
1;ompnsing two 15·kilowatt V.H .F. jammer channels (M.RT /I transJUitters). 

t No. 80 Wing File S.3076/Sigs. 
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Five IS-kilowatt Small Cigar Units (10 Transmitters) and one SO-kilowatt 
Unit (Type GRQ/1) were to be considered for use in the V.Jf.F. band, should 
these transmitters eve_ntually be re.leased from the " Big Ben " (Rocket) 
commitment. • 

The rapid supply of the intelligence with respect to enemy transmissions to 
night-fighter aircraft was essential if t he jamming of these communication 
channels was to be applied immediately.1 InteUigence for the S.C. Units 
was to be p rovided on a minute-to-minute b asis by the "Y ·• organisation, 
augmented b y Nos. 364 and 365 Wireless Units, already on the Continent. 
There was considerable doubt whether this a rrangement would be adequate 
to keep the operational Headquarters of No. 80 Wing (Ma.in) and its associated 
S.C. Units fully and immediately informed . mainly on the score of d istance 
and the restricted communications between the United Kingdom and the 
Continent. Headquarters No. 100 Group pressed strongly for the expansion 
of the 1' 1 Y ,, detachments on the Continent, but it was even tually decided that. in 
view of the ex tensive watcher system existing in England, sufficient infonnation 
of the enemy M.F., H.F. and V.H.F. channc;ls could be supplied provided 
good land-line commun ic:ations could be est~lished wjth. the Operations 
Room of No. 80 Wing (Main). No. 364 Wire!~ Unit would also supply 
intelligence mainly on the V.H.F. channels direct to No. 80 Wing (Main) as 
already inten<led. 

The supply of minute-to-minute intelligence to the S.F. Units did not arise 
since these units were equipped with their own watching apparatus. This 
was the practice which had been successfully employed with the original 
ground Mandrel Units. It was decided therefore that it would be sufficient 
lo supply these Units wjth a generaJ directif as to the type of signal they were 
to search for and jam, the jamming to be applied without furtl:ler authority. 

The operational control of jammers on the Cont inent was to be vested in 
Headquarters No. 100 Group, but H eadquarters No. 80 Wing (Main) was 
permitted to operate lnciependently on information available to them from the 
1

' Y" organisation. H eadquarlers No. 100 Group was to be notified of all action 
being taken. Local control of operations at Headquarte.rs No. 80 Wing (Main) 
was to be effected from an Oper ations Room situated at a s ite most conveoient 
for communications to aJI Ul"lits. This site was also to be the headquarters of 
the whole organisation. Provision was made for the use of a Mobile Operations 
Room which, together with mobile offices, was constn1cted in three art iculated 
trailers. A considerable staff was planned for the Operations Room which 
was to be fitted with the usual display boards, plotting table aod telephones. 
Owing to the possibility o f j amrners on the Cont inent seriously interfering. 
with Allied corn:ruunication channels, S.H.A.E . .F. placed the jamming organis
ation under the direct cont rol of Headquar ters, 2nd Tactical Air .Force to 
enable lhem to exercise power of veto if transmissions proved to be causing 
intederence.2 Headquarters, 2nd T.A.F. represented the British 21st Army 
Group fo r the same purpose. A compreJlensive system of communlcations 
was essential for the successfol dissem.inatioa of inte ll igence and for operational 
control.3 Telephone or telepri nter tie-lines were. to be provided where possible. 
WfT, using the simplest possible code where security was not important. was 
to be used as a stand-by. 

1 No. 80 Wing File S.3076/Sigs. 9 Ibid. 
a No. 80 Wing File SOW/M/S.3 1 55/~/A i r. 
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Siting 
At the conclusion of the planning stage, and whilst units were being mobilised, 

two officers from Headquarters No. 80 Wing proc~d.ed to the Continent on 
4 December 1944 to select sites for Bomber Support Comln-lll}ication and Radar 
Jamming Centres. After a short liaison visit to S.H.A.E.F., d uring which it 
was decided as a preliminary mea.~ure that definite siting should only be con
ducted in the northern (.British) sec'oor of the front, the party, accompanied by 
a representative of S.H.A.E.F .. carried out a tour of this zone. Sites for the 
Units comprising the first phase of the operation were selected and clearance for · 
their use obtaine,d. Suitable accommodation for a Main Headquartei:s was 
requisitioned three kilometres south of Verviers, but the German counter
offensive which was Jaunched at this time enforced the abandonment of the 
project. As a result, a search was made for alternative accommodation for 
Headquarters No. SQ Wing ·and the" Y" Service in the Brussels area. Siting 
for units to be established within the southern (American) sector was carried out 
as required prior to the arrival of the ·units concerned. 

The first part of the Continental Ground Jamming organisation consisted of 
Headquarters No. 80 Wing (Main), No. 80 M.S.U. Type S.C. (Communication 
Jammer) and Nos. 70 and 71 M.S.U.s Type S.F. (Radar Jammers) which landed 
at various ports in France and Belgium and completed concentration at Wen
dui.ne, on the Belgian coast, on 15 January 1945.~ This site was already in use 
as Advanced Headquarters No. 80 Wing, which had been set up for the defensive 
Big Ben organisation, and proved invaluable as a transit centre where all 
Units could be overhauled if necessary after the channel crossing. 

No. 80 S.C. Unit was deployed as soon as snow and icebound road con
ditions allowed at Uden in Holland. No. 70 S.F. Unit was deployed at Leende 
a.nd No. 71 S.F. Unit near a site of No. 80 M.S.U. Meanwhile, since it was 
essential that the operational Headquarters should be as near as .possible to 
No. 364 W.U. situated south-east of J3russels, a search. in the Brussels area 
disclosed a suitable site for Headquarters No. 80 Wing (Main), namely the 
Chateau Brifaut at Schepdael, eight miles west of Brussels. This building had 
apparently been usecl by the enemy as a signals intelligence interception station 
and had ample accommodation with exceUent telephone connections to 
Brussels, undamaged except for the telephone exchange.2 Work was 
immediately put in hand to make the chateau ready to accommodate Head
quarters and the latter moved in on 9 February. The phasing in of units from 
Uni.led Kingdom took place at short intervals, the units being coocenttated 
and inspected at the transit centre, and thence deployed at their respective 
sites. 

Medium Frequency Operations 

No. 80 S.C. Unit became operational orr 18 February and radiation was fifst 
authorised by Headquarters No. 100 Group on 21 February. For the remainder 
of the-month its three M.24 transmitters were employed on meaconi.ng, Mimic, 
Fidg.et and Special Fidget. Special Fidget entailed a modification to the normal 
meacon circuit whereby the incoming signal was made to control a local 
oseillalQr so that, whereas during the " mark • · condition of keying the in
coming signal became the drive for the transmitter (nonnal meaconing action), 

1 No. 100 Group "Review of Operatfons," ] a11uary 1945, and A.H.B./U Hl/45, 
J a.nuary l 94S. . · 

11 No. I 00 Group •· Revfow of Operations," Febtuary 1945. 
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during the "space" condition the transmitter was driven by the local 
()SCillator. ln addition the oscillator was keyed in dots, thus producing a 
mutilating effect whenever the enemy beaco~which the meacon station was 
tuned commenced to send morse signals. It was essential, of course-, that the 
frequency of the local osciUator drive was identical with that of the incoming 
s.ignal, ·and this was achieved by adj usting the oscillator to give a zero beat 
with it, reduction of receiver gain enabling both signals to be heard at the 
same time. 

No. 81 S.C. U.nit became operational at Bree on 3 March 1945,1 No. 82 S.C. 
Unit on 31 March in the Geldem area and No. 83 S.C. Unit on 9 April in the 
Julich · area. It was evident after the first five weeks of operation that the 
meaconing and jamming was proving a nuisance to the enemy. Ex.celle.nt 
radiation took place on meaconjng and Mimic, an<l monitoring reports from 
Head~uarters No. 80 ~Ying (Main) showed tha~ W/T_ traffic being ~asse? by 
beacons could not easily be read through the F idget 1ammers. Special Fidget 
operations ceased at the end of March 1945. This method of jamming had 
proved unreliable as it was dependent on the enemy signal being received 
clear of interference, and interference had proved excessive at all units. More~ 
over, Fidget action was frequen tly being takeJl by Headquarters No. 80 Wing 
(Rear) on tbe same beacon. thus making Special Fidget impossible to operate. 

Nos. 84 and 85 S.C. Units were deployed near Coblenz and in the area west: 
of Worms ·respectively during the month, but the break-through across the 
Rhine was advancing so rapidly that Headquarters No. 100 Group ordered the 
withdrawal of these Units before they became operational. No M.F. operat ions 
took place after the n ight 26/27 April 1945.2 

High Frequeocy Operations 

No H.F. operations were carried out on the Cont inent as S.H.A.E.F. and 
Headquarters, 2nd T.A.F. !'>lated t.hat jamming of this band could not be 
tolerated due to tl1e extensive use made of these frequencies by AlJied Army 
and Air Forces. 

Very High Freqoeoc.y Operations 
All S.C. Units were provided with 500 waU T.U.4 transmitters for jamming 

German V.H.F. fi.ghter contcol channels, but the authority from Headquarters 
No. 100 Group to use these could not be given until March 1945. Th.is frequency 
band (38 to 42· 5 megacydes per second), however, was invariably completely 
jammed by ai.cbome jammers dwing operations, and few signals wete heard.l 
Moreover, as the traffic requiring to be jammed was mostly German R/T with 
occasional W/T , and as no German-speaking operators were available in the 
Wing, the identification of suitable signals to jam was difficult. Occasional 
signals we.re passed to Headquarters Operations Room by No. 364 W.U .. which 
had German-speaking operators, anrl these signals were then "told ' ' to S.C. 
Units. A total of sixty signals were jammed by Nos. 80 and 81 Units during 
March and twenty-seven signals were jammed by Nos. 80, 81, 82 and 83 Units 
in April, ·but in many cases the evidence on which jammers were brought up 
was slight, due to causes mentioned above . 

1 No. IOO Group " Review of Operatioos," Maren J 945. 
2 A.H.B./11 H!/45, No. 100 Group" Review of Operatioos," Apnl 1945. 
'No, 100 Croup" Review o! Operalio)'JS, '' March f94S 
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Nos. 40 and 46 M.S. U.s Type S.J, (three transmittei;-s each) were released from 
their defensive role against rockets in March and were ('e•formed at Wenduine 
into Nos. 51, 52 and 53 M.S.U.s Type S.J., each Unit comprising two lS·kilowatt 
small Cigar transmitters. Nos, 54 and 55 M.S.U.s Type ... S .J. were deployed 
a t Leende and full power tests were carried out on two transmitters to enable 
them to be adjusted to cover between them the frequency band 38 to 42·5 
megacycles per second. 

The high power (SO kilowatt.) GRQ/1 transmitter of No. SO S.J . Unit, was 
installed and lried out for the first time on the night 21 /22 March, the trans
mitter being located at Wenduine, and having a half-rhombic aerial system 
beamed on Dusseldorf. Several tests were carried out with this transmitter 
during the month, but it was found that the range was too great for jamming to 
b e effective over the Ruhr with the transmitter sited on the Belgjan Coast. It 
was found that a high degree of mismatch occurred in the transmitter tuned 
circuits when being frequency moduJated over the whole German night fighter 
V.H.F . band. Headquarters, No. 100 Group therefore approved modifications 
to enable the transmitter to cover the frequency band 40 to 42 · 2 megacycles 
per second only and the move of the transmitter nearer to the Ruhr. It was now 
intended that tl1e lower half of the band should be covered by one or more 
small Cigar transmitters ( l S kilowatt) which were already designed for a 
3 megacycles spread. Work was proceeding on these lines and the GRQ/ l 
had been moved forward to the Leende area in Holland when all operations 
ceased. 

Radar Ja1JJming Operatioo.s 
On 18 February, Headquarters, No. 100 Group ordered radiation from 

S.F. Units for the first time.1 Instructions were given to Nos. 71 and 70 Units 
(located near Uden and Leende respectively) to jam all signals heard with.in the 
band 70 to 200 megacycles per second and 430 to 600 megacycles per second 
(i.r.., the German Freya and Wurzln~rg bands) . Only signals having pulse 
recurrence frequencies of 25, 500and 1,000 cycles per second were to be jammed. 
The hmitations of p.r.fs. were relaxed on th.e following day to permit a IO per 
cent. lati.t.u~e on either side of p.r.fs. 25, ~00 and 1,000 to allow for possible 
inaccuracies of measurement and variations in p .r.f. from those actually used 
by the enemy. Tbe 10 per cent. tolerance allowed proved an accurate estimate 
as many signals which fell withi,.o this tolerance were covered from the night of 
19/20 February. All signals jammed throughout the operations on the Continent 
were confined to the Freya band. No Wiw2bi1rg band signal was heard. 

No. 72 M.S.U. Type S.F. became operational near Neerglabeek on the 25 
February. Early in March, due to the AUied advance, it was apparent that 
Nos. 70, 71 and 72 S.F. units were rapidJ.y becoming too far behind the front line 
lo be effective against enemy radar, and consequently these units were moved to 
~ositiuns near Schaephuysen, S'hertogenbosch, and Julich respectively.2 No. 71 
Unit moved on 31 Marcb. No. 72 Unit became operatlonal on its new site with 
No. 83 Unit nine miles north·east oi Julicb on 2 April 1945. 

Meanwhile No. 73 Unit became operational on the old German Knickebein 1 V 
stte at Kleve on 25 March, and No. 74 S.F. Unit west of Bonne on 27 March. It 
is a matter of interest that the aerials oi No. 73 S.F. Unit were suspended from 

1 No. 100 Group " Review of Operations," February l9<l5. t lt>id. , March 1945. 
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the large rotatable gantry 0£ the German KN.4 station, thus giving additional 
height and enabling this unit to remain effective for a llonger period than the 
remainder. J{N.4 was the equipment whose activities in Ju.ne 1940 began the 
Knickebein threat which resulted in the institution of R,.C.M. and the formation 
of No. 80 Wing. · 

No, 75 S.F. Unit moved up to the site occupied by No. Bl S.C. Unit, pre
paratory to moving to the Durembach area. Owing to foe rapidJy-changing 
military sittlation the site became too far to the rear and a siting reconnaissa.nce 
m the Worms area was carried out. The unit became operational on 
13 April 1945 but was ordered to be withdrawn on the same day, · as the 
military advance had progressed so far by this time as to make operations in 
this area useless.1 

Special Investigation Watches 
. Early in February an order was received from Headquarters, No. 100 Group, 

for a watch to be kept for S.N.Z (enemy A.I.) signals. It was known thal 
modifications had been made to the S.N.2 equipment which extended its work
ing frequency from a narrow. band in the vicinity of 90 megacycles per second to 
a possible band from 65 to 110 megacycles per second.3 Information was 
required on the extent of the new band.and whether some frequencies were more 
commonly used than others. No. 62 S.R. Unit was despatched to a site near 
Leende and carried out watches nightly from dusk to dawn. Reports were 
.despatched to Headquarters, 80 Wing (Main} and forwarded to No. 100 Group. 
These were analysed, and disclosed infonnation which had hitherto not been 
supplied from the nonnaJ signals intelligence sources. Owing to the close 
proximity of No. 70 S.F. Unit to this site, considerable interference was experi
-Cmced during operational periods and a move to the south-east was therefore 
'agreed. Further deployments were made as the fron t line moved forward, but 
each change of location was kept to such a distance that the unit could operate 
every nigbt. On l March3 a move was made to Tongres, on 4 March to Jonckeur, 
on 17 March to Aachen, on 22 March to Kendenich, and on 31 March to Sinzig. 
~o. 60 S.R. Un it was .also deployed to carry out this watch and was sitea near 
.Vugbt after a short period of operation near Uden. Analysis of logs of these 
watches was not carried ouf by No. 80 Wing, but all logs were forwarded to 
Headquarters, No. lOO Group . 
. 1nstructions were received from Headquarters, No. 100 Group, early in March 
to watch for Bernhardine transmissions and instructions were given to Nos. 
60and 62 S.R. units to carry out a watch for these enemy signals in the frequ·ency 
·band 30 to 33·'2 megacycles per second. All signals heard in the band other 
than from local AJJied transmissions were logged and reports. forwarded to 
Headquarters, No. 100 Group for analysis andcompa.rision with information also 
being obtained from investigational flights by a,ircraft of No. 192 Squadron. 

Operii.tional Control 
The l.!itimate controroi jammers on the Continent was vested in Headquarters, 

No. 100 G;roup, with Headquarters, 2nd Tactical Air Force, exercising a measure 
·or control in cases where jarruners might cause interference with essential Allied 
·communications. Certain frequencies were barred for jamming purposes and a 

1 No. 100 Group ".Review of Operat,ious/ ' April 1945. 
a Ibid., February 1945. 3 Ib'id., March 1945. 
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daily report wa-s reqnired by .Headquarters, 2nd T.A.F .. on the jamming which 
bad been · carried out, in order that any reports received by them of unusual 
interference col)ld be examined to determine whether- such jamming was caused 
by No. 80 Wing op~rations. A jamming organisation in the vicinity of signals 
centres is inevitably suspect , but suspicions fortunately proved un1oun<led. 

Tests were arranged in conjunct ion with Headquarters, No. 85 Group, to 
ascertain the effect of radar jarnmers as follows :- 1 

(a) The effect o( transmissions on anti-aircraft radar ioterroga.tor qac:e, 
and whether J .F.F. responses could be seen through rnterference from 
jarruners (if any). 

(b) Whether the aircraft transponder was apparently triggered by No. 80 
Wing jammers so that It saturated and gave uncertain ~esponses. 

(c) Whether the aircraft transponder was apparently triggered by jammecs 
to the extent of beco.m.ing a jammer itself on the 1.F.F. frequency. 

(d) Effect of jammers on interrogation of Mark VIII A.I. aircraft by 
Mark X A.I. 

(e) Effect of jammers on interrogation of Mark X A.J. aircraft by Mark 
VIII A.I. aircraft. 

(f) Effecfon observation of known A.I. beacons. Difficulties (if any) in 
homing to various beacons. 

Only one of these tests was successfully carried out and this showed tbat no 
serious intederence was experienced by anti-aircraft radar when interrogating 
I .F .F. i.11 ai.rcraft.2 As a result of this report permission was granted by Head
quarters, 2nd T.l\.F .. to opernte jammers in the I.F.F. band (157 to 187 mega
cycles per second) which had previously been barred. The remaining tests 
were abandoned because of the difficulty of co-ordinating flight triaJs. No 
restrictions other than a bar on the jamming of Gee frequencies were placed on 
No. 80 Wmg operations in the V.H.F. bands. 

Procedure for M.F. and V.Jl.F. Control at Headqoarters, No. 80 Wing (Maio) 
Jnfonnation on beacon activity was received by telephone from No. 364 W.U. 

and from the Headquarters Monitor Section. The information was written on 
a pad and handed to a W.A.A.F. (Clerk S.D.) supervisor. The latter displayed 
the information· on the display board by hanging up a suitable plaque showing 
the type of beacon and the d etails of frequency and call sign. The Operations 
Officer then gave the order to the W.A.A. F . supervisor as to what action should 
be taken. The latter then hung up further plaques showing the site or sites 
concerned, the number of transmitters and type of action to be taken, thus 
displaying the orders to be passed to the jamming units. Olher W.A.A.F. 
personnel, manning head-and-breast-set lclephones in direct communication 
wjth jam.mfog units, kept watch on this display board and passed the order to 
the units concerned. When a unit had been given an order, the or:der was dis
played on the board in white lettering on a black backgTound. \~en the unit 
reported that the order was )n force the plaque was tu.med over. showing black 
lettering on white ground. Thus the Operations Officer at all times had a. fuU 
clisplay of what beacons were active and what action had been ordered or was 
hcing .. car:ried. Ollt. . . . . 

i File SOW (M) S.3155/6/Afr, Eocl. 211o. 
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'iadar Jamm.er Unit Control at No . . so Wing 
.No direct control of S.F. units was carried out from the Headquarters 

Operations Room as these units were self monitoring, but in the early stages of 
their operations, every signal which a S.F. unit jammed was reported by tele
phone and full details were logged. As no useful purpose was served by t his 
roin_ute-to-minute reporting, and as the available telephone lines and operators 
were fully occupied with instruct ions to the S.C. units, S.F. units were later 
instructed to render a complete report of their activity at the end of operations·. 

Careful th_ought was given to the method by which the Bomber Command 
operational period for the night should be made known to all units. It was 
arranged that the times should be received from Headquarters No. lOO Group 
by teleprinter in high grade cipher using a code word in t he message followed by 
the times. The information was then relayed to the units concerned in high 
~ade, cipher. · 

lntelligence 
1t had been planned that all M.F. intelligence required for operations should 

be received from the " Y " organisation, together with information from 364 
W.U. located on the Continent at Genval (20 miles sou th of Brussels). Com
munications were organised for this purpose. Further intelligence was to be 
passed to Headquarters, No. 80 Wing {Main) Operations Room from Head. 
quarters, No. 100 Group Operations Room. 

Headquarters, No. 80 Wing (Main), had an important requirement for . in
form a ti on about the activity of German beacons, and especially the times at 
which they began to radiate W/T instructions to night-fighters. The German 
beacons radiated according to a call sign and frequency rota which changed 
periodically. Jt soon became apparent that to obtain this information rapidly 
enough for useful action to be taken by the S.C; units, a monitor section at 
Headquarters, No. 80 Wing (Main). was necessary in order to overcome the 
unavoidable time-Jag in obtaining the information from the United Kingdom 
t.hrough the existing channels of communication. A monitor section was there
fore established in the Chateau Bdfaut consisting of 15 receivers, each of which 
was al lotted a portion of the M.F. band in which to search for enemy beacons.1 

Call signs and frequencies of the beacons were analysed in conjunction with their 
locations and it became a simpJe matter for the operators to identify the beacons 
active and report t hem to the Operations Room. The necessary details o( 

a German beacon transmitting instructions by W/T were t hus made available 
and the Operations Room could order radiation (meaconing, mimicking or 
Fidget) from S.C. sites as necessary. A further function of the mon itor section 
was to provide information concerning any jammers which were not correctly 
tuned to the enemy signal. Such monitoring was carried out both for tbe 
Continental transmitters .and for those being used for januning under control 
of H.eadquarters, No. 80 Wing (Rear). 

The information required for V.H.F. jamm.i.ng consisted of de~ails of German 
R/T and WJT transmissions between 38 and 42 ·5 megacycles per second, the_ 
enemy night-fighter V.H.F. band. To obtain this, German-speaking operators 
were n~cessary, but as they were not av~ilable to S.C. units the infonnation was 
s.upplied by No. 364 W.U. As has already been stated, comparatively little 

~No. 109 Croup " Revfow of Operations" (A.R.B./H HI/4.5). 
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V.H.F. jamming was carried out because the V.H.F. band was adequately 
jammed by airborne jammers.1 Occasionally signals could be read through the 
januning and were reported by 364 W.U. and a ground jammer was ordered to 
radiate. S.C. units were also given permission to jam independently if they 
heard German R/T in the band. 

Radar Jamming 
It was not possibie to provide minute-to-minute intelligence for the operation 

of the S.F. Units because this would have required a very large number of 
watcller units in view of the limited range at which the enemy radar signals 
could be heard. S.F. Units were therefore self-monitoring and were instructed 
to jam within certain limits of-frequency and pulse recurrence frequency. They 
were provided with a frequency spectrum to assist them to identify signals of 
doubtful origin. 

Provision of D.F. Equipment . 
The value of D.F. equipment was realised for identifying friendly from enemy 

signals, and also. for fixing the position of enemy stations by c<:>mbining the 
bearings supplied by two or more units to give a point of intersection. Such 
information would be valuable to Headquarters No. 100 Group, and would also 
enable the Operations Room to allot the jamming of particular signals to the 
S.F. Units most suitably placed for the task. For these reasons a D.F. equipment 
was planned for each S.F. Unit. The Marconi D.F.P.5 set was tried out but 
proved too insensitive for the purpose. Two H. Adcock D.F. aerials were con
structed for use with the Type S.27 receivers and the first set of aerials was 
issued to No. 61 M.S.U. Type S.R. (a watcher unit). which was despatched to 
operate in the vicinity of No. 73 Unit. On test, an accuracy of +5" was obtained 
for the 150 megacydes aerial and ± 10° for the 75 m~gacycles aerial. The 
second set of aerials was issued to No. 62 M.S.U. Type S.R. but this unit could 
not b_e deployed before operations ceased. A full test of a system of D.F. 
installed at each S.F. Unit was therefore not carried out. 

Communications 
Rapid communications were important. A ·1andline system was essential for 

successful ground R.C.M.1 but little hope had been held. out by S.H.A.E.F. for 
its provision, due to heavy Allied commitments in the field. The arrival of 
additional Air Formation Signals Units, however, secured the provision of a 
reasonably efficient laodline system. There were many interruptions during 
the early stages but these difficulties were overcome by the attachment of an 
Air Fonnation Signals Unit to Headquarters No. 80 Wing (Main) at Schepdael. 

Telephones were provided by Air Formation Signals to all units when possible, 
but the rapid advance and the limited number of trunk lines available made this 
not always possible. Where telephones were not supplied W/T was used. 
Headquarters No. SO Wing (Main) used an M.F. broadcast channel which was 
watched by all M.S.Us. It proved most satisfactory and all M.S.Us. received 
instructions without delay by this means. The M.S.Us. also had an H.F. 
channel of much lowet power which was continuously manned by those uoits_not 
in telephone communicatfon. It was used for aGk:nowledgements or queries. 
Some interference was experienced, but eventually a frequency (2,560 kilocycles 

1 No. 100 Group " Review of Operations." 
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per second) was allotted which gave reasonable reliability. The inevitable 
draWback of using W/T was the dela~ involved in cyphering and decyph~ring. 
This delay was minimised by the use of a special code developed for the use of 
No. 80 Wing (Main) from the Bomber Code. This code was only used, however, 
when the considerations of speed outweighed those of security. 

The Withdrawal of No. 80 Wing (Maio) from Europe 
With the virtual cessation of hostilities in Europe at the end of April, Head

quarters, No. 80 Wing (Maio) was instructed by Headquarters, No. 100 Group 
on 4 May to withdraw all units .to Wenduine in preparation for their return to 
U.IC and by 13 May all units had concentrated at the Transit Centre. Head
quarters closed dQWn at Schepdael at 1600 hou,rs 11 May and withdre'!"' to 
Wenduine.1 Embarkation at various ports in France and Belgium. took place 
between 13 and 16 May. The destination in the United Kingdom for both 
Headquarters and units was No. 100 Group airfield at Swanton Morley, 
Norfolk. 

Disbandment of No. 80 Wing 
Concurrently with the return of Headquarters, No. 80 Wing (Main) and units 

from the Continent, steps were taken to close down the remaining sites in the 
United Kingdom and to dispose of the very large amount of equipment of all 
types belonging to the Wing. In view of the number of stations built almost 
on a permanent basis, many with high masts, this task proved lengthy, but by 
the middle of August all outstations had been cleared, and on 22 August 1945 
the main body of Headquarters No. 80 Wing left Radlett for Swanton Morley, 
thus joining up with Headquarters, No. 80 Wing (Main) and its mobile units. 

During this closing-down period arrangements were made by Air Ministry 
and Headquarters No. 100 Group for the formation of a peace.time R.C.M. 
organisation, which in part was to be built up from personnel and equipment of 
No. 80 Wing which disbanded on 24 September 1945. The new organisation was 
to be known as The Radio Warfare Establishment and formed at the Royal Air 
Force Station, Watton. 

1 No. 100 Croup "Review of Operations" (Summary). 
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PART ill 

INTRODUCTION 

Large scale amphibious ope·rations of the type launched against Sicily and 
Italy, Normandy and fhe South of France offered considerable scope in the 
tJse of radio counter-measures. The chief task was that of helping to acllieve 
tactical surprise, partly by neutralising the enemy's means of detecting th~ 
attacking fprce during concentration and approach, and partly by simulating 
threats in areas remote from the chosen place of landing. 

The counter-measures employed were generally the same as those previously 
used in defensive and offensive air operations. The choice and planning of them 
fo.r amphibious assault purposes depended on the main tactical plan of which 
they naturally Conned a part. Preparation was made in great detail -and the 
counter-measures were supplemented by direct air attack on the enemy radio 
stations required to be neutrilised . 
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CHAPTER 17 

RADIO COUNTER-MEASURES IN SUPPORT OF 
OPERATION "HUSKY " 

After the collapse of France in 1940 there had arisen the threat of a rapid 
Gertnan advance through Spain to the western gateway of the Mediterranean. 
From December 1940 accordingly, Mr. Churchill had been seeking a means of 
rousing and assisting the French in North-West Africa to resist German control. 
Allied control of that territory, with or without French co-operation, was an 
urgent requirement but until the United States of America entered the War in 
December 1941, the Britisb were neither strong enough: to convince th.e French 
that they had a good chance of survival, nor to take over north-west Africa 
by force without French co-operation.1 On the entry of the U.S.A. into the War, 
however, a new impetus was given to the British plan, until in July 19452 it 
was decided to occupy north-west Africa, by force if necessary, 'in order to 
forestall a similar German occupation in force and to safeguard the western 
gateway. 

This landing (code name "Torch") was planned to be made on 8 November 
1942 coincident with an offensive by the Eighth Army from El Alamein to 
Tunisia which would contain the main German forces in North Africa. Wben 
the Allied forces landing in this operation had become firmly established, they 
would be required to drive towards Tunisia to support the Eighth Army. Caught 
in the pincer movement, the Axis forces in North Africa were finally defeated 
by 13 May 1943 and there fo1Jowed an Allied landing in Sicily (under the code 
name of " Husky " 2) on IO July 1943. This landing was followed by landings 
on the Italian mainland in Calabria on 3 September, and at Salerno on 
9 September 1943 (under the code name " Avalanche"). There followed a 
bitter contest in Italy in which by degrees the Allies establish,ed themselves in 
that country, until by August 1944 they were ready to mount an invasion of 
Southern France from the Italian theatre in support of the main Allied 
campaign in north-west Europe. The final Mediterranean laniling, originaUy 
called " Anvil," went under the code name of" Dragoon." 

Radio Counter-Measures in Mediterranean· Landing Operations 
When operation "Torch " was in the planning stage, R.C.M. was in the early 

throes of development. At that time R.C.M. was primarily a technique for 
defence and, like the Home Chain of radar stations, was fairly static in 
conception, consisting of Meacons, navigation beam " deflectors," high,-power, 
long range R/T and radar jammers and similar devices. The impending landing 
in north-west Africa could oot be assisted by such equipments based on AUied 
territory, nor were tbe landing beaches going to be in range of enemy radar 
c:over and radio aids-to-navigation based on the continent of Europe. There 
was accordingly no call for:radio counter-measures. 

In the Allied landi~ in Sicily, however, the situation was different and gave 
ample scope for the exercise of RC.M. by both belligerents. Sicily and the 
mainland of Italy were defended by a weU-equipped enemy force of all arms, 

1 See Royal Air Force Narrative "Operation Torch," prepared in the Air Historical 
Branch, Air Min)stty. 

i Air Ministry File C.32153/46, 
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, having a network ol early-warning radar. aircrait 6tted with A .t. and A.S. V .• · 
and a very comprehensive R :C.M . organisation of its own whlch was s trong in 
jammers. Furthermore, enemy early warning radar and R.C.M. jammers ·gave 
a fair degree of cover against AUi.ed air movements over Malta and Tunis and 
were powerful factors to be reckoned with. For the first time, therefore, R.C.M. 
became an integral part of a major AUied landing and, hence. an important 
precedent for the forthcoming landing in north~west Europe. 

R.C.M. Plan for "Hu..<iky m 

Tn order t o appreciate the R.C.M. plan for the invasion of Sicily it is neces
sary to have a broad picture of the air plan.1 Preparatory measures for the 
main operat ion included the foUowing :-

(a} Neutralisation of enemy air forces. 
(b) Development of Matta and Gozo as bases for lighter support. 

,(c) Occupation of Pantellaria as a .6.gbter base for support of the assault. 
(d) Occupation of Lampedusa as a base for convoy protection purposes 

and for air/sea rescue and R.D.F. facilities. 
Eight simultaneous sea-borne assaults were then to be made on JO July 1943 

with the object of capturing airfields and secondary ports in south-west Sicily 
on a 90-mile coastline between Licata and Syracuse. Fjghter protectfon for all 
landings was to be given Crom Malta and Pantellaria.a British and American 
landings during the night 9/10 and on the following night were to be supported 
by airborne landings from North Afdcan b~es. 

The ope.cations involved the convergence and co-operation of a number of 
major Allied formations widely separated geogTaphically. and presenting a 
complication of command and cont rol." The enemy, on the other han'd, was 
operating on internal lines, compactly. The Air Commander-in-Chief was to 
control air operations from a "Command Post " (C.'P.) and the Commanding 
General. NoTth A{rica11 Air Force (N.A.A.F.), was to control that force from the· 
same post, where staffs were to be combined. Advanced Headquarters, North 
African Strategical Air Force (N.A.S.A.F.), North African Tactical Air Force 
(N.A.T.A.F.). and North African Coastal Air Force (N.A.C.A.F.), were to be 
established near C.P.0 The Air Officer Commanding, N.A.T.A.F. (controlling 
Desert Air Force, and XII Air Support Command (A.S.C.)) was to command 
all fo rces providing direct support to British and American assaults. Wben 
a.ir forces first became established in Sicily, they were to be con trolled 
operationally by the Air Office.r Commanding, Desert Air Force. Later the 
Commanding GeneraJ XII A.S.C. would control air forces operatirtg with 
the 7th Army and the Air Officer Commanding the Desert Air Force those 
with the 8th Army, both subordinate to N.A.T.A.F . 

Success depended to a great extent upon tactical surprise a.o; to the points and 
times of Allied landings in Sicily.8 It was therefore the Supreme Allied Com~ 
maoder's (General Eisenbower's) plan to attempt to convince the Axis forces 
that his intention was to make .a two-pronged assault in the Balkans and the 

1 Ses Diagram 1 1, 
i For details Ste. North African l\ir Force Headquarters Report (23rd s.c.O.R. U.). 

'Part I , para. 2. 
1 Headquarters, M.A.A . .F., '' Outllile. R.C.M. Plan-Operation ' Husky'." in A.H.Q. 

M'a.lta File M.S 5386/Sigs. , Eucl 78>. , 
• A.M. File C.32153/46. page 10, para. 3, 
•Headquarters, N.A.A .F . .Report (23rd S.C.O,R. U.). 
•Afr Ministry File C.32153/46, E.ocl. lA. 
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S9uth of France by an imaginary" 12th Anny 11 from the Middle East and by. 
General Patton's American forces from North Africa: a difficult feint to make 
convincingly, having regard to the distance of actual and potential lighter bases 
from the landing beaches. 

It was at once obvious that achievement of surprise could be helped by the 
use of radio counter-measures of a kind capable of jamming enemy early-warning 
radar by which the enemy would otherwise get several hours warning of the 
approach of Allied sea convoys, together with a track of its progress. rt was 
realised that cover of this kind had to be complete in any given area to be worth 
while, since, if only a small proportion of the early wan1ing network were left 
immune. it would be able to " peep behind the screen " and render useless the 
jamming of fhe rest of the network, from the point of view of securing tactical 
surprise. Tbis necessitated the neutralisation of enemy stations in Sardinia as 
well as ill Sicily. 

One hundred per cent. success was considered too much to hope for in the 
jamming of early warning radar, and it was decided to re!y mainly upon des
truction of enemy stations by air attack, but to supplement that by airborne 
jamming, employing Mandre1 and Carpet. Io order to complete neutralisation 
of early~warning cover, Rug1 and Type 91 transmitters were to be used against 
enemy coastal ship-watching stations. Force 343 (destined for the Western 
beaches) was to have Rug fitted in Unjted States Navy ships, and Force 545 
(destined for the ea.stern beaches) was to have Type 91 jammers fitted in its 
Royal Na'1y trawlers. 

Furthermore, it was desired by the same means and at tbe same time to jam 
enemy early-warning radar and G.C.I. equipment in order to neutralise the air 
defence against the AlJied air offensive and, especially, against the airborne 
forces which were destined to play a major role in securing A.Xis lines of com
munications between the Stra\ts of Messina and the enemy's southern and south
eastern beach deiences. The operation of Mandrel and of Carpet for the pro
tec.tion of troop-carrying aircraft presented no problem from the point of view 
of co-ordination between the Services. On the other hand the operation of 
Carpet to protect shipborne forces together with Rug and Type 91 .. required 
co-ordination. It was calculated that airborne Carpet could be used to conceal 
from the enemy the size of convoys from a range of about 45 miles from the 
.enemy coast and thereafter to prevent accurate plotting and gun-ranging down 
to a range of about seven miles_ 

The timing of the attacks against enemy radar stations and the initiation of 
R.C.M. action was of the greatest importance.2 Prematllre actioo was liable to 
disclose the direction and object of our attack1 and also to give the enemy 
sufficient time to make good material damage caused by direct air attack and 
sufficient time also to overcome R.C.M. interference.3 Consequently it was 
decided to delay air attack to the latest possible time before the landings, 
consistent with the preservation of tactical surprise. 

Plan of Air Attack4 

Although the Allied attack against enemy radar was not technically a radio 
couoler-measure, the two operations were so closely related as to justify some 

1 Naval shipborne early warning radar jammers. 
t Tbe Commanding General. Nortb ACrican AU- Forces. was rnade respuosible for initiating 

p.nd co-ordinatiog action against enemy radar statioos . 
• A.H.Q. Malta File M.S. 5386fSigs .• Encl. 78A. • lbia. 
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account of the form<:r. It was intended to attack radar installations at Algheri 
and Pulla, in Sardinia, on D -6 day, at Palenno, MarsaJa, Passaro and Catania 
on D -3 day, and at Licata, Cape Scaraniaa, Passalo, Cape Passaro, Syracuse 
and Noto, as late as possible on D -l day. From then onwards. to D -day air
borne forces we.re to disable other radar stations in the areas in which they were 
dropped. 

Mandrel Plan1 

Mandrel for Operation "Husky " was available in Nog, 420, 424 and 425 
Squadrons on a scale of six a,ircraft per squadron for Mandrel screen operations. 
For use against the German G.C.I. system, it was installed on a scale of four 
aircraft in every night-bomber squadron. Six Royal Air Force Mandrel aircraft 

·were ordered to patrol at equally spaced jnlerva)s at 8,000 to 10,000 feet, 30 
miles off the coast of Sicily from Marsala lo Catania. Transmissions were to 
begin 30 miou tes before the leading troop-cattier afrcraft crossed the coast of 
Sicily, and tl:t.is screen was to be maintained until first light on D-day. Mandrel 
aircraft were permitted to carry bombs and to attack targets in SicHy after 
completion of their Mandrel patrol. 

Carpet Plan 
As a forther cover for tbe airborne lanrungs, twelve aircraft equipped with 

Carpet and Mandrel were to precede the leading troop carrier aircraft and to 
patrol at 500 to ) ,000 feet at a distance of seven to eight miles from the coast of 
Sicily on the main line of approach, from 30 minutes before the leading troop
canier aircraft was due to cross the coast of Sicily. and they were to maintain 
transmissions until all troop carrier aircraft had so crossed .2 Thereafter these 
aircraft were to patrol between 500 and 1,000 feet, equally spaced between 
Licata and Syracuse. Patrolling would cont inue until 0!100 hours on D-day 
and both Carpet and Mandrel transmissions were to be maintained throughout 
the flight. 

For shipping cover, four groups. of six Carpet aircraft were each to precede 
. the convoys until seven and eight miles off the Sicilian co_ast. These groups of 
aircraft were to patrol between 500 to 1,000 feet at equally spaced intervals 
between Licata and Syracuse. Because of the great difficulties of aircraft 
recognition, aircraft were to be at all times at least five miles ahead 0£ the leading 
ship in the convoys and during the final stages to break off to the flanks of the 
assault and to continue transmissions there. These operations required most 
careful co-operation with the Royal Navy during the planning stages. 

Rug and Type 91 Plan3 

It was originally intended that the Rug jarrtmers should cover the western 
approach primarily allotted to American forces, and that the Type 91 jammers 
&hould cover the remaining approaches, which w~re primarily allotted to British 
forces. But on 3 May 1943 when the Supreme Commander changed his plan 
and threw all his ·effort into .the south and south-eastem assault, the Rug and 
Type 91 effort were similarly amalgamated and became, of course, a naval 
responsibility. 4 

l A.H.Q. Malta File M.S. 5386/Sigs., Appeo.dL" " B.'' 
2 H.Q. N .A.A.F. Letter A.P.O. 650 U.S. Army, 4 July 1913. 
~File H.I.F./R.A.F./207/1/Air (P). 1 A.M. File C.32153/46, page 10, para. 3. 
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The problem af immunising Allied R.C.M. aircraft from being fired at by 
Allied ships has already been mentioned. The low altitude pre.scribed for the 
R.C.M. afrcraft made them extremely vulnerable to small arms fire should they 
wander over the convoys, and naval gunners were apt to fire whenevei- there was 
the slightest doubt as to identification. The problem of keeping the prescribed 
distance ahead of or to the flank of a moving convoy while flying to a,nd fro 
alongside the convoy, on a multi-leg track in darkness and without suitable 
r;\dio aids-to-navigation, was jndeed a difficult one for the R.C.M. aircraft. 
The Air Officer Commanding, Mediterranean Air Command, acquainted the 
Naval Liaison Officer, Headquarters, Force 141, with the nature of the R.C.M. 
patrols, pointing out that they should be fairly easy to recognise on ships' 
radar plots from the nature of their tracks and by the fact that the low-fiying 
aircraft would be four-en.gined (Fortress B-17F type), and a,.c;king for steps to 
be taken to ensure that these aircraft would not be fired upon.1 The Royal 
!'Javy and United States Navy agreed to thjs request provjded that the ajrcra~ 
would keep well away from the convoys and would move clear of the beaches 
by 2330 hours on the night D-1/D-day at latest.2 Tbe absence of jam.cning 
cover for ships thereafter was 3:Ccepted. 

Meacon PJans 
It was intended to form two mobile Meacon stations, Nos. 21 and 22 M. 

Units, in No. 80 Wing at Radlett from experienced Meacon men of that Wing. 
and to deploy one at Bordj Menaiel (35 miles east of Algiers) and the other on 
.the Cap Bon Peoinsula, respectively, with a view to meaconing enemy M.F. 
radio beacons and M.F. and H.F. aircraft D.F.4 These two stations were to be 
reinforced by a third, No. 20 M. Unit, from Middle East Command (Heliopolis). 
to be located near "Benghazi. No. 21 M. Unit was to be responsible for action 
against beacons on Sardinia and along the west coast of Italy and Southern 
France, together with aircraft meaconing against aircraft using the M.F. and 
H.F. D.F. system covering this area, and including Sicily for this purpose. 
No. 20 M. Unit ~as to be responsible for action against beacons in Crete, 1n 
Greece (including tbe broadcast station at Athens) and along the south coast 
of 1 taly, together with aircraft meaconing action against aircraft using the 
M.F. and H.F. D.F. system covering this and again including, for this purpose, 
Sicily. Pending instaUation of No. 22 M. Unit on its allotted site, both Nos. 20 
and 21 M. Units were detailed to cover beacons within Sicily in so far as they 
were within radio range. No. 22 M. Unit was to assume this responsibility as 
soon as it was ready. 

lt was stressed that it would be the primary function of all stations to Meacon 
homing signals from convoy-shadowing aircraft in their respective areas when
ever such procedure was heard to be in operation. A special watch was to be 
established on one channel at each station solely for this purpose Whenever the 
local convoy position was such that the procedure was likely to be adopted. 
No. 380 Wireless Unit (W.U.) was to i.nform No. 21 M. Unit on. this matter, 
and local Naval units were made responsible likewise for No~ 20 M. Unit. For 
these operations, all Meacon stations were placed under operational control of 
H eadquarters. North African Air Force. 

1 File H.I.F./R.A.F./207/l/Air. t A.H.Q. Malta Signal A.S.4, 8 July. 
a Diagram 12. ' H .Q, M.A.C. Letter S.8656/Slgs., dated 17 May 1943, 
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Assessroeot of Results 
fo general, R.C.M. operations went according to plan, but there was no 

real effort to record, collate and then analyse results either at the time or 
later when p risoners, enemy station log~. and all relevant documents fel l into 
Allied hands. Indeed, the official report complains that there was too much 
demand on prisoner of war interrogation generally to result in any light being 
shed on this question. There was, moreover. no real planned Intelligence/ 
Operational Research Section drive to investigate this important matter and 
to assess properly t.he effects o( R.C.M. I nstead, the key Sign:lls stafC officers 
were either dispersed to other commands upon completion of the landings or were 
h~avil.y engaged in preparation for and conduct of the nexl operational phases. 

Meacoo Stations 
The operations of Nos. 20. 21 and 22 M. U11its were routine in nnrure a.nd 

varied greatly in results and, of course, according to enemy activity , 'Nhich was, 
on the whole, somewhat less than anticipated . T he interception logs of the three 
stations show that on several occasions both enemy g round D .F . stations and 
co-operating aircraft being meaconed were in considerable d ifficulty, being 
frequently unable to take a reliable bearing.1 Whether this was due to the 
meaconing was. unfortunately, never determined, but the circumstances were 
such. as to suggest s trongly that it was. As a number of aircraft distress incidents 
culminated from failures to establish effective D.F. service, i t seems t'hat the 
operation of the thr~e M. Units was wortl1 while. Th.ey were disbanded on 
4 Noveinber 1943. 

Result of Afr Attacks 
Between 5 July and 8 Ju ly. mclusive. one huncired and thirty-one 500-lb. 

bombs were d ropped against the enemy early-warning radar. but investigation 
revealed that no damage had be~·n sustained by any Freya, Chi"mney or 
Wimburg Stations.3 Those sta.tions which were put ou r of aclion ceased 
operating because of damage to ~heir operations huL . 

Result of A.B.C. Mandrel Jamming 
An observer aircraft took off shortly before the jamming began in order lo 

observe the effect, and ttcw north from f.ap Bon at an alt itude of J0,000 feet.3 
Unfortunately no Witrzhurg observa tion~ rould be made, bu l continuou~ watch 
on the F1'eyas was kept. When the i ~mming commenced it was not1ced that 
several 1musual things occurred at the Freyas Stations. 1\t least one enemy 
radar ~tation shut down c:ompletely ; a new frequrncy of 149 megacycles per 
second appeared and the pulse repetition rates were increased from appro:d
mately 500 to l,000 i.:yc les per -second. These were $ymptoms that the Freya 
sy~tem was at least being considerably affected by the A ll icd jammers. 

R.C.M. had made its fi rst large-scale appearance m support of Combi ned 
Operntions, A It hough st had done so somewhat inconclusively, such evidence 
as there is suggests that it had been succ~sful. At least the Allies had gained 
valuable experience in a new field, and that was to stand them ro good stead 
whrn the time came lo embark on the liberation of north-west Europe. 

•O R B.s for Nos. 20. 21 and 22 Meacon Un1ts-appenu1ces ope.ratiog logi1. 
a A.M. file H.C.M,/155. 
1 Su C:ornblned Communications Board Counter-Measu res Com1Dittee . .R.C.l'lt Eoilrd 

l.Abrary !41 . 
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CHAPTER 18 

RADIO COUNTER-MEASURES IN THE ALLIED 
LANDING IN NORTH-WEST EUROPE 

By the time the full-scale planning of the landing in Normandy was in 
progress, the technique of i·adio counter-measures had been established and its 
effectiveness, especially in the offensive, was well understood. Much thought had 
already been given to this type of operation, and in August 1942, No. 80 Wing 
had worked out an R.C.M. plan for a projected Operation" Round Up" intended 
to be directed against north-west France. The scheme included the use of 
Window, Mandrel, Moonshine, Carpet, Jostle, Meacons, and the navigational 
beam jammers Aspirin, Bromide and Benjamin, although some of these devices 
were not then in use. By 1944, this plan was well out of date, but it was valuable 
as a starting point for planning for the forthcoming operation. 

The strength of the Allied Air Forces supporting operation•• Neptune,'' as the 
landing was called, was such that Allied air superiority was assured.1 The Allies 
were accordingly anxious to bring the Gennan Air Fon-;e to battle in order to 
inflict the maximum casualties, but nevertheless wished to avoid giving the 
Germans any opportunity to retaliate effedively. It was therefore planned to 
use R.C.M. in the following circumstances during the assault :-

(a) To prevent the enemy obtaining early warning of, and accurate plots on, 
approaching surface forces. 

(b) To prevent enemy coastal batteries from using radar-controlled gunfire 
against surface forces. 

(c) To support ail-borne.operations by-
(i) Reducing and conhising the enemy's early warning system, thus 

delaying both the arrival of fighters amongst troop carriers 
and the alerting of the threatened dropping .zones. 

(ii} Interiering with enemy fighter control R/T, thus affecting both 
the movement of night fighters into the area of operations 
and the vectoring of intercepting fighters. 

(iii) Producing diversionary threats and thereby dividing the 
enemy's available fighter effort. 

(d) To delay the movement of enemy reserve ground forces by producing 
threats of apparent assaults, both airborne and seaborne. 

Air Attacks on Enemy Radio Installations Prior to the Assault 
Although direct air action against enemy radio stations is not a counter

i:peasure effected by radio means, it nevertheless should be considered part of ' 
the general radjo counter-measure pJan which a]ms at denying to the enemy the 
benefits of his radio services as a whole. The programme of air attacks on · 
selected enemy radio stations -as a preliininary to the landing was intended to 

1 f,ir Signals Report on Operation " Neptune," Pla.nning and Assault Phase. 
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lower the morale and efficiency of the operators, and thereby to increase the 
effects of the electronic jamming to be appHed later. It was also hoped to 
destroy the very long-range radar installations which, partly on account of their 
narrow beam width, would be most difficult to jam. Thirdly, the attacks were 
intended to damage as far as possible those radar sets which were in position 
to overlook the approach of the assault forces both surface and airborne. 

The density of the German early warning radar stations was such that there 
were major sites, each containing an average of three pieces of equipment, 
situated at ten to eleven mile intervals along the coast between Pstend and 
Cherbourg.1 This chain1 it ·will be remembered, was backed by an inland 
system of lesser density. lt was decided, as a security measure, to attack two 
radio stations outside the assault area for every one attacked within that area.~ 
To that end, all information concerning enemy radio stations covering the vital 
area available to all serv~ces was collated. A section of the Air Ministry Branch 
D.D~I.43 was attached to Headquarters, Allied Expeditionary Air Force, for 
several week.s before D-day for the purpose of providing expert advice on 
the enemy radio targets and on the results of our air attack upon them.4 Much 
valuable work was done by this section and the tactical surprise achieved when 
the landings were made was due very largely to successful destruction of most 
of the enemy radar warning stations on the Channel coast during the preceding 
weeks.5 

AbdnlJah 
fo view of the relatively small target offered by enemy rnda.r stations to 

bomber aircraft, and because of the need to make the attack during the initial 
run-up to the targets in the face of their considerable light anti-aircr:aft defences, 
it was decided to equip at least the leading aircraft with a homing device tuned 
to the transmissions from the target s tations. A homer called Abdullah was 
consequently adapted for this purpose and fitted to six Royal Air Force 
Typhoon aircraft of a specially formed flight."' 

Typhoon and Spitfire aircr<\ft Qf the AUied Expeditionary Air Foice Jlew some 
1,700 sorties in attacks on radar installations, which were pressed home with the 
utmost determination. Dive bombers dropped over one thousand two .hJllldred 
500-lb. bombs, and in low level attacks over three thousand five hund,...ed 60-lb. 
rocket projectiles were fired. In addition the sites and equipment were sprayed 
with many thousands of rounds of cannon shell and machine guns. As a result, 
seven of the extra.long~range installations were destroyed, including all six 
south of Boulogne, and at least :fifteen other installations were rendered com
pletely unserviceable.7 In addition to this destruction, the morale and 
efficiency of the enemy radar operators were lowered by these Allied attacks 
to such an ~tent, indeed , as to cause them to close watch on the approach of 
Allied aircraft. It was therefore asswned that these attacks had reduced the 
efficiency of the enemy early-warning system in the vital area to a po.int at which 
R.C.M. and Spoof were likely to have the ma1<lmwn effect.8 

1 A.E.A.F. File A.E.A.F,/S, 13052. 
3 AlUeq Exptditionary Air Force File A.E .A.F./S.13052. 
3 Deputy Directorate or 1nteJligence. 
• Air Staff Operational Monograph No. l (C.S. 22~70). 
& A.H.B./H E/85 - A.D.I. (Sc.) Report" lnteUigence oo Enemy Scientific Development.' ' 
0 A E.A.F. File A.E .A.F./S.1'3163. 
•A.RB. ll.E/85. 
8 A.D.I. (Science) Report on" The Radio War." 
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Chimneys 
The most important enemy long-range radar inslallations to be destroyed, 

were the Chimneys.1 A trial of the effectiveness of 60-lb. rockets against this 
type of station was made by No. 11 Group aircraft on a Chimney in the Os tend 
area on 16 March 194.4. The attack, made irt two waves by aircraft of No. 198 
Squadron, was a complete success, at least four hits being obtained on the aerial 
supporUng cylinder. This compelled the enemy to dismantle the entire station 
and a new aerial system was seen to be stiU in process of reconstruction on · 
9 May and aga:in on 24 May. lt was therefore evident that the equipment, 
which bad taken a year to construct, couJd not be made serviceable in less than 
three to four months. ' Many similar attacks were made on other Chim11eys and 
by D-day not one of the four installations south of Boulogne was in operation. 

Hoardings 
'The form ·of attack appropriate to ' Hoardings was difficu1t to decide and 

rockets, cannon fire and bombs were all tried.2 Of the three large Hoal·d1ngs 
in the vital area, by D -4 o'ne had been made unserviceable by cannon fire and 
another by a combination of all three forms of attack. The only surviving one 
was not thought likely to be able to help the enemy because of its situation . 

Freyass 
Because of the small target presented by the Freya and its relatively high 

susceptibility to elect ronic jamming, it was not made a primary objective in the 
majority of attacks. At least one Freya, however, that at Cap de la Perc~e, 
suffei:ed a direct hit by a rocket projectile and a number of other Freyas also 
suffered to varying extents. Machine-gun bullets were stated by some prisoners 
to have been m.ost effective in damaging the apparatus. 

Giant Wurzburgs 
Rockets and cannon were found to be highly effective against Giant Wmzburg 

s tations. At least five of these stations are known to have been seriously damaged 
necessitating replacement of major parts, and it is believed that rnany others 
were damaged to a considerable extent. 

Small Wurzburgs 
Because of their small size, and their m_obility and quantity, the Small 

Wur.zburgs with their very limited range were not considered to be useful 
targets but at least one was destroyed incidentally in the course of air attack on 
a neighbouring target. 

Coast Watchers 
These installations were also relatively invulnerable to air attack bot pilots 

claimed many strikes on them and air photographs suggested that a good deal 
of damage had been d9ne to th.em. 

W /T Station$ 
A munber of W/Tstati.ons of importance. were attacked by Bomber Command. 

These attacks were examples of precision bombing and, so far as can be judged, 
c'ompletely. acbieved tbeir object. Much of the credit for this goes to the Oboe 

t A.E.A .F . File A.E.A.F./S. l 3052. t Air- Signals Report on Oper-atioa "Neptuoe." ' 
a For details, see A.it Signals Report on Ope.ration "Neptune." 
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technique. The W/T station at Boulogne/Mt. Couple. for instance, contained 
about Sixty transmitters. The first attack was unsuccessful, b ut two nights 
later on 31 May/I June in an attack by over 100 aircraft, at least 70 heavy bombs 
were put on U1e target which measured only 300 'yds. by 150 yds. After 
this attack only three transmitters remained serviceable. 

The W /T station at Beaumont Hague/Au Ferre was also attacked on the night 
of 31 May/1 June 1944 by about 120 aircraft. Although the main concentration 
of bombs fell just outside the target area, an adequate number scored direct 
hits. The attack on the Dieppe/Bemeval-1e-Grand W/T station was adjudged 
to be completely effective. Most of the eight or nine blast-wall protected 
buildings received direct hits and the remainder suffered so many near misses 
that their operational value was greatly diminished. In addition, the aerial 
masts appear to have been completely demolished and the two dispersed sites 
were also hit. 

An°iJnportant W/T station at Cherbourg/Urville Hague was attacked on the 
night of 3/4 June by 99 aircr(Lft. Once again Oboe was employed a nd the results 
were remarkable, .the centr(' of a very neat bomb pattern coinciding almost 
exactly with the centre of the target area. The buildings and aerial system 
were annihilated and the site rendered unsuitable for rebuilding without a huge 
preliminary effort in levelling ancl filling craters. This station proved to be a 
German " Y "station and its loss doubtless caused serious inconvenience to the 
enemy. 

Enemy Jam.mers 
Air attacks on enemy early-warning radar and W/Tstations were not the only 

counter-meastues of this form.1 Encouraged by the success they believed to 
have achieved in support of the escape of the Scharnhorst and GneistmtM* from 
Brest, the Germans had increased their jammer stations. They were a pros
pective danger to the Allied landing forces, for U1ey could have neutralised the 
night-fi.ghter cootrol ships and jammed the Gee Chain upon which a large part 
of the Allied air forces depended for navigation. The jammers were found to 
be clustered in five large g,coups and, with the use of Oboe, Bomber Command 
destroyed them. Attacks were also made by Mosquito aircraft of the B ritish 
Second Tactical Air Force against a K->iickebein navigational aid station at 
Sortosville on 3 May 1944, in which a 500-lb. bomb scored a direct hit within 
the circular track of the station. 

The curou.lative effect of these attacks was of great value in the Allied assault. 
At no time on the night oi D - 1/D-day were more than 18 per cent, of the 
previously available enemy radio installations working. For a part of the 
night only 5 per cent. were operating and the task of applying electronic counter
measures to the remainder of the system was simplified. 

Machinery of Radio Counter-Measo.re Control 
The application of radio counter-measw·es i:n support of Operation 

"Neptw1e" carried greater possibilities of interference with the Allies' own 
radar and communications than ever before. At a vitalJy critical time a vast 
number o{ radio installations of all kinds and all services were to be crowded 

1 A.O.!. Science Papei- "The Radio War." 
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into the small area of sea a.nd land in the assault area, and in the air above it. 
The chances of mutual interference a lone were very serious. apart from 
deliberate counter-measures. 

ln view of the expei:ience of Bomber Command in offensive radio 
counter-measures, and of the part which they were to play during the period 
of the landing, the Chief Signals Officer, Bomber Command , was made 
responsible for the R.C.M. Plan for D-day.l. He and his working committee 
were in close co-operation with the Air Signals Officer in Chief, Allied 
Expedjtionary Air Force, Lo this end. Special arrangements were necessary to 
provide advice on the problem of mutual interference. A Mutual Interference 
Sub-Committee2 of the Combined Signals Board was accordingly set up under 
the chaim1anship of the Air Signals Offlcer-in-Chjef, A.E.A.F. to ascertain the 
technical limitations in this respect. Jt operated th rough a Technical Working 
Sub-Corrunittee uhdcr the chairmanship of the Group Captain Signals Plans, 
Headquarters, A.E.A.F. 

It still remained to set up machinery to ensure adequate control of R.C.M. 
with regard to its effect during the assault and to have exper t advice close ·at 
hand for commanders in the field. Control of R.C.M. from H -30 to H-hour 
was vested in the AUied Naval Commander, and from H-hour onwards, in 
the Air Commander-in-Chief A..E.A.F.3 They were advised by a Combined 
Counter-measure Advisory Staff at Stanmore under the Director-General of 
Signals, containiog one member from each of the Services, and d rawing upon 
the Mutual Jnterference Sub-Committee !or technical information of a detailed 
nature. Obviously such a committee, sitting inland at Starunore, was no{ in 
itself weU situated to advise conunanders in the field. An Interference Advisory 
Staff was accordingly pnt at the disposal of the Signals Officer-in-Chief of 
21 Army Group, Portsmouth, with a further similar staff each for the Chief 
Signals Officer. 1st U.S. Army, and Chief Signals Officer, 2nd B ritish Army, 
at the bridgehead.4 

There was some aispute as to whether the measures taken to prevent chaos 
in the ether to our ovm forces were too elaborate and comprehensive, hut the 
magnitude of the problem and the bogey of this unknown factor were adequate 
reasons for a g.enerous provision.5 The fact is that this machinery achieved its 
aim : its first estimation as to the restrictions needed was good, although many 
matters of detail arose for clearance in the light of experience later in the tleld. 

Radio Counter-Measures against Early Wamiog and Fighter R/T Control 
Stations 

Direct air assault on the enemy radar stations had been so effective that a 
relatively easy task was left for Allied radio counter-measures in comparison 
with that normally presented in the night-to-night support of the strategic 
bomber offensive. Bttt in this instance, in which deception was of more impor
tance during the 1nitial stages of the invasion than provision of cover to the 
growid forces Crom air attack, radio countc.r~measures had to be wholly effective. 
over selected large areas. One peep behind the screen by a single immune 
enemy radar station might well have nuUined the entire counter-measure 
effort. 

1 A.H.B./JJE/7&-" War 10 tbe Etber." 
'Air Signals Report on Opera.tion " Neptune ''- Appendix "E •· of Section TX. 
3 Ibid.. • Air Signals Report on Operatioo " Neptune." 
o A.H.B. llE/76. 
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The main purpose of R.C.M. immediately preceding and during· the assault 
was as follows :-

(a) To protect ports of embarkation by. depriving the enemy of the 
assistance of his radio aids-to-navigation. This was t he r6le of ground 
RC.M. stations in 80 Wing. 

(b) To provide cover for the airborne forces and lo simulate the landing 
of airborne troops elsewl1ere in enemy te.nitory. 

(c) To cover the approach of stirface forces against early detection and 
against radar-controlled gunfire. 

R.C.M . operations in the air involved over a hundred aircraft of Bomber 
1 Command. The diversion plan aimed to delude the enemy into believing that 
· we were attempting land•ngs oo the beaches near Cap D' Anti fer and Boulogne. 
r This was to be achieved by two combined naval and air operations known as 

11 Tax.able '· and "Glimmer" respectively. Meanwhile, R.C .M. cover for the 
t 

entry oi the ajrborae forces which were being landed in two distinct areas east 
and west of the main assault beaches was to be maintained by means of a 
~landre l barrage covering the whole range of enemy coastal early wamfog 
fl:equencies. suppJemented by fejnt landings away from the area of actual 
operations. Further, to cover the airborne forces and also to lend realism to 
the feint landings at Cap D' Anti fer and Boulogne, a curtain of V .H.F. jamming 
was to be pu t down between the area of the actual assanlt and the direction 
1rom which the enemy fighter reaction was expected. There were thus the 
following five distinct R.C.M. tasks :-i. 

(a) '' Taxable " A combined naval/air diversion against Cap 

(b) " Glimmer ' ' 
(c) Mandrel 
(d) A.13.C ... 

D'Antifer. 
A similar diversion against 13ou]ogne. 

Januning barrage to cover airborne forces. 
V.H.F. jamming support for "Taxable" and 

'' Glimmer" and cover for airborne forces. 
{e) ''Titanic " I , III Feints for airborne forces. 

and IV. 

Operation " Taxable ,, 
The Naval plan for" Taxable" involved the simulation of a convoy approach 

ing Cap D'Antifer at 7 knots on a 14-mile front.2 Eighteen small ships were to 
be used in co-operation with aircraft dropping bundles of specially prepared 
Window in sucn a manner as to give the appearance on the enemy's coastal 
Wurtburg/Seeiakt radar equipment of a large convoy of ships approaching. 
The effect was to be heightened by ow- ships towing balloons titted with 
reflectors designed to give radar echoes of the kind oorroally associated with 
blg ships, the whole being elaborated by Mandrel type jamming intentionally 
of sufficiently low intensity to allow the enemy radar just to see the spoof 
convoy lhrough it. 

No. 617 Squadron8 was selected for this rOle, which presented two p ractical 
problems, namely, a method of creati11g and sustaining surface-vessel echoes 
by means of Window dropped from these aircraft, and a flying technique that 

1 Diagram l3. •Air Signals Report ou Operation "Neptune," paras. 3s.-44. 
* 0.R.B. for No. 617 Squadron, Jone 1944. 
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would give an effective ground speed of only seven knots advance of the 
Window spoof. A solution to those problems was propounded by T.R.E. and 
trials made in the north of Scotland proved conclusively that it was possible to 
produce upon radar equipment similar to that used by the enemy the illusion 
of stow moving vessels, by means of Window ejected from aircraft. 

The type of manceuvre adopted by the aircraft was to fly in elongated orbits 
of which the major axis was perpendicular to the coast, each orbit being slightly 
more advanced than the preceding one. The rate of advance of successive 
orbits was thus adjusted to equal that of the convoy simulated. In Operation 
' 'Taxable " 24 miles had to be covered. The aircraft were disposed in two lines, 
four abreast, forming a box 12 miles wide and 8 miles deep over the naval 
"convoy" area. A total of thirty orbits, each gaining ·82 nautical miles on the 
previous one, was made by No. 617 Squadron over a period of three and a half 
hours. Eight different sized bundles of Window were used and they were dis· 
charged consistently from a height of 3,000 feet at a rate of twelve bundles a 
minute throughout the three and a half hours of the operation. This system 
prevented diffusion of the Window and yet allowed time for echoes to appear 
on the enemy radar waming devices. The Window was discharged on a schedule 
which caused the echoes seen on the enemy radar to be maintained on the cornet 
line of approach, while growing in size as the imaginary convoy drew near to the 
coast. The Southern Gee·Chain was employed for the very accurate navigation 
required, the ' ' B" lattice being used for tracking and the ' ' C" lattice for 
positioning. As a precaution against the effects of fatigue and the danger of 
failure, two navigators and an extra Gee set were carried in each aircraft. 

In order to allow time for the intensive training required for operation 
' 'Taxable" No. 617 Squadron1 was taken out of tJ1e line on 7 May, and was 
teady for the operation on 31 May. A suitable ground radar station was 
established at Flamborough Head against which the squadron was able to test 
and perfect the technique involved for the operation in conditions exactly 
similar to those obtaining in the actual " Taxable "area. 

Operation " Glimmer " 

The execution of Operation "Glimmer" wa~ allotted to No. 218 Squadron,2 

and intensive training was carried out between 20 and 31 May. The operation 
was similar to " Taxable ' ' but the method of execution differed in the following 
respects :-3 

(a) Fewer orbits were necessary as the distance across the channel to 
Boulogne was less than that to Cap D' Antiier. 

(b) The Gee cover in the '' Glimmer " area was jnadequate for the high. 
degree of accuracy required. It was therefore decided to use the High 
Street G-H beacon for tracking and the south eastern Gee chain for 
positioning. 

(c) Only six aircraft were employed as compared with the sixteen for 
" TaxabJe" and as no relief aircraft were used, each aircraft carried 
two pilots, three navigators, four Window crew and an additional 
Gee receiver for positioning. 

1 O.R.B. No. 617 Squadron. May 1944. 
2 Details will be found 10 O.RB .. No. 218 Squadron, for May wd June 1944. 
• AJr Signals Report on Operation " Neptune," para. 45. 
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Support· of Airborne F orctsl 
There was an Army requirement for aircraft to drop dummy paratroops in 

certain areas. The number of aircraft available for tbis was limited and so it 
was decided to use Window to make each aircraft appear to the enemy radar 
to be a considerable force. The diversionary aircraft approached the enemy coast 
on a course adjacent to that of the Allied airborne forces. but broke away close 
to the enemy coast to. approai;h the diversionary dropping zones. The operation 
was divided into several sections known as "Titanic l, III, and IV," and 
was designed to saturate and confuse those enemy sites which were best located 
to provide the enemy with intelligence of tbe movements of the rea1 forces, and 
to divide any available fighter effort between the real and the iliversionary 
forces. In addition. bomber forces were routed, whenever possible, in such a 
way as to assist in the saturation and confusion of tbe radar sites referred to 
above, 

"Titanic I" 
This phase was carried out by fifteen aircraft of No. 3 Group2 which had the 

two-fold task of discharging large quantities of Window, Type M.B. and N., 
to deceive the Freya, Seetakt and W1~rzburg coastal wakhing installations, and 
of droppin.g dummy paratroops in the area behind Cap D' Antiier and Le Havre.3 

The object of this operation was to delude the enemy into believing tha t this 
was a main airborne forces dropping area. 

" Titanic ill and IV " 
These operatioQs were similar to " Titanic I " but were further to the west. 

Nineteen aircraft of No. 3 Group were allotted to this t~k.~ Leaving the 
south coast just west of Portland Bill, they were routed almost due south behind 
a Mandrel screen flown by Nos. 199 and 803 Squadron, turning in due east, so 
as to pass south of the Channel Isles and south of the Cherbourg Peninsula, the 
"Titanic lll" force destine<l for the Caen area and the" Titanic IV "force to a 
zone just south west of Carentan. 

The method employed in dropping Window was to discharge two bundles of 
·Type M.B.5 every .twelve seconds and one bundle of Type N every six seconds. 
This had the effect of magnifying the "Titanic ·· force, as seen on the enemy 
radar, twenty~fold. In addition Window, Type 0 was clischarged at the rate ot 
three bundles per minute by main force aircraft employed in bombi:ng targets 
to the east of the assault area. The object of this was to cause general con
fusion to enemy radar on the coastal belt between Le Havr~. and Cap D' Antifer
Fecarnp. 

Electronic 'R.C.M. · 
Many types of electronic jamming equipment were employed as counter

measures, Mandrel and Carpet being extensively used against ground radar 
stations and A.B.C. against the enemy's V.H.F. fighter control system. 6 

It was suggested that the most efficient method of screening Allied surface 
forceswo_uld be to drop large quantities of Window from aircraft flying at 20,000 ft. 

1 A;r Sl!}oats Report on. Operation '' Neptune," para. 46. 
"' O.R.B. of H.Q. No, 3 Group for May and June 1944 . 

• 3 Air Sign.a~ Report 9n Op~mti90." Neptune," para. 48. 'Ib1.d., paras. 4.9-50. 
6 Chapter 9 0 £ Part 2 above, for further details of various types of Window. 
& Air Signals R eport on Operation " N~pt1me," para. 51. 
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By the time this fell into the beams of the enemy's ship-watching radar it would 
be sufficiently dispersed to produce an interference level so high that Allied 
shipping could not be seen through it. This scheme was not accepted because 
the Royal Navy had decided to fire upon all aircraft within range; and because 
Allied shipborne radar would have beeu seriously jammed by the Window. It was 
decided therefore to use electronic methods for the purpose of jamming enemy 
Seetakt, Freya and Wurzburg equipment which would be used by him for detect
ing surface forces and for controUing gunfire against them. Shipborne Mandrel 
and Carpet j ammers were used for this purpose. As the German very long range 
reporting radar had been effectively destroyed by air attacks, it remained to 
counter the Freya chain, which might be expected to pick up the approach of our 
airborne forces at a range of about seventy miles. 

No. 1H9 SquadronJ. of the Royal Air Force, aided by aircraft of No. 803 
$quadron· of the United States Army Air Force, was designated as the Mandrel 
barrage and screen squadron and was fitted with Mandrel equipment capable 
of covering the entiI:e known Freya frequency range. It was not possible, in 
view of the limited time available, to cover every spot frequency within this 
wide band, extending from 60 to 200 megacycles per second but as there were 
comparatively few spot frequencies in use between 170-200 megacycles per 
second, this band was dealt with by modified I.F.F. sets which could be moni
tored to required frequencies. As this involved finding the frequency of any 
F_reya set lookin.g at the aircraft, a special operator was carried to keep the four 
modified I.F.F. sets in each aircraft correctly set up. Mandrel radiation 
between 80-86 megacycles per second would have jammed Gee seriously, and 
the navigation of the air operation depended upon this .Gee chain. The 
frequency .range to be jammed by Mandrel was accordingly limited to 88-200 
,megacycles per second. 

Because of the limitations of power supply, equipment and aerial spacing, it 
was found that single aircraft could not be so fitted as to cover the range. The 
difficulty was overcome by employing aircraft in pairs. Each aircraft was able 
to cover one half of the required range so that complete cover was provi~ed by 
each pair, or" jamming centre." The object was so to dispose jamming centres 
as to provide a Mandrel screen which would reduce the effective range of a 
Freya to 30 miles. 

Of the many considerations affecting the use of A.B.C., the following were 
the main ones :-~ · 

(a) The diredion from which enemy night fighters could be expected to 
attack. 

(b) The R/T control system employed by the enemy. 

(c) Whether A.B.C. jamming should be applied as for a normal bomber 
raid or whether a special patrol area s1}_ould be organised. 

(d) The possibility of using A.B.C. as a diversion to assist the operations 
"Taxable" and '1 Glimmer." 

It was finally decided that No. 101 Squadron, reinforced by No. 214 Squadron, 
should patrol in the area shown on the map attached. 3 The objects of this 
patrol were to provide a protection screen of V.H.F. jammers between the 

1 O.R.B. No. 199 Squadron, May-June 1944. 
i Air Signals Report, on Operation "Neptune,".paras. 59-£2. 8 Diagram 13. 
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assault nrea and the direction from which enemy .fighters could be moved into 
that area, and also to create the impression that the patrol was acting as 
top cover for " Glimmer.'' 

No. 101 Squadron, each ai.f'craft of which was fitted with three A.B.C. trans
mitters for spot frequency jamming in the 38-42 megacycles per second band, 
carried an extra crew member specially trained to apply A.B.C. jamming. In 
aU other respects it was a normal Lancaster main force bomber squadron and 
tJ1e A.B.C. jam.ming operation was undertaken as an additional function. On 
tJ1e nigllt of 5/6 June, twenty~four aircraft of No. 101 Squadron1 and five of 
No. 214 Squadron operated, giving a. total of 82 jammer t ransmitters on the 
38-42 megacycles per second frequency band, each capable of radiating about 
SO watts per channel. These aircraft patrolled the A.B.C. area between Dieppe 
and the mouth of the SofT1:me for four and a half hours at heights between 
24,000 and 27.,000 feet. 

I 

R.C.M. against Ene'llly Radio Aids to Navigation 
The task of conducting radio counter-measures against enemy radio aids~to

navigation, including, in particular, blind bombing aids, was allotted to No. 80 
Wing.2 It was intended that this wing should operate from stati'on.s in the 
United Kingdom just prio.r to and during the landings. and that it should detach 
R.C.M. echelons to operate in the bridgebead and in Europe during the sub
se.queo_t advance. This mobile sub-formation of the. wing was termed No. 80 
Wing (Main)_a 

In view of the rnai-Jced air superiority of the Allied air forces over the Genn(ln 
Air Force, it was anticipated that the enemy would take full advantage of bad 
visibility cover for air attack uporr the bridgehead and that he wotild depend 
upon radio aids to navigation, and especially upon blind bombing aids, for this 
purpose. 1ne following aids were those concerned:-

Benito. 
Knickebe£-n. 
Mobile Track Guides. 
M.F. Beacons. 
Sonne Elektra. 
M.F. and H.F. D.F. Fixers. 
Fighter Benito. 
Fighter Born.her Control. 

Mobile R.C.M. units were formed to counter all these aids and their function is 
described in more detaiJ below. 

The higb power of many of these aids made it either difficult or impossible 
to jam them' by means of transmitters based in lbe Unite.cl Kingdom. rt was 
therefore necessary to have jammers established on the bridgehead at the 
earliest opportunity.4 On tne other hand, the shipping capacity of the first 
convoys was severely limi ted and a very large munber of enemy aids had to be 
covered. It w~ important to concentrn.te OT\ only the most important aids 
and these were decided to pe the enemy's blind bombing aids-Benito and 

I O . .R.B,s Squadrons Nos. 101 and 2l4 for June 1944. 
1 H.Q. 80 Wfog Appreciation, 25 'February 1944, aod Operation Order, in Appe.odices 

" R " and " S •• of No. 80 Wiog Report. 
to Part 2, Chapter 16, of this ,volume. 
• H.Q. 80 Wing Appreciation., 25 February 1944, and Operation Order, para. 8. 
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Knickebein in particular.1 There were fewer Benito track beam t:Fansmitte(s 
than range transmitters and the former were more easily jammed. It was 
consequently decided to jam only the track beams in the first instance, extend
ing the R.C.M. operations as quickly as the build-up of units on ·the bridgehead 
would permit. In this connection the plan2 provided for mobile units to move 
to the Continent in three echelons as follows:-

(a) First Phase. The first echelon to laud on D + 7 to provide limited 
RC.M. cover of the bridgehead against accurate enemy blind bomb
ing aids. This echelon to be attached to No. 83 Groop for adminis
tration. It became operational near Bayeux on 19 June 1944. 

(b) Second Phase. The second echelon to land, when port facilities were 
available, to prnvide R.C.M. cover fcir the port. In this phase the 
first and second echelons to be attached to No. 85 Group for 
administration. 

{c) Third Phase. The thitd echelon to land at a Later stage of the opera
tions when it became necessary to provide RC.M. (meaconing} 
against enemy navigational aids. The units to be attached to No. 85 
Group for administration. 

As soon as Advanced Headquarters, No. 80 Wing, was established on the 
Continent, tiaison communications with. Headquarters, No. 83 Group, were 
installed.3 By this means1 plots of enemy aircraft movement were obtained 
from Headquarters, No. 83 Group, for purposes of co-ordination of sucli move
ments with beam activity. It was found that No. 80 Wing jammers on the 
Continent rarely interfered with other operational radio activities, an ample 
testimony to the effectiveness of the preliminary work done by the Mutual 
Interference Sub-committee of the Combined Signals Board and by the con
tributors of the Interference :Advisory Staff and the Combined Counter-measure 
Advisory Staff at Stanmore. 

It was necessary to combine the use of the R. C.M. Watch Organisation based 
in the United Kingdom with that of the limited facilities at the bridgehead. 
Consequently operational control of the No. 80 Wing detachment remained with 
No. 80 Wing with a proviso that the Air Force Commander on the Continent 
could exercise overriding control in the event of R.C.M. operations interfodng 
with his communications. This' arrangement also facilitated the integration of 
tactical R.C.M. requirements in connection with the landings with R.C.M. 
gperations in support of strategic bombing which at this time, although it 
temporarily changed its direction somewhat, nev.erlheless continued to conform 
with the long-ferm strategic plan. 

R.C.~. Stations Operating from the United Kingdom4' 
C~gar was installed at Brighton to jam enemy :fighter R/T on the frequency 

band 38 · 5 to 42 · 3 megacycles per second and was effective over a large part of 
Nerthem France. In ' view of its high power (fifty. kilowatts) and the 
r isk of interfer.ence with tadio services in England, this transmitter had not been 
used before. Eighteen ground Mandrel stations were installed at V~mtnor to 
jam enemy early-warning ·Freya stations jn the bridgehead area in the frequency 

1 H.Q. SO Wing Appre~iatio_n, 25 February 1944, and Operation Order, paras. l2J 22a. 
24, 25. 

i Ibid., para. 3. a Air Signals Report on Operation "Ne.ptune," para. SO. 
' Ibid., para. 75. · . 
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band 70 to 220 megacycles per second. As the di.stance of these transmitters 
from the enemy coast was excessive, their effectiveness was problematical. 
The equipment was considered likely to be more nuisance to Allied radio than 
to that of the enemy and so was not used for the assault. 

Numerous Aspirin stations on the south coast of England were used effectively 
against Knickebein beams intended as blind-bombing aids. Similarly No. 80 
Wing operated Benjamin successfully against the enemy Benito blind-bombing 
system which he attempted to employ in a ir attack.c; on south coast harbours. 
Although Cigarette and Special Cigarette stations on the south coast stood by 
throughout fot operation against enemy fighter R/T control, the need for thei-r 
use did not arise . 
. Royal Air Force Meacon stations were continuously active agait>st enemy 
M.F. beacons and the S<nme Elektra system, whjch all enemy muJti-seater 
aircraft used, and against the enemy H.F. D.F. service. Enemy aircraft which 
n1ight have attacked the ports of embarkation or toncentration areas were thus 
deprived of navigational assistance while operating within the Meacon zone. 

Effect oo the Enemy 
The various components of the R.C.M. were closely inter-dependent, and the 

results can best be summarised by giving an indication of the enemy reaction 
to the plan as a whole. 1 The first and most important fac t is that the Germans 
did mistake the Glimmer convoy simulation for a genuine threat and, fortbei
more, they believed that the A.B.C. patrol was cover for operations in the 
Somme area. Consequently the enemy took action with searchligh't and guns 
aga\nst the imaginary convoy. In the filter room atStanmore, it could be seen 
that tl1e greater part of the German night-fighter force was sent into the A.'13.C. 
area. obviously under the impression that here was the main bomber stream of 
~major attack. On arrival in the area, the night-fighters found that they were 
subjected to serious jamming on their R/T communications channel. They 
returned towards their control points a.nd appear to have received instructions 
to continue. hunting in the supposed main bomber stteam. Sporadic fighter 
activity continued jn the A.B.C. area between 0105 hours and 0355 hours. Nos. 
101 and 214 Squadrons had between them a total of seven combats as well as 
a nwnber of visual contacts on enemy fighters, and claimed one night fighter as 
destroyed and two damaged. 2 One aircraft of No. J 01 Squadron was shot dowo 
into the sea but all of the crew were subsequently rescued. 

The enemy also sent a. number of £-boats against Glimmer, which from all 
points of view was a successful spoof operation . No. 218 Squadron completed 
Glimrner exactly to sched\1le with oo casualties. The Taxable convoy simulation, 
although it was accurately flown, dre .. ., only slight attention from the enemy. 
Shortly before the main ' ' Overlord " operation commenced , enemy eoastaJ 
radar activity was checked and found to be less than usual, due no doubt to 
the extent of damage recent.ly inflicted by Allied air attacks. The Mandrel 
screen flown by Nos. 199 and 803 Squadrons undoubtedly jammed effectively 
those stations which remained active. 

The '' Titanic" operatwns also went exactly to schedule and drew -some 
reaction from the enemy. Two Stirling aircraft were Jost on "Titantic IIl." 

1 Atr Signals Report on Operation '' Neptune," paras. 43-70. 
1 0 .R.B.s for Nos. 101 acd 21 4 Squadrons, Juoe 1944. 

239 



fhe simulation was watched by radar in England and was seen to give an e..'Ccel.:. 
lent picture of a large force of low-flying aircraft. There is now ample evidence 
that these operations delayed the reactions of the enemy ground forces to the 
real airborne operations. When the war was over the head of the Gennan 
Signals Corps maintained, on interrogation, that although his radio installations 
suffered considerable damage !rom bombardment prior to D-day, there were 
still sufficient left to maintain a service.1 Similarly the Chief of the Luftwaffe 
lntelligence claimed to have foretold the approximate-place of the AUied land
ings. 'but that his advice was ignored by the High Command.2 It is easy to 
claim not to have been deceived after the event. The fact remains that tactical 
surprise was achieved in a very great measure by the main force, and this 
despite the magnitude of t}le operation and the vast electronic 9rganisatiou at 
the disposal of the Germans for gaining information of the assault. 

1 Air Ministry Weekly lntelJigence Summary (A.M.W.l.S.) No. 308, page 49. 
~ /{)id., No. 325, page 7. 
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CHAPTER 19· 

RADIO COUNTER-MEASURES IN SUPPORT OF THE 
'ALLIED LANDING IN THE SOUTH OF FRANCE 

(OPERATION ANVIL/DRAGOON) 

The Allied Chiefs of Staff decided at the conference called Quadrant in 
September 1943 to plan an assault on Southern rrance to coincide approxi
mately with the main landing operation in Normandy. 1 It was calculated that 
the former would assist tlie latter in several ways. It would contain a con
siderable portion of Axis forces in France and Italy in the South of f'rance aud 
so lessen resistance to " Overlord " and it would put a considerable Allied force 
on a flank of the German lines of communication and would open alternative 
ports and routes by which to reinforce the Allied northern forces. Finally, 
it would stiffen the operations of the French Maquis against the enemy. 

On 12 June 1944 it was decided that final plans for operation "Anvil " 2 should 
be produced and that t he operation would consist of an amphibious assault 
mounted from North Africa, Corsica, Sicily and Italy against Southern France, 
east of .Toulon, with the object of seizing a suitable port as a base and sub
sequently advancing towards Lyon and Vichy, or westward to the Atlantic 
coast, as determined by developments. The ultimate object was to join the 
Allied forces operating in Northern France. 

The army forces to take part in operation "Anvil" were planned to be one 
U.S. corps, two French corps and an airborne force consisting of British, U.S. 
and French airborne formations. 3 The main assault was to be launched at 

. H-hour on D-day by three U.S. divisions between Cap Cavalaire and Agay, 
the left flank to be secured by a landing of French commandos near Cap Negre. 

· A~ airborne force was to be dropped in the Argens valley between Le Muy and 
Camoules, and later a French parachute regiment might be dropped in localities 
held by the Maquis from about D +s to D +10. On the night of D -1, a 
Special Service force was to be landed immediately after dark on the islands of 
Port Cros and Levant with the object of neutralising the enemy defences on 
these islands in order that shipping might enter the Bay of Cavalaire. The 
forces for the operation were to be placed under the command of Major-General 
A. M. Patch, Commanding General of the VII U.S. Army. 

·, 

The naval forces planned to take part in the operation were a composite task 
force comprising 4 battleships, 2 heavy cruisers, 14 light cruisers, 11 aircraft 
carriers; 105 destroyers and numerous supporting craft, cargo ships and assault 
craft.4 Their tasks were to establish the army forces ashore on the beaches 
selected, to make diversionary movements outside the assault area, to land 
commandos and Special Service forces at selected landing points and to provide 

· carrier-based aircraft to augment the scale of fighter cover over the beaches 
and shipping lying offshore and to observe for naval gunfire. The Naval 

l A.H.B./II Jl/90/29A, Encls. 31B and 16A, para. 2. 
2 A.H.B./IIJ1/90/34 (Signals Report on Operation " Dragoon"), para. 2. 
3 Ibid., para. 3. 4 Ibid., para. 4. 
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Co:nmander for the operation was to be Vice-Admiral H. K. Hewitt, U.S. Navy, 
Commander 8th U.S. Fleet, and during the period of the operation he was to use 
the title "Naval Commander Western Task Force''. 

The air forces available comprised the Mediterranean Allied Tactical Air 
Forces (M.A.T.A.F.) and the Mediterranean Allied Strategical Air Forces 
(M.A.S..A.F.) 1 M.A.T.A.F. included American, French and British formations 
and squadrons containing day and night fighters and fighter-bombers, medium 
and light bombers, tactical recormaissance aircraft and troop carriers. The 
strategical forces consisted of American and Royal Air Force heavy day and 
i1ight bombers, medium night bombers and long-range escort fighter aircraft. 
ln addjtio11, certain day and night fighters, anti-submarine, shipping recon
naissance and strike squadrons and air/sea rescue aircraft and launches under the 
Air Officer Commanding, M.A.C.A.F., were to be employed in support of the 
operation, while certain tactical air forces were to be operating solely in support 
of the Italian campaign, and two United States photographic reconnaissance 
squadrons were to meet requests tor ph~tographic reconnaissance from Com
.manding Generals of the XII T.A.C. and M.A.S.A.F. 

Air Force Tasks2 

The task of the air forces was broadly sub-divided a.s follows :

(a) to neutralise the enemy air forces, 
(b) to provide air prot~ction to the assault ~onvoys, the assault and to 

subsequent operations, 
(c) to prevent or effectively retard movement of enemy forces into the 

assault area, 
(d) to assist the assault and supsequent operations of the ground forces 

by air action, . 
(e) to transport and drop airborne troops engaged in the operation, and 
(f) to support operations by the Maquis by air action and air supply. 

These tasks were in addition to the nonnal air commitments of the air forces 
in M.A.A.F., such as long range strategic bombing, support of the battle in 
Italy, and operations over the Balkans. Also, air forces were to be allocated 
certain tasks in support of tbe cover plan and diversionary operations. 

Radio Counter-Measures Plan for Operation " Anvil "/" Dragoon ,. 
The R.C.M. planning staff was, of course, an integral part of the signals 

planning staff, generally, for " Anvil "/"Dragoon." It was fortunate to have 
at its head an experienced R.C.M. officer from No. 80 Wing in the United 
Kingdom and who had planned the radio counter-measures for operation 
"Husky." 3 This staff moved from La Marsa to Algiers on 4 December 1943, 
and on 8 July 1'944 to Caserta (Italy)4 in order to be alongside Allied Forces 
Headquarters, Commander-in-Chief Mediterranean, Commander United States 
Naval Forces North-West African Waters;. and Headquarters VII Army, 

1 Combined Operations H.Q. BuUetin Y.42, Operation " Dragoon,'' page 2. 
2 See II J 1/90/34, para. 6. 3 See Part 3, Chapter 17, of this volume. 
4 A.H.B./!I Jl /90/34, para, 12 refers. 
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and to remain with them during their moves. The planning staff was 
thus remote from the executive staff, a disadvantage which was outweighed 
by the advantages of proximity to certain other headquarters and which was 
largely overcome by frequent liaison visits to the executive staffs. 

Plans were sufficiently n.dvanced by Fobntary 19441 for them to be referred 
for more detailed eJ<am\nation to the lower formations. By the end of March. 
plans were advanced enough for decentralisat ion to Jower formations and for 
co-ordination to be effected wi~h other Services as far as was possible in the 
absence of fum advice on the air plan and Ule probable date of D-day. In 
the first week of July it was decided that the operation would take place 
about the middle of August.2 Obviously a more precise date would, for 
the time being, have to await events in Northern France. The benefit of 
having completed an outline plan and preliminary co-ordination so early 
before the event was, however, not to be enjoyed by the R.C.M. Staff. Receipt 
oi. preliminary r eposts on the Jarge-scale R.C.M. operations in Operation 
"Neptune •· made it eyideot that developments in R.C.M. technique and pro
duction of R.C.M. equipment had taken place which were not known in t he 
MecliterTanean theatre.a It was, ttierefore, decided that U1e Senior Signals 
Planner should visit the United Kingdom as soon as possible after the launching 
of Operati,on " Overlord " to find out bow R.C.M. bad beeo employed in that 
operation and to what ex.tent similar employment in operation "Dragoon " 
was poss1ble. Unlortwiately, t he visjt could not take place until 28 June 
1944, which left very little time for the production of detailed R.C.M. plans and 
the procurement of equipment to implemenl them or training required to carry 
them out. lt was evident that assistance would be required from experienced 
personnel in the United Kingdom and that all delays entailed in submitting 
R.C.M. plans to various staff sections for approval should be cut down to a 
minimum. It was accordingly decided to set up an inter-Service R.C.M. Planning 
Hoard with Air Staff representation to produce detailed plans. Some assist
ance was forthcoming frorn the Unit eQ Kingdom; experienced R.C.M. personnel" 
were sen t out arriving at Headquarters, Mediterranean Allied Air Forces, on 
20 Ju~ 1944. Ultimately their assistance proved invaluable, and without 1t 
practicalJy no effect~ve radio counter-measures could have been carried out in the 
time then available. 

The counter-measures against t1le enemy early warning radar and fightei: 
control organisation i.n Northern ItaJy and Southern France were to qe effected 
in t hree main phases, the scheme being similar in broad outline to that adopted 
during the invasion of Northern Fran.ce.6 Th.ese phases were:-

Phase "A" 

Phase "B" 

Phase ' ' C .. 

Direct action against enerny radar inst"Q.Uations. 

Radio count!il'-rneasures in support of diversionary 
operations, and ' 

Radio counter-measures against enemy radar and radio 
for the protection of Allied convoys, airborne forces 
and assault craft. 

1 A.H .B.n t Jl /90/34, para: 13 ~ Tlnd,. pa.ra. 14, 2 1/lid., paras. ~9 and 40. 
4 These representatives Croro the Uaited Kingdom were Ot. Cockburn from the 

Te1ecommunic.a-tions Research Establisbment, Major Tait fro01 Headquarters. Allied 
E;.-pcditionary Air Force, and Squadron ~ader Ricketts of Air Ministry, D.U.1.4. 

6 Tb.e Radio Co\,loter·Measures Plan !or Operation " Anvjl "/"Dragoon " is given io full 
i1t Appendix No. 17. Di~m 14 te!ers. 
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Direct Air Action against Enemy Coastal Radar1 

Co-ordination of this programme among the interested Services proved to be 
very difficult, since the interests of the Navy, the Anny, the Air Forces and 
"A" Force (responsible for the cover plan) were conflicting at a ll stages, The 
cover plan called for maximum effort in the Gulf of Genoa area right up to 
'D-day, and clispersal of attacks in any other area along the whole length of the 
coastline from the Spanish: border to the eastern limit of our front in Italy ; 
the effort of the air forces was limited With maximum demands on it immediately 
preceding D-day and therefore called for concentrated attacks on targets vital 
to the assault with no dispersal of effort; the Navy called for maximum air 
effort against coastal defence batteries; the Army were interested primarily 
in surprise and, therefore, called for~ maximum support to the eover plan b~t 
also effective action against coastal defences. It was finally decided that no 
attacks on coastal batteries or radar stations would take place before D -5 
and that, even then, the attacks would be dispersed along the whole coastline. 

Diversionary Operations and R.C.M.2 

In furtheran1.e of the cover plan, which was aimed at leading the enemy to 
believe Genoa was the threatened area, a small diversionary operation was 
planned on the right flank of the main assault forces. The force was to 'consist 
of two gunboats and several personnel tenders and motor launches to be routed 
within enemy radar range· towards the Gulf of Genoa, then to swing at the 
last moment westward to bombard the Nice/Cap D'Antibes area. No air forces 
were to be jnvolved in this' diversion and the R.C.M. was to consist mainly of 
shipborne jammers covering coast watchers and coastal gunnery radar 
frequencies. 

The main diversionary operation was planned to simulate a large-scale attack 
on the left fiank of the actual assault forces timed to go in a few hours before 
H-hour, simulate a withdrawal to the main assault anchorage and repeat 
the operation the next night and again a few days later. The naval force 
involved consisted of a destroyer and a small number of personnel tenders and 
motor launches. Detailed planning of the R.C.M. to support this operation 
involved close liaison with the naval personnel involved. This was made diffi,cult 
by tb.e air signals planning being carried out at Caserta and the naval planning 
in Naples. Ultimately, a11 agreed course and disposition of the diversionary 
forces was settled after considerable discussion and was a compromise between 
Air and Naval requirements. 

The R.C.M. in support o{ the di.version consisted of shipborne jammers to 
cover coastwatchers and coastal gtmnery radar frequencies. In addition, the 
ships towed reflector balloons to confuse coastal radar, and were fitted with 
A.S.V. Moonshine to deceive enemy airborne A.S.V. reconnaissance by giving 
a response compatible with a lllUch larger fore~. The fitting of the A.S.V. 
Moonshine was to be carried out by a special team of T.R.E. scientists. To 
complete the simulation of a large convoy, Window dropping by aircraft orbiting 
over the diversionary force and keeping station on it was planned in a manner 
similar to that employed in operation "Overlord". This was .to be carried 
eut by A.S.V. Mark III Wellington aircraft of N"o. ·36 Squadron making paralle. 
orbits six miles by two miles, dropping specially packaged Window from a 

1 lJ Jl/90/34. Signals Report on Operation" Dragoon," para. '41. 
2 Ibid., paras. 41-45. 
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l1eight of 3,000 feet. The orbit was to move for ward one and th ree-quarters 
miles each. time giving an apparent rate of advance of l2 knots to an illusory 
convoy JO m iles wide by 6 miles deep. The convoy sim.ulatio.n was to last a 

·tota l of seven hours, being limited by navigational problems and shortage of 
available Window. 

To simulate an airborne operation in support o{ this diversion and a lso to 
provide a diversion for the actual airborne operation, simulation of a large 
troop carrier force was to be carried out en the night of D/D. - 1 in the inland 
area north-east of the Baie de 1La Ciotat. This was to be undertaken by five 
C-47 aircraft using Window to simulate a fo rce of some 200 aircraft and dropping 
dummy paratroops and rifle fire simulators over the dropping zone. 

Methods of Attack on Enemy Radarl. 
Some of the main dJfficulties in attacking targets as small as early-warning 

radar 'stations have already been discussed in connection with Operation 
''Neptune". The Operational Research Station of Allied Expeditionary Air 
Forces had made a detailed study of this problem of air attack upon German 
early-warning radar in Northern France, and this information was placed at 
the disposal of the air and RC.M planning staffs in the Mediterranean 
(.heatre.2 For example. i t had been found that 670 single bomb attacks would be 
required to ensure a 75 per cent. hit on a Hoarding type of enemy radar station .3 

Thus the air effort required to disable the extensive early-warning screen along 
the coast between the Spanish and Italian borders can well be appreciated. 
Airborne jamming would be far more economical in so far as it could be employed 
effectively. Since, however, it was essen tial to ensure that no part of the radac 
chain should be able to give sufficient information of the approaching landing 
forces to endanger success, reliance could only be placed on a combination of 
direct air attack, jamming, and spoof. 

Clearly, economy and efficiency could only be achieved in dealing with such 
minute targets by the closest l iaison between the air and R.C.M. staffs on the 
one hand and Intelligence on the other. The following Intelligence facilities4 

were therefore placed at the disposal of Headquarters, M.A_A.F., and collated 
there for this purpose :-

(a) Information from "noise-watchers" and investigational flights. 
(b) Combat films from striki,ng aircraft. 
(c) P.R.U. photographs of equipment before attack. 
(d) Pilots' reports. 
(e) Relevant intelligence from other sources. 
(/) I nfonnation as to t he exact time of proposed attacks. 
(g) Notifieation of <:hange of plans as to time and point of air attacks. 

Method of Simulating a Dil'ersionary .Amphibious Force by W.indow·laying 
Aircraft 

The diversionary feint attacks planned for" Anvil(Dragoon " s lent themselves 
admirably to the employment o f Window in a manner similar to that adopt ed 
for operations " Gforuner " and ''Taxable." The problem of navigating the 

>See Part 3, Chapter 18, o( l his volume. 
1 A..B.B./II J 1/90/34. para. 4 t refers. 
3 Ibid, , Appendix " E " R.C.l\1. Instruction fo.r Operatioo ·• Anvil," Annexure "A," 
• Ibid. ~ See Part 3, Cbapte~ 18, of this volume. 
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Window aircraft was, however, different from ·: Taxable" and ••Glimmer " in 
that the Allied Italian G~e cha.in did not provide cover over the operational area, 
nor was G-H available. It was anticipated that the required degree of accuracy 
could be achieved by use of AN/APS-15, H2S or A.S.V. , Mark IIL Whereas 
in Operation" Neptune" Window aircraft used Gee lattice pinpoints for marking 
the area covered by the convoy, in operation "Anvil/Dragoon" the ships com
prising the feint convoy force were used as reference points for nav1gation. This 
method ha,d much to recommend it, as the Window laying itself had to be done 
in relation to those same vessels, so that automatic provision was made for any 
unpredicted diversion oJ the convoy from planned course and speed . It followed 
that the limits, and in particular, the front of the feint convoy bad to coincide 
w.ith those of the real convoy, frontal flank mar:ker ships being used as reference 
points. 

Window Force R.equitedl 
It was calculated that thre.e aircraft equipped with centimetre radar and 

.P,P.I. presentation could lay sufficient Window to simulate a convoy with a 
frontage of ten miJes and a depth of six miles, representing several hundred 
ships, for a period of four hours. As the simulations could only be maintained 
during the hour~ of darkness, a maxim.um of six aircraft would be required for 
each ruversion. As Nos. 36 and 458 Squadrons were experienced -in night-flying 
(i.R. operations, were equipped with A.S.V ., and were not required for a more 
1mportant role, it was decided to draw this Window force from them. In the 
event, the task fell upon No. 36 Squadron. 

Naval C<ropet3tioo~ 

Window alone would have ,been inadequate as a radio cou!lter-measure for 
this feint. The diversionary convoy consisted of some 20 to 25 small vessels 
accompanied by a destroyer. These vessels were carrying equipment designed 
to jam enemy radar, in much the same fashion as the real convoy, and yet to 
leave a sufficient part of the enemy radar screen immune in order to afford it 
j ust enough view of t he Window feint to be deceived by it In addition , certain 
of the vessels were equipped with Moonshine R.C.M. equipment to present the 
appearance of a large convoy to enemy aircraft equipped with A.S, V. should 
they be used to reconnoitre the sea areas of operation. The general aim was to 
simulate a convoy of 400 to 600 ships. 

Technique of Window~Jayiog 

It had been found th.at bundles of Window were only successful for simulating 
shipping during the first 6 t o 10 minutes of their fall, after which each, bundJe 
became too dispersed to afford further deception, although still effective as a 
jamming <lcvice.3 Ea'Ch bundle had therefore not to be visible to enemy radar 
for a longer period than 6 to IO rnin\ltes, and to achieve this, a dropping height 
limitation of 3,000 feet was jmposed. ln order to preserve the appearance of a 
convoy the Window screen had continually to be renewed before each bundle 
had dropped below the enemy radar screen. To accomplish this, each dro9ping 
aircraft had to complete each orbit in seven minutes. It was decided to employ 

1 A.H .B.JII] 1/90/34, Appendix "E. •· Aone.xu~e" C. "' paras. 6, 81 9. 
i H.Q. M.A.A.F . C.M,F.-0 .R.S. Repor t N<>. N.20 (Appendix" G ")to A.H.E.JII ] I/90/34_ 
'A.H .B./U J!/90/34 O.R.S. Report on Convoy Simulation of "Window" (Appendix 

11 Gu). 
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three elongated orbits along the direction of the convoy, with the six tracks 
spaced at two mile intervals. These spadngs and the dropping rate of 15 
bundles per minute were calculated on the basis of enemy beam widths and 
pulse lengths to make the whole orbit pattern merge into one solid mass when 
viewed by enemy radar. At closer range it was anticipated that the separate 
ocbits might be resolved, but this risk was accepted for the sake of giving a life
like appearance of a convoy made up of six lanes of ships. This arrangement,1 

then, would produce a simulated convoy with a frontage of ten miles, and a 
length determined by the seven minute orbit time and the speed of the aircraft 
employed. Since the Wellingtons Aew with an indicated air speed of 130 knots. 
this represented a convoy approximately seven miles long. 

When a ship approached a shore.based radar station from Jong range. the 
echo and the rate of growth of the echo were, at first, both very smaU, but as it 
passed into " radio optical ., range, the echo size and rate ·of growth increased 
rapidly until very large l'esponses were achieved at close range.i The behaviour 
o! aircrait responses differed markedly from this as, for normal flying heights, 
they were larger at long range, had a much more uniform rate of increase and did 
not achieve such hlgh values at close range. It was, tberefore, necessary to 
employ Window bundles of graded s izes to be used at different ranges from the 
enemy coast in order to simulate reality in this respect. The bundles and ranges 
at which they were to be used were worked out by T.R.E- taking into account 
the probabllity of anomalous propagation conditions, and suitably bundled 
materials were supplied by Air Ministry for the operation. Very small bundles 
were to be used at long ra.nge from the coast gradually increasing as the range 
diminished, maintaining the same dropping rate throughout. The effect was to 
simulate a smooth growth of the ''convoy'' response from zero to its maximum 
value without showing any serious discontinuities. 

Differences between SimuJarioo in " Dragoon ,, and u Overlord " 
In the particulars mentioned so far, the operation was following closely along 

the lines of two similar diversionary operations employed in the landings in the 
north of France, but partly because of the different conditions and partly due to 
the fact the T.R.E. considered that the accuracy attempted in "Overlord" was 
unnecessarily high, a number of changes were introduced. In " Overlord,'1 a 
much longer convoy was simulated and it was considered necessary to vary the 
type of bundle employed between the back and front of each orbit according to 
the distance of the aircraCt from the enemy coast. In " Dragoon." because of 
the shorter " convoy " and because of the relaxation in accuracy requirements, 
this variation was omitted and, as the" convoy" moved forward. only a general 
penodical increase in bundle size, appropriate to the mean distance from t11e 
wast, was etnployed. The difference in method of navigation has already been 
mentioned. The fact that this simulation called for a turn through about 80 
degrees in approaching the enemy coast, was another strong point in view of the 
AS.V. method employed in this instance. 

Trainiog3 
It was hoped that the squadron would be able to train for this operation over a 

period of two weeks, and experience has shown that this would have been most 
desirable but, owing to difficulties in withdrawing the squadron from other 

1 See A.H .B./11 jl/90/34, Appendix "0," para.. 7. 
3 Jbid., paras. 16-2l. 
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urgent commitments, only four or five days training were possible.- A Type 14 
ground radar (3,000 megacycles per second) set was moved to a suitable site 
on the coast near Reghaia {near Algiers), the base for No. 36 Squadron, and 
arrangem~nts were made with the Royal Navy to place three vessels at the 
disposal of the squadron as practice marker vessels. These were a t rawler and 
two motor launches, which were instructed to patrol along east and west 
courses four m iles apar t within the coverage of the Type 14 for aircraft at 3,000 
feet du:ring the practice periods. (The range on small ships from this site was 
insufficient to permit continuous observat ion of the marker vessels.) Pract ices 
were begun by day and later continued by night, and {t was possible to allow 
each cr ew a t least one night sortie of two hours to practice orbiting and station 
keeping, in addition to day practices. 

Pract ice Window was dropped at a rate of 15 bundJes per minute during one
half to two-thirds of each run and it was thus possible to observe tbe orbit 
shapes and general quality of station keeping on the P .P . I. of th.e Type 14station. 
The combination of P .P. I. presentation with the high resolving power of the 
Type 14 prevented th.is equipment being useful in studying the effectiveness • .of 
the Window laying as a decepti:ve measure. This problem had been thoroughly 
studied with the aid of captured a nd simulated enemy radar in U .K. in pre
paration for "Overlord," and it was considered that the recommendations on 
dropping rates, sizes of bundle and spacing of orbits could be accepted without 
further experiments. It was poss:ible ·in this way t:o form some opinion 
of the relative merits of the crews and to study the problems of handmg over 
to a second detail while still maintaining the orbits. Not only did No. 36 
Squadron gain valuable practice from these exercises, but important lessons 
were learnt. It was found tbat the A.S.V. response from the motor launches 
and other smaU vessels was insufficient, even in a calm sea, and would therefore 
be unsatisfactory for use with a rough sea. I t was accordingly decided to fit 
corner reflectors lo the three marker ships and a Lucero beacon to the centr~ 
marker ship. Owing to the shortness of time, however, it was unfortunately 
not possible to incorporate either of these aids to navigation. This convoy
simulation problem has been writt en somewhat fully here because of the 
relative novelty and importance of the technique. 

The Employment of MoonsbineL 
Three differe11t Moonshine sets were employed, differing mainly in frequency 

cover, thus :-

(a) 540 to 590 megacycles per second-designated ''H.F." 
· (b) 89 to 95 megacycles per second-designated "M.F." 

(c) 75 to 85 megacycles per second- desjgnated 11 L. F.'' 

Only in the H .F. band had tnls equipment ever been used before successfully, 
so that an atmosphere of experiment surrounded the operation of the others. 
Six motor launches were involved in the fitting progranune. It was found 
that the wardroom was the only place capable of accommodating the sets· and 
fot this purpose a large table was bttilt and fitted along the entire length of the 
wardroom, together with a shelf above it. Each shiJ? installation com prised 
two H.F. sets and one M.F. or L.F. set and , because of the shortness of time 
available, was a very improvised arrangement. 

J .A .H .B./Il Jl/90/34, Appendix:" F." Report on Fitting and Operation oi" Moonshine." 
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Prior to unpacking for titting, the. equipment had suffered some 400 miles 
of road travel. six weeks in storage, and 2,000 miles of air travel with consequent 
loadings and unload.ings, packing and unpacking. Hence it was not surprising 
that few of the sets worked on first being tested, but all original faults were 
cleared just in time for the convoy operation. 

Plan for Airborne Divers ion1 

1t has been mentioned that an airborne diversion, so arr.anged as to simulate 
five waves of troop carriers, was to be a part of the cover plan, with the aim of 
diverting enemy forces away from the main All ied assau1ting force. Five 
Dakota aircraft, each simulating a serial of troop carriers by means of con
tinuous dropping of Window, were to approach the Baie de I4a Ciotat area from 
tbe south from a point outside the enemy radar detection range. These aircraft 
were to proceed to a dummy drop zone (D.Z.) north-west of Toulon and to drop 
500 miniature parachute dummies. They were then to withdraw on a reciprocal 
bearing, continuing the use of Window until again outside enemy radar range. 
This qiversion was to simulate a force of approximately 200 aircraft flying in 
norml).l troop carrier formation of five serials each of 40 aircraft. 

The aircraft were provided by No. 216 Squadron and each was to carry 
1,200 Units of Window type N and 600 Units of type CHR-1 (Rope) and 
100 dummy parachutes.2 Galera was chosen as the loading airfi.eld. Aircraft 
were to be there by 0900 hours D -1 and upon completion of loading, were 
to proceed to Ajaccio by 1700 hours D -1, which airfield was to be the base of 
operation. Flying at 1,000 feet above sea- and ground-level and at an indicated 
air speed (I.A.S.) of 140 miles per nour on a four-legged course, the drop was 
to be made from 600 feet above the D.Z., both types of Window being dtsµersed 
continuously from a point 90 m.iles south of the io.tendeQ landfall on the inward 
journey until again reaching tb.e same point on the return. Type N was dropped 
at the rate of one unit every six seconds, and type CHR-1 at one unit per 
12 seconds. 

A~ociated Mandrel Jammioga 
In order that the diversion should be as realistic as possible, Mand.rel jamming 

was associated with the Window dropping. B.ut this januning had to be skilfu lly 
left incomplete; just sufficiently to enable the enemy cadar to get such a glimpse 
of the Window force as would suffice to confirm the belief that it was a genuine 
airborne force. The commencement of Mandrel jamming was arranged to be 
de'ferred until 10 miles south of the landfall on the inward flight to the dummy 
D.Z. and timed to cease at the same poinil on tbe .return flight. This arrangement 
was calculated to maintain the reality of the diversion during the period when 
the aircraft had to gain alti tude for crossing the coast, with the conseq uent 
change in appearance of the Window column. Headquarters. M.A.A.F., 
p.l,'ovided for every coastal radar on both sides of the diversion force to be 
neutralised by Mandrel jammers froin a separate source, in order that these 
radar stat~ons should not be permitted to "peep behind the screen", and 
thereby spoil the illusion. 

The five Dakota aircraft had to be diverted from transport duties for this 
diversionary operation4 and this was done on D -3 so as to 11ave time for special 

1 A..H.B./lI Jl/90/34, Appendix "H " and Annexu.re, H.Q. M.A.1'.A.F. Operational 
fnstruction No. 8. 

2 !bid. 3 Ibid., Appendix·• H. " Annexure, para. J2, ' 11.na .. Appendix " H." 
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overhaul and repair. The four-legged course, together with an ;1bsence of 
normal radio aids-to-navigation in the operational area set quite a stiff task for 
the Dakota navigators, especially as ae<;urate track- and time-keeping were 
necessary. As normal dead-reckoning and astro-navigational methods would not 
alone have been accurate enough for the purpose, it was arranged for the 
controller at A.M.E.S. Station No. 8001, by means of an SCR. 299 type station, 
to give course corrections out to SO miles and a ground speed check at this 
point. Thereafter navigation was to be continued by dead-reckoning, astro
navigation being 'impracticable on such short legs. The controller was to 
call any aircraft that deviated appreciably from its track on the first leg of the 
outward jouroey and to indicate the sign and extent of the deviatioJJ. 

Airborne Mandrel Jamming Screen1 

Airborne jamming by Mandrel as a supplement to the main air attack upon 
the enemy coastal radar network in support of the naval and troop carrier 
aircraft was to be flown continuously from 0030 until 0600 on D-day. It was 
to be maintained by forty type ZN/APT::-3 transmitters installed in eight air
craft of the No. 34 S.A.A,F. Squadron, M.A.S.A.F . The transmitters were to 
be tuned in accordance with the latest reconnaissance information as to what 
frequencies the enemy was operating. The aircraft were to fly on four different 
patrol lanes approximately 40 miles from the enemy shore and a.t altitudes 
from 9,000 to 11,000 feet. 

Air Action against Enemy Radar 
·In general, the R.C.M. operations went accurately to plan. Signals inteUigence 

of enemy radar was collected by ground watcher stat ions under the Command 
Signals Intelligence Officer and the Beaver station and Investigational Squadron 
under the control of the Chief Radar Officer. Information from these sources 
was co-ordinated and issued in the form of a monthly report, but it was deemed 
necessary for the day-to-day intelligence required during progress of attacks 
on radar stations to set up a small group in Corsica at Headquarters No. 63 
Fighter Wing to control all the investigational work and analyse the results. 
This group was in touch with M.A.T.A.F. who were mainJy responsible for t he 
attacks on enemy radar. The higb accuracy D.F. Ping-Pong equipment 
ordered from the United Kingdom to implement intelligence information did not 
become operational until D -1 day. 

Because of cover plan requirements, attacks could not start before D -5 
and, in fact, occasioned by bad weather conditions on D -51 they diQ. not start 
until D -4. Attacks were carried out by fighter and fighter-bomber aircraft 
under M.A.T.A.F., and escort fighters of the United States XV Air Force. 
Of a total of twenty-two sites attacked nine were probably unserviceable on 
D-day. This does not appear to be a very satisfactory result but it must be 
ren1embei:ed that the sites to be attacked were spread out from the Spanish 
border to Italy and further that, in the actual assault area between Toulon 
and Nice, it was claimed only one Wurzburg and one Seetakt remained undamaged 
on D-day. Results were nevertheless disappointing because of.several factors, 
the " chief . of which were lack of oblique photographic cover,- lack of train
ing in radar recognition on the part of the pilots and, of course, the shortness 

1 A.l-l.B./11 J 1/90/34, Apperidix '' J ." Re.port of Fitting and Operation ol ,Airborne 
"Mandrel." 
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of the period in which attacks were permitted. It was hoped that prisoner
of-war interrogation would yield information on the efficiency of the direct 
action programme, but because of the huge numbers of prisoners captured it 
was found impossible to conduct interrogations and practically no information 
from this source was obtained. 

Efficacy of Moonshine Diversioos1 . 

One of the allotted ships did not participate because of engine trouble. 
On both days (14 and 16 August) a large number of signals, characteristic of 
enemy airborne radar, were received and enemy aircraft were observed flying 
close to the ships, coincident with strong signals being received on the 
Moonshine receivers. 

In the ten H.F. sets only one fault developed. This was in the transmitter of 
H.F. No. 9 which failed at 2200 hours on the first night. It was still unservice
able on the second night, but on test afterwards it worked again satisfactorily 
without the fault being found. 

The M.F. situation was not satisfactory. Several faults developed, the first 
set going unserviceable towards the close of the first operation at 0310 hours. 
Only one L.F. set took part in the first operation and two in the second. The 
only failure was one on the first night, which was soon rectified. In addition, 
two of the petrol-electric sets gave some trouble, but otherwise the equipment 
in general functioned well. 

Mandrel Operation2 

Except that one aircraft returned early with petrol trouble (quickly replaced 
by a spare aircraft), the operation went on without untoward incident. On 
31 July one of the No. 34 Squadron aircraft which had been allotted to this 
operation, was ferried to No. 4 Base Signals Unit at Maison Blanche for pro
totyping of the special Mandrel equipment. This was satisfactorily completed 
by 4 August, whereupon the aircraft was ferried back to its base. By 12 August, 
nine more aircraft had been ferried to the Base Signals Unit. All but one were 
so fitted and a party sent from No. 4 B.S.U. to the operational base, Celore, 
completed the final installation. The final tuning and checking was done at 
Celore. The aircraft were stacked on patrol lines in such a way as to rule out the 
possibility of collision. Three aircrews reported some evidence of transmitter 
failure during flight but, on check after landing, only one transmitter proved 
to be faulty, due to an unserviceable valve. 

Window (Convoy Simulation) Operations3 

In the event a shortage of Window made it necessary to curtail the dropping 
to 0400 hours, when the withdrawal was beginning. It was felt, however, that 
it would have been impossible to continue the deception beyond that point, as 
the convoy then did too large a change of course to make it possible to maintain 
a suitable pattern. Various alternative drop patterns were considered carefully 
for use during this critical phase, but no adequate solution was found. It was 
convenient to cover the seven-hour period in two details, the change-over 
occurring at 0100 hours on the turn. There was a seven-minute overlap of 

1 A.H .B./JlJ1 /90/'.!4, Appendix "F." Technical Report on " ::\1oonshine" Equipment, 
paras. 4--7. 

z Ibid., Appendix "]." Airborne '.\fandrel in Operation "Dragoon." 
3 ibid., Appendix " G," paras. 28-43. 
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Window-laying on the relief and the second detail orientated its orbits on 
the new beadng. This wa,s possible because the formation of shipping was 
rectangular (almost square) and the turn was about 90°. Navigation lights 
were used during the take-over period. 

Each detail consisted of four aircraft, three Window-laying and one reserve. 
The reserve was briefed to take any of the three roles and patrolled a few hundred 
feet above the centre pos~tion . A W /T code w.as arranged to call for the relief, 
and any aircraft requiring to be relieved was asked to attempt to complete 
another full orbit before leaving patrol. The s econd detail was instructed not 
to approach nea1·er than ten miles to the enemy coast, as height-measuring radar 
could expose the deception at very short range. Since the vessels were to 
proceed close in-shore, it was n ecessary for the aircraft at this stage to range 
themselves on the shore and maintain their stationary orbits in this way. They 
were each provided with large-scale maps of the coastline and allotted marker 
points for homing. This method proved to be very satisfactory. 

The fact that first rende:ivous was made with the shipping before· dark proved 
tt> be of considerable assistance. There were, in fact, no clearly de.fined marker 
vessels. Station-keeping had to be carried out on the rectangular shipping 
fonnation as a whole. The presence of a destroyer in the group was a great 
help, and each detail was briefed concerning the position in which it must expect 
to find the destroyer relative to the rest of the "convoy:' It will be seen 
from the above that the accuracy acrueved fell very far short of that achieved in 
" Overlord" and p:robal;>1y fell somewhat short of the standard which had been 
hoped for in this operation, It is r,evertheless fe lt that it was within the 
tolerances, and that any deficiencies. would probably be masked oy the jamming 
screen from tbe surfac·e vessels. 

Window /Mandrel (Airborne Diversion) -Operation 
Five aircraft took off from Ajaccio at five-minute iTttervals and made an 

accurate landfall in the centre of the Baie de la Ciotat. Average landfall dis
persion did not exceed fi:ve miles, which, after an over-water flight o·f 250 miles 
on dead reckoning, is considered to be excellent. Weather was good except for 
low stratus cloud off the coast. Actual wind was 90° off that predicted but 
was, however, fortunately very light. No opposition was encountered except 
for a single incident of red tracer fire from Ciotat observed by the last aircraft. 
The bombing of Toulon and Marseilles were observed by all aircraft, with fires 
seen at the latter and heavy flak bursts at Toulon . · 

Aircraft were over the drop zone from 0349 to 0419 hours. Dummies and 
fire simulators were dropped from 600 to 700 feet above land at a speed of 110-
120 miles per hour. The actual drop of durrunies tooJc an average of 30 seconds 
and the many flashes, coloured lights and small explosions observed by all 
aircraft after the first drop, indicated that simulators and dummies functioned 
properly. 

Window was laid during the entire 100-.roinute period betweeo the turning 
point and the drop zones wjthout intident. The six-man re-supply crew proved 
adequate for this without undue fatigue, even though packages were being 
opened and dropped every six seconds during the entire period. All aircraft 
returned safely to base. Crews afterwards testified to the usefulness of the aid 
to navigation given by A.M.E.S. No, 8002 both on the outward and the return 
flight. 
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As nearly perfect as was· tbe airborne diversion operation itsell, the real 
criterion was. of course. the protection it gave to the main airborne operation, r 
which went as follows. The first wave dropped exactly as planned at 0430 hours 
with the exception of some 450 troops who landed outside the dropping zone 
near Le Luc. The second wave, due to drop at ()430 hours, was cancelled 
because of the weather, but they went in .. as late as 1200 hours and were well 
concentrated in the dropping zone. By last light they were well established 
and working down to join the 36th Division. The main glider force went in at 
1810 hours wholly successfully. This highly sat\sfactory result, coupled with 
the fact that only one C.47 aircraft and three gliders became casualtie&_ before 
reachin,g the dropping zone, testifies to the efficacy of the diversionary airborne 
operation, as well as to tnat 9f the fighter escort. 

Although accurate assessment of the effectiveness of the R.C.M. programme 
is n~t possible, it appears from interception of enemy broadcasts ti1at the 
diversionary operation on the left Bank deceived the enemy and forced him to 
withhold from the main assault area a large proportion of mobile reserves to 
meet the imaginary threat aimed at the Toulon/Marseilles area. rt can also be 
said that the degree of tactical surprise achieved was due in some measure to the 
radio counter-measures employed b:y both ships and aircraft. The· airborne 
diversion also appeared to have been successful in that Berlin broadcast that 
" thousands of ertemy -paratroops were dropped in an area north-west of 
Toulon," a statement which was corrected some,five hours later, when it was 
stated that the paratroops had been found to be only dummies. The following 
excerpt from Allied Forces Headquarters Weekly Intelligence Summary is of 
interest in this connexion :-

The progress of operntion in Southern France has greatly exceeded 
elCpectations .. . though the Germans were not taken by surprise by the 
actual fact of an Allied landing. their Intelligence was much at fault, both 
as to the exact timing and as to the target area . , . reliable (enemy) 
reports, supported by troop dispositions at the time of tbe invasion, indicate 
that Genoa was regarded as the most probable objective with the Sete/ 
Narbonne coast as a favourite alternative ... the full force of the Allied 
assault was accordingly met by a single low-established division supported 
by the coast defence and static forces i11 the assault area ... this despite 
the presence of mobile troops stationed between Marseilles and Toulon 
which were apparently ordered to remain in their assigned sectors.2 

1 Combined Operations Headquarters Bulletin Y/42, Operation "Dragoon," para. 9. 
• A.H.B./J 1/90/34. Sj8llaJs ReporL on Operation " Dragoon.·• 

253 



APPENDIX 'No. 

KNICKEBElN 

Knickebein was the aame give,n by the Germans to a radio navigation aid 
employing a narrow beam. which could be directed to any desired position with an 
accuracy of 0 · 1 degree and which could enable the pilot to reach a target area 
under conditions of bad visibility. 

Aerial System 
The aerial system used in the early installations consisted ot two arrays containing 

an angle of 165 degrees, each comprising two stacks of eight vertical centre-fed 
full wave-length aerials with reflectors. These operated on :6.xed frequenc1es of 
30 and 31·5 megacycles~ They were carried on a framework which was cap<!.ble of 
rotation about a central vertical axis, the weight being taken o.n bogies running on 
.two concentric sets of rails, one at the perimeter and a smaller set near the centre. 
The framework supporting the arrays was 315 feet i11 length and 100 feet high. 
These arrays radiated interlocked dots and dashes on an audio frequency of 
l, 150 c.p.s. as complementary .signals, so that along the equi-signal line a continuous 
note was heard, while at points to one side of the equi-signal dots were heard and 
on the other side dashes would predominate. Discrimination in determining the 
equi-signal gave tbe effect of a " beam ". The rate of keying was 60 per minute 
and the ratio between the length of dot and dash was 1/7. 

In the later installations the size of the arrays was reduced to two arrays of twe 
stacks of four full wave-length aerials with reflectors; this enabled a lighter carriage 
to be used with a single circular track 100 feet in diameter. The overall width of 
the aerial system was 139 fee.t. These installations were fitted with large diameter 
tubular aerials instead of wire, thus enabling them t() be l.lSed over the band of 
frequencies 30 to 33· 3 megacycles without loss of efficjency. l'he same angular 
displacement between the two arrays was retained. 

Beam Width 
The effect of reducing the number of elements in the arrays resulted in a widening 

of the "beam". From a document and diagram captured in July l.940 the width 
of the equi-sigoal in tl1e first installation was given as 0 •3 degree, and this width 
was confirmed by afr tests. Tests carried out on the later installations· showed that 
the beam width was· appi:oximately doubled. Air tests confirmed the positions of 
tb.e beams, and showed that they were sensibly the same Ior the smaller installations, 
although changes of frequency caused a small displacement. 

Knickebein Raoges 
The following table from a captured document shows the normal ranges whkh 

t he-Germans expected to obtain using the standard aircraft blind-landing receiver, 
Ft,.Bl. 1 (E.Bl.1) :-

Height of Aircraft. 
100 metres 
500 metres 

1,000 metres 
2,000 metres 
3,000 metres 
4,000 rpetres 
5,000 metres 
6,000 metres 

Positioos of Knickebein Installations 

Range. 
100 Km . 
160 Km. 
210 Kro. 
230 Km. 
330 Km. 
S75 Km. 
4TO Km. 
430 Km. 

Thirteen Knickebein installations were identified and photographed. The positions 
of these and the dates on which they were first photographed and were heard t o 
transmit are given in the attached table. Three of these, Stollbei:g, Kleve and 
Lorrach Holstein we(e large installations and were all on German territory. 
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Tbey were evidently erected at the begipning of 1940 or e;nlier for use against 
targets in France and England when the collapse of France was not expected. 
T-be installation at Lorrach Hollstein was not discovered until May 1944. 

Knickebein Beam Predictor 
The earliest form of predictor consisted of copies of the German diagram made on 

transparent material so that they could beJ?laced on small maps and adjusted until 
the characteristic dot or dash signals obtained by the listening stations fitted the 
pattern; the direction of the main equi-signal line then showed the setting of the 
beam. 

As the number of Knickebein aod listening stations increased this method beca;ne 
unwieldy and a more com_pact form of predictor was introduced. It consisted of a 
baseboard carrying a number of cards, ooe for each Knickebein, and a pivot cari;l 
with the beam pattern drawn on it. The cards had the names of the listening stations 
arranged in a vertical column with lines drawn to a degree scale at the bearing of 
the stations from the particular Knickebe-in. Having determ.ined which Knickebein 
was active by D/F and the frequency on which it was operating, the characterjstic 
received (i.e. dot, dot edge,, dash, dash edge or equi-signal) was inserted against the 
station, recording it with chioagraph pencil. By rotating the beam pattern. the 
settjng of the main beam could then be read off from the deg:ree scale. The average 
accuracy of t;be predictor was of the order of one or two degrees, but it was often 
possible to obtain a setting to an accuracy of 0·5 degree. 

A third model. using the same principle but with the rotating pattern replaced 
by a sliding pattern in the manner of a slide-rule, was brought into use in the last 
year of the war. By laying out the beam settings on a map for two or more 
Knickebeine obtained in this way, it was possible to obtain an intersection and so 
determine the target or turning point for an attack. 
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J(NJCKEBEIN 

Place. Frequency. 
Position. First First Heard . (megacycles) Photograph. 

Kn. l. 
~ 

Klepp, Stavanger 30 or 3 1 ·S 58° 46~ io• N .. 05° 37' 30" E. 29. 9.40 

(t) 
h 

*Kn .. 2. Stoll berg 30 54° 38' 42/f N., 08° 56' 42" E . 1. 9.4 1 
h Kn. 3. J uliamldorp . . 33·3 52° 54' 40 .. N .. 04° 43' OOH E. 10. 3.41 November 1940 C) 

~ •Kn. 4. I<leve 3 1 ·5 51° 47' 24" N. 1 06° 06' 12" E. 15.10.40 J une 194{) 
~ 
::::> Kn. 5. Bergen-op-Zoom 31 ·5 or 33·3 5 1° 27' 03" N .. 04° 18' 02" E . 24. 9.41 October 194 1 
~ 

Kn. 6. Mt. V i•olette 30 or 31 ·5 50° 37' 05" N., 01° 40' 5811 E. 21. 6.41 May 1941 
C') 

Kn. 7. Greny 30 or 31 ·5 49° 57' 4211 N., 01° 17' 30'' E. l.10.40 August 1940 

~ Kn. 8. Mt. Pir1con .. 30 or 31·5 48° 58' 22" N .. 00° 37 ' 13" W. 17. 6.41 May 1941 
0 

~ Kn. 9. Beaumont-Hague 30 or 3 1 ·5 49° 40' 29" N., 01° 51' 16" W. 18. 9.40 August 1940 
h 
~ I<n. 10. Sortosv ille-en-Beaumont 30 or 31 ·5 49° 25' 04" N., 01° 42' 32" W. 3. 7.4 1 May 1941 ::::> 
'"4 

Kn. 11. Morlai.l" 30 or 31· 5 48° 401 00µ N .. 03° 43' 50" W. 4. 1.41 October 1940 

*Kn. 12. Lorrach Holstein 47° 38' 01" N., 07" 45' 54•· E . 13. 5.44 

Kn.-. Noto, Sicily 36° SS' 44" N., 14° 58' 45" E. 5. 8.42 

Not.e 1.- I<-nickebein marked* were the large~· 
N ote 2.- Numbers were those used from 1941 onwards . Frequencies were those used before the multiple freq uency scheme in 1941 

was introduced. 



APPENDIX No. 2 

WIRELESS INVESTIGATION AIRCRAFT UNITS 

Investigation fli ghts for the identification of enemy ra<lio aids and the testing of 
the counter-measures taken agaim;t them have played a very important part 
throughout the operations of No. 80 ·wing. From June l940, when the recently 
disbanded Blind Approach Training and Development Unit (B.A.T.D.U.) reformed 
at Bascombe Down, until the cessation of hostilities in May 1945, tbe Airborne Unit 
\tnderwent many changes in title and establishment but its primary function, 
support to the Wing both io a defensive and offensive role, remained unchanged. 
Brief details of the history of the 1.Jnit, together with a short account of the various 
types of work. undertaken, are giv~n below. 

Blind Appi:oacb Trnioing a1.ld Development Unit 
The Blind Approach Training and Development Unit reformed at R.A.F. Bos

coml:le Down on 18 June 1940 for the purpose of investigating the Knickebein beams 
known to be operating from Western Europe as a radio navigational aid. 

Wireless Intelligence and Development Unit 
After the formation of the special R.C.M. Section within the Djrectorate of 

Signals the B.A.T.D.U., which was operationally controlled first by Air Ministry 
and la1.er by the ne:wly formed No. $0 Wing, was renamed the Wireless Intelligence 
and Development Unit on 14 October 1940. and in December 1940 became No. 109 
Squadron. 

No. 109 Squadron 
In Feb!uary 1~41, coincident with the offeosive attacks against the beam 

transmitters in the Cherbourg Peoinsula. a "striking .flight" was added to the 
establish.ment. and in August of that year, io preparation for the gr.eatly increased 
scale of activity expected during the coming winter, the Squadron was reorganised 
with an increased establishment to a total of three flights, employed respectively 
on the development of Oboe technique, investigations for T.R.E. and the " Y " 
Service, and R .C.M. investigation flights. · 

No. 1473 F light 
The Squadron operated until July 1942 when the R.C.M. investigation flight 

became known as No. 1473 Flight, the remainder of the Squadron being transferred 
to other duties unconnected with No. 80 Wing. In June 1943 changes in aircraft · 

· and personnel establishments were made to enable the flight to undertake a number 
o'f commitments which, due to aircraft limitations of height, speed and range, had 
previously been deferred. 

No. 192 Squadron 
Finally, with the formation in December 1943 of Headqua.rter;s 100 Group, and 

the growing need for investigation in connection with offensive R..C,M .. No, 1473 
Flig-ht became part of No. 192 Squadron whose activ(ties both in an offensive and 
defensive role continued until the end of the European campaign. 

The work undertaken by the Unit at various stages of !ts history is described 
below, mentioning various enemy aids and the part played by the Unit in the 
development of appropriate counter-measu.res. Brief details are also given of certain 
work undertaken by the Unit for formations other than Headquarters No. 80 Wing. 

Knickebein 
The iirst task aUotted to the re-formed B.A.T.D.U. was the identi'fication and 

plotting of the Knickebe,in beams operating from Western Europe in the 30 mega
cycles per second band. For this task the aircraft were fitted with S.27 receivers, 
the first beam being identified and p lotted on 21June1940. Subsequently, numerous 
test Bights were carried out to determine the efficacy of the various early forms of 
counter-measures de.vised, both British and capt ured German airborne equipment · 
be~ng employed. · 
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During· the early development of the Knickebein system, routine.flights were made 
during enemy operations against this country in order that the beam settings might 
be obtained and passed to the Operations Room, Headquarters No. 80 Wing. At a 
later date it became possil;rle to determine these settings from observations from the 
ground watcher organisation, but flights to test the efficiency of Aspirin action· and 
to assist in the identification and determination of tbe radiation pattern of the new 
Knickebein beams as these become operational, were continued at intervals until 
1944. when, during the final phase of long-range bomber activ)ty against this 
country numerous flights were undertaken by No. 192 Squadron to test the jamming 
of J(n_ 8 and 10. in use during the large-scale attacks o.o London. During these 
later flights pilots were briefed to fly out towards the source of the signal until it 
could be identified as free from jamm)ng and then to return down the beam along 
the equi-signal until jamming action made this impossible. Reports on t hese 
flights showed varying results, but in the main, a general c-onfusion of signals for 
many mjJes beyond the coast was observed. 

Ottokar 
Beam signals in the 30 me.gacycles per second frequency band alternating with 

German R/T were first intercepted fo January 1944. The transmissions appeared 
to originafe from the Den Helder area and it was suspected that Kn. 3 was being 
used in a defensive role as an aid to German uight fighters. Numerous flights 
subsequently made by No. 192 Squ~dron confirmed this faet. 

Ruffians 
With the anticipation in September 1940 that the enemy intended to make use 

of a second beam system in the 70 megacycles per second band, an experimental 
j,amm~r, consisting of a modified gun-laying radar- transmitter was set up at 
Harpenden and air tests commenced immediately to determine the range at which 
this counter-measure might prove effective. By October 1940 the. W .l.D.U. had 
identified a new system of beams from Calais, Cberbourg and Le Hav1e areas. thus 
confirming information already received from the " Y" Service and other sources. 
Rout ine fl ights were made n ightly to determine the frequency and position. o! 
approach beams, the information obtained being relayed to i:he Openitions Room, 
Headquarters No. 80 Wing, hi order that counter-measure action might be taken, 
These flights, undertaken d\1ring periods of enemy activity and ofren u:nderhazardous 
flying conditions, provided vital information often unobtainable from other sources. 

Further flights were u.ndertaken to assist the Scientific Analysis Section then 
investigating the complex Ruffian System which consisted of an elaborate beam 
pattern. The pinpointing at night to a degree of accuracy required for this work 
was a most exacting navigational task. Flights were a ls.o made for T.R.E. with the 
dual purpose of (i) estimating Ruffian field strength and (ii) testing the efficiency of 
Bromide (counter-measure) action . 

Attacks on CherQourg Ruffians 
In November 1940 flights were made to ascertain whether it was possible to 

determine" with a degree of accuracy sufficient for bombing purposes the "cut-out " 
when flying over the beam transmitters in the Ch.erbourg Peninsula. in view of the 
successful results of these tests a decision was made to take offensive action against 
these transmitters. The first attempt was made in November 1940 during one of 
t he heavy raids on Coventry; but the small ness of the target made this an exceed
ingly difficult task, and although direct hits could not be established, a measure of 
success was obtained in that during this and maoy subseqQent attacks the Ruffian 
transmitters ceased radiation for a considerable period. The attacks were continued 
until the summer of 1941, the establishment of No. 109 Squadron being jncreased 
in February of that year to include a striking flight for offensive purposes. The main 
objectives were those Ruffians situated in the Cheroourg Peninsula but attacks 
were ~Jso made during May 1941 against the Ruffians at Modaix. 

Extensive investigation.s were ca1Tied out to devise more accurate methods of 
determining the target and experiments were made in the use of (i) luminqus 
tnarker bombs, and (ii) a narrow ·beam system similar to the German Knickebein. 
Attacks against the Ruffian transmitters were discontinued before either of these 
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systelll.S was developed sufficiently to eaable it t o be used operat;ionally but narrow 
beams were employed e~-tensively at a later period and played an importan t part 
i':1 the " Trinity " Operations. 

IJenito 
Although the properties of this enemy beam system and the met.hod of using it 

were not folly understood until April 1941, signals in the 40 megacycles per seco11d 
frequency band had been intercepted by aircrait oi B.A.T.D.U. during a routine 
investfgational flight in the autumn of the previous year. By December 1940 the 
system had been established as consisting of a form of beam plos some method of 
ground control ; .flights by No. 109 Squadron gave two pinpoints Oil a beam in 
Norfolk and indicated the Poix area as a possible source o'f the transmission. 
Observations during this and subsequent flights suggested also that some form of 
visual presentation was used. In May 1941 Bight tests were macie to determine 
whether it was possible to interpret the signals aurally or by cathode ray tube when 
pinpointing the setting of the beam ; attempts to utilise a captured German receiver 
(" Y " Gerdt) were rna<le but proved unsuccessful. Routine flights to investigate 
new Benito beam aad range transmissions as these occurred were made by aircraft 
of No. 109 Squadron and No. 1473 F light during the period 1941- 1943. Tests were 
also made to estimate the efficacy of counter-measures Domino (Meaconing of range 
tone) and Benjamin (jamming of Benit o beam}. 

Meacons 
The Meacon scheme was ready for operation in July 194,Q a.11d air tests were made 

immediately by the B.A.T.D.U. to test the efficiency of the first Meacon station at 
Flimwell (Tunbridge Wells). By September of that year numerous flights had been 
carried oat and results obtained, showingerrorsvarying from 9 degrees to 59 degrees, 
had establjshed the system as highly sati'sfactory. Air tests continued during the 
building up of the Meacou organisation and comparative field strengths of German 
beacons and R.A.F. Meacon stations were obtained. 

Fidget 
With the introduction in April 1944 of Fidget as a counter-measure against the 

passing of instructions to enemy night fighters by Big Screw high-power beacons, 
flight tests made by aircraft of No. ~92 Squadron over enemy territory provided 
valuable evidence of the suc<:ess of tlle scheme. 

Elektra/Sonne 
Evidence of tlie Elektra system co~isting of a fan of equi-signal beams separated 

by alternate dot and dash sectors wa.:> first obtained .in August 1940 and flights were 
inaugurated immediately to investigate this new navi~ational aid. These tests were 
invaluable in establishing the beam pattern of Elektrq. l (481 kilocycles) . A captured 
map obtained several weeks later confirmed in every case of the accuracy of the 
results obtained. Meaconing action was taken immediately against the Elektra 
system, air tests being carried out to determine at what range this couµter-measnre 
was effective; periodical flights were also made t o confirm t he characteristics of 
the new Elektra as obtained by groun9 stations and to assess the effects of Meacoo iog. 
With the jntroduction in February 1943 oi Sonne1 a development o1 the Elektra 
principle enabling thls aid to be used by aircraft or submarines to obtain bearings, 
flights were made during March of that year to con.firm ground observations made 
on Sonne. Results indicated that Sontte prov1ded a most useful and easily employed 
navjgational aid of which use might advantageously be made by Coastal Comma(td 
aircraH. A further series of air tests was carried out to determine the area over 
which Meaconing would be effective. 

Activity in Coooection with Allied Transmissions 
Misce'llaneous activities by the Airb-ome Unit in connection with allied trans

missions in the medium frequency band included the following: -
(a) Flights to investigate enemy interference with t he Splasher system. 
(b) Examination of the effective range o.i Allied radio range installations. 
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(c) investigations of a prisoner-of-war statement suggesting that good beatings 
were obtainable on the supposedly masked Droitwich B.B.C. transmission. 

(d) Flights to investigate the possible use (~f certain unsynchronised B.B.C. 
transmissions as a navigational aid to enemy aircraft launching ilying 
bombs. 

R/T Jamming 
Flights to investigate tbe possibility of jamming enemy R/T in the 38-42 mega

cycles per second frequency band wete instigated in the autumn of 1942. In April 
~943 tests were made of transmitters proposed for Cigar barrage jamming io this 
band, aod to ascertain. in particular the interference caused to S.B.A. beacons on 
adjacent frequencies. Flights were also made during the summer of 1943 to investi
gate the effectiveness of Cigarette, a development of Cigar, for the purpose of jamming 
control instructions to enemy fi,ghter bombers over this country. 

Operation " Trinity " 
This operation, which took place in December 1941 consisted of the offensive use 

of a beam-ranging device, somewhat similar to the Benito system, for the precise 
blind-bombing of the German battleships Scha'fnhorst and Gncisenau and the 
cruiser Prin.z Eugen then lying in Brest dockyard. Although under the operational 
control of H.Q. No. 3 Group the formation oI the requisite organisation and the 
control of tbe technical side of the operation was vested in H.Q. No. 80 Wing. 
A narrow beam apparatus whose development had just been completed by Messrs. 
Standard Telephone & Cables. Ltd., in co-operation with H.Q. No. 80 Wing was 
utilised to give "line", and a ra-0ging device, known as th.e Broody Hen was 
supplied by T.R.E. 

No. L09 Squadron had been associated with the development of both these 
devices having carried out all tbe flight tests. Special operators from this squadron 
were accordingly chosen to operate the S.27 type receivers fitted for the teception 
of the beam signals, and the Broody H en equipment used .(or ranging. The squadron 
also supplied pilots highly skilled in beam flying to act as second '}Jilots in the aircraft. 

Jamming of Tank Communications 
During the autumn oi 1941 preparatiorn; were made to jam the enemy's 

tank-to-tank V.H.F. communications (28-34 mega.cycles per second band) during ' 
the expected offensive in L ibya. Barrage jamming from aircraft was considru:ed to 
be the only practicable method and No. 109 Squadron was given tbe task of designing 
manufacturing and fitting into six "tropical ty'pe " Wellingtons the special aerial 
equipment to be used in conjunction with standard aircraft set$ modified for t.his 
purpose. This work was carried out in a remarkably short period and after flight 
trials the aircraft proceeded to Egypt, one ot: the crews being composed of No, 109 
Squadron personnel and the whole party being under the command of an officer 
from H.Q., No. 80 Wing. These aircraft were extensively used during the opening 
phases of the L ibyan campaign and an appreciable measure of success was achieved. 

Airborne W /T S tation 
During December 1942, at the request of H.Q. Fighter Command, extensive tests 

were carried out by No. 1473 Flight on a Whitley aircraft equipped as an airborne 
signal station and designed for use in combined operations overseas to act as a 
Flying Repeater Station to relay by W/T, messages to distant stations, as an 
emergency ground station for use in fprward areas and as a semi-permanent Group 
Signals Station. 

Miscellaneous 
Miscellaneous activities nndertaken by the Unit included the following;

(a) Tests of the effects of Barrage Balloon cables on V .H,F. beams. 
(b) An investigation to determine whether the termmal equipment at 

submarine cable stations radiated waves capable of being used as position 
indicators. 

(c) Window trials. 
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(d) Tests undertaken for A.D.G.B. to investigate the ultimate range and 
jamming susceptibility of their new high powered R(T ground transmitter 
unit. 

(e) Investigation of Oboe jamming for the Pathfinder Force. 
(/) Observation flights in connection with the use of Starfisb (decoy fires). 

8eacons 

APPENDIX No. 3 

GERMAN MEDIUM FREQUENCY NAVIGATIONAL AIDS 
AND COUNTER·MEASUl,IBS APPUED 

At :I.he outbreak of the European war, the enemy possessed some 24 medium 
frequency radio beacons throughout Greater Germany. Those beacons were used 
for navigation by the German A ir Force, and by March 1940 the number in use had 
increked to 46, the new beacons being mainly located along the German western 
frontier. In addition to the beacons, several German broadcast stations had 
:recognition letters superimposed on their programmes, and -were used as beacons. 
Advances by the enemy thTough Denmark, Norway, Holland, Belgium and Fra.nce 
resl1lted jn tbe movement of most of the Western German beacons to new locations 
throughout the occupied countries, the use of several captured broadcast stations, 
and the erection of several higher powered beacons along the European coast from 
Norw<i>y to Borde::i.ux. 

The development o{ beacons bad been followed by the '' Y " Service from the 
euly days of the war. lt had been established that all beacons operated on certain 
irequencies in the band 176-600 kilocycles per st.>.cond. Transmission \YaS in the 
form of a. call sign followed by a 20-second continuous note for ease of direction 
finding. AU call signs were of five characters (figures and letters). Addition of the 
figures in ttie call -signs, known as " totals," was found to be the key to a rotation 
of " totals 1

' and frequencies, each beacon nsing a different " total " arid frequency 
on each day of the month. Changes of " total " and frequency were made at midnight 
German t ime. Such rotations became known as " Systems " of which iromeiliate 
infom1ation was required, particularly when changed, for the successful application 
of Meaconing. The supply oi this rapid intelligence played a very important part 
in the operational control of counter-measures throughout the war. ·The limited 
resources oi the " Y " Service were often unable to supply immediate information 
on new call signs and frequencies when a new system was introduced. If the enemy 
had used a " hatted " method of distributing his call signs and Jrequencies the 
efficiency of Tadio counter~measures would probably have suffered considerably. 

The navigational use of beacons and broadcast stations now included homing, 
fixing of turning points and offensive bombing operations against the Unit ed 
Kingdom. It was the.refore decided by Air Ministry to take offensive radio counter
measm es, and deny the use of these stations to enemy aircraft, whilst nearin~ or 
flying over this country. The Experi)llental Department of the Post Office had 
been working for some time on a scheme by which any" 5th column" radio beacon, 
which might be operated in the larger towns of th.is country, could be re-radiated 
by another transmitter away from the town, thus preventing enemy aircraft homing 
to tl1e beacon. T his system was described by the Post Office as Meaconing. 

1t was decided t o erect a number of stations along -the south.and east coasts of 
this country. Each station was to be equipped w ith three channels, each of which 
would be able to receive, amplify and re-radiate an enemy beacon. On 14 August 
1940, three Meacon sites were completed and ready to t ake counter-measures. A 
Control Centre had been set up and the lmmediate interchange of info.rmation 
behyeen tbe " Y" Service and t he Control was possible. The system of changing 
call signs and frequencies had been broken down and it was also possible to recast 
ensuing sets of call signs a.nd frequencies. Information as t o the power of each 
beacon was compiled from measurements taken at the Air Ministry Reseai;c11 
Stat ion, Great Baddow. Headquarters, Bomber Command were t aking advantage 
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of the informa-tion on beacons, their aircraft often using them for navigatipn. 
Arra ngements were made that all beacons in the occupied countries should be 
subject to Meaconing with the exception of a limited number required by Bomber 
Command duriug any particular operation. 

The allocation of Meacons against beacons was made from a knowledge of the 
beacon activity, of the enemy intentions in raiding this country or the actual raid 
in progress, the power of Meacon transmitters, and the a.rea over which each Meacon 
transmitter would affect the bea.rings of beacons of different power. Care had to be 
taken that the Meacon was no~ " in transit" with the b,eacon and raiding force . 
Certain technical difficulties had to be taken into consideration. A Meacon site 
with three channels could not operate any two channels with a frequency spacin,g 
of less t han 20 kilocycles per second ; one channel CO\Jld not radiate nea.i; the 
harmonic of another ; certain differences in frequency {I.F. of Meacou receiver) 
caused interaction ; also one type of receiver would not cover tha band 
400-500 kilocycles per second. 

Elektra· 
• During August 1940 the enemy Introduced a new type of navigational aid in the 

form of an Elsctra Beam. The first of these was loGated at St. Peter, N. W. Germany, 
and operated on 481 kilocycles per second. This type of beam was Meaconed in 
the same way as tb.e G.A.F. beacons but a Meacon site receiving dashes was rnost 
suitable. 

On l September 1940 the disposition of the enemy M/F navigational aids was a,;, 
follows ·:-

Norway 
Denmark to N. France (Luftlotte 2) 

2 beacons and 4 broadcast stat.ions. 
lS beacons, 3 broadcast stations and 

1 Elektra beam. 
France (LitftlQtte J) 21 beacons and 4 broadcast stations. 

One high power beacon· at Cherbourg 
was reported by "Y" Servjce to have 
a J:>OWer of 20 kW. 

This formidable array of navigational aids had to be countered by an increasing 
but still insufficient number of Meacon channels. Careful allocation of these 
channels was made against the beacons most likely to be used during any partieular 
raid. Speed of intel[jgence in advising the activity or inactivity of the beacons 
was very important. 

On 1 December 1~40 the first complete change of system of call signs aod 
frequencies of the beacons occurred. Such changes did not affect the recognition 
letters sent by broadcast stations 0I the frequency of the medium frequency beams. 
The change introduced a new set of frequencies in the band 17EMJOO kilocycle$ per 
second togeth.er with short word call signs mainly of four letters. Call signs and 
frequencies changed between the beacons once per day. dur ing the hours of daylight, 
and at different times each day. The reason for this change seems to have b!!en 
firstly to avoid changes of call sign aod frequency at night when the German Air 
Force were operating, and secondly on security grounds. Forecasting of call signs 
and frequencies was now impossible and proved a ser ious handicap to counter
measures since effective Meaconing depended upon a knowledge of the call s ign, 
frequency and location of the beacon. A period of delay was inevitable while the 
" Y " Serv1cc intercepted and fixed th.e beacons as they became active. 

By the middle of December 1940 it became apparent that the new system 
comprised 4 rotas of call signs aod frequencies, each rota being employed for one 
day. Once the daily change oi rotas had taken place and the new rota established 
all that was J1ecessary was to have tb.e activity of the beacons followed. Pre
operational planning a nd allocation of Meacons was again possible with a marked 
increase in efficiency. The 4 rotas continued to be used until 31 March 1941. 

During this period the number of high-powei: coastal beacons which operated 
outside the rotas bad increa..5ed from one to five. Also in December 1941 a new 
Elektra near Bayeux (France) operated on 296 kilocycles per second, and on 8 March 
another new Elektra at Stavanger operated on 319 kilocycles per second. Broadcast 
stations in Germao.y had been formed into synchronised groups .but several in 
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occupied countries still operated as beacons du.ring periods of activity. Indications 
of activity were sometimes 'Obtained by hearing the broadcast stations commence 
keying recognition letters. 
- To counter each of the higher-power ·beacons, Elektra and broadcast stations it 

was necessary to employ more than one Meacon channel against t he enemy beacon 
to be masked. This multiple Meaconing introduced several techn ical difficulties 
such as " s ing round " between sites. Charts were therefore prepared by the G.P.O. 
showiog which Meacon sites, by reason of thefr rejection angles, were suitable to 
work together. 

The term "Rejection Angle " as applied to a ¥,eacon installat ion denotes the 
bearing of the line joining the receiver to the transmitter site and, for practical 
purposes, includes the 45-degree sector on either side of the line. Successful 
Meaconing cannot be carried out from within these sectors owing t o the impossibility 
oi rejecting the re-transmission from the local transmitter and the resultant" sing 
round " effect. In the case of multipfe Meaconfng unless the sites are chosen with 
care a:s regards their relative rejection angles, "sing r<iund" can be caused by one 
Meacon transmitter driving another member ,of the group in operation instead of 
the enemy signal. Use of the G.P.O. charts referred -to above, combined with 
p ractical experience, enabled thjs new application of Meaconing to be used 
success!ully and. in general, the use of t wo sites was found to be sufficient. In the 
case of the high-power beacon at Chex:bourg which was at fi.rst much used by the 
enemy, the a.rea of effective Meaconing had to extend o ver the whole of the south 
of England and as many as five of the l1ighest-powered Meacons available were used. 

Meaconing strength and tactics seemed to be worrying the enemy. l\fany references 
to the failure of D/F equipment were being intercepted by the•· Y "Service. Enemy 
a ircrews were frequently lost and crashed or landed their aircraft in this country 
with no idea as to where they were. Several instances occurred of aircraft flying 
around a Meacoo !(Joking for· the airfield which they knew was near the beacon 
being covered. Some discovered their mistake, others were either shot down or 
crash landed. · 

On 1 May 1941, a Spanish broadcast station at La Coruna radiated a carrier 
after midnight when normal programmes ceased. This transmission was continued 
until the morning when programmes were again radiated. The station was 
obviously being used as a beacon and captured maps showed bearings marked off 
up the west coast and western approaches of England.' Meaconing counter-measures 
were taken. 

Changes of Enemy Beacon '' System " 
. On J April 1941 another complete change in call sign and frequency system took 

place. Five new rotas were introduced, rotas being changed daily during the hours 
of daylight. l September 1941 saw the introduction of yet another new set of 
6 rotas. Up to this time the battle between medium frequency navigational aids 
and counter-measures ha.d mainly been on the basis of the number; of aids and the 
power used. The enemy must have watched the Meacoui11g and reali,sed that after 
a call sign and frequency change some time elapsed before all Meaconing was again 
fully applied. On 10 October 1941 he took advantage of bis discoveries and 
introduced a complicated system of 20 rotas with 6 changes of rota each 24 hours, 
during the hours of darkness, Two-letter call signs were now employed and a few 
changes made in the set of frequencies in the 176-600 kilocycles per second band. 
The l;igh-power fixed-frequency beacons were now reduced to four. Reduction of 
power of several inland beacc;>ns o,ear airfields was also noticed. Owing to range, 
Meaconing was difficult on these lower-powered beacons but was continued in case 
attem pts were made to use them over this country. 

The "Y" Service increased the number of direction nnding stations engaged on 
beacon work but it was difficult to r educe tbe period of delay, before re-allocation 
of Meacon channels had been made, to below 15 minute$. Various forms of 
autonomous working were considered out owing to the importance 0£ the Meacon 
being correctly placed geographically, in relation t o the beacon, indiscriminate 
Meaconing was not attempted. 

Early in November 1941 the systen\ in use was broken down. A different 
two-letter call sign was used for each frequency in each of th.e 20 rotas. A chart 
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was prepared listing the frequencies down one side and all the call signs for each 
frequency recorded in 20 columns, each column being a rota. The sequence of 
rotas was " hatted" but with an accurately frequency calibrated receiver it was 
possible, after each change of rota, to intercept two or three beacons, measure their 
frequency, and find the rota they fitted. 

On 14 November 1941 an instruction was issued to all Meacon sites containing 
t he cha.rt of rotas and describing how the rota .in use could be determined. Further 
charts were issued which allocated Me<Lconing of the various beacons to the most 
suitable Meac.on sites under each rota. It had always been considered advisable 
not to Meacon continuously any beacon from one site ; knowledge of the position 
of the Meacou might in certain circumstances enable it to be used as a beacon. The 
allocation charts described above varied tbe Meacon site for the beacons operating 
wjthin tbe system, but not the Meacooing of fixed frequency beacons, Etekwa beams 
or broadcast stations. Two cluu:ts were, therefore, prepared and each one was 
brought into use at irregular intervals. 

The new method of Meaco:h control relieved the control centre of much work in 
passing instructions. More attention. tban had been possible in the past was paid 
to finer poil),ts. The eff1ciency of the organisation improved to the ext ent that all 
beacons were being re~Mcaconed within au average of three minutes fiom a 
rota change. 

During November. t he Elektra near Bayeux was last heard and on 11 November 
194 J a new EleMra on 291 kilocycles per second was plotted in the Brest area. 
Another change was the high-power fixed frequency beacon on the Island of 
Schenv>en ; th~s beacon now worked alternatively with a new h igh-power beacon 
just south of Dunkirk. The change was pi:obably made because Bomber Command 
bad decided after some airborne tests that enemy beacons could saf~ly be used over 
the Continent when defensive Meaconing was being carried out in the United 
Kingdom. Enemy beacons had proved to be of considerable value to R.A.F. 
aircraft. 

The efficiency of the new M.eacon Control Scheme seems to have been proved by 
anotlter change in the beacon system on 20 December 1941. This time 20 rotas of 
wedded call-signs and frequencies were employed, 15 changes of rotas taking place 
daily, 12 of the changes being duri11g the hours of darkness, at 45 to 70 minute 
intervals. The constant use of one call sign for each frequency prevented rota 
identification without D/ F fadlities. Ne\V allocation charts were issued t© all 
Meacon sites and each rota numbered. As soon, as the "Y" Service had discovered 
the rota number in use, this was pasS"ed by Meacon Control to each Meacon site. 
This system saved full instructions having to be given over the telephone and full 
Meaconing was effected within S to 10 minutes of a rota cha.nge. 

The beacon system agait1 changed on 1 April L942, selected frequencies in the 
band 176-600ki!ocycles per second and changingtwo.lettercallsigns being employed ; 
15 changes of call sign a nd frequency took J>lace daily, m ostly during the hours of 
darkness. The "Y" Service allocated every D/F Station they could possibly 
spare to the fixing of beacons. Th is was later helped by a partial breakdown of ;i 
corrupt sliding scale of call signs and frequencies. Fifteen to 25 minutes were now 
taken before all beacons in tl1e system were effectively Meacooed after a change. 
Autonomous working or self direction finding by the Meacon sites wa5 again 
considered but the D/F loops available were not thought to give sufficiently acclliate 
bearings at night. Tests were, however, carried out certain Meacon stations being 
made responsible for covering selected beacons whatever their caU sign or frequency. 
The Meacoo stations were advised of the bearings of the beacon to be covered and 
searched the band untll that beacon ,was discovered. Some slight success was 
achieved being partly helped by the inactivity of beacons not directly connected 
with flights or raids by enemy aircraft, and in a tie--up by " Y " Service between 
German W/T and beacons which enabled forecasting of beacons activity to be 
made. The existence of several beacons whose bearings from Meacon statfons were 
rather close did not help this scheme. 

On 1 Jone 1942 another system of 20 rotas with wedded two·letter call signs 
and frequencies was introduced. Changes of rotas during operational periods now 
took place as frequently as every 25 minutes, Self.fixing of beacons by Meacon 
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sites, combined with instruction from the Meacon Control on information from 
" Y " Service, enabled Meaconing to b.e continued. Considerable reductions in 
beacon power made Meaconing difficult but at the same time must have made it 
very difficult for enemy aircraft operators to obtain bearings. Such frequent 
changes of rotas must also nave made it necessary for long lists of beacons with 
call signs a.nd frequencies to be carried, Re-shuffles of the call signs and frequencies 
in the 20 rotas took place on. 10 July, 1 August. 18 August and 7 September. 

On 15 September 1942 there was yet another complete change in the beacon 
systems. All beacons including those· on fixed frequencies now operated in the 
narrow band of 500 to 600 kilocycles per second. This denied the use of enemy 
beacons to Bdtish aircraft whose receivers did not cover this band and was one 
example of enemy defensive .measures being introduced. The number of beacons 
iu the westero co~tal st.rip was now reduced to 19. The new system was made up 
uf three programmes, each programme covering ten days. and containing ten rotas 
of calf signs wedded to frequencies. Rotas changed at midnight daily and contained 
ten sub-rotas of changes of ca11 sign and frequency to beacon locations, these ten 
changes being spaced out over the 24 hours. Repetition of programmes was in 
irregul.ar order but once the ne"v programme was identified all rotas were repeated 
in the same order as whe.n the programme was previously used. Frequent inactivity 
of many beacons left gaps in the rotas but forecasting on a limited stale became 
possible. 

During October 1942 a new Elektfa on 316 kilocycles per second was heard and 
fixed at Quimper (France), and on .the 11th of the month the Eleht1'a at Stavanger 
changed frequency from 319 to 297 kilocycles per second. On 31 December 1942, 
there was a slight change within the three program.mes previously used, wedded 
call sign and frequency rntas remained the same but the sub-rotas of beacon 
locations were. changed. At this time there were .six broadcast stations in Norway 
operating as beacons. A broadcast station in North Holland was sometimes heai:d 
superimposing recognition letters, and two stations in France were more frequently 
active. Meaconing action was always taken during likely or actual periods of enemy 
activity. 

A return to a 20-rota system was made on 1 February 1943, two-letter call signs 
being wedded to frequencies in the 500 to 600 kilocycles per second band. Fifteen 
changes oi rota took place daily but forecasting was possible as the rotas were 
changed in the same order as that of the beacons in Central Germany employed 
some months earlier. New sets of rotas were introduced 011 th.e 8th and 16th of 
the month. On 26 February 1943 the Elektra on 316 kilocycles per second at 
Quimper changed to a Sonne. This station was the first to adopt this new form of 
Medium Frequencynavigationalaid. Meaconing proved an effective counter-measure. 

On l March 1943 another complete change io beacon locations and opera.ting 
procedure took place. Beacon locations were ·now arr-c\.llged in 14 groups. each 
group comprising three sites located at the points of a tria.ngle with roug)lly 50 to 
80 mile sides. Ten of the groups were spaced along coastal areas between Southern 
Norway and Bordeaux. The other 4 groups operated further inl;and in France. 
The call signs were now three figure groups which were the same as the actual 
frequency being em.ployed. The frequency band 500 to 600 kilocycles per second 
was used with the exceptfon of two frequencies near 250 kilocycles per second. The 
three sites of each group operated on the same frequency throughout March, each 
site radiating in tum for 15 minutes. The sequence 0£ rotation around the sites 
WM changed 10 times per day, more frequently during the hours of darkness than 
in daylight. A further general reduction in the power of the beacons was noticed, 
this often making interception and identillcation difficult. Each of the various 
bomber and reconnaissance units of the G.A.F . appeared: to be allocated certain 
beacon groups which only became active when aircraft of tl1e unit were iu the !J.ir. 
Indications of enemy activity and units concerned thus became possible hy observing 
the activity of beacon groups. 

On l April 1943, further changes were made. The fourteen groups were divided 
up as follows:-

(a) Nine groups interchanged frequencies ten times per day at the same time 
as the cha.Dge of sequence of rotation of sites with.in each group. 

265. 



(b) Four coastal groups in Holland and France increased the number of 
tran.smitters at each mast site to t hree. Four sets of three frequencies 
rotated around the groups with i:en changes per day. Each set of 
frequencies rotated around the mast sites. 

(c) One group in the Cherbourg area remained on a fixed frequency. 

Several changes in Elektra and Sonne transmissions took place as follows :-
8.4.43. Sonne on 481 kilocycles per second.at Petten ~fast beard. 

10.4.43. Elektra on 297 kilocycles per second at Stavanger last beard. 
19.4.43. So~me on 297 kilocycles ·per second at Stavanger fust heard. 
27.4.43. EleMra on 4$1 kilocycles per second at St. Peter last heard. 

6.5.43. Sonne on 297 kilocycles per second at Stavanger ch~nged to 
319 kilocycles per second. 

18.S.43. Sonne on 303 k ilocycles per second at Lugo (Spain) first heard. 
24.6.43. Sonne on 297 kilocycles per second at Aries (South France) first heard. 

On l July 1943, eleven of the beacon groups added a further site and the period 
of operation of each site was reduced to ten minutes. During August a new practice 
arose of Sonne stations changing to Elektra transmission during peri0ds of enemy 
activity over this country. Such changes djd not affect Meaconing but were often 
one of the indications of enemy activity. 

25.S.43. Sonne on 306 kilocycles per second at Bayeux first lleard. 
8.8.43, Elektra on 291 kilocycles per second at Brest last heard. 

30.9.43. Simne on 311 kilocycles per second at Seville (Spain) first heard. 

In December "Radio Paris" broadcasting station, which had not been used as 
a beacon for some long time, was again heard superimposing recognition letters. 
The group system continued in operation until 6 February 1944, but on the. nights 
of 21/22 and 29/30 of January one site of each group operated continuously during 
a period of enemy activity over this country. · 

On 6 February 1944 the grou1) system was practically abandoned. Two groups, 
one in the Cherbourg area a.nd ·the other in South France, remained in operation on 
fixed frequencies. AU beacons were withdrawn from the Brest peninsula and a 
limited number operated in two systems. Nine beacons in Southern France used 
word type call sjgns wedded to frequencies and thirteen beacons in the western 
coastal area used the ngures of their frequency as call signs. Rotas now only 
changed once per day at 1100 G.M.T. The power of the beacons remained at a 
low level and offensive use appeared to have been abandc)ned. The use of these 
beaconsin a defensive role is described later in this Appendix. 

On 26 February 1945 the Sonne on 316 kilocycles per second at Quimper changed 
frequency to 325· S. After the Allied landflJg in North France there was a slight 
increase oi beacons in North France but as the beacon locations were overrun they 
were not replaced at other locations. During air launched Flying Bomb attacks on 
this country use of beacons which were operating in a defensive beacon system was 
made. Elektra and Sorme transmissions in enemy held territory continued to operate 
until the end of the war, Meacoping action was taken whenever the Germcui Air 
Force took offeJ1sive action. · 

" Meaconiog " of the German Wireless Safety Service Organisation 
One of the wireless services of the German Air Force was a network of high grade 

direction-finding stations. which operated in the 150 to 600 kilocycles and 3 to 
6 megacycles per second bands. This organisation became known as the " Safety 
Service" and its functions were to assist any a ircraft in distress and unable tb find 
its position by any other means. Communications between aircraft and ground 
coot:rol stations was carried on in a simple " Q " code. Wheo told to do so the 
a ircraft transmitted long dashes whilst the ground stations took their bea,ring, the 
bearings were then passed to the O:mtrol and a "fix" given to the aircraft in a 
coded map grid reference. The Safety Service was independent of all other W (I 
organisations such as airfield " Homing." From listening observations of the 
operating by the ground personnel they appeared to be highly skifled and capable. 
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After the German occupation of Western European countries the Sa,fety Service 
was extended so that any a1rcraft flying over the United Kingdom or Western 
Approaches cou1d be given assistance. As radio counter-measures against navigational 
aids used for attacks on the United Kingdom became more effective a new use for 
the Safety Service Orga1lisation was found ; instead of being rather an "S.O.S." 
organisation, it now started giving ",fixes " to aircraft operating over tbis country. 
The Safety Service Organisation used one frequency in each of the M/F and 
H/F bands. The call signs were grouped so that a Control Station would have a 
three-letter call sign and each outstation under that Control would use the same 
three-letter call sign with an additional letter to identify the outstation. Six 
Control stations were set up along the coastal area betwMn Denmark and Bordeaux 
and each Control had two or more outstations. 

The threat of the use of the Safety Service Organisation to assist bombing had 
been .considered and specially sensitive Meaconing equipment had been designed. 
This equipment was knowil as Aircratt Meaconing (A.C.M.) and by a lucky 
coincidence became operational at the first Meacon site to be fitted with Medium 
Frequency equipment on 7 December 1940. On the following day the Service v.-as 
in fact used as expected, and some 20 aircraft called for " fixes" whilst over 
this country. 

A.C.M. circuits were originally constructed so that the receiver normaUy operated 
with the continuous wave oscillator "on,' ' and the enemy signals could be heard 
by the operator. A switch was provided which cut off the oscillator and switched 
the output of the receiver to the Meacon channel !or Meaconing. This atrangement 
meaut that the operator was unable to follow the traffic whilst Meaconing was in 
progress, and resulted in the Meacon being switched " off " intermittently, to be 
sure the aircraft was still radiating Its signal for D/F. It was feared that the above 
~onditlous would enab~e the enemy to detect Meaconing, and also that more effective 
Meaconing could be provided if a monitor receiver was availabJe. A monitor 
receiver was, therefore, provided and fitted so that during Meaconing the headphones 
of the operator were switched over to this receiver and the enemy transmissions 
heard via the Meaconing transmitter. RE>.sults so obtained were excellent and further 
improvement in the A.C.M. became possible with these monitor receivers insofar _as 
the complete aircraft transmission, including calling the ground station, could be 
Meaconed and the enemy -thus p1·evented from obtaining bearings on any signal 
radiated by the aircraft. · 

The operators requir.ed for A.C.M. had to be highly skilled in Meac~ming signals 
of varying frequency and strength and of short duration. A morse speed of at least 
20 words per minute and full knowledge of operating procedure was required to 
follow the enemy transmissions , Valuable assistance was rendered by the "Y" 
$ervice, firstly by t11e loan ol two officers who traiued the operators on No. 80 Wing 
sites, and later by a short course. 

Meacon Control at H.Q. kept the A.C.M. stations informed of all changes in the 
enemy organisation : they also issued plotting maps showing the position of the 
enemy D(F stations with compass degrees marked around them, the German Air 
Force coded map grid and a list of " Q " codes used and their· meaning. Each 
A.C.M. operator was therefore ab1e to follow the enemy plotting and judge the effect 
his Meaconing was having oo such plotting. Meaconing strength could then be 
increased or decreased as necessary. 

All A.C.M. work was analysed at Meacon Control, intercepted bearings passed 
by the enemy outstations to his Control ; "fixes," stations Meaconing, and Fighter 
Command radar or Royal Observer Corps' plots were all available and whenever an 
aircraft flying over the country was Meaconed, errors of up to 200 miles in the 
position given were noted. Aircraft approaching or ftying away from the country 
were affected in a less degree according to their distance from the Meaconiug stations. 
Meaconing was causing the enemy control stations t o instruct aircraft to repeat 
their transmissions tor check bearings. Many doubtful bearings and "fixes'' were 
being given and delay and oonfusfon resulted. 

By April 1941, an alternative frequency was introduced so that if unable to 
obtain a good " fix " on the first frequency the aircraft changed to the alternative 
frequency. The foui:: A.C.M. channels then available were divided to cover both 
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frequencies . During May 1941, the alternative fregueocy was cbanged each night 
but remained between 41 0 and 430 kilocycles per second. The new frequency was 
quite easy to find in this narrow band. 

· DoT1ng the summer of 1941, Meaconing eguipment to cover the high frequency 
band and on which the Post Office had been workiug for some time was iostilled 
at certain Meacon sites. Aifcraft operating over the Western Approaches, or using 
this band as an alternath:e to the M(F band whilst flying over this country, were 
effectively Meaconed . 

In August 1941, A.C.M. operators reported that after the aircraft had been sending 
Its long dashes for bearings for a few seconds it switched off for a.bout a minute, 
and then switched on again. After a careful watch it was discovered that during 
this minute of silence the aircraft was radiating its Jong dashes on another frequency; 
l;ometimes this second transmission was identified by the aircraft sending its call 
.sign once at the begtnning of the new transmission and sometimes no call sign was 
Sent. Some of the A.C.M. sites were set up on this new alternative frequency, the 
operator being provided with a receiver with which be could monitor the main 
frequency. The enemy soon fou.od it just as difficult on either frequency to g ive 
the aircraft " fixes." 

His next move was to introduce a number of different alternative frequencies, a 
different frequency being used each night. Combined efforts of the " Y " Service 
and A.C.M. stations usually resulted in the alternative freqnency being cliscovered 
as soon as one aircraft used it. Meacons were then ready for all the following 
aircraft. The use of alternative frequencies continued until July 1942 when, 
instead of all the stations in the Safety Service Organisation operating on one main 
frequeocy, they split up so that each control station and its outstations had their 
own frequency. Sufficient A.C.M. channels were available for two to cover each 
frequency. The eoern.y gained nothing by dividing the Meaconing strength. A 
disadvantage he now suffered was that the aircraft had to change frequency t o 
contact different control stations, a11d did not always choose the best one to 
minimise the effects of Meaconing. 

The enemy gav.e up the battle in August 1942, after which date his airci:aft only 
used the Safety Service when over the Continent. all transmissions being on: 
considerably reduced power and often the ground stations instructed the aircraft to 
reduce power even further.. On the few occasions wbeo aircra(t attempted to 
obtain " fixes" over or near this country they were Meaconed , It seems that when
ever the ground control stations suspected Meacoo.ing they would only give doubtful 
"flxes" and bearing$ and often none at all. Airfield " homing ' 1 frequencies were 
also watched and when aircraft were any distance from the aidield and signals 
were sufficiently strong to Meacon, such action was taken. 

Various odd attempts to use the Safety Service Organisation were made, the 
A.C.M. sites dealing with the activity as it arose. The most interesting attempt to 
use tbe Safety Service Organisation to assist bombing was on the night of 4/5 June 
1943. wheu the Control station at Villacoublay controlled five aircraft of III K.G.6 
on 367 kilocycles per second and gave them '" fixes" together with bearings and 
times to their targets, a procedure similar to that employed on V.H.F. with 
fighter-bombers. · 'Each aircraft appears to have been given its own target since 
incidents were reported from the Warminster, Leamington, Mdersbot, Maidstone 
and Gravesend areas. The precise targets were not deterro ined however. " Fixes " 
given to the aircraft differed by distances up to 40 miles from the pinpoints at 
corresponding times as shown on · the Records Research track charts. The 
discrepancies were probably <;a.used, by Meaconing and no similar attempts to use 
the Organisation were again made. 

Defensive Use of Medium Frequency Beacons by German Air Defence 
For the successful defence by fighter aircraft against air attack over a lai:ge area 

it is essential not only that the detection and estimate of strength, composition. and 
direction of tbe attacking force should be possible but that, when obtained, this 
information should be available to each a ircraft responsible for interception. !n 
addition, although it is desirable to I.lave fighters airborne at operational height it 
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is advisable to have these waiting at pre-arranged positions for easy vectoring 
towards an attacking force at the most opportune moment. 

1'!1e eoemy therefore provided a low power M/F beacon near to each G.C. I. site 
over which each aircraft to be coutrolled could circle uutil operational instructions 
were passed. After each sortie or interception the fighter wa& able t o ''home" 
to this low powered beacon and circle until new instrl1ctions were issued. These 
beacons, known as G.C,L or Little Screw beacons, employed a p0wer of some 
100 watts only. Airfields were also equipped with low power beacons of the same 
type which were employed to aid "homing" to airfields when J?atrols were 
completed. 

As the Allied raids increased in intensity the German Air Force turned its attention 
more and more towards defensive action. So many .fighters were made airborne 
during each operation that individual ground controlofall.ofthem became impossible, 
th!! majority of them being left to make their own .interceptions using information 

. broadcast in the form of a running commentary. This n1eant that large .fleets of 
fighters would need to navigate ai1d rendezvous all over the Reich and occupied 
Europe. and some navigational aid had to be provided. Central European High 
Power Beacons, previously used fox internal transport and training duties, were 
utilised for this purpose. In addition high powered beacons were provided in areas 
of Western Europe not adequately covered by .the Central European Beacons. 
These were known as Big Screw Beacons and operated with a power of approximately 
I · 5 kW. After take-off, each 'fighter could rendezvous with the many other aircraft 
by " h.oming " to a pre-arranged Big Screw or Central European Beacon and 
there circle awaiting general instructions or information. This system enabled 
lax:ge numbers n'f aircraft to be d irected to waiting a reas suit ably disposed for 
intercepting an attac1dng force, by directing them from beacon to beae,on as more 
detailed information became available on tne course of the attacking bombers. 
Associated with certain Big Screw and Central European Beacons were low powered 
beacons known as Bruderfitnk-Feuer. Each of thes,e was located near a Big Screw 
or Central European Beacon and made use of the satne can sign. The pu.rpose 
served was, however, never determined. 

As already stated, for the fighter aircraft to make successful interception it was 
necessary for the aircrew either to receive explicit instructions as to the direction 
in which t o ily or to have up"to-date information available as to the whereabouts 
and direction of the attacking bombers. In either case good ground to air 
communication was essential and this was normally achieved on H/F or V.H.F. 
until Allied radio counter-measures made these communication channel's unreliable. 
Early in 1944, therefore, commenced the policy of using the Big Screw and Central 
European. Beacons for broadcasting brief details of the location and direction of 
the attacking forces. The i nformation was given in W /T, the normal beacon keying 
being suspended for the short duration of the message. Operating details 0f beacons 
are summarised in Table I to this Appendix. In addition to the beacons outlined 
above, two high power beacons were installed during January 1944 in the Ruhr 
and wel·e used solely for passing tactical W/T traffic to night fighters. These were 
known to the Germa.J'ls as Paule and Aclimed. They each made use of a iixed call 
sign and frequency and were situated at Dortmund and Dusseldorf i-espectively. 

When, at the beginning of 1944, the use of beacons for p~-sing tactical W/T 
messages was observed steps were taken to institute counter-measures in the form of 
Fidget. Tbis was first employed on 28 April 1944 wben action was taken against 
three beacons, and by January 1945 Fidget had increased to such an extent that it 
was often applied i:o as many as tweive enemy beacons simultaneously dur ing an 
attack by Bomber Commaiid. !v,Iiroicry was also introduced against Big Screw and 
Central European Beacons which were still acting as such to make navigation of 
night flgMers from waiting area to waiting area more difficult. 
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Table I 

Types of Beacon. j Purpose. Power. Frequency Call Sign. Remarks. 

G.C.I. (Litt.le Rendezvous fodndiv1- Low power, 32 frequencies within Fixed for each location. 
Screw). dual control. SO to 100 band 200-1,200 kc/s. Usually 2-letter caU 

watts. Changed daily, several sign. 
beacons sharing com-
mon frequency. 

Safety Service Air- "Homing" to air- Low power, As for G.C.I. beacons 3-letter call signs iden- Some of these have been 
field Beacons. fields a.!ter operation. 50 to 100 and included in the tical w itll the local known to pass tactical w rr 

Watts. sa.me rota. Safety Service D/F traffic. A number of airfield 
Organisation ; chang- beacons did not operate oa 

I 
ing twice weekly. the G.C.I. frequency rota 

but always made use of 
fixed frequencies. 

Big Screw . . Rendezvous in force ; 1to 1·5 kW . 200 to 600 kc/s band. 4- or 5-letter call sign Each Big Screw and Central 
large scale wajting Frequency wedded to wedded to frequency European shared a common 
areas ; also used to call sign, changed which changed t wice frequency within the 26 
pass tactical W/T twice daily. dally. frequencies available. 
traffic. 

Central European As for Big Screw. 500 watt to As for Big Screw. 4~ o.r 5-letter call s~gn A different set of call signs 
(O.B.D.L.) . 1 kW. wedded to frequency was used by each type of 

which changed twke beacon but in each case the 
dally. call sign was wedded to the 

frequency. 

Brt4d.etfwrtk-Feuer Low power Fixed. Same as currently used Situated very near to a Big 

I 
by associated Big Screw or to a Central 
Screw or Central European Beacon. 
European Beacon. 



APPENDIX No. 4 

OPERATIONS ROOM-ORGANISATION AND PROCEPURE 

When No. 80 Wing was fi.rst formed its operational commitments were limited 
to t he following radio counter-measures :-

(a) Meaconmg-to re-radiate enemy beacons used by the enemy for navigation 
over the British Isles. 

(b) Aspirins-to jam enemy Knickebei,n beams, which were radiated on two 
.fixed frequencies (30; 31 ·5 megacycles per second) used for blind a rea 
bombing. 

An operation& room was set aside at Aldenham Lodge. Under the Commanding 
Officer, a Duty Wing Commander was in control of operations. assisted by an 
Operations Officer and two junior officers each in charge o-£ the Mcaconing and 
Aspirin sections, respectively, the 1atter being known as the Headache Control Officer. 
In addition, a Scientific Analyst was present to aid the Duty Wing Commander in 
determining the azjmuth of each Knickebein beam detected. The duties of the 
Operations Officer a nd each of the sect~ons are described below. 

The Operat ions Officer was in charge of the Operations Room and supervfaed 
the dutie.s of alt sections, warning the Commanding Officer, Duty Wing Commander 
and officers in charge of sections immediately activity was indicated. During an 
operation, close contact was maintained with each section and 'information wa.s 
obtained from H.Q., Fighter Command, as to the general ai.r situation. In addition 
the Operations Officer was responsible for passing information to outside formations 
intimately concerned with the Wing activities, e.g., ad vising the Duty Air Commodore 
at Fighter Command of beam settings which indicated a probable target, also the 
Duty Group Captain at Air Ministry of tbe general situation. 

Headache Control 
Throughout the hours of darkness all Aspirin jammers radiated dashes on· the 

frequency on which they had last been ii1structed to radiate. Tbis radiation was 
continuous except for pre-arranged breaks of t en minutes duration three or four 
times each night. These breaks were known as listening periods and enabled all 
jamming sites equipped with receive.rs together with special listening sites situated 
round the coast, to listen on 30 and 31·5 meg~ycles per second for any enemy 
signals which might be active. Afte.r each listening period eacl>. site reported by 
{>ubiic telephone to .f!eadache Control the char-acteristics of any signal heard. Nil 
repo.rts were required. 

Four clerks (special duties) were responsible for receiving these reports, logging 
them and subsequently charting them in a form suitable for a later detailed analysis. 
In addition, each report was displayed for immediate analysis. Display was by 
means of maps showing the location of each listening site-a separate map being 
used for each frequency. As each site reported, a coloured pin.. representing the 
characteristic heard, was inserted in the appropriate map at the pgsition of the 
reporting site. 

Reference to the maps showed those Knickebein beams which were active and 
enabled the azimuth on which each beam was set to be determined by the Duty 
Wing Commander and Scientific Analyst. Additional maps were prepared as and 
when new Knickebein frequencies came into operation. 

As the settings of each beam became apparent they were indicated on a fu r ther 
map by means of coloured cords. Any beam inter::;ections thus became evident and 
probable targets illustrated. This map was known as the Aspirin map since, besides 
showing beam settings, it displayed all Aspirins and the frequency on wh.ich they 
were radiating. Coloured flags, each colour representing a particular frequency. 
were used in this display. As K?1ickebeine were swung on to different targets it was 
therefore possible to observe any dangerous gaps in jamming caused by the new 
disposition and to order a suitable jam.ming cover. 

271 



It was the duty of the Headache Control Officer to organis~ the above work, 
supervise and ensure that reports were quickly and accurately received, logged and 
displayed, and to order a redistribution of jamming if required. In addition the 
Headache Control Officer organised under the general direction of the. Duty Wing 
Commander and in conjunction with the Commanding Officer oi No. 109 Squad ron. 
any investigation filghts which might be necessary. After each fi_i,gbt the crew would 
be interrogated by telephone tie line and a preliminary report submitted to the 
Duty Wing Commander and Scientinc Analyst. 

The enemy Ruffian type beams were at this tirne coming into use, operating on 
frequencies between 66· 5 and 75 megacycles per second. Suitable receivers had 
been installed at certain listening sites, where a watch for this type of signal was 
continuously maintained. Reports were made to Headache Control where they were 
logged and charted for ·fotur~ analysis. No co1)nter-measu.re was yet ready and the 
work was of an investigational nature. Many of the investigation flights organised 
by the Headache Control Officer were in connection with this activity. 

1\feacon Control 
This section was .responsible for a_ll R.C.M. against enemy M/F aids and consisted 

of a Meacon Control Officer assisted by four clerks (special duties). Information 
concerning enemy beacon activity was obtained from the "Y '' servjce at Cheadle 
and a tie line was installed for this pmpose. · Enemy beacons interchanged call-signs 
and frequency at intervals jn accordance witb. a pre-arranged rota. As each change 
took place it was necessary for the "Y,. service to establish by P/F the source of 
each. enemy caJJ-sign heard. This iniorl)'lation was passed to Meacon Control 
immediately it was determined, wd was logged by a clerk S.D. In addition a 
beacon activity sheet was maintained which had pr-0vision for planning the distribu
tion of counter-measures. 

AH enemy beacon and counte.r-m.easure activity was displayed on a map of the 
British Isles and western Europe. On this map the position of each Meacon station 
with its rejechon angle was shown and given a reference letter. Every ;Meacon 
transmitter available at e.ach site was numbered. Thus, Flimwell had the reference 
"A" and jts four transmitters were mnnbered "Al ", "A2 ", etc. These references 
were printed on large headed display pins and stuck into the map at the appropriate 
Meacon site, thus showing what transmitters were available. As each enemy 
beacon became active a small coloured pin was Inserted at its location on the map. 

'When a Meacon site was ordered to cover a beacon its caU sign and frequency were 
given a.ud the transmitter number to be employed was specified . The appropriate 
tJ·ansmitte.r re{erence pin was then removed from its previous position and stuck 
on the map at the position of the enemy beacon. A list of the relative powers of 
Meacon t ransmitters at each site was displayed for easy reference so that dis
crimination could be used when allocating cover of beacons of '7arying operational 
)mportance, or power. 

It was necessary for the rvreacon Control Officer to remain familiar witb the current 
air s ituation, particularly the route by which enemy aircraft were approaching the 
target or were likely to approach, bearing in mind the Knickcbein beam settings. 
This was to avoid choosing a Meacon site so placed that it was on tb.e bomber route 
in line with the target and the enemy beacon. In view of the small number of 
Meacon.ing transmitters ava.ilable, discrimination had to be used in taking R.C.M. 
against those beacons, which from their disposition, seemed of most use to the 
enemy. R.C.M. was vetoed on certain enemy beacons which were to be used by 
Bomber Command aircraft and this information was received each evening and 
.displayed by a clerk S.D. 

Expansion of the Operations Room 
By the end of October 1940 the first Bromide (jammers of Ruffian type beams), 

was in operation, and during November and December tbe operational activities of 
the Wing grew apace. Mobile watcher sites operated on the south coast to pinpoint 
quickly and accurately the position at which Ruffian beams from Cberbourg crossed 
the coast ; Bromide jamming was active, the ja.mmers being djspersed to afford 
cover of major target areas ; a few high pow.er Aspirins with rotatable aerial arrays 
to enable jamming to be directed towards the beam intersections had become 
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available ; Glowworm (later 1,,.-nown as Starfish) bad become operational ; blind 
bombing by the use of Benito beam and nnge si.gnals was coming into use and 
counter-measures were being planned. The Meaconing of aircraft requesting fixes 
had also been instituted. 

With this increase in commitDlents the operations room had to be expanded . 
This was achieved by placing Meacon Control in an adjoining room and i:emoviug 
part of the intervening wall. The organisatlon of the work was based on the 
followine; general plan :-

COMMANOlNG 0FF1CJ!:R 

I 
I I 

DUTY WING CoMMA~DER SClENT.ll"lC ANAL YS't 

0PERAl't(>N$ OFFICElt (for co-ordination) 

I I 
HlMDA.CHE CONTROL MEACON CoNTROL 

I 
STARFISH 

I 
REPORTS 

I 
ASPIRIN 

FLIGHTS BROMIDE 

I I 
INVES1."1GATION BOMHlNG 

L rAJSON OFFICER 
FlGWtER COMMAND 

I t will be seen tha.t the geueral organisalion remained the same, but with the 
addition of the new sectiou Starfish. Modifications were chiefly made within set.'tions 
as seit out below. 

Headache Control 
TI1is was divided into subsections dealfng with incoming information su<:b as 

report.'i of enemy signal activity, and outgoing orders such as redistribution of 
Aspirin jamming a.nd the ordedng of Bromides to radiate. The reports were handled 
as outliJ:!cd previously e,'l:cept that reports of Ruffian activity were taken fo duplicate, 
the copy ueing handed to the Scientific Analyst direct for immedfate study. 

Aspirin 
ln add it.ion to. the display already mentioned, displays were instituted for each 

Aspirin having a rotatable aerial array, showing a compass rose witJ1 a pointer to 
indicate tHe setting on which the transmitter was radiating. One Clerk S.D. was 
responsible under the direction 0£ the Headache Control Officer for telephoning all 
orders to Aspirin sites and keeping up to date all displays o! t'bis section. 

Bromide 
A small display board was installed showing Bromide trarLsmitters. Against eacJ1 

transmilter provision was made for banging a plaque giving the frequency on which 
it 'was required to radiate. As each Ruffian frequency became active the Headache 
Controller under the direction of the Duty Wing Commander decided what jamming 
should be instituted, and displayed th.is by hanging the appropriate frequency 
plaque opposite traosrnitters whicb were to radiate. A Clerk S.D. would then 
telephone each sjte required, and pass instructions to radiate giving the transmitter 
number and tbc frequ<!ncy 1:0 be used. The Headache Control Office1', who sti\1 
continued to organise investigation Bights, also in~rrogated by telephone crews of 
No. 109 Squadron aircraft on return from bombing Ruffian beam transmitters on 
the Cherbourg Peninsula. A preliminary report was then prepared and submitted 
to Lbe Duty Wing Commander and the Scientific Analyst. 

Meacon Control 
As stated above, this section was now installed in a room adjoining the main 

operations room. !ts method of control remained the same, but it!\ duties were 
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6rowing as more and more Meaconing sites ,became operational. In consequence of 
the earlier success of Meaconing considerable ose was being made by the enemy of 
their safety seJ:vice network. Only one frequency was employed and special equip
ment was installed at Henfield to Meacon the aircraft radiations. Speed and the 
very special nature of the work Fequired that this Meaconing should be autonomous. 
'the Mea:con Control Officer was fully informed as to the action taken from 
information supplled from Cheadle and Benfield. To increase power and to make 
Meaconing even more efficacious. enemy beacons were double-1\ifeaconcd. Technically 
this introduced considerable complications in Mea.coning d.ue to interaction, and to 
enable suitable sites to be chosen, acb.art devised by the G.P.O. was used. Clerks S.D. 
were beginning to understand iocreasin.gly the intricacies of the work, and as 
additional facilities became available, and as more commitments devolved on 
Meacon control, some of the allocation of the necessary Meaconing was placed in 
charge of a Senior Clerk S.D., general indication ooly coming from the Meacon 
Control Officer. 

Starfish Control 
This section was manned by a single officer. but in the evening before any major 

operation took place, it was possible to send a. Clerk S.D. to this section to assist 
in taking routine serviceability and weather reports from all Starfish sites. During 
an operation Starfish Control came under the direct orders of the Duty Wing Com
m.and oi the Commanding Officer. rt was necessary for the Starfish Controller to 
be completely conversant with the existing air situation and probable line of approach 
towards a.ny estimated targ'Ct. This information was obtaioed by liaising with the 
Ope.rations Officer and the Headache Controller. Advice could also be sought from 
the Scientific Analyst for precise information regarding bea.m settj.ngs. A,s evidence 
accumulated, contact was coutin.ually maintained w'ith Starfish sites or their local 
control in the areas affected, arrangements made with the G.P.O. trunk supervisor 
for calls to the affected _areas to be connected with immediate priority and a very 
intimate knowledge of local weather conditions thus obtained. As the operation 
~evelo:pcd and bearing in mind all information at his disposal, the Starfish 
Controller would prepare a plan showing all evidence and details of sit~ possibilities, 
for the Duty ·wing Commander or the Commanding Officer and only on their 
instructions were such orders p assed to a site. Q.L.s and other dummy lighting 
were controlled by the Starfish Controller on h is own authority using his intimate 
knowledge of the general air situation. 

A card index was ma intained giving details and all relevant information concerning 
each site under Starfish Control. A map of the British Isles was disp!ayed showing 
the disposition of all sites with cross reference to the card index; io addition 
large-sca,Je maps were available of the area oi each Starfish so that the location of 
each site could be studied in detail when p.reparing to set off a dummy ire. 

Communications 
During February I94J anangements were made whereby trunk sub-U\'leS to main 

watcher sites were left permanently connected ·and voice-operated relays were 
.fitted so that conract could be made immediately the receiver was lffted. This was 
t o speed up reports and enable Bromides to be given new frequencles as quickly as 
possible. This innovation was necessitated by tbe enemy making sudden changes 
in his Ruffian frequenc ies, during a.n operation. in an attempt to avoid the Bromide 
jamming. 

Expansion due to Benito 
During February 194 1 counter-measures to tbe Benito system were instituted, 

first in the form of Domino and later in the jamming of Benito beams with 
Be;ijamin jammers. A further subsection of Headache Control was therefore 
introduced to deal with order and display for Benjamins similar to that instituted 
for Bromides. Domino action was inst ituted by the Headache Controller or Duty 
Wing commander personally by advising the Domino sites of enemy ground station 
frequencies which were to be covered. The subsequent operation of Domino was 
handled independently by the site concerned, although liaison was maintained with 
the Headache Control Officer or the Operat.ions Officer to enable Benito traffic and 
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13,ction taken to be correlated with aircraft tracks. It had already been found that 
many of the telephone calls dealing with intelligence information and reports from 
outside formations concerning signal activity could he handled only by officers. 
This became even more obvious wjth the introduction of Benito and its counter
measure Domino. It was, therefore, nec.essary for the Operations Officer to assist 
the Headache Controller by dealing with many of the telephone ca.Us which the 
latter was too busy to take. In fact the Headache Controller and the Operations 
Officer bega.o to work more and more as a team, the Operations Officer taking over 
the organisation of flights,, and many of the telephone calls on Benito and Domino. 

Introduction of Enemy Aircraft Plotting Table 
To relieve the Operations Officer of the frequent telephoning with the Liaison 

Officers of Fighter Command, a. plotting table was iosta1led and a Clerk S.D. was 
engaged continuously plotting tracks of enemy aircraft as passed from the Liaison 
Officer. Reierence to this plotting tab1e gave all the latest information available 
concerning enemy air activity, and more detailed plots could be ob tained on any 
tracks,of particular interest. Meacon Control made sligbt changes in the method of 
display although the general principle remained. The modihcation was chiefly in 
the nature of equipment used in order to avoid damage to the display map caused 
by continual insertion of pins. Hooks were fitted in the map at any position where 
display would be required .and small ivorine tallies, whid1 could )Je hung on the 
hooks, were used instead of the display pins. 

It was sometimes found that enerny beacons were operating on reduced power 
which did not give sufficient drive to permit a Meacon site to ope.rate without self· 
oscilla.t.ion. In this event a Meacop site might be instructed to "stand-by" until 
conditions were more favourable. Tnis situation was indicated by Jlanging a green 
taUy over the transmitter tally where lt was shown against the beacon location. 

Transfer of the Operations Room from Aldenham Lodge to Newberries 
During the summer of 1941 it was appreciated that Aldenham Lodge was no 

longer capable of housing the rapidJy expanding administrative and tecbnical staffs 
a.s well as the operations room. Crowding was so severe that the security of the 
highly secret work dealt with in the operations room was liable to be jeopardised. 
A new operations block was therefore decided upon and a nearby house
" New berries "-was chosen for this purpose. 

It was also appreciated that in many ways the organisation of control required 
re-planning to increase speed in assessing enemy signal avtivity and the speed o'i 
application of counter-measures. This was very necessary as it was anticipated that 
during the coming winter months the enemy would increase the scale of his attacks 
and try to overcome radio counter-measures by maintruning radio silence as long as 
possible aod by employing rapid frequency changes. ft was therefore decided to 
exa.mine the existing methods of control and to develop new systems and lay-out 
where desirable. Due to the unsuitable nature of the 1.'0oms available at Aldenbam 
Lodge, sections of the operations room were unavoidably too dispersed. Displays 
which were quite useful to the sections concerned could not be seen from any central 
position. The result was that the Duty Wing Commandel' or any other officer 
desiring to appreciate the work as a whole was required to· make a tour of inspection, 
and officers were continually moving about the room trying to pick up tb.e threads 
of the work of ind ivldual sections as related to their O\v.n particular function. 

Headache Control was the most hard worked a,nd most rapidly expanding section, 
but its co-ordination was breaking down with tile glut of new commitments. 
Telephone calls were being duplicated unnecessarily by using three distinct sub
sections (Aspirin, Bromide and B enjamin) since all these types of transmitters were 
often available on the same sites. Trus disadvantage would obviously be aggravated 
as the enemy brought into use his extended Knickebefo service which could employ 
any of the 34 frequencies in the band 30 to 33 · 3 megacycles peI second. This 
innovation would prevent automatic radiation by Aspitins and implied that 
l(nickebeim and Aspirins would ,need control similar to Ru.ftians and Bromides. 
Starfish Control a.lso required to be in a. position where continued reference could 
be made both to the p1ottiog table and to the Starfish records and, displays. 'The 
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experience of Clerks S.D. engaged on Meacon Control bad increased to such. an 
extent that It was considered possible to leave the work in their hands vtith only 
cursory sµpervisio11 by an officer. 

It was decided therefore to introduce considerable modifications if.I both display 
and procedure immediately the new accommodation was available. With this 
object in view the new operations room was planned and became operational 
on 19 October 1941. 

Improved Meacon Control 
As mentioned above, Meacon Control could be operated with only cursory super

vision and this section was JJJ.ade comparatively independent of the rest of the 
operations room. General direction was made. the responsibility of tbe Operations 
Officer and a display was evolved which enabled the Controller and Operations 
Officer to see at a glance details <?f enemy beacon activity and the state of counter
measures applied. The display method consisted of a board divided into two 
sections:-

(i) Transmitter Availability and Allocation Board, and 
(ii) a Beacon Activity Board. 

The plaques used op this board were sufficiently large so that details shown thereon 
could be seen from a. considerable distance. 

The" Y ''Service reported the location, callsign and frequency of each beacon as lt 
became active. This was recorded as already described and in addition a pJaque 
showing the location of the beacon by name, was bung in the Beacon Activity section 
ol the Display Board_ On allbcating a l;Jeacon to a Mea.con site, a beacon plaque, 
similar to the one djsplayed in the Beacon Actlvity Section, was hung in the 
appropriate ~ite column of the Availability Section against the correct transmitter 
number, A white ivorjne disc was hung on top of this plaque to indicate when 
allocation had been made. This disc was removed when the site reported that it 
was re-radiating satisfactorily. If satisfactory .Meaconing co1,1ld not be achieved, 
and a site was instructed to stand-by pending more favourable conditions. a green 
disc was hung over the allocation. 

The number of sites dealing with airy.raft Meaconing bad considerably increased 
and operators at these sites were given standard frequencies to watch and cover 
when possible. These allocations were displayed by a frequency plaque against 
the site A.C.M. channel. Transmitter numbers commenced at 12. This was to make 
a definite distinction from V.H.F, transmitters whose numbers commenced at one, 
and thus avoid possible misunderstanding at sites which incorporated both 
Meaconing apd V.H.F. jamming transmitters. A map was displayed showing the 
location of all enemy beacons. Each Meacon site was also shown togethe~ wifh its 
angle of rejection. This map was used for reference purposes when arranging alloca
tion but as all personnel on Meacon Control were familiar with the detail's shown, 
reference to this map was seldom necessary. 

Records were maintained as foUows :-
(a) Beacons Activity Log.-Beacon names, callsigns ,and frequencies, times of 

activity as reported by " Y" Service. 
(b) M:eacon Transmitter Sheets.--One sheet was maintained for each Meacon 

transmitter available. On these were recorded all allocatfons and 
radiation details. This information was afterwards transferred to a. daity 
record book for permanent record . 

Starfish Control 
The organisation of this section rernaioed the same as at Aldenham Lodge except 

that it was more conveniently situated. The Starfish Officer was near tbe Controller 
for consultation and discussion, whilst baving easy access to hjs maps, site records 
and a clear view of the plotting table which was maintained as at Aldenham Lodge. 

Headache Control 
The remaining and ma jot part of the Operations Room was devoted to countering 

e nemy V.l:I.F. a.ids and considerable modification was made both in the methods oJ 
display and control. It was divided into two sections- incoming information knowo 
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as "Reports", and outgoing orders for implementing counter-measures, Jmown as 
" Orders" . Co-ordination was mair-itained by the Operations Officer and the 
Scienti!ic Analyst who assessed the ioforrnation received from'' Reports " and passed 
i f on to t he Headache Controller for " Orders " . 

Report Sectioo 
The Report Section was manned by a total of .five Clerks S.D. under the direct 

supervision of tbe Operations Officer. Three of these Clerks S.D. were engaged 
continuously in receiving by telephone reports dealing with signal activity, the 
fourth was engaged maintaioiog a permanent log of all suc.h reports received, 
whilst the other Clerk S.D. charted th,e i,aforma.tion for future analysis. No display 
was employed but all reports were taken in duplicate, each report giving the 
following information:-

Origin of Report: Or)ginator 's initials : Recipient's ioit.ials: Time Report 
rec~ived. 

Signal freq uency in megacycles : Time heard : Modulation frequency employed; 
· Characteristic {i.e. dots, dashe::s, continuous note and carrier, etc.) : Keying 
1 speed : D/F bearing if ava.llable. 

These r~ports were handed to the Clerk S.D. enga,ged on logging who retained the 
carbon copy a nd immediately passed the original to the Operations Officer. 

The Operations Officer filtered a.JI reports, passiug any which had Knickebein or 
Ruffian characteristic..<; to the Scient ific Analyst who gave .the final decision as to 
.what beams o·( this type were active, and their source. This information was passed 
to the Controller for counter-measure actjon, The setting on which ea~b beam was 
directed and jf possibJe the ~stiroation of _target was also obtained and passed to 
the Opr.rations Officer for ioTwarding to Fighter Command. The Controller and 
Sta.dish Officer were a lso informed so tb.at suitable modificatioo or adjustment 
could be made in preparation of counter~measures . 

All Benito type signals, both beam aod range, were assessed by the Operations 
Officer, the source of each being detennined from D/F bearings obtained by No. 80 
vVi.D,g sites together with bearings obtaineu from the 11 Y " Service org;uiisa.tion at 
'Kingsdown. It was not possible to estimate targets from Beoito beams and tbe 
information which was passed to the Controller for action was merely as follows:-

(a) Benito beam : Signal frequency: Source. 
(b) Benito control : (or range) : Signal frequency: Source. 

In addition, by l iaising with the Kingsdown ' ' Y" Service, the Operations Officer 
was able to supply ii1for01atlon to the Controller concerning Benito aircraft operating, 
the frequency on which the air;craft radiated. and tbe position of the aircraft. 
Tb.e Operations Officer also advised Fight~ Command of any Benito beam a nd 
ra nge signal active on their SO\lICe. 

Orders 
In addition to maintaining genera.I control of all operations in the room, the 

Controller d ixected personally all a.cti-vit ies through the " Orders " section. 

Two main d isplay boards were employed :-
DIBECTIVE-Maintai..o.ed by the Controller personally and known as 

"Controller's Order Board " . 
EXECUTIVE-Known as" Orders Board". 

Controller's Order BoBrd 
· Tbe design and lay-ou.t of this board. which was i.ostaUed on the C()ntroller's dais, 
showed those enemy signals which were active and the aUot?ation of counter-measures 
reqt1ired . · Although the board had main divisions to distinguish J<nitkebein, Ruffian, 
Benito Beam and Benito Control, the pri11ciple of display was the same throughout 
and wiU be described in detail as applied to the Knickebein section of the board. 
l'he Boa.rd was divided into columns each revresenting a known Knickebein site, 
the respective headings being" Kn. 1 ·•,"Kn. 2 ", "Kn. 3 ",etc. Horizontal lines 
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drawn across the board intersecting the vertical columns provided small sections 
which would contain a. display plaque, two pins being fitted in each section on 
whict:i these plaques could be hung aad easily visible fro1n the opposite side of the 
·room. 

As each enemy s ignal became active a I?laque showing the radio frequency em· 
ployed was hung at the top of the appropriate column . The frequency plaque was 
printed on both sides, black on white ba<;kground and white on black background 
respectively , In the column be:neatb each. frequency, plaques showing sites aud 
transmitters required for counter-measures were then displayed. Display of the 
frequency plaque as black on white background indicated that sites were to be 
ordered to Jjne thefr transmitters up on the frequency specified and then stand by 
for further instructions. As soon as radiation was required the ContToUer turned 
the frequency plaql1e over so as to be white on black bax;kground. This enabled 
preparation to b e made for speedy and effective jamming and yet postponing actual 
jamming until all information likely to be of use for analysis and adv.ice to other 
defensive organisations oou ld with safety be obtained. 

-.c Ol'ders " Section 
Tb is Section was manned by four Clerks S.D., eaah having a telephone exten$ion 

from the Operations P.B.X, Action taken was displayed on the "Orders " boards 
making use of plaques similar iu design to those used on the " Controller's Orders 
Board" i.e. pdnted on both sides. Four boards were used, each showing jamming 
sites available in a particular area. Eacl1 board was divided ioto main vertical 
sections to distin.gliish between Aspirin, Bromide and Benjamin transmitters, 
As each board was further divided by vertical and horizontal intersecting columns 
it was possible to display by means of removable plaques the type aod numbering 
of transmitters a vailabte in each frequency band opposite tbe site which was pdnted 
at the left of each horizontal column. 

The Clerks S.D. engaged on "Orders " observed any directions displayed on the 
Controller' s Order board, contacted the sites required and passed appropriate 
instructions in the following form :-

"Orders here. 011 Transmitter l, line up and stand-by on 31.3. The time 
is now 2125." 

Or 

" Orders here. On Transmitter I, radiate 3 t.3. T he time is now 2125." 

The details of instruction passed were Jogged for permanent record and by banging 
a display plaque showjng tbe frequency allocated oo top of the appropriate trans· 
milter on the " orders ' · board the action taken could be indicated to the room at 
large, "Standby" was shown with frequency printed black on white background, 
whilst" Radjation "was shown on the reverse side. Each Clerk S.D. was 1·esponsible 
for one board and therefore for a particular number of sites, Familiarity with the 
name of these sites enabled discrimination to be used while watching the 
" Controller's Orders Board "~o.d avoided unnecessary duplication in telephone calls. 

As instructions had been given to outstations concerning the normal modulation 
frequency. keying speed and mark-space ratio to be employed when ja.mroing as an 
Aspirjn, Bromide or Benjamin, it was unnecessary for "Orders" to specify these 
,details when passing orders to sites, conseguently telephone calls were very brief. 
There was at this time one exception to the tule. Some of the Benjamin jammers 
were used to jam Benito Control when a modulation would be used consisting of 
jumbled rnorse signals recorded on a single tape. This tape wa.s known as the 
'' M" tape. When required il was indicated on the Controller's Order Board 
immediately beneath the frequency by me..1.ns of a plaque printed capital " M ''. 
"Orders" would then instruct an outstation as follows:-

. " Orders here. On Transmitter 8, radiate 43.0, ' M ' for ' Mike' Tape". 

It will be noticed that no provision was· made on the " Orders "Board for Domino. 
This was handled by the Controller who personally communicated with the 
outstation concerned. 
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Extensions to hand instruments were provided as follows 1-

Meacon Conb;ol 3 
Reports 4 
Operations Officer 2 (one scrambler) 
Orders 4 
Starfish Control 2 
Plotting I (magneto ringing and normally 

hed to Fighter Command). 
In addition Meacon Control made use of a tied line, magneto ringing, to H.Q. 
receiving room, responsible for checking the efficiency of Mcaconing. 
. There was, however, no provision which would enable the Controller of Operations 
Officer to monitor or break into any telephone conversation being held on any of the 
operations room extensions. Any query which required the Controller's attention 
necesi;;.i,tated the call being transferred by the P.B.X.. The Controller wishing to 
amend any order being passed to an outstation by a Clerk S.D. had to attract the 
Clerk's attention by shouting. This proved a particular disadvantage when 
everybody was fully occupied during busy periods. 

\ 

V.H.F. Jamming Control-Fiest and Second Line Januners 
Although large-scale enemy attacks did not m~terialise it became obvious that 

with the larg_e increase in the number of Benito and Knickebeim transmitters, there 
would be insufficient jamming transmitters available to cover all the targets which 
ndght be attacked. A chan,ge of jamming policy was th.erefore adopted in 1943 
which aimed at preventing enemy aircraft using bearol5 accurately anywhere over 
the country. Th.is was known as "area jamming 1 ' <lS distinct frorn "target 
jamming" and is dealt with fully elsewhere. The p.roc.edurc ensured that one, or in 
some cases two jammers suitably deployed to cover a particular enemy transi;nitter 
site would cover the country with a jamming signal comparable in power to the 
equi-signal zooe of any beam. 

Control of V.H.F. ja01ming changed in conception slightly as a result of this 
innovation. Having established ·which jammer, by itsell, was capable of providi.Qg 
the most effective area cover of a particolar enemy transmitter, tb'e Controller 
always ensured that this jammerwas ordered to radiate first, it being quickly brought 
on to frequency and thus made fully effective. Any other jamming transmitters 
which were available were subsequently ordered on in sµpport. These fonctions 
were known as first and second line cover respectively. 

The technicalities and organisation of monitoring have been described elsewhere 
an<;l until this time did not materially affect the operations room. Immediately 
·the principle of first and second line cover was adopted, however, it became impera
tive that first line cover be allocated priority in monitoring. every facility being 
given. to monitoring sites by withholding the second line jammers until the first line 
cover bad lreen effected. 

It was therefore arranged that the transm itter specified on the Controller's 
Orders Board at the top of each frequency column would be the first line cover and 
wou1d be treated as "priority." This expression was used by "Orders" when 
coatacting the outstation concerned. which would repeat the word "priority" to 
its monitor site. This ensured preferential treatment over any second Hne jami:ner 
which the monitor site might be dealing with on other f,requencies. Immedia.teiy 
monitoring was completed the monitor site ad"Vised " Reports" that a certain 
transmitter had been monitored on to the enemy signal specified. This information, 
coming to tbe Operations Officer in tbe normal way with other reports, was passed 
to the Controller w11o could then order on second line jammers. These second line 
jammers would already have been instructed to line up and stand by in accordance 
with the instruction displayed on the "ControUer's Orders Board." To cope with 
th.is more complicated display, e .. g. l transmitter to radiate while others were 
standing 'by, it was a,mmged that any transmitter plaque banging at an angle (by 
one pin only) indicated ,. standby." · 

The enemy, endeavouring to avoid the effects of jamming, delayed radiation of 
his beam and navigational a.ids until his aircraft bad i-eached the British coast. 
As this practice developed, still further speed was required in effeetiug counter-
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measures. One of the chief difficulties encountered was the delay at outstations in 
effecting large changes 1n V.H.F. transmitter tuning but th'is was overcome by 
introducing a new control procedure. 

- Each transmitter, whether Benjamin or Aspirin, was allocated a basic frequency 
to 'Which it was always tuned pending operational instructions. Basic frequencies 
o/ere chosen spch that all sites, particularly those responsible for nrst line cover, 
would have a tra~1smitter available already tuned within · 5 megacycles of any 
likely enemy signal frequency within the I<ri.ickebeiri or Benito bands. A map was 
prepared on which was displayed all the jamming sites, the position of each being 
shown by a circle divided into segments. In each. segment; was indicated the 
reference number of a particular transmitter, the number being in a colour code 
which de.fined its" basic frequency.'' This display was situated near the Controller's 
Order Board so that as each enemy signal became active the Controller was aole to 
select the transmitter most adjacent in frequency and situated a.t the site which 
was known to be suitable for first line cover. Traosmitter operators were therefore 
able to commence radiating on the desired frequency very quickly without the need 
for major changes in coupling and aeriaJ matching. 

The V.H.F. display system was expanded to provide for Cigarette jam.ming, 
when. Fig):lter Bombei: and Egori. controlled attacks were introduced, but the 
principle remained the same. The procedure, info,rmation flowing into the Operations 
Officer, who passed it on to the Controller, also continued. The control of all 
subsequent V.H.F. counter-measure:> introduced became less and less the responsi
bility of No. 80 Wing Headquarters, outstations operating autonomously, or on 
direction from other formations. For example :- " 

(i) Meerschaum was ordered by No_ 11 Group Filter Room Controller via 
No. 80 Wing Controller. 

(ii) Briar "H" and Bria-r '' R" were withheld until Air· Defence of Great 
Brit ain gave orders to proceed when the Controller directed the out
stations concerned. In the case of Briar " H" t he operations room ~ept 
the outstation informed of the position of the leading afrcraft and 
suspected target area. Otherwise the tactical operation was handled 
locally with information passed direct from the " Y " Service. 

Ground Mandrel used defensively in connection with Egon contwlled attacks was 
an exception to normal procedure. The Controller ordered this couo.te.r-measure to 
•• barrage-jam "immediately aircraft plots indicated that an attack was developing. 

With the inception of Operation "Overlord" all V.H.F. jamming radiation was 
dependent Llpon approval by the Allied Expeditionary Air Force, whose responsible 
representative was at }LQ. A.D.G.B. No change in No. 80 Wing operational 
procedure was necessary except that before any frequency was jammed "Orders" 
contacted the A.E.A.F. representative by tied lio.e and obtained approval. It was 
soon apparent that harmon~cs of jamming tra.J1srnitters in this country were not 
causing the anticipated interfere.nee to communications concenied with " Overlord " 
and control procedure reverted to normal. 

After D-day the enemy opened his " V" weapon campaign. These were first of 
all ground-Launched from the Pas de Calais area and a percentage carried a small 
M/F transmitter. This was to enable enemy D/F stations to check accuracy of 
aim and wind variation. Meaconing of the signals was instituted, the control being 
situated at Ditch1ing'. As a ll the bases suitable for launching il,ying bombs against 
this country were captured, the enemy began to launch them from aircraft coming 
from north-western Germany over North Sea. The use of beacons to aid the 
a.frcraft in determining tbe correct launching point was· ooui;:itered by Mimicry. 
Action taken was shown on the Meacon display board as for Mcaconing except that 
a yeJlow disc was hung over the allocation. The procedure remained the same as for 
Meacon Control but the instructions to sites were passed in the following manner:-

"On your Transmitter 12 Mimic 248 on 248 kilocycles." 

Big Ben 
This operation involved H .Q. Operations Room only so far as correlating 

information and keeping interested branches such as A.l.2 (g) advised. The work 
was handled entirely by the Operations Officer. 
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Bomber Support Operations 
From the Spring of 1942 onwards, the Operations Room and No. 80 Wjng out

stations were responsible for certain Bomber Support Operations. These duties 
were incorporated in the normal work of sections of the Operations Room. Io many 
cases the work merely entailed forwarding to sites instructions received from higher 
formations such as H.Q. Bomber Command. The support provided was in two 
forms, navigational aids and radio counter-measures. These are set out below in the 
order in which they were introduced. and i n each case the way ·in whicli control 
was dovetailed into the defensive organisation is described. 

Splasher 
The overall times for Splasher to operate each night were passed by :Bomber 

Command who also signified by means of a code letter the degree of importance 
attached to the operation. The Operations Officer informed each site when it would 
be required. Sites changed frequency and call sign at irregular intervals in accor
·dance with a scrambled schedule. Meacon Control decoded this scra:mble and 
displayed the frequencies, in numerical order, on a Splasher Display Board, a plaque 
indlcflting the name of the appropriate site being shown against each ftequency. 
In addition, the transmitters engaged on Splasher at each s ite were sbown by a 
plaque printed Splasher huog on the Meacon Control Display in the Transmitter 
A vaHability and Allocation Section. 

Availability. and Allocation Section 
The Controller, bearing in mind the relative effort by the enemy and by Bomber 

Command, had to decide whether these beacons were a danger oi: an asset. 
Consideration a!So had to be given. since Meacon equipment was used for Splasher, 
whether Splasher should be ct1t to enable important enemy signals to be Meaconed. 
The Controller was aided in the decision by the category of importance given by 
Bomber Comrnand when requesting Splasher. 

Enemy interference with Splasher. either by Meaconing or by imitations, was 
countered by "mutilation." A Monitor D(F site was provided at A ldington where 
every Splasher tra11sroissloo wa.5 kept under constant surveillance. Immediately 
enemy interference was detected Meacon Control w.ere advised by tied line, . 
e.g. " Mutilate 248 kilocycles.'' Meacon Control, by reference to the Spla.sber 
Board, identified the Splasher site and passed Aldington's message to the appropriate 
site verbatim. The site then distorted its call sign on the specified frequency so 
that aircrews were immediately advised not to use that parllcolar beacon. When 
interference ceased Aldington advised Meacon Control-" Return to normal on 
248 kilocycles," which was again repeated to the site verbatim. Each message 
received from Aldington was Jogged and frequencies being mutilated were shown 
hy coloured discs hung over the appropriate frequencies on the Splasher Display 
Board. 

Oboe Nai:row Beams 
These be-a.ms were maintained and operated entirely by No. 80 Wing personnel. 

H.Q. Bomber Command specified wben they would be required, and the azimuth 
on which they were to be set up. The Operations Officer encoded Bomber Com.
mand's requirements and passed the instruction by telephone to the sites concerned. 
No display was used but the details were recorded in the Operations Officer's diary. 

Oboe-Splasher II 
This was a rneaos of passing operational instructions to Oboe aircraft on M(F. 

its primary function was to distract the enemy's attention from the two master 
channels on M/F used for control of Oboe aircraft. Modified Meacon equipment 
was used, two Meacon sites being connected. Operational times required were 
advised by H.Q. No. 8 Group and immediately before and throughout the operation 
liaison was maintained between the Operations Officer and the two master stations 
at Trim.ingba.m and Wiotertoo. This was to ensure that H.Q. No. 80 Wing· 
synchronised with H.Q. No. 8 Group throughout the operation. Transmitters 
engaged on Splasher II were indicated on the Meacon Display Board by red Splasher 
plaques hung on the Transmitter Availability a.nd Allocation Section. Th is was 
merely to show that the transmitters were not available for other commitments. 
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Radio CQunter-measwes 
Ground " Mand rel " 
Overall times required were passed by Bomber Command to tbe Operations Officer 

Who recorded the details in the diary and forwarded the times to the outstations 
concerned. 

Grocer 
This was requested by H.Q. Bomber Command who gave the Operations Office.r· 

the azimuth on which the insta!Jation should be set up Logeth.er with the overall 
times of operation. This information was encoded by the Operations Officer and 
passed to the site concerned by telephone. 

Cigar 
Overall times required we.re passed by H.Q. Bomber Command. Depending on 

enemy night tlghter reaction Cigar could be used in two ways:-
(a) Barrage ·of the whole FuGe. I6 band by 15 transmitters. at SlzeweU . 

• (b) Several of the jam.mers raclialing on specffied frequency. 
No,rma.lly the operation was handled by the Operations Officer. It necessitated 
liaison with the " Y " Servi:ce, who gave information as to the frequencies being 
employed by enemy night fighters. 

When activity was on a large scale, Cigar was ordered to • · barrage,". but when 
reaction was small the active frequencies were more heav ily jammed by coacen. 
trating several transmitters 011 to each frequency. No displa.y was necessary. 
The Cigar installation. at Sizewell could not be effective on bomber routes south of 
Calais. Use of high power Cigar transmitters on the south coast was vetoed as it 
was Jeared too .much interference would be caused to frie.ndly comm.uni.cations. 
For bomber routes south of Calais, therefore, Cigarette transmitters, if available, 
were employed, and the noruial method oi displaying action required <i.nd orders 
given was used. 

Fidget 
The" Y" Service advised Meacon Cooti:ol immediately any enemy beacon began 

sending W /T traffic. Meacon Control allocated the beacon to a M.eacon transmi~tcr 
instructing the site concerned. " On Transmitter 12 jam Fidget, call sign 
1' BEA TE " oo 248 kilocycles." Meacon Control recorded the action taken both 
in the Beacon Activity Log and on the appropriate Meacon ·Transmitter Sheet. 
Action tali.en was also displayed on the Meacon Display Board as for Meaconing, 
except that a red disc was hung over tb.e allocation plaque. 

Rayon 
fo a further effort to improve ground to ai.r communication and direct.ion of 

night fighters, tbe enemy made use of a Knickebein t ype beam near Den Helder. 
This signal would change from jts normal beam characteristics to sending R/T 
instrnctjons ta night :fighters. The usual frequency was 31·2 megacycles per .'Second. 
A high power jampier moduJated with" S" tape-a record of a roixtur.e of German~ 
speaking voices-and fitted with a directional aerial, was installed in Norfolk. 
Reports indicating that Rayon was required were received by tbe Ope.rations Officer 
from outstations. in the normal way and the Contr6Ue.r was informed. Counter
measures required and ordered were displayed as for Knickebein and Aspfrin, 
except that the modolation was indicated on the " Co1.1trol.Jer's Order Board " 
immediately beneath. the frequency by a plaque printed " S ." 

Re-planning of Operations Room. 
In th.e latter: part of the War, the absence of enemy attacks against this country 

together with the continual stepping up of the British air oHensive resulted in a 
complete change ln the operational function of No. 80 Wing, resulting in its main 
activity being devoted to Bomber Support. By the end of 19';14, the enemy defences 
bad been pushed back so far that ground-based V.H.F. counter-measures from this 
country in support of Bomber Command were no longer reqnired. T his aspect of 
Bombe.r Support was being covered very effectively with a irborne equipment and 
with the deployment of ground-based jammers in Western Europe. 
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With the exception of Special Mandt-el on the east coast, dealing with new Freya 
equipment operating between. 32-38 megacycles per second the use of ground-based 
Mandrel in this country had ceased. Grocer had been abandoned with the enemy's 
A.I. change of frequency, and Rayon was rarely required with the disappearance of 

' the appropriate enemy signals. Splasher II had been discontinued and Cigar was 
hatdly ever r:equired. Fidget, howe·ver. had become increasingly important as the 
enemy developed tbe system of using beacons for communicatillg instructions or 
information to his fighters. Meacon Control, which had for a Jong time been the 
"poor relation" of the Operations Room, became the most important section. 
As attempts were made to ex~nd the effect of Fidget further and further east, the 
number of enemy beacons on which information was required increased until the 
existing Meacon Display system became inadequate. 

ln replanning the Operations Room on offensive lines it was necessary to evolve 
a system of display boards to show the following information :-

(a) Indication of Bomber Command routes and feints so that countei:-measures 
could be applied with most effect. 

1
(b) Indication of the number of night fighter beacons act ive as such or for 

passing control tra.ffl.c, their location in relation to the bomber routes, 
and their call sign and frequency. 

(c) A1locat1ou of counter-measures, either Mimic or Fidget. 
(d) Meaconiog of enemy long-range navigational aids such as Sonne. 

In addition, provision had to be made to meet the following new commitments :

(.a) Running commentary on operations to H.Q. No. lOO Group to co-urdioate 
Bomber Support by No. 80 Wing (Rear) and No. 80 Wing (Main). 

(b) Monitoring of Fidget and Mimic. 
(c) Introduction of H.F. Fidget to aid Drum~tick. . . 
(d) Receiving reports from watcher sites on V.H.F. with particu lar reference 

to S.N.2 and I.F.F . used by intruders. 
(e) Analysing reports received with a view to jamming any transmitter of the . 

Kn:ickebei"n or Bernhardine type which might be used by flying bomb 
launching a ircraft. 

To obtain a quick and geoeral apprec'iation of the offensive operations for the 
night, a display map, edge illuminated and covering an _.area e:J1.tending from the 
British coast to the east of Berlin, was provided. On this map the intentions of 
Bomber Command and airborne R.C.M. aircraft could be plotted. 1n addition, the 
position of all M/F beacons which might be used by the enemy in the defensive 
operation was indicated by clifterent coloured electric pea lamps which .could be 
switch~d on or off from a rern,ote panel. 

Meacon Control 
This depa1·tment was now sub-divided as follows :-

(a) Meactm Reports Section.-Responsible for receiving and .displaying reports 
of enemy beacon activ ity-was manned by two Clerks S.D. A display 
board, known as the Meacon Reports Board, was provided. Each hoxi
wntal column was devoted to one beacon, whilst reading irom left to 
right, the vlirtical columns being as follows :-

(i) Reference number of beacon. 
(ii) Functit:>n- to indicate whether active and for what purpose. 

(Hi) Location of beacon. 
(iv) Gero1an code name 0£ beacon. 
(v) Frequency. 

(vi) Call sign. 

(vii)} 
(viii) Allocation and type of counter-measure to be applied;. 

(ix) 
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Each section of the board was provided with p1ns on which could be hung 
a plaque bearing the information to be displayed. The enemy beacons 
"nth which counter-measures were concerned operated oo systems o( 
wedded call signs and frequeDcies. These systems ·were k.o..own so that 
immediately one beacon became active the system was establisbed and 
the call sign and frequency of every other b~con could be displayed. 
The change of system took place at regular mtervals and befm·e ea.ch 
nigbt's operation it was possible to display the call signs and frequencies 
on which each beacon would operate should it become active. In the 
three columns reserved for counter-measure display, plaques showing 
each Meacoli site and transmitter nurnber could be bung in accoraance 
with the allocation planned. To dis tinguish between the t hree types of 
counter-measures, coloured discs hung on top oi t he allocation had t·he 
followiog significance :-

Red Fidget. 
Green Mimic. 
Nil Meacon. 
White Sta.ndby. 

Each Clerk S.D. was provided with a pad of proformae on which could 
be noted all details reported. These were known a.S "Reports Forms " 
and we.re designed to reduce writing to a minimum. 

(b) Mepcon Orde.Ys Sec#on-responsible !or issuing instructions to outstations. 
A display board was provided similar to tlie Transmitter Availability and 
Allocation Section of tb.e earlier Meacon Control Display. It was, bowever, _ 
extended ti> Include the availability of transmitters at No. 80 Wing (Main) 
and the use of coloured d iscs was modified to be in line ·with that employed 
on the Meacon Reports Board described above. It wa.s forth.er arranged 
that d isplay plaques shoutd be double sided, black on white to show 
orders given, and white on b lack to show orders had been carried out. 
A 1utther modification was introduced, where possible, to indicate the 
allocation by means of beacon numbers correspondiug to the reference 
numbers on the Meacon Reports Board. In t h is Section also, pads of 
proformae known as " Orders Forms ' 1 were provided for the two Clerks 
S.D. carrying out the duties of "Meacon Orders." Oo these forms 
notes could be ma.de of a ll orders issued t o sites and all radiation details 
as they were obta.ioed. 

(c) Meacon Recon$i11g Sect·i01i.-This Section was provided with a large cardex 
panel fitted with record sheets each referring to one particular beacon 
and on whlch all details of beacon activity and the cotJnter~measures 
applied could be permanently recorded throughout each 2 4 hours. 
One Clerk S,D. was responsible for the dut ies, the required information 
being obta~ed from the Mea.con Reports forms and Meacon Orders forms 
passed continually from the respective sub-section of Mcacon Control. 

Over all these sections an N.C.O. presided. The duties of the Meacon Control 
N.C.O. were as follows :-

, (a) Under tbe direction of the Controller, ensuring that all appropriate 
counter-measures were applied. 

(b) Liaising with H.Q. No. 100 Group to ensure that ~ction taken by N o. 80 
Wing was appreciated and in conformity with action taken by No. 80 
Wing (Main) . 

(c) Rece\viag telep.rin ter reports from No. 80 W ing (Ma.in) g iving details of 
MfF counter-measures applied on tbe Continent and ensuring that such 
act}on was displayed ?11 the Meacon Reports Boa.rd. 

(d) Operating the display map swit chboard to indicate beacoo a.ctivky. 

So many enemy beacon transmitters were at this time used for passing instructions 
or commentaries to their fighters that it was found that " Y" Service was unable, 
whilst still carrying out its many other d oties, t o observe ea.eh beacon continuously 
and thus be certain of knowing immediately when any of them changed function 
to sencliog W/T traffic. It was decided therefore to maJl::e use of alt M/F receiver 



sites within the Wing to provide an additional check. Th.is is one of the reasons for 
tl:te expanded section of Meacon Control dealing with incoming information. 
The effectiveness of this step was immediately established when it was found that 
the.sot1rce of the .first intimation that these beacons were operating p.s commu oication 
channels, was distributed evenly betwe.en No. 80 Wing outstations and Cl)eadle. 
01 course, without D/F, this additional source of information could only be employed 
wb.ilst the enemy continued to use his existing systems of beacon call sign and 
frequerrcy allocation. Any ch~nge would have necessitated relying again entirely 
on Cheadle until t hey were able. to establish the new method. 

A chart was prepared and distributed to all No. 80 Wing outstations showing the 
method by which wedded call signs and frequencies were related to beacons in each 
system employed. There were twelve such systems and these were numbered 1-12, 
Immediately the system number was established by Cheadle D/F all outstations 
were advised by Meacon Control thus-" System No. 6 in force", Outstations then 
watched the M/F frequency band and reported immediately any of the specified 
beacons becoming active as sllch or for passing j.ntelligence. The charts referred to 
the beacons by reference numbers corresponding to those shown on the Meacon 
Reports Board. With these charts at all outstations it was therefo;re possible for 
Meacon Orders to pass instructions giving beacon reference number$ instead of 
giving the call sign and frequency. Time on the telephone w.as thus reduced. 
The use of the beacon number on the M:eacon OrderBoacd, when showing allocations 
Jllade, assisted cross-reference to the Meacon Reports Board, and reduced writing 
on. " Reports " and " Orders " forms. 

Knowledge of the proposed bomber route enabled the Controller to estimate 
with some degree of accuracy which of the enemy beacons were most likely to be 
used for pa!;sing traffic. It was therefore possible to concel).trate the outstation 
listening watches. This was implemented by Issuing instructions through Meacon 
Control to "' Guard " the selected b~acons, thus : u Meacon Controt-Guard 
Beacons. 2, 8, 9, 10 and 11." 

Even when be~cons were being used as such it was sometimes considered that 
justifiable annoyance could be caused to enemy night. fighters and navigators upset 
by employing 1\ifimic. Unfortunately, the operation bad repercussions In that tbe 
signal strength of Mimic in this conn try, compared with that of the enemy beacon 
being covexed, prevented any observation of chaoges in the beacon function. 
Whenever Mimic was used, therefore, frequent cuts were made at specified times 
to enable checks to be made on the enemy beacon activity. Since it was necessary 
to inform all listening stations including ' ' Y " when each Mimic would be cut, 
a schedule of Staggered cutting times, each column being given a reference letter, 
.was produced and circulated to all concerned. It was then e1n1y necessary for Meacon 
Control to allocate a letter to each :Mlm ic and notify all concerned of the appropriate 
letter. This again saved considerable time on the telephone. The cutting time 
letter was indicated on the Meacon Reports Board by a plaque hung on any vacant 
colu~no opposite the approprjate beacon. 

General considerations of Control which ha.ct to be coosidered during each operation 
included the followi ng :-

(a) The number of counter-measure transmitters was insufficient to deal with 
every enemy beacon which might possibly be active. Discrimination was 
therefore necessary. In an offensive operation, however, discrimination 
might give the enemy prior warning of the area of attack. 

(b) 1n ordel' to be effective against far distant beacons the power of Jamming 
was· jncreased by using two or three transmittei;s. "This aggravated the 
situation in (a) above. 

(c) So.me of the transmitters available had cert.a.in frequency limitations which 
again complicated a,llocat ion. 

(d) Some of the counter-measure sltes were located near friendly Safety Service 
· D/F Statioo_s whose frequencies were adjacent to those of enemy beacons 
which might be covered. In such cases counter-measures had to be 
applied from sites as remote as possible frorn the Safety Service D/F 
Station. 

As the operation was offensive in character, planning enabled many of the 
difficulties mentioned above to be overcome. 
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1mmediatelythesystem on which tbeeuemy beacon would operate ·v.ras established , 
tbe Controller would plan an allocation of counter-measures against what were 
consider.eel to be tile most dangerous enemy aids. This p lan too".k into consideration 
frequency limitation of equipment ancl reductiot1 of interference to friendly cha..onels. 
Having decided on the allocation which would create the greatest difficulty to the 
e nemy when attempting to oppose the Bomber Force, the loJlowihg steps might be 
taken by the Controller :-

(a) Withhold Mimic, keeping planned allocation on stand-by and concentrate 
all e:ffort ori Fidget as and when beacons changed to sending t'e.ffic or 
until tbe bomber stream bad emerged hom the Mandrel screen and the 
area of attack was already divulged. 

(b) Reduce· any double or t reble cover on important beacons and use trans
mitters so released to Mimic beacons remote from the planned attack. 
Immedi'a.tely the extra .cover was required on the important bearons, 
they were re·allocated in accordance '"itb the original plan, thus ensuriog 
that no technical difficulties would bold up the operation . 

To disguise from the enemy any such signs of planning, similar procedure would 
be adopted even when no major raid was plaoned, aod only No. 100 Group aircraft 

. were opera.ting_ It was found tha.t by adopting this planned method, much ot the 
O?eration could be left to the Meaeon Control N.C.O., tactical chaoges of plan beiog 
tne responsibility of the Controller. 

ThCie was one further complicat~on which was e11couotered and which involved 
monitoring of Fidget jamming. Enemy signals were so weak that tbey were 
inaudible at Meacon site receivers once their own transmitter site was radiating. 
Monitoring therefore had to be centralised at a site remote froxn a.oy of the counter
measure outstations. It was decided to j nstall this Monitor Section in the Operations 
Room itself where Monitor operators could ¢bserve wpat was required and where 
opera~'Ors were immediately available for explicit detailed instructions from 
the Controller. 

Each receiver operator responsible for a small section of the M/F band was 
provided with split headphones-one e..arpiece b~iog connected lo the receiver 
output whilst the other was connected to a. telephone line. Tbe telephone micro
phone was fitted to a. flexible stand so that it could be moved to a. position near Lbe 
operator's mouth. A switch circuit provided for returning the split.. headphones 
to nonna.J, i .e. both connected, to the receiver output, and connecelng the te1ephooe 
line to a norTP.al hand telephone set. This arrangement had the advantage that, 
'ivhilst monitoring a transmitter o.n to ao enemy signal, the mouitor operator could 
hear tbe jammer moving on to frequency whilst couversing y.'itb tbe transmitter 
operator and advising him what frequency adjustments were necessar y. 

It was found, however, that where several transmitters wer~ Teq_uiTed to Fidget 
one frequency, considerable time was wasted in the Monitor Section trying to estab
lish which Fidget station was off irequency. The followfog procedure was therefore 
adopted :-

The most powerfol transmitter of a group allocated to Fidget one bea.con was 
instn1cted to " Master Fidget." This iwplied that the Master Fidget would 
co.otinuoizsly key a callsign allocated to that outstation . Immediately it 'had 
been monitored , tl1e keying would be mutilated except for 30 seconds during 
every five minutes. Meanwhile, t he remai ning outstations of the gy-oup allocated 
to the same beacon. would be instructed to" Slave Fidget' ' tti.e Master Fidget. 
The Master Fidget gave S1Jfficient signal strength for any Slave Fidset to hear 
the ca.llsign and to adju.st frequency so as to be on the zero beat. Each Slave 
Fidget station also used its callsig!'l continuously but mutilated except for 
30 seconds every five minutes. An occasion<l-1 check by the Sla.ve Fidget ensured 
that it remained on zero b!at with the }\faster. In this way, as any drift 
i n frequency by the Master Fidget was corrected by the Monitor Sect ion, all. 
the Slave Fidgets followed suit and reduced the work req11i1·e.d by the Mo.oitor 
Section. 

Any Slave F idget, however, which failed to make the necessary frequeocy corrections 
was quickly identified by its callsign and brought into line by the Monitor Sect1on. 
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Tb.e whole of the above work can be summarised as follows;-

(a) " Y ' ' established the beacon system and notified "Meacon Reports". 
(b) '' Meacon Reports " advised Controller and all sites of Beacon System aod 

set up callsigns and frequencies on Meacon Reports Board accordingly. 
(c) Bomber Comxnan<l and Group intentions received and plotted on Display 

Map. 
(d) Controller prepared p1anof counter-measures and dire.cted N.C.O. in charge 

of Meacon.s accordingly. 
(e) Controller advised Guard beacons to all sites via Meacon Control. 
(f) "Me.aeon Reports" received information of various beacons becoming 

active from" Y" a:nd outstations. The details were displayed and noted 
for the infonnatio.n of Recorder. 

(g) N.C.O. i/c Meacons operated switchboard to display active beacon$ on map 
and made allocation on Meacon Reports Board in accordance with 
prepa•ed plan. 

(·h) " Meacon Orders " instructed outstations in accordance with details on 
Meacon Reports Board. 

(i) Outstations telepb.o.oed Monitor Section for checking. 
lj) Outstations reported to '' Meacon Orders .. when radiating, giving aerial 

circuit and othe.- radiation details. These details were noted for informa
tion of the Record Section and djsplay altere<i! accordingly. 

H/F Control 
As in Meacon Col)trol, it was .J?lanned that this Section would be provided with 

facilities for receiving and displaying information on enemy signal activity both 
from "Y" Service (iu this case vfa No. 100 Group) and from the No. 80 Wing 
listening organisation. Provision was also made for displaying counter-measures 
which might be ordered and for permanently recording all details of the Section's 
work. · 

As it was anticipated that No. 80 Wll'\g (Rear) might become responsible for 
several existing types of H .F. Bomber Support counter· measures ·such as Drumstick; 
Corona, H.F. Jostle and Special Tinsel, arrangements were made to allow for display 
of these activities and for the rapid expa.nsion of the H/F Control Sectiou on the 
lines of Meacon Control. Cessation of hostilities, however, occurred before No. 
80 Wing undertook any of these commitments. A lhnited number of transmitters 
which could operate effectively on the H/F band, 3-6 megacycles, were avci.ilable 

' within the Wing, however, and, with effect from 20 MaTcb 1945, these transmitters 
were used to s upport Drumstick. The operation was known as H/P Fidget. 

As to the clisplay board provided, this was only used for H/F Fidget. The Control 
procedure described below therefore will assume that the board only provided for 
the display of the following ihformation ;-

(a) H/F Fidget Reports and Allocation which displayed the frequency, caU
sign, and type of each enemy signal reported active and the jamming 
transmitters allocated to cover each signal. 

(b) T11ansmitter Availability, i.e. every H /F Fidget transmitter available to the 
Wing. Since all these transmitters could be equally well be u,sed on M(F 
by Meacon Control, some indication had to be provided to show for 
which department each transmitter was avaiJable. This was achieved 
by covering the appropriate transmitter plague with a further plaque 
reading M{F when earmarked for Meacon Control. (The Meacon Control 
Board displayed H/F plaques for all transmitters earmarked for H/F.) 

(c) Bomber Command R~stricted Frequencies which were frequencies used by 
Bomber Command for Communicati.on purposes, and were therefore not 
to be jaltlmed. 

The activities came under the direct supervision of the Operations Officer, assisted 
by H/F Reports and H/F Orders, manned by one Clerk S.D. respec'tively. This was 
adequate to deal with the lim ited duties exjsting at the t ime. Monitoring of H/F 
Fidg-et was most important and, as in the case of M{F activity, a Monitor Section 
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was installed io the Operations Room equipped with three H/F receivers and 
employing the split headphone technique previously described. 

Reports oi enemy B/F activity concerned with running commentar y or control 
for 11ight tighten; were passed to "H/F Reports" by No. 100 Group and by the 
H/F Monitor Section. The information included the frequency, call sign, and if 
possible, whether running commentary or control, and by which particular j.D, or 
Gruppe. All details were recorded jn a log for permanent record and immediately 
displayed io the first three coltlmns of the H/F Fidget and Allocation Display Board. 

The Operations Officer directed " H/F Orders " to aUocate a specified jam mer to 
cover each signa.J. '' H/F Orders •' contacted the site specified and passed the 
necessary instructions, at the same time removing the appropriate transmitter 
plaque from t:he Availability Section oi the Board and hanging it against the enemy 
signal to be covered. The p laque, printed on bothAides, would be displayed black 
on white background to indipate that t he instruction had been passed and would 
re main thus uotir tt~e site reported that it was radiating in accordance with the 
instructions. The plaque would theQ be reversed to appear white on black 
background. · 

Meaawhlle, the H(F Monitor Section would search for the signal repmted so tbat 
the jamme• could be mon itored on to it as quickly as possible. When each jammer 
was monitored, the s·ite would be tl'ansferrcd to '' H/F Orders ' ' so that radiation 
details could be obtained to complete the Jog en.tries dealing with the enemy signal 
concerned. Knowledge of th.e !unction of each enemy signal enabled control to 
utilise the few jammers available to the best advantage. 

V.H.F. Control 
As a lready mentioned, Special Mand.rel was the only active ground-based V.H.F_ 

-counter-measure cont.rolled by No. 80 Wing (Rear) in support of Bomber Com1nand . 
This was handled autonomously by the Special Mandre~ Monitor Station during 
the overall periods Ol'dered by the Controller, who in turn recei-ved the directions 
from No. 100 Group. A continuous watch was maintained, however, by the .No. 80 
Wing V.H.F. watcher sites for any enemy signals which might become a·ctive. 
Particula.r attention was paid to signals of an s~N.2 type which might indicate 
intruder activity. Any signals observed were reported jn detail to the Operations 
Office.r via V.R.F. Reports Section (which now consisted of only one Clerk S.D.). 
Careful analysis of all these reports was carried out by the Operations Officer to 
distinguish S.N,2 type signals frol1l any radiated from friendly G.L. and other 
radar stations which were vety similar in character. 

Although a number of G.M.C. transmitters had been modified in preparation for 
countering S.N.2, none of these was deployed until the enemy had already carried 
out large-scale, intruder attacks. On tbe other band No. 100 Group were providing 
facilities at aerodromes for barxaging the whole S .N.2 band when necessary. 
"Therefore any S.N.2 type signals observed were immediately reported by the 
Operations Officer to No. 100 Group as wamjng. 

All the remaining V.l-J.F. organisation was iri readiness for defensive operations. 
Because the threat o! V.H.F. navigational aids against this country, however. was 
by oow iusigni.ftcant, the V.H.F. counter-measure organisation was proportionately 
reduced, but the Operations Room procedure was basically the same. 

APPENDIX No. 5 

TYPICAL R.C.M. NIGHt OPERATION 
8/9 MAY 1942 

As an attack became apparent R.C.M. was ins.tituted and an example of how this 
was put into effect as the operation developed is illustrated below Jn d iary form. 
This bas been compiJed after re'ference to the Operations Officer's Diary, Starfish 
Cootrolter:'s Diary, Me.aeon Control Logs, V.I{.F. reports, c11a.rts and jamming logs 
for the night of 8/9 May 1942. 

2208 Cheadle report to Meacon Control that enemy beacons changed to system lO 
at 2200 hours. Re-allocation of Meaconing instlt\ited. 
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2209 
2210 

2215 

2216 

2220 

2220 

2230 

2230 

No sign of enemy air activity. 
Reports being i·eceived of Benito Beam active on 42· 8 megacycles per 

second, source-Cl1erbourg. Ruffians active on 71 · l megacycles per 
seconds, 70 · 5 megacycles per second and 68 · 0 megacycles per second, 
aU from Cbetbourg. Reports to S.I. (1) for analysis. Control advised 
and preparing suitable R.C.M. on standby. 

Uppei- Heyford contacted and two flights (Nos. 1386 and 1387) arranged 
to investigate auy Ruffian Beam which may become active and t o 
1·eport o n effectiveness of jamming. Advised of present frequencies. 
Routes and other details passed to No. 80 Wing Liaison Officer, Fighter 
Command, for clearance. 

Lorenz type signal reported by Radlett Receiving Room on 33 ·025 mega
cycles per second. All other watcher sites contacted but none of these 
can hear the signal. -.. 

Bolt Head watcher site reports the line to their D/F site at Bolt Tail is 
U/S. · G.P.O. a!Ieady advised. 

A further Ruffian Beam active Crom Cherbourg on 73 · 7 megacycles per 
second. Reports to S.I. {1) for analysis. Controller advised and 
preparing suit.able R.C.M. Still no sign of enemy air activity. Flights 
advised. 

All Starfish s ites have reported "serviceable "except S.F. 10 (C), which is 
hand-operated only and would take 20 minutes to get going, and 
S.F. 11 (K), which reports Trunk Sub. line U/S. Weather ove.r whole 
country is good with good visibility. 

Carrier on 65 · 75 megacycles pet second reported active, source-Boulogne: 
s.r. (1) and Controller advised. 

The present Ruffian position is :-
4 beams from Che1·bourg 70·5, 68 · 0, 71 · 1 and 73 megacycles 

per second . 
Carrier from Bou1ogne 68· 75 megacycles per second. 

S.I. (1) is now obtaining reports from Soathbourne Mobile Unit so that 
final anaJysis is possible. 

2230 Delabole report modifications to G.M.C. transmitter No. 6 now completed 
and equ ipment available for operations. 

2230 Splasher sites all active as instructed. 
2235 . Bolt Head report the line to D/F site now O.K. 
2236 73 · 0 megacycles per second now inactive. 

Reports being received of carrier on 70-megacycles per second occasionally 
keying Ruffian type s ignal, source-Cherbourg. S.I. (l), Co.otroller and 
Flights brought up to date. 

2243 Louth report failure on RC.A. transmitter being used for Splasher. Fault 
being investigated. Radlett Receiving Room advised. L outh are still 
radiating Splasher on three frequencies. 

2250 68 · 0 megacycles per second from Cherbou1g now off. S.L (1) Controller 
ao.d Flight!:,· advised. 

2251 Sidmoutb report dots on 31 · 8 megacycles per second. No bearingavailable. 
All watcher sites asked to. check but signal only heard by Sidmouth. 
No action taken. 

2252 Signal activity at present is as follows ~-
Che.rbourg 42· 8 megacycles per second. Benito Beam. 

70· 5 megacycles per second. Ruffian. 
70·0 megacycles per second. Ruffian. 
71·1 megacycles per second. Ruffian. 

Bou Logue 68 · 75 megacycles per second. Carrier. 
No jamming has been Instituted yet and there is still no enemy a ir activity. 

2306 Receiving Room, Radlett, report Louth RC.A. transmitter again audible 
on Splasher. 
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2310 

2310 

2315 

2320 

2323 

2325 

2330 
2331 

2331 

2332 

2334 

2345 

2347 

2358 

2358 

Cheadle report to Meacon Control that enemy beacons are now working 
on system 8. Re-allocation of Meacouiog being arranged .. 

71 · 1 megacycles per second Ruffian now ioactive.
1 

Controller and Flights 
advised. 

74 · 5 megacycles per second Ruffian from Boulogne now reported active. 
S.I. ( 1) receiving report. Cont(oller allocating R.C.M. i.n readiness. 
Flights.advised. 

Louth report RC.A. transmitter bas been temporarily repaired and is 
serviceable to-night. Full overhaul and repairs will be carried out 
to-morrow. 

First plots of enemy aircraft ou table-two raids 30 miles south of Dunkirk, 
ftying north. 

Controller orders Benjamin jammers to radiate on 42· 8 megacycles per 
second. Still no sign of Benito range signal. 

Controller orders Bromide jammers to radiate on 70·0 megacycles per 
second and 70 · 5 megacycles per second. Radlet Receiving Room 
advised of jammers ordered on. 

Cherbourg Ruffian on 72 · 5 megacycles per second now active. 
Boulogne Ruffian oo 74 · 0 megacycles per second now active. 
Carrier on 68 • 7 5 megacyc1es per second now keying as Ruffian Beam from 

Boulogne. ·s.I. (1), Flights and ControLier advised. 
Controller arranging cover for 73 · 5, 7 4 and 68 · 75 megacycles pe• second 

but holding back until sufficient reports are available for S.l . (1) to 
analyse setting. 

Four enemy aircraft now plotted. 
31 ·8 megacycle.$ per second now reported off. This signal was heard by 

Sidmouth only. 
Home Security reports via Liaison Officer, Fighter Commaud, :fire 25 miles 

S.W. of Norwicb. This is the remains of one started by enemy action 
during the· last raid. Starfish Controller advised, who- is contacting 
Norwiah Local $.F. Control for further details. 

ControDer now orders jammers to radiate on 73 · 5 megacycles per second. 
Receiving Room, Radlett, advised. 

Cassel Benito range ground station active on 42 · 4 megacycles per second. 
Controller advised. Parliament Hill Domino ordered to standby on 
this frequency. No Benito aircraft heard yet. 

Raids mentfoned ab.ove now. heading north of Dutch Isles. Starfish 
Controller liaising with Starfish site on East Coast. There is no sign 
of 1{ nickebein ad:ivi.ty. 

Beacon Hill Domino also brought to standby on 42 · S megacycles per 
second. ~nito Ground Station. 

Present signal activity position :-
Ruffians Cherbourg 73 · 5 megacycles per second. Jammed. 

70·5 megacycles per second. Jammed. 

Boulogne 

Benito Cherbourg 

70 · 0 megacycles per second. Jammed. 
74 ·O megacycles per second. Jamming 

withheld. 
74·5 megacycles per second. Jamming 

withheld. 
68 ·75 megacycles per second . Jammed. 
4 2 · 8 megacycles per second. Beam. 

Jammed. 
42 · 5 megacycles per second. Con ttol. 

Domino standing by. 
S.J. (I) advises that complete set of Ruffians are active and laid in Norfolk 

ar_ea. D.A.C., Fighter Command, and D.G.C., AU- Ministry, advised. 
" Y " Service, Kingsdown, confirm no Bei:iito aircraft heard yet. 
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2359 -starfish Contrnller concentrating Uaison with sites in Norfolk. 
0002 Benito Beam reported on 43 · 0 megacycles per second, source-Cassel. 

Controller orders jammers to radiate on 43 · 0 megacycles per second. 
Receiving Room, Radlett, advised. · ~ 

0005 Controller orders Bromides to jam 74· 0 megacycles per second. 
0010 Cheadle report enemy beacons on system 12 at 0005. Re-aUocation of 

cover instituted. 
0018 Four enemy aircraft left enemy coast near Dutch Isles ftying N.W. as far 

as latitude of Norwich, then turned West. 
0020 67 · 25 megacycles per second. Ruffian 13%m active from Boulogne. 

Controller orders Bromides to jam 67 · 25 and 74 · 5 megacycles per second. 
Receiving Room, RadJett, advised. Final analysis by S.I. (1) indicates 
beams laid in Norwich area. 

0030 There are now three enemy aircraft coming in towards Norwich. 
0035 Parliarnent HiJl report hearing an aircra:.ft B.D.. calling the Ground 

Station T.2. 
0040 First enemy aircraft has crossed Norfolk Coast. All jarruuers are radiating. 
0043 Starfish Controller iu contact with Norwich get report that flares have 

been dropped about 3 miles S.E. of City, just South of Starfish 
Site 43 (B). 

0050 Parliament Hill report aircraft re-radiating' 42 · 5 megacycles peI se<:ond. 
Benito range signal. Domino action taken. 

0052 Aircraft now concentrating on Norwich. 
0057 Norwich report to Starfish Ccmtroller 6.ares and fire South of City ; also 

H.E. dropped . 
· Instructed Local Control of set off Short Starfish 43 (B) a.t Bramerton. 

About eight enemy aircraft uow approaching from East. 
0105 Cheadle report enemy beacons cha·nged to system 13. 

Meacop. Control re-allocating cover. 
0106 Norwich report to Starfish Controller that Site 43 (B) Sho,rt Starfish was 

set off at 0 l 02. No r:eport of any more flares. 
Flares and bombs dropped South of Norwich. Wjll advise if 43 (B) is 

attacked . 
0110 There are now approximately 16 enemy aircraft approaching Norwich from 

East and North-East. 
0118 There a.re now 10 enemy aircraft over Norwich and nine more coming in. 
0120 Flights report ja.mroiog effective. 
0125 Starfish Controller cannot raise Nor:-vich Starfish. 
0140 Scale Splasher ordered to cut. Bomber Command advised. 
0140 Starfish local Control at Norwich now contacted on tieline. 

Norwich exchange evacuated and forgot to switch over to emergency board. 
Norwich report eight H.E.s and one U.X.B. collected within 800 )'ards of 

Short Starfish 43 (B). 
About 30 bombs dropped in vicinity of Norwich, mostly io outskirts. Fire 

reported at Stoke Holy Cross but no fires io Norwich. Enemy aircraft 
appear to be between Norwich and coast but are wandering. 

() 148 There are still seven enemy aircraft near Norwich. Reolainder have gone 
home. 

0155 There are now three enemy aircraft crossing coast on way home. There 
appear to have been some 30 enemy aircraft involved in tonight's raid. 

0200 Table uow clear. 
0210 Beacons changed to system 7 at 0200. 

Cover re-allocated, 
Bromides switched off as Ruffians became inactive. 
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APPENDIX No. 6 

No. 80 WING LIAISON SECTION AT HEADQUARTERS, 
FIGHTER COMMAND 

Formation of the Liaison Section 
In September 1940, the No. 80 Wlng Liaison Section, composed of fou r Technical 

Signals Officers on a 24 hours wato.h-keeping basis, was installed in the Fighter 
Command Operations Room, at Stanmore, in the position adjoining the War Time 
Cootrol of the Radio Transmissions Section. 

The primary duty of the s.ection was to pass to Headquarters, No. 80 Wing, at 
Garston, a nd frorn 14 October 1940, at Radlett, all available information 
concerning hostile tracks appearing on t he Fighter Command Operations Room table, 
a.o.d to pass to the Fighter Command Air Staff information from H.Q. No. 80 Wing 
which. might be of assistan.ce to them in the defence of the country from air attack. 

The Fighter Command Operations table received its information from R.D.F. 
and Observer Corps sources, and purported to sflow all aircraft, both hostile and 
friendly, approaching or fiying over the United Kingdom. As time went on and 
hostile air attacks developed, the duties and responsibilit ies of the section increased 
and varied. 

Amalgamation or No. 80 Wing Liaison Section with the RadiQ. Contcol Section 
At the end of ..November 1940 the No. <'30 Wing Liaison Section, and the Radio 

Conkol Section composed of four A. & S.D . officers who had previously been under 
tne control of the Chief Air Raid Warning Officer, were amalgamated-two officers 
being retained from eacb sect ion. The section continued to be so constituted until 
April 1941 when it was decided that it could effectively be manned by four A. & S.D. 
officers, and it was so constituted until its final termination in June 1945. 

Liaison Section Log 
It was the duty of the Liaison Officer to record in ·the section's log aH items of 

information passed to and received from B.Q. No. 80 W tng, and elsewhere, during 
his watch, and it is largely from these logs that this account: is ta.ken . The first 
item appears on 24 September 1940, shortly after the section had taken up its 
position in the Operat ions Room. 

No. 80 Wing Investigation FUght~ 
The Airborne Units of No. 80 Wing carried out iJWestigational flights in connection 

with its radio counter-measure organisation . :Oeta.ils of these flights were received 
from H .Q. No. 80 Wing and passed by the Liaison Officer to the Fighter Command 
Operations Officer, to those Fighter Group Filter Controllers concerned, if they 
were crossin,g the coast, a nd .to the Movement Liaison Officer. lt was t he duty 
of the Liaison Officer to pick out these flights, when possible, on the table, and to 
pass to ·H .Q. ~o. 80 Wing a t the time any information required as to position, 
height and speed. The l.,iaison O(ficer either k.ept oY obtained tracings of the tracks 
of these flights if so requested by H.Q. No . 80 Wing. He also obtained frorn Fighter 
Command pennission for any proposed fl ights over prohibited and other specia.l areas. 

Discr~tion of Information 
In the early days before No. 80 Wing operated its own listening stations most 

information concerning enemy beams was passed by the ., Y "' Service to the 
Liaison Officer, who in tum passed it to R.Q. No. 80 Wing. 
· On 27 September 1940, the Liaison Officer was ordered to send daily by teleprinter 
a signal to the Duty Staff Officer, Whit ehall, with copies to O.C. No. 80 Wing, and 
t he D.D. of S . "Y," Air' Ministry, stating particulars of beams identifted, givin~ 
origin, bearing, frequency, times on and off, general outline of counter-measures 
taken by No. 80 Wing, the period covered, general informati0n of investigation 
ftight reports, unusual characteristics and observations, and a list of M/F beacons 
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rneaconed and those left for Bomber Command. This responsibility was, however, 
ta.ken over ·by H.Q. No. 80 Wfng as soon as its organisation was sufficiently equipped 
to undertake it. 

The Liaison Officer continued to receive a report from H.Q. No. SO Wing before 
0500 hours daily, of the hostile beams active and the counter-measures take.n during 
that night. This was presented to the Duty Air Commodore each morning for 
inclusion in bis report, together with a report of any Sta~fish employed during tb.e 
period, giving the general situation, the type of Starfish used and the time on . 

Headache R,eport 
The Liaison Section sent a report by teleprinter to H.Q~ every twelve hours, 

giving a resume of all enemy activity during the period and any other operational 
information ot interest to the Wing. The report was sent at 0700 and 1900 hours 
daily, and was caUed the Headache Report. 

On 28 September 1940 it was decided that the Liaison Officer should pass to the 
Duty Air Commodore at Fighter Command the following beam information :-

(a) Time on. (c) Point oJ origin. 
(b) Frequency. (d) Time off.. 

On 30 November 1940 the Liaison Officers were instructed to keep a special 
watch for possible aircraft of K.G. JOO and K.G. 26. These aircraft generally 
preceded the main attack, and at that time approached from the Brest and Channel 
Islands areas. It was their practice to fly ou a meandering course to within about 
20 to 30 miles of their target, and then to fly absolutely straight to it. The Liaison 
Officer was, on numerous occasions, able to pick out enemy aircraft o.f the above 
type, and to give early warning to H.Q. No. 80 Wing that they were on their way. 
Negative beam information was also passed to Fighter Command from H.Q .. e.g. 
" 80 Wing has reason to believe that I<.G. 100 will NOT operate to-night." 

On 30 November. 1940 it was laid down that the Liaison Officer woufd also. 
betwe.en 1500 and 2359 hours, pass to the Duty Night Operations Sta.ff Officer, Jn 
addition to the Duty Air Commodore, the Naval Liaison Officer, the Duty 
Intelligence Officer and the Anti-AiFcraft Liaison OfficeT, all information of suspected 
or confirmed beams, and other information concerning targets received from 
No. 80 Wing. On 13 December 1940, the Ad.miraity asked to be informed of suspected 
enemy targets in this country as early as possible, to eoable their Bomb Disposal 
Squads to be despatched well in advance. 

Security of Information 
I t was found by the Air Ministry that this distribution of information of such a 

highly secret nature was too wide and was , by some means, actually reaching 
certain authorities in the actual target areas before the attack took p lace. It was 
therefore decided on 26 February 1941 tltat the Liaison Officer should only 
give his beam information to the Duty Air. Oommodor~ by day, and by night to ~he 
Du,ty Night Operations Staff Officer. 1h,e Duty An'. Commodore's Instruction 
No. 18 of 3 June 1941 again stressed the secrecy of this beam information and 
continued similarly to restrict the distribution. 

The Duty Air Commodore's Instruction No. 19of 9August 1941 limited distribution 
to the C.-in-C., S.A.S.O ... D.N.S.O., Anti-Aircraft Liaison Officer and the Group 
Commander concerned or his representative. This distribution continued for some 
long time, until beam infor:mation was finally authorised to be passed by one 
Liaison Officer to the Duty Air Commodore, the No. 11 Group Filter Controller (if 
the beam passed through their areas), the Intruder Controllei; (during hours of 
darkness), A.A. Command lnt~ligence and " Y " Service Liaison Section ·at H.Q., 
Fighter Command. A rncord was kept by the Liaison Officer in addition to the log 
entry, of the time, type of beaw approach, target and remarks under the beading 
B.A. (Beam Activity). 

There· is no doubt that this target information service was of great assistance 
to the Air Stall at Fighter Command, especially fo the days when No. BO Wing 
knew long befol'eband what the target was ljkely to be. As time went on, the 
enemy must have become aware of some o{ the workings of this organisation, when 
he adopted the practice of not bri.nging up bis :radio aids until just before, or during, 
a.n attack . . 
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Daylight Enemy Reconnaissance Aircraft 
No. 80 Win,g were especially interested in the tracks of any enemy rec.onnaissalice 

aircraft during the daytime which might g[ve some indication of the target for a 
coming night attack. These raids were told through to No. 80 Win,g in d·etail as 
they proceeded, and were often associated with the testjngoftheenemy's navigational 
radio aids. 

Interpretation of the Plotting Table 
During all raids, it was the duty of the Liaison Officer to outline on tile tie-line 

to No. 80 Wing, in addition to giving every track from its start to its finish., the 
progress of the raids aod the apparent intentions of the enemy. It was not unusual 
for two or more Jines of approach to be developing at the same time. AbiHty to 
assess the table could only be acquired by experience, and it would have been 
possible for an ine,.perienced observer to have given an altogether incorrect summary 
of the position as appearing on the table. Early anticipat;on of the intention of the 
raiders was of special assistance to the Starfish Controller, and saved him from 
needlessly lighting decoys. 

In order that a Liaison Officer should have the complete operation picture In his 
mind, it was found expedient for one officer to be on duty for the whole of each 
night, and this practice was adopted. It was not possible for the table to give a 
completely accurate picture of the position at aoy given time, and in assessing 
the table all available extraneous infonnation, height, speed, ~.number of aircraft, 
weather, bad to be taken into consideration to give a b:!<lring on the intentions of 
t oe enemy, and to result in the accurate interpretation of the table. It was not an 
infrequent occurrence, during times when a large number of friendly bombers was 
going out or returning, for a number of hostile aircraft to appear on the table for 
the .first time overland. It was on such occasions that the Liah;on Officer had fo 
keep an especial watch, especially for his radio control commitments. At the end 
of each phase of hostile a.ctivity. the Liaison Officer gave a resume of that phase to 
the Operations,Offlcer at H.Q. No, 80 Wing. 

Throughout the war, the Liaison Section " told "to No. 80 Wing the tracks of 
well over J00,000 hostile aircraft. Thls figure does not include those plotted over 
the Normandy beach-head from D -da:y onwards, No. 80 Wing was interested in 
these uacks in oorinection with some of their commitments, and all such tracks 
appea1·ing on the Fighter Command Operations table were" told." Owing to the 
large number of aircraft present, most of the plotting bad then to be of the area 
variety. This fonn of plotting, although inevitable, made accurate assessment of 
the position extremely difficult. No. 80 Wing was particularly interested to see 
the effects of their counter-measuTes on the enemy tracks, and the Liaison Officer 
u:n.mediately ~nfonned the Controller w]leneveT sucb success was appareIJt. During 
'Very prolonged periods without hostile attacks, the Liaison Officer" told " dummy 
mids to H.Q. in order to keep the plotters in trajning. 

MAIN DUTIES OF THE LIAISON SECTION 

Tracings of Hostile Tracks 
Fighter Command kept. during the whole of the war, tracings of all hostile tracks 

appearing on their Operations Room table. Composite tracings of these tracks were 
prepared by Inte!Hgence and sent to No. 80 Wing. As these composite tracings 
did not :reach there until several days after the raids they recorded had taken place, 
the Liaison Officers made their own small tracipgs during each raid, showing the 
times, number of enemy aircraft, general lines of approach, targets, any unusual 
features, llomeward tracks, etc., and for the sake of completion all beams active 
during the activity. These small roa.ps were sent over each morning following 
enemy night activity to No. 80 Wing by D.R.L.S. thus pem'iitting an immediate 
analysis without waiting for the composite phone enquiries, and were undoubtedly 
of great assistance. 

Ministry of Home Security 
ih,e Ministry of Home Security Lia ison Officer sat next to the Liai.son Officer in 

the Operations Room, and passed to him, as it was received, all available information 
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concerniog hostile flares, iires, high explosives, and other incidents l'eported. The 
Liaison Officet immediately passed this infonnation to No. 80 Wing who were 
thus able to follow the trend of the raids, and the success or failure of each attack. 
A special "F~ghter Priority " was instituted ln August 1942, whereby all incidents 
were reported by special lines to Fighter Command with the minimum delay. 

Information concerning fires was similarly received frc?m the Fire Control via the 
H.S.L,O., and passed to No. 80 Wing for use by the Starfish Controller. 

After the night's activjty bad concluded, the Liaison Officer passed to No. 80 Wing 
a complete list of all incidents during the period. This was followed up by the daily 
" Green Form" issued by the Mio,istry of Home Security. 

The Liaison Officer obt'a;ined from the Key · Points Intelligence Branch, a 
departi;nent of the Home Office. a complete map of all potential targets in the 
United Kingdom. This map, which was kept up to date, enabled No. 80 Wing in 
conj~nction with the hostile tracks to anticipate the less important targets the enemy 
might attack. 

Th~ Liaison Officer pa..ssed every night to No. 80 Wing from the Fire Control 
via H.S-L.O., reports of any ftres not due to enemy action which showed a light 
visible from the air and might be used by the enemy as beacons in the event of a 
raid . The Liaison Officer also obtained from the H.S.L.O. reports of any crashed 
enemy aircraft or captured crew. No. 80 Wing was thus a'>Sisted in their quest fot 
hostile radio equipment, and sometimes information bearing on the success of their 
counter-measutes was obtained. · 

Weather Reports 
H .Q. No. 80 Wing relied on Fighter Command for its weather reports. It was the 

Liaison Officer's duty to see that a da\vn to dusk and dusk to dawn, weather forecast 
was despatched by the Meterological Section t6 No. 80 Wing by teleprinter. These 
reportswerefrequentlyalsopassed by telephone by theLiaisonOfficeY to No. 80Wing. 
In addition. the Liaison Officer, on reqnest, passed particular weather conditions, 
both here and on the Continent, which were obtained from the six-hour chart in the 
Operations Room . Weather was often requi'red b}' No. 80 Wing for their investi
gational flights, and was then specially obtained by the Liaison Officer from the 
Duty FoTecaster. During the invasioo period, frequent weather reports were 
requested and obtained. 

Cloud Forecasts 
On 4 April 1942 the G.A .F carried out three successful single aircraft raids, at 

inte;rvals of about 30 miautes, on the Brockworth Factory and airfield near 
Gloucester duriug daylight, taking advantage of the cloud conditions e~istiog at 
the time. On S April 1942 the D irector-Genetal of Signals issued iostructions that 
radio counter-measures similar to those then employed by night should be employed 
during the daytime. 

In May J942, in order to reduce wastage of valves anticipated by a 24-hour 
service, it was decided that only under certain cloud conditions would daytime 
counter-measures be initiated. The Liaison Officer and Duty MeteorologicaJ Officer 
at R.Q. Fighter Conunand were ordered to co-operate, a.ad it was arranged that the 
Liaison Officer should obtain from the Duty Forecaster at 0500 hours, for onward 
transmission to No. 80 Wiqg, a forecast whep pre-frontal altostratus cloud or 
stratocumulus cloud was expected for that day. On days when no operational 
cloud was expected negative reports were obtained. 

England and Northern frelao.d were divided into nine areas. A C<OPY of the area 
map was held at No . 80 Wing, and tbe various districts were referred to by the 
number .in thell:: respective areas. On days when a warning was given. SJJecial 
hourly maps were maintained by the Forecaster, in order that the Lta1son Officer 
roigllt be kept ioformed of the cloud movements. It was the Forecaster's duty to 
infol'm the Liaison Officer of any change in cloud conditions not covered by the 
forecast, The Duty Air Commodore was instructed to advise the Liaison Officer in 
cases of doubt of difficulty. 
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In October 1943, it was arranged that the Duty Forecaster should advise the 
Liaison Officer, for onward traasmissien to H.Q., when frontal cloud conditions 
existed at night. This was very useful, in view of the enemy's growing practice of 
bringing up radio aids at the last minute. 

" Albino " and H M1.1tton " 
The Liaison Officer passed to H.Q. prior warning of the balloon operation 

"Albino," and the aerial .rnine operation ''Mutton," primarily to prevent investi
gational flights from being sent over prohibited areas, or those likely to be affected. 
At the request of No. 80 Wing, the Liaison Officer, on a few occasions, successfully 
arranged for " Mutton " to be postponetl so that it did not interfere with vital and 
specially arranged flights. 

Smoke Screens 
In mder that the Controller and Starfish Controllers at No, 80 Wing might be lD 

possession of the full picture of de.fensjve measures taken against the enemy during 
an attack, the Liaison Officer obtained and passed to the Wing the times and sites 
of all smoke screens laid . This ioformation came via the H.S.L.O. , when smoke 
sc1·eens were under Home Office control, and from the Opei:ations Officer at H.Q. 
Fighter Command, from 1 April 1943, wben the R.A.F. took over the control of 
smoke screens and allocated their operation to A.A. Command. 

Bomber Programme 
Each morning, the Liaison Officer passed to No. SO Wing the number of bombers, 

targets and casualties of Bomber Command for the preceding night. 

" Y " Section at H.Q. Fignter Command 
A close liaison was maintained between the Liaison Officers and the .. Y " Liaison 

Officers. In this way, much useful foformation was passed to No. 80 Wing as to 
enemy ;units likely to operate, bases, beacon.s, and areas of operation . It was 
suggested in 1942 that the two sections shoul.d be amalgamated . The Officer 
Commanding No. 80 Wing raised strong objections, jnformi11g H.Q. Fighter 
Command that the results obtained from b.is counter-measures organisation dependep 
largely on the efficiency of his Liaison Section which must operate as a separate 
entity. 

No. 80 Wing had a direct line to Cheadle in oTder to obtain essential infomiation 
immediately, but there were numerous occasions when tile Liaison Officer obtained 
the information via tbe " Y " Officer at H.Q., Fighter Command, before it had 
been passed by Cb.eadle to No. 80 Wing. 

" Trinit~ n 

Briefly, this was an operation at the end of 1941 for the bombing of the German 
warships at Brest with the aid of approach beams. The Liaison Officer gave, from 
No. 80 Wing, prior details of these attacks to the Duty Air Commodore and the 
Operations Officers could be informed. The Duty Air Commodore also informed 
the A.0.C. No. 10 Group in order that certain R.D.F. equipment in his Group which 
was found to interfere with the operation could be switched off. 

During the attacks, the Liaison Officer " told " to No. 80 Wing the complete 
tracks, where possible, of all the aircra{t taking pa.rt in the operation, from the bnie 
they 1left their bases until 1:1leir return. Tracings of these tracks were made by the 
Liaiso11 Officer at the time and seot to No. 80 Wing. 

R.A.F. Intruder Aircraft 

Soon after the R.A.F. Intruder Operations coromeoced, it was fouu.d advisable 
that the 1ntcuder: ContNller should be i.oJormed as early as possible of the target 
likely to be attacked by the G.A.F., so that the intruder targets could be chosen as 
early as possible. It was therefore arranged, on 27 June 1942, tbatall No. 80 Wing 
information should be passed via the Liaison Officer and the Duty Air Commodore 
to the Duty "Y " Officec, who passed it, together with any " Y " information, to 
the Intruder Controller. This roundabout method was abolished eventually, a;nd 
No. 80 Wing information was passed direct to the Intruder Controller. 
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Washtub 
At the beginning of 1942. the enemy began to interfere with the R.A.F. M/F 

beacon system. Before the multipie beacon system could be worked out to 
·counteract this intederence, the B.B.C.s aid was sought. Dl'oitwich V unsynchronised 
was made available to Bomber Command as a beacon. It afforded e..~cellent 
"homing" facilities for aircraft with.in 150 miles, and be.ing of such high power 

• could not be ·easily jammed jn the districts of the United Kingdom to which Bomber 
Command aircraft wished to navigate. On request from Bomber Command th.rough 
No. 80 Wing, the Liaison Officer advised the Senior Control Room Engineer, at tbe 
B.B.C. when the transmitter was required. The transmitter, however, always 
remained liable to be closed down by tbe R,adio Control Officer in the eve11t of 
hostile raids mak iog this advisable. 

Fighter Command Bullseye Operations 
·From about July 1942, Bomber Command, in t:onjunction with Fighter Command 

and A.A. Command, carried out practice interception exercises at night. In order 
that No. 80 Wing investigational flights should not be con{Used with aircraft taki~1g 
part in these exercises, tbe Liaison ·Officer -passed to Headquarters particula'l:s of 
them beforehand. 

Interference with R.D.F. 
Early in 194~, the e'nemy started to interfere with R ,D.F. This interference 

varied jn intensity, and was usually experienced before and/o:r during an attack in 
the South-East of the operational area of No. 11 Group. No. 80 Wing was interested 
in such interference, inasmuch a.c; it indicated future enemy aircraft acti'vity and 
enabled them to be ready with their counter-measures, especially as it had become 
the frequent practice of the enemy not to bring up his radio ajds until the very last 
:minute. Interference 'Was, l10wever, not always accompanied by raids, "spoof" 
interference being qnite a normal practice. 

1t was tile Liaison Officer's duty to obtain :from the Fighter Command Operations 
Officer and/or the No. J l Group Filter Room Controller notification of any 
interference, Hs extent, and stations affocted. This was immediately passed to 
No. 80 Wing who were notified as soon as it had ceased. :Before 0645 hours daily, 
the Liaison Officer obtained from the No. 11 Group Filter Room, for onward trans.
mission to the Director of Telecommunications, via No. 80 Wing, all interference 
·occurring during the preceding 211 hours. This information comprised the periods 
w.ithin which each interference took place, a.nd the extent each station was affected. 
The codeword for interference was "Visitors." This interference continued until 
~he middle of September 1944. 

Starfish 
When a Starfish was ordered o.ffbythe Starfish Controller at No. 80 Wing, details 

of the time, type and locatiou were -passed to the Liaison Officer, who passed tbem 
to tbe Duty Air Commodore in writing and to the H.S.L.O. verbally. The Starfish 
Controller required times when areas in whlch their Starf\sh were ignited received 
11 Red 1

' and "White" warnings from the Air Raid Wamlng Sections. This 
iofouoation was obtained by the Liaison Officer and passed to No. 80 Wing on the 
f()llowi.ng day, when requested. 

The Liaison Officer had an elaborate Wl\.ll map, showing a ll the decoys it was 
proposed to emJ,Jloy fo connection with the Normandy in.vasion. He was ~o be 
responsible for operating this map during the invasion aud for keeping No. 80 Wing 
informed of the deCGys employed. This map, however, was never brought i nto 
operation, and was retur.ned to Colonel Turner's Department. ' 

Meerschaum 
In Febx:uary 1944, it was known that enemy aircraft raiding this country were 

equi@ed with. backward looking A.I. (Neptu·n Genie) by which they were able to 
detect the presence of intercepting fighters. A scheme was worked out for jamming 
this device by special g.roup equipment located at certain C.H., G.C.I. and certain 
No. 80 Wing stations. Immediately enemy aircraft likely to raid this cotintry were 
plotted on the No. 11 Group Filter Room table,. the Duty Controller passed the 
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following message to the Liaison Officer : " Meerschaum on." The Liaison Officer 
passed this message immediately to the No. 80 Wing Controller who was responsible 
for passing all executive jammer messages to the jam.ming units located on 
No. 80 WiJJg Sites. The countcr-measur,e was concluded by the passing of '. 
" Meerschaum off» by tbe No. fl Group Filter Controller and onwards in a similar 
manner. The operation continued until 14 May 1944. 

Fighter Command Ops. 3 Conference 
From March 1944, the LiaisQ'n Officer attended the Ops. 3 Conference each 

rooming at 0915 hours, at which the hostile activit y for the preceding night was 
discussed, The Liaison Officer fux:nished the Conference with foll details of any 
bostile beam or beacon activity which had taken place during the period, and any 
Starfish data. The Liaison Officer on duty during the period prepared comprehensive 
details of the enemy operation, including a list of :flares wbicb usua.lJy preceded an 
attack at that time, in addition to the No. 80 Wing information. 

" Bareback " 
In May 1944, the B.B .C. transmitters at Wasbforcl and Brookman's Park were 

roade a"\Pailable between 2330 and 0600 hours daily .for counter-measures against 
C..erman instructions to aircraft ernaoating in W/T from Calais I, which operated 
on frequency of about 583 kilocycles. As soon as the L iaison Officer had · any 
indication of impending air raids against the United Kingdom, it was his duty to 
adv.ise the Duty " Y" Officer who in turn adv1sed Kingsdown. Immediately 
Kiogsdown received this warning, they passed the following advice to the Senior 
Control Room Engineer at Broadcasting House: " Opera tion •Bareback '- B.B.C. 
Tnmsmitter stand by," When the transmitters were actually required, Kingsdo'wu 
gave the Senior Control R0om Engineer the following immediate message : 
"Operation 'Bareback '-Control required." The Senior Control Room Engineer 
then connected the key lines and held the transmitters rea9-y for radiation when 
required. At the end of the raid, or when the Liaison Officer con$idered a raid 
unlikely, he passed this message to the Duty "Y" Officer "'Bareback' country 
clear." The transmitters were then stood down, or if the Liaison Officer anticipated 
further raids shortly, he requested'' •.Bareback' to stand by.' ' AsaU the transmissions 
on this operation were short and intermittent, it was not thought that enemy 
aircraft could make use of them as navigational aids. This operation was finally 
merged into the operation called "Dartboard." 

" Dartboard " 
Under th)s operation, the P.I.D.'s transmitter Aspidistra at Crowborough, Sussex, 

and the B .B .C.'s traosmittec MoOiside Edge 3, near Buddersti.eld., were made 
ava~lable to Bomber Command for jamming German med ium frequency broadcast 
inst.ructions to oigbt fighters. 

The Liaison Officer was only concerned in this operation by reason o.f his Radio 
Control duties. In the event of enemy raids occurring while Aspidistra was 
radiating continuous programmes for " Dartboard," the Radio Control Officer could 
close it down in the normal way. As soon as Aspidistra received "close down" 
instructions from the Senior Control Room Engineer, they immediately ceased 
programme radfation and banded over the transmitter to l{ingsdown. so that the 
latter might key in the short bursts necessa.ry to jam enemy fighter insiTUCtions. 
Tbe need for strict control of the Radio Control Officer of programme transmission 
(s obvious, since Aspidistra was a very powe.rful beaoon in. a most dangerous situation. 
T)l.e keying oi "Dartboard" in short bursts did not deprive Bomber Command of 
its use, and was of doubtful use to the enemy. 

Flying Bombs (Diver) 
'Between 13 June 1944 and ·29 March 194.5, 8.804 flying bombs were plotted, 

5,605 crossed the coast and 2,302 reached the target area:. Of these, 753 were 
air-launched, 526 cr.ossing the coast and 106 reaching the target area. 
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In order to Meacon these flying bombs fitted with W/T apparat us the Liaison 
Officer passed to No. 80 Wi ng, and to Ditohliug also when that station was operating, 
the following information concerning each of a ll these flying bombs dudng each 
phase:-

(a) First plot and time. 
(b) Track. 
(c). Crash pin-point. 
(d) Time of crash. 
(e) Home Secretary details of damage and casualties. 

Eve1·y three hot1rs the Liaison Officer a lso passed a complete list of flying bombs 
during that period, giving-

{a) Raid number. 
(b) First plot. 
(c) Landfall. 
(d,) Fate. 
(e) Time. 

The Liaison Officer gave in his 12-hourly report details of each phase of flying 
bombs during the period. Details required were-

(a) Times of phase. 
(b) Number despatched. 
(c) Number crossing the coast. 
(d) Number reaching the Greater London area, and 
(e). Claims by: 

(i) Fighters, 
(ii) Gu ns, and 

'(iii) Balloons. 

During the air-launched attacks, tracks of the parent aircraft, if plotted, were 
I?assed. 

Wind Speeds 
To enable No. 80 Wing to work out the possi ble drift of flying bombs caused by 

wind, the Liaison Officer obtained from the Duty Forecaster at l-LQ., Fighter Com
mand, tbe wind states at surface, Z,000 feet and 5,000 feet every three hours. This 
was passed to No. 80 Wing frOln 24 June 1944 onwards. 

Rocket Projectiles (" Big Ben ") 
At 1843 hours on S September 1944 the :first rocket projectile arrived in this 

country at Chiswick. Between this date and 1654 hours on. 27 Mal·ch 1945, when 
the last one fell at Orpington, some l ,115 were reported by the Ministry of Home 
Security. 

Many of these projectiles were radio controlled, consequently an R.C.M. 
9rganlsation was set up at Beachy Head. The Liaison Officer: passed to No. 80 Wing, 
from the H.S.L.O. and the Scientific Observer in the No. 11 Group Filter Room, all 
the crash points, and flring points of these missiles, as they were received. Details 
of damage, craters ancl casualties were at first passed in detail, but t his was 
found 11nnecessary, and damage information was only passed on request after 
13 February 1945. 

A.E.A.F. 
During the time that A.E.A.F. maintained a Signals Security Section at Stan more 

(i.e. from February 1944) . the Liaison Officer passed to that Sect.ion each rooming 
a copy of h is D uty Group Captain's report of any beam active during the previous 
24 bO\IIS, and counter-measures taken. 

299 



The Liaison Officer also obtained, from 4 January 1945, from the" Y "branch of 
the A.E.A.F. a report each afternoon of any strategic or mine-laying operations 
undertaken by the G.A.F. over the Continent on the preceding night, Details 
required were-

(a,) Time. 
(b) Scale of attack. 
(c) Target (bombing or mine-layir\g) aud, if possible, 
{d) Type of aircraft and Unit employed. 

This information was passed to No. 80 Wing between J400 and 1500 hours daily. 

Coastal Command Operations 
In February 1945 No. 80 Wing became interested in any Coastal Cornrnand 

operations over the area from Norway to Dover which might invite hostile reaction. 
The Liafaon Officer therefore obtained from the Coastal Command Liaison Officer, 
between 1700 and 1900 hours daily, detaHs of all such operntions orders for the 
coming night. This information was then passed by Scrambler telephone to 
No. 80 Wing. 

APPENDIX No. 7 

WAR-TlM'E CONTROL OF RADJO TRANSMISSIONS 

Formation of S ub-Committee .for the Control of Radio Transmissions 
In 1936, the Committee oflmperial Defence formed a Sub-Committee called the 

Control of Radio Transmissions Sub-Committee. This Sub-Committee on which 
all interested parties were represented, was under the chairmanship of the Director 
of Signals, Air Ministry, and its object was to inquire into the action necessary in 
the event of war to prevent radio transmissions in the United Kingdom, wfth special 
emphasis on broadcasting, from being a definite aid to navigation to the enemy. 

Radio Control Decisions 
Tb.e Sub-Committee decided that all wavelengths between 200 and 10,000 metres 

with radiated power of over 500 watts would constitute a danger, and would have 
to be controUed. This involved stations operated in the United Kjngdom by 

(a) the G.P.O. ; 
(b) Cable and Wireless, Ltd. ; 
(c) the Admiralty ; 
(d) the Anny ; 
(e) the R.A.F. ; 
(f) all Civil Aviation ; 
(g) the Home Office (i.e., the Police) ; and 
(Ii) the British Broadcasting Corporation. 

It was decided that broadcasting should be suspended dui:ing enem.y raids on 
the United Kingdom, and that all other stations should also be closed. Lists of the 
stations which the Sub-Committee recommended to be closed i:n the event of raids 
were prepared. 

The Admiralty reserved to itself t he right to break silence in the event oJ Naval 
needs making this imperative. 

Cable and ·wireless, Ltd .. were, in fact, at no time affected during the war fo:r the 
reason tbat no enemy afrcraft was ever found whose D/F apparatus operated on 
wavelengths used by Cable and Wireless, Ltd., namely between 2,000 aud 
10,000 metres. It was, bowever, thought in December 1940 that their transmitter 
at Ongar migt1t be assisting the enemy, but th is suggestion was fina!Iy discredited. 

Ali Civil Aviation wireless' was taken over by the R.A.F. and became pai:t of ihe 
Service M.F. D/F organisation, and was as such liable to control. 
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Admiralty Beacons 
The coastal radio beacons operated by the Admiralty were :suspended on the 

outbreak of war. The Admiralty subsequently were a llowed to restore tbe services 
of. certain of these beacons covering the North-Western Approaches. which were 
found to be essential for marine navigat ion. Where possible, the. beacons brought 
into service came under control-some, however, were too .remote and without 
telephone or R/T facilities, and were there:fore Meaconed by No. 80 Wing to prevent 
t11eir being used by the enemy over vital land areas, or operated on an '' on request '' 
basis ooJy. By the end of 1944 all West Coast beacons were operating, 

French Broadcasting Stations 
A scheme to control the French broadcasting stations was introduced but this 

did not in practice prove satisfactory, and was soon dropped. 
Recommendations .of t he Sub-Committee were finally approved by the Committee 

oflmperial Defence, and are briefly summarised as follo\vs :-
(a.) Broadcasting should be synchronised. 
(b) • T he Air Ministry should be Ies_ponsible for the control of radio transmissions. 
(c) Lists of all stations likely to be affected should be prepared. 

Formation of Radio Control Section 
The above recommeuqations and a decision by the Air Ministry to delegate tbe 

authority for the issue of executive close-down instructions to Headquarters, 
F ighter Cornman(!, led to the formation of the Radio Control Section in the Operations 
Room at Headquarters, Fighter Command, in September 1939. 

The Section was composed of four A. and S.D, officers on a 24-.hours watch-keeping 
basis, and came, until November 1940, under the cont rol of t he Chie·( Air Raid 
Wa rnin,g Officer. 

Amalgamation of Radio Control Section with No. 80 Wing Liaison Section 
In November 1940, the Radio Cont rol Section was amalgamated with the 

No, 80 Wing Liaison Section, but the responsibil ity for . the control of radio 
transmissions remained vested in Fighter Comma11d. 

Transmitters Controlled by No. 80 Wing Liaison Section 
The following transm itters were con.trolled by the No. 80 W ing Liaison Section:-

(a) All B.B.C. high-powered transmitters. (The remaining lower powered 
transmitters wen~ closed by the British Broadcasting Corporatio11 itself 
on an alert being sounded in t he area in which the transmitter was 
situated.) · 

(b) All Naval transmittei;s and coastal beacons. 
(a) All Police transmitters. 
(d) All G.P.O. transmitters. 
(e) All R.A.F. beacons, mobile and otherwise, and the M.F. D/F organisation. 
(!) From Novembe( 1942 the transmitters, known under the code word of 

Aspidistra belonging to the Political Intelligence Department which had 
been installed near Crowborough in Sussex for propaganda purpose. 

Communicatio1)s . 
The Section was provided with tie-lines to the Bdtish Broadcasting Corporation's 

Control Centre in the basement of Por tland Place, and to its stand-by· Control 
Centres at Maida Vale, Wood Norton in Worcestershi.i:e, a od at Aldeo.bam in 
Hertfordshire. Except for test purposes, on very rare occasions only was it necessary 
for the Radio Control Officer to communicate with the staud-by by Control Centres. 

Close-down Instructions to B.B.C. Control Room 
The Control Room at Portland Place was under the direct control of a Senior 

Control Room Engineer who was under instructions to accept all close-down orders 
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from the Radio Control Officer without comment. The Senior Control Room 
Engineer was able to switch off any transmitter practically simultaneously with his 
instructions from Fighter Command. 

A remarkable liaison was established between the Radio Control Officers and the 
Senior Control Room Engineers, and it would be fair to state that on less than a 
half-dozen times during nearly six years did any misunderstanding a.rise. 

Orders for Control 
All close-down messages from the Radio Control Officer were passed in a 

prescribed form, viz., " Fighter Command speaking-awake- close (e.g. Brookman's 
Park 1) Clodat," and to open "Fighter Command speaking- awake- reopen 
(e.g. Brookman's Park 1) Clodat." During the period that Fighter Command 
ceased to exist under that name, the title Air Defence of Great Britain was, of 
course, substituted. 

In the event of the code word Clodat becoming compromised, reserve code words 
Castop or secondly Kerbit were provided by Signals, Air Ministry. It was never, 
however, necessary to use either reserve code word. 

Radio Control Section Records 
A record was kept by the Section's Duty Clerk of all closing and opening times 

and tallies were put on a wallboard containing all current stations in their respective 
groups which were subject to control. It could therefore be seen at a glance what 
stations were closed at any moment. As time went on, experience was gained, and 
an excellent system was evolved both for recording and displaying close-downs. 

B.B.C. Synchronised Groups 
On l September '1939, the British Broadcasting Corporation divided their 

transmitters subject to control into three synchronised groups, viz. :-

North Home. South Home. .Foreign. 
767 kilocycles per second 668 kilocycles per second 804 kilocycles per second 

(391 metres). (449 metres) . (373 metres). 
Lisnagarvey. Moorside Edge. Brookman's Park. 
Westerglen. Droitwich. Moorside Edge. 
Burghead. Brookman's Park. Westerglen. 
Stagshaw. Washford. 

Irish Free State Transmitters 
Shortly after the outbreak of war it was found impracticable, chiefly on account 

of telephone difficulties, to attempt to request the Irish Free State to close their 
100 kilowatt lransmitter at Athlone, so spoilers were erected by 9 December 1939 
by the British Broadcasting Corporation at Penmon (2 kilowatts), Clevedon 
(2 kilowatts) and Redmoss (1 kilowatt), and these spoilers came under Fighter 
Command control. 

This system, however, proved unsatisfactory, since Redn1oss in particular gave 
good signals for navigational purposes over the North Sea, and Penmon also was 
dangerous owing to its close proximity to Liverpool. Further, the cost of the 
organisation proved out of proportion to the doubtful benefit derived from it. 
The system was therefore abandoned on 3 February 1941. 

Arrangements were concluded on 8 October 1940 with the Irish Free State whereby 
they themselves ran spoilers in Cork and Dublin. Later, on 18 March 1941, an 
additional spoiler, designed to protect the Belfast area, wal:i installed by the British 
Broadcasting Corporation at· Ramsey in the Isle of ::vran. These three spoilers 
operated successfully until 29 February 1944 when they were discontinued, due to 
diminishing enemy air activity over the British Isles. 

B.B.C. Transmitter Danger Areas 
Synchronisation fails as a safeguard against enemy navigational use when enemy 

aircraft come within a certain distance of any high-powered transmitter. Theory 
and tests indicate that for aircraft loop D/F the unprotected area usually lies within 
the field strength contour wherein the local transmitter gives a signal of four times 
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or more of tha,t of the combined fields of the other members of the group. therefore 
in order to prevent tbe euemy from being able to D/F, areas were worked out and 
marked on maps showing the four to one contour, i.e. the area round a syncbrnnised 
transmitter fa which a hostile aircraft could D/F on that transmitter. These areas 
varied during night and day. due to propagat-ion effects, and it was therefore 
necessary to work out two areas of danger for each transmitter, one for use during 
daytime and the other for use during the n ight. 

At the beginning of tbe war a number of mica templates was prepared wit,h the 
danger areas of the transmitters it was required to control cut from them. A 
framework was erected on the balcony overlooking the Operations Table at Fighter 
Command. During the d,aytlme the mica templates containing the d~ytime danger 
areas were slipped in~o the framework and the Radio Control Officer could, by Jooking 
through t)lcse templates, see the areas on th~ table jn which the enemy cou\d D/F 
on the transmitters which each particular area surrounded. Night daoger area 
templates were a.!so prepared and similarly used. 

It was the duty of the Rnclio Control Officer to close down the transmitter whenever 
a hostil~ aircraft was plotted inside the danger area of that tra.ns~nitter. 

As time went on. the Radio Control Officers familiarised themselves with f:hese 
areas. and did not have to use the mica t emplates, It was always left to the 
discretion of the Radio Control Officer, bearing .in mind all the circumstances 
existing at the time, e.g. prevailing weather, scale of the attack, direction of hostile 
tracks, whether a particular transmitter should be closed or not. · 

The rule, however, grew up that transmitters should not be closed during a 
programme of extreme national importance, e.g. a speech by the Prime Minister, 
unless in the opinion of tbe Radio Control Officer. with bis knowledge of t he table, 
i\7 was of paramount importance to close t he transmitter. 

The rule also grew up and was finally laid down on 15 October 1941 that 
transmitters should not be closed during, News pertods ; but here again this wa,s 
left t o tbe sole discretion of the Radio Control Officer. In addition, it became the 
practice to re-open closed transmitters for the News periods. 

Radio Control Officers were always to assume tha.t all transmitters were operating 
for 24 hours each day, r~gardless o f published programme schedules. 

In choosing the site for a transmj tter, regard must primarily be paid to the public 
whom the transmitter is intended to feed, and it is for that reason that all high
J?Owered broadcasting transmitters are to be found adjacent ta thickly populated 
industrial areas, which in their turn were the area in which the eneO'ly was most 
interested. Unless a system bad been evolved to deprive the enemy of navigational 
aic;l from broadcasting, the enemy wo1.1ld have fou.nd himseU i11 possession of a radio 
aid of great value in locatiu·g the precise areas to which he wished to navigate. 

Increase of Transmitters by the B.B.C. 
The British Broadcasting Corporation. as time went on, greatly increased the 

number oi ~ts transmitters, which in tt\rn resulted in a far greater number of 
synchronised groups. This increase made the task of the Radio Control Officers 
more difficuJt in as :mucn as t he number of danger areas to be watched was increased. 
lt was found impossible to continue the mica template method of ascertaining the 
danger areas. 

Preparation of 'Transmitter Field Strength Maps 
ln about August 1940 50-rnile circl~s round the broadcasting transmitters were 

taken to be the daoger areas. This method co1)tinued for some titoe, but was found 
to involve unnecessary closings. Areas were therefore worked out based on the 
four to one field strength prjnciple, and imposed on some ten two-sided gridded 
maps of. the.area shown on the Fighter Command Operations Room Table (one side 
for use at nlght and the othei:; by day). Each map contained all the synchronised 
transmitters in each group. 

As time went on, even this method proved unsatisfactory and was impossible to 
bandJe. So finally, in March 1944, the Air Ministry evolved a more simple method 
of reducing the danger areas to handy maps. Each large square of th.e Fighter 
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Command grid w~ divided into 25 smaller squares, and in each square were written 
tJ1e numbers of the transmitters that should be closed in the event of an enemy 
aircraft flying over that small sq~are. 

At that time no less than tb.il·ty-four high-powered transm itters, divided into some 
ten groups, were under the Radio ~ont.i:ol Officer's controJ, and it can easily be seen· 
that it would h,ave been physically jmpossible for him to carry on without some 
sucb guide, especially a.q he had his No. 80 Wing Liaison duties to perform. 

The United Kingdom was divided into two halves, North and Soutb., and three 
maps were prepared for each half, ior Condition " A." Condition "E '' and 
Dartboard respectively. 

Condition ' 'A " was used when the P . I.D. transmitter Aspidistra was radiatiIJg 
synchronised with Brookman's Park 3 in Group "E." Condition "B" was used 
when Aspidistra was radiating unsynchronised outside Group" E." The Dartboard 
map was used when Asp.idistra and Moorside Edge 3 were being used by Bomber 
Command for jamming German Medium Frequency broacfoast instructions to tbeir 
night figh.ters under an operation the code word for which was Dartboard. 
. The repeated re-grouping of the British Broadcasting Corporation's transmitters,. 
and their closing by the Radio Control Officers. made the enemy distru~t them as 
reliable aids to nav.igation, and there is 110 e.vidence of tbe attempted general use 
by the enem.y of any of the British Broadcasting Corporation's transmitters for · 
navigational purposes. althoug.h one or two transmitters n.re mentioned in Prisoner
of-war reports. 

F lying Bomb Alerts 
It bas previously been said that the Brjtisb Broadcastjng Corporc;i.tion closed its 

low powered transmitters whenever an alert was sounded in the area in which the 
transmitters wth·e located. When the Flying Bomb attacks started it was, of course, -
unnecessary to close down ior alerts occasioned by the Flying Bomb. It therefore 
became. the duty of the Radio Control Officer to advise the Senior Control Rooin 
Engineer wheTiever a Flying Bomb attack was developing and the area likeJy to be 
.affected . Tbe Senior Control Room E ngineer did not then close the low-powered 
traosmitters unnecessarily, and the public was not depr:ived of its broadcasting 
service. 

High Power Transmitter, Patrfogton-Contfol Precautions 
On 12 February 1943 a very h.igb-powered transmitter of 600 kilowatts on a 

frequency of 200 k\locycles per second (l,500 metres) was opened by the British 
Broadcasting Corporation at Patrington near Hull and was known as OSE 5 · 5. 
It was synchronised in Group " L " with Droitwich and Daventry V. Owing to 
its position and high power, it was necessary to devise specla1 rules for the closing 
a,ru.1/or reducing the power of the transmitter. In the event o{ a hostile or :X-ra.id 
appearing north of the line Harwich-Dutch Islands, the Radio Control Officer 
><iould .instruct the Senior Control :Room Engineer to reduce the power of OSE 5- S 
from 600 kilowatts to 400 kilowatts, thus cutting down over the North Sea the 
relatively 1ar:ge unspoiled ar:ea given by its 600 kilowatts. OSE 5 · S had similarly 
to be cut to 200 kilowatts if a hostile aircraft entered the danger area boundeO. by 
1:be Wash and Newcastle, and to be cut completely if hostile activlty occurred in 
tbe Hull area, or it such activity was judged by the Radio Control Officer to be 
imminent. Further, if large scale hostile activity took place io other areas coincident 
with a major activity in the Hull area fhe complete Group " L" would be cut. 
Hostile act-ivity in the Midlands-Gloucester danger area also necessitated the 
cutting of the complete Grou1) '' L." 

A single high,powered transmitter, i .e. one of ftve; kilowatts or over, ·was never 
allowed to transmit atone in any synchronised group. lf the Radio Control Officet 
had closed all the high-powered ti:ansn1itters but one in a particular group, it was 
the duty of the Senior Control Room Engineer to close it together with all the 
remaining low-powered transmitters not subject to control as a "consequent " 
shut-down,. The Radio Control Officer was not concerned with this " consequent " 
shut-down, and had to issue. cl~sing and re-opening orders without regard to it. 
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Introduction of Horizontally Polarised Aerials 
The.re was another method beside frequency synchroaisation for preventing enemy 

aircraft from navigating over the United Kingdom by the aid of British Broadcast 
St.ations_ Thfa was by employing aerials radiating horizontalJy polarised waves, 
wbfoh are unsuitable for a.ircra!t loop D/F. Start Point S.21 is an example bf a 
high -powered station so adapted. Even this lype of transmitter came under tb.e 
control of the Radio Control Officer (owing to the possibility of some residual 
vertical polarisalion appearing. fortuitously due to aerial ' 'out oi balance " effect), 
but being a propaganda transmitter had not to be closed unriecessadly. The nature 
and extent of the enemy activity and prevailfog weather were the governing factors, 
bearing in mind that nigh.powered stations may be a very dangerous beacon in 
ii;idustrial areas. The distance of each transmitter Jrom nearby towns was contained 
in the Radio Control Officers' instructions. 

During the war the Radio Control Section gave orders to the Senior Control Room 
Engineer to close down transmitters on no less than 3,555 occasions. 

Admiralty 
I 

At the beginning of the war, all long a.nd medium wave W /T stations belonging 
to the Admiralty, were placed under the cont.rot of Fighter Command . Individual 
close-down ar~as were, however, never prepared for the Admiralty stations which 
were all clo.sed by the Radio Control Officer under an omnibus order when he 

·considered tbe~scale of enemy attack warranted jt, The order to close was passed 
by the Radio Control Officer to the Naval Liaison Officer 1n the Operations Room 
at Fighter Command in the following te.rms :-"Fighter Comma.ntl speaking. 
Request close W/T stations Clodat." Re-open instructions were similarly passed 
with the word " re-open" substil'uted for "close.'' 

ln December 1943 two seabor'tle radio beacons belonging to tQ.e Admiralty called 
"Scarweather and Nab, situated io tbe Bristol Channel off Swansea, a nd off the isle 
of Wight respectjvely, were also brought under Fighter Command control. In 
practice close·down instructions were only passed when an attack of exceptional 
size was taking place, or when the Radio Control Officer had speda.l reason to 
suppose that tbe enemy wished to obtain some navigational ai<l from these Admiralty 
stations. As time went on, the Admiralty carried out most of its transmis.sions on 
frequencies lower than those covered byt.beenemy's D/F appo.r;ttus. and synchronised 
its high-powered station at Cleethorpes as a further safeguard, jn case the enemy 
extended the frequency range of his sets. Bet\veen 1 SO and 200 closings were made 
during lhe war. 

Police 
At the beginning of the war, all Home Office vV/T stations we.re placed under the 

control of Fighter Command. Experience showed that this precaution was 
unnecessary and, on 20 September 1940, the control was removed and never 
re-imposed. 

General Post Office T0tnsmitters 
At the outbreak of war, the following G.P.O. medium or Jong wave W /T trans

missions were put uoder the control of Fighter Command ;-
Lea.lield, Rugby, Portjshead, Cullercoats, Humber, Land's End, Njton, 

North Foreland, Portpatricl<, Caernarvon, Ongar. Parkeston Quay, Stoneha.ven, 
Seaforth, Wick, Sheigra. Calleo Head, Tiree, Sand~y and North Eonaldshay. 

This cont.rel was maintained until the end of the vVar in Eumpe. but the Hst of 
stations was from time to time amended. 

The Ra..(]io Control Officer was provided with an" Awake" line to the Supervisor 
in charge of the London Trunk Exchange, and passed an omnibus close-down 
instruction 10 tbe following t.erms when he considered that hosti le activity derna.nded 
it. " Fighter Command speakJng--.awako--close down all stations- Clodat." 
The stations were re-opened in a simil'ar manner by substituting " re-open" fot 
" close down.'' 

In the event ol the destruction of the London Trunk Exchange, it was provided 
that close-down instructions would be relayed by the Duty Air Raid Warnings 
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Officer at No. 9 Group to the Supervisor: in charge of the Binn.ingham Truok 
Exchange, but it was never found oecessary to resort to this alteroative. 'When 
the Air Raid Wareing Sectloo at No. 9 Group was closed about M~rcb 1944, it was 
not cou.<iidered necessary to p1·ovide any other alternative arrangements. 

The Radio Control Officer did, in fact. close down aJl the G.P.O. stations when 
raids of exceptional size were ta.kiog place against tb,e United Kingdom. Over · 
100 closings were made during the war. 

The intermittent traffic of the G.P.O, was not inconvenienced by omnibus clOS\lre.s: 
There was not sufficient traffic to warrant synchron1sation, but the G.P .0. was 
ready to adopt such a system if closings had proved too Q.eavy. If Fighter Command 
did not issue close-down instructions and enemy activity occurred in the vicinity of 
G.P.0. stations, it was !eft to the G.P.0. to dose down and re-open at their 
discretion, dependent o.o the extent of ~he enemy air activity. Wben close-down 
instructions had been issued from Fighter Command they could only be re-opened 
by Fighter Command. 

·M.F. D/F Organisation and R.A.F. Beacons 
The M.F. D/F organisation can be divided under two heac).ings :

(a.) D(F security and identification systems, and 
(b) Radio beacons. 

DJF Se{'W"ity and Identification System 
This system provided two aircraft navigationa.J services, Security, the provisfon 

of navigatio.oa.l aid to aircraft in the form of beari·ngs and fixes, and Identification, 
the establishment oi identity of friendly aircraft returning to the British Isles. 

The tw9 servjces consisted of twelve separate D/F sections, each comprising two 
or more D/F receiving stations. Each stabon had its own M.F. trarismltters for 
cornmunicat.iog with aircraft, and for passing bearings and contro1 messages between 
D/F stations, when landlines were not available. 

T\\lo sections employed synchronised tra.Dsmitters to prevent the enemy from 
u1>ing their signals for navigation. The originaJ intention had beeo to synchronise 
.all the seclions, but tbe provision of landl jnes was not possjble. 

It was the gener.al rule that D/F sections should not be closed down by t'he Radio 
Control Officers, except on occasions of vital emergern;:y, when .it was considered 
that the denial 0£ navigational aid to enemy aircraft was of such vital importance 
in the interests of national security as to justify depriving British aircraft of their 
security service. This decision reqiJired the weighing-up of such factors as t he 
extent of the enemy raids. the number of f riendly bomber aircraft i.n the air at the 
'lirne, and the prevailing weat'her conditions. 

The synchronised sections radiated simultaneously when passing messages to 
aircraft. and therefore ofie.red no navigational aid to the enemy at distances greater 
thart 30 to SO miles from the transmitters. When hostile aircraft .appeared within 
t his r.ange of any syoc.hIOnised transmitter; it was the duty of the :Radio Control 
Office.r, if he considered H necessary, to close down tbe t.ransroitter-in which event 
the other tra.nsmj tters iu the group cootinued to transmit, 

Special attention had to be given to the tr'd.l'lsmitters at Barton near Manchester, 
and Borough Hill near Daventry, owing to their high-power and locations. 
Close-down areas for these two stations only were held by the Radio Control Section. 

II it should happen that.enemy aircraft were reported within 30-50 miles of all 
transmitters in any section . a decision had to be made as to whether tbecircumstances 
j'ustified closing the wbole section, and so d.epdviog those of our aircraft. to whom 
t:he section had been allotted, o f navigational aid. The route by which close-down 
instructions bad to be passed was set out opposite each sta.tion in the list beld by t.h.e 
Radio Control Section. It was t he duty of the Radio Control Officer to advise the 
Duty Signals Officer at Bomber Command whenever any transmission of the M.F. 
D/F organisation was closed, so that altem<l.tjve arrangements could be made to 
provide navigation<D assistance. The closing of transmitters io the non-synchronised 
sections was only resorted to in coodittons of emergency. During periods of raids, 

306 



however, instead of complet~ly closing any section, the Radio CoutrOl Officer might. 
at his di.scretion, take the following action to restrict to a minrmum the aid that the 
transmitters were Hkely to offer to enemy aircraft :-

(a) lnstruct the D/F control station to use a transmitter in its section remote 
from the area of the enemy ra~ds, and/or 

(b) lnst.ruct the D/F control station to restrict its transmissions to aircraft to 
the absolute minimum during the period ot: the raid. 

Control messages were passed in the following form:-" Awake--tlose down 
(restrict) . . . transmitter Clodat." 

Radio Beacons 
A radio beacon service was available to provide navigatio.oal facilities additional 

to the M.F. D/F organisation. The Radio Control Officer held a list of the radio 
beacons (static and mobile) which were sobject to his contcol. The decision to close 
was taken in the light of prevailing circumstances. The Duty Signals Officer at 
Bomber Command had to be advised whenever a radio beacon was closed and the 
rules were more stringently applied to beacollS used for training afrcraft only. 

Eventually it was found inadvisable to close dowu the M.F. radio beacons as with 
increasing numbers of airborne aircraft there was now insufficient time to plan 
alternative arrangements. A security scheme was thereupop evolved whereby 
beacons were grouped and allocated for use to a changing sched.ule, so that enemy 
aircraft could never be sure from which site any transmission was coming at a 
particular time. It would have been possible for the enemy to break down th.is 
cbange-over system. but there is no evidence that he was successful or even tried. 
The Radio Control Officer, in practice, very seldom c losed down radio beacons, 
except the one at Borough Kill, iu view of their paramount importance to Bomber 
Command, and they were finally removed from Control. 

The M.F, transmHter at Borough Hill which, as stated above, was used both as 
a beacon and in the M.F. D/F organisation, was always a source of great apprehension 
to the British Brnadcasting Corporation, owing to its high power and close 
pJ.:oximity to their Daventry transmitters, which were used for the Empire and 
Overseas Services. 

The Daventry area was, of course, 0.0,e in which the enemy was highly interested, 
and the Bornugh Hill beacon, unle$S controlled presented an admirable help to the 
enemy. Borough Hill was closed down whenever an enemy aircraft came witbin 
its unspoiled area on instruction to the Senior Control Room Engineer. Eventua,lly, 
to overcome the British Broadcasting Corporation's apprehension, and to a.void 
the frequent close-downs, the transmitter was le-sited nea..- Hull, and replaced the 
one in the Borough Hill orga.nisation. Eventually tbe Dfrector-Genera.1 of Signals 
released all the R.A.F. M.F. D/F organisation from the Radio Control Officer's 
control, largely on account of the difficulties inherent in control. 

Aspidistra 
In November 1942, His Majesty's Government Communication Centre acquired 

from Messrs. RC.A. in the United States of America, and erected underground near 
Crowborough in Sussex, one of the highest powered M.F. transmitters in tbe world. 
Incjdeotally, this station, as a whole, with its high power of 750 kilowatts. mar~s a. 
step forward in design and equipment of a broadcasting station jn this country. 
It operated on a frequency of 804 kilocycles per second (373· 1 metres) and was 
sponsored by the Political Intelligence Department for propaganda purposes. This 
transmitter, and its subsequent off-shoots, came under Figbter Command control. 
The transmitter soon took on the additional d uty of :radiating normal Ministry of 
lnfonnation propaganda, synchronised in Group " E 11 on 804 kilocycles per second 
with .the British Broadcasting Corporation's Brookman's Park 3 and Moorside 
Edge 3. For tb.e last four months of the war in Europe, the propaganda progr~mme 
was carried by Aspidistra. alone, unsynchronised, except for sbort periods when it 
was used for the Political JoteUigence Department's purposes, when BrookmaA's 
Park 3 was brought up to carry the propaganda programme. As far as the Radio 
Control Officer was concerned, Aspidistra was closed by close-down instructions to 
the Senior Control Room Engineer similar to those issued to the British Broadcasting 
Corporation. 
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From 24 April 1944, it W-<1$ the duty c;>f the Radio Control Officer to advise 
Aspidistra via the Senior Control Room Engineer of impending enemy air raids on 
the United Kingdom, and so assist them with various other commitments. 

B.B.C. Monitoring Station at Tatsfield 
From time to time, es_recia;lly .after the Americans came into the War, the Senior 

Cootrol Room En.gineer reported from Tatsneld .interference from friendly sources 
to some of their programmes. The Radio Control Officer obtained the frequency 
and callsign of the offending transmitter, and passed them to the Operations 
Officer at Headquarters No. 80 Wing wl10 in turn advised tbe offender. Thjs 
se•vice was much appreciated by the British Broadcasting Coi:poration. 

APPENDIX No. 8 

RUFFIANS AND THE " X " GERA.T 

The Ruffian system of beams in conjunction with the" X" Geratwas an elaborate 
system by which selected targets could be bombed coropleteJy blind with a high 
degree of acciiracy. 

In its simplest form which is shown in Fig. 1. the system required ao app:roach 
b:::am to enable the pilot to maintain a straight course to the target and two cross 
beams aligned so as to cut the approach beam (P) and (Q) a fixed distance apa1-t 
and at a fixed distance from the target (X). The time taken to pass frnm one cross 
beam to the other along the line of apprnach gave the ground speed of the aircraft, 
and this in conjunction with the position of the second cross beam (Q) relative to 
the target gave the correct instant for bomb release (R). 

This process was carried out automatically by a " clock ' ' in the aircraft. 
A description of the dock is given later in thls Appendix. 

Since the beams used in the system were very narrow (about 0 · 05 degrees) and 
tl1erefore di.fficuJt to identify, a more elaborate arrangement of beams was used by 
the Germans. A schematic lay-out of this is given in Fig. 2. From the diagram it 
will bc: seeo that a wide (or coar-se) approach beam (about four degrees) was provided 
with a narrow (or fine) approach beam laid approximately up the centre of the 
coarse b~~n. A second fine approach beam was also set up probably as a. stand,by 
to the first in case of .failun! or other reason. A coarse cross beam wa$ also provided 
and set up to cut the approach beam (0) approximately 30 kilometres before the 
first fine cross beam to give warning that tbe aircraft was approaching the "run-up ' 1 

to the ta.1·get. Finally a third fine cross beam was used as a stand-by to the second 
fine cross beam, both of th.ese being adjusted to be 15 kilometres from the :first 
fine cross beam and five kilometres from the target when measured along the 
approach beams. All these seven beams operated on a · different rndio frequency. 
They were modulated at two kilocycles per second and keyed at a rate of 120 per 
minute with a dot/dash ratio of 1/7. 

Two receivers were provided in t)le aircraJt each with its own aerial and with 
"kicking " course meters, one for the pilot and one for the observer, and it was the 
duty of tbe wireless operator to tune these to the .frequencies required. These 
receivers had selective audio filters adjusted to a frequency oi two kilocycles per 
second with a tolerance of 50 cycles per sect>nd. At a later date, in an attempt to 
overcome jamming a supersonic modulation was added to the system and alterations 
to the receiver were made to accommodate this. 

At the begiooiog of an operation the receivers would be tuned to the frequencies 
of the coarse approach and coarse cross beams respectively, the aircraft having been 
flown from base by dead reckoning in the direction of the target. As soon as the 
observer reported that he had .reached ttie coarse cross beam, tbe pilot of the aircraft 
a t its correct operatioQal hejght would maoreuvre his aircraft until his indicator 
sbowf',d that he was in t)lc coarse approach beam. The wireless operator would 
then retune the pilot's receiver to t he frequency of the fine appmaeh beam along 
which the pilot would fly at a constant airspeed and height towards th~ target. 
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Meanwhile the wireless operator would have tuned the observer's receiver to the 
frequency of the first iine cross bean;t. As soon as the course meter 01· indicator 
showed that the airct'aft had reached the first fine cross beam the observer pressed 
a key on the clock which set it in motion. The observer's receiver was then retuned 
to the frequency of the second fine cro$.S beam, and again as the indicator showed 
that tbe equi-signal was reacl1ed, the observer pressed the key on the clock a 
secon:d time. 

Ttie clock had now received two impulses in a certain period oftime during which 
the aircraft had made good exactly 15 kilometres. From this the grnund speed was 
worked out automatically, and the clock having a!ready been adjusted for a known 
heigh:t and type ·of bomb, released the bombs electrically at the correct instant for 
tnese to hit the target. 

Although Figs. I and 2 show each transmitter radiating a single beam, this was 
n?t in fact the case. Each transmitting array produced a fao of beams. 

In. tbe case of the coarse beam a .f:lig"ht test, il;l which an aiTcraft of Nq. 109 
Squadro n flew round a transmitter at the Cherbourg site at a radius of very 
approximately 10 miles, showed that there werc two pairs oi: equi-signals, the angles 

· between' these bejng about 40 degrees and 140 degrees respectively. Fig. 3 show!! 
th~ diagram wbich was obtained from the flight tests and also a theoretical diagram 
of the radiation from two aerials spaced a half wave-length apart when excited in 
and out of phase. These were in sufficient agreement to suggest that tl1is type of 
array was being use_d. 

From an analysis of a large tlUmber of flight tests and ground ob<>ervations the 
approximate pattern of the radiation of the fine approach and cross beams was 
determined. The general pattern. is shown in Fig. 4 (a) from which it will be seen 
that there were pairs of beams separated by · 10 to 15 degrees, the separation between 
beams being two to four degrees . . Dasnes were received in the nan·ow zone and 
dots in the wide zone. The angles betweert the beams did not remain constant, but 
there appeared to b.e limits beyond which t:bey did not extend. It was believed 
that the reason for this pattern was to avoid ambiguity between the various beams 
when the observer switched over from the coarse cross beam to the fhst fine cross 
beam and again from the first to the second iine cross beam. 

It was found that both the coarse and fine approach beams were always the right
hand bea.m of the pair, i.e.. with dots to the right and dashes to the left when 
considered from the aspect of an aircraft flying away frnm the source. The coarse 
and fine cross beams, however, were left beams, i.e. the aircraft -r:eceived dots before 
dashes as it crossed these beams when flying along the approach beam. At a later 
stage in tl1e use of Ruffians the second nne cross beam was changed to a right beam, 

it was fou x1d possible from photographs obtained by the Photographic Inter
pretation Unit to make a rough sketch of the structure of a. Ruffian station and to 
obtain some approximate dimensions. 

The length of the structure canying the aerials for tlie fine be~ms was oi the 
order of 16 metl'es and that of the cross arms 1,)ea1· each end about one metre. These 
cross arms probably carried the aerials and reflectors, tl:i.e length giving a spacing of 
the right order for ihe frequencies which were used . 

No evidence could be found from pl:lotograpbs of aerials capable· ol producing the 
coarse beam.. It was possible that these were mounted on the same structme near 
the centre. · 

A dist-.i.nce of 16 metres between aerials gave a spacing oi 3·5 to 4 wave-lengths 
for the frequency band of 66 · 5 to 75 megacycles if the .aeriaLsystem were a. fixed and 
rjgid one. The effect of this resulted in an increase of angular separation of the 
equi-signals with change of frequency, 

A theoretical diagram of the radiation from such ao aerial system was made for 
aerials excited in and out oi phase. It was found that. if the aerial current were 
made deliberately unequal duriogRJ.ternate periods of excitation a radiation pattern 
could be produced which would give values of angular separation of equi-signal 
zones simllar to those obtained from test ftights and ground observations of fine 
beams. Fig. 4 (b) shows the pattern of such a. system with refie.ctor. 
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Although there is no evidence e:itcept from the photographs that s~ch a simple 
aerial system as described was in fa.ct used,. the practical .and theoretical results 
were sufficiently similar for it to have been considered. 

There were three groups of Ruffian stations. They were sited near Calais, Cber
bourg and Morla.ix, In the early phase of the war the Calais transmitters were 
always used as cross beams with t he Cherbourg transmitters prov~ding the approach. 
The station near Morlaix was 1.1sed only for approach purposes with the Cherbourg 
and sometimes the Calais transmitte.rs supplying the cross beams. In the later 
phase of Ruffian activity in 1943 the Ca.la.is transmitters operated as approach 
beams on occasions. 

A ta:ble attached gives the location of the arrays in each group and the code name 
which was given to them. In the early phase these a.nays were spaced sometimes 
several miles apart, but .later fhey were 1·egroo ped so as to be within a hundred yards 
or so of each other. 

The " X " Genii " Clock " 
The ground speed registering the bomb release mecbao.isln consjsted essentially 

in a. high grade clock mechanism on which the equation involved in this method 
of blind bombing is semi-automatically worked out and the stick of bombs reteased 
automatically at the correct moment before the target, using the second tine cross 
beam as a datum line. 

It has already been explained that the distance between the .first and second fine 
cross beams was adjusted to mark off a distance of ts kilometres along the length 
of the fine approach beam and that the second 1ine cross beam crossed the approach 
beam at a distance of five kilometres from the target, a rat~o between t he two lengtbs 
of three to one. 

It will be appreciated then that if a constant speed stop-clock mechanism is 
arranged t o dr ive. two independent poin.teTS, one of whicb moves at an angular 
velocity of one-third that o( t he other, and if both ·pointers are origina.lly set in 
coincidence with the slower moving pointeT allowed to move for the time taken by 
the aircraft in passing £rom the first to the second cross beam, when it is stopped and 
the normal speed pointer allowed to move, both pointers will again be in coincidence 
when the aircraft passes over the target. The aircraft is assumed to have made 
good a constant speed during these tiroes. 

If now the slower moving pointer does not start .in coincidence with the normal 
speed pointer but is originally set back by an angular amount corresponding to the 
length of the horizontal plot of the bomb's trajectory in the absence of air resistance, 
according to the height from whlch 'it is to be dropped, the two pointers will come 
into coincioence at a point before reaching the target from which the bomb, if then 
released, will just reach the target neglecting resistance. 

It will 'be noted that as tbe slower moving pointer has been set back it will pass 
the constant speed pointer once during the 15 kilometre run. This coincidence of 
the two pointei-s has no 'significance. 

The effect of air resistance is to shorten the horizontal plot of the bomb's trajectory 
thus requiring a longeT rm1 after passing the second cross beam. Allowance can be 
made foI this by slightly reducing the speed ratio of the slower movin~ pointer to 
the constant speed pointer so allowing it to move a greater augular distance before 
being stopped at the second cross beam.. If now in addifam the two pointers are 
provided with electrical contacts a circuit can be completed on the pointers reaching 
final coincidence which can be used for the automatic release for the bombs. 

The effect of the ii.rst coincidence noted above. whilst th,e slower moving pointeT 
is moving during the 15 kilometre run, can be overcome by providing a master 
s~vitch is not closed until this pointer has reached its final position. In actual 
practice th.tee pointers were provided, t he third normally moving locked to t he 
slower speed pointer but set back initially by the amount required to allow fot the 
bomb's trajectory. 

The clock mechanism was contained in a drum with a Perspex window mounted 
in a location c;;onvenient for operation and observation by the observer. The 
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cloc!fwork was wo1.md by means of a spindle through the lower end and there were 
two set:ting knobs projecting through opposite sides of the case. The operating press 
lever was also mounted on the side midway between the two setting knobs. 

Three concentrically mounted pointers moved over the main dial which was 
engraved from 0-120 in divisions and half-divisions (numbered at every tenth 
division). These pointers were painted black, green and red· respectively, the black 
being undermost, the green in the middle and the red on top. The green po.inter 
was short.er than the other two which were of equal length. The large black and 
red pointers carried contacts near their tips which, when they coincided, completed 
the botnb Telease circuit. 

The green pointer was driven by the clock through a variable speed hiction gear; 
the gearing ratio between this pointer, the slower moving pointer noted above, and 
the red being set initial1y by means of one of the two adjustment knobs and the 
setting jndicated by a small red pointer moving over a scale graduated every 0·5 
from a ratio of 1 · 5 to 4. The vu,riable speed friction disc also operated as a clutch 
device, allowiug the green pointer to be disconnected from the clockwork drive and 
loclcing

1
it. 

The red pointer was driven directly by the clock again through a clutch and n;ioved 
continuously so loug as the clockwork was released and the appropriate clutch 
allowed to engage. 

The black pointer was frictionally locked to the green in such a manner that the 
black could be preset to a definite position on the dial, whilst the green was held 
in position ; therea1ter tbe two pointers moved as one with tbe preset angular 
clis,placement. The second adjustment knob was used for this setting operation. 

T.he starting and stopping of the clock and the operation of the two pointer drive 
clutches ·was controlled by a cylindrical cam which was rotated one step each lime 
the operating lever was pressed. On the completion of a full sequence of operations 
the pointers were returned to their initial position by stop clock mechanism ready 
for a second mo. 

The sequence of operations during a bombing run in so far ·as this .clock was 
concerned was as follows, .it befog assumed that the black poioter bad been set to 
the appropriate dial reading for the height at wh'ich bomb release was to take place 
and that the speed ratio bet\veen red and green pointers had been adjusted, both 
in accordance wjth a card of tables provided:-

(a) On hearing the first fine beam the observer pressed the operating lever of 
the clock mechanism. ·This released the clockwork, engaged the clutch 
of the variable speed gear and fixed the safety locks of the adjusting. 
knobs. The green and black pointers then commenced to move together. 

(b) On hearing the second fine beam the observer again. pressed the le\ler. 
This disengaged the clutch of the variable speed gear so stopping the 
green and black pointers and, the ground speed having now been registered 
on the dial, the elute!) of the. red pointer was engaged and this pointer 
now commenced to move over the dial towards the black one. At the 
same time the main switch of the bomb release eircuit was closed. 

(c) On the red pointer reaching the b lack pointer the bomb release circuit 
was completed through the contacts and the observer could now press 
the lever a thfrd time so stopping the clockwork. 

(d) Pressing the control iever a foui:th time disengaged aU drive clutches and 
locks thus allowing the pointers to fly back to their original positions. 

Two different sizes of clock were captured, one ten inches in diameter and a later 
improved model seven inches in diameter. In the)ater model there was an additional 
small scak and pointer to indicate the running time of tbe clock. The scale was 
engraved up to four hours. 

R.JJjfian lJeam Predictor 
From a knowledge of the radiation pattern of equ~-signals obtained from practical 

and theoretical consid.erations a Ruffian beam predictor was devised. 
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Although the handling of this was a rouch more difficult proe~s than that of the 
KtiickelJB·in beam pre<lictor uwi11g tu the very complicated nature of tJ\e beam 
patterns; it is fo1rnd on many occasions to be of value in obtaining beam and targel 
settings. 

The predictor consil)ted of a baseboard, with two rotatable discs and a card with 
the listening stations arranged m a vertical column with liues drawn to a degree 
scale at the bearing of the listening station from the Ruffian transmitter. The top 
rotating disc was engraved wfth. the radiation pattern of the equ1-signals for the 
frequency band of 66 · 5 to 75 01egacycles per second. Coarse beams were marked 
on one balf of tbe disc aod fine beams on the other. As it was found that the angular 
spacing of the equi-signals from the different beam arrays in the system was not 
exactly the same, interchaogeable rotating discs were provided. Also, since in the 
early use of the system the arrays were separated by a few miles, the bearings of 
these from the listening stat.ions differed . A rot.a.table disc below that carrying the 
radiation pattern was therefore provided so that the corre<:t bearings from the 
particular Ruffian traosmjtter to the listening stations were obtained. A separate 
,instrument was required for each group of arrays. 

Having determined the gtoup to which the particular ~ignal belonged by D/F 
or by frequency discnmination, the method of use consisted in rnarking the card 
i~1 chinograph pencil with t:he characteristics (dot, dot edge, c;iash. dash edge, or 
equi-signal) received alongside the particular listening station, a separate column 
being used for each frequency. 

By a study of the characteristics and by rotating the upper disc, it was usually 
possible to select which oue of the three or four frequencies of a group was radiating 
a coarse beam. Jn the case of the approach beams this gave a rough indication of 
the line of approach, and it enabled the main fine beam to be determined and a 
more accurate value for the beam set.ting to b e obtained. 

Having obtained the line of approach, if the cross coarse beam and its setting 
couJd then be dotennined , a rough indication of the target was obtained since it was 
known that the coarse beam was set approximately 50 kilometres Crom the tm:get. 
This enabled U1e main fine cross beams to be identified, thus giving a rn01·e accurate 
setting for the target. 

POSrI10NS OF " RUFFIAN " TRANSMITTERS 

CALAIS AREA 

1940-41 

1942 

HIMMLER 
Coarse aod Fine 

RIBBENTROP 
Fine 

HESS 
Fine ' I 

LEY 
Coarse and Fine 

GOEBBELS 
Fine 

HESS 
Fine 

50° 52' 19'" N .. 01° 42' 19" E. 

50° 52' 20" N ., 0 l 0 42' 26" E. 

50° so· 25" N .. OJ" 38' 32" E. 

, -. 50° 501 14" N., 0 1° 38' 01" E. 

50° 50' 21" N .. 01° 38' 21" E. 

50° 50' 2511 N .. 01° 38' 32" E. 
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CHERBOURG AREA 

I GOERING 
Coai;se and Fine 

1940-41 

lHITLER 
CoarSe a\ld Fine 

GOERING 
Coarse and Fine 

1941-42 HITLER 
Coarse and Fine 

QUISLING 
Fine 

MORLAJX AREA 

SHIRA CH 
Coarse a nd Fine 

49° 41' Sl" N., 01" 55' 38" W. 

49° 42' 19" N., 01° 51' 25" W. 

49° 4l ' 51" N. , 0 1° 55' 34" W. 

49° 41' 52" N., 01° 55' 32~ W. 

49° 41' 54" N., 01° 55' 29h W. 

48° 24' 58" N., 03° 53' 22• W. 

APPENDIX No. 9 

BENITO AND THE "Y" GERAT 

A new system for the blind bombing of selected targets was first observed to be 
in use over E'ngland in November 1940, stations in the Cassel, Cberbourg and Poix 
areas being employed. Stations were also wied at Mont de Boursin, St. Valery, 
Coru mana, Montdidier and Stavanger. This system was given the code name 
Benito. Basically, the system made use of a single beam to enable eacb aircraft 
fitted with the " Y" Gerat to remain on course to ~he selected target together with 
a method oi ranging to enable a ground control station to order tbe release of 
bombs at the correct positioo. Using the " Y " Gerat equipment Benito operated 
in the frequency band 42·2 to 47 ·8 megacycles per second. Any description of 

. Benito involves two distinct subj.ects, viz., "Benito Range Measurement" and 
" Benito Beam,' ' and this distiuction is adopted in the following explanation. 

Benito Range M easurement 
Range measurements in the Benito system relied on the measurement of the phase 

di.fference which existed between a tone radiated by a ground station and the same 
tone on its return when re-radiated by an aircraft. The following equipment was 
therefo'e required :- • 

(a) A ground station transm itter which operated on a frequency in the band 
4 2 · 2 to 45 megacycles per second. 

(b) An airborne receiver (F1t.Ge . 17) tuned to tl1e frequency of (a). 

(c) An airborne transmitter operating on a frequ.ency in the baud 46 to 
47 · 8 megacycles per second and whfoh could "be modulated by the 
audio-output of tl1e airborne receiver. The power Qf this transmitter was 
of the order of five watts. 

(d) A ground station receiver tuned to the frequency oi the airborne transmitter. 

(c) A phase analyser at the ground station for comparing the phase of the 
outgoing and returning mo<l;ttlation. 

The manl\er in which this equipment was disposed and the method of operation 
is illustrated in schematic form in Flg. l. 
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Since the ·signal travels to the ai<c:raft aDd back '<it a speed of 3 x 108 metres 
per !lecond the distance travelled in one complete cycle oi the modulation frequency 

. 3 x 10 8 

(f cycles per second) is f metres. Any phase difference whicll exists is a 

measure of the proportion of one complete cycle and if this phase difference is 

e degrees, then the distance travelled by the signal is 3~0 x 
3 

x/ ios metres. 

Half of this total distance which. tJ1e signal has travelled gives tbe range of the 
aircraft returning the signal to the ground station thus:-

6 3 x l08 
Range of aircraft = D metres = 

360 
X Zf metres. 

An ambiguity occurs if the phase sl)ift is 360 degrees or more, but this ambiguity 
can be resolved by employing a lower modulation frequency. 

Phase shift could be measured easily to within two degrees, and the following 
table gives the accuracy of range measurement ior variqus modulation frequencies 
and tbe ranges at w'hicb ambiguity occurs for each modulation frequency:-

Modulation FYequency. 

10,000 cycles per second 

3,000 cycles per second 

300 cycles per second 

Accuracy of Ra'l'J,ging. 

· 083 I< ilometres 

· 280 kilometres 

2 · 8 kilometres 

Range 
at wfl,ich A mbigu'ity 

Occurs. 

15 kilometres 

50 kilometres 

500 kilometres 

It will he observed that by using a modulation frequency of 10,000 cycles per 
second (wbich · was that normally used for_ fine measurement) range could be 
measured very accurately to within 83 metres whilst measurement using a 300 cycles 
per second lXlOdulation could resolve any ambjguity as to which multiple of 
15 kilometres was being measured with the higher modulation . 

By taking beai:ings on the aircraft radiations the ground station could vector the 
aircraft to the beam as it approached the target area -and thus avoid the necessity 
:for fl.yjng along a narrow beam for a long period. All instructions passed to the 
aircraft, including the bomb-drop signal, were radiated by the ground station 
ranging transmitter using R(f or morse. The ranging tone was sometimes, but not 
always, discontinued while the instructions were passed. 

Benito Beam 
The bear.o station was situated near the ranging station and employed an aerial 

array mounted on a rotatable turntable. The output oi the transmitter, amplitude 
modulated at 2,000 cycles per second, was keyed to p.roduce dashes at 180 per minl.lte 
with a mark-space ratio of 8 : 1. This keyed output was ie<l to the aerial array, the 
elements of which could be phased so as to produce two sets o.f alternating lobes, 
which overlapped. Aerial phasing was switched in synchronism with the transmitter 
keying to take place in the middle of each dash. This gave a very narrow main 
beam or equisignal zone with numerous weaker subsidiary beams on each side. 

The beam was therefore of the Lorenz type except that toe equisigoa~ consisted 
of dashes 180 per minute with a mark-space ratio of 8 : l instead of the usual 
continuous note. The first or second h.ali of each dash would become relatively 
weaker as an observer facing the transmitter moved to the left or right of the 
equisignal zone until eventually the mark-space ratio would appear to be 4 : 5. 
This is illustrated in Fig. 3. The high keying speed made aural analysis almost 
impossible and the apparent change in the markJspace ratio accounts for the many 
reports of either dots or dashes which were received in the early days. 
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The ." Y " GeriH 
It was therefore necessary for the aircraft to carry a form of mechanical analyser 

for interpreting the characteristics of the beam. This instrument, tbe Fu.Ge. 28A, 
was known <1$ the " Y " Gerat. Briefly, the apparatus operated as follows :-

(a) A motor-driven switching mecllanism on the analyser was kept synchronised 
with the beam transmitter switching by the short breaks in the 
transmitted signal, i.e. the space after each dash. 

(b) This switching mecllanfam provided for the rectitied voltage produced by 
each balf dash to cba1·g~ two equal condensers in series but with opposite 
polarity. The relative strength of each half dash therefore decided tb.e 
t:elative charge on each condenser. 

(c) The resultant voltage across the condenser network as a whole was, 
therefore, positive, negative or zero. depending on the rela,tive strength 
of each half-dash. The resultant voltage, used to control the grid of a 
valve, decided the position of the pointer on the anode current meter of 
this valve relative ·to a mean or standing current position. The mean 
position of the meter needle was arranged to indicate "ON" course, 
whilst any movement displayed the angle and direction " OFF " course. 

It will be appreciated from the foregoing description of tlle Benito system that 
it was more versatile than any bombing aid previously encountered. Some of the 
wa.ys in which it was possible to use the system being-

(a) One beam and one ran_ge station operating aircraft, i.e. ranging them along 
the beam. 

(b) V ectm·ing over a target using two or more range stations on a wide. base line. 
(c) Intersection of two or more beams over the target as with K?iickebei1i. 

Domino 
In view of the high degree of accuracy which could be obtained by tile ranging 

system a.od since the first lwo of the above possible ·methods of operatiol_l relied 
entirely on the accuracy of range rn.easui·ement, it wa.~ deciqed that the first 
counter-measures should be directed against this part. of the system. The very 
nature of the ranging system laid itself open to the application of subtle counter
rneasures. A study was made of the economics of using subtle as opposed to crude 
jamming methods at a time when the need for conserving material and trained 
personneI was pa>amount, and it was decided that the employment of.subtle methods 
difficult for the enemy to detect would delay his conversion to new systems or the 
development of anti-jamming devic.es. 

Subtle counter-measures. uoder the code name of Domino were accordingly 
introduced in February .1941 and operated as described below. As each aircraft 
re-radiated tbe ranging tone received from its ground station, jt was detected by 
the Domino receiver site and the tone so obtained was used to mo<lulate a Domino 
transmitter tuned to the same frequency as the enemy grmind station. The enemy 
aircraft the.refore received two interlocked ranging tones simultaneously but of 
different phases owing to the different distances which each had travelled. 
consequent'Ly the re-radiation from the aircraft was modulated by a tone whose 
resultant phase, due to the combination of the two signals received, was in no way 
directly related to the true distance of the aircraftfrpm its controlling gronnd station. 
The ground control station would therefore obtain incorrect range measuremeo,t. 
Por the subtlety o{ tbis Domino system to be retained, it was necessary to ensure 
sufficient attentuation in the system for the aircraft receiver to· be energised mainly 
by its own control station. If this were not the case then the Domino transmitter 
would continue to energise the aircraft receiver (by " singing round ") even when. 
the enemy control station had ceased radiation. The Domino system would then. 
be divulged. 

The fast Domino station to be operated was situated at Alexandra Palace in 
North London, using the B.B.C. Television Sound Transmitter, and its associated, 
receiver site was located nearby at Highgate. It was prim.arily designed to protect 
London from Benito aircraft operating with the Cassel control station. 
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A schematic diagram indicating the layout of the system, a.nd how it dovetaile<l 
into the Benito network, is given in Fig .. 2. Provision. was made whereby an 
artificial phase shift could be introduced on t)\e tone received frotn the aircraft to 
increase the errors caused by the enemy range measurement and an analysis of this 
pri11ciple, among others, is made jn a mathematical paper on the subject produced 
by T.R.E. 

The Domino installation vvas also provided with a to.ne source which could be 
used to generate a replica of the enemy ranging tone on occasions when. due to 
interference or weak signals received from the aircraft, it was impossible to implement 
the subtle Domino method. This procedure of jamming was only put into effect 
as a fast resort and after the enemy had become aware that counter-measure action 
was being carried out. A foll technical description of the apparatus a t Domino 
sites is given by T.R.E. in the following papers issued in October 1941 :-.: 

(a) General Description of Domino Installation. 
(b) Technical Information of Domino Operations. 
{c) Domino Operator's Instructions. 

Benjamin 
Attention was then directed towards applying counter-measures to the beam 

signals and various tTansmitters were earmarked for this purpose, Although 
analysis of the beam signals heard had indicated the wave form of the keying, it 
was n0t until an eo,erny beam mechanical analyser was found in a crashed aircraft 
fo May 1941, that the type of jammjog signal could be designed on a scientific basis. 

It was decided to adopt a dri~ting dash method of jamming produced by radiating 
dashes similar to tbose of the enemy beam, but witb a sk>wer keying speed. Such 
a system w ould produce a variable intensity of dashes re'Ceived by the aircraft, and 
would also make the synchronising break in the enen:i.y keyiog appear to be 
irregular. Tu this way the synch'ronising device on the Fu, Ge. 28A beam analyser 
would be upset and thus make the system inoperative. This type of jam mer, known 
as Benjamin, keyed dashes at 160 per minute, and was modulated at 2,000 cycles 
per second. Benjamin jammers were installed near important target areas and 
first came into operation on 27 May 194 J. 

It became apparent that the existing method of target jamming, which required 
several jamming transmitters for each enemy channel, made it possible for tJ1e enemy 
to outbuild the defensive organisation. An expansfon of the Domino scheme to a 
total of 14 stations was considered, but in view of the c:omplicated natute of the 
Domino equipment required, ft was decided t o adopt a programme of crude jamming 
the Benito communications channel by using transmitters available within 
No. 80 Wing. 

Tests were carried out and it was decided that jamming should take the form of 
recordings oi scrambled morse using Marconi-Stille tape reprcduceI"s of which an 
ample supply was available. 1t ~as also decided to discontinue the sy~em of target 
jamuiing hitherto employed and to concentrate on providing, where possible, one 
transmitter of sufficient power and suitability located to deal with each of the 
enemy beam or range transmitters. It was estimated that this method would 
prevent the enemy signals being used as an accurate aid anywhere over the British 
lsles. This system of allocating jammers was !mown as ' 1 area jamming." 

Reference to Fig. 3 shows that the signal !>i:reogth or power of the enemy signal 
in the equisignal zone of the beam is mucb less than it is a iew degrees off course. 
Tbis point was taken into consideration when deciding what power would be 
required for a jammer to prevent accurate use of the beam. The redistribution of 
transmitters and where pecessary the erection of high gain aerials designed by 
T.R.E. to ensure distribution of the maximum poss~ble power over the desired area 
was therefore put into effect. Although this scheme was itself capable of frustrating 
tne enemy's use of Benito it was appreciated tbat in practice a certain amount 
of secondaiy jamming would be desirable. This was provided near important 
targets. 
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Fighter Benito 
Finally, no descnptiou oi Benito would be complete without men,tioning its 

appli9ation to enemy Fighter Control which was first observed in August 1942 
being used over Holland . Only the range technique was used and employed 
frequencies in the band 38·4-42·3 megacycles per second. Vectors weTe given to 
the fighters by the ground control station after measuring the range and using 
ordinary D/F methods to locate. the fighter which canied the receiver/transmitter 
type Fu.Ge. 18 ZE or Fu.Ge. 16 ZY. In the case of Fighter Benito a standard 
practite was adopted whereby the ground station frequency and, _its associated 
aircraft transmitter frequency were always separated by I· 9 megacycles per: second. 

In Western Europe. it was the practice for the .ground stations to radiate on the 
upper half of the Fu.Ge. 16 band whilst the aircraft re-radiated the ranging tone 
employing frequencies in the lower half of the Fu.Ge. J6 band. Owing to the 
distance jnvolved the ground station transmissions could not be heard in this 
country with any certainty but by making use of the knowledge o·f the above
mentioned 1·9 megacycles separation a ground-based jammer in this country could 
be tuned to cause lnterlerence to the enemy aircraft receiveT. The jamming 
employed aimed at pr:eventing the operational messages and instructions being 
received by each aircraft and for the purpose transmitters using di_rectional aerial 
arrays concentrating tb.e jatprn.ing towards the east were situated at Sizewell on 
the east coast of England. This operation was known as Cigar. 

APPENDIX No. 10 

ORGANISATION OF No. 80 WING OUTSTATIONS 

R.C.M. installations involved the erection of a large number of very small 
outstations throu.ghout the country often situated in remote districts. As the 
number of personnel mannio~ these stations was usually small, and maiT}ly technical, 
it was obviously uneconomical to make these units sell-contained with domestic 
and admiaistrative staffs. Consequently it was decided to billet all ranks with 
subsistence on local householders. 

This arrangement ·was not entirely satisfactory since a difficulty arose with·the 
accommodation and feeding of the watch-keeping personnel. Io the case of certain 
outlying stations it was only possible for- these airmen to have one hot meal a day, 
the remaining meals. which could easily be heated on the site, . being provided by 
the. householder. Except for: the mobile units despatched to- Western Europe and 
for certain large outstations formed in the. last year of the war. in connection with 
Big Ben operations, the personnel of all stations of the Wing were accommodated 
and fed under these private billeting arrangements. 

NonnaUy administrative, clothing and barrack services for smaJI outstations are 
obtained by attachment to a reasonably near parent station. For security reasons 
this was not acc.eptable in the case of No. 80 Wing. Consequently, besides providing 
for technical supervision, it ·was necessary to de"1se an organisation capable of 
meeting a!J the administrative and provisioning requirements for outstatlons 
spread over an area extending from the north of Scotland, North-East England, , 
and throughout the whole of the country south of the Humber and including 
South Wales. 

To meet these technical requirements, and as very few of these outstations had 
resident officer~'>, it was necessary to maintain at Headquarters a relatively large 
staff of visiting technical officers whO were made responsible for the supervision pf 
t he various ja.mm.ing equipments in the outstations. At first the delegation of this 
responsibility was made in respect of t:he fun,ction for which the equipment had 
been provided, sucb that an officer was responsible either for Aspirins, Bromides or 
Meacons respectively. This howeve:r was changed with the introduction of the 
Area Scheme. Moreover in view of the small staff of Administrative and Equipment 
Officers available it was necessary that the technical officei;s should frequently 
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!l(ldertake such duties, particularly with regard to technical and barrack equipment. 
Clothing was issued by empToying an Equipment Officer continuously touring the 
country w1th what virtually atnounted to a mobile clothing store. This organ isation 
could not be con.sidered who!Jy satisfactory and in April 194 I it was decided that 
the area to be administered had become too large for one central Headquarters at 
Radlett. Consequently the so-called Area Organisation was commenced with 
resultant decentralisation of administration. 

The Area Scheme was at first principally confined to technical supervision and 
administration, though this, by the very nature of the outstations, had to include 
ma,ny normal administrative fonctions which later grew in volume as the general 
organisation of the Wing became stabilised. At this early stage, however, each 
Area Headquarters consisted of an Area Officer and an Area N.C.0. who now took 
on duties of visiting the outstatioi1s of their area.$ and were responsible for all the 
technical equipment, regardless of the type of equipment or function. These Area 
Officers and N .C.O.s were assisted in the case of special equipment by specialist 
officers from Wing Headquarters. Siting, installation and opening of new outstations 
was in all cases the duty of Wing Headquarters, such a station not being handed 
over to the Area concerned until it was fully established. 

The functions of Area Headquarters stea9-ily grew <l.S it became necessary to 
decentralise more and more the admiJljstrative and equipment responsibilities of 
Wing fteadquarters. Area .Headqu.arlers staffs had necessarily to be increased to 
cope with the growing administrative duties until finally the establishment of a 
typical staff comprised the following officers and other ranks :-

1 S/Ldr. (Sigs. G). 
1 W/O W/O (Admin.). 
l Cpl., l A.C. Clerk (G.D.). 
l Sgt., 2 A.C.s Equipment Assistants. 
l F/Sgt. W/Op. (Area Technical N.CO.). 
3 A.C.s D .M.T. 

The final development consisted in the complete decentralisation of equipment 
stores, each Area Headquartets then dealmg directly with the appropriate 
Maintenance Unit for all stores and equipment other than that pecuHar to the Wing. 

Dia.g. 4 shows the boundaries o! the six Areas into which Great Britain was finally 
divided under tb,e Area Organisation. Except for very minor modifications, these 
boundaries were not materially altered from the commencement of the scheme. 
The six Areas were known as the Northern, the Ea.stem, the Midland, the South 
Eastern, the Southern and tbe South Western Areas, with Are.a Headquarters at 
Marske, Braintree, Hagley, Windlesham, Ashmansworth and Faim1ile respectively. 

The following were the Police Stations in which sma.ll ~mergency jamm'ing 
transm itters were installed during the summer of 1940 :-

Pickering, Gleethorpes, Wisbech, East Dereha.'m (later moved to Reepham) , 
Eye, Epping, Whitstable, Ucldleld, Chichester, Whnborne Minster, Newton 
Abbott, Glastonbury. 

Th.e following were tJ1e No. 60 Group Stations in which Watcher !i>pe,rations were 
carried out, on a lodger basis, during 1940 :-

Staxton Wold, Ottercops, West Beckham, Bawdsey. Dover, Hawkinge, 
Swanage, Douglas Wood, Hillhead, Pevensey, Stenigot, West Prawle, Drone 
Hill, Stoke Holy Cross, High Street, Canewdon, Poling, School Hill, North 
Foreland, South' Foreland and Portland (tbree Naval Stations), Petei;l;lead, 
Hartley, Coverack. 

' 
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APPENDIX No. 11 

R.C.M. EQUIPMENT 

V.H.F. Transmitters Used by No. 80 Wing in Quantity 
(a) Diathermy with H.F. Drive artd A.F. Power Suppty.-A simple push-pull 

clinical Diathermy oscillator using H.F. 300 valves, modified for frequency and 
prov,ided with a drive circuit and a modulation unit. Modulation was obtained by 
supplying H.T. from a power pack at 1, 150 cycles per second. 

(b) Diathe·rmy with Crystal Drive, Type No., Dnve Unit, Type 8.- As immediately 
above but with crystal and doubler drive and Thyratron keying device (dots or 
dashes): spot frequencies, 30·0. 3 1·5 and 33·29 megacycles per seeond . A half
wave djpole attached to a suit.able chimney was used with the above equipments 
\vben -first installed. 

(c) Diathermy (modified). Type No., .Drive Uni.t, Type 8.- The clinical Diathermy 
P.A. stages were eventually returned to t he manutact urers for reconditioning and 
return lo the hospitals and replaced by a special P.A., using the same valves 
(H.F. 300) and certaio components, manufactured by Messrs. Peto..Scott. The 
critical crystal drive, now provided with al ternative variable frequency M.C. drive, 
was stiU used. Spot ireguencies_ 30 · 0, 31·5 and 33 · 29 megacycles per second or 
continuously variable 28-~4 megacycles per second. Output approximately 
150 watts .carrier. 

PfJto-Scott, Type No .. Drive Unit, Type 9.-Similar in circuit to Diathermy but 
with ·separate P.A. s tage power supply giving greater output and assembled as one 
consolidated rack unit: frequencies as before; carrier ou tput approximately 
300 watts. 

S .T. & C., Type No. T.112.-StaQdard early pattern S.T. & C., S.B.A. t rans· 
mitters modified for keying and mounted in impressed veP,icles; sp()t frequencies 
30·0, 31 ·5 and 33·29 megacycles pe1· second with small adjustment as first, lat er 
modi.tied to cover with three changes of crystal, 29-34 megacycles per second : 
output 500 watts carrier. Five fixed S.B.A. beacons (S.T. & C. or Lorenz) of simllar 
patlern were also used during 1940-41. A single half-wave dipole, approximately 
.half-wave from the ground, was used with the normal S.B.A. equipment feeder. 

G.M.C., Type No. T.1388~-Modified fro.m A.rmy gun-lay ing radar transmitter, 
GL/Mark l. After vaiious tests using different repetitioh notes, with and without 
keying, and with and withou t additional modulation it was ultimately decided to 
mod ify these transmit ters for normal C.W. operation With automatically keyed 
grid modulation the tone being obtained from external AF. oscillators. Except 
for cnanges in wave band coverage and the incorporation of rnany minor improve
ments djctated by experience and for: special operati0ns, this general pattern was 
continued in all the many G.M.C. transmitters u ltimately supplied to the Wing. 
A " ] " matched half-wave dipole appr.oximately half-wave from the ground was 
the sta.odard aerial used a.l~hough a simple Sterba array had beeo employed in the 
first instance, aligned on to the target to be protected. Elevated cage aerials were 
used for Cigar. The rated carrier 011tput varied from 600-750 watts over a frequency 
band, in the final model, of 20-75 megacycles per second. 

S. W.B .8, Type No. T.127'1, Type No. T.1491 , S.W.D.11, I_"ype No. T. 1278.
Standard H.F. communication transm itters modified in wavelength coverage and 
provided with anode n\odulation and tone source equ ipment together w'it h special 
a d justable automatic keyJng devices. Twin rotable i wave tuned. aerials, with or 
without parasitic reflectors, were the standard aerial equipme11t used in th.e mobile 
versions of these transmitters in which the frequency coverage was 29-34 megacycles 
per seocmd increased later to 4,8 megacycres per second in the case of S.W.B.8 a nd 
28-36 megacycles per second in the case of S. W .B. 11. Certain static S:W.B. 8's 
were converted to cover from 38~8 megacycles per second and were used with 
haH-wave dipoles on 60-foot lattice masts. The carrier output power was l ·8 kilo· 
watts in tbe case of S.W,B , 8 and S· 5 k ilowatts in the case of S. \V,B. l l transmitters. 



S.W.B. 4, Type No. T.1281, Type No. T.U.93.-iwo early Marconi television 
transmitters modified to cover 38-48 megacycles per second and 42-4$ megacycles 
per second respectively and provided with anode modulation and tone source 
equipment together with special adjustable autom.atic keying devices. They were 
used with I:>.alf-wave dipoles on 60,foot lattice masts. The .rated ca,rrier output was 
1·4-J ·6 kilowatts. 

T.U. 4, Type No. 1284, Type No. 1284A (Tr;,pical).-This was the first transmitte.r 
speciaJly designed for R.C.M. purposes and built on a production basis. The original 
requirements, not in all cases. completely obtained, which were considered to be 
universally applicable to all known enemy radio a ids, were as foUows :-

. (a) R.F. Cqver.~20-120 megacycles per sec,ond continuously variable. It was 
obvious a number of bands with coil change would be required ioside the 
total coverage but frequency change was to be easy and rapid within 
any one band. 

(b) A.F, tone generator to give full modulation 100-10,000 cycles per second. 
(c) Keying.- Uoit to provide keying rates of 50- 200 per minute (dashes or dots). 
(d) Mark-space ratio to be continuously variable from 1 : 1 to 12 : 1. 
(e) R.F. setting accuracy to 0·007 per cent (five kilocy~les a.t 60 megacycles 

per second) from calibration cards to be provided. 
(j) R.F. stability to 0·015 per cent. (10 kilocycles at 60 megacycles per second) 

over normal temperlLture range after five minutes run. 
(g) A frequency stability to 1 per cent. 
(h) Keying and mark-space ratio to 1 per cent. 

ln the models as Jin.ally produced tbe requirements were slightly modified in 
accordance with the experience gained with the prototype. 

('a) The total R.F. cover was reduced to 27-100 megacycles per second. 
(b} Twin tone sources were provided enabling simultaneous modulation to be 

p roduced at from 100-30,000 cycles. 
(c) A keying note oJ 60-200 per minute was obtained. 
(d) The mark-space ratio was continuously variable from I : 1 to 7 : 1. 
(e) The average carrier power output ranged from 600 watts to 1,000 watts. 
(J' These transmitters were in all cases fitted in Brockhouse trailers with a 

quarter-wave aerial mounted on t he roof, adjustable for frequency from 
ioside the van body. · 

G.E.C. 100 A.M., Type No. 1264.- These transmitters were originally produced 
for police purposes but were handed over to No. 80 Wing after modification for- use 
as tow power universal transmitters covering the band 27- 120 megacycles per 
second. Keying and modulation were as for the T.U,4 except that only a single 
tone was available covering from tOO to 10.000 cycles per second. The variable 
speed mark-space ratio keying device was a separate component aHd not incorporated 
in the transmitter proper. A '' J " rnat~hed half-wave dipole was used with the 
static models and a quarter-wave dipole on the roof of .the vehicle in those cases 
where the transmitter was mounted in a vehicle. A suit(!.ble PJ.E power unit 
(Peters l · 5 kilowatts) was inst.ailed in the. mobile vehicles, maKing these entirely 
self-contained units. 

U.S.B .2, (H.P.) Type No. T .1298, (H .P.) Type No. T.1298A, (H.P.) Type No. 
T.1307, (LP.) Type No. T.1336, (L.P.) Type No , T.1492.- Thete were two forms 
of this transniitter (a high power model and a low powennodel) both of which were 
based on a series of S.B:A. trnnsmitters in hancl by Messrs. Marconi for South Africa. 
The general cbaracteristics were, oa the whole, similar to those of other general 
purpose RC.IV!. transmitters, but covering a, smaller range, being: R.F. coverage 
29-80 megacycles per second for the high power transmitteY and 2~8 megacycles 
for the low power transmitter ; variable keying speed 60-180 ; variable mark-space 
ratio 1 ; 1 · to 7 : l ; siogle audio tone 200- 3,200 cycles pe:x; minute. A five-eighth:; 
wave t.urted vertical aerial was used. The rated carrier output of the high power. 
model varied between 2 ·0 and 3·0 kilowatts, and was approximately 600 watts 
in the case of the low power model. The various type numbers refer to changes in 
valve types, necessitated by difficulties of supply aod to other small modifications. 
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Single V .H.F. Transmitte.Ys or V.H.F. Equipment designed for Special Purposes. 
B.Jvl. Signal School Bromide.-An emergency 500-watt ·transmitt~r produced at 
short notice for the Ruffian threat; covered the band 65-75 megacycles per second 
witb alteroative modulation frequencies of 1, JSO and 1,500 (later modified to 
2,000) cycles per second and dot or dash keying at 120 minute, the mark-space 
ratio being 7 : 1. 

Grocer.-A jammer against enemy A.I. in the 480- 505 mega.cycles per second 
frequency band, having a beam aerial system which was set in azimuth to cover th~ 
bomber stream. Monttming was carried out from a.near-by site using a pano;ramio 
receive(, and separate rotatable aerial, scannlr~ the band 475-515 megacycles per 
second. The transmitters, two to eacl1 monitor as originally la id out, were spaced 
about 100 !eet apart and each fed into an independent paraboloidal mirror mounted 
on a turntable on a. gantry erected above the respective transmitter hut. The 
frequency of each transmitter was remotely controlled, by means of push buttons, 
from the monitor site so that the jamming s ignal could be laid completely over the 
enemy signal by a visual method. Each transmitter consisted of an R.F. seH
oscillator having tuned lecher cathode output and grid lines, using four V. T. 99 valves 
in push-pull (d iagonally opposite tubes in phase). Tuning was achieved by a 
variable grid capacitance in the R. F. stage operated by a tuning motor controlled by 
the push buttons at the monitor. The common anodes of the valves were driven 
by a power amplifier fed from a noise modulator. tile ~1oise being produced by a 
crystal detector having a D.C, voltage applied in the direction of greatest impedance. 
Each transmitter was capable of delivering !00 watts R.F. power through open wire 
feeders to horizoQtal slot radiators, giving vertical polarisation. Each mirror wa.s 
divided into a top and bottom section and had a total vertical aperture of 40 feet, . 
gi'Ving a five-degree beam width~ od a gain of about 700, tt_e whole structure weighing 
about 10 tons. 

Tuba.-American A .SOOB and A .500C.-A V.H.F. transmitter desigped for use 
against A.I . in the first instance, the A.SOOB model cover-ing roughly the same band 
as Grocer; namely 480-510 megacydes per second and the A.SOOC model with certain 
electrode modifications covering 330-600 megacycles per second. Cavity resonator 
tubes known as Resnatrous or Sloan-Marshall tubes Type le and Type 21. 
respectively, were used for obtaining the power which was 18 kilowatts modulated 
in the case of the Type Le tubes and 38 kilowatts in the case of the Type. 21 tubes. 
These tubes were completely demountable, and as was to be expected with such a 
new technique directly applied for field use in mobile units a large number of 
teething troubles was experienced. The fi.rst unit, howev·er. with Type le tubes 
carded out about 100 hours on operations with one failure only, but owing to its 
limtted frequency range was restricted in scope. The later units with Type 21 tubes 
were never used operationafly. Various types of aerial fed by 16-incb wave guides 
were tried from an experimental net " horn 1

' produced by flaring out: the last 
ISO feet of wave guide to 30 feet high and six feet wide to rotatable w1de-ba.nd 
"Hog Horns ' ' designed by R.R.L. These were half" cheeses" and were found to 
be much easier to handle over the whole frequency band from 330-600 megacycles 
th.an the oi;iginal T.R.E. "cheeses" which, though only designed for the original 
limited frequency, were very sensitive to small frequeney changes. 

Elephant Cigar.- -AmeriCf.m A.3600 R/T Jammer.-This transmitter desigp.ed for 
R/T jamming consisted of a pair of resonant line osclllators each capable of being 
t uned over a frequency ra.11ge of approximately 30- 50 megacycles per second and 
each having a carrier output of 50 kilowatts. Each oscillator employed a tuned 
grid, tuned cafl)ode circuit, tuned by means of shorting bars and two Type 880 
water-cooled valves in push-puU. The cathode lines were made of 2-inch coppel· 
tobe, the line itself formiog one lead of the filament circuit and a heavy rubber 
~nsulated cable ru nning through the centre of the tube, the return. Each oscillator 
was freq~ency modulated by means of a " wobbulator " which consisted of a 
motor-driven four-bladed rotary loop (inductance) J?laced between the shorted ends 
Of the grid lines, and which gave a frequency sweep a.t about 400 cycles per second, 
depending on the mean frequency of the osciUator . .between two megacycles at 
30 megacycles per second and 4 ·5 megacycles at 50 megac;ycles per second. 
Vertically stacked t riple cage dipoles on 105-foot wooden towers fed in parallel 
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were used, with wire netting screens to increase the forward gain . For Big Ben 
operations it was necessary to modify this equipment to cover down to l8 megacycles 
per second and to provide tone amplitude modulation. The reduced frequency was 
obtained by fitting condensers at the higb frequency ends of the grid and cat hode 
lines and using the " wobbulator" as a manually operated tuning control. This 
Control. in conjunction with .a variation of the additional grid condenser, enabled the 
oscillator to be turte<l over five megacycles per second without switching off for 
adjustment of the shorting bars. The modulation was obtained by utilising the 
modulator of a T.U. 4 transm~ttei:, the modulation voltage being introduced into the 
grid bias circuit of the osciUator to give Class " C " grid bias modul<\tion. 

Briar" H ".- This was a method, pi•oduced by No. 60 Group, of using a Type 12 
radar station for spoiling th~ effective control of the enemy Freya stations used for 
ranging in bis Ruebezahl bombing system. In this method a receiver was tuned 
to the. 125 megacycles pe·r second frequency band and received the pulses from the 
Fre.yas concerned. These pulses were then widened to about lQO microseconds, 
squared, modulated at 200 ki.locycles per second. delayed for an appropt:iate period 
and faially re-transmitted to the Freya on 156 megacycles per second, thus covering 
about 10 miles of the trace which could be adjusted to cover tbe target area. 

Briar'' .R ".- A second method devised as a counter-measure to Ruebuahl which 
consisted in a modification to A.S .V . Mark II tr .. msmitters in order that these could 
be used to trigger the Fu.Ge. 2bA equipment in the enemy aircraft at a rate sufficiently 
high to prevent any useful response being obtained by the interrogating Freya 
station. Four transmitters. each using a simple dipole aerial system, were intended 
to be installed at each station. One experimental station onJy was completed and 
this was never used operationally; 

"J" Beams.-The narrow beam equipment was pi:oduced originally in an 
endeavour to achieve some satisfactory means of guiding bombers to small ta.rgets, 
1n particular such targets as the Ruffian beam stations which were being attacked 
by No. 109 Squadron using the · tecboiques described in Appendix 2. ft was in 
other words to bea British K-~ticllebein. Besides the operational results to be achieved 
\t was also proposed to .use th.e "J " beam system, as it was called, as a " spoof '.' 
scheme to cover the early phases of Gee, This was to be implemented by aligning 
the benms on the targets to be attacked in any given operation. 

The prototype, of which two were produced, the sec0(1d incorporating the 
experimental experience of the first, consisted of an aerial system mounted on 
a G/L cabin which was rotatable on a turntable, the transmitter, a T .U.3 (T.1254) 
being jn the hut. The aerial system consisted of three concentric half-wave dipoles 
spaced O· 95 wave1en.gtbs apart and fed from the bottom, the two outer aerials being 
180 degrees out of phase with the middle aerial keyed 67! degrees from a vector 
~t 90 degrees to the two o·uters. After a lengthy period of experimental development 
the fust prototype was used for Ti:ioity oper:ation. An improved equipment based 
on the lessons of the two prototypes was later produced in whicb the aerial system 
was mounted on a separate rotatable cabin, the transmitter being a standard T.U.4 
(T, 1284) in the usual Brockhouse trailer. The new phased array syst-em could also 
be steered electrically over a Cew degrees ao.d consisted of a four-element array, the 
central component consisting of two aerials spaced fore and aft along the centre 
line of the beam path. A number of these iroproved equipments were produced and 
used in conjunction with Oboe operations as well as for the original " spoof" purposes. 

Alexandra Palace.-B.B.C. Television T.Yansmitte·rs.-Souqd Transmitte-r.-Th.is 
t raQsrnitter was modified to provi.de a high power transmitter for use in the.London 
area in connecti011 with the Domino scheme in the band 42 to .fS · 5 megacycles per 
second. The associate'd receiver site from which the necessary enemy audio tone 
was obtained and Where the monjtoring equipment was installed Wa.s .in the iirst 
place at Swains Lane (an emergency B.B.C. station)' a mile or two from Alexandra 
Palace, but was later moved toa more suitable site on Hampstead Heath (Parliament 
Hill). The normal sound circuit aerial system on the tower at Alexandra Palace was 
used. The modification required and the provision of the necessary receiving 
equipment were carried out by the B.B.C. The carrier power was rated at 
approximately 3 · 5 kilowatts. 
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Vision Transmilte1'..-This transmitter and its aerial system were modified to 
provide a high efficiency Knichebein jamme1·, capable of rapid frequency change 
Oyer 34 channels. adjacent chan!lels being separated by l,000 kilocycles ju the 
band 30 to 33 · 3 megacycles per second. Sixteen channels could be covered 
simultaneously from the one transmitter. The various cbapnels were obtained by 
modulating a carrier fixed at 31 •65 megacycles per second by means of 17 H .F. 
o.scillators each giving two channels, any eigh.t of which could be selected at will 
and plugged to the input of eight mixers. The frequencies of these oscillators were 
SO, 150, 250, 350 kilocycles per second and so oa up to the total number required. 
The carrier Wa.$ thus situated In frequency midway between the frequencies of the 
two middle channels in the band required. Tile carrier was not suppressed but did 
not actually serve any useful jamming purpose. Three audio-frequency oscillators 
;vere provided each covering a sepa(ate audio-frequency band and adjustable as 
required. Any one of these. three oscillators could be selected to modulate any of 
the eight H .F. oscillators selected for use at a given time. All channel<> were keyed 
simultaneot1sly. Th.e carrier power of the transmitter was four kilowatt$, and 
modulated with a single H .F. osciUator gave one kilowatt peak power per side-band 
available. This transmitter was also later modified to cover the b;;mds 38-42, 
42-46,' 48 megacycles per second, as required when used against the enemy Benito 
system. 

American G.R .Q ./ 1 Tra>nsmitter.- Thjs transmitter was original! y obtained for the 
" Big Ben,. operation. for u.se on a static site, but was never used fo.- this purpose 
and was ultimately mobilised for use in western Europe on Bomber Support. 
The transmitter consisted of a high-power push-pull oscillator using two Type 8009 
water-cooled valves producing a SO-kilowatt carrier over a frequency range of 
20 to 55 megacycles per second. The oscillator itself consisted of a double Hartley 
circuit with an untuned grid and adjustable feed-back co-o.densers. Adjustment of 
variable condenser for fine tuning. An electronic keying unit was provided to 
produce I.C.W., the number of pulses per second being controlled by an ordinary 
A.F. oscillator, the whole unit being capable of adj ustmen.t from 100 to 15,000 pulses 
per second. Power supply '#as obtained from three D/E 62 KV.A., 230-volt, 
th.ree-phase, 60-cycJe alternators run in parallel. 

The transmitter could be operated into either a baJanced or an unbalanced load 
and was actually used with portable half Rhombic aerials. The design of the$e 
could of course, be varied according' to requirements but in the first instance, for 
11 Big Ben " purposes, two separate aerials each with four wavelength limbs giving 
a beam width of 30 degrees in. azimuth were provided to cover the full band, one cut 
to 25 megacycles per second and the other to 50 megacycles per second . An absorp
tion \oading Hoe was connected at the remote end of the aerial giving an input 
impedance substantially constant over the full frequency band. This line, 
disconnected from the aerial at the remote end and directly connected to the 
transmitter at the near en.d was used as a dumtny load. 

AmBYicam IVJ.R, .T./1 Transmitters.-These transmitters were designed originally 
for R/T jamming and were, in general, similar to the Elephant Cigar but using 
air-cooled valves a11d baving an output carrier power of 15 kilowa.tts. Later for 
" B~g Ben " purposes, a modulator and tone source were added and modifications 
made similar to those for Elephant Cigar. Each transmitter unit consisted of an 
oscilla tor cabin, a power and modulator cabin and a petrol/electric power source 
and when mobilised these three components were mounted on to three 3-ton vehicles. 
Single, wide-band, cage, dipole aerials. mounted on portable 70-foot towers were 
used in the first place but these were later exchanged for portable full Rhombic 
aerials supplied from U.S.A. · 

. . 
Mandrel. Type No, T.1431. - The fust transmitter employed was designed by 

T.RE. and consisted of a siag1e V.T. 62 master oscillator valve and two V.T. 62 
valves in .push-pull as a .{lower amplifier stage. These transmitters· were 'Used in 
batteries of sbc to cover the requisite " barrage" band and had only semi-vat'iable 
frequency control by means of lecher shorting ba·rs. On account of the wi de fre
quency band required (up to ± I megacycle per second) series rnod1.1latioI1 was 
employed, thereby necessitating · a .2,000-volt higb tension supply, The noise 
jamming signal in these first models was produced by means of a conventional neon 
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.!>"triker time base circu it generating three independent and random frequency saw 
tooth wave forms. These were amplified in a \9'ide bao,d amplifier and distributed 
from a cathode follower output circuit to the inputs of tbe modula.tors on the 
individual transmitters fonning the barrage. The original aerial array consisted of 
two vertical dipoles, spaced horizontally, half a wave apart, to each transmitter. 
Each pair of dipoles was mounted i.o front of an electro-static screen, 13 feet loo.g by 
eight ieet high, the whole assembly for one unit consisting of six arrays in a line Qf 
tbree vertically spaced pairs. Various methods of mounting the arrays were tried , 
ranging from telegraph poles . to light collapsible masts, but eventually the most 
successful solution found. in order to withsta.nd the severe coastal gales experienced, 
was· the employment of standard two-inch steel scaffolding which could be erected, 
braced as required, to form a boarding without the necessity for concrete foundations. 
The waveband covered by this original. barrage system was 118 to 128 mega.cycles 
per second a:ud the power putput of each transmitter was rated at JO watts, fed 
through twin screened feeders (du radio J 1) to the aerial screen system and estimated 
to be concentrated by the latte.r into a 60 degree sector. 

With the jncrease of the enemy Freya ope.rational frequencies over wide..r l:>ands 
and with the requirement to cover other radar transmissions fron1 30 to 600 mega
cycles per second, it was necessary to modify the n.rst transmitters. to add additional 
transmitters to the unit, and to revert to spot frequency monitored jamming as 
opposed to the original fixed barrage. · . 

Mandrel, Type No. T.1636.-The T.1431 des~ibed above was modified into a 
push-pull tunable self-oscillator circuit with a frequency range of 90 to '160 megacycles 
per second but retaining the same modulation and power supply arrangements. 
The noise Jamming signal was now obtained, both for this and all other Mandrel 
transmitters described later, except the G.M.C., from a cold cathode phot o-electric 
cell and electron multiplier (RC.A. valve, Type No. 93 IA) excited by means of a 
pea lamp whose brilliancy could be controlled. The simple dipoles were now 
replaced. by wide,band cone dipoles. 

J\llanitrel, Type No. T .1659 and T.1659A .-These transmitters were standard 
T.1131 transmitters modified to cover 50 to 90 megacycles per second (T.1659) and 
90 to 100 megacycles per second (1659A). The estimated power .Olltput of these 
transmitters was 10 watts and suitable cone dipoles and screens were used as for 
transmitter, Type Y.1631. 

Mand-rel Rug T'l'ansmitters.-Ame-rfr;an A PQ/2,-This airborne type of transmitter 
was used for the frequency bands from 160 to 600 megacycles per second. The 
unmodified form was used for the bands 200 to 530 megacycles per second, and two 
rn.Odifl.ed forms for covering the bands 160-200 megacycles per second and 530 to 
600 megacycles per second. The estimated power outpu t varied from 10 to 15 watts 
aod again suitable cones a nd screens were employed. 

Mandrel, G.M.C., Type No. T .1388.-Norma.l G.M.C. transmitters with vertical 
"J "matched dipoles were provided for the frequency bands down to 30 megacycles 
per second, gas discharge tube 'noise generators being em'ployed. 

Carpet.-Six xnodified Admiralty Type 91 transmitters were provided at the 
Dover Man,drel site for use against aircraft coalital radar operat.iog on 53 centimetres. 
These were locally monitored for R.A.F. purposes. They were employed for 
training of personnel as a component of the .existing Naval South-East Coast 
Jamming Screen against gun-lay ing radar and ultimately handed back as a Unit 
to the Naval authorities at Dover. 

Type 651.-A twin transmitter and monitor jamming equip.01ent specially 
designed for shipboard use again.st B.S. 293 radio-controlled glider bombs. 
A battery of ten units (20 transmitters) was installed on a coast site for- possible use 
against rockets but it was never used operationally. 

Purpte.-Army Wi reless Set No. 16.-A specially des:i,goed equipment for mobile 
field Jamming operations in the band 0 · 86 to 7 · 5 megacycles per second. The 
circu it was simplified to give rapid tuning facHities and consisted of a single valve 
oscillator giving about 2 kilowatts power into a 46-foot telescopic aerial when 
modulated. Unwodulated carrier or carrier amplitude modulated by single-tone or 
multi-tone oscillators, a mierophone or a gramophone pick-up could be used. 
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R.C.A. 50~kilowatt T'Yansmillers at Orowborough (H.M.G.C.C.) (Loaned to Air 
Ministry by the B.B.C.) .-These were originally noonal short-wave broadcast 
transmitters operating on the B.B.C. Overseas Service. As obtained, they we.re 
crystal controlled. with two separate channels, haviPg separate exc iters with a 
¢ommon P .A . When modified the crystal drive uu its were djscarded, only the 
modulators and P .A ,s being retained. In order to obtain very rapid tuning over a 
wide freq_uency band o{ approximately 30 to 70 megacycles per second, the P.A.s 
were converted to self-oscillators, operated in push~pall with lecher tuning an<,l 
D.C. mot.or drive for the tuning arms. The output was taken from the .cathodes, 
tbe aood.es being tied t-0 ground so far as R.F. was concerned. The valves used in 
both P .A. and anode motlu lator stages were water-cooled RC.A .. Type 880s, 
operating with 12,000 volts on the anodes. As planned !or " Big Ben " operations 
these transmitters were in the first instance controlled from the Ea.<;tbourne site 
by means oi a remote control system. This system, operated over eith.er G.P.O. 
landlines <?f over an ultra-short wave (5,000 megacycles per second) radio.l ink gjving 
eight separ ate chancels for speech or control, was designed to tune the transmitter 
over its full range, and to switch the main H.T. on or off. This was accomplished 
by sending t-0ne to line from a B.F.O. situated at Eastbourne Control, a 1,000-cycle 
Jlote opkating the driving motor in oue direction and a 2,000-cycle note driving it 
in the reverse direction. The audio tones were fed to a discriminator, where they 
were rectified and amplified by a D.C. amplifier, the output of which was fed to 
a D.C. generator having a special field to give current of the desired polarity to 
operate the tuning motor. This motor was of very rugh speed aod could sweep the 
lechers in a matter 0f seconds. A 300-eycle tone was used to operate the Post Office 
Telay which controlled the main H.T. relay of the t ransmitter. In order to ind icate 
to Eastbourne Control the frequency to which the transmitter was tuned, a tel~ 

-meter was installed there, controlled by the output of a photo-electric cell, the 
amount of light faHiog on the cell beiog governed by the position of the lecher
t uning arms_ 

The following M/F and H/F T;-ansmitters have bee1i used for Meaconing and special 
P1,rposes.-In general these are standard transmitters with small modjfications only 
in connection witb the drive circuits. 

Frequency Mast Mast Type Type Normal out-
Type. .Range in Height Spacing of of ,PUt power 

kilocycles. in feet. in feet. Aerial. Earth. into Aerial. 

G.12 (T. l 259) .. 110-1,200 l - - - - 2 · 0 kilowatts 

G. J 2A (T.1302) .. 150- 6.000 150 250 I 2-wire 30-wire 2·0 kilowatts 
T radial 

G .12B . . .. 150- 1,200 150 300 Z..wire 12-wire 1·5 kilowatts 
T radial 

.12E (T.q97) .. 150-1,200 150 250 2-wlre 12-wire I · 2 kilowatts 
T radial 

I -
. l 2F (T.1331) . . 150-6,000 150 250 2-wire 12-wire l · 7 kjlowatts 

I T radial 
G 

rFM. l (T.1210) 160- 1,020 - - - - 100 watts 

EM.l + Amp. 190-1,050 150 250 3-wire 36-wire 3 · 0 kilowatts 
(A.1262). T radial 

T 

- - -

I 
TEM.2 (T.1212) 160- 1,050 70 220 4-wire 12-wire 250 Walts 

T radial 
+ 4 mats 
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Frequ~ncy Mast Mast Type Type Normal out-
Type. Range in Height Spacing of of put power 

kilocycles. in feet. in feet . Aerial. Eartb. into Aerial. 

I 
CA. (T. 1206} . . 150-1,050 70 220 4·wire 12·wire 500-750 

T Tadial watts. 
R 

1+4 mats 

T .77 . . . . 150-1,200 70 220 4-wire 12-wire 200 watts 
T radial 

+4 mats 

.77 + Amp. 150-550 ISO 250 4-wire: 12~wire 2· 5 kilowatts 
(A.11 11). T radia.l 

I + 4 mats, 
• I 
.11 rr.12s1 .. lS0-600 100 300 2·wire 8 mats 2 · 5 ~ilowatts 

1' 

M 
T 

M .24 (T. 126 1) (a) l S0-600 100 190 
I 

2-wire 8 mats 2 · 5 kilowatts .. 
(b) 150-1,000 T 

T .1087 .. .. 3,000-6,000 70 - 54 feet 12-wire 350 watts 
G·wire ra.dial 

I 
vertical +4 mats 

cage. 

Westem Electric, Type ~01 A-3 Broadcast T1'an..smitJ1w.-Th is txansmitter consisted 
of a crystal oscillator operating into a three-stage R.F. amplifier ; a three-stage 
audio frequency amplifier; a modulated amplifier having two Type 342A water~ 
cooled valves in parallel and a final power amplifter using two Type 298A water
cooled valves .in a hi.gh efficiency Doherty circuit. giving an unmodulated carrier 
output of SO kilowatts. The output of the transmitter was designed to fee(l the 
aerial by means of a 100-ohm nitrogen gas-filled coaxial feeder. For speed of erection, 
bowever, the down lead of the aerial was brou&-ht ttuough the roof of the transmitter, 
l)uilding, its 40-ohm impedance being matched to tbe 100-ohm output from the 
trans01itler by means of a T ne twork bu ilt externally to the transmitter and adjacent 
to lhe. power ampli.fier uoil. Owing to the complexity of tunll1g the power amplifier 
no a ttempt was made to tune the transm itter over a large frequency range. 
Instead a vari<\ble frequency master oscillator was used as an alteraative to the 
crystal oscillator and it was found that by this means tb.e transmitter would operare 
from 1, 170 kilocycles per second merely hy swinging the frequency of the ma.ster 
oscillator. 

APPENDIX No. 12 

• 
R.ADlO COUNTER-M EASURF.S AGAlNST " BJG BEN" 

lntToduction 
The la.unchiog 0£ long range rocket projectlltts (" Big Ben") against this country 

and Allied targets on the Continent took place during the period September 1944 
to March 1945 and a total ol over 3 .000 incidents was reported. This total, which 
does not include abortive launclungs, consists of l .l J5 rockets launched between 
$ September 1944 and 27 March 1945, against England, and 2,050 between 
\4 September 1944 aod 28 March 1945, against Cootinenta..I targets. 

fn J uly 1944 N'o. BO Wfog was directed by Air Ministry to prepare to apply radio 
M unter-measures against "Big Ben" after t he remains oi a long range rocket had 
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been found in Sweden which had apparently been launched experimentally from 
Northern Germany. These remains were found to incl1.1de parts of various types of 
radio equipment in damaged condition, and the organisation of radio counter, 
measures was for ·some time restricted practically to whatever could be done in the 
light of information obtained and surmised from au examination of these relics, as 
very little other intelligence was available on the radio used in connection with 
" Bjg Ben.'.' 

Genera] Counter-measures against 11 Big Ben " 
The radio counter-measures adopted formed only a part, of course, of the variety 

o1 counter-measures-offensive ano defensive-:-which were planned and applied 
against "Big Ben." The principal offensive counter-measure specifically aimed at 
" Big Beu " wa.s ah: attack ngainst rocket launching a,nd storage sites, centres of 
production of rockets' components and propellao.t fuels, and related transport 
facilities. The salient defensive counter-measures were an elaborate warning system 
and au R.C.M. organisation neither of which were in facrbrnught into full use. A 
complex system of special radar stations provided the warning ·information. It 
claims to have detected every rocket launching which was followed by an incident; 
also many others, and, .io association with a. sound ranging system, provided ·data 
from which launching areas were computed. Fall of shot was observed by various 
organisations, the most accurate of which was flash spotting by an Army Field 
Su:rvey Unit. 

Aim of R.C.M. against ''Big Ben'' 
TJ1e formation of a plan for the provision of effective radio counter-measures 

against "Big Ben" was dependent 11pon sufficient intelligence being available to 
enable tolerable estimates to be made of the types and purposes of the .radio used 
in the roc)(et and that on the ground for its control. Such intelligence was not 
initially available . 

lt was assumed that tne radio used in and witb th.e rocket would be designed to 
direct it so as to follow a desired trajectory in elevation and azimuth, to obtain a 
desired range, and perhaps to cause the detonation of the war head jf°air bursts 
were requ ired. 

It was therefore the aim of these radio counter-measures to prevent or interler.e 
with the proper functioning of such radio devices and, if possible, to cause tbe 
rockets to be misdirected so as to miss thcir targets and preferably to fall harmlessly 
or, better still, to cause injury to the enemy. 

Intelligence on Radio used with 11 Big Ben '• 
The intelligence available on '' Big Ben " radio prior to the operational use of 

rockets against this country was confined mainly to that obtained from examining 
the relics of the Swedish incident aud surmises made thereon ; no signals identified 
with or suspected of being associated wjth " Big Ben" were heard. These relics 
indicated the presence of various pieces of damaged aod. incomplete rndio equipment, 
namely:-

(a) A receiver-transmitter (hereafter called " Rx- 1 " and "Tx-1 ") linked 
together with a commoo. oscillator, the receiver being capable of being 
pre-tuned in the frequency band 18·8-27 megacycles per second and the 
transmitter being pretunable over 45-54 megacycles per second. When 
operated together, the operable band was seen to be more limited, but 
the exact band and the principles of co-operation of the two sets were not 
initially clearly determined. 

(b) A -receiver (hereafter called "Rx- 2 ") type E.230 (a type already known as 
being used in t!ie FI.S. 293 radio controlled glider bomb) ~ capable of 
being pre-tuned to any spot frequency in the band 47-50 megacycles per 
second, also suspected ot having been used in a version operating on 
frequencies down to about 40 megacycles per second. 

(c) A receiver (hereafter called "Rx~3 ") with a pretunable coverage of 
46-53 · 5 megacycles pe.r second. 
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(d) Some compooents which, it was thought, might indicate the presence of 
a transmitter (hereafter called " Tx- 2 ' ') working somewhere io the 
band 30-100 megacycles per second. 

(e) A box with spaces for 12 valves .aad some associated resistances and 
coaaensers. 

(f) A box cootaining fi.ve plug-in genera.tors the~ found operating in the band 
6·S- 1l · S kilocycles per seco!}d t unable to ± 0·5 kilocycle by varying 
a!;SOCiated inductances and five plug-in modulators : later suspected of 
beiog associated with Rx-3. 

Very little other Jntelligence necessary to the development of an R.C.M. system 
aga inst ·•Big Ben " radio was available beyond tentative estimates such a.s :-

(a) Range of rockets which might be up to about 200 miles. 
(b) Launching sites which might be anywbere on the Continent within 200 miles 

of targets in the United Kingdom. 
(c) The projectile was likely to be ti.red at an angle of elevatiOJl of about 

70 degrees, its inclination graduaUy changing to about 45 degrees under 
full drive. 

(d) That wireless control of tbe rocket was likely to be exerted during the .6.rst 
10 miles of flight, the dutat.ion of which might be between 45 and 
70 seconds. 

It was speculated tbat the purposes of the equipment referred to above might be 
intended respectively to provide :- , 

(a) Indications o! range. on Benito ranging principles by comparing the phase 
relationship of the modulation of a signal transmitted by the radio 
control on the ground and a re-radiation of that modula-tion on another 
frequency, from the rocket. 

(b) Azimuth and elevation control comparable to that in the fLS. 293 glider 
bomb. 

(c) Possibly (or control of iuel throttles to cut oft fuel 0t to vary the rockets' 
speed, or perbaps to cause detona'tion of its war hea;d. 

lo the next few months little further intelligence came to light although the 
exam lnation of remains of rockets landing in tb is country showed that some of them 
con~ined rad io equipment, but that in these cases only two types of set were io 
fact installed; and for a considerable period after about the middle of October, 
wireless control does not appear to have been used at all, reliance being placed 
instead upon an " integrating accelerometer." 

Planning of Radio Counter-measures 
Acting on the foregoing assumptjons, it was decided that means should be 

provided to apply R.C.M. :-
(a) Primarily on the 19-25 megacycles per second and 40-SS megacycles per 

Second frequency bands. 
(b) Using plain carrier or modulation (A.M. or F.M.) with tone or noise. 
(t) Employing maximum possible power. 
(d) Wben rocket signals were beard but if not intercepted when rocket launchings 

(fl.ash) were reported. -
(e-) From bases as tar forward as practicable. 
(j) Ajmed towards any a reas still available to a ret reating enemy within 

200 miles from London. 
(g) On the assumption tb.~t up to '20 signals (whether genuine or false might 

not be immediately perceptible) would be active simultaneously. 

Io early )lily. it was estimated that rocket attacks on a limited scale were 
imminent; it was tberefore necessary to prepare, as quickly as possible, to apply 
such few radio counter-measures as were thought migbt be of some possible effect 
and which could be set up by the use of existing equipment with hastily made 
modiiications, and to expand the R.C.M. organisation from this very limited 
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beginning as rapidly as availability of "Big Ben •· intelligence, special equ ipment, 
suitable personnel (requiring trajning), a.nd the elaboration of suitable operational 
procedu res, wquld allow. 

The provision 0£ the ground based RC.M. system in tbe United Kingdom -was 
planned in three succes.si.ve stages. the advancement of which was to proceed as 
rapidly as the limitations mentioned above wou1d permit. In each stage the search 
for enemy signals was made by all the available effort of the "Y" Service and 
No. 80 Wing resources, and was co1)tro1Jed from a jointly run operations room 
i;levoted -exclusively to " Big Ben " radio intelliger1ce and RC.M. Control. The 
R .C.M. transmitters were operated and controlled by No. 80 Wing. 

In addition to investigation aircraft of No. 192 Squadron, specially equipped 
aiJ'craft up lo a total of four squadrons to operate under Headquarters No. 100 Group 
were also planned to be eqtlipped with search receivers and jammil1g transm itters. 

The initial stage of the ground RC.M. organisation to be working by 23 Aug_ust 
1944-involved the following :-

(a) Radio Intell·igence and R .C.M. Watch (Search and D/F). 
Beachy Head (East-- "Y " Service and Eight search <\Jld two D/F 

bourne). No. 80 Wing joint sets, cathode ray tube 
Control. · analytical a.nd pJ10to

graphic equipment. 
Gorleston (Yarmouth). ti Y" Service Out- Three search and one'D/F. 

station. 
Capel (Dover). 

Beach Farm. (Lowes-
toft). 

Eagle's Nest (Dover) . 
Southboume. 
Worth Matravers. 

" Y " Service Out- Three search and one D/F. 
station. 

80 Wing Outstation . 

80 ·wiog Outstation. 
80 Wing Outstation. 
80 Wing OtltStation. 

Three search and one D/F. 

Three search and one D/F. 
Tbree search and one D/F. 
Three search and one D/F. 

(b) R.C.M . Control and Monitor.-Beachy Head-with tie Jines to all receiving 
and transmitting outstations and Headquarters No. 80 Wing. 

Tbe second or interim stage--to be working by the beginning of September-was 
to extend the foregoing facilities as follows :- · 

(a) Radio Intelligence and R.C.M. Watch.-As for Initial stage. 

(b) R.C.M. Control .. -The erection of a new building at Beachy Head with much 
increased facilities including 15 sets of recejvers each equipped with 
auxiliary cathode ray tube visual presentation, extended tie lines enabling 
two-way speech and tone transmission for transmitting stations, and 
ti Big Ben" alarm circuits operating twocway between No. 11 Group 
Filter Room. Beachy Head and Radlett. 

(c) R.C.M. Trans·mitttWs. _ 
The third or .final stage, to be working by about the end of Septembei-1 was to 

provide much more special receiving and high-power transmitting eq_uipment, and 
a more complex control organisation. 

(a) Radio Irztelt-igence and R.C.M , Watcli.-As for preceding stages augmented 
by (b) below, and controlled by Canterbury instead of Beachy Head. 

(b) R.C.M. Conttol (}.nd Monitor. 
(i) Control at Canterbury (replaciug Beachy Head). 

(ii) Two associated sub-controls at St. Margaret's Bay near Dover for 
Hope Point, Whitfield Tower and Crow'borough. 

(iii) Lanaline system linking controls, sub-controls, _receiving and 
transmitting sites by two-way speech (over 200 ·circuits) and 
high-fidelity tone lines (about 100 circuits). 
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(iv) St. Margaret's" A " and 11 B " to be provided with a total of about 
60 receivers fitted with a.uxiliary cathode ray tu be presentation, 
landline circuits for speech and high-fidelity tone (up to 16 l<ilo
cycles) connecting receivers and transmitters . (each manned by 
an oper.ator), on wbicb circuits controllers in Operations Control 
Room and supervisors at transmitting stations could also monitor 
and speak at will. 

(v! " B ig Ben " two-way warning systef!l between No. l l Group Filter 
Room and R.C.M. Controls at Canterbury and St. Margaret's Bay. 

(c) R.C.M. Trq,nsmiUers. 

ProYision of Radio Counter-measures 
The plan in the tbree stages mentioned above was not in fact implemented in full 

due to the rapid advance of Allied forces across Fi:ance and Belgium into Holland. 
By the beginning of September, stages 1 and II of the plan had been substantially 
carried into effect to the extent that equipment was in place and operable and a 
sufficient quantity of personnel had been found, although the efficiency ot 1;he 
systern bad never been tried operationally and only very Limited uial transmi$i;>ioos 
(essential to operational efficiency) were possible du~ to security consjderations. 

By the eod of August arrangements had been made for the provjsion, at varying 
dates iu September and October, of all the transmitters, receivers, au;xiliary gear 
and telephone circuits and personnel required to achieve Stage II1. Most of the 
receiving equipment and the 25 transmitters, types AN/GRQ-1, A- 3600, AN/MRT-1 
and modified R..C.A. were provided and pl"'omised from American sources. 

In view of the miJ;tary situation then prevailing, early in September No. 80 Wing 
was directed by Air Ministry to stop all work on the following components of 
Sta.ge· III :-

Canterbury 
St. Margaret's 
Whitefield Tower 
Crowborough 

Ops. Control. 
'' A" a.nd "B '' sub-controls. 
Transmitting station. 
Four of the six transmitters. 

The result was a modified fi..nal stage having :-

(a) Radio Intelligence and R.C.M. Watoh.·- As planned for Stage II, 

(b) R.C.M. Conlrol.-As planned for Stage II. 

R.C.M. Coott:ol FaciJjties 
The RC.M. control facilities for the final stage were planned as follows :-

(a) A receiver for searching and J:nonitoring was provided for operation in 
con.junction with each R.C.M. transmttter, and lan<lUne circuits were 
arranged to link any receiver witb any transmitter. 

(b) The ·control Station at Canterbury was connected by landlines to the 
receiver-moQitor sub-control stations ' .' A '' and "B" at St. Marga.re~'s 
Bay which were in turn associated with the R.C.M. transmitting stations 
at Hope Point, at Whitfield Tower and Crowborougb, i;espectively. 

(c) Receiving equipment was provided at the Canterbury Control Station for 
analytical purposes and to enable general observation of " Big Ben " 
signals and R.C.M_ adivity. Sufficient receivers were arranged at St. 
Margaret's " A " and ' ' B " to provide for one to be associated with each 
R.C.M. transmitter at Hope Point, Whitfield Tower, or Crowborough as 
the case might be. Each receiver was provided with a panoramic adapter 
enabling the visual display on a cathode ray tube of sign~ls active within 
100 or 500 kilocycles on either side of whatever the frequency might be 
to which the receiver was tuned; audio oscillators, wave.meters and other 
ancilla~y equipment were also available. 
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Land line circuits and P.B.X.s were specially arranged by the G.P.O. to provide 
the following facilities :-

(a) Two-way speech between control stations (Canterbury and St. Margaret's),, 
and to transmitters. 

(b) Tw9-way speech between controllers aod receiver-monitor operators a t 
control stations a nd supervisors a nd operators at transmitting stations. 

(c) Transmission of receiver output (" tone ") at the control to t he sub-controls 
and vice versa and from either to transmitters ; these tone circuits 
would cover frequencies between about 100 and 16,000 cycle$. 

(d) " Speech " and " tone'' Jines were separate ; receiver and transmitter 
operators were supplied with head and brea.st sets. The receiveJ" operator's 
phones wei;-e switched so t hat they could either be used witl1 both 
listening to the receiver, or" split 11 so that one remained associated with. 
the r eceiver while the other was used for intercommunication with the 
controller and/or transmitter operator. The transmitter operator's 
phones we.re s~milarly "split" to allow intercommunication with the 
transmitter supervisor without losing touch with tbe receiver-monitor at 
the associated control station. 

(e) Although eacb receiver was a rranged so that it would normal ly be associated 
with a particular transmitter, arrangements were made w1lereby any 
receiver could be associated with and " drive" any transmitter or any 
number of transmitters. 

(f) Personnel in charge of transmitter watches could call and speak to any 
operator and vice versa a.od all calls by operators could be listened to a11d 
broken into by ,personnel i/c watches. 

A plan for inter-station landline provisions planned for Stage III, including' 
t hose required during the change-over from Stage Il, was drawn up- Further 
fofor mation on th~ telephone circuits facilitating coot.rot is jncluded in a G.P.O. 
Memorandum dated 25 July 1945 referring to the facilities provided by the l"ost 
Office Engineering Dept., a copy of w'bich is attached to this Appendix.' 

The control arrangements · at Beachy Head in the intermediate stage were 
arranged in the same genera1 way as, and formed the prototype for, the final scheme. 
The two salient differences were :- · 

(a) The " toue" lines to transmitting stations were only of normal telephone 
fidelity (going up to about 3,000 c/s). 

(b) A radio link was provided between ·Eastbourne and Crowbc>rough using 
a pair of Anny Type 10 equipments. Th is link which .employed pulse 
communication methods on centimetric wavelengths provided s ix two-way 
circuits. The transmitters at Crowborough were speciaJly modi.tied to be 
remotely tunable by the application of various audio tones !rom 
Eastbourne. Thus the radio link could be used in lieu of landline to 
enable 

(i) two-way speech ; 

(ii) transmission of receiver output to transmitter to aid manual 
tuning and/or as a modulation source ; 

(iii) remote control of transmitter tuning. 
A two-way " Big Ben" warning circuit was provided between No. 11 Group 

Filter Room, Sianmore (the focal point of reports of" Big Ben" radar observations) 
a nd the control and sub.control stations, and to Headquarters No. 80 Wing, Radlett. 
This warning operated a special bell and a lamp signal a nd was acknowledged by 
reply signal (lamp) 'plus speech circuits if required. Circu its to the Scierttific Officer 
at Stan more were also p rovided for iot.elligence purposes. The " Big Ben" warning 
bell signals were immediately acknowledged by the Con troller. It was also arranged 
{but did not occur) that warnings should be passed to No. 11 Group Filter Room 
from Canterbury or St. Margaret's stations if signals were observed wb.ich were 
thought tq connote launching activity. 
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R.C.M. Operational Procedure 
Each receiver operator would search a pre-determined band either coveriog o.r 

falling within the cal'\ge allocated to his associated tran~r;nit.ter. The main 
considerations governing the widtl1 of this band were the length of time it would 
take him to search it thoroughly, and tbe time it wo11ld take to adjust his associated 
transmitters and start radiating. The aim was to be a ble to transmit against a 
reeognised signal in preferably 10-15 seconds and certainly not more than 
30 seconds. Generally the band did not exceed 2SO kilocycles per secoua. 

Each operator was briefed upon the types of signal that were known not to be of 
interest, and was instn1cted to report any other type immediately to the Officer or 
N .C.O. i/c his Watch. This report was made by Bashing the Contrnller. reporting 
the frequency of the signal and, if required, passing tone to line to enable the signal 
to be heard and assessed by the Controller. If the Controller wished to speak to an 
operator (e.g. to ascertain information regarding signal activ ity in the band being 
watched or to order some change in search) he could do so by flasbing the operat or, 
who would then "split" his headset and reply. 

pn instructions by the Controller (which might also be given on receipt of a" Big 
Ben" warning) OT, if a signal was of a recognised kind which should be covered 
forthwith by R.C.M. transmission, the operator contacted his " twin" transmitter 
operator, the action taken being as follows : -

(a) If the transmitter was remotely tunable the receiver operator tuned the 
transmitter (after carefully " centering" the suspected signal on his 
oscilloscope) so th;i.t the R.C.M. transmission covered the suspected signal. 

(b) If the transmitter was only locally tunable. then the receiver operator would 
give the t ransmitter operator the freq1,1ency concerned and pass the 
receiver output (with B.F.0. on) to line, so that the transmitter -Operator 
could bring his transmitter to bear by swinging it across the suspected 
signal and beario.g h is signal cross over. The R.C.M. transrniss~on would 
also be audible and visible to the receiver operator who would coach the 
transmitter operator, each using the "split." headphones. In the event 
of the usual transmitter being unserviceable then the transmitter 
supervisor would allocate the task to the next most suitable equipment. 

(t ) Where modulation was (equired, th ls was supplied either from .a local audio 
oscillator at the transmitter or from the receiver-monitor station by the 
tone line, using either a loca1 oscillator or the modulation of the suspected 

. signal. 
(d) If it was desired to use different or additional transmitters, this was done by 

the use of cl)angeover arrangements at the monitor P.B.X. and jack 
fields at transmitter P.B.X. 

Rocket Radio Apparatus 
Rockets began to fall ~n t h is country oo 8 September a 11d broken parts of wireless 

sets and components were recovered from several of them. FroC'l initia.l examinations 
it appeared that operationally launched rockets did not include mote than two 
types of wireless equipment, as follows :-

(a) A crystal-controlled receiver-transmitter operating on about :30 megacycles 
and 60 megacycles per second, trnn.smitting on exactly double the received 
frequency, suggestmg use for v elocity or ranging data by " doppler" 
method with plain C.W. signals. 

(b) A receiver working on about 52 megacycles per second a.ssocia.ted w,itn a 
complex filter system such that specially modulated receiver signals 
might, th.to1.1gh a procession of switches and .relays opera.te various 
controls w)thjn the rocket such as those governing fuel supplies and/or 
directional control surfaces. 

The salient observations made from the 'initial examination of remains of some 
' 'operational "rockets were therefore;-

(a) The "ranging" receiver-transm itter appeared to operate on approximately 
30 and 60 megacycles per second and not on about 20 to 24 and 46 to 
54 megacycles per second for the former of which ranges the SWB.11 
transmitters had beeu modified. 
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(b) The second receiver operated at about 52 megacycles per second but the 
form of jamming requfred needed further study in view, among other 
things. of t he inclusion of complex filter circuits. 

(c) There was nO evidence of the presence of (or use fur) the E.230 receiver or 
second transmitter. 

United Kingdom Based R.C.M. Operations against " .Big Ben" 
Fourteen "Big Ben''. incidents were reported between 8 and 15 September. 

R.C.M. transmissions were made in respect of several of these launchings and also 
iu respect of some " Big Ben " alarms which did not result i.n reported inc1dent. 
These transmissions were all very brief. mainly consistini of five-second bursts of 
radiation in the SO megacycle region and their spee1tlative aim was to inter.fere if 
possible with the fuel supply control of the rocket. Some suspected and otherwise 
unidentified signals in this band had been heard contemporaneously with launchings 
and alarms. 

All ground-based RC.M. transmissions were stopped with effect from I 5 September 
1944 in.order to avoid a11y po~sibility of their interference with the search for signals 
associated with rocket control. (H may be observed that airborne R.C.M. 
transmissions continued for a time after that date.) 

So far as is known, no s~gnals were thereafter identified as being connected with 
"Big Beu" control either during September and Octooer (after which the 
·~ integrating accelerometer" was introduced) or towards tfle end of the rocket 
off~nsive when a further use of radio control was re~orted as being suspected . 

Continental Based R.C.M. against " Big Beo " 
After -the attempt to cross the Rhine at Arnhem bad beeu unsuccessful and it 

appeared that the rocket offensive might be continued against this country and 
against Allied -targets on the Coutinent, arrangements were made to send a mobile 
R.C.M. formation to operate on the Continent in e<;>njunction with No. 105 M.A.R.U. 
(subsequently expanded under S.H.A.E.F., into No. 33 Wing which a lso included 
No. 365 W.U. of the Signals Intelligence Service). 

For this purpose an Advanced No. 80 Wing Unit was established at Wenduine 
on the Belgian coast between Ostend and Blankenberghe and .various units were 
deployed for operations as stated below :-

Unit. Function .. 
H .Q. Echelon of No. 60 R.C.M. Control. 

M.S.U., Type" S.R." 

Nos. 60 and 61 M.S. U .s, 
Type "S.R. ' '. 

Search/Monitor. 

No. 62 M.S.U., Type Search/Monitor. 
"S.R." . 

Special Mobile Unit. 

Nos. 40 and 46 M.S.U.s, 
Type "SJ." (subse
quently reformed). 

'.frans01itter. 

Transmitter. 

~ 

Equipment. 
Simplified display aad landline equip· 

me-ntand pointtopoiut W/T working 
with H.Q. No. 80 Wing, Radlett. 

Receivers (with auxiliary C.R.T. visual 
indicators, audio oscillators, etc.) for 
search and to cover R.F. band 
20 · 80 .i;negacycles per second with 
ample margin each end (to operate 
jn conjunction with No. 36.5 W.U.). 

Used mainly for listening reconnais
sance ,in advanced areas as close as 
possible to enemy territory and 
launching sites. 

Jostle lV equipment to cover 18-24 or 
28-32 megacycles per second fre
quency bands for use against Rx- L 

Each three transmitters .• Type 
AN/MRT-1. 

Although a total of 2,QSO " Big Ben 11 incidents on the Continent were reported 
as occurring between 14 September 1944 and 28 March 1945, as the occasion for the 
use of these Units appeared to become less and less probable, they were diverted 
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for use on the Bomber Support R.C.M. role of H.Q. No. 80 Wmg (Main) ; they were, 
however, available for .use against "Big Ben " operati<ms. Actually they were not 
required beyond keepini some listening watches. 

Results of Techni.cal Investigation 
The radio devices in at least t:be later versions, If not all of the rockets, were stated 

not to he primary controls, but devices to -apply secondary, refined corrections to 
the basic control equipment which itself provided sufficient accuracy to h it a target 
the size of London from a range of about 200 miles. Thus the succe$s!ul jamming 
of the radio equipment would not have served to deprive the enemy of the general 
use of this weapon. · 

After several months of extensive study oJ specimens of both types of radio 
equipment recovered from rockets, both R.A.E. and T.RE. pronounced the view 
that the prope.r operatioo of each type might be effectively upset by the reception o1 
sufficiently strong and accurately tuned C.W.' jamming signals ; these views were 
a departure from earlier opinions to the effect that accurately modulated signals 
'migbt be required from which harmonics and side hand effect were eljmio.aited. 

The conclusion that C.W. jamU1Jng might be effective (which incidentally was not 
reached until late in the rocket offensive) would have helped to mitigate the 
ditlkulties ot effective application of R .C.M. against the rocket, but nevertheless 
several other serious problems remained. The salient among such problems were ~~ 

" (a) The enemy could select the R.F.s of the signals in the 30 and 50 mega~ycles 
per second frequency bands. · 

(b) He c-0uld site hjs transmitters at poiut.s over a very wide fro11t, deep in 
enemy territory and ln. vaUeys or otherwise screened and directed upwards 
so tbal ground signals were very unlikely to be audible to us. The 
re-radiation from the rocket (on 60 mega.cycles per second band) might 
be audible but only for so brief a period that jam.ming transmissions in 
response to it would have to be practically automatic. to be quick enough 
to be usefol. 

I.n these circumstances effective R.C.M. would have required high-power b.arrage 
transmissions covering the bands available to the enemy, by groups of transmitters 
spread over all areas o( territory across which the enemy might choose. to fire 
rockets, and these radio barrages would have had to be made to transmit either 
permanently or immediately whenever a radar warning was received.; in the latter 
case it is assumed that the reception of such wamings.by the R.C.M. Control would 
p,rove to be i;ully reliable. Undoubtedly such barrages would have caused sedous 
interference to other services, particularly tactical ground f.ormations. 

Conclusions · 
The enemy succeeded completely in preventin_g' the efl'ective use. of R.C.M. when 

be produced control means for his rockets which operated with sufficient accuracy 
wjthout the use of radio aids. 

The enemy succeeded in making it very difficult successfully to apply R.C.M. 
against his temporary. use of radio in "Big Ben " opera.tions. He achieved this, 
inte·r alia, by-

(a.) high security on details of the device generally and particularly o{ the 
radio used prior to actual operations, thereby depriving Allied intelligence 
of sufficient information to destgn in advance an R.C.M. system complete 
in essential de.tail; 

(b) using equiptnent which, if likely to fall into ou.r hands, was also likely to 
be severely mutilated when so doing; 

(,;} placing reliance in V.H ,F. signals of very brief duration which were difficult 
to pick up and identify (particularly from .grouo.d stations); 

(d) using radio equipment which, at least oo jnitjal e.xa.mlnation1 appeared to 
require complex and precise couoter~transmissioos to be effect1ve. 
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The provision of an effectjve system of counter-measures required the. highest 
possible efficiency in the inter-service general and technical intelligence system, and 
t:he closest liaison and most rapid transfer of all available intelligence and technical 
appr.eciations thereon between the general and technical intelHgenoe staff, the 
scientific and production staffs and the service operational units ooncern_ed in the 
application of au forms of counter-measures. 

So far as R.C.M. equipment is concerned the most effective system was shown to 
be one in which-

(a) the control of R.C.M. transmitters was exercised from the point at which the 
radio search was carried out ; 

(b} R.C.M. Trii.nsmi't±ers \~ere remotely controllable from the Ops. Control 
point jfl as many as possible of the followi.J!g ways :

R.F. tuning. 
Switching and keying ''on" and " off," 
Form of modulation. 
Power transmitted. 
Direction of propagation. 

If remote R.F. tuning were not available, then _circuits should be provided for 
.speech and transmission of the output of sea,rch/monitor receivers to jamming 
transmitterS to enable the transmitter ope_rator to tune with rapidity and precision. 

The combined control of the radio intelligence. and radio counter-measures at 
operational formation level served the purpose of both functio;is best, indeed their 
separation would not have produced satisfactory results. It is therefore considered 
essential that these functions should be combined at aJJ levels under a unified 
authority charges with ful l responsibility for both. 

To meet threats such as this application of radio skeleton R.C.M. sys.terns are 
required in which t he faci.liUes for flexible control are available. "Universal 11 

receivers and visual watching aids are required covering whatever frequency bands 
are expect~d to be detectable, and " universal" jamming transmitters are required 
capable of covering any frequency within technical reach, and havif\g remote 
controls mentioned above, and equipped with associated aerials systems which 
are equally easily adjusted to efficient performance. 

Finally, airborne jamming is frequently the most effective against V.H.F .. but 
play requite to .be associat~d with &round based _R.C.M. Control. 
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R.C.M. 

Transmitters 

Stage/Function. 
Radio Intelligence R.C.M. Control to operate 40-55 Remarks. and R.C.M. Watch . and Monitor. in band megacycles. 

19-25 
megacycles. 

Initial Stage I. Opf:rable Beachy Head improvised Beachy Head improvised Brighton Brighton Transmitters not capa-
end August. building. building. T ie lines to all 1-50 kW. 1- 50 kW. ble of operating at all 

2"Y' } 
receiver and transmitter 

Flimwell Flimwell 
points in band due to 

Service Outstations Outstations. "Big Ben" ' inherent design and the 
for radio radar warning from No. 1-8 kW. I-2·5 kW. aerials available. 

4 No. 80 search. 11 Group F.R. 1-2 ·5 kW. 
Wing. 9-0·5 kW. 

TOTALS . . . . 7 stations with D/F, J control station ' . 2 stations 2 stations 
about 30 receivers. 12 TX.s 2 TX.s 

(Interim) Stage U . Opera- Beachy Head new speci- Beachy Head new spe- Brighton Brighton 
ble early Septembc:r. ally equipped building. cially equipped building. 1-50 kW. 1- 50 kW. 

6 outstations as for Tie lines to all RX and 
Flimwell FlimweU Stage.. I. TX sites tor fone and 

speech specially arranged A-8kW. up to 
for control. "Big Ben" 1- 2·5kW. 5-2·5 kW. 
radar warning. up to 

Hope Point 20--0·5 kW. 
20-1 kW. 

TOTALS .. .. 7 stations with D/F, l control station . . 2 stations up 3 stations up 
about 40 receivers. to 26 TX.s to 26 TX.s 



R.C.M. 
Transmitters· 

Stage/Function. R.adio lnteUigence R.C.M. Control to operate 40-55 Remarks. and R.C.M. Watch. and Moaitor. in band mega.cycles. 
19-25 

megacycles. 

Final St.age III. To be Canterbury and St. Mar- Canterbury control St. H ope Point Whitfield · ' If required, pending in-
operable.end Septembex/ gacet's Bay, backed up Margaret's Bay "A" and 20 TX.s Tower stallation of 50 kW. 
early October. by stati<:ms in Stage lI " B" s ub-controls. One 15-50 kW. TX.s at Whitfield 

as required. RX for each TX and 14-15 kW. Tower and Crow-
L/L circuits for each. Crowborougb borough. 
Specially arranged for 6- 50 kW. 
control. ' ' Big Ben" 

Hope Point radar warning. 
20-1 kW. 

TO'tALS '. 10 stations -. . ' . . . . .. .. l station 3 stations •Plus 40-1 kW. TX. if 
20 TX.s 55 TX.s required. 

Actual state oi provision As at Stage U .. . . As at Stage II . . -. Brighton Brighton Search-Monitor Control 
wben orders given to 1-SOkW. 1-50 kW. aod sub-conb:ols a.t. 
cease work on scheme, Hope Point Crow borough Canterbury and St. 

20-8 kW. 2-50 kW. Margaret's Bay under 
Flimwell Rope Point 

construction. Trans-
milter installation 

1- 2·5 kW. 20-1 kW. commencing at Whit-
9-0·SkW. Flimwell field Tower. 

l- 2·5 kW. 

Ton.1.S . . .. 7 stations with D/F. One control station . . 3 stations 4 stafions 
about 40 TX.s 31 MX.s 24 TX.s 
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MEMORANDUM DETA1LING nm FACILITIES PROVIDED BY THE 
POST OFFlCE ENGINEERING DEPARTMENT IN CONNEXION WITH 
THE WARNING ARRANGEMENTS AND COUNTER-MEASURES TAKEN 
BY THE SERVICES AGAINST THE V.2 ROCKET ATIACK DlRECTE:O 
AGAii""iST SOUTHERN ENGLAND BY THE GERMAN ENEMY IN 1944/45 

Shortly after Intelligence revealed that the enemy wa.S planning an attack on this 
country w ith rocket projectiles the Ministry of Home Security consulted the Post 
Office Engineering Department witit th~ object of obtaining co-operation in the 
provision of a supplementary warning scheme. Subsequeptly the Air Ministry 
f<>rmulaled a req,uest' for special coffi,D'lunlcation facilities to assist in the defeat of 
this new weapon by radio counter-measures. 

In June 1943, at the request of the Ministry of Home Security, ·the Post Office 
Engineering Department initiated development of a remotely controlled public 
warning system. the wai;ning devices to be located at London A.A. gun sites with· 
the control situated at Fighter Coil1mand. In its initial form the warning consisted 
of Klaxon hooters fitted jn the Command Posts of twenty-one London gun sites and 
controlled by tbe operation of an iron-clad mains type switch situated adjacent to 
the Fi.lter Room Controller at Stanmore. In v.iew of the limited range of tl;le I<taxon 
type hooters, it was arranged that Bofors guns would fue blank ammunition oo 
receipt of tbe hooter signal. These arrangements were completed in August 1943 
but as no attack developed the scheme was abandoned in favour of a much improved 
and more ambitious scheme. 

In September 1943 a total of 165 sites were chose.n in and around London, the 
locations in the main being the A.A. and Balloon sites, though some 30 Police Stations 
were als9 utilised to give the requisite coverage. At each site the Post Office 
Engineering Department provided a small relay set, which was controlled from 
equipment installed at G,O.R .. Brompton Road. This equipment at G.0.R. was in 
turn directly controlled by a master switch adjacent to the Controller's position at 
Stanmore. Operation of the master switch at Stanmore actuated the G.0.R. 
equipment which radiated signals simultaneously to each of the 165 sites where the 
local .relay sets provided the requisite conditions for firing four maroons and one 
rocket. Elaborate precautions were taken to ensure that workjug parties, faults, 
etc., could not simulate the Stanmore signal thereby originating. false firing 
conditions. Precautions were also taken to prevent s imilar false operation between 
G.O.R. and each site, although in tnis case the precautions were not so extensive, 
since false operation at individual sites, while serious, was not so vital as similar 
occurrence at all sites. The operation of the master switch at Stanmore was to be 
undertaken by the Co11troller on receipt of a bell signal local to the Filter Room. 
This · bell signal was contn~Ued from pendant bell pushes fitted above the plotters' 
posibons and operated by the plotters on receipt of a code word from the distant 
radar station. 

T~sts carried out in 1943 indicated that the time interval elapsi11g between the 
passing of tlle code word and the hearing of the maroon signal by an observer, 
stationed approximately one m ile from a firing site, was 23 seconds. 

A similar scheme was installed in the Portsmouth and Southampton areas. the 
site equipments in this case being controlled via Fareham G.O.R. from a separate 
master switch on the Controller's position and marked " Hampshire." 

In December 1944 a further special requirement arose for the provisionofa warning 
s:ignaJ to be transmitted from Fighter Command to the LP.T.B., Leicester Square. 
A simple scheme utilising SO-cycle signalling as adopted tor remote control of sirens 
was used. Operation oi a switch by the Filter Room Controller caused a lamp aud 
buzzer signal to operate fn the L .P.1.13. Control Room, whereupon standard 
safeguards affecting the undeF-water tunnels were undertaken by the Leicester 
Square staff. This scheme was used throughout the rocket attacks and proved 
very satisfactory. The supplementary public warning was never utilised due no 
doubt to Government poljcy. 
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In order to determine more accurately the sites from which rockets would be 
fired , the Air Ministry jn July 1943 requested the provision of facilities for the 
synchronisation of bme at Dunkirk and Ventnor C.H. Stations with the time given 
in the Filter Room, Stanmore. 

Various schemes were tested and eventually it was decided to adopt an arrangement 
whereby " p~ps " of tone were transmitted from Stanmo.te over the plotting lines 
at times corresponding to 58. 59 and 60 seconds at the half-hourly and hourly 
periods. A wa,miog tone tranSmitted exactly at 29 minutes and 59 seconds was also 
provided to prepare the Radar station observer for the time signal whicl1 followed. 
At the Radar station the time was recorded on a stop-watch, the watch being stopped 
a t the 58th second, reset at the 59tb., and restarted at the 60th second. The time 
transmitting equipment at Filter Room was driven from the Master pec.dulom 
(P.O. Clock No: 36) and good synchronisation was obtained between Filter Room 
and distant stations. In addition to the above facilities, a half-hourly and hourly 
_battery pulse was transmitted to Ventnor and Dunkirk. This pulse was utilised via 
a relief relay to provide a strobe on th.e C.R.D.F. receivers. The above facilities 
were later extended to lnclud.e all C.H. stations from Stenigot to Ringstead. Similarly 
tone ,signals were extended to all C.H.L. stations In the same area. The control 
equipment was provided in duplicate at Stan.more and Hillhouse Filter Rooms. 
The provision of the time syncluonisation facility to Ring.stead and SouthboUine 
presented difficulties in that both these statio(ls plotted to No. 10 Group Filter 
Room. A subs idiary equipment was installed at No. 10 Group and arranged to 
relay tbe signals from the timing equipment at No. 11 Group Filter Room. A further 
demand wa.s received from the ·war Office for the transmission of the tone signals 
to all London area sites via. the existing plt>tting lines. As these Lines .terminated 
at G.0.R., Brompton Road, "it \va.s necessary to provide a "slave" equipment at 
G.0 .R. driven from the main equipment at Stanmore. Additional facilities were 
introduced to allow the "pip ' ' generating oscillator at G.O.R. to be swi tched on 
just prior to the hourly and half-hourly periods. 

As ·previously stated. the master timing equipment located at Hillhouse (and in 
duplicate at Stanmore) was driven from the· P .O . . Clock No. 36 which supplied 
impulses to drive the Filter Room clock. The Clock No. 36 bad, by careful adjust
ment been regulated to an accuracy of seven seconds per week, and this was 
considered to be the best regulation that could be achieved with such a mecb.anism. 
It was stated, however. in January 1945 that a departure from standard time of 
up to seven seconds could not be tolerated and it was therefore decid$!d that the 
master source of t ime should be G.M.T. in place of the Clock No. 36. A circuit was 
provided from the Central Telegraph Office to Stanmore over which the G.M.T. 
signals were transmitted at quarter-hourly intervals, the signals being in the form 

· of six pulses of battery eacb of 200 M/S durati.on. A,t Stanm_ore (and at HHlhouse) 
an equipment was provided which suppressed the first; three G.M.T. pulses, trans
mitted the last three as tone signals to all stations and .b.1 addition supplied a battery 
signal coincident with the last pulse. 

In addition to the aforementioned facilities the Air Ministry, in July 1944, 
requested the urgent provision of special comrounicatjon equipment to assist in 
combating the approaching rocket attack. by radio counter-measures. The 
facilities required consisted Qf linking by landlines, a receiver station at Beachy 
Head with three transmitter sites located at Brighton. F)imwell and Hope Point, 
but as contact by the radio station with any one of the transmitter sites had to be 
made with utmost rapidity, normal telephone switching arran.gements were out of 
the question. Two speecll circuits and six unidirection tone circuits were provided 
between the receiver station and each of the three transmitter sites. Specially 
designed equipment was installed to enable the Beachy Head radio operators to 
contact and transmit tone to one or more radio operat? rS at the transmitting sites. 

The control requ irements at the receiver station were met by the pwvisfon of 
fi:ve-.Jam\' signalling 30-lioe keyboards for Su·b-ControUer B, Sub-Controller C and 
the "Y ' Officer. The speech circuits from all the transmHter sites and other 
operational speech circuits were terminated on all five keyboards with ancillary 
working. 'The telephone lines from the radio receiver operators were also terminated 
on all the keyboards. Th11s all five officers had access to all lines, although under 
normal operational conditions each Sub-Controller dealt only with the transmitter 
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site under his control. At each of the three Sub-Controller's keyboards, the six 
tone circuits from the respective transmitter site were each te1minated on a cord 
and plug. All circuits on the keyboard had a jack termination as well as keys, and 
therefore it will be seen that any one of the tone circujts could be plugged into any 
of the radio receiver lines as required. 

The radio receiver operators each had charge of two radio receivers an.d arrange
ments were made whereby the double headgear receiver, worn by the operator, 
could be switched by means of two keys to :function as follows :-

(a) Keys 1 and 2 normal telepbon~ split ; left ear on to both radio sets 

(b) Key I "listen set A" 
Key 2 normal 

(c} Key I " listen set B " 
l{ey 2 normal 

(ti) Key 1 normal 
Key 2 " set to line " 

(e) Key 1 norrnal 
Key 2 '' Set B to line ' ' 

(f) I(ey 1 " listen Set A " 
Key 2 •· Set B to line" 

(g) I<ey 1 " listen Set B " 
· Key 2 " Set A to line" 

in paraHel and right ear to keyboard line. 
Set A on to both ears . 
Set B disconnected. 
Set Bon to both ears. 
Set A disconnected. 
Left ear on to Set B ; Set A to line (i.e. " ' signars 

to line "} with right ear in parallel. 
Left ear on to Set A ; Set B to line with right 

ear in parallel. 
Set A on to both ears. 
Set B giving signals to line. 
Set B on to both ears. 
Set A giving signals to line. 

At eacb. transmitter site the six-tone and two speech circuits from the receiver 
station were terminated on .a. special control jack panel, consisting of 8 sti;ips of 
20 way jac);cs ; each cU'cuit .was terminated on the outer springs of the 20th jack 
and multipled to the inner springs of the remaining 19. This arrangement allowed 
for lines to 19 mobite transmitter vehicles Je.:wing one jack for answering and 
monitoring purposes. Two circuits were cabled ou.t to ea,ch transmitter vehicle, 
one for tone and the other for speech. The speech circuit was terminated in tbe 
vehicle on a normal Post Office Bell Set for signalling purposes and a Head and 
Breast plate telephone provided. Only one ear-piece of the telephone was connected 
to the speech cLrcuit, the other being separa,tely connected direct to the tone 
circuit. On the control panel, the two circuits from each transmitter vehicle were 
connected via the outer springs of the jacks. InsuJating pegs were used for insertion 
in the jacks, and with pegs in all jacks (excluding of course the 20th jack which was 
the operating monitoring 1ack), no lines were connected. The method employed 
for connecting any vehicle to a tone or speech circuit was simply to withdraw tne 
peg from the appropriate jack thereby allowing the inner springs to make contact 
with the outer springs and form the connexion. At the same time a warning lamp, 
associated with the jack from which the peg had been removed, was displayed, to 
indicate that the connexion had been made and to serve as a safeguard against two 
tone circuits being put in contact. The glow of two lamps or more in the s~me 
vertical row would have been an indication to the control operator that he had 
en;oneously connected two or more tone circuits to the same transmitter vehicle. 
This novel method of connexion afforded a simple and rapid means of switching 
one or more transmitters to the speech and tone ci.(cuits. The i.nethod of signalling 
between the transmitter site and the receiving station was 17 cycles A.C., this 
beiJ1g converted to a steady glow on the calling lamp at each end. The transmitter 
vehicle could signal the control panel on a lamp by operating the switch on the 
rnouthpi.ece of the telephone, wbilst the operator could in tuw be called from the 
control panel by toe bell ringing in the normal manne•. 

In summarising it will be seen that the provision of the above-rnentiooed 
equipment ensured the following facilities :-

(a} The controllers at the receiver .station had complete control o.f all lartdllne 
· communications and could at all times monitor on any circuit . 

.(b) It was possible for a radio receive(' operator detecting certain signals, to 
pass these signals direct by landline to the ear of a radio transmitter 
operator and if necessary, monitor on the circuit whilst this was 
proceeding. 

340 



(c) The radio receiver operator could call and converse with any ot the 
controllers and still retain control of both radio sets . 

. (d) Any controller at the receiving station could call a radio operator. 
(e) At the transmitter slte, the officer in charge had complete control of all 

circuits on the control panel; he co1.1.ld arrange for the tone circuits to be 
connected to any transmitte1· vehicle or vehicles as required. 

(f) The transmitter operator could call and be caLied from the control pane1 and 
converse with the officer in charge; if necessary this conversation could 
be extended to the receiver station. 

Coincident. with the provision of equipment at Beachy Head the Air Ministry 
requested some extension oft.be warning signal scheme in operation at Filter Room, 
Staumore. It was arranged , therefore, that the operation of any of the pendant bell 
pushes located above the plotters in the Filter 'Room should, in addition to producing 
a warning signal qn the Controller's position., also cause the operation oi a loud ril;lging 
bell at Beachy Head and a further bell at No. 80 Wing. Radlett. On rnceipt of a 
bell signal a key waS operated at Beachy Head, causing a white acknowledge lamp 
to glow on the Filter Room Controller's k,eyboi:ird ; this .indicated tbat the signal 
had been correctly received at Beacby Head, Ln order to guard against signa.lliog 
failures a se~arate speech circuit between Filter Room and Beachy Head was 
provided. This special circuit was connected to· both the Controller and Scientific 
Observer's .keyboards "Yith outgoing ca.llin!<' and speaking facilities on both 
l<eyboards. Incoming calls, originated by rioging from Beachy Head we.re received 
only by the-Scientific Observer. A further fa.cili.ty to permit :Beachy Head to give 
an alarm signal to Filter Room, was provided, by fitting suspende.d bell pushes at 
Beachy Head ; operatlon of these belt pushes caused a lamp to glow on the Filter 
Room Controller's keyboard. At a l~ter date this bell push scbeme was rearr.anged 
at the Filter Room such that ceceipt oi a. signal not only I it the Controller's warning 
lamp but also extended signals to all C.H. sites where the incoming signal operated 
a strident buzzer. A. similar signal was required to be transmitted to the G.L. sites, 
but Line considerations made this impossible. An alternative scheme was agreed 
upon, such Hi'at opon operation 0£ the bell push at Beachy H'.ead, 900 cy.cie tone was 
transmitted to all G.L. sites for so long as the bell push was operated ; it was found 
possible to ·discriminate quite easily between this warning tone and 1:he three-pip 
tone synchronising signal transmitted at half-hourly periods. 

W!;lilst the installation of Beachy Head receiver station and tile t.hree transmitter 
sites was in progress, the advance of the A. E.F. across France reduced the need for 
radio counter-ro09Sures directed southwards ac.ross the Channel and the Air Ministi·y 
requested the o.rgent re-organisation of the system. The original scheme was 
proceeded witb, hpweve1, in order to ma.~e use of the radio receiver and transmitter 
facilities already available. Io th.e meantime, work was commenced on the revised 
sch~e. but although most of the external cables were laid and repeater equipment 
provided, the installation of the internal equipment never progressed beyond tbe 
design stage. It may be of interest, however, to give a b.rief outJine of tJ1e proposed 
scheme. 

Tbe Beachy Head Receiver Station and Flimwell, Brighton and Hope Point 
Transmitter sites were to be incorporated in the new "set-up," th.e following 
additional stations being provided :-St. Margaret's " A " and " B " Receiver 
Stations, Whit.field Towers and Crowborough Transmitter Stations. A further 
receiver station and mai.u con-trol for the network was to be set up a.t Kent College, 
Canterbury, which also was to exercise a limited control over a number of trans
mitters at Wbl,tfield Towers. St. Margaret's 11 A" receiver station was solely to 
control transm itters at Hope Point ; Beach)' Re.ad receiver station was to control 
the transmitters at Flimwell, Brighton and some of those at Hope Point and 
Crowborough ; St. Margaret's 11 B" receiver station was to control the main 
traosmitt~r at Wbitli.eld Towers as weU .as some of thO'se at Crowborougl1, 

The two receiver stations "A " and "B " at St. Marrgaret's Bay were to be 
accommodated in two buildings approll'.imately 50 yards apart oo the cliff top ; 
each wes to perform similar func't!ons and would have been equipped to give 
similar facilitjes, the equipment at the Kent College receiver station would have 
c.li.ffered only insofar as it was intended to insta.1 a Conference Amplifier for 
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Conference facilities with the Controllers and Supervisors of all receiver and 
transmitter stations. The arrangements to be made at each station are described 
tn the following paragraphs. 

At each radio operator's position a receiving unit was to be installed ; this 
consisted of a double headgear receiver, a desk microphone, a three position key KS 
labelled "Speak Transmitter " and "Speak Controller/' a two position K.H.F. , 
and a calling la.mp. With both keys normal, the rndio receiver output would have 
been connected to both ear-pieces of the receiver operator's headset and also to lioe. 
to the distant transmitter station. With key KS operated in the "Speak Trans
mitter" position, one ea1·-piece was to be left connected to the radio receiver output 
at1d the other.ear-piece to be associated with the desk. microphone to form a normal 
telephone circu·it connected to the transmitter station ; at the same time the radio 
receiver output would be disconnected from line and an engaged signal given to the 
Controller. With key KS operated in the " Speak Controller" position the radio 
receiver output wou ld have been left connected to one ear-piece and also to the 
transmitter line whilst the other ear-piece would have beeo associated with the desk 
Dficrophol'\e to form a "speaker" circuit to the ControUer. A callin.g signal would 
also be given to the ControHer. Key Kl-IF would have merely served to connect 
the radio receiver output to a link to the change-over Panel for picking up a higb. 
fidelity circuit to the radio transmitter. 

The Controller would have been provided with a 30-line lamp signal! ing keyboard 
for terminating miscellaneous private wires and local telephone cjrcuits. In addition, . 
a Contro_l Panel-possibly to have been provided in duplicate for use of an assistant 
controller-would have been provided for monitoring the radio receivers' signals. 
This Control Panel would have be~n equipped for the termination of 20 receiver 
units ; each radio receiver termioation consisting of the following:-

(a) Jack permanently connected to the radio receiver output for visual 
monitoring by means ofa cathode. ray osciUograph. 

(b) Engaged lamp to give an indication when the radio receiver operator was 
speaking to the transmitter (Key KS in receiver unit operated to Speak 
Transmitter position). 

(c) Calling lamp to indicate that the receiver operator was wanting the 
Controller. 

(d) A thre-e-position key performing the following functions :
(i) Position " Nonnal" No connexion. 

(ii) Position ' ' Speak " Dis.connects one of the receiver operator's 
ear-pieces from the radio set and connects 
ft to the Controller's speaking unit (the 
·operation oi the receiver operator's 
" speak " key completing tbe ci-rcuit for 
two-way conversation). 

(iii) Position " Monitor '' Transfers the Conh0ller's telephone circuit 
to a high impedance monitoring connexion 
enabling the Controller to listen to the 
radio receiver and transmitter operators 
while introducing minimum loss to the 
circuit. 

No design work in connexion with the transmitter sites bad been c·ommenced, 
although an outline of the probable facilities required had been received from the 
Air Ministry. 1t was understoo.d that no alterations to the exfating equipment were 
anticipated at Flimwell and Brighton ; no decisi.ons regarding Crowborough bad 
yet been taken. At Hope Point and Whitfield Towers the main transmitters were 
to be in groups of three to a building a.nd some additional in huts with two per 
but.. In a Control building a Supervisor would have had facilities to monitor by 
means of a control panel similar to that provided for the receiver controller, and to 
obtain full flexibility a change-over panei with a patching jack :field for allocation of 
high fideUty circuits to the. transmitters as required, would have been fitted. In 
addition, provision would have been made for a lamp s ignalling keyboard for 
tenninating miscellaneous circuits and a display panel to indicate when transmitters 
were " on the air." 
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The transmitter operators were to~ have facilities ior

(a) Speaking· to the distant receiver operator, 
(b) Speaking to the transmitter supervisor over a separate circuit. (Both-way 

signalling to be provided.) 
(t) Modulating the transmitter by a signal coming over the normal line 1rom 

the radio receiver. • 
(d) Modulating tbe transm itter by a signal coming over the HfF c ircuits from 

the radio receiver. 

[n each transmitter building or hut a small keyboard in charge of a Corporal was to 
be provided for monitoring on the transmitter-receiver lines ; a circuit from this 
keyboard to transmitter supervisor was a lso to be provided. 

Warning facilities identica.l w ith those provided between Bcac:;hy Head receiver 
station and Filter Room. Staomore, were also to be extended to tlie new receiver 
Stations at Kent College and St. Margaret's '' A" and · • B.'' 

As previously statea tb~ external cables had already been laid prior to abandoning 
the scheme. The high fidelity c ircuits provided a moderately level response between 
300 and 16,000 cycles and were provided by means of 20 lb. unloaded cable_ Alt 
high fidelity circuits, excluding the St. Margaret's Bay- Hope Point were amplified, 
uslng Army Carrier Repeaters RC.'J'. Mo. 2. 

In co~clusion tbe staff of the P.O. Engineering Department wish to place on 
record their appreciation of the help and active co-operation accorded to them by 
the officers and officials of the Air M\nistry who, in the matter of transport and 
pelp!ul suggestions, faciJjtated the rapid complet.ioo of all the work involved , 

APPENDIX No. 13 

MONITORING 

'The problems Involved in tbe accurate monitoring oi tbe various transmitters 
employed for radio counter-measures are second only in importance to the provjsion 
of the most suitable form of jamming or spoiling transmission li'kely to be mest 
effective in dealing with the particular enemy radio apparatus against which. action 
must be ta.ken. Indeed these two requfrements are intimately connected and in the 
ideal case are directly bound together, the solution of one lo'llolving tl1e solution of 
the other. This ideal had only been achieved completely in one case, that of 
Meaeoning, and partially in tbe case of Domino. le tbe former case, monitoring, 
by which is to be understood the tuniog of the radio frequency of the jammer to the 
radio frequency of the signal to be jammed, in general to wjthin a fow kilocycles 
per second, together with similar action with regard to the audio frequency and other 
characteristics, does not arise as the enemy transmission as a whole is received a nd 
i;-e-rad iated without change. In the case of Domino (and provision was made for 
similar action in certain "Big B en " projects) toe audio signal ooly is re-radiated, 
the radio Crequency requiring to be monitored- I n all other cases of jamming the 
problem of ensuring that t he radio frequency, tJ1e audio frequency, the keying rate 
(if keying is employed} and the characteristics of the keying, including the ma.rk
space ratio, are correct, involves the setting up, either JocaJly or at a disJ;a.nce, o! an 
independent J'TIOnitoriog system capable oi covering the necessary features to 
pe watched. 

This monitoring can be considered from two aspects. In the one case aud 
natu_rally the more satisfactory, the monit.odng station, besides hear-in.g th~ 
t ransmitter to be monitored , can also hear the enemy station to be jammed, aod in 
the second case where the jamming transmitter can only be monitored by reference
tb wave-meters and similar equipment, on iniprma.tion received from the Operations: 
Controller. This second aspect cannot be considered true monitoring and was onlY' 
resorted to when other mea.n.s failed . It must be understood in this connection that 
when once an enemy signal has been satisfactoril'y covered neither the particula.ir 
mOTlitor concerned, nor any others within range, can hear the actual enemy sign.al~ 
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Other jammers can, however, be monitored on to the same frequency and so long 
as no ind:ividual signals can be heard to either side of the f am ming signals it must be 
assumed they are all in frequency. 

Monitoring by special de-centralised stat'ions was introduced with the advent of 
the area scheme of administration, but before this became necessary individual 
sites were required to attempt loca,l monitoring, as will 'be described later, tbe whole 
system befng watched, as far as was possible, by means of a central Headquarters 
Monitor Roocn at Radlett which was instituted as soon a.'> the Wing was formed. 

The different stages through which monitoring passed, in connection with 
~pirins, Bromides ahd Benjamins. will now be described, followed by a description 
of special applications devised for certain definite purposes. 

Crystal Control . 
Crystal control is not strictly speaki.ng a method of monitoring but is included in 

order to complete the history of frequency control. The :first transmitters used for 
Aspirin were fitted with Crystal control on one or other of three frequendes
SQ· 0, 3l ·5 or 33·3 megacycles per second-thus permitting t hese transmitters to 
be kept ready for instant action and only requiring to be switched ·•·on." This 
was particularly necessary in the case of the dia.the.rmy jammers installed at Police 
Stations and was rendered possible by the fact that at that time the Knickebein 
system employed international frequencies standardised before the war .for Mind 
approach purposes. In each C<\.Se provision was made for minor adjustments in. 
initial setting. 

Local Monitoring 
By this is meant the use of a receiver, adjacent to tbe transmitter to be monitored, 

which is tuned in ·to the s ignal it is desired to jam, with the .local transmitter 
switched "off," and after carefully- noting the dial settings and suitably reducing 
tlie gain.-the adjustment of the transmitter into tune With this setting. T his method 
was used on the early Aspirin sites, all jammers being periodically swit ched " off " 
at specified times in order that th.e enemy signal could be checked. At that time 
Aspirinjammers were brought into operation as a matter of routine during the hours 
of darkness and H was fortunate that in ·general the enemy beacons were tested 
during the day, thus allowing monitoring receivers to be set before operations 
commenced. As noted previously the enemy only used one of three frequenc ies, 
thus allowing the distribution of jammer frequencies t o be pre--selected. 

Th is method of monitoring was checked by a central monitoring section at Wing 
Headquarters where most of the enemy signals and the jammers t hemselves could 
be heard. Thls method of local monitoring ooutd not be considered satisfactory 
owing to the large spread consequent on the proximity of. the receiver to the 
jamming transrnluer, and constant checking by the Headquarters section was 
essen,tial. As experience was gained in tO.is secHon, this method of centralised 
monitoring became the main control. 

Centralised Monitoring 
This method had become well stabilised with tne advent of Bromides for which 

it was the only practicable solution, as in many cases the Ruffia.n signals could not 
be heard at individual transmitter sites, the frequencies involved could not be 
crystal pontrolled, and frequeut and rapid frequency changes were reqoired. The 
local transmitter control had now to depend on the use of wavemeters, a crystal 
pip controlled model being produced at very snort notice by Messrs, G.E.C. for tbis 
purpose and also for use by the watcher stations along the coast ; these had now 
become a very important link in the scheme, not only for prediction of beam settings. 
but also for reporting the activity of the enemy stat ions and the frequencies on 
which they were radiating. As a result of the reports received from these watcher 
stations, a plan could. be made by Operations Control and freq,uencies allotted to, or 
change.ct at, individual transmitters. These were immed lately brought up on 
wavemeter settings au.d ultimately monitored by the Headquarters Monitor 
Section. As a number of transmitters was frequently employed aga'inst each 
enemy station concerned, this monitoring could only ensure that the jamming 
transmitters were all approx.,imately on the same frequency, any station not in the 
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general mush being steered by telephone instructions, up or down in frequency, 
uotil it was lost in th.is gene!ial ,noise. As J3tomide and Aspirin jamming was almost 
invariably carried out by keying dashes at .approximately the same rate as that 
:employed by the enemy stations, indivldual transmitters were identified for 
monitoring purposes by a process of elimination, the suspected transmitter operator 
being instructed to send eithei:- dots or a continuous note. ln addition watcher 
stations would report to Operations Room wheo jamming was not covering the 
enemy signal. These stations, on good reception sites along the coast and in many 
cases pai:-tially screened from jamming stations inland, were in general able to keep 
a. continuous watch on enemy signals. 

Centralised mon.itoring proved very successful durin.g tbe early stage of the 
W ing's development. The 'expansion of activi ties resulted, however, ia undue 
pressure of work, and with the introduction of the area scheme a number of monitor 
stations was establlshed in various parts of the country. Monitoring could thus be 
.decentralised by the allocation of jamming transmitters among these new stations, 
the central station continuing to maintain a general watch. 

Decentralised Monitoring 
These area .monitor stations were situated on high sjtes and every effort was made 

to select locations from which as large a proportion as possible of the enemy beacons 
concerned could be heard, but they could not be expected to be so efficient as the 
coastal watcher stations. The procedure was now similar to that used with 
centralised monitoring insofar as transmitters were still instructed directly by the 
Operations Room as to frequencjes, audio notes, keying rates, etc., and any 
immediate changes required, but at the same time, or as soon aH:erwards as possible, 
the area monitor concerned was also given the same instruction. If time pennltted 
this instruction to the monitor was passed by Operations Room but when working 
under high pressure, time was not always avail~ble and individual transmitter sites 
would then call up their monitor and request checking of frequencies. In all cases 
transmitters were brought up immediately on receipt of instructions using their 
local wavemeters. the monitor checking the settings of the indiyidual transmitters 
in turn, either in the best cases on to a receiver setting obtained from the enemy 
transmitter, or a setting obtained from other jaromer:s or a erystal checked 
wavemetcr. 

Special Monitoring 
In all stages of general monitoring as described above, plain audio methods were in 

use, the monitor discovering tbe frequency of the transrnit.ter concerned in relation · 
to the frequency required, by a process of searching. on a calibrated receiver, checking 
against a crystal pip wavemeter, and passing instructions to tbe transmitter 
personnel by land.line, the instruction being in the form "come up in frequency 
. .. kilocycles" or as the case might be. The method adopted for t he identification 
of transmitters has been described above. In addition to the above, certain equip
ments installed for a special purpose were provided with their own monitor stations 
situated on suitable sites in the same locality as the transmitters. Under this 
heading can be included the counter-measures Domino, Mandrel, Grocer and 
" Big Ben." 

In tb.e case of Domi110 and Mandrel, monitoring for radio frequency was carried 
out by a process of" squealing in" in which, after the transmitter had been brought 
approximately on to frequency, tb.e beat note received at the mouitor between the 
jamming transmitter and the enemy signal was passed over a landline to the 
transmitter operator thus enabling him to adjust his transmitter very accurately 
on to frequency. Loud speakers could be used at the transmitter site for this 
purpose, as a public address system, leaving the operator free to move about without 
trailing wires. In Domino the transmission of the audio tone constituted a special 
system an,d as the received enemy audio tone was re-radiated, monitoring in the 
strict sense did not apply. In Mandrel noise only was radiated and other than 
checks for modulation itself no monitoring was i;equired. A panoramic receiver was 
used for Mandrel 011 two sites, but, as available, was limited in frequency coverage. 

In the case of Grocer and cert-a.in transmitters for " Big Ben,'' panoramic receivers 
or panorarooscope adaptors were employed a:t the monitor with electric motor 
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controlled tuning devices at the transmitter. The transmitters in these cases were 
steered on to frequency by the mon'itor operator by means of a remote control 
system to the motor on the tuning devjce. Noise only again was radiated by Grocer 
but for the " Big Beu " transmitters arrangements had been made to re·radlate the 
enemy tone as with Domino had this become n~essaty. Wjth all these special 
local methods of monitoring, reflectors or mirrors combined with suitable siting bad 
to be utiHsed iu or4er to overcome the excessive signal -strength f.rom the local 
jamming transmitter. 

Although during the war the most obvious and simple forms of direct manual 
monitoring have been employed it is in the development of this aspect of R.C.M. 
that progress will be required, in the post-war perio<I. 

APPENDIX No. 14 

·SUMMARY OF POST~WAR REPORTS ON GERMAN AIR DEFENCES 

At the outbrea..k of war, the Germans relied mainly on anti--aircraft guns (Flak) 
for defence against air attack. Fighters were normally employed in an offensive 
role and were rarely operated under control from the grouod. A small force of 
night fighters also operated in conjunction with searchlights. 

It was no·t known at this time whether the Germans employed radar as an aid 
to air de'fence but gradually information acc.umulated. rt was learnt that eight 
early warning rada.r stations (Freya), operating on frequencies around l20 megacycles 
per second (2· 5 metre wavelength) had been erected in the North and East Frisian 
Islands, but there· wa.S no radar equipment for the ·direction of A.A. fite or search
lights or for the close control of fighters. 

The Development of Ene.my Radar 
The limited extent of this chain of stations was soon changed. The early warnfog 

system was expanded rapidly from the original eight stations and extended along 
the whole of the coastline held by the Germans. The Freya continued as the main 
equipment for this purpose until the summer of 1942, when a longer range installation 
-th.e Wasserman or Chimney-became available. This gave a range of 200-250 
kilometres, as against the 80-120 kilometres of the Freya.. This improvement was 
achieved by using an aerial array oi greater gain, but it meant that the beam width 
of the Chimn.ey was more narrow . 

The F'Yeya· sufle1:ed from one disadvantage-that it could not read heights, but 
the deficiency was to some extent made good by the introduction of another 
installation known as the W·iM'zburg. 

The Wurtburg, which made its first appea1·ance io 1940, operated on a much hi'gber 
frequency that the Freya.--about 560 meg.acycles per second (53 centimetre wave
length)-and because of this it could be used with an aerial system producing a 
narrow beam which could be tilted in elevation or tQrned in azimuth. It was at 
once used for the directjon of Ptak, and later to control searchlights and to assist 
the operation of night fighters by plotting the aircraft involved ip. an interception. 
It was also introduced into the early warning system, where it helped to overcome 
tbeJimitation 1mposed by the Freya's jnability to read heights, 

The Kammhuber Line 
The night fighter system developed in the form of a continuous belt of combined 

searchlight and radar positions, which became known as the Kammhuber line after 
General Kammhuber, the General in charge of night .fighters. 

The Katnmhuber Line developed rapidly and l?Y the winter of 1941/42, i:t stretched 
from the Schleswig area over Kiel, Hamburg, Bremen, Rubrgebeit, Arnhem, Venlo, 
to the Liege areas and beyond southwards, with a second belt for the protection of 
Berlin, covering the Gustrow-Stendal area and extendiog in the direction of 
Gardelegen. 
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Himmelbett 
The I imitatwns of the searchlight technique for directing oigbt .fighters were 

fully appreciated and attempts were s0on ma.de to use the Wurzburgs. and to 
introduce ground to air comtnuaication for the control of the night fighter throughout 
an interception ; a further development in 1941 was the introduction into the 
Kammhiiber Line of the Giant Wu1'.tburg with its increased range of 40 kilometres. 

The German scientists had not evolved a plan position radar presentation unit 
which would allow both the bomber and the fighter to be plotted by the same 
apparatus and it was necessary, therefore, to use two radar sets, one for plotting 
the enemy aircraft aod the other for the night fighters. The plots obtained from 
the two sets were displayed on a special plotting table known as the Steburg Tisch. 
This form oi Gwuo.d Controlled Interception (G.C.l.) was called H_immelbett, 

Another roetbod, known as Freya A-N, used a Fl'eya with an aerial system giving 
"split" DfF. lr\ this system a. switching device caused the aerial lobe to be ·swung 
from side to side and the signal to be displayed oo the left; or righl o( the time base 
accor;ding to the Position of tne lobe. The re$ult was a.n ech0 which extended on 
either side of t.he t ime base, each side beli1g equal when the equipment was 
accurately aligned on the aircraft or ·of different sizes according to -th.e degr~e ¢( 
misalignment. A very accurate iodica.t1on of D/F was obtained in this way and 1{ 
it were arranged so tbat both the bomber and the lighter were in tbe lobe, it was 
(?OSSible to con.trot the fighter in an accurate interception. The system, however. 
caJled for considerable skill on the part of the controller and its use was d iscouraged 
by General Kammhuber in favout ol the two Wurzburgs with the Seeb'l&rg Tisch.. 

The normal equipment of~ G.C.I. station was :-

1 Freya (for search and A-N). 
2 Glant W-itnbur.gs. 
l Seeburg Tisch (plotting table). 
1 Grouod-a}r transmitter. 
1-2 low power radio beacons. 
I vlsual beacoo. 

In the spring of 1942, it was decided that the searchlights should be withdrawn 
from the I<ammlmber.L ine and used by the Flak for the protection of special targets. 
Additional Wurzbu1'gs were inst.al.led aod H ·immelbeet to~k the place of the 
searchlights. 

Aircraft Interception (A.l.) 
A.t first, interceptions wete carried out by "Catseye" fighters, but althougl1 

during conditioos of g·ood visibility some success Wa.5 achieved, it ·became obvious 
tha,t some form of radar device was required in tbe aircraft. For this pm·pose the 
Lichtenstein B.C. was produced and the nrst four sets were installed in aircraft 
in February 1942. 

The development of its operational us.e was at first delayed by its unpopularity 
with aircrews due to the reduction in ·aircraf t performance caused by the large 
aerial anays. Successes by certain crews, however, dispelled in some degree this 
dislike and by the end of 1942, A.I. used witb Himmetbett control was the. backbone 
of the German night tighter defence. 
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APPENDIX No. 15 

CA.S. APPREClATION ON EFFECT OF WINDOW ON THE CONDUCT 
OF BOMBING OPERATIONS (20 April 1943) 

Effect on the Enemy R.D.F. System 
The enemy R.D.F. system consisted broadly of £our types of equipment:-

(a)_ Freya-which was au early warning system which cnlght also be used for 
ii,ghter interception. 

(b) Large Wunlmrg-which had a narrow beam and was mainly use<l for 
control oI fighter intercept\on. 

(c} Small Wurzburg for the control of unseen tire from the ground. 
(d) A.1. airborne equ_i.pment- ior the cornpletioo of an interception when the 

aircra.:ft was controlled by a large Wt~rzbm·g or for free lance interception 
when tbere were large concentrations of bombers. 

,A reasonable estimate io the opinion of experts was that the efficiency of the 
eu·emy R.D.F. systems described above would be halved by our ;use of Wiodow. 

ln recent months it was believed we bad succeeded in interfering seriously with 
!he 'R/T gronnd conti:ol of enemy night fighters by jamming Wlth Tinsel. As a 
result, the enemy had begun to use V.H.F. for ground control purposes, and this 
J.t present we were vnable to jam. This new factor increased the need to introduce 
other met.hods, such as Window. to interiere with the enemy's radio defences. 
lt must be expected that in the course of time tbe e.nemy would evolve and briog 

into action some metbods of counteracting the effect of Window. This was likely 
to be difficult, however, a.od it was considered that effective counter-measures could 
not be takeo for at lea.st six months. 

Effect on Oboe, }J2S and Monica when Used by our Bombers 
Trials bad shown that H2S was not adversely affected by Window and that the 

effect produced on Monica was not likely to reduce its efficacy seriously. There was 
no reason to suppose that Oboe would be affected. Our own principal radio aids to 
bombing were, therefore, generally unaffected. 

Reduction in Bomber Losses Resulting from th.e Use of Window 
The enemy were greatly expanding their night fighter defeaces "vhich were already 

regarded as being responsible for 70 per cent. of our losses by enemy action. All 
available scientific counter-measures were required to minimise th.is illcreasiog 
dange>. 

fo 1942 our aircraft missing and destroyed by enemy action in bombing operations 
at night against Germany alone amounted to 5 ·06 per cent. of the sorties despatched. 
It was estimated tbat 80 per cent. of all our aircraft missing and destroyed on night 
bombi og operations against targets in Germany were lost through enemy action . 
In those losses due to enemy action it was estimated that :-

(a.) 70 per cent. were lost to night fighters and 30 per cent. to Flak. 
(b) OC those lost to night fi ghters, 50 per cent. out of the 70 per cent.. were 

probably lost to G.C.l .. controlled interception_s and free lance A.1. 
fighters, and 20 per cent. to free lance Catseye fighters . 

(c) Of those lost to Flak, some 20 per cent. out of tbe 30 per cen·t. were lost to 
radio-controlled ground defences, aad 10 per cent. to visuaHy op.erated 
ground defence. 

If Window were employed on the I Ines planned by Bomber Command, it would 
be reasonable to assume that during its effective life our losses due to radio-controUed 
or A.I. fighters (SO per cent.) and to radio-controlled ground defences (20 per cent.} 
would be halved ; tba.t is, 35 per cent. of the total ai.rc.r:a.ft lost through enemy 
action would be saved. 

Of the 22,345 bombing sorties despatched against Germany at night in 1942, 
which constituted 81 per cent. of the total night bombing effort, 1,129 werentissiog 
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or destroyed by enemy action. On the above calculations, bad Window been 
employed (1, 129 x 81 per ceat. x 35 per cent.) = 316 bombers and aircrews would 
_have been saved. 

It was estimated that during the eight months beginning 15 May 1943 at least 
32,500 bomber sorties would be despat~hed against Germany. This represented 
70 per cent. of our estimated total bombing effort. Of these it was expected, on the 
basis of the 1942 casualty .rate, that 1,625 aircraft and their crews would be lost. 
On the above calculation, Window should save 455 of these. 

In 1942, one night bomber to every 20 despatched to Germany was lost, missing 
or destroyed by enemy action. If Windoy.i bad been employed 'l'.Vjth the effect 
anticipated above, we should have lost one aircraft for every 28 sorties despatched. 
In b.eavy aircraft, allowing for the load displaced by Window material and an extra 
member of the cr.ew to throw it out, the lower rate of Joss would have resulted in 
each aircraft dropping in operations against Germany 182,000 lb. of bombs as 
opposed to 140,000 lb. or a nett gain of 42,000 lb., per aircraft. 

At the present rate of loss the average experience of aircrews from Bomber 
Command amounted to some 15 operational sorties. With •a lower loss rate which 
would result from Window the average standard oJ ope_rational experience would 
rise. This average level of Operatiorial experience was a critical factor, and any 
increase would result in improvement in the operational efficiency of the bomber 
force as a whoie. 

Conclus ions 
The effect of Window on bombing operations in the remaming eight months of 

1943 would probably be to !>a-Ve 4'$ aircraft and crews, raise the average operational 
experience of aircrews, increase considerably the overall efficiency, and generally 
raise tbe morale of t'he bomber force. 

EFFECT ON OUR OWN DEFENCES OF THE USE OF WINDOW 
BY THE ENEMY 

Window was not a p ractica l counter-measure against our C.H. stations gi.ving 
early warning of h~gh flying aircraft, nor against G.L. l'vfarkII which was the existing 
type of gun-laying apparatus. All other R.D.F. ground equipment, including 
C.H .L. , and S.L.C., were vulnerable to Window. The new types of Mark VII and 
Mark VIII A.I. equipment, with which our night iight~rs were now being equipped, 
would be particularly affected . 

. E tfect on Grow1d R.D.F . Systems 
The introd uction of the R.D.F. Type 11, Mark II equipment would improve to 

some extent the ability of our C.H .L. stations to operate through Window. Four of 
these Type 1 l sets should be available by September 1943. To adapt these sets to 
the G.C.I. role, special height-measuring equipment was required . The equipment 
would not begin to be available until the autumn of 1943. By the end of 1943 there 
should be available 18 Type 11 sets, less height-finding equipment (for use as 
C.H.L .) a nd sjx sets with height-fint1ing equipment for use as G.C.1. 

Effect on our A.I . Systems 
Ex'{'eriments had shown that the American A.I. set S.C.R. 720 and our A.I., 

Ma.rk 1X, now under development, were capable of operating througl). W indow . 
A.I., Mark lX, would not be available until the middle of 1944, but 50 S.C.R. sets 
were expected in this country by August 1943, and 20Q sets by June 1944. It must 
be remembered, however, that considerable installation modifications and training 
problems would have to be solved before this equipment became operational. 

Gains to the Enemy in the Use of Window over the United Kingdom 
The Window principle was extremely simple and we could reasonably expect the 

Germans to know of it. Indeed, information suggested that they might be aware of 
the principle.>: they migM therefore be withholding its use for the same reasons as 
ourselves, and particularly also becatLSe they were not in a position to w1dertake 
a substantial bomber offensjve against us. 
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Thus, it would be realised that once Window was employed, ibe enemy might 
retaliate. I:fe was already introducioga forro of Monica In h is night bombers which 
would inevitably reduce the effectiveness of our night fighters to a degree which 
t..ou ld not at present be assessed. Should, however, he use Monica and \Viadow 
together it was estimated that. the effectiven{'-'>S of our existing night defences in 
Lh.is country would be reduced by at least 80 per cent. 

It should be remembered, however, that only small numbers of enemy aircraft 
attacking this country are, in present circumstances, being destroyed and that the 
scale of enemy attack was not likely to be increased. The benefit of the introduction 
of Window was not, therefore, likely to be great to the enemy in terms of numbers 
of aircraft saved. 

~ 

Position in Overseas Theatres 
The above factors were mainty applicable to tbe defence of the United Kingdom· 

As regards overseas, our R.D.F. ground equipment and A.I . were vulne.rable to 
Window and no appreciable -Improvement could be expected until the end of 1943. 
It. ~ould thus be seen -that the use of Window by tbe e nemy would considerably 
reduce the effectiveness of the night defences of t11ose poi:ts and bases at which our 
vital resources would be concentrated, especially du.ring the forthcoming operation 
"Husky" (Sicily); jt might also increase the difficulties of our opposed landin,gs. 
It was not considered, however, l:ha.t the scale of enemy oignt effort in overseas 
theatres, a.nd particularly io the Mediterranean, was likely to be as hea.vy as to make 
this a serious threat. 

Advantages to be Cawed from the Use of Window....W the Presettt Strategical Situation 
Germ.any was committed to land operations i.a Rllssia, Europe and the Mediter· 

ranean, and in consequence had at her dispo~al no strategic bombing force which 
could be counted a serious threat to tj) is country. The preseut strength of Gerraan 
long-n1J1ge bombers on the Russian front was so low that no Cu.rtb,er .reduction was 
considered possible even thoogh no serious offensive was undertaken against Russia 
during the summer of 1943. This precloded, t1lerefore, the strengthening of the 
eoemy bomber- force on the Western or Mediterranean fronts, however mucb the 
Germans might wish to take advantage of the Window tech.nique_ 

It was estiroatea that the enemy could at present maintain only 15-20 long-range 
bomber sorties a oight against this country, the e.ffort rising perhaps to 30 sorties 
during the summer. By conserving his force be might be able to produce a maximum 
effort of 150 long-range bomber sorties in one night, but this would entail the use of 
aircraft and crews from ti:-aining units and double sorties by some o( the aircraft. 
With the growing strength of our OVv'l\ night bombing and American day bombing, 
Germany was being forced to divert more of her aircraft manufactu.ring resources 
to the production oJ fighters, and this prohibited any expa.ns)on of her bomber force. 

Moreover. the enemy had now clearly adopted a policy of giving fighters priority 
to the Western front at the expertSe of the Russian front a.od had embarked oo a 
considerable ptogramme of improvement and strengthening of his air defence system 
in the West. If this policy of substantially strengthening his night fighter forces 
and defensive systeJD in the West was accomplished without our developing adequate 
coun.ter-rneasures, our growing bomber offensive was our only mea.os of striking 
directly at Germany and Germany's war potential. Jt was essentlal that lt should 
be iotens16ed and th.at its efficiency should be increased by all possible measures. 

Ia the present strategic situation t11erefore, even considering overseas operations, 
there were the strongest reasons for incre<LSing th.e effectiveness of our bomber 
offensive by the use of Window. 

STATE OF READINESS TO EMBARK ON AND SUSTAIN 
WfNDOW . OPERATIONS 

Bornber Command aircraft could be equipped £or the launching of Window by 
hand by 15 May, and improved methods of mechanical launching were being 
Qeveloped on high priority. 

A statement obtained from the Ministry of Aircraft Production showed the rate 
of production of Window material , a.s compared with the possible rate ot expenditure 
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during the next three months. From these figures, if the sfipulated rate of expendi
ture of 380 tons a month (i.e, 38 tons a night for ten nights a month) was not 
exceeded, we 'Could start using Window on 15 May, This would result in our reserve 
stock being reduced from its present iigure of some 400 tons at the end of April 
to some 100 tons during the next three months. Thereafter, production would 
equal 380 tons per month. It was possible that more firms would by then have 
started working and that the 380-ton figure cou1d accordingly be in,creased. This 
would enable a corresponding increase in our expenditure from mid-August onwards 
to be made. M.A.P. were not yet able to estimate what this increase was likely to be. 

It should be noted, however, that the stepping up of pi:oduction during the next 
three mouths would be dependent to some degree upon two conditions, viz. :-

(a) Immediate Ieturn of certain named specialists to the firms engaged. 
(b) Division of certain skilled operatives in the pa.per and metal foil trades to 

the firms engaged. 
According to M.A.P. the total number of individuals likely to be involved in these 
two transactions would not exceed 30. 

Availability of Aluminium 
It was estimated that if Window remained effective for eight months 5,000 tons 

of Window material would be expended in operations from the United Kingdom 
on night bombing raids. The weight of aluminium expended on this basis would 
be 1,670 tons. The stocks of aluminium in this country were not adequate to permjt 
of tnis expenditure without affecting the production of afrcraft. 

In terms of Lancaster production the use oi 1,670 tons of aluminium would be at 
the expense of 112 aircraft. In this same period it was estimated that we should 
save 455 by using Window, or a balance of 340 Lancasters. 

Supplies of alumini~m for Window would be a temporary requirement and should 
cease altogether as soon as a substitute could be foui;id. The quantities required 
Qligbt also be materially reduced if cutting and bundling processes were improved . 
Aluminium was selected because it was readily obtainable in the form xequired 
without extensive experimentation which was ruled out by security considerations. 
These security considerations would be automatically relaxed as soon as Window 
operations were comtnenced and efforts over a wide field might then be made to 
fu1d a suitable substitute :(or aluminium. 

RECOMMENDATION 

The use of Window would increase materially the effectiveness of our bombing 
offensive. The cost would be a possible increase in the effectiveness of the enemy's 
night bombing in this country and an increase i"n the difficulties of night air defence 
in overseas theatres. In the present strategic situation, however, the balance was 
overwhelmin.gly io our favour, and it was recommended that we should employ 
Window as .from 15 May 1943. An .early decision is desirable so' that tbe necessary 
additiona~ production might be initiated. 

APPENDIX No, 16 . 

BOMBER COMMAND POL1£Y LETTER EXPLAINING RESTRlCTED 
USE OF RADAR DEVICES 

From: 
To: 

Date: 
Ref.: 

Headquarters, Bomber Command. 
Headquarters, Nos. 1, 3, 4, 5, 6 (R.C.A.F.), 7, 8 (P.F.F.), 91, 92, 93 and 

IOO (13.S.) Groups. 
13 October 1944. 
BC/TS.32130/AIR/OPS. 

Tbe liberation of France, Belgium and part of Holland bas brought about a. 
considerable change in the war situation with regard to the strategic bombing of 
Germany. The situation, except in the extreme north, now resembles that which 
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was ei~ls~ged at the beginning of the war, before the enemy overthrew France and 
the Low Countries. It is considered important that all concerned, including 
especially ai.rcrew personnel. should fully uoderstand the advantages and changes 
involved in the new situation, 0£ which the following is a brief summary:-

(a) The enemy has lost the use of the extensive and highly efficient radar 
· netwo.rlt which he bad set up in France and the Low Countries, for the 

purpose of giving early warning of the approa:ch of our bombers. He is 
therefore forced to .rely on the less elaborate network in Germany itself 
and on his Observer Corps, with the resul t that, except in the extreme 
nortb, he is largely denied the early warni:ng facilities which be used to 
enjoy. It is estimated that at present be carrnot get warning of our 
approach from a distance of more than approximately SO miles west of 
the German frontier. The enemy is building radar installations behind 
his western frontier and no doubt hopes, if ne can stabilise the battle line, 
to recover some me115ure of bis former facilities. 

(b) Tbe enemy's withdrawal has caused him to lose the elaborate G.C.l. 
organisation which he had set up in occupied territory. Whereas formerly 
an attack on Stuttg.art would be noted by the enemy before it had crossed 
our coast and would be plotted accurate1y by him for a d.istance of 300 
miles each way, it is doubtful nowadays whether he oan plot the raid 
for more than about 100 miles each way. The part of the route during 
which his night-fighters can· engage our bombers is even more restricted, 
since he does not permit his eight-fighters to fly very close to or over 
territory occupied by us, for fear the devices with which they are equjpped 
should fall into our hands. 

(c) The enemy has had to withdraw his night fighter squadrons, with a few 
exceptions in the extreme north, well back into. Germany. Here, the 
airfields are not as well equipped from an operatiohal point of view as 
those which he has lost in occupied territory. No doubt he will embark 
on a programme of improvement, but for the present these airfields, 
particularly from the point of view of vulnerability and night operations, 
are many of them far from satisfactory. · 

(d) The German N,ight-Fighter CommanCl and organisation, whicb was carefully 
and efficiently laid out, has had to be largely abandoned with the loss of 
occupied territory. The enemy has had to set up 11,ew headquarters, new 
plotting rooms and provide the required communications. There can be 
no doubt that it will be some time yet before th is organisation will function 
as smoothly and effectively as the one which he has lost. 

The effect oi all these factors is to reduce the enemy's early warning ot: night 
raids, t-0 make it more difficult for him to intercept us, especially on occasions when 
the penetratiou to Germany itself is not very deep, and thirdly, to force him to use 
a hastily improvised Layout of night air defence, based on airfields which are not up 
to modern requirements. The result of this is ,to be seen-in the greatly reduced Joss 
rate from which the Command has suffered during nigtit attacks on Germany in the 
last two months. In these circumstances, it would be surprising if the enemy failed 
to explore any uiethod or device wb ich held out a promise of modifying the situation 
in his favour. The obvious and outstartding thing to do, from his point of v iew, was 
to make use of the various radar transmissions, which we now make from our 
bombers, in order to plot the bomber stream and to home his fighters on to 
our bombers. By this means, he would largely discount the loss of bis early 
warning system, and would be almost entfrely independent of G.C.I. methods. He 
would also make most Of our radio counter-measures ineffective, as he would be 
mainly independent of the transmissions which they are designed to jam. 

There are three main sources of such radar transmissions: Monica, H2S Mark ll, 
H2S Mark III, and (although at present JO very small numbers) A.G.L.{T), 
By making use of these transmissions, the enemy can plot our bomber stream while 
it is yet at a great distance;:, t)lus avoiding the disadvantage which the pushing back 
of bis radio location system has caused him.. By carrying suitable devices in his 
night-fighters, he can home them into the bomber .stream, though his power of 
homing on to individual aircraft differs witb the type of transmission and w.iU be 
dealt with in rnore detail later. 
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.-.~..:.; . . 
To deal first with the enemy's power of plotting the bomber stream at a distance 

by Listening to our transmissions. Certain steps have been taken to obviate tb is by 
relying on the G-chain which will shortly be extended to provide a reliable cover 
well into Germany. Tb,ere is no need to use H2S until the point is reached at which 
the raid would appear on his new radio location chain, i.e. approximately SO ro.iJes 
from tbe German frontier. Since we are able to fly over friendly territory ~s far as 
this poi~t'. there is also no oeed to employ either Monica or A.G.L.(T). We can 
therefore deny him the use of 010:- transmissions to give hiOl. early warning without 
any ;n.convenieuce to our:selves or loss of efficiency in our operations. 

With regard to homing into the bomber stream, it.is known that the e nemy possesses 
two instruments-Flen$burg which homes on to MooLca, a.nd Naxos whicll homes on 
to H2S. We are fortunate lo having captured a Flensl)urg de.vice and full-scale 
trials have been carried out witb it. It has been found quite easy to home on to a.. 
bomber stream, iu whicb a number of aircratt are employing Monica from a distance 
of 50 miles. H was also found possible to home on to individual aircraft using 
Monica and to rua'ke a visual interception without the use of any other means. 
For t his reason it l1as be~n decided., fer the time being, to discontinue the use of 
M:onica until such ti me as it can be modified to prevent homing by means of the 
Flensburg. It might, however, be argued tbat the enemy possess an excellent 
A.I. (SN2) with which he ca.n home on to individual aircraft from a distance Cf 
ten tniles and that there is therefore no need to switch off Monica since this will not 
prevent the enemy homing but will deny the bomber warning of bis approach. 
This would be true but for the fact that i t has been definitely ascertained tbal; the 
use of "M.C. Window" has a deva:;tating effect on SN2 and, provided it. is «sed 
as laid doum in tile insJr,,,..ctions. virtually makes it useless. It is not known how 
mauy night-fighters are equipped with the Flensburg device but it is thought a 
fair proportion now have it. 

Witll regard to the Naxos device which is designed to borne on. to H2S Mark H, 
it is not known definitely whether a tighter can home on to an individual a ircraft 
using H2S, and there i:; some evidence to show that this at present is not being done. 
The rate of loss of H2S and non-H2S aircraft on similar targets is carefully watched, 
and at present, taking the Command as a whole, the rate of loss of H2S aircraft is 
veiy slightly less than that ot non-H2S aircraft. Tbe difference. however, is not 
sufficiently great to be significant. The use of H2S therefore, as at present per
mitted, may allow a proportion of nghters to home into the bomber s tream but. 
probably will not assist them to home on to an individual bomber. lt is practically 
certain tbat the NCJ~os caunot home on to Mark IIJ H2S, and there is no evidence 
to show that the enemy possesses any devices which can do so. 

To sum up, our present policy denies the enemy the free use of all his met))ods of 
long-range p lotting, homing into the stream, and horning on to individual bombers, 
without loss of ef6cieQcy in our own operations with the one exception tl)at the use 
Ot Mark n H2S over Germa.nymay assist the enemy to home into the bomber stream. 
Judging by the lower kiss rate now prevailing, it would not appear that this faci lity 
has as yet helped the enemy very much, but this point will be carefully watched and, 
if the situation should change; our pollcy with regard to the use of these transmiss.ions 
will be reviewed. 

Finalfy, th.e foregoing remarks broadly cover the situation as it is today, but i t 
must be realised that it is 6uid and not static. The enemy is corttitwally trying 
new schemes and ideas, and it ls necessary to be continually on the watch, a,nd to 
modify our l:actics to meet new threats. All this empha.<;)Ses once mote the eJJ:tteme 
\mportance of every aircrew carrying out as exactly as possibJe the instructions laid 
down regarding radar silence, routeing, Window dropping, timing, etc. The more 
ticcurately the instructions can be obeyed, the more completely will the enemy's 
defence measure be neutralised and his attempts to shoot down our bombers 
frustrated. 

(signed) R. SAUNDBY A/M 

for Air Chiet Marshal, 
Comma.nding-in-Chief, 

BOMBER COMMA.J.~D. 
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APPENDlX No. 17 

RADIO COUNTER-MEASURES PLAN FOR OPERATION 
"ANVIL ., /"DRAGOON " 

Radio counter-measures in support of Operation ''Anvil " will be effected in t hTee 
majn phases :-

Phase "A". 
Phase " B ". 
Phase " C ". 

Direct action against enemy radar installations. 
Radio counter-measures in support of diversionary operations. 
Radio counter,measures for the pr9tection of convoys, airborne 

fotces and assault craft. 

PHASE "A'' 

Di'Yect Actio1f. aga·imt Enemy Radar Installations 
·: Direct attacks agaiQst enemy radar installations already iorm a. part of the air 
offensive programme of Mediterranean Allied Aii: Forces. With immediate effect 
tbese direct acticm attacks are to be stepped up in intensity against coastal radar 
installations from the French/Spanish border in the west to the limit of our left 
flank in Italy in the east. 

Disposition .of A tttitks 
· The general principle that attacks should be evenly distributed over this area 

should be adopted. It will be necessary, however, to control the distribution of 
t hese attacks to conform to :-

(a) the overall cover plan ; 
(b) day-to-day assessment of success of attacks ; 
(c) overall pre-"Anvil ' ' bombing p.rogramme. 

It wiU be essential, therefore, that control of direct action be exercised by this 
headquarters in consultation with representatives of the Naval Task Force 
Commander who may request specific action against Freya installations likely to 
interfere d irectly with tbe assault forces . 

Scale of Ef!ort Required 
The total numher of coastal radar install11tions at present known to exist in the 

area under consicteration is approximately 10 distributed over about 25 sites. Of this 
total approxunately 50 per Cent. have been accurately pinpointed and photographed. 
Priority accorded to photographic cover. Jnterpretation and investigation fl ights is 
being raised and arrangements are being :made for all information so obtained to be 
passed rapidly to the lower fonnat~ons concerned: Arra1~gements are also in hand 
to procure from the United Kingdom high accuracy D.F. which >o;m materially 
cut down the air effort involved in the area east of Toulon. West of TouJon the 
investigational effort involved will be found by tbe Ferret Squadron. 

Detailed study of the type of attacks which will achieve the highest chance of 
success against the various types of enemy radar insta.llations bad been made in 
connection with " Ove.rlord.'' From this an approximate estimate of the a~r effort 
required can be made but an accurate estimate must depend on a, day-to-day review 
from photographic eviderice and listening investigation of the success of these 
attacks. · 

Information 
PHASE " ,B" 

Final details of the tactical cover plan are not yet available but -it is expected 
a decision will be made within the nex t few days. In the meantime, a reasonable
estimate of the scale of effort involved in assisting a diversiona,ry operation can 
be made. It will be assumed in these estimates that the diversionary forces will 
simulate an assault convoy covering an appxoxilnate frontage of ten miles to a 
depth of six miles and that diversiona-ry operations requiring air support will take 
place on the nights of D-day-1/D-d~y and D-day/D-day+ 1. 

354 



R.C.M. Required fo" Naval Dive'Ysion 
Simulation of the diver..sionaiy effort is required against enemy ground radar 

equipment and against enemy airborne radar eqvipment. In addition, jamming 
·consistent with the simulated forces must be carried out. This last commitment is 
assµmed to be entirely a naval one. -

R.C.M. against Groimd Radar 
This will be achieved by dropping Window from a height of about 3,000·feet ju 

the area of the diversiona1y forces to simulate in the enemy's ground radar 
presentation tbe approach of a dense convoy at a plausible speed. This method was 
applied successfully in " Overlord ' ' and can be repeated in operation "Anvil " 
a ltbough a different navigation~! method will have to be used. . 

Tbe air effort entailed will be a maximum of three aircraft per diversion airborne 
t!'irougJ10ut the period during which t\1e diversionary forces are under enemy radar 
detection, which will. at the maximum, be a period of eight hours. At the maximum, 
therefore, a total of six .aircraft per diversion will be required. The suc.cess of tbe 
operat,ion depends entirely on the degree of training achieved and for this reason 
aircraft should be allocated a11d training begun forthwith. 

R.C.M. against Airborne Radar 
In this case the simulation will be achieved by th,e use of special Moonshine 

equipment carried ju ships and will require spedal operators. Both the equipment 
and toe operators are being obtained from the United l{ingdom. Three ships will 
be required per division to carry this equipment. C.-in-C., Mediterranean has 
agreed to undertake r,espousibility for the installation of this equipment. 

PHASE '' C" 
1 nt'l'oduction 

The overall R.<::.M. effort' required to fulfil this protective role is entirely 
dependent on "H" hour. If the ,a,ssault is timed to go in at or before first light. 
maximum protectidn by R.C,M. can be given, but maximum effort will· be entailed. 
As the hour of assault is delayed after first light, so the degree of ·protection possible 
by R.C.M, will decrease, as will the R.C.M. effort required. In the limiting case 
where the assault forces cover the whole passage from the range at which radar 
detection is first possible to visual range in dayl.ight, effective protection by R.C.M. 
is possible only in the absence of visual reconnaissance. It will be assumed that 
the airborne operation to be protected will be conducted during the hours of darkness 
and that the assault will go in at or before first ligbt. A correspondingly smaller 
effort will be required if the assault is after first light unless effective smoke screen 
protection is to be p.rovided. 

Concealment of Airbe>rne Fortes and Convoys 
In order to conceal for as long as possible the magnitude and direction of the 

approach of our airborne forces, an airborne Mandrel screen will be ftowu about 
40 miles offshore at about 15,000 ieet, supplemented by Mandrel jamming from the 
Beaver station in Corsica. For this purpose, approximately ten aircraft will be 
deployed over a front of some 50 mHes for a maximum period of four hours. 
This. estimate is based on present known enemy radar cover. Should the enemy 
suddenly increase his ;radar cover by the use of frequencies outside the present 
limits o:f the band employed in this theatre the diversion of a special jamming 
squadron from the United Kingdom will be ne.cessary. This Ma,ndre1 screen will 
also give prote~tion against estimation by Freyas pf the size of the shipborne forces. 

Protection of Convoys and Setibe>rne Assault Forces 
This w!ll be achieved entirely by shipborne jammfog equipment supplemented by 

tbe Mandrel cover achieved as a res.ult of the Mandrel and Beaver operations 
outlined in the above paragraph. 

Protection of Airborne Assaitlt Forces 
Airborne assault forces will be protected in the initial stages by the Mandrel 

screen. J:?ur;ing the final stages of their apprnach to the main coastli..ue, protection 
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will be achieved by a diveIBionary airporne operation dropping dummy paratroops. 
By the use of ·window the aircraft of this diversLon will be made to simulate a force 
comparable with that necessa.ry to drop a like number of real paratroops. 

FioaJ details of ·dropping w nes for diversionary airborne forces will be decided 
when full particulars of the airborne operation are known. No accurnte estimation 
of the air effort required can be made out it is not anticipated that any additional 
aircraft, over and above those which will be asked .for to drop dummy paratroops, 
will be required since Wlodow will be dropped from the same aircraft. 

A if-borne Cigar 
H the enemy's night-fighter defence effort is considerable some diversion can be 

achieved by simultaneous bombing raids routed in the vicinity of the airborne forces 
and supported by air Cigar jamming to hamper the enemy's ground control oi his 
oigbt-figbters. Should air Cigar be used it wiU be ni;:cessa.ry to provide the air Cigar 
jamming effort from United I<ingdom. 

For tactical surprise, the strategic bombers can be rou ted in time in such a way 
a~ to conceal to a great extent the lower .flying airborne troop-carrying aircraft. 

Issue of Opeyational ImtY'"tions 
Actiou required to implement the air aspects of this instruction wiH be achieved 

through the medium of operational instructions issued by tJ;.is headquarters. 

A.B. Scheme 

Abdullah 

Albino 

Album Leaf .. 
Ann.a MaYie 
Anvil .. 

Asb 

Aspidistra 
Aspirin 
A.S.V. 

Avalanche 

B.A.B.S. 

Bagful 

Bareback 

B.B. .Scheme 
Benjamin. 
Ben.ito 

APPENDIX No. l8 

GLOSSARY OF TERMS 

R.A..F. masking (by Meacooing) of Loug'b Erne M.F. beacon 
on United Kingdom side. 

R.A.F. airborne homer on to G.A.F. early-warning radar 
stations. 

R.A.F. balloon operation. For defence o{ United Kingdom 
against bombers. 

Allied airborne Oboe, Mark U, .repeater. 
G.A.P. N.F. R(f contra\ by use of music,changcs. 
Allied combined operation (later called "Dragoon ") 

against S. France-Jauncb..ed 15 August 1944. · 
Allied A.I. Mark XV. American 3 cm. design-primarily 

Ior SJ;:. aircraft. 
(See. Dar tboard.) 
R.A.F. ja.mmer against Knickebei,i,- H..P. V.H.F. 
R.A .F. airborne " air-to-surface vessel " search and homing 

cadac 
All ied combined operations against Bay of Salerno

launched 9 September 1943. 
R.A. F. blind approach (responder) beacon system-

200 M/cs. 
R.A.F. a.hborne "Y " receiver-automatic search and 

recording-24~hour eoduraoce. 
Allied RLM. against Ego:ti R(f. control-H.P, M.F.-

dislocatec;i synchroniser. 
Scheme for masking (Meacon ing) Ad.mjralty M,.F. beacqns. 
R.A.F. jammer against Beojto course-keeping beams. 
G A.F. L.R. navigation al(l-split beams for track

re-rndia.ted pulses on pbase-difference principle, for 
range measurement. 
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Ber Un 
Bernhardine .. 
Big Ben 
Big Screw 
Bildwandler 
Blonde 

Boozer 
Black Move 

Briar H. 

Briar R. 

Bromide 

Broody Hen 

B'Yuderfumk-Feuer 

Bullseye 

Bumerang 
Carpet 

Chimney 

Cigar (Ground) 

Cigar (Airborne) 
(" A.B.C.") 

Cigarette 

Cons0l 
Corkscrew 
Corona: 

Daisy 

Dartboard 

Deviator 

D iver 

G.A.F. A.L-!:Ycms.-<leveloped from H2S. 
G.A.F. radio aid to navigatfon. 
G.A.F. V.2 rocket operations. 
G.A.F. H .P . M.F. beacons for navigation/control oi N.F.s. 
G.A.F. infra-red receiver. 
R.A.F. airborne " Y" receiver with Bagful facilities plus 

auto-analysis of signal to which tuned. 
R.A.F. tail-warning receiver against G.A.F. A.L 
Plan for move of H.Q .. No, 80 Wing, from Radlett to 

Worcester In an emergency. 
R.A.F. R.C.M. against range-finding system of Egon

triggered by ground radar and re-radiated "mush" to 
jam C.R.T. 

R.A.F. R.C.M. against Egon ground stabons-modined 
A.S.V. Mark II tTansmitter on very high p.r.f.-broadcast 
jammin·g. 

R.A.F. jammer against Ruffian-converted G/L pulsed 
transmitter. 

R.A.F. navigational aid for Brest operations-airborne 
repeater (forerunner oi Oboe)-using S.B.A. beams plus 
re-radiation. 

(" Little Brother ") L.P. G.A.F. beacon assoaiated '!"itb 
Big Screw. 

R.A.F. feint using training aircraft to simulate bomber 
raid. 

G.A.F. code name for R.A.F. Oboe. 
R.A.F. jammer against G.A.F. ground radar-barrage 

jamming-ground and airborne versions. 
G.A.F. early-warning radar (alt. = Wasserman}, range 

200-250 kms. 
R.A.F. jammer against G.A.F. V.H.F. R/T control of 

N.F.s-38-42 mc/s-H.P. 
Airbome *ersioxi of Ground Cigar. 

R.A.F. jammer a,gainst V.H.F. R(f control of G.A.F. 
:fighter-bombers 38/42 mc/s-Special Cigarette was 
employment of television transmitter at Alexandra Palace 
for same purpose. 

Name under which R.A.F. used G.A.F. Sonne. 
Allied operations against Pantellaria launched 11June1943. 
R.A.F. jammer against H.F. RJT control of N.F-s-

employed H.P. B.B.C. transmit~ers at Rugby and Lea
fteld- also used for Ghost control. 

Form of jamming of A.S.V. Mark TI resulting from deliberate 
enemy jamming or fault in A.S.V. 

(l'irst called Light-up) R.A.F. jammer against H.P. 
G.A.F. N.F. control on M.F. (commentary from Stutt
gart)- used 800 kW. transmitter (Aspidistra) at Crow
bor:ough. 

R.A.F. R ,C.M. to Knickebein-modified poi:table bearn 
approach beacon for automatic re-transmission of 
Knickebein transmissions. 

G.A.F. flying bombs, V.1-auto-M.F. transmissions from 
V. i on which G.A.F. plotted track and jmpact point-
R.A.F. Meaconing these transmissions. · 
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Domino 

D.R. .. 

Dragoon 

Drumstick 

Duppel 
Egon . . 

Elektra 

Fidget 

F lammef-reya 

FlensbuYg 

Freya H albe .. 
Freya 

F akir 
G.C.I. 

Gee .. 

Glimmer 
Glow-worm 
Ground Grocer 

Greenbott1e 
Air Grocer 

H2S . . 

Headache 

Himmelbetl 

Hoardings 
H orchdienst 

Husky 

HypeYbel 
I.F.F. 

Intruder 

R.A.F. R.C.M. to··Benito-on V.H.F. Meaco1_1 principle to 
confuse range-finding. 

"Dead Reckoning "-mathematical process of applied 
navigation. 

(Originally Anvil.) AUied combined operations against 
S. France--launched 15 August 1944. 

R.A.F. H.F. jammer against G.A.F. aircraft control on 
3/6 megacycles per second. 

G.A.F. form of Window. 
G.A.F. L.R. navjgation aid like Oboe-aircraft 1.F.F. 

(Fu. Ge. 25A} triggered by Freya or Mammut combined 
with R/T contr.ol (originally called Rubezalit). 

G.A.F. L.R. navigation aid,-split beams, fan-like, 5-degree 
sectors-481 kilocycles per secono-keyed dot/dashes. 

R.A.F , R.C.M. against G.A.F. N.F. control by means of 
Big Screw (H.P.) beacons. 

G.A.F. jnterrogator against R.A.F. I.F.F. for measuring 
range and bearing. 

G.A.F. airborne homer against Monica. 
(Fu. Ge. 221) G.A.F, airborne homer against Mandrel. 
G.A.F. early-warning groood radar on 120 megacycles per 

second band-no height-finding ( Wur.tbiirg for that). 
G.A.F. R.C.M. against Window-electronic anti-jarnmer. 
R.A.F. " ground-controlled interception " radar- rotating 

beam with P.P.I. p resentation. ,.,. 
R.A.F . medium range radar aid to navjgation-hy'perbolic 

time-base principle. 
Sea convoy operation jn "Neptune." 
Original code name for Starfish (see below). 
R.A.F. jammer against G.A.F. A.I. (Lichtenstein)-

415-515 megacycles per second- automatic scanning 
and re-transmission. 

RA.F. airborne homer for homing on to U-boat R.D.F. 
Airborne version of Ground Grocer--<:an-ied by Fortress 

aircraft and Mandrel aircraft- 20 megacycle~ per second 
band, and also modified to jam WuYzburg. 

R.A.F. airborne blind bombing and navigational aid radar 
- 10 cm. and 3 cm. versions--scanning and ' .P.P.I. 
presentation o! ground features beneath aircraft. 

R.A.F. R.C.M. operational control system-for control of 
all R.C,M. against Knickebein. 

G,A.F. G.C.l. system employing pairs of Wurzburgs, one 
concentrated on fighter and other on target aircraft, 
plotting both on a Seeburg Tisch. 

G.A.F. early-warning ground radar. 
G.A.F. raid-tracking "Y" Service intercept stations-

signals anq radar listeoing. 

Allied ·combined operations against Si<;ily- launched 10 July 
1943. 

G.A.F. version of British Gee. 
R.A .F . airborne responder (transmitter-receiver) for enabling 

interrogator to distinguish betweeo !dend, ~nd foe. 

Operation of Allied long-range fighter free-lance into enemy· 
ten;tory. 
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"J "Switch 

jostle 

Kammhube.1' Line 

Karuso 

Kiel .. 

J( nickebein 

Korfu Z 

Lichtenstein B,C. 
(Fu.Ge. 202) 

Lichtenstein S.N.2 

Liquid Lunch 

Mammut 

Mandrel 

Me a con 

Mee-rschaum 

Mimic 

Monica 

Moonshine 

Mutton 

Nax.os 

Neptun 

Neptune 

R.A.E'. jamm,ei; switch against G.A.F., $/L r(!>dar co.n,trol
caused l .F.F. in boi;nber to " squitter "-believed to jam 
control. 

R.A.F. airborne jammer against G.A.F. H.F. R/T fighter 
control (Jostle IV = V.H.F. jaromer). 

G.A.F. belt of N.F.s, S/L.s aud A.A. defences across 
N.W. Europe--developed by General Kammhuber. 

G.A.F. airborne R/T jammer against Allied R/T fighter 
control- I 00- 150 megacycles pe.r second. 

G.A.F. infra-red airborne homei;-for homing on to exhaust 
of bombers and as a warning receiver in U-boats. 

G.A.F. LR. aid to navigation-split beam technique with 
intersecting beam a.t target-SO megacycles per second 
band. 

G.A.F. homer receiver-20,000 to 15,000 megacycles per 
second. 

G.A.F. airborne A.I. on 490 megacycles per second 
band. 

G.A.F. airborne A.I. on c. 90 megacycles per second 
band. 

R.A.F. forward-looking wamer to indicate when aircraft 
being scanned by enemy or own A.G.L.T. 

G.A.F. earJy-warning ground i;adar--c. 156 megacycles per 
eecond. 

R.A.F . . jammer agaio,st G.A.F. eady-warning radar-
65-230 megacycles {>er second-ground and airborne 
versions. · · 

Method of" masking" a radio beacon or beam by automatic 
reception and re-radiation of its transmis.sions on same 
frequeocy, same characteristics and synchronised, so as 
to induce D/F in use on the beacon to read a bearing 
between the real beacon and its Meacon transmitter 
(verb = meaconing). 

R.A.F. horoer/jammer against Neptun--air and ground 
ven;'ions. 

Modified R.A.F. M:eacon for use when eoemy signal too 
weak t o trigger M~con-transmitter of latter ca.used to 
oscillate and. then hand-keyed; 

R.A.F. tail-warning radar against G.A.F. A.L- range 
500/3,500 feet-frequency 223 · 5- 227·5 megacycles per 
second. 

R.A.F. airborne responder, triggered by G.A.F. early
warning radar and .indicating to the latter a larg~ 
formation of bomber aircraft. 

R.A.F. aerial mine operati90.against G.A.F. bombel'.sattack-
1ng United Ringdom. 

(Fu .Ge. 218) G.A.F. ai,rborne homer on to S-ba.ud trans
mitters suet, as H2S-receiver also used by U-boats as 
a G.S.R. against centimetric· A.S.V; 

G.A.F. airborne tail-warne·r-c. 167 megacycles per second 
-presentations for pilot and observer-also used by 
U-boats as a search receiver against A;S.V. 

Allied combined operations 1.n the invasion of N.W. Europe 
5/6 June 1944-that part of Overlord up to and 
including main landings. 

359 



Oboe . . 

Ottokar 

Overlord 

Peacock 
Perfectos 

Piperack 
Rayon 

Rebecca 

Red Queen .. 

R osendakthalbe 
Rotate 

Ruffian 

Rubezahl 
Rug . . 

Seeburg T-isck 
Seelakt 
See-Saw 
Serrate 

Shiver 

S .N.2 .. 
Sonne 

Spanner 
Splasher 

Starfish 

Taunus 

Taxable 
Tinsel 

R.A.F. blind-bombing rada.r~ground controlled-responder 
on aircraft-Cat controls constant-range track and Mouse 
controls bomb release point-Mark 1 = metric; Mark II 
= centimetric : Mark III = multi-channel control. 

G.A..F. navigational aid for N.F.s-V.H.}'. beam (a 
modification of Knickebein) with V.H.F. R/T control on 
30 megacycles per second band, using S.B.A. receiver in 
aircraft . 

. Allied combined operations.-- inv95ion of. N.W. Europe-
launched 5/6 J une 1.944: 

Allied airborne repeater-improved Broody Hen . . 
R.A.F. afrborne bomer on to G.A.F. I.F.F. Fu.Ge. 25A 

us~d on Egon con\rol. 
R.A.F. airborne jammer against G.A.F. A.l . (S.N.2). 
R.A.F. jammer. against R/T channel of G.A.F. Otto.kar 

N.F. control. 
R.A.F. airborne interrogator for working on c. 200 

meg(.lcycles per second radar responder beacons and 
B.A.B.S. 

Form of G.C.I. incorporating Allied Airborne homer on to 
Egon aircraft. 

(Fu.Ge. 221A) G.A.F . aircraft bomer on to Monica. 
G.A.F. "spoof" R.C.M.-H.P. recorded transmissions 

simulating rotating beacons on Knickebein frequencie$. 
G.A.F. L.R. aid-to-navigation-V.H.F. split beam (two 

narrow astride one wide)-c. 74· megacycles per secoud
used as an intersect of Knickebein for blind bombing 
release-accurate to within 10/20 yards over Londou
used in conj unction with receiver called "X" Ger<it. 

Original name for Egon. 
(Type 91) R.N. shipborne jam.mer against German low-angle 

early-warning radar. 
G.A.F. plotting p resentation for N.F. G.C.I. control. 
G.A.F. early-warning ground radar. 
Believed to be G.A.F. rotating H.F. beacon-experimental. 
R.A.F. airborne equipment for homing our fighters on to 

G.A.F. A.I. transmissiooson c. 490 megacycles per second. 
R.A.F. jammel' against G.A.F. radar S/L control-modifi

cation to I.F.F. to tnake it /1 squitter" when ' ' J ' 'switch 
made. 

G.A.F. airborne A. l. (75- 100 megacycles per second), 
G.A.F. L.R. aid-to-navigation-- fanlike split beams on 

dot/dasll principle, rotating through one beam segment 
(called Consol by R.A.F.) . 

German infra-red receiver. 
Scrambled R.A.F . M.F. beam system-,groups, each of four 

beacons, employing frequency switching. 
Allied decoy flare-tires-counter-measure to G.A.F. flare 

target .markers. 
G.A.F. anti-jammer modification to S.N .2. A.I. and to 

WunbuYg. 
Allied convoy operation in Operation Neptune. 
R.A.F . airborne jammers against G.A.F., B.F., R/T, N.F. 

control-modificatio11 to T.1154 noise-modulated from 
microphone in engine nacelle. (Special Tinsel was a 
H.P. ground version.) 



Titanic (I, Ill 
and IV). 

Torch' 

Trioity 

Washtub 

Wasserman 

W ilde Sau 

yYlndjamm.er 

Window 

Wot~n 

Wur.zburg 

w~r.tlaus 

"X 11 Gerat . . 

"X ' ' Halbe .• 

"Y " Geriit 

Zalime Sau 

G.A.F. 
·G/L 
H.F. 
H.P. 
LP. 
L.R. 
M.F. 
LR. 

' . 
All.ied ·feint a.nd a.irbome drops in Cherbourg Peninsula oo 

5/6 June 1944 (" Overlord ' '). 
AJHed com.-bined operations in invasion of N.W. Africa on 

8 Novembor 1942. 
Allied operations against German battleships, Gneisenau 

and Scharnhorst in 'Brest. 
R.A.F. unmasking o{ H .P., B.B.C. transmitter at Drojtw.ich 

at selected times, to counter G.A.F. meaconwg of R.A.F. 
M.F, beacon scheme (Washtub II = ditto at Start Point). 

G.A.F., loog-range,~arly-warniog radar (see Chimney above}. 

G.A.F. technique for control of S.E. fighter by night against 
R.A.F. bomber stream-free-lance when once located in. · 
the stream. 

G.A.F. grnund-control by N..F.s by radar. 

R.A.F., R.C.M. against G.A .F. early-warning; fighter and 
S/L ai1d A/A ground control and A.I. Metallised 
leaBet/strip reflector. 

G.A.F. blind-bombing aid-range measurement along a 
tracking beam by meas.urement of phase a:ngle difference 
between outgoing and rerayed signals. 

G.A.F., G.C.I., and S/L and A.A. control on 460-{)00 
megacycles per setond-range 200-250 Kms per second
heigbt finding by tilt of parabolic mirror (Giant and small 
types). 

G.A.F. R.C.M. Window-anti-jatnmer for G.C.I. and E~W, 
on doppler principle. 

G.A.F. blind-bombing auto01atic receiver-used io Ruffian 
technique on c. 74 megacycles per second. 

G.A .F. receivers. capable of adaptation to any R.A.F. 
metric wavelength, for air-air- homing, 

G.A.F. airborne receive:r used in " Benito "-automatic 
"Course "and " Range· • panel indicators. 

Tame Sow-G.A.F. employment of T.E. N.F.s, under 
gy-ouud-control (Hinttmlbett), for loog-(ainge pursuit of 
Allied bombers. 

Abbreviations used -in Glossary 

German Air Force. 
Gun-laying. 
High Frequency. 
High Power. 
Low Power. 
Long Range. 
Medium Frequency. 
Infra-Red. 

N.F. 
S·.'E. 
T.E . 
V.H.F. 
E-W 
c.p.s. 
Mc/s 
Kc/s 
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Night Fighter. 
Single-engined. 
Twin-engined. 
Very High Frequency. 
Early-Warning. 
Cycles per second. 
Megacycles per second. 
Kilocycles per second. 






